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1. Introduction

In the last meeting, there is discussion on SS-SINR measurement for NR HST, but no agreements are reached. This contribution provides discussion on this issue.
2. Discussion 
Table 1 is the simulation results based on the agreed simulation assumption [1]. 30KHz SCS is simulated, and AWGN with 3334Hz offset between desired and interfering cells is considered.

Table 1 simulation results on SS-SINR for NR HST

	SNR (dB)
	Sample #
	5%
	50%
	95%
	Absolute accuracy

	6
	3
	-1.603
	-1.008
	-0.426
	1.603

	
	5
	-1.453
	-1.000
	-0.558
	1.453

	7
	3
	-1.756
	-1.200
	-0.653
	1.756

	
	5
	-1.626
	-1.196
	-0.767
	1.626

	8
	3
	-1.961
	-1.435
	-0.894
	1.961

	
	5
	1.832
	-1.427
	-1.013
	1.832

	9
	3
	-2.219
	-1.711
	-1.187
	2.219

	
	5
	-2.093
	-1.705
	-1.295
	2.093

	10
	3
	-2.518
	-2.037
	-1.535
	2.518

	
	5
	-2.408
	-2.021
	-1.624
	2.408

	11
	3
	-2.865
	-2.398
	-1.914
	2.865

	
	5
	-2.753
	-2.394
	-2.024
	2.753

	12
	3
	-3.286
	-2.830
	-2.367
	3.286

	
	5
	-3.174
	-2.820
	-2.456
	3.174

	13
	3
	-3.750
	-3.306
	-2.858
	3.750

	
	5
	-3.647
	-3.310
	-2.964
	3.647

	14
	3
	-4.268
	-3.854
	-3.433
	4.268

	
	5
	-4.167
	-3.853
	-3.516
	4.167

	15
	3
	-4.838
	-4.454
	-4.044
	4.838

	
	5
	-4.756
	-4.454
	-4.144
	4.756

	16
	3
	-5.491
	-5.106
	-4.729
	5.491

	
	5
	-5.397
	-5.107
	-4.809
	5.397

	17
	3
	-6.167
	-5.809
	-5.454
	6.167

	
	5
	-6.077
	-5.810
	-5.541
	6.077

	18
	3
	-6.894
	-6.558
	-6.230
	6.894

	
	5
	-6.814
	-6.563
	-6.303
	6.814

	19
	3
	-7.658
	-7.355
	-7.043
	7.658

	
	5
	-7.586
	-7.352
	-7.115
	7.586

	20
	3
	-8.470
	-8.178
	-7.889
	8.470

	
	5
	-8.396
	-8.177
	-7.956
	8.396


In Rel-15, the intra-frequency SS-SINR accuracy requirements is +-3 dB for -3 dB ≤SSB Ês/Iot ≤ 25 dB. With the assumption that the Rel-15 SS-SINR accuracy requirements are reused for HST condition, according to the simulation results, it can be found that the case with SNR <= 11 dB could satisfy the requirements.
Proposal 1: For HST scenario, specify SS-SINR accuracy requirement for SNR <= [11] dB, and the Rel-15 SS-SINR accuracy requirements (+-3dB) can be reused.
3. Conclusion
This contribution provides discussion on SS-SINR measurement for NR HST, and the proposals are:
Proposal 1: For HST scenario, specify SS-SINR accuracy requirement for SNR <= [11] dB, and the Rel-15 SS-SINR accuracy requirements (+-3dB) can be reused.
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