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5.4	Additional NR-DC configurations for NR frequency range 1
Requirements for a Rel-16 UE for additional NR-DC configurations within FR1 compared to TS 38.101-1 of Rel-16 [2] are introduced via this clause.
Table 5.4.1-1: NR-DC within FR1
	Feature
	DL/UL
	Maximum number of bands
	number of CCs
	CA BW Classes
	Duplex-mode
	Release
independent from
	requirements to be fulfilled
(see 38.307 of the REL in which the CA configuration was introduced)

	NR-DC configurations within NR FR1
	DL
	2
	3
	B,C
	TDD, FDD and TDD
	Rel-16
	Table B.4.7-1

	
	UL
	2
	2
	A
	TDD, FDD and TDD
	Rel-16
	



<< Next change >>
B.4.7	Common UE RF requirements for NR-DC configurations within NR frequency range 1 
The requirements and test cases listed in Table B.4.7-1 are specified in in REL-16 version of TS 38.101-1 [2].
Table B.4.7-1: Common UE RF requirements for a release independent NR-DC
	Clause
	Description

	5.2B
	Operating bands for DC   

	5.5B
	Configurations for DC   

	6.2B
	Transmitter power for NR-DC   

	6.3B
	Output power dynamics for NR-DC

	6.4B
	Transmit signal quality for NR-DC

	6.5B
	Output RF spectrum emissions for NR-DC

	7.3B
	Reference sensitivity for NR-DC  

	7.4B
	Maximum input level for NR-DC

	7.5B
	Adjacent channel selectivity for NR-DC

	7.6B
	Blocking characteristics for NR-DC

	7.7B
	Spurious response for NR-DC

	7.8B
	Intermodulation characteristics for NR-DC
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