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	Reason for change:
	The in-band blocking conformance test states that the test should be carried out in steps of 1MHz for both FR1 and FR2.
For FR2, the width of the operating band together with ΔfOOB is large and testing in steps of 1MHz will lead to excessive testing, running into tens of thousands of steps when considering the full band and all test directions. Stepping in the order of each channel bandwidth will give the same amount of test coverage.

	
	

	Summary of change:
	Step size for FR2 IBB test changed to 50MHz. (50MHz selected in order to achieve reasonable test complexity and relate to minimum channel BW)

	
	

	Consequences if not approved:
	Excessive test time for FR2 IBB
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[bookmark: _Toc21101309][bookmark: _Toc29810348][bookmark: _Toc37273625][bookmark: _Toc45884943]7.5.2.4.2	Procedure
1)	Place the BS with its manufacturer declared coordinate system reference point in the same place as calibrated point in the test system, as shown in annex E.2.3.
2)	Align the manufacturer declared coordinate system orientation of the BS with the test system.
3)	Align the BS with the test antenna in the declared direction to be tested.
4)	Align the BS to that the wanted signal and interferer signal is polarization matched with the test antenna(s).
5)	Configure the beam peak direction for the transmitter according to the declared reference beam direction pair for the appropriate beam identifier.
6)	Set the BS to transmit beam(s) of the same operational band as the OSDD or OTA REFSENS RoAoA being tested according to the appropriate test configuration in clauses 4.7 and 4.8.
7)	Set the test signal mean power so that the calibrated radiated power at the BS Antenna Array coordinate system reference point is as follows:
	For general OTA blocking:
a)	Set the signal generator for the wanted signal to transmit as specified in table 7.5.2.5.2-1 for BS type 1-O and table 7.5.2.5.3-1 for BS type 2-O.
[bookmark: _GoBack]b)	Set the signal generator for the interfering signal at the specified frequency offset from the wanted signal to transmit as specified in table 7.5.2.5.2-1 for BS type 1-O and table 7.5.2.5.3-1 for BS type 2-O. The interfering signal shall be swept with a step size of 1 MHz for BS type 1-O or 50 MHz for BS type 2-O starting from the minimum offset to the channel edges of the wanted signals.
	For OTA narrowband blocking:
a)	Set the signal generator for the wanted signal to transmit as specified in table 7.5.2.5.2-2 for BS type 1-O.
b)	Set the signal generator for the interfering signal at the specified frequency offset from the wanted signal to transmit as specified in tables 7.5.2.5.2-2 and 7.5.2.5.2-3 for BS type 1-O. Set-up and sweep the interfering RB centre frequency offset to the channel edge of the wanted signal according to table 7.5.2.5.2-3.
8)	Measure throughput according to annex A.1 for each supported polarization, for multi-carrier and/or CA operation the throughput shall be measured for relevant carriers specified by the test configuration specified in clauses 4.7.2 and 4.8.
9)	Repeat steps 3 to 8 for all the specified measurement directions.
For multi-band RIB(s) and single band tests, repeat the steps above per involved band where single band test configurations and test models shall apply with no carriers activated in the other band.


