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1. Introduction
We provided the list of test cases for Rel-16 NB-IoT to be introduced and some general configurations. 
2. Test cases list
Table: Test cases list for Rel-16 NB-IoT
	Test cases
	Operation mode
	Coverage level
	Company

	MSG3 channel quality report on non-anchor carrier

	A.9.14.x HD-FDD Downlink channel quality reporting accuracy on non-anchor carrier
	SA
	NC
	

	A.9.14.x HD-FDD Downlink channel quality reporting accuracy on non-anchor carrier
	SA
	EC
	

	channel quality report in connected mode

	A.9.14.x HD-FDD Downlink channel quality reporting accuracy in connected mode
	SA
	NC
	

	A.9.14.x HD-FDD Downlink channel quality reporting accuracy in connected mode
	SA
	EC
	

	PUR

	A.7.1.x HD-FDD  Transmit Timing Accuracy Tests for Category NB1 UE for PUR 
	In-Band
	NC
	

	A.7.1.x HD-FDD  Transmit Timing Accuracy Tests for Category NB1 UE for PUR
	In-Band
	EC
	

	A.4.2.x TA validation for transmission using PUR
	In-Band
	NC
	

	A.4.2.x TA validation for transmission using PUR
	In-Band
	EC
	

	UE specific DRX cycle (320ms & 640ms)

	A.4.2.x HD – FDD Intra frequency reselection with UE specific DRX (320ms & 640ms)
	In-Band
	NC
	

	A.4.2.x HD – FDD Intra frequency reselection with UE specific DRX (320ms & 640ms)
	In-Band
	EN
	

	A.4.2.x HD – FDD Inter frequency reselection with UE specific DRX (320ms & 640ms)
	In-Band
	EN
	

	A.4.2.x E-UTRAN TDD - TDD Intra frequency reselection with UE specific DRX (320ms & 640ms)
	In-Band
	NC
	

	A.4.2.x E-UTRAN TDD - TDD Intra frequency reselection with UE specific DRX (320ms & 640ms)
	In-Band
	EC
	

	A.4.2.x E-UTRAN TDD - TDD Inter frequency reselection with UE specific DRX (320ms & 640ms)
	In-Band
	EC
	

	A.4.2.x  HD-FDD Intra frequency reselection with serving cell RRM measurement relaxation
	In-Band
	NC
	



3. Conclusions
Define the test cases in the table for Rel-16 NB-IoT
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