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------------------------------ Modified section ------------------------------
[bookmark: _Toc21095743][bookmark: _Toc29762942][bookmark: _Toc45869227]3.1	Definitions
------------------------------ Unchanged part omitted ------------------------------
downlink operating band: part of the (FDD) operating band designated for downlink transmission
enhanced performance requirements type A: This defines performance requirements assuming baseline receiver as demodulation reference signal based linear minimum mean square error interference rejection combining
enhanced performance requirements type B: This defines performance requirements assuming baseline receiver as code word level interference cancellation for intra-cell inter-user interference plus demodulation reference signal based linear minimum mean square error interference rejection combining for inter-cell interference
equivalent isotropic radiated power: equivalent power radiated from an isotropic directivity device producing the same field intensity at a point of observation as the field intensity radiated in the direction of the same point of observation by the discussed device
NOTE:	Isotropic directivity is equal in all directions (i.e. 0 dBi).
------------------------------ Unchanged part omitted ------------------------------
------------------------------ Next modified section ------------------------------
[bookmark: _Toc21095751][bookmark: _Toc29762950][bookmark: _Toc45869235]4.5	Regional requirements
Some requirements in the present document may only apply in certain regions either as optional requirements, or as mandatory requirements set by local and regional regulation. It is normally not stated in the 3GPP specifications under what exact circumstances the regional requirements apply, since this is defined by local or regional regulation.
Table 4.5-1 lists all requirements in the present specification that may be applied differently in different regions. Non‑AAS BS requirements are applicable as defined in the present document. In many cases, such requirements include regional requirements that are implicitly referenced from the present specification, and listed in the specification for the specifications concerned 3GPP TS 25.104 [2], 3GPP TS 25.105 [3], 3GPP TS 36.104 [4] and 3GPP TS 37.104 [5].
Table 4.5-1: List of regional requirements
	Clause number
	Requirement
	Comments

	4.6
	Operating bands and Band Categories
	Some operating bands may be applied regionally.

	6.2.2.4.2, 9.3.2.4.2
	Base station output power and 
OTA Base Station output power
	These requirements apply in Japan for an E-UTRA BS operating in band 34 and Band 41.

	6.6.2, 9.7.2
	Occupied bandwidth and OTA Occupied bandwidth
	The requirement may be applied regionally. There may also be regional requirements to declare the Occupied bandwidth according to the definition.

	6.6.4, 9.7.4
	Spectrum emission mask and 
OTA Spectrum emission mask
	The mask specified may be mandatory in certain regions. In other regions this mask may not be applied. Additional spectrum protection requirements may apply regionally.

	6.6.5, 9.7.5
	Operating band unwanted emissions and OTA Operating band unwanted emissions
	Category A or Category B operating band unwanted emissions limits may be applied regionally.

	6.6.5, 9.7.5
	Operating band unwanted emissions and OTA Operating band unwanted emissions
	The BS may have to comply with the applicable emission limits established by FCC Title 47 [15], when deployed in regions where those limits are applied and under the conditions declared by the manufacturer.

	6.6.5, 9.7.5
	Operating band unwanted emissions and OTA Operating band unwanted emissions
	The requirements for protection of DTT may apply regionally.

	6.6.5, 9.7.5
	Operating band unwanted emissions and OTA Operating band unwanted emissions
	Regional requirement as defined in 3GPP TS 37.104, subclause 6.6.2.4.4 [9] may be applied for the protection of systems operating in frequency bands adjacent to band 1 as defined in 3GPP TS 37.104, subclause 4.5, [9] in geographic areas in which both an adjacent band service and UTRA and/or E‑UTRA are deployed.

	6.6.5, 9.7.5
	Operating band unwanted emissions and OTA Operating band unwanted emissions
	Additional requirements for band 41 may apply in certain regions as additional operating band unwanted emission limits.

	6.6.5, 9.7.5
	Operating band unwanted emissions and OTA Operating band unwanted emissions
	Additional band 32 unwanted emissions requirements may apply in certain regions 

	6.6.6, 9.7.6
	Spurious emissions and OTA Spurious emissions
	Category A limits are mandatory for regions where Category A limits for spurious emissions, as defined in Recommendation ITU-R SM.329 [14] apply.  Category B limits are mandatory for regions where Category B limits for spurious emissions, as defined in Recommendation ITU-R SM.329 [14] apply.

	6.6.6, 9.7.6
	Spurious emissions and OTA Spurious emissions
	Additional spurious emissions requirements may be applied for the protection of system operating in frequency ranges other than the AAS BS operating band as described in 3GPP TS 37.104 [9] subclause 6.6.1.3 (NOTE).

	6.6.6, 9.7.6
	Spurious emissions and OTA Spurious emissions
	In addition to 3GPP requirements, the BS may have to comply with the applicable emission limits established by FCC Title 47 [15], when deployed in regions where those limits are applied, and under the conditions declared by the manufacturer.

	6.6.6, 9.7.6
	Spurious emissions and OTA Spurious emissions
	The emission limits specified as the basic limit + X (dB) are applicable, unless stated differently in regional regulation.

	6.7, 9.8
	Transmitter intermodulation and 
OTA Transmitter intermodulation
	Additional requirements may apply in certain regions.

	7.5, 10.6
	Blocking and 
OTA Blocking
	For the Public Safety LTE BS in Korea from 718 to 728 MHz in Band 28, regional blocking requirement is specified in TS 36.104 [8], subclause 7.6.3.

	7.6, 10.7.4
	Rx spurious emissions and OTA Rx Spurious emissions
	The emission limits specified as the basic limit + X (dB) are applicable, unless stated differently in regional regulation.


------------------------------ Next modified section ------------------------------
[bookmark: _Toc21095845][bookmark: _Toc29763044][bookmark: _Toc45869329]6.5.4	Modulation quality
[bookmark: _Toc21095846][bookmark: _Toc29763045][bookmark: _Toc45869330]6.5.4.1	General
Modulation quality is defined by the difference between the measured carrier signal and a reference an ideal signal. Modulation quality can be expressed e.g. as Peak Code domain Error (PCDE) or Relative Code domain Error (RCDE) or Error Vector Magnitude (EVM) for UTRA and Error Vector Magnitude (EVM) for E-UTRA.
These requirements apply per TAB connector.
[bookmark: _Toc21095847][bookmark: _Toc29763046][bookmark: _Toc45869331]6.5.4.2	Minimum requirement for MSR operation
The minimum requirement for a UTRA modulation quality are defined in subclause 6.5.4.3.
The minimum requirement for an E-UTRA modulation quality are defined in subclause 6.5.4.4.
The minimum requirement for an NR modulation quality is defined as the same as those for BS type 1-H in 3GPP TS 38.104 [28] in subclause 6.5.2.2.
[bookmark: _Toc21095848][bookmark: _Toc29763047][bookmark: _Toc45869332]6.5.4.3	Minimum requirement for single RAT UTRA operation
The Error Vector Magnitude is a measure of the difference between the reference ideal waveform and the measured waveform. This difference is called the error vector. Both waveforms pass through a matched Root Raised Cosine filter to the considered chip rate and roll-off α=0.22. Both waveforms are then further modified by selecting the frequency, absolute phase, absolute amplitude and chip clock timing to minimize the error vector. The EVM result is defined as the square root of the ratio of the mean error vector power to the mean reference power expressed as a %.
For UTRA FDD the measurement interval is one timeslot as defined by the C-PICH (when present) otherwise the measurement interval is one timeslot starting with the beginning of the SCH. The requirement is valid over the total power dynamic range as specified in subclause 6.3.4.3. The minimum requirements are the same as those in 3GPP TS 25.104 [6], subclause 6.8.2.1.
For UTRA TDD the measurement interval is one timeslot. The requirement is valid over the total power dynamic range as specified in subclause 6.3.4.3. See annex C of 3GPP TS 25.142 [10] for further details. The minimum requirements are the same as those in 3GPP TS 25.105 [7], subclause 6.8.2.1.
For UTRA FDD the Peak Code Domain Error is computed by projecting the error vector onto the code domain at a specified spreading factor. The Code Domain Error for every code in the domain is defined as the ratio of the mean power of the projection onto that code, to the mean power of the composite ideal reference waveform. This ratio is expressed in dB. The Peak Code Domain Error is defined as the maximum value for the Code Domain Error for all codes. The measurement interval is one timeslot as defined by the C-PICH (when present) otherwise the measurement interval is one timeslot starting with the beginning of the SCH. The minimum requirements are the same as those in 3GPP TS 25.104 [6], subclause 6.8.3.1.
For UTRA FDD the Relative Code Domain Error is computed by projecting the error vector onto the code domain at a specified spreading factor. Only the active code channels in the composite ideal reference waveform are considered for this requirement. The Relative Code Domain Error for every active code is defined as the ratio of the mean power of the error projection onto that code, to the mean power of the active code in the composite ideal reference waveform. This ratio is expressed in dB. The measurement interval is one frame. The minimum requirements are the same as those in 3GPP TS 25.104 [6], subclause 6.8.5.1.
For UTRA TDD 1,28Mcps option, the minimum requirements for modulation quality, PCDE and RCDE, are the same as in 3GPP TS 25.105 [7], subclauses 6.8.2, 6.8.3 and 6.8.4 respectively. The requirement for Relative Code Domain Error is only applicable for 64QAM modulated codes (UTRA FDD and UTRA TDD).
------------------------------ Next modified section ------------------------------
[bookmark: _Toc21095910][bookmark: _Toc29763109][bookmark: _Toc45869394]6.7.4	Minimum requirement for single RAT E-UTRA operation
[bookmark: _Toc21095911][bookmark: _Toc29763110][bookmark: _Toc45869395]6.7.4.1	General co-location minimum requirement
The transmitter intermodulation level shall not exceed the unwanted emission limits in subclauses 6.6.6, 6.6.5 and 6.6.3 in the presence of an E-UTRA interfering signal according to table 6.7.4.1‑1.
The requirement is applicable outside the Base Station RF Bandwidth or Radio Bandwidth. The interfering signal offset is defined relative to the Base Station RF Bandwidth edges or Radio Bandwidth edges.
For TAB connectors supporting operation in non-contiguous spectrum, the requirement is also applicable inside a sub-block gap for interfering signal offsets where the interfering signal falls completely within the sub-block gap. The interfering signal offset is defined relative to the sub-block edges.
For TAB connectors supporting operation in multiple operating bands, the requirement applies relative to the Base Station RF Bandwidth edges of each supported operating band. In case the inter Base Station RF Bandwidth gap is less than 15 MHz, the requirement in the gap applies only for interfering signal offsets where the interfering signal falls completely within the inter Base Station RF Bandwidth gap.
The wanted signal and interfering signal centre frequency is specified in table 6.7.4.1‑1.
Table 6.7.4.1-1: Interfering and wanted signals for
the co-location transmitter intermodulation requirement
	Parameter
	Value

	Wanted signal
	E-UTRA single carrier, or multi-carrier, or multiple intra-band contiguously or non-contiguously aggregated carriers

	Interfering signal type
	E-UTRA signal of channel bandwidth 5 MHz

	Interfering signal level
	Rated total output power per TAB connector  in the operating band (PRated,t,TABC) – 30dB

	Interfering signal centre frequency offset from the lower (upper) edge of the wanted signal or edge of sub-block inside a sub-block gap
	±2,5 MHz
±7,5 MHz
±12,5 MHz

	NOTE 1:	Interfering signal positions that are partially or completely outside of any downlink operating band of the base station are excluded from the requirement, unless the interfering signal positions fall within the frequency range of adjacent downlink operating bands in the same geographical area. In case that none of the interfering signal positions fall completely within the frequency range of the downlink operating band, 3GPP TS 36.141 [20] provides further guidance regarding appropriate test requirements.
NOTE 2:	In certain regions, NOTE 1 is not applied in Band 1, 3, 8, 9, 11, 18, 19, 21, 28, 32 operating within 1 475.9 MHz to 1 495.9 MHz, 34, 74.


------------------------------ Next modified section ------------------------------
[bookmark: _Toc21095926][bookmark: _Toc29763125][bookmark: _Toc45869410]7.4	Adjacent channel selectivity, general blocking, and narrowband blocking
[bookmark: _Toc21095927][bookmark: _Toc29763126][bookmark: _Toc45869411]7.4.1	General
The adjacent channel selectivity (ACS), general blocking and narrowband blocking characteristics are measures of the receiver unit ability to receive a wanted signal at its assigned channel at the TAB connector in the presence of an unwanted interferer inside the operating band.
NOTE:	For Single RAT requirements, the in-band selectivity characteristics is referred to as "adjacent channel selectivity", whereas for the MSR requirements, the corresponding property is referred to as "general blocking" since the adjacent frequency range may not carry a channel addressable from the interfered carrier.
The in-band blocking requirement applies from FUL_low - ΔfOOB to FUL_high + ΔfOOB, excluding the downlink frequency range of the FDD operating band. The values of ΔfOOB are defined in table 7.4.1-1.
Table 7.4.1-1: ΔfOOB offset for operating bands
	Operating band characteristics
	ΔfOOB [MHz]

	FUL_high – FUL_low < 100 MHz
	20

	100 MHz ≤ FUL_high – FUL_low ≤ 900 MHz
	60


------------------------------ Next modified section ------------------------------
[bookmark: _Toc21095938][bookmark: _Toc29763137][bookmark: _Toc45869422]7.5.2.2	Co-location minimum requirement
This additional blocking requirement may be applied for the protection of AAS BS receivers when NR, E-UTRA BS, UTRA BS, CDMA BS or GSM/EDGE BS operating in a different frequency band are co-located with an AAS BS.
The requirements in this subclause assume a 30 dB coupling loss between the interfering transmitter and the AAS BS receiver and are based on co-location with base stations of the same class.
For a wanted and an interfering signal coupled to the TAB connector using the parameters in table 7.5.2.2-1, the following requirements shall be met:
-	For any E-UTRA carrier, the throughput shall be ≥ 95 % of the maximum throughput of the reference measurement channel defined in 3GPP TS 36.104 [8], subclause 7.2.1.
-	For any UTRA FDD carrier, the BER shall not exceed 0,001 for the reference measurement channel defined in 3GPP TS 25.104 [6], subclause 7.2.1.
-	For any UTRA TDD carrier, the BER shall not exceed 0,001 for the reference measurement channel defined in 3GPP TS 25.105 [7], subclause 7.2.1.2.
-	For any NR carrier, the throughput shall be ≥ 95% of the maximum throughput of the reference measurement channel defined for BS type 1-H in TS 38.104 [28], subclause 7.2.2.
Table 7.5.2.2-1: Blocking requirement for co-location with BS in other frequency bands
	Type of co-located BS
	Centre Frequency of Interfering Signal [MHz]
	Interfering Signal mean power for WA BS [dBm]
	Interfering Signal mean power for MR BS [dBm]
	Interfering Signal mean power for LA BS [dBm]
	Wanted Signal mean power [dBm]
	Type of Interfering Signal

	GSM850 or CDMA850
	869 - 894
	+16
	+8
	-6
	PREFSENS + x dB (NOTE 1)
	CW carrier

	GSM900
	921 - 960
	+16
	+8
	-6
	PREFSENS + x dB (NOTE 1)
	CW carrier

	DCS1800
	1 805 - 1 880
(NOTE 4)
	+16
	+8
	-6
	PREFSENS + x dB (NOTE 1)
	CW carrier

	PCS1900
	1 930 - 1 990
	+16
	+8
	-6
	PREFSENS + x dB (NOTE 1)
	CW carrier

	UTRA FDD Band I or E-UTRA Band 1 or NR band n1
	2 110 - 2 170
	+16
	+8
	-6
	PREFSENS + x dB (NOTE 1)
	CW carrier

	UTRA FDD Band II or E-UTRA Band 2 or NR band n2
	1 930 - 1 990
	+16
	+8
	-6
	PREFSENS + x dB (NOTE 1)
	CW carrier

	UTRA FDD Band III or E-UTRA Band 3 or NR band n3
	1 805 - 1 880
(NOTE 4)
	+16
	+8
	-6
	PREFSENS + x dB (NOTE 1)
	CW carrier

	UTRA FDD Band IV or E-UTRA Band 4
	2 110 - 2 155
	+16
	+8
	-6
	PREFSENS + x dB (NOTE 1)
	CW carrier

	UTRA FDD Band V or E-UTRA Band 5 or NR band n5
	869 - 894
	+16
	+8
	-6
	PREFSENS + x dB (NOTE 1)
	CW carrier

	UTRA FDD Band VI or E-UTRA Band 6
	875 - 885
	+16
	+8
	-6
	PREFSENS + x dB (NOTE 1)
	CW carrier

	UTRA FDD Band VII or E-UTRA Band 7 or NR band n7
	2 620 - 2 690
	+16
	+8
	-6
	PREFSENS + x dB (NOTE 1)
	CW carrier

	UTRA FDD Band VIII or E-UTRA Band 8 or NR band n8
	925 - 960
	+16
	+8
	-6
	PREFSENS + x dB (NOTE 1)
	CW carrier

	UTRA FDD Band IX or E-UTRA Band 9
	1 844.9 - 1 879.9
	+16
	+8
	-6
	PREFSENS + x dB (NOTE 1)
	CW carrier

	UTRA FDD Band X or E-UTRA Band 10
	2 110 - 2 170
	+16
	+8
	-6
	PREFSENS + x dB (NOTE 1)
	CW carrier

	UTRA FDD Band XI or E-UTRA Band 11
	1 475.9 - 1 495.9
	+16
	+8
	-6
	PREFSENS + x dB (NOTE 1)
	CW carrier

	UTRA FDD Band XII or E-UTRA Band 12 or NR band n12
	729 - 746
	+16
	+8
	-6
	PREFSENS + x dB (NOTE 1)
	CW carrier

	UTRA FDD Band XIIII or E-UTRA Band 13
	746 - 756
	+16
	+8
	-6
	PREFSENS + x dB (NOTE 1)
	CW carrier

	UTRA FDD Band XIV or E-UTRA Band 14
	758 - 768
	+16
	+8
	-6
	PREFSENS + x dB (NOTE 1)
	CW carrier

	E-UTRA Band 17
	734 - 746
	+16
	+8
	-6
	PREFSENS + x dB (NOTE 1)
	CW carrier

	E-UTRA Band 18
	860 - 875
	+16
	+8
	-6
	PREFSENS + x dB (NOTE 1)
	CW carrier

	UTRA FDD Band XIX or E-UTRA Band 19
	875 - 890
	+16
	+8
	-6
	PREFSENS + x dB (NOTE 1)
	CW carrier

	UTRA FDD Band XX or E-UTRA Band 20 or NR band n20
	791 - 821
	+16
	+8
	-6
	PREFSENS + x dB (NOTE 1)
	CW carrier

	UTRA FDD Band XXI or E-UTRA Band 21
	1 495.9 - 1 510.9
	+16
	+8
	-6
	PREFSENS + x dB (NOTE 1)
	CW carrier

	UTRA FDD Band XXII or E-UTRA Band 22
	3 510 - 3 590
	+16
	+8
	-6
	PREFSENS + x dB (NOTE 1)
	CW carrier

	E-UTRA Band 23
	2 180 - 2 200
	+16
	+8
	-6
	PREFSENS + x dB (NOTE 1)
	CW carrier

	E-UTRA Band 24
	1 525 - 1 559
	+16
	+8
	-6
	PREFSENS + x dB (NOTE 1)
	CW carrier

	UTRA FDD Band XXV or E-UTRA Band 25 or NR band n25
	1 930 - 1 995
	+16
	+8
	-6
	PREFSENS + x dB (NOTE 1)
	CW carrier

	UTRA FDD Band XXVI or E-UTRA Band 26
	859 - 894
	+16
	+8
	-6
	PREFSENS + x dB (NOTE 1)
	CW carrier

	E-UTRA Band 27
	852 - 869
	+16
	+8
	-6
	PREFSENS + x dB (NOTE 1)
	CW carrier

	E-UTRA Band 28 or NR band n28
	758 - 803
	+16
	+8
	-6
	PREFSENS + x dB (NOTE 1)
	CW carrier

	E-UTRA Band 29
	717 - 728
	+16
	+8
	-6
	PREFSENS + 6dB (NOTE 1)
	CW carrier

	E-UTRA Band 30
	2 350 - 2 360
	+16
	+8
	-6
	PREFSENS + x dB (NOTE 1)
	CW carrier

	E-UTRA Band 31
	462.5 - 467.5
	+16
	+8
	-6
	PREFSENS + 6dB (NOTE 1)
	CW carrier

	UTRA FDD Band XXXII or E-UTRA Band 32
	1 452 - 1 496
(NOTE-5)
	+16
	+8
	-6
	PREFSENS + 6dB (NOTE 1)
	CW carrier

	UTRA TDD Band a) or E-UTRA TDD Band 33
	1 900 - 1 920
	+16
	+8
	-6
	PREFSENS + x dB (NOTE 1)
	CW carrier

	UTRA TDD Band a) or E-UTRA TDD Band 34 or NR band n34
	2 010 - 2 025
	+16
	+8
	-6
	PREFSENS + x dB (NOTE 1)
	CW carrier

	UTRA TDD Band b) or E-UTRA TDD Band 35
	1 850 - 1 910
	+16
	+8
	-6
	PREFSENS + x dB (NOTE 1)
	CW carrier

	UTRA TDD Band b) or E-UTRA TDD Band 36
	1 930 - 1 990
	+16
	+8
	-6
	PREFSENS + x dB (NOTE 1)
	CW carrier

	UTRA TDD Band c) or E-UTRA TDD Band 37
	1 910 - 1 930
	+16
	+8
	-6
	PREFSENS + x dB (NOTE 1)
	CW carrier

	UTRA TDD Band d) or E-UTRA Band 38 or NR band n38
	2 570 - 2 620
	+16
	+8
	-6
	PREFSENS + x dB (NOTE 1)
	CW carrier

	UTRA TDD Band f) or E-UTRA Band 39 or NR band n39
	1 880 - 1 920
	+16
	+8
	-6
	PREFSENS + x dB (NOTE 1)
	CW carrier

	UTRA TDD Band e) or E-UTRA Band 40 or NR band n40
	2 300 - 2 400
	+16
	+8
	-6
	PREFSENS + x dB (NOTE 1)
	CW carrier

	E-UTRA Band 41or NR band n41
	2 496 - 2 690
	+16
	+8
	-6
	PREFSENS + x dB (NOTE1)
	CW carrier

	E-UTRA Band 42
	3 400 - 3 600
	+16
	+8
	-6
	PREFSENS + x dB (NOTE 1)
	CW carrier

	E-UTRA Band 43
	3 600 - 3 800
	+16
	+8
	-6
	PREFSENS + x dB (NOTE 1)
	CW carrier

	E-UTRA Band 44
	703 - 803
	+16
	+8
	-6
	PREFSENS + x dB (NOTE 1)
	CW carrier

	E-UTRA Band 45
	1447 - 1467
	+16
	+8
	-6
	PREFSENS + x dB (NOTE 1)
	CW carrier

	E-UTRA Band 46
	5150 - 5925
	N/A
	+8
	-6
	PREFSENS + x dB (NOTE 1)
	CW carrier

	E-UTRA Band 48
	3550 – 3700
	+16
	+8
	-6
	PREFSENS + x dB (NOTE 1)
	CW carrier

	E-UTRA Band 49
	3550 – 3700
	N/A
	N/A
	-6
	PREFSENS + x dB*
	CW carrier

	E-UTRA Band 50
	1432 – 1517
	+16
	+8
	-6
	PREFSENS + x dB*
	CW carrier

	E-UTRA Band 51 or NR band n51
	1427– 1432
	N/A
	N/A
	-6
	PREFSENS + x dB*
	CW carrier

	E-UTRA Band 52
	3300 - 3400 MHz
	+16
	+8
	-6
	PREFSENS + x dB (NOTE 1)
	CW carrier

	E-UTRA Band 65
	2110 – 2200
	+16
	+8
	-6
	PREFSENS + x dB (NOTE 1)
	CW carrier

	E-UTRA Band 66 or NR band n66
	2110 – 2200
	+16
	+8
	-6
	PREFSENS + x dB (NOTE 1)
	CW carrier

	E-UTRA Band 67
	738 - 758
	+16
	+8
	-6
	PREFSENS + x dB (NOTE 1)
	CW carrier

	E-UTRA Band 68
	753 - 783
	+16
	+8
	-6
	PREFSENS + x dB (NOTE 1)
	CW carrier

	E-UTRA Band 69
	2570 - 2620
	+16
	+8
	-6
	PREFSENS + x dB (NOTE 1)
	CW carrier

	E-UTRA Band 70 or NR band n70
	1995 – 2020
	+16
	+8
	-6
	PREFSENS + x dB (NOTE 1)
	CW carrier

	E-UTRA Band 71 or or NR band n71
	617 - 652
	+16
	+8
	-6
	PREFSENS + x dB*
	CW carrier

	E-UTRA Band 72
	461 - 466
	+16
	+8
	-6
	PREFSENS + 6dB*
	CW carrier

	E-UTRA Band 73
	460 - 465
	+16
	+8
	-6
	PREFSENS + 6dB*
	CW carrier

	E-UTRA Band 74
	1475 - 1518
	+16
	+8
	-6
	PREFSENS + x dB*
	CW carrier

	NR band n77
	3300-4200
	+16
	+8
	-6
	PREFSENS + x dB*
	CW carrier

	NR band n78
	3300 - 3800
	+16
	+8
	-6
	PREFSENS + x dB*
	CW carrier

	NOTE 1:	PREFSENS depends on the RAT, the BS class and the channel bandwidth, see subclause 7.2.2. 
"x" is equal to 6 dB in case of UTRA or E-UTRA or NR  wanted signals.
NOTE 2:	Except for a BS operating in Band 13, these requirements do not apply when the interfering signal falls within any of the supported uplink operating band or in the ΔfOOB immediately outside any of the supported uplink operating band.
For a BS operating in band 13 the requirements do not apply when the interfering signal falls within the frequency range 768 - 797 MHz.
NOTE 3:	Some combinations of bands may not be possible to co-site based on the requirements above. The current state-of-the-art technology does not allow a single generic solution for co-location of UTRA TDD or E-UTRA TDD or NR TDD with E-UTRA FDD or NR TDD on adjacent frequencies for 30 dB BS-BS minimum coupling loss. However, there are certain site-engineering solutions that can be used. These techniques are addressed in 3GPP TR 25.942 [12].
NOTE 4:	In China, the blocking requirement for co-location with DCS1800 and Band III BS is only applicable in the frequency range 1 805 - 1 850 MHz.
NOTE 5:	For an AAS BS operating in band 11,21, or 74 this the requirement for co-location with Band 32 applies for interfering signal within the frequency range 1 475.9 - 1 495.9 MHz.
NOTE 6:	Co-located TDD base stations that are synchronized and using the same or adjacent operating band can receive without special co-location requirements. For unsynchronized base stations, special co-location requirements may apply that are not covered by the 3GPP specifications.


------------------------------ Next modified section ------------------------------
[bookmark: _Toc21095942][bookmark: _Toc29763141][bookmark: _Toc45869426]7.5.4	Minimum requirement for single RAT E-UTRA operation
[bookmark: _Toc21095943][bookmark: _Toc29763142][bookmark: _Toc45869427]7.5.4.1	General minimum requirement 
------------------------------ Unchanged part omitted ------------------------------
Table 7.5.4.1-2: Blocking performance requirement for Local Area BS for E-UTRA
	Operating Band
	Centre Frequency of Interfering Signal [MHz]
	Interfering Signal mean power [dBm]
	Wanted Signal mean power [dBm]
	Interfering signal centre frequency minimum offset from the lower/upper Base Station RF Bandwidth edge or sub-block edge inside a sub-block gap [MHz]
	Type of Interfering Signal

	1-7, 9-11, 13, 14, 18,19, 21-23, 24, 27, 30, 33-39, 45, 50, 51, 65, 66, 68, 70
	(FUL_low -20)
	to
	(FUL_high +20)
	-35
	PREFSENS +6dB*
	See table 7.5.4.1-4
	See table 7.5.4.1-4

	
	1 
(FUL_high +20)
	to
to
	(FUL_low -20) 
12750
	-15
	PREFSENS +6dB* 
	
	CW carrier 

	40-44, 48, 52
	(FUL_low -60)
	to
	(FUL_high +60)
	-35
	PREFSENS +6dB*
	See table 7.5.4.1
-4
	See table 7.5.4.1-4

	
	1 
(FUL_high +60)
	to
to
	(FUL_low -60) 
12750
	-15
	PREFSENS +6dB* 
	
	CW carrier 

	8, 26, 28
	(FUL_low  -20)
	to
	(FUL_high +10)
	-35
	PREFSENS +6dB*
	See table 7.5.4.1-4
	See table 7.5.4.1-4

	
	1 
(FUL_high +10)
	to
to
	(FUL_low  -20) 
12750
	-15
	PREFSENS +6dB* 
	
	CW carrier 

	12
	(FUL_low  -20)
	to
	(FUL_high +13)
	-35
	PREFSENS +6dB*
	See table 7.5.4.1-4
	See table 7.5.4.1-4

	
	1 
(FUL_high +13)
	to
to
	(FUL_low  -20) 
12750
	-15
	PREFSENS +6dB* 
	
	CW carrier 

	17
	(FUL_low  -20)
	to
	(FUL_high +18)
	-35
	PREFSENS +6dB*
	See table 7.5.4.1-4
	See table 7.5.4.1-4

	
	1 
(FUL_high +18)
	to
to
	(FUL_low  -20) 
12750
	-15
	PREFSENS +6dB* 
	
	CW carrier 

	20, 71
	(FUL_low  -11)
	to
	(FUL_high +20)
	-35
	PREFSENS +6dB*
	See table 7.5.4.1-4
	See table 7.5.4.1-4

	
	1 
(FUL_high +20)
	to
to
	(FUL_low  -11) 
12750
	-15
	PREFSENS +6dB* 
	
	CW carrier 

	25
	(FUL_low  -20)
	to
	(FUL_high +15)
	-35
	PREFSENS +6dB*
	See table 7.5.4.1-4
	See table 7.5.4.1-4

	
	1 
(FUL_high +15)
	to
to
	(FUL_low  -20) 
12750
	-15
	PREFSENS +6dB*
	
	CW carrier

	31, 72, 73, 74
	(FUL_low -20)
	to
	(FUL_high +5)
	-35
	PREFSENS +6dB*
	See table 7.5.4.1-4
	See table 7.5.4.1-4

	
	1 
(FUL_high +5)
	to
to
	(FUL_low -20) 
12750
	-15
	PREFSENS +6dB* 
	
	CW carrier 

	85
	(FUL_low  -20)
	to
	(FUL_high +12)
	-35
	PREFSENS +6dB*
	See table 7.5.4.1-4
	See table 7.5.4.1-4

	
	1 
(FUL_high +12)
	to
to
	(FUL_low -20) 
12750
	-15
	PREFSENS +6dB* 
	
	CW carrier 

	Note*:	PREFSENS depends on the channel bandwidth as specified in 3GPP TS 36.104 [8], subclause 7.2.1.
Note**:	For a BS capable of multiband operation, in case of interfering signal that is not in the in-band blocking frequency range of the operating band where the wanted signal is present, and not in an adjacent or overlapping band, the wanted signal mean power is equal to PREFSENS + 1.4 dB.


------------------------------ Unchanged part omitted ------------------------------
------------------------------ Next modified section ------------------------------
[bookmark: _Toc21095947][bookmark: _Toc29763146][bookmark: _Toc45869431]7.6.2	Minimum requirement for MSR operation
[bookmark: _Toc21095948][bookmark: _Toc29763147][bookmark: _Toc45869432]7.6.2.1	General minimum requirement
The general MSR RX spurious emission basic limits are provided in table 7.6.2.1-1.
Table 7.6.2.1-1: General spurious emissions basic limits	Comment by R4-1906323: Notes in this table aligned with the Rel-15 NR spec corrections. 
	Frequency range
	Maximum levelBasic limits
	Measurement bandwidth
	NOTE

	30MHz ‑ 1 GHz
	-57 dBm
	100 kHz 
	Note 1

	1 GHz - 12.75 GHz
	-47 dBm
	1 MHz
	Note 1, Note 2

	12.75 GHz - 5th harmonic of the upper frequency edge of the UL operating band in GHz
	-47 dBm
	1 MHz
	Note 1, Note 2, Note 3Applies only for Bands 22, 42, 43 and 48.

	NOTE 1:	Measurement bandwidths as in ITU-R SM.329 [14], s4.1.
NOTE 2:	Upper frequency as in ITU-R SM.329 [14], s2.5 table 1.
NOTE 3:	This spurious frequency range applies only for operating bands for which the 5th harmonic of the upper frequency edge of the UL operating band is reaching beyond 12.75 GHz.
NOTE 4:	The frequency range from FBW RF,DL,low - ΔfOBUE (i.e. ΔfOBUE below the lowest frequency of the BS transmitter operating band) to FBW RF, DL,high + ΔfOBUE (i.e. ΔfOBUE above the highest frequency of the BS transmitter operating band) may be excluded from the requirement. ΔfOBUE is defined in clause 6.6.1. For multi-band TAB connectors, the exclusion applies for all supported operating bands for those connectors. 


------------------------------ Unchanged part omitted ------------------------------
------------------------------ Next modified section ------------------------------
[bookmark: _Toc21095953][bookmark: _Toc29763152][bookmark: _Toc45869437]7.7.2	Minimum requirement for MSR operation
[bookmark: _Toc21095954][bookmark: _Toc29763153][bookmark: _Toc45869438]7.7.2.1	General intermodulation minimum requirement
Interfering signals shall be a CW signal and an E-UTRA or UTRA signal as specified in 3GPP TS 37.104 [9], annex A. 
The requirement is applicable outside the Base Station RF Bandwidth or Radio Bandwidth. The interfering signal offset is defined relative to the Base Station RF Bandwidth edges or Radio Bandwidth edges.
For multi-band TAB connectors, the requirement applies in addition inside any Inter RF Bandwidth gap at those connectors, in case the gap size is at least twice as wide as the UTRA/E-UTRA interfering signal centre frequency offset from the Base Station RF Bandwidth edge. The interfering signal offset is defined relative to the Base Station RF Bandwidth edges inside the Inter RF Bandwidth gap.
For the wanted signal at the assigned channel frequency and two interfering signals coupled to the TAB connector, using the parameters in tables 7.7.2.1-1 and 7.7.2.1-2, the following requirements shall be met:
-	For any E-UTRA carrier, the throughput shall be ≥ 95 % of the maximum throughput of the reference measurement channel defined in 3GPP TS 36.104 [8], subclause 7.2.1.
-	For any UTRA FDD carrier, the BER shall not exceed 0,001 for the reference measurement channel defined in 3GPP TS 25.104 [6], subclause 7.2.1.
-	For any UTRA TDD carrier, the BER shall not exceed 0,001 for the reference measurement channel defined in 3GPP TS 25.105 [7], subclause 7.2.1.2.
-	For any NR carrier, the throughput shall be ≥ 95% of the maximum throughput of the reference measurement channel defined for BS type 1-H in TS 38.104 [28], subclause 7.2.2
Table 7.7.2.1-1: General intermodulation requirement
	Base Station Type
	Mean power of interfering signals [dBm]
	Wanted Signal mean power [dBm]
	Type of interfering signals

	Wide Area BS
	-48 + y (NOTE 6)
	PREFSENS +x dB (NOTE 2, 5)
	See table 7.7.2.1-2

	Medium Range BS
	-44 + y (NOTE 6)
	PREFSENS +x dB (NOTE 3, 5)
	

	Local Area BS
	-38 + y (NOTE 6)
	PREFSENS +x dB (NOTE 4, 5)
	

	NOTE 1:	PREFSENS depends on the RAT, the BS class and on the channel bandwidth, see subclause 7.2.2.
NOTE 2:	For WA BS not supporting NR, "x" is equal to 6 in case of E-UTRA or UTRA wanted signals. 
NOTE 3:	For MR BS not supporting NR, "x" is equal to 6 in case of UTRA wanted signals, 9 in case of E-UTRA wanted signal. 
NOTE 4:	For LA BS not supporting NR, "x" is equal to 12 in case of E-UTRA wanted signals, 6 in case of UTRA wanted signal. 
NOTE 5:	For a BS supporting NR and not supporting UTRA, x is equal to 6.
NOTE 6:	For a BS not supporting NR, "y" is equal to zero for all BS classes. For a BS that supports NR and supporting UTRA; "y" is equal to -4 for the WA BS class, -3 for the MR BS class and -6 for the LA BS class.


------------------------------ Unchanged part omitted ------------------------------
------------------------------ Next modified section ------------------------------
[bookmark: _Toc21095955][bookmark: _Toc29763154][bookmark: _Toc45869439]7.7.2.2	General narrowband intermodulation minimum requirement
Interfering signals shall be a CW signal and an E-UTRA 1RB signal as specified in 3GPP TS 37.104 [9], annex A.
The requirement is applicable outside the Base Station RF Bandwidth or Radio Bandwidth. The interfering signal offset is defined relative to the Base Station RF Bandwidth edges or Radio Bandwidth edges. 
For TAB connector supporting operation in non-contiguous spectrum within each supported operating band, the requirement applies in addition inside any sub-block gap in case the sub-block gap is at least as wide as the channel bandwidth of the E-UTRA interfering signal in table 7.7.2.2-2. The interfering signal offset is defined relative to the sub-block edges inside the gap.
For multi-band TAB connectors, the requirement applies in addition inside any Inter RF Bandwidth gap at those connectors in case the gap size is at least as wide as the E-UTRA interfering signal in table 7.7.2.2-2. The interfering signal offset is defined relative to the Base Station RF Bandwidth edges inside the Inter RF Bandwidth gap.
For the wanted signal at the assigned channel frequency and two interfering signals coupled to the TAB connector, using the parameters in tables 7.7.2.2-1 and 7.7.2.2-2, the following requirements shall be met:
-	For any E-UTRA carrier, the throughput shall be ≥ 95 % of the maximum throughput of the reference measurement channel defined in 3GPP TS 36.104 [8], subclause 7.2.1.
-	For any UTRA FDD carrier, the BER shall not exceed 0,001 for the reference measurement channel defined in 3GPP TS 25.104 [6], subclause 7.2.1.
-	For any UTRA TDD carrier, the BER shall not exceed 0,001 for the reference measurement channel defined in 3GPP TS 25.105 [7], subclause 7.2.1.2.
-	For any NR carrier, the throughput shall be ≥ 95% of the maximum throughput of the reference measurement channel defined for BS type 1-H in TS 38.104 [28], subclause 7.2.2
Table 7.7.2.2-1: General narrowband intermodulation requirement 
	Base Station Type
	Mean power of interfering signals [dBm]
	Wanted Signal mean power [dBm]
	Type of interfering signals

	Wide Area BS
	-52
	PREFSENS +x dB (NOTE)
	See table 7.7.2.2-2

	Medium Range BS
	-47
	
	

	Local Area BS
	-44
	
	

	NOTE:	PREFSENS depends on the RAT, the BS class and on the channel bandwidth, see subclause 7.2.2. "x" is equal to 6 dB in case of E-UTRA or UTRA or NR wanted signals.


------------------------------ Unchanged part omitted ------------------------------
------------------------------ Next modified section ------------------------------
[bookmark: _Toc21095966][bookmark: _Toc29763165][bookmark: _Toc45869450]8.1.2	E-UTRA operation
Performance requirements for the AAS BS are specified for the fixed reference channels (FRC) and propagation conditions defined in 3GPP TS 36.104 [8] annex A and annex B, respectively. The requirements only apply to those FRCs that are supported by the AAS BS.
Unless stated otherwise, performance requirements apply for a single carrier only. Performance requirements for an AAS BS E-UTRA supporting carrier aggregation are defined in terms of single carrier requirements. For FDD operation the requirements shall be met with the transmitter unit(s) associated with the TAB connectors(s) in the operating band ON.
NOTE:	In normal operating conditions TAB connectors in FDD operation are configured to transmit and receive at the same time. The transmitter unit(s) associated with the TAB connectors may be OFF for some of the tests as specified in TS 37.145-1 [29] and TS 37.145-2 [30].
In the referred E-UTRA specification, the term "RX antennas" refers to demodulation branches (and not physical antennas).
The SNR used in this clause is specified based on a single carrier and defined as:
	SNR = S / N
Where:
S	is the total signal energy in the subframe on a single TAB connector.
N	is the noise energy in a bandwidth corresponding to the transmission bandwidth over the duration of a subframe.
For enhanced performance requirements type A and type B, the SINR used in this clause is specified based on a single carrier and defined as:

	
Where:

is the total signal energy of one intra-cell UE in the subframe on a single TAB connector.


is the summation of the received energy of the strongest inter-cell interferers explicitly defined in a test procedure plus the white noise energy N, in a bandwidth corresponding to the transmission bandwidth over the duration of a subframe on a single TAB connector. The respective energy of each inter-cell interferer relative to  is defined by its associated DIP value.
------------------------------ Next modified section ------------------------------
[bookmark: _Toc21096047][bookmark: _Toc29763246][bookmark: _Toc45869531]9.6.4.3	Minimum requirement for single RAT UTRA operation
The Error Vector Magnitude is a measure of the difference between the idealreference waveform and the measured waveform. This difference is called the error vector. Both waveforms pass through a matched Root Raised Cosine filter to the considered chip rate and roll-off α=0.22. Both waveforms are then further modified by selecting the frequency, absolute phase, absolute amplitude and chip clock timing to minimize the error vector. The EVM result is defined as the square root of the ratio of the mean error vector power to the mean reference power expressed as a percentage.
For UTRA FDD the measurement interval is one timeslot as defined by the C-PICH (when present) otherwise the measurement interval is one timeslot starting with the beginning of the SCH. The requirement is valid over the total power dynamic range as specified in subclause 9.4.4. The minimum requirements are the same as those in 3GPP TS 25.104 [6], subclause 6.8.2.1.
For UTRA FDD the Peak Code Domain Error is computed by projecting the error vector onto the code domain at a specified spreading factor. The Code Domain Error for every code in the domain is defined as the ratio of the mean power of the projection onto that code, to the mean power of the composite idealreference waveform. This ratio is expressed in dB. The Peak Code Domain Error is defined as the maximum value for the Code Domain Error for all codes. The measurement interval is one timeslot as defined by the C-PICH (when present) otherwise the measurement interval is one timeslot starting with the beginning of the SCH. The minimum requirements are the same as those in 3GPP TS 25.104 [6], subclause 6.8.3.1.
For UTRA FDD the Relative Code Domain Error is computed by projecting the error vector onto the code domain at a specified spreading factor. Only the active code channels in the composite ideal reference waveform are considered for this requirement. The Relative Code Domain Error for every active code is defined as the ratio of the mean power of the error projection onto that code, to the mean power of the active code in the composite ideal reference waveform. This ratio is expressed in dB. The measurement interval is one frame. The minimum requirements are the same as those in 3GPP TS 25.104 [6], subclause 6.8.5.1.
The requirement for Relative Code Domain Error is only applicable for 64QAM modulated codes. 
------------------------------ Next modified section ------------------------------
[bookmark: _Toc21096079][bookmark: _Toc29763278][bookmark: _Toc45869563]9.7.5.2.4.3	Protection of DTT 
In certain regions the following requirement may apply for protection of DTT. For an AAS BS operating in Band 20 or n20, the level of emissions in the band 470-790 MHz, measured in an 8 MHz filter bandwidth on centre frequencies Ffilter according to table 9.7.5.2.4.3-1, shall not exceed the maximum emission TRP level shown in the table. This requirement applies in the frequency range 470-790 MHz even though part of the range falls in the spurious domain. 	Comment by Huawei: We shall align it and follow the MSR bands numerology as in TS 37.104 table 4.5-1.
Table 9.7.5.2.4.3-1: Declared emissions levels for protection of DTT
	Case
	Measurement filter centre frequency
	Condition on BS maximum aggregate TRP / 10 MHz, PTRP_10MHz
(NOTE) 
	Maximum Level
PTRP,N,MAX
	Measurement Bandwidth

	A: for DTT frequencies where broadcasting is protected
	N*8 + 306 MHz, 
21 ≤ N ≤ 60 
	PTRP_10MHz  59 dBm
	0  dBm  
	8 MHz

	
	N*8 + 306 MHz, 
21 ≤ N ≤ 60 
	36  PTRP_10MHz < 59 dBm
	PTRP_10MHz – 59 dBm
	8 MHz

	
	N*8 + 306 MHz, 
21 ≤ N ≤ 60 
	PTRP_10MHz < 36 dBm
	-23 dBm  
	8 MHz

	B: for DTT frequencies where broadcasting is subject to an intermediate level of protection
	N*8 + 306 MHz, 
21 ≤ N ≤ 60 
	PTRP_10MHz  59 dBm
	10 dBm  
	8 MHz

	
	N*8 + 306 MHz, 
21 ≤ N ≤ 60 
	36  PTRP_10MHz < 59 dBm
	PTRP_10MHz – 49 dBm
	8 MHz

	
	N*8 + 306 MHz, 
21 ≤ N ≤ 60 
	PTRP_10MHz < 36 dBm
	-13 dBm  
	8 MHz

	C: for DTT frequencies where broadcasting is not protected
	N*8 + 306 MHz, 
21 ≤ N ≤ 60 
	N.A.
	22 dBm  
	8 MHz

	NOTE:	PTRP_10MHz (dBm) is defined by the expression PTRP_10MHz  = P10MHz + Gant  + 6dB for UTRA and PTRP_10MHz  = P10MHz + Gant  + 9dB for E-UTRA, where Gant is 17 dBi 



NOTE:	The regional requirement is defined in terms of EIRP (effective isotropic radiated power), which is dependent on both the BS emissions and the deployment (including antenna gain and feeder loss). The method outlined in annex B1 Indicates how the limit in table 5.2.4.3-1 demonstrates compliance to the regional requirement.
9.7.5.2.4.4	Co-existence with services in adjacent frequency bands
This requirement may be applied for the protection of systems operating in frequency bands adjacent to Band 1 as defined in clause 4.6, in geographic areas in which both an adjacent band service and UTRA and/or E-UTRA are deployed.	Comment by Huawei: Based on CR in R4-1708754 it was found that there are some additional OBUE requirements missing in AAS spec. Those are reused from MSR spec 37.104, Rel-15.
The power of any spurious emission shall not exceed:
Table 9.7.5.2.4.4-1: Emissions limits for protection of adjacent band services
	Operating band
	Frequency range
	Maximum level
	Measurement bandwidth

	1
	2100-2105 MHz
	-21 + 3.4  (f - 2100 MHz) dBm
	1 MHz 

	
	2175-2180 MHz
	-21 + 3.4  (2180 MHz - f) dBm
	1 MHz



[bookmark: _Toc486925406]9.7.5.2.4.5	Co-existence with RNSS/GPS services in North America
In regions where FCC regulation applies, requirements for protection of GPS according to FCC Order DA 10-534 [x] applies for operation in Band 24. The following normative requirement covers the base station, to be used together with other information about the site installation to verify compliance with the requirement in FCC Order DA 10-534 [x]. The requirement applies to BS operating in Band 24 to ensure that appropriate interference protection is provided to the 1559 – 1610 MHz band. This requirement applies to the frequency range 1559-1610 MHz. 
The level of emissions in the 1559 – 1610 MHz band, measured in measurement bandwidth according to table 9.7.5.2.4.5-1  shall not exceed the maximum TRP limits indicated in the table.
Table 9.7.5.2.4.5-1: Declared emissions levels for protection of the 1559-1610 MHz band
	Operating Band
	Frequency range
	Declared emission level [dBW] 
(Measurement bandwidth = 1 MHz)
	Declared emission level [dBW] of discrete emissions of less than 700 Hz bandwidth
(Measurement bandwidth = 1 kHz)

	24
	1559 - 1610 MHz
	PEIRP – 17 dBi + 9 dB
	PEIRP – 17 dBi + 6 dB




NOTE:	The regional requirement, included in FCC Order DA 10-534 [x] is defined in terms of EIRP (effective isotropic radiated power), which is dependent on both the BS emissions at the antenna connector and the deployment (including antenna gain and feeder loss). The method outlined in annex B1 indicates how the limit in table 9.7.5.2.4.5-1 demonstrates compliance to the regional requirement.
9.7.5.2.4.6	Additional requirements for band 41

[bookmark: _Toc486925407]
The following requirement may apply to BS operating in Band 41 in certain regions. Emissions shall not exceed the maximum levels specified in table 9.7.5.2.4.6-1 below, where:
-	f is the separation between the Base Station RF Bandwidth edge frequency and the nominal -3dB point of the measuring filter closest to the carrier frequency.
-	f_offset is the separation between the Base Station RF Bandwidth edge frequency and the centre of the measuring filter.
Table 9.7.5.2.4.6-1: Additional operating band unwanted emission limits for Band 41
	Channel bandwidth
	Frequency offset of measurement filter ‑3dB point, f
	Frequency offset of measurement filter centre frequency, f_offset
	Minimum requirement
	Measurement bandwidth 

	10 MHz
	10 MHz  f < 20 MHz
	10.5 MHz  f_offset < 19.5 MHz
	-13 dBm
	1 MHz 

	20 MHz
	20 MHz  f < 40 MHz
	20.5 MHz  f_offset < 39.5 MHz
	-13 dBm
	1 MHz 

	NOTE: 	This requirement applies for E-UTRA carriers allocated within 2545-2575MHz or 2595-2645MHz.



[bookmark: _Toc486925408][bookmark: _Hlk488398243]9.7.5.2.4.7	Additional band 32, 50, 51, 74, 75 and 76 unwanted emissions

In certain regions, the following requirements may apply to BS operating in Band 32 within 1452-1492 MHz, in Band 75 within 1432-1517 MHz and in Band 76 within 1427-1432 MHz. The level of operating band unwanted emissions, measured on centre frequencies f_offset with filter bandwidth, according to table 9.7.5.2.4.7-1, shall not exceed the maximum TRP limits indicated in the table.. 
[bookmark: _Hlk488399038]For Band 32, this requirement applies in the frequency range 1452-1492 MHz when non-Mobile/Fixed Communications Network (MFCN) services are deployed in adjacent frequency ranges, while it applies also within 1427-1452 MHz and/or 1492-1517 MHz when MFCN services are deployed in such frequency ranges, even though part of the ranges falls in the spurious domain. For Band 75, this requirement applies in the frequency range 1427-1517 MHz. For Band 76, this requirement applies in the frequency range 1432-1517 MHz even though part of the range falls in the spurious domain.
Table 9.7.5.2.4.7-1: Declared operating band 32, 75 and 76 unwanted emission within 1427-1517 MHz
	Frequency offset of measurement filter centre frequency, f_offset
	Declared emission level [dBm]
	Measurement bandwidth 

	2.5 MHz
	PEIRP – 17 dBi + 9 dB
	5 MHz 

	7.5 MHz
	PEIRP – 17 dBi + 9 dB
	5 MHz 

	12.5 MHz ≤ f_offset ≤ f_offsetmax
	PEIRP – 17 dBi + 9 dB
	5 MHz

	NOTE:	For Band 32, when non-MFCN services are deployed in the adjacent bands, f_offsetmax denotes the frequency difference between the lower Base Station RF Bandwidth edge and 1454.5 MHz, and the frequency difference between the upper Base Station RF Bandwidthl edge and 1489.5 MHz for the set channel position. For Band 32, when MFCN services are deployed in the adjacent frequencies, Band 75 and Band 76, f_offsetmax denotes the frequency difference between the lower Base Station RF Bandwidth edge and 1429.5 MHz, and the frequency difference between the upper Base Station RF Bandwidth edge and 1514.5 MHz for the set channel position.



NOTE:	The regional requirement is defined in terms of EIRP (effective isotropic radiated power), which is dependent on both the BS emissions at the antenna connector and the deployment (including antenna gain and feeder loss). The method outlined in annex B.1 indicates how the limit in table 9.7.5.2.4.7-1 demonstrates compliance to the regional requirement.

In certain regions, the following requirement may apply to BS operating in Band 32 within 1452-1492MHz for the protection of non-MFCN services in spectrum adjacent to the frequency range 1452-1492 MHz. The level of emissions, measured on centre frequencies Ffilter with filter bandwidth according to Table 9.7.5.2.4.7-2, shall not exceed the maximum TRP limits indicated in the table. This requirement applies in the frequency range 1429-1518MHz even though part of the range falls in the spurious domain.
Table 9.7.5.2.4.7-2: Operating band 32 declared emission outside 1452-1492 MHz
	Filter centre frequency, Ffilter
	Declared emission level [dBm]
	Measurement bandwidth

	1429.5 MHz ≤ Ffilter ≤ 1448.5 MHz
	PEIRP – 17 dBi + 9 dB
	1 MHz

	Ffilter =  1450.5 MHz
	PEIRP – 17 dBi + 9 dB
	3 MHz

	Ffilter  = 1493.5 MHz
	PEIRP – 17 dBi + 9 dB
	3 MHz

	1495.5 MHz ≤  Ffilter  ≤ 1517.5 MHz  
	PEIRP – 17 dBi + 9 dB
	1 MHz



NOTE:	The regional requirement is defined in terms of EIRP (effective isotropic radiated power), which is dependent on both the BS emissions at the antenna connector and the deployment (including antenna gain and feeder loss). The method outlined in annex B.1 indicates how the limit in table 9.7.4.3.2-8 demonstrates compliance to the regional requirement.

[bookmark: _Hlk488399463]In certain regions, the following requirement may apply to BS operating in Band 50 and Band 75 within 1492-1517 MHz and in Band 74 within 1492-1518 MHz. The level of emissions, measured on centre frequencies Ffilter with filter bandwidth according to table 9.7.5.2.4.7-3, shall not exceed the maximum TRP limits indicated in the table.
Table 9.7.5.2.4.7-3: Operating band 50, 74 and 75 declared emission above 1520 MHz
	Filter centre frequency, Ffilter
	Declared emission level [dBm]
	Measurement bandwidth

	1520.5 MHz ≤ Ffilter ≤ 1558.5 MHz
	PEIRP – 17 dBi + 9 dB
	1 MHz



NOTE:	The regional requirement is defined in terms of EIRP (effective isotropic radiated power), which is dependent on both the BS emissions at the antenna connector and the deployment (including antenna gain and feeder loss). The method outlined in annex B.1 indicates how the limit in table 9.7.5.2.4.7-3 demonstrates compliance to the regional requirement.


In certain regions, the following requirement may apply to E-UTRA BS operating in Band 50 and Band 75 within 1432-1452 MHz, and in Band 51 and Band 76. Emissions shall not exceed the maximum levels specified in table 9.7.5.2.4.7-4.

Table 9.7.5.2.4.7-4: Additional operating band unwanted emission limits for BS operating in Band 50 and 75 within 1432-1452 MHz, and in Band 51 and 76
	Filter centre frequency, Ffilter
	Maximum Level [dBm]
	Measurement Bandwidth

	Ffilter = 1413.5 MHz
	-33
	27 MHz



9.7.5.2.4.8 	Additional requirements for band 45

In certain regions the following requirement may apply to E-UTRA BS operating in Band 45. Emissions shall not exceed the maximum levels specified in table 9.7.5.2.4.8-1.
Table 9.7.5.2.4.8-1: Emissions limits for protection of adjacent band services
	Operating Band
	Filter centre frequency, Ffilter 
	Maximum Level [dBm]
	Measurement Bandwidth

	45
	Ffilter = 1467.5
	-11
	1 MHz

	
	Ffilter = 1468.5
	-14
	1 MHz

	
	Ffilter = 1469.5
	-17
	1 MHz

	
	Ffilter = 1470.5
	-24
	1 MHz

	
	Ffilter = 1471.5
	-31
	1 MHz

	
	1472.5 MHz ≤ Ffilter ≤ 1491.5 MHz
	-38
	1 MHz



9.7.5.2.4.9 	Additional requirements for band 48

[bookmark: _Toc486925409]
The following requirement may apply to BS operating in Band 48 in certain regions. Emissions shall not exceed the maximum levels specified in table 9.7.5.2.4.9-1.
Table 9.7.5.2.4.9-1: Additional operating band unwanted emission limits for Band 48
	Channel bandwidth
	Frequency offset of measurement filter ‑3dB point, f
	Frequency offset of measurement filter centre frequency, f_offset
	Minimum requirement
	Measurement bandwidth

	All
	0 MHz  f < 10 MHz
	0.5 MHz  f_offset < 9.5 MHz
	-4 dBm
	1 MHz



------------------------------ Next modified section ------------------------------
[bookmark: _Toc21096083][bookmark: _Toc29763282][bookmark: _Toc45869567]9.7.5.4.2	Minimum requirements for Wide Area BS (Category A)
For E-UTRA RIB operating in Bands 5, 6, 8, 12, 13, 14, 17, 18, 19, 26, 27, 28, 29, 31, 44, 68, 71, 72, 73, 85 the minimum requirements are specified in tables 9.7.5.4.2‑1 to 9.7.5.4.2-3.
------------------------------ Unchanged part omitted ------------------------------
For a E-UTRA RIB operating in Bands 1, 2, 3, 4, 7, 9, 10, 11, 21, 22, 23, 24, 25, 30, 32, 33, 34, 35, 36, 37, 38, 39, 40, 41, 42, 43, 45, 48, 50, 65, 66, 69, 70, 74, 75, emissions shall use the minimum requirements specified in tables 9.7.5.4.2-4 to 9.7.5.4.2-6:
------------------------------ Unchanged part omitted ------------------------------
------------------------------ Next modified section ------------------------------
[bookmark: _Toc21096084][bookmark: _Toc29763283][bookmark: _Toc45869568]9.7.5.4.3	Minimum requirements for Wide Area BS (Category B)
[bookmark: _Toc21096085][bookmark: _Toc29763284][bookmark: _Toc45869569]9.7.5.4.3.1	General
For Category B Operating band unwanted emissions, there are two options for the limits that may be applied regionally. Either the limits in subclause 9.7.5.4.3.2 or subclause 9.7.5.4.3 shall be applied.
[bookmark: _Toc21096086][bookmark: _Toc29763285][bookmark: _Toc45869570]9.7.5.4.3.2	Category B requirements (Option 1)
For a E-UTRA RIB operating in Bands 5, 8, 12, 13, 14, 17, 20, 26, 27, 28, 29, 31, 44, 67, 68, 71, 72, 73, 85 emissions shall use the minimum requirements specified in tables 6.6.5.4.3.2-1 to 6.6.5.4.3.2-3:
Table 9.7.5.4.3.2-1: Wide Area BS operating band unwanted emission limits for 1.4 MHz channel bandwidth (E‑UTRA bands <1GHz) for Category B
	Frequency offset of measurement filter ‑3dB point, f
	Frequency offset of measurement filter centre frequency, f_offset
	Minimum requirement 
(NOTE 1, 2)
	Measurement bandwidth (NOTE 7

	0 MHz  f < 1.4 MHz
	0.05 MHz  f_offset < 1.45 MHz
	


	100 kHz 

	1.4 MHz  f < 2.8 MHz
	1.45 MHz  f_offset < 2.85 MHz
	-2 dBm
	100 kHz 

	2.8 MHz  f  fmax
	2.85 MHz  f_offset < f_offsetmax 
	-7 dBm
	100 kHz 

	NOTE 1:	For a RIB supporting non-contiguous spectrum operation within any operating band, the minimum requirement within sub-block gaps is calculated as a cumulative sum of contributions from adjacent sub blocks on each side of the sub-block gap. Exception is f ≥ 10MHz from both adjacent sub blocks on each side of the sub-block gap, where the minimum requirement within sub-block gaps shall be -7dBm/100kHz.
NOTE 2:	For a multi-band RIB with Inter RF Bandwidth gap < 2×ΔfOBUE the minimum requirement within the Inter RF Bandwidth gaps is calculated as a cumulative sum of contributions from adjacent sub-blocks or Base Station RF Bandwidth on each side of the Inter RF Bandwidth gap.



Table 9.7.5.4.3.2-2: Wide Area BS operating band unwanted emission limits for 3 MHz channel bandwidth (E‑UTRA bands <1GHz) for Category B
	Frequency offset of measurement filter ‑3dB point, f
	Frequency offset of measurement filter centre frequency, f_offset
	Minimum requirement 
(NOTE 1, 2)
	Measurement bandwidth (NOTE 7)

	0 MHz  f < 3 MHz
	0.05 MHz  f_offset < 3.05 MHz
	


	100 kHz 

	3 MHz  f < 6 MHz
	3.05 MHz  f_offset < 6.05 MHz
	-6 dBm
	100 kHz 

	6 MHz  f  fmax
	6.05 MHz  f_offset < f_offsetmax 
	-7 dBm
	100 kHz 

	NOTE 1:	For a RIB supporting non-contiguous spectrum operation within any operating band, the minimum requirement within sub-block gaps is calculated as a cumulative sum of contributions from adjacent sub blocks on each side of the sub-block gap. Exception is f ≥ 10MHz from both adjacent sub blocks on each side of the sub-block gap, where the minimum requirement within sub-block gaps shall be -7dBm/100kHz.
NOTE 2:	For a multi-band RIB with Inter RF Bandwidth gap < 2×ΔfOBUE the minimum requirement within the Inter RF Bandwidth gaps is calculated as a cumulative sum of contributions from adjacent sub-blocks or Base Station RF Bandwidth on each side of the Inter RF Bandwidth gap.



Table 9.7.5.4.3.2-3: Wide Area BS operating band unwanted emission limits for 5, 10, 15 and 20 MHz channel bandwidth (E-UTRA bands <1GHz) for Category B
	Frequency offset of measurement filter ‑3dB point, f
	Frequency offset of measurement filter centre frequency, f_offset
	Minimum requirement 
(NOTE 1, 2)
	Measurement bandwidth (NOTE 7)

	0 MHz  f < 5 MHz
	0.05 MHz  f_offset < 5.05 MHz
	


	100 kHz 

	5 MHz  f < 
min(10 MHz, fmax)
	5.05 MHz  f_offset < 
min(10.05 MHz, f_offsetmax)
	-5 dBm
	100 kHz 

	10 MHz  f  fmax
	10.05 MHz  f_offset < f_offsetmax 
	-7 dBm (NOTE 7)
	100 kHz 

	NOTE 1:	For a RIB supporting non-contiguous spectrum operation within any operating band, the minimum requirement within sub-block gaps is calculated as a cumulative sum of contributions from adjacent sub blocks on each side of the sub-block gap. Exception is f ≥ 10MHz from both adjacent sub blocks on each side of the sub-block gap, where the minimum requirement within sub-block gaps shall be -7dBm/100kHz.
NOTE 2:	For a multi-band RIB with Inter RF Bandwidth gap < 2×ΔfOBUE the minimum requirement within the Inter RF Bandwidth gaps is calculated as a cumulative sum of contributions from adjacent sub-blocks or Base Station RF Bandwidth on each side of the Inter RF Bandwidth gap.



For a E-UTRA RIB operating in Bands 1, 2, 3, 4, 7, 10, 22, 25, 30, 33, 34, 35, 36, 37, 38, 39, 40, 41, 42, 43, 45, 48, 50, 65, 66, 69, 70, 75, emissions shall use the minimum requirements specified in tables 9.7.5.4.3.2-4 to 9.7.5.4.3.2-6:
------------------------------ Unchanged part omitted ------------------------------
------------------------------ Next modified section ------------------------------
[bookmark: _Toc21096090][bookmark: _Toc29763289][bookmark: _Toc45869574]9.7.5.4.6	Additional requirements
The E-UTRA operating band unwanted emission minimum requirement for additional requirements are the same as the minimum requirement s specified in 3GPP TS 36.104 [8], subclause 6.6.3.3. Additional requirements specified in TS 36.104 [8], subclause 6.6.3.3 for Band 49 are not applicable for AAS BS.
------------------------------ Next modified section ------------------------------
[bookmark: _Toc21096093][bookmark: _Toc29763292][bookmark: _Toc45869577]9.7.6.2	MSR operation
[bookmark: _Toc21096094][bookmark: _Toc29763293][bookmark: _Toc45869578]9.7.6.2.1	Minimum requirement for MSR operation	
[bookmark: _Toc21096095][bookmark: _Toc29763294][bookmark: _Toc45869579]9.7.6.2.1.1	Minimum requirement (Category A)
The TRP of any spurious emission shall not exceed the limits in table 9.7.6.2.1.1-1
Table 9.7.6.2.1.1-1: AAS BS OTA Spurious emission limits, Category A	Comment by R4-1906323: Aligns notes with NR spec based on R4-1906323, R4-1910417
	Frequency range
	Maximum level
	Measurement bBandwidth
	NOTE

	30MHz ‑ 1GHz
	-13 + X dBm

NOTE 4,
	100 kHz
	NOTE 1

	1GHz ‑ 12.75 GHz
	
	1 MHz
	NOTE 1, NOTE 2

	12.75 GHz – 5th harmonic of the upper frequency edge of the DL operating band in GHz
	
	1 MHz

	NOTE 1, NOTE 2, NOTE 3

	NOTE 1:	Measurement bandwidths Bandwidth as in ITU-R SM.329 [14], s4.1
NOTE 2:	Bandwidth as in ITU-R SM.329 [14], s4.1. Upper frequency as in ITU-R SM.329 [14] , s2.5 table 1
NOTE 3:	This spurious frequency range applies only for operating bands for which the 5th harmonic of the upper frequency edge of the UL operating band is reaching beyond 12.75 GHz.Applies only for Bands 22, 42, 43 and 48.
NOTE 4:	X = 9 dB for E-UTRA, X = 6 dB for UTRA, unless stated differently in regional regulation. 
NOTE 5: 	The frequency range from FBW RF,DL,low - ΔfOBUE (i.e. ΔfOBUE below the lowest frequency of the BS transmitter operating band) to FBW RF, DL,high + ΔfOBUE (i.e. ΔfOBUE above the highest frequency of the BS transmitter operating band) may be excluded from the requirement. ΔfOBUE is defined in clause 6.6.1. For a multiband RIB, the exclusion applies for all supported operating bands.


------------------------------ Next modified section ------------------------------
[bookmark: _Toc21096104][bookmark: _Toc29763303][bookmark: _Toc45869588]9.7.6.3.1.2	Minimum requirement (Category B)
The following limits shall be met in cases where Category B limits for spurious emissions, as defined in ITU-R Recommendation SM.329 [17], are applied.
The TRP of any spurious emission shall not exceed the limits in table 9.7.6.2.1.1-2
Table 9.7.6.3.1.2-1: OTA AAS BS Mandatory spurious emissions limits, operating band I, II, III, IV, VII, X, XXII, XXV, XXXII (Category B)
	Band
	Maximum Level
(Note 5)
	Measurement Bandwidth
	Notes

	30 MHz  1 GHz
	-36 + X dBm
	100 kHz
	NOTE 1

	1 GHz  Flow - 10 MHz 
	-30 + X dBm
	1 MHz
	NOTE 1

	Flow - 10 MHz  Fhigh + 10 MHz
	-15 + X dBm
	1 MHz
	NOTE 2

	Fhigh + 10 MHz  12.75 GHz
	-30 + X dBm
	1 MHz
	NOTE 3

	12.75 GHz ‑ 5th harmonic of the upper frequency edge of the DL operating band in GHz
	-30 + X dBm
	1 MHz
	NOTE 3, NOTE 4

	NOTE 1:	Bandwidth as in ITU-R Recommendation SM.329 [14], s4.1
NOTE 2:	Limit based on ITU-R Recommendation SM.329 [14], s4.3 and Annex 7
NOTE 3:	Bandwidth as in ITU-R Recommendation SM.329 [14], s4.1. Upper frequency as in ITU-R SM.329 [17], s2.5 table 1
NOTE 4:	This spurious frequency range applies only for operating bands for which the 5th harmonic of the upper frequency edge of the UL operating band is reaching beyond 12.75 GHz.Applies only for Band XXII
NOTE 5:	X = 6 dB, unless stated differently in regional regulation.

	Key:	
Flow:	The lowest downlink frequency of the operating band as defined in subclause 9.7.1
Fhigh:	The highest downlink frequency of the operating band as defined in subclause 9.7.1


------------------------------ Unchanged part omitted ------------------------------
------------------------------ Next modified section ------------------------------
[bookmark: _Toc21096106][bookmark: _Toc29763305][bookmark: _Toc45869590]9.7.6.3.3	Additional spurious emissions requirements
The TRP of any spurious emission shall not exceed the limits of table 9.7.6.3.3-1 for a AAS BS where requirements for co-existence with the system listed in the first column apply. For a multi-band RIB, the exclusions and conditions in the notes column of table 9.7.6.3.3-1 apply for each supported operating band. 
Table 9.7.6.3.3-1 OTA AAS BS Spurious emissions limits for UTRA FDD BS in geographic coverage area of systems operating in other frequency bands
	System type operating in the same geographical area
	Band for co-existence requirement
	Maximum Level
	Measurement Bandwidth
	Notes

	GSM900
	921 ‑ 960 MHz
	-51 dBm
	100 kHz
	This requirement does not apply to UTRA FDD operating in band VIII

	
	876 - 915 MHz
	-55 dBm
	100 kHz
	For the frequency range 880-915 MHz, this requirement does not apply to UTRA FDD operating in band VIII, since it is already covered by the requirement in subclause 9.7.6.3.2.

	DCS1800
	1805 ‑ 1880 MHz
	-41 dBm
	100 kHz
	This requirement does not apply to UTRA FDD operating in band III

	
	1710 - 1785 MHz
	-55 dBm
	100 kHz
	This requirement does not apply to UTRA FDD operating in band III, since it is already covered by the requirement in subclause 9.7.6.3.2.

	PCS1900
	1930 ‑ 1990 MHz
	-41 dBm
	100 kHz
	This requirement does not apply to UTRA FDD BS operating in frequency band II or band XXV

	
	1850 ‑ 1910 MHz
	-55 dBm
	100 kHz
	This requirement does not apply to UTRA FDD BS operating in frequency band II or band XXV, since it is already covered by the requirement in subclause 9.7.6.3.2.

	GSM850 or CDMA850
	869 - 894 MHz
	-51 dBm
	100 kHz
	This requirement does not apply to UTRA FDD BS operating in frequency band V or XXVI

	
	824 ‑ 849 MHz
	-55 dBm
	100 kHz
	This requirement does not apply to UTRA FDD BS operating in frequency band V or XXVI, since it is already covered by the requirement in subclause 9.7.6.3.2.

	UTRA FDD Band I or 
E-UTRA Band 1 or NR band n1
	2110 - 2170 MHz
	-46 dBm
	1 MHz
	This requirement does not apply to UTRA FDD BS operating in band I, 

	
	1920 - 1980 MHz
	-43 dBm
	1 MHz
	This requirement does not apply to UTRA FDD BS operating in band I, since it is already covered by the requirement in subclause 9.7.6.3.2.

	UTRA FDD Band II or 
E-UTRA Band 2 or NR band n2
	1930 - 1990 MHz
	-46 dBm
	1 MHz
	This requirement does not apply to UTRA FDD BS operating in band II or band XXV

	
	1850 - 1910 MHz
	-43 dBm
	1 MHz
	This requirement does not apply to UTRA FDD BS operating in band II or band XXV, since it is already covered by the requirement in subclause 9.7.6.3.2.

	UTRA FDD Band III or 
E-UTRA Band 3 or NR band n3
	1805 - 1880 MHz
	-46 dBm
	1 MHz
	This requirement does not apply to UTRA FDD BS operating in band III or band IX

	
	1710 - 1785 MHz
	-43 dBm
	1 MHz
	This requirement does not apply to UTRA FDD BS operating in band III, since it is already covered by the requirement in subclause 9.7.6.3.2. 
For UTRA BS operating in band IX, it applies for 1710 MHz to 1749.9 MHz and 1784.9 MHz to 1785 MHz, while the rest is covered in subclause 9.7.6.3.2.

	UTRA FDD Band IV or 
E-UTRA Band 4
	2110 - 2155 MHz
	-46 dBm
	1 MHz
	This requirement does not apply to UTRA FDD BS operating in band IV or band X

	
	1710 - 1755 MHz
	-43 dBm
	1 MHz
	This requirement does not apply to UTRA FDD BS operating in band IV or band X, since it is already covered by the requirement in subclause 9.7.6.3.2.

	UTRA FDD Band V or 
E-UTRA Band 5 or NR band n5
	869 - 894 MHz
	-46 dBm
	1 MHz
	This requirement does not apply to UTRA FDD BS operating in band V or XXVI

	
	824 - 849 MHz
	-43 dBm
	1 MHz
	This requirement does not apply to UTRA FDD BS operating in band V or XXVI, since it is already covered by the requirement in subclause 9.7.6.3.2.

	UTRA FDD Band VI or XIX,  E-UTRA Band 6, 18 or 19
	860 - 890 MHz 
	-46 dBm
	1 MHz
	This requirement does not apply to UTRA FDD BS operating in band VI or XIX

	
	815 - 845 MHz 
	-43 dBm
	1 MHz
	This requirement does not apply to UTRA FDD BS operating in band VI or XIX, since it is already covered by the requirement in subclause 9.7.6.3.2.

	UTRA FDD Band VII or 
E-UTRA Band 7 or NR band n7
	2620 - 2690 MHz
	-46 dBm
	1 MHz
	This requirement does not apply to UTRA FDD BS operating in band VII, 

	
	2500 - 2570 MHz
	-43 dBm
	1 MHz
	This requirement does not apply to UTRA FDD BS operating in band VII, since it is already covered by the requirement in subclause 9.7.6.3.2.

	UTRA FDD Band VIII or 
E-UTRA Band 8 or NR band n8
	925 - 960 MHz
	-46 dBm
	1 MHz
	This requirement does not apply to UTRA FDD BS operating in band VIII.

	
	880 - 915 MHz
	-43 dBm
	1 MHz
	This requirement does not apply to UTRA FDD BS operating in band VIII, since it is already covered by the requirement in subclause 9.7.6.3.2.

	UTRA FDD Band IX or 
E-UTRA Band 9
	1844.9 - 1879.9 MHz
	-46 dBm
	1 MHz
	This requirement does not apply to UTRA FDD BS operating in band III or band IX

	
	1749.9 - 1784.9 MHz
	-43 dBm
	1 MHz
	This requirement does not apply to UTRA FDD BS operating in band III or band IX, since it is already covered by the requirement in subclause 9.7.6.3.2.

	UTRA FDD Band X or 
E-UTRA Band 10
	2110 - 2170 MHz
	-46 dBm
	1 MHz
	This requirement does not apply to UTRA FDD BS operating in band IV or band X.

	
	1710 - 1770 MHz
	-43 dBm
	1 MHz
	This requirement does not apply to UTRA FDD BS operating in band X, since it is already covered by the requirement in subclause 9.7.6.3.2. For UTRA FDD BS operating in Band IV, it applies for 1755 MHz to 1770 MHz, while the rest is covered in subclause 9.7.6.3.2.

	UTRA FDD Band XI or XXI or 
E-UTRA Band 11 or 21
	1475.9 - 1510.9 MHz
	-46 dBm
	1 MHz
	This requirement does not apply to UTRA FDD BS operating in band XI , XXI or XXXII.

	
	1427.9 - 1447.9 MHz
	-43 dBm
	1 MHz
	This requirement does not apply to UTRA FDD BS operating in band XI, since it is already covered by the requirement in subclause 9.7.6.3.2. For UTRA BS operating in band XXXII, this requirement applies for carriers allocated within 1475.9MHz and 1495.9MHz.

	
	1447.9 - 1462.9 MHz
	-43 dBm
	1 MHz
	This requirement does not apply to UTRA FDD BS operating in band XXI, since it is already covered by the requirement in subclause 9.7.6.3.2. For UTRA BS operating in band XXXII, this requirement applies for carriers allocated within 1475.9MHz and 1495.9MHz.

	UTRA FDD Band XII or 
E-UTRA Band 12 or NR band n12
	729 - 746 MHz
	-46 dBm
	1 MHz
	This requirement does not apply to UTRA FDD BS operating in band XII

	
	699 - 716 MHz
	-43 dBm
	1 MHz
	This requirement does not apply to UTRA FDD BS operating in band XII, since it is already covered by the requirement in subclause 9.7.6.3.2.

	UTRA FDD Band XIII or 
E-UTRA Band 13
	746 - 756 MHz
	-46 dBm
	1 MHz
	This requirement does not apply to UTRA FDD BS operating in band XIII

	
	777 - 787 MHz
	-43 dBm
	1 MHz
	This requirement does not apply to UTRA FDD BS operating in band XIII, since it is already covered by the requirement in sub-clause 9.7.6.3.2.

	UTRA FDD Band XIV or 
E-UTRA Band 14
	758 - 768 MHz
	-46 dBm
	1 MHz
	This requirement does not apply to UTRA FDD BS operating in band XIV

	
	788 - 798 MHz
	-43 dBm
	1 MHz
	This requirement does not apply to UTRA FDD BS operating in band XIV, since it is already covered by the requirement in subclause 9.7.6.3.2.

	E-UTRA Band 17
	734 - 746 MHz
	-46 dBm
	1 MHz
	This requirement does not apply to UTRA FDD BS operating in band XII

	
	704 - 716 MHz
	-43 dBm
	1 MHz
	This requirement does not apply to UTRA FDD BS operating in band XII, since it is already covered by the requirement in subclause 9.7.6.3.2.

	UTRA FDD Band XX or 
E-UTRA Band 20 or NR band n20
	791 - 821 MHz
	-46 dBm
	1 MHz
	This requirement does not apply to UTRA FDD BS operating in band XX

	
	832 - 862 MHz
	-43 dBm
	1 MHz
	This requirement does not apply to UTRA FDD BS operating in band XX, since it is already covered by the requirement in subclause 9.7.6.3.2.

	UTRA FDD Band XXII or 
E-UTRA Band 22
	3510 -3590 MHz
	-46 dBm
	1 MHz
	This requirement does not apply to UTRA FDD BS operating in band XXII.

	
	3410 -3490 MHz
	-43 dBm
	1 MHz
	This requirement does not apply to UTRA FDD BS operating in band XXII, since it is already covered by the requirement in subclause 9.7.6.3.2.

	E-UTRA Band 24
	1525 – 1559 MHz
	-46 dBm
	1 MHz
	

	
	1626.5 – 1660.5 MHz
	-43 dBm
	1 MHz
	

	UTRA FDD Band XXV or 
E-UTRA Band 25 or NR band n25
	1930 - 1995 MHz
	-46 dBm
	1 MHz
	This requirement does not apply to UTRA FDD BS operating in band II or band XXV

	
	1850 - 1915 MHz
	-43 dBm
	1 MHz
	This requirement does not apply to UTRA FDD BS operating in band XXV, since it is already covered by the requirement in subclause 9.7.6.3.2. For UTRA FDD BS operating in Band II, it applies for 1910 MHz to 1915 MHz, while the rest is covered in sub-clause 9.7.6.3.2.

	UTRA FDD Band XXVI or E-UTRA Band 26
	859-894 MHz
	-46 dBm
	1 MHz
	This requirement does not apply to UTRA FDD BS operating in band V or band XXVI

	
	814-849 MHz
	-43 dBm
	1 MHz
	This requirement does not apply to UTRA FDD BS operating in band XXVI, since it is already covered by the requirements in subclause 9.7.6.3.2 For UTRA FDD BS operating in band V, it applies for 814MHz to 824MHz, while the rest is covered in subclause 9.7.6.3.2

	E-UTRA Band 27
	852 – 869 MHz
	-46 dBm
	1 MHz
	This requirement does not apply to UTRA BS operating in Band V or XXVI.

	
	807 – 824 MHz
	-43 dBm
	1 MHz
	For UTRA BS operating in Band XXVI, it applies for 807 MHz to 814 MHz, while the rest is covered in subclause 9.7.6.3.2. 

	E-UTRA Band 28 or NR band n28
	758 – 803 MHz
	-46 dBm
	1 MHz
	

	
	703 – 748 MHz
	-43 dBm
	1 MHz
	

	E-UTRA Band 29
	717 – 728 MHz
	-46 dBm
	1 MHz
	

	E-UTRA Band 30
	2350 - 2360 MHz
	-46 dBm
	1 MHz
	

	
	2305 - 2315 MHz
	-43 dBm
	1 MHz
	

	E-UTRA Band 31
	462.5 -467.5 MHz
	-46 dBm
	1 MHz
	

	
	452.5 -457.5 MHz
	-43 dBm
	1 MHz
	

	UTRA FDD Band XXXII or E-UTRA Band 32
	1452 – 1496 MHz
	-46 dBm
	1 MHz
	This requirement does not apply to UTRA BS operating in Band XI, XXI, or XXXII

	UTRA TDD Band a) or E-UTRA Band 33
	1900 – 1920 MHz
	-46 dBm
	1 MHz
	

	UTRA TDD Band a) or E-UTRA Band 34 or NR band n34
	2010 – 2025 MHz
	-46 dBm
	1 MHz
	

	UTRA TDD Band b) or E-UTRA Band 35
	1850 – 1910 MHz
	-46 dBm
	1 MHz
	

	UTRA TDD Band b) or E-UTRA Band 36
	1930 – 1990 MHz
	-46 dBm
	1 MHz
	

	UTRA TDD Band c) or E-UTRA Band 37
	1910 – 1930 MHz
	-46 dBm
	1 MHz
	

	UTRA TDD Band d) or E-UTRA Band 38 or NR band n38
	2570 – 2620 MHz
	-46 dBm
	1 MHz
	

	UTRA TDD Band f) or E-UTRA Band 39 or NR band n39
	1880 – 1920 MHz
	-46 dBm
	1 MHz
	Applicable in China

	UTRA TDD in Band e) or E-UTRA Band 40 or NR band n40
	2300 – 2400 MHz
	-46 dBm
	1 MHz
	

	E-UTRA Band 41 or NR band n41
	2496 - 2690 MHz
	-46 dBm
	1 MHz
	

	E-UTRA Band 42
	3400 – 3600 MHz
	-46 dBm
	1 MHz
	

	E-UTRA Band 43
	3600 – 3800 MHz
	-46 dBm
	1 MHz
	

	E-UTRA Band 44
	703 - 803 MHz
	-46 dBm
	1 MHz
	

	E-UTRA Band 45
	1447 - 1467 MHz
	-46 dBm
	1 MHz
	

	E-UTRA Band 46
	5150 - 5925 MHz
	-46 dBm
	1 MHz
	

	E-UTRA Band 47
	5855 - 5925 MHz
	-46 dBm
	1 MHz
	

	E-UTRA Band 48
	3550 – 3700 MHz
	-46 dBm
	1 MHz
	

	E-UTRA Band 49
	3550 – 3700 MHz
	-52 dBm
	1 MHz
	

	E-UTRA Band 50 or NR band n50 
	1432 – 1517 MHz
	-46 dBm
	1 MHz
	

	E-UTRA Band 51 or NR Band n51
	1427 – 1432 MHz
	-46 dBm
	1 MHz
	

	E-UTRA Band 52
	3300 – 3400 MHz
	-52 dBm
	1 MHz
	

	E-UTRA Band 65
	2110 - 2200 MHz
	-46 dBm
	1 MHz
	This requirement does not apply to UTRA BS operating in band I, 

	
	1920 - 2010 MHz

	-43 dBm
	1 MHz
	For UTRA BS operating in Band I, it applies for 1980 MHz to 2010 MHz, while the rest is covered in subclause 9.7.6.3.2

	E-UTRA Band 66 or NR band n66
	2110 - 2200 MHz
	-46 dBm
	1 MHz
	This requirement does not apply to UTRA BS operating in band IV or X .

	
	1710 - 1780 MHz
	-43 dBm
	1 MHz
	For UTRA BS operating in Band IV, this requirement applies for 1755 MHz to 1780 MHz, while the rest is covered in subclause 9.7.6.3.2. For  UTRA BS operating in Band X, this requirement applies for 1770 MHz to 1780 MHz, while the rest is covered in subclause 9.7.6.3.2.

	E-UTRA Band 67
	738 - 758 MHz
	-46 dBm
	1 MHz
	

	E-UTRA Band 68
	753 -783 MHz
	-46 dBm
	1 MHz
	

	
	698-728 MHz
	-43 dBm
	1 MHz
	

	E-UTRA Band 69
	2570 - 2620 MHz
	-46 dBm
	1 MHz
	

	E-UTRA Band 70 or NR band n70
	1995 – 2020 MHz
	-46 dBm
	1 MHz
	This requirement does not apply to UTRA BS operating in band II or XXV.

	
	1695 – 1710 MHz
	-43 dBm
	1 MHz
	

	E-UTRA Band 71
	617 - 652 MHz
	-52 dBm
	1 MHz
	

	
	663 – 698 MHz
	-49 dBm
	1 MHz
	

	E-UTRA Band 72
	461 - 466 MHz
	-52 dBm
	1 MHz
	

	
	451 - 456 MHz
	-49 dBm
	1 MHz
	

	E-UTRA Band 73
	460 - 465 MHz
	-52 dBm
	1 MHz
	

	
	450 - 455 MHz
	-49 dBm
	1 MHz
	

	E-UTRA Band 74 or NR Band n74
	1475 – 1518 MHz
	-46 dBm
	1 MHz
	This requirement does not apply to UTRA FDD BS operating in band XI, XXI or XXXII.

	
	1427 – 1470 MHz
	-43 dBm
	1MHz
	

	E-UTRA Band 75 or NR Band n75
	1432 - 1517 MHz
	-46 dBm
	1 MHz
	

	E-UTRA Band 76 or NR Band n76
	1427 - 1432 MHz
	-46 dBm
	1 MHz
	

	NR Band n77
	3300 MHz – 4200 MHz
	-46 dBm
	1 MHz
	

	NR Band n78
	3300 MHz – 3800 MHz
	-46 dBm
	1 MHz
	

	NR Band n79
	4.4 – 5.0 GHz
	-46 dBm
	1 MHz
	

	NR Band n80
	1710 – 1785 MHz
	-43 dBm
	1 MHz
	

	NR Band n81
	880 – 915 MHz
	-43 dBm
	1 MHz
	

	NR Band n82
	832 – 862 MHz
	-43 dBm
	1 MHz
	

	NR Band n83
	703 – 748 MHz
	-43 dBm
	1 MHz
	

	NR Band n84
	1920 – 1980 MHz
	-43 dBm
	1 MHz
	

	E-UTRA Band 85
	728 - 746 MHz
	-46 dBm
	1 MHz
	

	
	698 - 716 MHz
	-43 dBm
	1 MHz
	

	NR Band n86
	1710 – 1780 MHz
	-43 dBm
	1 MHz
	

	NOTE 1:	The co-existence requirements do not apply for the 10 MHz frequency range immediately outside the downlink operating band (see subclause 9.7.1). Emission limits for this excluded frequency range may be covered by local or regional requirements.
NOTE 2:	The table above assumes that two operating bands, where the frequency ranges would be overlapping, are not deployed in the same geographical area. For such a case of operation with overlapping frequency arrangements in the same geographical area, special co-existence requirements may apply that are not covered by the 3GPP specifications. 


------------------------------ Unchanged part omitted ------------------------------
------------------------------ Next modified section ------------------------------
[bookmark: _Toc21096117][bookmark: _Toc29763316][bookmark: _Toc45869601]9.7.6.4.3.2	Minimum Requirement
The TRP of any spurious emission shall not exceed the limits of table 9.7.6.4.3.2-1 for an AAS BS where requirements for co-existence with the system listed in the first column apply. For a multi-band RIB, the exclusions and conditions in the notes column of table 9.7.6.4.3.2-1 apply for each supported operating band. 
Table 9.7.6.4.3.2-1: AAS BS OTA Spurious emissions limits for co-existence with systems operating in other frequency bands
	System type to co-exist with
	Frequency range for co-existence requirement
	Maximum Level
	Measurement Bandwidth
	Note

	GSM900
	921 ‑ 960 MHz
	-48 dBm
	100 kHz
	This requirement does not apply to  BS operating in band 8

	
	876 - 915 MHz
	-52 dBm
	100 kHz
	For the frequency range 880-915 MHz, this requirement does not apply to  BS operating in band 8, since it is already covered by the requirement in subclause 9.7.6.4.2

	DCS1800 
(NOTE 3)
	1805 ‑ 1880 MHz
	-38 dBm
	100 kHz
	This requirement does not apply to  BS operating in band 3.

	
	1710 - 1785 MHz
	-52 dBm
	100 kHz
	This requirement does not apply to  BS operating in band 3, since it is already covered by the requirement in subclause 9.7.6.4.2.

	PCS1900
	1930 ‑ 1990 MHz

	-38 dBm
	100 kHz
	This requirement does not apply to  BS operating in band 2, 25, band 36 or band 70.

	
	1850 ‑ 1910 MHz

	-52 dBm
	100 kHz
	This requirement does not apply to  BS operating in band 2 or 25, since it is already covered by the requirement in subclause 9.7.6.4.2.  This requirement does not apply to  BS operating in band 35.

	GSM850 or CDMA850
	869 - 894 MHz
	-48 dBm
	100 kHz
	This requirement does not apply to BS operating in band 5 or 26. This requirement applies to E-UTRA BS operating in Band 27 for the frequency range 879-894 MHz.

	
	824 ‑ 849 MHz
	-52 dBm
	100 kHz
	This requirement does not apply to BS operating in band 5 or 26, since it is already covered by the requirement in subclause 9.7.6.4.2.  For BS operating in Band 27, it applies 3 MHz below the Band 27 downlink operating band.

	UTRA FDD Band I or 
E-UTRA Band 1 or NR band n1
	2110 - 2170 MHz
	-43 dBm
	1 MHz
	This requirement does not apply to  BS operating in band 1 or 65,

	
	1920 - 1980 MHz

	-40 dBm
	1 MHz
	This requirement does not apply to  BS operating in band 1 or 65, since it is already covered by the requirement in subclause 9.7.6.4.2.

	UTRA FDD Band II or 
E-UTRA Band 2 or NR band n2
	1930 - 1990 MHz

	-43 dBm
	1 MHz
	This requirement does not apply to  BS operating in band 2, 25 or 70.

	
	1850 - 1910 MHz

	-40 dBm
	1 MHz
	This requirement does not apply to  BS operating in band 2 or 25, since it is already covered by the requirement in subclause 9.7.6.4.2

	UTRA FDD Band III or 
E-UTRA Band 3 or NR band n3
(NOTE 3)
	1805 - 1880 MHz
	-43 dBm
	1 MHz
	This requirement does not apply to  BS operating in band 3 or 9.

	
	1710 - 1785 MHz
	-40 dBm
	1 MHz
	This requirement does not apply to  BS operating in band 3, since it is already covered by the requirement in subclause 9.7.6.4.2.
For BS operating in band 9, it applies for 1710 MHz to 1749.9 MHz and 1784.9 MHz to 1785 MHz, while the rest is covered in subclause 9.7.6.4.2.

	UTRA FDD Band IV or 
E-UTRA Band 4
	2110 - 2155 MHz
	-43 dBm
	1 MHz
	This requirement does not apply to  BS operating in band 4, 10 or 66

	
	1710 - 1755 MHz
	-40 dBm
	1 MHz
	This requirement does not apply to  BS operating in band 4, 10 or 66, since it is already covered by the requirement in subclause 9.7.6.4.2.

	UTRA FDD Band V or 
E-UTRA Band 5 or NR band n5
	869 - 894 MHz
	-43 dBm
	1 MHz
	This requirement does not apply to BS operating in band 5 or 26. This requirement applies to E-UTRA BS operating in Band 27 for the frequency range 879-894 MHz.

	
	824 - 849 MHz
	-40 dBm
	1 MHz
	This requirement does not apply to BS operating in band 5 or 26, since it is already covered by the requirement in subclause 9.7.6.4.2.  For BS operating in Band 27, it applies 3 MHz below the Band 27 downlink operating band.

	UTRA FDD Band VI, XIX or 
E-UTRA Band 6, 18, 19
	860 - 890 MHz
	-43 dBm
	1 MHz
	This requirement does not apply to  BS operating in band 6, 18, 19

	
	815 - 830 MHz
	-40 dBm
	1 MHz
	This requirement does not apply to  BS operating in band 18 since it is already covered by the requirement in subclause 9.7.6.4.2.

	
	830 - 845 MHz
	-40 dBm
	1 MHz
	This requirement does not apply to BS operating in band 6, 19, since it is already covered by the requirement in subclause 9.7.6.4.2.

	UTRA FDD Band VII or 
E-UTRA Band 7 or NR band n7
	2620 - 2690 MHz
	-43 dBm
	1 MHz
	This requirement does not apply to  BS operating in band 7.

	
	2500 - 2570 MHz
	-40 dBm
	1 MHz
	This requirement does not apply to  BS operating in band 7, since it is already covered by the requirement in subclause 9.7.6.4.2.

	UTRA FDD Band VIII or 
E-UTRA Band 8 or NR band n8
	925 - 960 MHz
	-43 dBm
	1 MHz
	This requirement does not apply to  BS operating in band 8.

	
	880 - 915 MHz
	-40 dBm
	1 MHz
	This requirement does not apply to  BS operating in band 8, since it is already covered by the requirement in subclause 9.7.6.4.2.

	UTRA FDD Band IX or 
E-UTRA Band 9
	1844.9 - 1879.9 MHz
	-43 dBm
	1 MHz
	This requirement does not apply to  BS operating in band 3 or 9.

	
	1749.9 - 1784.9 MHz
	-40 dBm
	1 MHz
	This requirement does not apply to  BS operating in band 3 or 9, since it is already covered by the requirement in subclause 9.7.6.4.2.

	UTRA FDD Band X or 
E-UTRA Band 10
	2110 - 2170 MHz
	-43 dBm
	1 MHz
	This requirement does not apply to  BS operating in band 4, 10 or 66

	
	1710 - 1770 MHz
	-40 dBm
	1 MHz
	This requirement does not apply to  BS operating in band 10 or 66, since it is already covered by the requirement in subclause 9.7.6.4.2. For BS operating in Band 4, it applies for 1755 MHz to 1770 MHz, while the rest is covered in subclause 9.7.6.4.2.

	UTRA FDD Band XI or XXI or 
E-UTRA Band 11 or 21
	1475.9 - 1510.9 MHz
	-43 dBm
	1 MHz
	This requirement does not apply to  BS operating in band 11, 21, or 32, 50, 74, 75

	
	1427.9 - 1447.9 MHz
	-40 dBm
	1 MHz
	This requirement does not apply to  BS operating in band 11 or 74, since it is already covered by the requirement in subclause 9.7.6.4.2. This requirement does not apply to BS operating in band 32, 50, 51, 75 or 76.For BS operating in Band 32, this requirement applies for carriers allocated within 1475.9MHz and 1495.9MHz.

	
	1447.9 – 1462.9 MHz
	-40 dBm
	1 MHz
	This requirement does not apply to BS operating in band 21 or 74, since it is already covered by the requirement in subclause 9.7.6.4.2. This requirement does not apply to BS operating in band 32, 50 or 75For BS operating in Band 32, this requirement applies for carriers allocated within 1475.9MHz and 1495.9MHz.

	UTRA FDD Band XII or 
E-UTRA Band 12 or NR band n12
	729 - 746 MHz
	-43 dBm
	1 MHz
	This requirement does not apply to  BS operating in band 12 or 85.

	
	699 - 716 MHz
	-40 dBm
	1 MHz
	This requirement does not apply to  BS operating in band 12 or 85, since it is already covered by the requirement in subclause 9.7.6.4.2. For BS operating in Band 29, it applies 1 MHz below the Band 29 downlink operating band (NOTE 7)

	UTRA FDD Band XIII or 
E-UTRA Band 13
	746 - 756 MHz
	-43 dBm
	1 MHz
	This requirement does not apply to  BS operating in band 13.

	
	777 - 787 MHz
	-40 dBm
	1 MHz
	This requirement does not apply to  BS operating in band 13, since it is already covered by the requirement in subclause 9.7.6.4.2.

	UTRA FDD Band XIV or 
E-UTRA Band 14
	758 - 768 MHz
	-43 dBm
	1 MHz
	This requirement does not apply to  BS operating in band 14.

	
	788 - 798 MHz
	-40 dBm
	1 MHz
	This requirement does not apply to  BS operating in band 14, since it is already covered by the requirement in subclause 9.7.6.4.2.

	 E-UTRA Band 17
	734 - 746 MHz
	-43 dBm
	1 MHz
	This requirement does not apply to  BS operating in band 17.

	
	704 - 716 MHz
	-40 dBm
	1 MHz
	This requirement does not apply to  BS operating in band 17, since it is already covered by the requirement in subclause 9.7.6.4.2. For BS operating in Band 29, it applies 1 MHz below the Band 29 downlink operating band (NOTE 7)

	UTRA FDD Band XX or 
E-UTRA Band 20 or NR band n20
	791 - 821 MHz
	-43 dBm
	1 MHz
	This requirement does not apply to BS operating in band 20 or 28.

	
	832 - 862 MHz
	-40 dBm
	1 MHz
	This requirement does not apply to BS operating in band 20, since it is already covered by the requirement in subclause 9.7.6.4.2.

	UTRA FDD Band XXII or E-UTRA Band 22
	3510 – 3590 MHz
	-43 dBm
	1 MHz
	This requirement does not apply to BS operating in band 22, 42 or 48.

	
	3410 – 3490 MHz
	-40 dBm
	1 MHz
	This requirement does not apply to BS operating in band 22, since it is already covered by the requirement in subclause 9.7.3.3. This requirement does not apply to Band 42.

	E-UTRA Band 24
	1525 – 1559 MHz
	-43 dBm
	1 MHz
	This requirement does not apply to BS operating in band 24.

	
	1626.5 – 1660.5 MHz
	-40 dBm
	1 MHz
	This requirement does not apply to BS operating in band 24, since it is already covered by the requirement in subclause 9.7.6.4.2.

	UTRA FDD Band XXV or E-UTRA Band 25 or NR band n25
	1930 - 1995 MHz
	-43 dBm
	1 MHz
	This requirement does not apply to BS operating in band 2, 25 or 70.

	
	1850 - 1915 MHz
	-40 dBm
	1 MHz
	This requirement does not apply to BS operating in band 25, since it is already covered by the requirement in subclause 9.7.6.4.2. For BS operating in Band 2, it applies for 1910 MHz to 1915 MHz, while the rest is covered in subclause 9.7.6.4.2.

	UTRA FDD Band XXVI or E-UTRA Band 26
	859 - 894 MHz
	-43 dBm
	1 MHz
	This requirement does not apply to BS operating in band 5 or 26. This requirement applies to E-UTRA BS operating in Band 27 for the frequency range 879-894 MHz.

	
	814 - 849 MHz
	-40 dBm
	1 MHz
	This requirement does not apply to BS operating in band 26, since it is already covered by the requirement in subclause 9.7.6.4.2. For BS operating in Band 5, it applies for 814 MHz to 824 MHz, while the rest is covered in subclause 9.7.6.4.2.  For BS operating in Band 27, it applies 3 MHz below the Band 27 downlink operating band.

	E-UTRA Band 27
	852 – 869 MHz
	-43 dBm
	1 MHz
	This requirement does not apply to BS operating in bands 5, 26 or 27.

	
	807 – 824 MHz
	-40 dBm
	1 MHz
	This requirement does not apply to BS operating in band 27, since it is already covered by the requirement in subclause 9.7.6.4.2.  For BS operating in Band 26, it applies for 807 MHz to 814 MHz, while the rest is covered in subclause 9.7.6.4.2.  This requirement also applies to BS operating in Band 28, starting 4 MHz above the Band 28 downlink operating band (NOTE 6).

	E-UTRA Band 28 or NR band n28
	758 - 803 MHz
	-43 dBm
	1 MHz
	This requirement does not apply to BS operating in band 20, 28, 44, 67 or 68.

	
	703 - 748 MHz
	-40 dBm
	1 MHz
	This requirement does not apply to BS operating in band 28, since it is already covered by the requirement in subclause 9.7.6.4.2. This requirement does not apply to BS operating in Band 44. For BS operating in Band 67, it applies for 703-736MHz. For E-UTRA BS operating in Band 68, it applies for 728MHz to 733MHz.

	E-UTRA Band 29
	717 – 728 MHz
	-43 dBm
	1 MHz
	This requirement does not apply to BS operating in Band 29 or 85

	E-UTRA Band 30
	2350 - 2360 MHz
	-43 dBm
	1 MHz
	This requirement does not apply to BS operating in band 30 or 40.

	
	2305 - 2315 MHz
	-40 dBm
	1 MHz
	This requirement does not apply to BS operating in band 30, since it is already covered by the requirement in subclause 9.7.6.4.2. This requirement does not apply to BS operating in Band 40.

	E-UTRA Band 31
	462.5 – 467.5 MHz
	-43 dBm
	1 MHz
	This requirement does not apply to BS operating in band 31, 72, 73.

	
	452.5 – 457.5 MHz
	-40 dBm
	1 MHz
	This requirement does not apply to BS operating in band 31, since it is already covered by the requirement in subclause 9.7.6.4.2. This requirement does not apply to BS operating in band 72, 73.

	UTRA FDD Band XXXII or E-UTRA Band 32
	1452 - 1496 MHz
	-43 dBm
	1 MHz
	This requirement does not apply to BS operating in band 11, 21, or 32, 50, 74 or 75.

	UTRA TDD Band a) or E-UTRA Band 33
	1900 - 1920 MHz

	-43 dBm
	1 MHz
	This requirement does not apply to  BS operating in Band 33

	UTRA TDD Band a) or E-UTRA Band 34 or NR band n34
	2010 - 2025 MHz
	-43 dBm
	1 MHz
	This requirement does not apply to  BS operating in Band 34

	UTRA TDD Band b) or E-UTRA Band 35
	1850 – 1910 MHz

	-43 dBm
	1 MHz
	This requirement does not apply to  BS operating in Band  35

	UTRA TDD Band b) or E-UTRA Band 36
	1930 - 1990 MHz
	-43 dBm
	1 MHz
	This requirement does not apply to  BS operating in Band 2, 25 or 36

	UTRA TDD Band c) or E-UTRA Band 37
	1910 - 1930 MHz
	-43 dBm
	1 MHz
	This is not applicable to  BS operating in Band 37. This unpaired band is defined in ITU-R M.1036, but is pending any future deployment.

	UTRA TDD Band d) or E-UTRA Band 38 or NR band n38
	2570 – 2620 MHz
	-43 dBm
	1 MHz
	This requirement does not apply to  BS operating in Band 38 or 69.

	UTRA TDD Band f) or E-UTRA Band 39 or NR band n39
	1880  – 1920MHz
	-43 dBm
	1 MHz
	This is not applicable to  BS operating in Band 39

	UTRA TDD Band e) or E-UTRA Band 40 or NR band n40
	2300  – 2400MHz
	-43 dBm
	1 MHz
	This is not applicable to  BS operating in Band 30 or 40

	E-UTRA Band 41 or NR band n41
	2496  – 2690MHz
	-43 dBm
	1 MHz
	This is not applicable to  BS operating in Band 41

	E-UTRA Band 42
	3400 – 3600 MHz
	-43 dBm
	1 MHz
	This is not applicable to BS operating in Band 22, 42, 43, 48, 52

	E-UTRA Band 43
	3600 – 3800 MHz
	-43 dBm
	1 MHz
	This is not applicable to BS operating in Band 42, 43, 48

	E-UTRA Band 44
	703 - 803 MHz
	-43 dBm
	1 MHz
	This is not applicable to BS operating in Band 28 or 44

	E-UTRA Band 45
	1447 - 1467 MHz
	-43 dBm
	1 MHz
	This is not applicable to BS operating in Band 45

	E-UTRA Band 46
	5150 - 5925 MHz
	-43 dBm
	1 MHz
	

	E-UTRA Band 47
	5855 - 5925 MHz
	-43 dBm
	1 MHz
	

	E-UTRA Band 48
	3550 - 3700 MHz
	-43 dBm
	1 MHz
	This is not applicable to BS operating in Band 22, 42, 43, 48

	E-UTRA Band 49
	3550 - 3700 MHz
	-43 dBm
	1 MHz
	This is not applicable to BS operating in Band 22, 42, 43, 48

	E-UTRA Band 50 or NR band n50
	1432 - 1517 MHz
	-43 dBm
	1 MHz
	This requirement does not apply to BS operating in Band 11, 21, 32, 45, 50, 51, 74, 75, 76.

	E-UTRA Band 51 or NR Band n51
	1427 - 1432 MHz
	-43 dBm
	1 MHz
	This requirement does not apply to BS operating in Band 50, 51/n51, 75, 76.

	E-UTRA Band 52
	3300 - 3400 MHz
	-52 dBm
	1 MHz
	This is not applicable to E-UTRA BS operating in Band 42 or 52.

	E-UTRA Band 65
	2110 - 2200 MHz
	-43 dBm
	1 MHz
	This requirement does not apply to BS operating in band 1 or 65,

	
	1920 - 2010 MHz

	 -40 dBm
	1 MHz
	This requirement does not apply to BS operating in band 65, since it is already covered by the requirement in subclause 9.7.6.4.2.
For BS operating in Band 1, it applies for 1980 MHz to 2010 MHz, while the rest is covered in subclause 9.7.6.4.2.

	E-UTRA Band 66 or NR band n66
	2110 - 2200 MHz
	-43 dBm
	1 MHz
	This requirement does not apply to BS operating in band 4, 10, 23 or 66.

	
	1710 - 1780 MHz
	 -40 dBm
	1 MHz
	This requirement does not apply to BS operating in band 66, since it is already covered by the requirement in subclause 9.7.6.4.2. For BS operating in Band 4, it applies for 1755 MHz to 1780 MHz, while the rest is covered in subclause 9.7.6.4.2. For BS operating in Band 10, it applies for 1770 MHz to 1780 MHz, while the rest is covered in subclause 9.7.6.4.2.

	E-UTRA Band 67
	738 – 758 MHz
	-43 dBm
	1 MHz
	This requirement does not apply to BS operating in band 28 or 67.

	E-UTRA Band 68
	753 -783 MHz
	-43 dBm
	1 MHz
	This requirement does not apply to E-UTRA BS operating in band 28, or 68.

	
	698-728 MHz
	 -40 dBm
	1 MHz
	This requirement does not apply to E-UTRA BS operating in band 68, since it is already covered by the requirement in subclause 9.7.3.3. For E-UTRA BS operating in Band 28, it applies between 698 MHz and 703 MHz, while the rest is covered in subclause 9.7.3.3.

	E-UTRA Band 69
	2570 - 2620 MHz
	-43 dBm
	1 MHz
	This requirement does not apply to E-UTRA BS operating in Band 38 or 69.

	E-UTRA Band 70 or NR band n70
	1995 - 2020 MHz
	-43 dBm
	1 MHz
	This requirement does not apply to E-UTRA BS operating in band 2, 25 or 70

	
	1695 – 1710 MHz
	 -40 dBm
	1 MHz
	This requirement does not apply to E-UTRA BS operating in band 70, since it is already covered by the requirement in subclause 9.7.6.4.2

	E-UTRA Band 71 or NR Band n71
	617 – 652 MHz
	-43 dBm
	1 MHz
	This requirement does not apply to BS operating in band 71

	
	663 – 698 MHz
	-40 dBm
	1 MHz
	This requirement does not apply to BS operating in band 71, since it is already covered by the requirement in sub-clause 6.6.1.2

	E-UTRA Band 72
	461 - 466 MHz
	-43 dBm
	1 MHz
	This requirement does not apply to BS operating in band 31, 72 or 73.

	
	451 - 456 MHz
	-40 dBm
	1 MHz
	This requirement does not apply to BS operating in band 72, since it is already covered by the requirement in sub-clause 6.6.1.2. This requirement does not apply to BS operating in band 73.

	E-UTRA Band 73
	460 - 465 MHz
	-43 dBm
	1 MHz
	This requirement does not apply to BS operating in band 31, 72 or 73.

	
	450 - 455 MHz
	-40 dBm
	1 MHz
	This requirement does not apply to BS operating in band 73, since it is already covered by the requirement in sub-clause 6.6.1.2.

	E-UTRA Band 74 or NR band n74
	1475 – 1518 MHz
	-43 dBm
	1 MHz
	This requirement does not apply to BS operating in band 11, 21, 32, 50, 74, 75.

	
	1427 – 1470 MHz
	-40 dBm
	1MHz
	This requirement does not apply to BS operating in Band 74, since it is already covered by the requirement in sub-clause 6.6.1.2. This requirement does not apply to BS operating in band 32, 45, 50, 51, 75, 76.

	E-UTRA Band 75 or NR Band n75
	1432 - 1517 MHz
	-43 dBm
	1 MHz
	This requirement does not apply to BS operating in Band 11, 21, 32, 45, 50, 51, 74, 75, 76.

	E-UTRA Band 76 or NR Band n76
	1427 - 1432 MHz
	-43 dBm
	1 MHz
	This requirement does not apply to BS operating in Band 50, 51, 75, 76.

	NR Band n77
	3300 MHz – 4200 MHz
	-43 dBm
	1 MHz
	This is not applicable to BS operating in Band 22, 42, 43, 48, 52.

	NR Band n78
	3300 MHz – 3800 MHz
	-43 dBm
	1 MHz
	This is not applicable to BS operating in Band 22, 42, 43, 48, 52.

	NR Band n79
	4.4 – 5.0 GHz
	-43 dBm
	1 MHz
	This requirement does not apply to BS operating in Band n79

	NR Band n80
	1710 – 1785 MHz
	-40 dBm
	1 MHz
	This requirement does not apply to BS operating in band 3

	NR Band n81
	880 – 915 MHz
	-40 dBm
	1 MHz
	This requirement does not apply to BS operating in band 8

	NR Band n82
	832 – 862 MHz
	-40 dBm
	1 MHz
	This requirement does not apply to BS operating in band 20.

	NR Band n83
	703 – 748 MHz
	-40 dBm
	1 MHz
	This requirement does not apply to BS operating in band 28

	NR Band n84
	1920 – 1980 MHz

	-40 dBm
	1 MHz
	This requirement does not apply to BS operating in band 1

	E-UTRA Band 85
	728 - 746 MHz
	-43 dBm
	1 MHz
	This requirement does not apply to BS operating in band 12, 29, 85.

	
	698 - 716 MHz
	-40 dBm
	1 MHz
	This requirement does not apply to E-UTRA BS operating in Band 85, since it is already covered by the requirement in subclause 6.6.1.2. For E‑UTRA BS operating in Band 29, it applies 1 MHz below the Band 29 downlink operating band (Note 7).

	NR Band n86
	1710 – 1780 MHz
	-40 dBm
	1 MHz
	This requirement does not apply to BS operating in band 66


------------------------------ Unchanged part omitted ------------------------------
------------------------------ Next modified section ------------------------------
[bookmark: _Toc21096120][bookmark: _Toc29763319][bookmark: _Toc45869604]9.7.6.4.4.2	Minimum Requirement
The power sum of any spurious emission is specified over all supported polarizations of the co-location reference antenna and shall not exceed the limits of table 9.7.6.4.4.2-1 for a AAS BS where requirements for co-location with a BS type listed in the first column apply, depending on the declared Base Station class. For a multi-band RIB , the exclusions and conditions in the notes column of table 9.7.6.4.4.2-1 apply for each supported operating band. 
Table 9.7.6.4.4.2-1: AAS BS OTA Spurious emissions limits for AAS BS co-located with another BS 
	Type of co-located BS
	Frequency range for co-location requirement
	Maximum Level
(WA-BS)
	Maximum Level
(MR-BS)
	Maximum Level
(LA-BS)
	Measurement Bandwidth
	Notes

	GSM900
	876-915 MHz
	-119 dBm
	-112 dBm
	-109 dBm
	100 kHz
	

	DCS1800
	1710 - 1785 MHz
	-119 dBm
	-112 dBm
	-109 dBm
	100 kHz
	

	PCS1900
	1850 - 1910 MHz
	-119 dBm
	-112 dBm
	-109 dBm
	100 kHz
	

	GSM850 or CDMA850
	824 - 849 MHz
	-119 dBm
	-112 dBm
	-109 dBm
	100 kHz
	

	UTRA FDD Band I or E-UTRA Band 1 or NR band n1
	1920 - 1980 MHz

	-117 dBm
	-112 dBm
	-109 dBm
	100 kHz
	

	UTRA FDD Band II or E-UTRA Band 2 or NR band n2
	1850 - 1910 MHz

	-117 dBm
	-112 dBm
	-109 dBm
	100 kHz
	

	UTRA FDD Band III or E-UTRA Band 3 or NR band n3
	1710 - 1785 MHz
	-117 dBm
	-112 dBm
	-109 dBm
	100 kHz
	

	UTRA FDD Band IV or E-UTRA Band 4
	1710 - 1755 MHz
	-117 dBm
	-112 dBm
	-109 dBm
	100 kHz
	

	UTRA FDD Band V or E-UTRA Band 5 or NR band n5
	824 - 849 MHz
	-117 dBm
	-112 dBm
	-109 dBm
	100 kHz
	

	UTRA FDD Band VI, XIX or E-UTRA Band 6, 19
	830 - 845 MHz
	-117 dBm
	-112 dBm
	-109 dBm
	100 kHz
	

	UTRA FDD Band VII or E-UTRA Band 7 or NR band n7
	2500 - 2570 MHz
	-117 dBm
	-112 dBm
	-109 dBm
	100 kHz
	

	UTRA FDD Band VIII or E-UTRA Band 8 or NR band n8
	880 - 915 MHz
	-117 dBm
	-112 dBm
	-109 dBm
	100 kHz
	

	UTRA FDD Band IX or E-UTRA Band 9
	1749.9 - 1784.9 MHz
	-117 dBm
	-112 dBm
	-109 dBm
	100 kHz
	

	UTRA FDD Band X or E-UTRA Band 10
	1710 - 1770 MHz
	-117 dBm
	-112 dBm
	-109 dBm
	100 kHz
	

	UTRA FDD Band XI or E-UTRA Band 11
	1427.9 - 1447.9 MHz
	-117 dBm
	-112 dBm
	-109 dBm
	100 kHz
	This is not applicable to E-UTRA BS operating in Band 50 or 75

	UTRA FDD Band XII or
E-UTRA Band 12 or NR band n12
	699 - 716 MHz
	-117 dBm
	-112 dBm
	-109 dBm
	100 kHz
	

	UTRA FDD Band XIII or
E-UTRA Band 13
	777 - 787 MHz
	-117 dBm
	-112 dBm
	-109 dBm
	100 kHz
	

	UTRA FDD Band XIV or
E-UTRA Band 14
	788 - 798 MHz
	-117 dBm
	-112 dBm
	-109 dBm
	100 kHz
	

	E-UTRA Band 17
	704 - 716 MHz
	-117 dBm
	-112 dBm
	-109 dBm
	100 kHz
	

	E-UTRA Band 18
	815 - 830 MHz
	-117 dBm
	-112 dBm
	-109 dBm
	100 kHz
	

	UTRA FDD Band XX or
E-UTRA Band 20 or NR band n20
	832 - 862 MHz
	-117 dBm
	-112 dBm
	-109 dBm
	100 kHz
	

	UTRA FDD Band XXI or E-UTRA Band 21
	1447.9 – 1462.9 MHz
	-117 dBm
	-112 dBm
	-109 dBm
	100 kHz
	This is not applicable to E-UTRA BS operating in Band 32, 50 or 75

	UTRA FDD Band XXII or E-UTRA Band 22
	3410  – 3490 MHz
	-117 dBm
	-112 dBm
	-109 dBm
	100 kHz
	This is not applicable to BS operating in Band 42

	E-UTRA Band 23
	2000 - 2020 MHz
	-117 dBm
	-112 dBm
	-109 dBm
	100 kHz
	

	E-UTRA Band 24
	1626.5 – 1660.5 MHz
	-117 dBm
	-112 dBm
	-109 dBm
	100 kHz
	

	UTRA FDD Band XXV or E-UTRA Band 25 or NR band n25
	1850 - 1915 MHz

	-117 dBm
	-112 dBm
	-109 dBm
	100 kHz
	

	UTRA FDD Band XXVI or E-UTRA Band 26
	814 - 849 MHz

	-117 dBm
	-112 dBm
	-109 dBm
	100 kHz
	

	E-UTRA Band 27
	807 - 824 MHz
	-117 dBm
	-112 dBm
	-109 dBm
	100 kHz
	

	E-UTRA Band 28 or NR band n28
	703 – 748 MHz
	-117 dBm
	-112 dBm
	-109 dBm
	100 kHz
	This is not applicable to BS operating in Band 44

	E-UTRA Band 30
	2305 - 2315 MHz
	-117 dBm
	-112 dBm
	-109 dBm
	100 kHz
	This is not applicable to BS operating in Band 40

	E-UTRA Band 31
	452.5 – 457.5 MHz
	-117 dBm
	-112 dBm
	-109 dBm
	100 kHz
	

	UTRA TDD Band a) or E-UTRA Band 33
	1900 - 1920 MHz

	-117 dBm
	-112 dBm
	-109 dBm
	100 kHz
	This is not applicable to BS operating in Band 33

	UTRA TDD Band a) or E-UTRA Band 34 or NR band n34
	2010 - 2025 MHz
	-117 dBm
	-112 dBm
	-109 dBm
	100 kHz
	This is not applicable to BS operating in Band 34

	UTRA TDD Band b) or E-UTRA Band 35
	1850 – 1910 MHz

	-117 dBm
	-112 dBm
	-109 dBm
	100 kHz
	This is not applicable to BS operating in Band  35

	UTRA TDD Band b) or E-UTRA Band 36
	1930 - 1990 MHz
	-117 dBm
	-112 dBm
	-109 dBm
	100 kHz
	This is not applicable to BS operating in Band 2 and 36

	UTRA TDD Band c) or E-UTRA Band 37
	1910 - 1930 MHz
	-117 dBm
	-112 dBm
	-109 dBm
	100 kHz
	This is not applicable to BS operating in Band 37. This unpaired band is defined in ITU-R M.1036, but is pending any future deployment.

	UTRA TDD Band d) or E-UTRA Band 38 or NR band n38
	2570 – 2620 MHz
	-117 dBm
	-112 dBm
	-109 dBm
	100 kHz
	This is not applicable to BS operating in Band 38.

	UTRA TDD Band f) or E-UTRA Band 39 or NR band n39
	1880  – 1920MHz
	-117 dBm
	-112 dBm
	-109 dBm
	100 kHz
	This is not applicable to BS operating in Band 33 and 39

	UTRA TDD Band e) or E-UTRA Band 40 or NR band n40
	2300  – 2400MHz
	-117 dBm
	-112 dBm
	-109 dBm
	100 kHz
	This is not applicable to BS operating in Band 30 or 40

	E-UTRA Band 41 or NR band n41
	2496  – 2690MHz
	-117 dBm
	-112 dBm
	-109 dBm
	100 kHz
	This is not applicable to BS operating in Band 41

	E-UTRA Band 42
	3400 – 3600 MHz
	-117 dBm
	-112 dBm
	-109 dBm
	100 kHz
	This is not applicable to BS operating in Band 22, 42, 43, 48, 52

	E-UTRA Band 43
	3600 – 3800 MHz
	-117 dBm
	-112 dBm
	-109 dBm
	100 kHz
	This is not applicable to BS operating in Band 42, 43, 48

	E-UTRA Band 44
	703 – 803 MHz
	-117 dBm
	-112 dBm
	-109 dBm
	100 kHz
	This is not applicable to BS operating in Band 28 or 44

	E-UTRA Band 45
	1447 – 1467 MHz
	-117 dBm
	-112 dBm
	-109 dBm
	100 kHz
	This is not applicable to BS operating in Band 45

	E-UTRA Band 46
	5150 – 5925 MHz
	N/A
	-112 dBm
	-109 dBm
	100 kHz
	

	E-UTRA Band 48
	3550 – 3700 MHz
	-117 dBm
	-112 dBm
	-109 dBm
	100 kHz
	This is not applicable to BS operating in Band 42, 43, 48.

	E-UTRA Band 49
	3550 – 3700 MHz
	N/A
	N/A
	-109 dBm
	100 kHz
	This is not applicable to BS operating in Band 42, 43, 48.

	E-UTRA Band 50 or NR band n50
	1432 – 1517 MHz
	-117 dBm
	-112 dBm
	-109 dBm
	100 kHz
	This is not applicable to BS operating in Band 11, 21, 32, 51, 74, 75, 76.

	E-UTRA Band 51 or NR Band n51
	1427 – 1432 MHz
	N/A
	N/A
	-109 dBm
	100 kHz
	This is not applicable to BS operating in Band 50, 75, 76.

	E-UTRA Band 52
	3300 – 3400 MHz
	-117 dBm
	-112 dBm
	-109 dBm
	100 kHz
	This is not applicable to BS operating in Band 42 or 52

	E-UTRA Band 65
	1920 - 2010 MHz

	-117 dBm
	-112 dBm
	-109 dBm
	100 kHz
	

	E-UTRA Band 66 or NR band n66
	1710 – 1780 MHz

	-117 dBm
	-112 dBm
	-109 dBm
	100 kHz
	

	E-UTRA Band 68
	698 – 728 MHz

	-117 dBm
	-112 dBm
	-109 dBm
	100 kHz
	

	E-UTRA Band 70 or NR band n70
	1695 – 1710 MHz

	-117 dBm
	-112 dBm
	-109 dBm
	100 kHz
	

	E-UTRA Band 71 or NR Band n71
	663 – 698 MHz

	-117 dBm
	-112 dBm
	-109 dBm
	100 kHz
	

	E-UTRA Band 72
	451 – 456 MHz

	-117 dBm
	-112 dBm
	-109 dBm
	100 kHz
	

	E-UTRA Band 73
	450 – 455 MHz

	-117 dBm
	-112 dBm
	-109 dBm
	100 kHz
	

	E-UTRA Band 74 or NR band n74
	1427 – 1470 MHz
	-117 dBm
	-112 dBm
	-109 dBm
	100 kHz
	This is not applicable to BS operating in Band 50, 51

	NR Band n77
	3300 MHz – 4200 MHz
	-117 dBm
	-112 dBm
	-109 dBm
	100 kHz
	This is not applicable to BS operating in Band 22, 42 43, 48, 52.

	NR Band n78
	3300 MHz – 3800 MHz
	-117 dBm
	-112 dBm
	-109 dBm
	100 kHz
	This is not applicable to BS operating in Band 22, 42, 43, 48, 52.

	NR Band n79
	4.4 – 5.0 GHz
	-117 dBm
	-112 dBm
	-109 dBm
	100 kHz
	

	NR Band n80
	1710 – 1785 MHz
	-117 dBm
	-112 dBm
	-109 dBm
	100 kHz
	

	NR Band n81
	880 – 915 MHz
	-117 dBm
	-112 dBm
	-109 dBm
	100 kHz
	

	NR Band n82
	832 – 862 MHz
	-117 dBm
	-112 dBm
	-109 dBm
	100 kHz
	

	NR Band n83
	703 – 748 MHz
	-117 dBm
	-112 dBm
	-109 dBm
	100 kHz
	

	NR Band n84
	1920 – 1980 MHz
	-117 dBm
	-112 dBm
	-109 dBm
	100 kHz
	

	E-UTRA Band 85
	698 - 716 MHz
	-117 dBm
	-112 dBm
	-109 dBm
	100 kHz
	

	NR Band n86
	1710 – 1780 MHz
	-117 dBm
	-112 dBm
	-109 dBm
	100 kHz
	



NOTE 1:	As defined in the scope for spurious emissions in this subclause, the co-location requirements in table 9.7.6.4.4.2-1 do not apply for the ΔfOBUE frequency range immediately outside the BS transmit frequency range of a downlink operating band (see subclause 9.7.1). The current state-of-the-art technology does not allow a single generic solution for co-location with other system on adjacent frequencies for 30 dB BS-BS minimum coupling loss. However, there are certain site-engineering solutions that can be used. These techniques are addressed in TR 25.942 [12].
NOTE 2:	Table 9.7.6.4.4.2-1 assumes that two operating bands, where the corresponding BS transmit and receive frequency ranges in subclause 9.7.1 would be overlapping, are not deployed in the same geographical area. For such a case of operation with overlapping frequency arrangements in the same geographical area, special co-location requirements may apply that are not covered by the 3GPP specifications.
NOTE 3:	Co-located TDD base stations that are synchronized and using the same or adjacent operating band can transmit without special co-locations requirements. For unsynchronized base stations, special co-location requirements may apply that are not covered by the 3GPP specifications.
------------------------------ Next modified section ------------------------------
[bookmark: _Toc21096130][bookmark: _Toc29763329][bookmark: _Toc45869614]9.8.4	Minimum requirement for single RAT E-UTRA operation
[bookmark: _Toc21096131][bookmark: _Toc29763330][bookmark: _Toc45869615]9.8.4.1	General minimum requirement
The transmitter intermodulation level shall not exceed the unwanted emission limits in subclauses 9.7.6.1, 9.7.6.4.1, 9.7.6.4.3, 9.7.5 and 9.7.3 in the presence of an E-UTRA interfering signal according to table 9.8.4.1‑1.
The requirement is applicable outside the Base Station RF Bandwidth or Radio Bandwidth. The interfering signal offset is defined relative to the Base Station RF Bandwidth edges or Radio Bandwidth edges.
For RIBs supporting operation in non-contiguous spectrum, the requirement is also applicable inside a sub-block gap for interfering signal offsets where the interfering signal falls completely within the sub-block gap. The interfering signal offset is defined relative to the sub-block edges.
For multi-band RIBs , the requirement applies relative to the Base Station RF Bandwidth edges of each supported operating band. In case the inter Base Station RF Bandwidth gap is less than 15 MHz, the requirement in the gap applies only for interfering signal offsets where the interfering signal falls completely within the inter Base Station RF Bandwidth gap.
The wanted signal and interfering signal centre frequency is specified in table 9.8.4.1‑1.
Table 9.8.4.1-1: Interfering and wanted signals for the OTA transmitter intermodulation requirement
	Parameter
	Value

	Wanted signal
	E-UTRA single carrier, or multi-carrier, or multiple intra-band contiguously or non-contiguously aggregated carriers

	Interfering signal type
	E-UTRA signal of channel bandwidth 5 MHz

	Interfering signal level applied to the co-location reference antenna
	Rated total output power per RIB  in the operating band (corresponding to  PRated,t,TRP)

	Interfering signal centre frequency offset from the lower (upper) edge of the wanted signal or edge of sub-block inside a sub-block gap
	±2,5 MHz
±7,5 MHz
±12,5 MHz

	NOTE 1:	Interfering signal positions that are partially or completely outside of any downlink operating band of the base station are excluded from the requirement, unless the interfering signal positions fall within the frequency range of adjacent downlink operating bands in the same geographical area. In case that none of the interfering signal positions fall completely within the frequency range of the downlink operating band, 3GPP TS 36.141 [20] provides further guidance regarding appropriate test requirements.
NOTE 2:	In certain regions, NOTE 1 is not applied in Band 1, 3, 8, 9, 11, 18, 19, 21, 28, 32 operating within 1 475.9 MHz to 1 495.9 MHz, 34, 74.
NOTE 3:	The Prated,t,TRP is split between polarizations at the co-location reference antenna.



------------------------------ Next modified section ------------------------------
[bookmark: _Toc21096150][bookmark: _Toc29763349][bookmark: _Toc45869634]10.5	OTA Adjacent channel selectivity, general blocking, and narrowband blocking
[bookmark: _Toc21096151][bookmark: _Toc29763350][bookmark: _Toc45869635]10.5.1	General
The adjacent channel selectivity (ACS), general blocking and narrowband blocking characteristics are measures of the receiver unit ability to receive a wanted signal at its assigned channel in the presence of an unwanted interferer inside the operating band.
The requirement applies at the RIB when the AoA of the incident wave of a received signal and the interfering signal are from the same direction, and:
-	when the wanted signal is based on EISREFSENS : the AoA of the incident wave of a received signal and the interfering signal are within the OTA REFSENS RoAoA.
-	when the wanted signal is based on EISminSENS : the AoA of the incident wave of a received signal and the interfering signal are within the within the minSENS RoAoA.
The wanted and interfering signals apply to each supported polarization, under the assumption of polarization match. 
NOTE:	For Single RAT requirements, the in-band selectivity characteristics is referred to as "adjacent channel selectivity", whereas for the MSR requirements, the corresponding property is referred to as "general blocking" since the adjacent frequency range may not carry a channel addressable from the interfered carrier.
The in-band blocking requirement applies from FUL_low - ΔfOOB to FUL_high + ΔfOOB, excluding the downlink frequency range of the FDD operating band. The ΔfOOB is defined in table 10.5-1.
Table 10.5-1: ΔfOOB offset for operating bands
	Operating band characteristics
	ΔfOOB [MHz]

	FUL_high – FUL_low < 100 MHz
	20

	100 MHz ≤ FUL_high – FUL_low ≤ 900 MHz
	60



------------------------------ Next modified section ------------------------------
[bookmark: _Toc21096163][bookmark: _Toc29763362][bookmark: _Toc45869647]10.6	OTA Blocking
[bookmark: _Toc21096164][bookmark: _Toc29763363][bookmark: _Toc45869648]10.6.1	General
The blocking characteristics are a measure of the receiver unit ability to receive a wanted signal at the RIB at its assigned channel in the presence of an unwanted interferer.  
The requirement applies at the RIB when the AoA of the incident wave of the received signal and the interfering signal are the same direction and are within the minSENS RoAoA
The wanted signal applies to each supported polarization, under the assumption of polarization match. The interferer shall be polarization matched in-band and the polarization maintained for out-of-band frequencies.
The out-of-band blocking requirement applies from 30 MHz to FUL_low - ΔfOOB and from FUL_high + ΔfOOB up to 12750 MHz, including the downlink frequency range of the FDD operating band for BS supporting FDD. ΔfOOB is defined in table 10.5-1.	Comment by Huawei: Sentence shifted from MSR section to the general one in order to be applicable to MSR, UTRA, and EUTRA clauses. 
Sentence modified based on R4-8338 and R4-1906323

[bookmark: _Toc21096165][bookmark: _Toc29763364][bookmark: _Toc45869649]10.6.2	Minimum requirement for MSR operation
[bookmark: _Toc21096166][bookmark: _Toc29763365][bookmark: _Toc45869650]10.6.2.1	General minimum requirement
The OTA interfering signal RMS field-strength shall be set to 0.36 V/m at the RIB.

NOTE:	The RMS field-strength level in V/m is related to the interferer EIRP level at a distance described as , where EIRP is in W and r is in m; for example, 0.36 V/m is equivalent to 36 dBm at fixed distance of 30 m.
For a wanted and an interfering signal coupled to the RIB using the parameters in table 10.6.2.1-1, the following requirements shall be met:
-	For any E-UTRA carrier, the throughput shall be ≥ 95 % of the maximum throughput of the reference measurement channel defined in 3GPP TS 36.104 [8], subclause 7.2.1.
-	For any UTRA FDD carrier, the BER shall not exceed 0.001 for the reference measurement channel defined in 3GPP TS 25.104 [6], subclause 7.2.1.
-	For any NR carrier, the throughput shall be ≥ 95% of the maximum throughput of the reference measurement channel defined for BS type 1-O in TS 38.104 [28], subclause 10.3.2.
For multi-band RIB, the requirement applies for each supported operating band. The in-band blocking frequency ranges of all supported operating bands according to table 10.6.2.1-1 shall be excluded from the requirement.
The out-of-band blocking requirement applies from 30 MHz to FUL_low - ΔfOOB and from FUL_high + ΔfOOB up to 12750 MHz, including the downlink frequency range of the operating band. ΔfOOB is defined in table 10.5-1.FDD  for BS supporting FDD
Table 10.6.2.1-1: Blocking performance requirement
	Interfering Signal mean power
	Wanted Signal mean power [dBm]
	Type of Interfering Signal

	0.36 V/m
	EISminSENS +x dB
(NOTE 1) 
	CW carrier 

	NOTE 1:	EISminSENS depends on the RAT, the BS class and the channel bandwidth, see subclause 7.2.
"x" is equal to 6 in case of NR, E-UTRA or UTRA wanted signals.



------------------------------ Next modified section ------------------------------
[bookmark: _Toc21096167][bookmark: _Toc29763366][bookmark: _Toc45869651]10.6.2.2	Co-location minimum requirement
This additional blocking requirement may be applied for the protection of AAS BS receivers when E-UTRA BS, NR BS, UTRA BS, CDMA BS or GSM/EDGE BS operating in a different frequency band are co-located with an AAS BS.
The requirement is a co-location requirement. The interferer power levels are specified at the co-location reference antenna conducted input. The interfering power is specified per supported polarization.
The requirement is valid over minSENS RoAoA.
When the wanted and an interfering signal using the parameters in table 10.6.2.2-1, the following requirements shall be met:
-	For any E-UTRA carrier, the throughput shall be ≥ 95 % of the maximum throughput of the reference measurement channel defined in 3GPP TS 36.104 [8], subclause 7.2.1.
-	For any UTRA FDD carrier, the BER shall not exceed 0,001 for the reference measurement channel defined in 3GPP TS 25.104 [6], subclause 7.2.1.
Table 10.6.2.2-1: OTA Blocking requirement for co-location with BS in other frequency bands
	[bookmark: _Hlk514473688]Type of co-located BS
	Centre Frequency of Interfering Signal [MHz]
	Interfering Signal mean power for WA BS [dBm]
	Interfering Signal mean power for MR BS [dBm]
	Interfering Signal mean power for LA BS [dBm]
	Wanted Signal mean power [dBm]
	Type of Interfering Signal

	GSM850 or CDMA850
	869 - 894
	+46
	+38
	+24
	EISminSENS + x dB (NOTE 1)
	CW carrier

	GSM900
	921 - 960
	+46
	+38
	+24
	EISminSENS + x dB (NOTE 1)
	CW carrier

	DCS1800
	1805 - 1880
(NOTE 4)
	+46
	+38
	+24
	EISminSENS + x dB (NOTE 1)
	CW carrier

	PCS1900
	1930 - 1990
	+46
	+38
	+24
	EISminSENS + x dB (NOTE 1)
	CW carrier

	UTRA FDD Band I or E-UTRA Band 1 or NR band n1
	2110 - 2170
	+46
	+38
	+24
	EISminSENS + x dB (NOTE 1)
	CW carrier

	UTRA FDD Band II or E-UTRA Band 2 or NR band n2
	1930 - 1990
	+46
	+38
	+24
	EISminSENS + x dB (NOTE 1)
	CW carrier

	UTRA FDD Band III or E-UTRA Band 3 or NR band n3
	1805 - 1880
(NOTE 4)
	+46
	+38
	+24
	EISminSENS + x dB (NOTE 1)
	CW carrier

	UTRA FDD Band IV or E-UTRA Band 4
	2110 - 2155
	+46
	+38
	+24
	EISminSENS + x dB (NOTE 1)
	CW carrier

	UTRA FDD Band V or E-UTRA Band 5 or NR band n5
	869 - 894
	+46
	+38
	+24
	EISminSENS + x dB (NOTE 1)
	CW carrier

	UTRA FDD Band VI or E-UTRA Band 6
	875 - 885
	+46
	+38
	+24
	EISminSENS + x dB (NOTE 1)
	CW carrier

	UTRA FDD Band VII or E-UTRA Band 7 or NR band n7
	2620 - 2690
	+46
	+38
	+24
	EISminSENS + x dB (NOTE 1)
	CW carrier

	UTRA FDD Band VIII or E-UTRA Band 8 or NR band n8
	925 - 960
	+46
	+38
	+24
	EISminSENS + x dB (NOTE 1)
	CW carrier

	UTRA FDD Band IX or E-UTRA Band 9
	1844.9 - 1879.9
	+46
	+38
	+24
	EISminSENS + x dB (NOTE 1)
	CW carrier

	UTRA FDD Band X or E-UTRA Band 10
	2110 - 2170
	+46
	+38
	+24
	EISminSENS + x dB (NOTE 1)
	CW carrier

	UTRA FDD Band XI or E-UTRA Band 11
	1475.9 - 1495.9
	+46
	+38
	+24
	EISminSENS + x dB (NOTE 1)
	CW carrier

	UTRA FDD Band XII or E-UTRA Band 12 or NR band n12
	729 - 746
	+46
	+38
	+24
	EISminSENS + x dB (NOTE 1)
	CW carrier

	UTRA FDD Band XIIII or E-UTRA Band 13
	746 - 756
	+46
	+38
	+24
	EISminSENS + x dB (NOTE 1)
	CW carrier

	UTRA FDD Band XIV or E-UTRA Band 14
	758 - 768
	+46
	+38
	+24
	EISminSENS + x dB (NOTE 1)
	CW carrier

	E-UTRA Band 17
	734 - 746
	+46
	+38
	+24
	EISminSENS + x dB (NOTE 1)
	CW carrier

	E-UTRA Band 18
	860 - 875
	+46
	+38
	+24
	EISminSENS + x dB (NOTE 1)
	CW carrier

	UTRA FDD Band XIX or E-UTRA Band 19
	875 - 890
	+46
	+38
	+24
	EISminSENS + x dB (NOTE 1)
	CW carrier

	UTRA FDD Band XX or E-UTRA Band 20 or NR band 20
	791 - 821
	+46
	+38
	+24
	EISminSENS + x dB (NOTE 1)
	CW carrier

	UTRA FDD Band XXI or E-UTRA Band 21
	1495.9 - 1510.9
	+46
	+38
	+24
	EISminSENS + x dB (NOTE 1)
	CW carrier

	UTRA FDD Band XXII or E-UTRA Band 22
	3510 - 3 590
	+46
	+38
	+24
	EISminSENS + x dB (NOTE 1)
	CW carrier

	E-UTRA Band 23
	2180 - 2200
	+46
	+38
	+24
	EISminSENS + x dB (NOTE 1)
	CW carrier

	E-UTRA Band 24
	1525 - 1559
	+46
	+38
	+24
	EISminSENS + x dB (NOTE 1)
	CW carrier

	UTRA FDD Band XXV or E-UTRA Band 25 or NR band n25
	1930 - 1995
	+46
	+38
	+24
	EISminSENS + x dB (NOTE 1)
	CW carrier

	UTRA FDD Band XXVI or E-UTRA Band 26
	859 - 894
	+46
	+38
	+24
	EISminSENS + x dB (NOTE 1)
	CW carrier

	E-UTRA Band 27
	852 – 869
	+46
	+38
	+24
	EISminSENS + x dB (NOTE 1)
	CW carrier

	E-UTRA Band 28 or or NR band n28
	758 – 803
	+46
	+38
	+24
	EISminSENS + x dB (NOTE 1)
	CW carrier

	E-UTRA Band 29
	717 - 728
	+46
	+38
	+24
	EISminSENS + x dB (NOTE 1)
	CW carrier

	E-UTRA Band 30
	2350 - 2360
	+46
	+38
	+24
	EISminSENS + x dB (NOTE 1)
	CW carrier

	E-UTRA Band 31
	462.5 - 467.5
	+46
	+38
	+24
	EISminSENS + x dB (NOTE 1)
	CW carrier

	E-UTRA Band 31
	462.5 - 467.5
	+46
	+38
	+24
	EISminSENS + x dB (NOTE 1)
	CW carrier

	UTRA FDD Band XXXII or E-UTRA Band 32
	1452 - 1496
(NOTE-5)
	+46
	+38
	+24
	EISminSENS + x dB (NOTE 1)
	CW carrier

	UTRA TDD Band a) or E-UTRA TDD Band 33
	1900 - 1920
	+46
	+38
	+24
	EISminSENS + x dB (NOTE 1)
	CW carrier

	UTRA TDD Band a) or E-UTRA TDD Band 34 or NR band n34
	2010 - 2025
	+46
	+38
	+24
	EISminSENS + x dB (NOTE 1)
	CW carrier

	UTRA TDD Band b) or E-UTRA TDD Band 35
	1850 - 1910
	+46
	+38
	+24
	EISminSENS + x dB (NOTE 1)
	CW carrier

	UTRA TDD Band b) or E-UTRA TDD Band 36
	1930 - 1990
	+46
	+38
	+24
	EISminSENS + x dB (NOTE 1)
	CW carrier

	UTRA TDD Band c) or E-UTRA TDD Band 37
	1910 - 1930
	+46
	+38
	+24
	EISminSENS + x dB (NOTE 1)
	CW carrier

	UTRA TDD Band d) or E-UTRA Band 38 or NR band n38
	2570 - 2620
	+46
	+38
	+24
	EISminSENS + x dB (NOTE 1)
	CW carrier

	UTRA TDD Band f) or E-UTRA Band 39 or NR band n39
	1880 - 1920
	+46
	+38
	+24
	EISminSENS + x dB (NOTE 1)
	CW carrier

	UTRA TDD Band e) or E-UTRA Band 40 or NR band n40
	2300 - 2400
	+46
	+38
	+24
	EISminSENS + x dB (NOTE 1)
	CW carrier

	E-UTRA Band 41 or NR band n41
	2496 - 2690
	+46
	+38
	+24
	EISminSENS + x dB (NOTE 1)
	CW carrier

	E-UTRA Band 42
	3400 - 3600
	+46
	+38
	+24
	EISminSENS + x dB (NOTE 1)
	CW carrier

	E-UTRA Band 43
	3600 - 3800
	+46
	+38
	+24
	EISminSENS + x dB (NOTE 1)
	CW carrier

	E-UTRA Band 44
	703 - 803
	+46
	+38
	+24
	EISminSENS + x dB (NOTE 1)
	CW carrier

	E-UTRA Band 45
	1447 - 1467
	+46
	+38
	+24
	EISminSENS + x dB (NOTE 1)
	CW carrier

	E-UTRA Band 46
	5150 - 5925
	N/A
	+38
	+24
	EISminSENS + x dB (NOTE 1)
	CW carrier

	E-UTRA Band 48
	3550 – 3700
	+46
	+38
	+24
	EISminSENS + x dB (NOTE 1)
	CW carrier

	E-UTRA Band 49
	3550 – 3700
	N/A
	N/A
	+24
	EISminSENS + x dB (NOTE 1)
	CW carrier

	E-UTRA Band 50 or NR band n50
	1432 – 1517
	+46
	+38
	+24
	EISminSENS + x dB (NOTE 1)
	CW carrier

	E-UTRA Band 51 or or NR band n51
	1427– 1432
	N/A
	N/A
	+24
	EISminSENS + x dB (NOTE 1)
	CW carrier

	E-UTRA Band 52
	3300 - 3400
	+46
	+38
	+24
	EISminSENS + x dB (NOTE 1)
	CW carrier

	E-UTRA Band 65
	2110 – 2200
	+46
	+38
	+24
	EISminSENS + x dB (NOTE 1)
	CW carrier

	E-UTRA Band 66 or or NR band n66
	2110 – 2200
	+46
	+38
	+24
	EISminSENS + x dB (NOTE 1)
	CW carrier

	E-UTRA Band 67
	738 - 758
	+46
	+38
	+24
	EISminSENS + x dB (NOTE 1)
	CW carrier

	E-UTRA Band 68
	753 - 783
	+46
	+38
	+24
	EISminSENS + x dB (NOTE 1)
	CW carrier

	E-UTRA Band 69 
	2570-2620
	+46
	+38
	+24
	EISminSENS + x dB (NOTE 1)
	CW carrier

	E-UTRA Band 70 or or NR band n70
	1995 - 2020
	+46
	+38
	+24
	EISminSENS + x dB (NOTE 1)
	CW carrier

	E-UTRA Band 71 or or NR band n71
	617 - 652
	+46
	+38
	+24
	EISminSENS + x dB (NOTE 1)
	CW carrier

	E-UTRA Band 72
	461 - 466
	+46
	+38
	+24
	EISminSENS + x dB (NOTE 1)
	CW carrier

	E-UTRA Band 73
	460 - 465
	+46
	+38
	+24
	EISminSENS + x dB (NOTE 1)
	CW carrier

	E-UTRA Band 74 or NR band n74
	1475 - 1518
	+46
	+38
	+24
	EISminSENS + x dB (NOTE 1)
	CW carrier

	E-UTRA Band 75 or or NR band n75
	1432 - 1517
	+46
	+38
	+24
	EISminSENS + x dB (NOTE 1)
	CW carrier

	E-UTRA Band 76 or or NR band n76
	1427 - 1432
	N/A
	N/A
	+24
	EISminSENS + x dB (NOTE 1)
	CW carrier

	NR band n77
	3300 - 4200
	+46
	+38
	+24
	EISminSENS + x dB (NOTE 1)
	CW carrier

	NR band n78
	3300 - 3800
	+46
	+38
	+24
	EISminSENS + x dB (NOTE 1)
	CW carrier

	NR band n79
	4400 - 5000
	+46
	+38
	+24
	EISminSENS + x dB (NOTE 1)
	CW carrier

	NOTE 1:	EISminSENS depends on the RAT, the BS class and on the channel bandwidth, see subclauses 10.3 and 10.2.
NOTE 2:	Except for a BS operating in Band 13, these requirements do not apply when the interfering signal falls within any of the supported uplink operating band or in the ΔfOOB immediately outside any of the supported uplink operating band.
For a BS operating in band 13 the requirements do not apply when the interfering signal falls within the frequency range 768 - 797 MHz.
NOTE 3:	Some combinations of bands may not be possible to co-site based on the requirements above. The current state-of-the-art technology does not allow a single generic solution for co-location of UTRA TDD or E-UTRA TDD or NR TDD with E-UTRA FDD or NR FDD on adjacent frequencies with closely spaced antennas. However, there are certain site-engineering solutions that can be used. These techniques are addressed in 3GPP TR 25.942 [12].
NOTE 4:	In China, the blocking requirement for co-location with DCS1800 and Band III BS is only applicable in the frequency range 1805 - 1850 MHz.
NOTE 5:	For an AAS BS operating in band 11, 21, or 74 this the requirement for co-location with Band 32 applies for interfering signal within the frequency range 1475.9 - 1495.9 MHz.


------------------------------ Next modified section ------------------------------
[bookmark: _Toc21096173][bookmark: _Toc29763372][bookmark: _Toc45869657]10.6.4.2	Co-location minimum requirement
This additional blocking requirement may be applied for the protection of AAS BS receivers when E-UTRA BS, NR BS, UTRA BS, CDMA BS or GSM/EDGE BS operating in a different frequency band are co-located with an AAS BS.
The requirement is a co-location requirement. The interferer power levels are specified at the co-location reference antenna conducted input. The interfering power is specified per supported polarization.
The requirement is valid over minSENS RoAoA.
When the wanted and an interfering signal using the parameters in table 10.6.2.2-1 for co-location with UTRA or E-UTRA systems and table 10.6.4.2-1 for co-location with GSM systems, the following requirements shall be met:
-	For any E-UTRA carrier, the throughput shall be ≥ 95 % of the maximum throughput of the reference measurement channel defined in 3GPP TS 36.104 [8], subclause 7.2.1.
Table 10.6.4.2-1: E-UTRA additional OTA blocking requirement for co-location with BS in other frequency bands
	Type of co-located BS
	Centre Frequency of Interfering Signal [MHz]
	Interfering Signal mean power for WA BS [dBm]
	Interfering Signal mean power for MR BS [dBm]
	Interfering Signal mean power for LA BS [dBm]
	Wanted Signal mean power [dBm]
	Type of Interfering Signal

	GSM850 or CDMA850
	869 - 894
	+46
	+38
	+24
	EISminSENS + x dB (NOTE 1)
	CW carrier

	GSM900
	921 - 960
	+46
	+38
	+24
	EISminSENS + x dB (NOTE 1)
	CW carrier

	DCS1800
	1805 - 1880
(NOTE 4)
	+46
	+38
	+24
	EISminSENS + x dB (NOTE 1)
	CW carrier

	PCS1900
	1930 - 1990
	+46
	+38
	+24
	EISminSENS + x dB (NOTE 1)
	CW carrier

	UTRA FDD Band I or E-UTRA Band 1 or NR band n1
	2110 - 2170
	+46
	+38
	+24
	EISminSENS + x dB (NOTE 1)
	CW carrier

	UTRA FDD Band II or E-UTRA Band 2 or NR band n2
	1930 - 1990
	+46
	+38
	+24
	EISminSENS + x dB (NOTE 1)
	CW carrier

	UTRA FDD Band III or E-UTRA Band 3 or NR band n3
	1805 - 1880
(NOTE 4)
	+46
	+38
	+24
	EISminSENS + x dB (NOTE 1)
	CW carrier

	UTRA FDD Band IV or E-UTRA Band 4
	2110 - 2155
	+46
	+38
	+24
	EISminSENS + x dB (NOTE 1)
	CW carrier

	UTRA FDD Band V or E-UTRA Band 5 or NR band n5
	869 - 894
	+46
	+38
	+24
	EISminSENS + x dB (NOTE 1)
	CW carrier

	UTRA FDD Band VI or E-UTRA Band 6
	875 - 885
	+46
	+38
	+24
	EISminSENS + x dB (NOTE 1)
	CW carrier

	UTRA FDD Band VII or E-UTRA Band 7 or NR band n7
	2620 - 2690
	+46
	+38
	+24
	EISminSENS + x dB (NOTE 1)
	CW carrier

	UTRA FDD Band VIII or E-UTRA Band 8 or NR band n8
	925 - 960
	+46
	+38
	+24
	EISminSENS + x dB (NOTE 1)
	CW carrier

	UTRA FDD Band IX or E-UTRA Band 9
	1844.9 - 1879.9
	+46
	+38
	+24
	EISminSENS + x dB (NOTE 1)
	CW carrier

	UTRA FDD Band X or E-UTRA Band 10
	2110 - 2170
	+46
	+38
	+24
	EISminSENS + x dB (NOTE 1)
	CW carrier

	UTRA FDD Band XI or E-UTRA Band 11
	1475.9 - 1495.9
	+46
	+38
	+24
	EISminSENS + x dB (NOTE 1)
	CW carrier

	UTRA FDD Band XII or E-UTRA Band 12 or NR band n12
	729 - 746
	+46
	+38
	+24
	EISminSENS + x dB (NOTE 1)
	CW carrier

	UTRA FDD Band XIIII or E-UTRA Band 13
	746 - 756
	+46
	+38
	+24
	EISminSENS + x dB (NOTE 1)
	CW carrier

	UTRA FDD Band XIV or E-UTRA Band 14
	758 - 768
	+46
	+38
	+24
	EISminSENS + x dB (NOTE 1)
	CW carrier

	E-UTRA Band 17
	734 - 746
	+46
	+38
	+24
	EISminSENS + x dB (NOTE 1)
	CW carrier

	E-UTRA Band 18
	860 - 875
	+46
	+38
	+24
	EISminSENS + x dB (NOTE 1)
	CW carrier

	UTRA FDD Band XIX or E-UTRA Band 19
	875 - 890
	+46
	+38
	+24
	EISminSENS + x dB (NOTE 1)
	CW carrier

	UTRA FDD Band XX or E-UTRA Band 20 or NR band 20
	791 - 821
	+46
	+38
	+24
	EISminSENS + x dB (NOTE 1)
	CW carrier

	UTRA FDD Band XXI or E-UTRA Band 21
	1495.9 - 1510.9
	+46
	+38
	+24
	EISminSENS + x dB (NOTE 1)
	CW carrier

	UTRA FDD Band XXII or E-UTRA Band 22
	3510 - 3 590
	+46
	+38
	+24
	EISminSENS + x dB (NOTE 1)
	CW carrier

	E-UTRA Band 23
	2180 - 2200
	+46
	+38
	+24
	EISminSENS + x dB (NOTE 1)
	CW carrier

	E-UTRA Band 24
	1525 - 1559
	+46
	+38
	+24
	EISminSENS + x dB (NOTE 1)
	CW carrier

	UTRA FDD Band XXV or E-UTRA Band 25 or NR band n25
	1930 - 1995
	+46
	+38
	+24
	EISminSENS + x dB (NOTE 1)
	CW carrier

	UTRA FDD Band XXVI or E-UTRA Band 26
	859 - 894
	+46
	+38
	+24
	EISminSENS + x dB (NOTE 1)
	CW carrier

	E-UTRA Band 27
	852 – 869
	+46
	+38
	+24
	EISminSENS + x dB (NOTE 1)
	CW carrier

	E-UTRA Band 28 or or NR band n28
	758 – 803
	+46
	+38
	+24
	EISminSENS + x dB (NOTE 1)
	CW carrier

	E-UTRA Band 29
	717 - 728
	+46
	+38
	+24
	EISminSENS + x dB (NOTE 1)
	CW carrier

	E-UTRA Band 30
	2350 - 2360
	+46
	+38
	+24
	EISminSENS + x dB (NOTE 1)
	CW carrier

	E-UTRA Band 31
	462.5 - 467.5
	+46
	+38
	+24
	EISminSENS + x dB (NOTE 1)
	CW carrier

	E-UTRA Band 31
	462.5 - 467.5
	+46
	+38
	+24
	EISminSENS + x dB (NOTE 1)
	CW carrier

	UTRA FDD Band XXXII or E-UTRA Band 32
	1452 - 1496
(NOTE-5)
	+46
	+38
	+24
	EISminSENS + x dB (NOTE 1)
	CW carrier

	UTRA TDD Band a) or E-UTRA TDD Band 33
	1900 - 1920
	+46
	+38
	+24
	EISminSENS + x dB (NOTE 1)
	CW carrier

	UTRA TDD Band a) or E-UTRA TDD Band 34 or NR band n34
	2010 - 2025
	+46
	+38
	+24
	EISminSENS + x dB (NOTE 1)
	CW carrier

	UTRA TDD Band b) or E-UTRA TDD Band 35
	1850 - 1910
	+46
	+38
	+24
	EISminSENS + x dB (NOTE 1)
	CW carrier

	UTRA TDD Band b) or E-UTRA TDD Band 36
	1930 - 1990
	+46
	+38
	+24
	EISminSENS + x dB (NOTE 1)
	CW carrier

	UTRA TDD Band c) or E-UTRA TDD Band 37
	1910 - 1930
	+46
	+38
	+24
	EISminSENS + x dB (NOTE 1)
	CW carrier

	UTRA TDD Band d) or E-UTRA Band 38 or NR band n38
	2570 - 2620
	+46
	+38
	+24
	EISminSENS + x dB (NOTE 1)
	CW carrier

	UTRA TDD Band f) or E-UTRA Band 39 or NR band n39
	1880 - 1920
	+46
	+38
	+24
	EISminSENS + x dB (NOTE 1)
	CW carrier

	UTRA TDD Band e) or E-UTRA Band 40 or NR band n40
	2300 - 2400
	+46
	+38
	+24
	EISminSENS + x dB (NOTE 1)
	CW carrier

	E-UTRA Band 41 or NR band n41
	2496 - 2690
	+46
	+38
	+24
	EISminSENS + x dB (NOTE 1)
	CW carrier

	E-UTRA Band 42
	3400 - 3600
	+46
	+38
	+24
	EISminSENS + x dB (NOTE 1)
	CW carrier

	E-UTRA Band 43
	3600 - 3800
	+46
	+38
	+24
	EISminSENS + x dB (NOTE 1)
	CW carrier

	E-UTRA Band 44
	703 - 803
	+46
	+38
	+24
	EISminSENS + x dB (NOTE 1)
	CW carrier

	E-UTRA Band 45
	1447 - 1467
	+46
	+38
	+24
	EISminSENS + x dB (NOTE 1)
	CW carrier

	E-UTRA Band 46
	5150 - 5925
	N/A
	+38
	+24
	EISminSENS + x dB (NOTE 1)
	CW carrier

	E-UTRA Band 48
	3550 – 3700
	+46
	+38
	+24
	EISminSENS + x dB (NOTE 1)
	CW carrier

	E-UTRA Band 49
	3550 – 3700
	N/A
	N/A
	+24
	EISminSENS + x dB (NOTE 1)
	CW carrier

	E-UTRA Band 50 or NR band n50
	1432 – 1517
	+46
	+38
	+24
	EISminSENS + x dB (NOTE 1)
	CW carrier

	E-UTRA Band 51 or or NR band n51
	1427– 1432
	N/A
	N/A
	+24
	EISminSENS + x dB (NOTE 1)
	CW carrier

	E-UTRA Band 65
	2110 – 2200
	+46
	+38
	+24
	EISminSENS + x dB (NOTE 1)
	CW carrier

	E-UTRA Band 66 or or NR band n66
	2110 – 2200
	+46
	+38
	+24
	EISminSENS + x dB (NOTE 1)
	CW carrier

	E-UTRA Band 67
	738 - 758
	+46
	+38
	+24
	EISminSENS + x dB (NOTE 1)
	CW carrier

	E-UTRA Band 68
	753 - 783
	+46
	+38
	+24
	EISminSENS + x dB (NOTE 1)
	CW carrier

	E-UTRA Band 69 
	2570-2620
	+46
	+38
	+24
	EISminSENS + x dB (NOTE 1)
	CW carrier

	E-UTRA Band 70 or or NR band n70
	1995 - 2020
	+46
	+38
	+24
	EISminSENS + x dB (NOTE 1)
	CW carrier

	E-UTRA Band 71 or or NR band n71
	617 - 652
	+46
	+38
	+24
	EISminSENS + x dB (NOTE 1)
	CW carrier

	E-UTRA Band 72
	461 - 466
	+46
	+38
	+24
	EISminSENS + x dB (NOTE 1)
	CW carrier

	E-UTRA Band 73
	460 - 465
	+46
	+38
	+24
	EISminSENS + x dB (NOTE 1)
	CW carrier

	E-UTRA Band 74 or NR band n74
	1475 - 1518
	+46
	+38
	+24
	EISminSENS + x dB (NOTE 1)
	CW carrier

	E-UTRA Band 75 or or NR band n75
	1432 - 1517
	+46
	+38
	+24
	EISminSENS + x dB (NOTE 1)
	CW carrier

	E-UTRA Band 76 or or NR band n76
	1427 - 1432
	N/A
	N/A
	+24
	EISminSENS + x dB (NOTE 1)
	CW carrier

	NR band n77
	3300 - 4200
	+46
	+38
	+24
	EISminSENS + x dB (NOTE 1)
	CW carrier

	NR band n78
	3300 - 3800
	+46
	+38
	+24
	EISminSENS + x dB (NOTE 1)
	CW carrier

	NR band n79
	4400 - 5000
	+46
	+38
	+24
	EISminSENS + x dB (NOTE 1)
	CW carrier

	E-UTRA Band 85
	728 – 746
	+46
	+38
	+24
	EISminSENS + x dB (NOTE 1)
	CW carrier

	NOTE 1:	EISminSENS depends on the BS class and on the channel bandwidth, see subclause 10.2.
NOTE 2:	Except for a BS operating in Band 13, these requirements do not apply when the interfering signal falls within any of the supported uplink operating band or in the ΔfOOB immediately outside any of the supported uplink operating band.
For a BS operating in band 13 the requirements do not apply when the interfering signal falls within the frequency range 768 - 797 MHz.
NOTE 3:	Some combinations of bands may not be possible to co-site based on the requirements above. The current state-of-the-art technology does not allow a single generic solution for co-location of UTRA TDD or E-UTRA TDD or NR TDD with E-UTRA FDD or NR FDD on adjacent frequencies with closely spaced antennas. However, there are certain site-engineering solutions that can be used. These techniques are addressed in 3GPP TR 25.942 [12].
NOTE 4:	In China, the blocking requirement for co-location with DCS1800 and Band III BS is only applicable in the frequency range 1805 - 1850 MHz.
NOTE 5:	For an AAS BS operating in band 11, 21, or 74 this the requirement for co-location with Band 32 applies for interfering signal within the frequency range 1475.9 - 1495.9 MHz.



------------------------------ Next modified section ------------------------------
[bookmark: _Toc21096174][bookmark: _Toc29763373][bookmark: _Toc45869658]10.7	OTA Receiver spurious emissions
[bookmark: _Toc21096175][bookmark: _Toc29763374][bookmark: _Toc45869659]10.7.1	General
The receiver spurious emission requirement is the power of the emissions radiated from the antenna array from a receiver unit. For an OTA AAS BS operating in FDD, OTA RX spurious emissions requirement do not apply as they are superseded by the OTA TX spurious emissions requirement. This is due to the fact that TX and RX spurious emissions cannot be distinguished in OTA domain.
NOTE:	The OTA receiver spurious emission requirement applicability for the AAS BS with the RX-only capabilities is not covered by the present release of this specification. 
For an OTA AAS BS operating in TDD, the OTA receiver spurious emissions requirement applies during the transmitter OFF period only.
For RX only multi-band RIB, the RX spurious emissions requirements are subject to exclusion zones in each supported operating band. 
[bookmark: _Toc21096176][bookmark: _Toc29763375][bookmark: _Toc45869660]10.7.2	Minimum requirement for MSR operation
[bookmark: _Toc21096177][bookmark: _Toc29763376][bookmark: _Toc45869661]10.7.2.1	General minimum requirement
There are no OTA receiver spurious emissions requirements for UTRA FDD.
For E-UTRA, the minimum requirement is specified in subclause 10.7.4
For NR, the minimum requirement is the same as that specified for BS type 1-O in TS 38.104 [28] in subclause 10.7.2
[bookmark: _Toc21096178][bookmark: _Toc29763377][bookmark: _Toc45869662]10.7.3	Minimum requirement for single RAT UTRA operation
There are no OTA receiver spurious emissions requirements for single RAT UTRA FDD.
[bookmark: _Toc21096179][bookmark: _Toc29763378][bookmark: _Toc45869663]10.7.4	Minimum requirement for single RAT E-UTRA operation
The TRP of any spurious emission shall not exceed the limits in table 10.7.4-1:
Table 10.7.4-1: General spurious emission minimum requirement	Comment by R4-1906323: Align the notes with NR: CR in R4-1906323, R4-1910417
	Frequency range
	Maximum level
(Note 2, Note 3)
	Measurement bandwidth
	NOTE

	30MHz ‑ 1 GHz
	-36 + X dBm
	100 kHz 
	Note 4

	1 GHz - 12.75 GHz
	-30 + X dBm
	1 MHz
	Note 4, Note 5

	12.75 GHz - 5th harmonic of the upper frequency edge of the UL operating band in GHz
	-30 + X dBm
	1 MHz
	Note 5, Note 5, Note 6Applies only for Bands 22, 42, 43, 48.

	NOTE 1:	The frequency range from ΔfOBUE below the lowest frequency of the BS transmitter operating band to ΔfOBUE above the highest frequency of the BS transmitter operating band may be excluded from the requirement. ΔfOBUE is defined in clause 6.6.1.The frequency range between 2.5 * channel bandwidth below the first carrier frequency and 2.5 * channel bandwidth above the last carrier frequency transmitted by the AAS BS may be excluded from the requirement. However, frequencies that are more than ΔfOBUE below the lowest frequency of any of the AAS BS supported downlink operating band or more than ΔfOBUE above the highest frequency of any of the AAS BS supported downlink operating band shall not be excluded from the requirement. For a multiband RIB, the exclusion applies for all supported operating bands.
NOTE 2:	X = 9 dB, unless stated differently in regional regulation.
NOTE 3:	Additional limits may apply regionally.
NOTE 4:	Measurement bandwidths as in ITU-R SM.329 [x], s4.1.
NOTE 5:	Upper frequency as in ITU-R SM.329 [x], s2.5 table 1.
NOTE 6:	This spurious frequency range applies only for operating bands for which the 5th harmonic of the upper frequency edge of the UL operating band is reaching beyond 12.75 GHz.



In addition to the requirements in table 10.7.4-1, the power of any spurious emission shall not exceed the levels specified for Protection of the E-UTRA FDD BS receiver of own or different BS in subclause 9.7.6.4.2 and for Co-existence with other systems in the same geographical area in subclause 9.7.6.4.3. In addition, the co-existence requirements for co-located base stations specified in subclause 9.7.6.4.4 may also be applied.
------------------------------ Next modified section ------------------------------
[bookmark: _Toc21096182][bookmark: _Toc29763381][bookmark: _Toc45869666]10.8.2	Minimum requirement for MSR operation
[bookmark: _Toc21096183][bookmark: _Toc29763382][bookmark: _Toc45869667]10.8.2.1	General intermodulation minimum requirement
Interfering signals shall be a CW signal and an E-UTRA or UTRA signal as specified in 3GPP TS 37.104 [9], annex A. 
The requirement is applicable outside the Base Station RF Bandwidth or Radio Bandwidth. The interfering signal offset is defined relative to the Base Station RF Bandwidth edges or Radio Bandwidth edges.
For multi-band RIBs, the requirement applies in addition inside any Inter RF Bandwidth gap, in case the gap size is at least twice as wide as the UTRA/E-UTRA interfering signal centre frequency offset from the Base Station RF Bandwidth edge. The interfering signal offset is defined relative to the Base Station RF Bandwidth edges inside the Inter RF Bandwidth gap.
For the wanted signal at the assigned channel frequency and two interfering signals at the RIB, using the parameters in tables 10.8.2.1-1 and 10.8.2.1-2, the following requirements shall be met:
-	For any E-UTRA carrier, the throughput shall be ≥ 95 % of the maximum throughput of the reference measurement channel defined in 3GPP TS 36.104 [8], subclause 7.2.1.
-	For any UTRA FDD carrier, the BER shall not exceed 0,001 for the reference measurement channel defined in 3GPP TS 25.104 [6], subclause 7.2.1.
-	For any NR carrier, the throughput shall be ≥ 95% of the maximum throughput of the reference measurement channel defined for BS type 1-O in TS 38.104 [28], subclause 10.3.2
The OTA levels are applied referenced to 2 antenna gain offsets ΔOTAREFSENS and ΔminSENS.
Table 10.8.2.1-1: General intermodulation requirement
	Base Station Type
	Mean power of interfering signals [dBm]
	Wanted Signal mean power [dBm]
(NOTE 1)
	Type of interfering signals

	Wide Area BS
	-48 + y - ΔOTAREFSENS
(NOTE 6)
	EISREFSENS +x dB (NOTE 2, 5)
	See table 10.8.2.1-2

	
	-48 + y – ΔmnSENS
(NOTE 6)
	EISminSENS + x dB (NOTE 2, 5)
	

	Medium Range BS
	-44 + y - ΔOTAREFSENS
(NOTE 6)
	EISREFSENS + x dB (NOTE 3, 5)
	

	
	-44 + y – ΔminSENS
(NOTE 6)
	EISminSENS + x dB (NOTE 3, 5)
	

	Local Area BS
	-38 + y- ΔOTAREFSENS
(NOTE 6)
	EISREFSENS +x dB (NOTE 4, 5)
	

	
	-38 + y – ΔminSENS
(NOTE 6)
	EISminSENS + x dB (NOTE 4, 5)
	

	NOTE 1:	EISREFSENS and EISminSENS depend on the RAT, the BS class and on the channel bandwidth, see subclauses 10.3 and 10.2.
NOTE 2:	For WA BS not supporting NR, "x" is equal to 6 in case of E-UTRA or UTRA wanted signals. 
NOTE 3:	For MR BS not supporting NR, "x" is equal to 6 in case of UTRA wanted signals, 9 in case of E-UTRA wanted signal. 
NOTE 4:	For LA BS not supporting NR, "x" is equal to 12 in case of E-UTRA wanted signals, 6 in case of UTRA wanted signal. 
NOTE 5:	For a BS supporting NR and not supporting UTRA, x is equal to 6.
NOTE 6:	For a BS not supporting NR, "y" is equal to zero for all BS classes. For a BS that supports NR and supporting UTRA; "y" is equal to -4 for the WA BS class, -3 for the MR BS class and -6 for the LA BS class


------------------------------ Unchanged part omitted ------------------------------
------------------------------ Next modified section ------------------------------
[bookmark: _Toc21096184][bookmark: _Toc29763383][bookmark: _Toc45869668]10.8.2.2	General narrowband intermodulation minimum requirement
Interfering signals shall be a CW signal and an E-UTRA 1RB signal as specified in 3GPP TS 37.104 [9], annex A.
The requirement is applicable outside the Base Station RF Bandwidth or Radio Bandwidth. The interfering signal offset is defined relative to the Base Station RF Bandwidth edges or Radio Bandwidth edges. 
For RIB supporting operation in non-contiguous spectrum within each supported operating band, the requirement applies in addition inside any sub-block gap in case the sub-block gap is at least as wide as the channel bandwidth of the E-UTRA interfering signal in table 10.8.2.2-2. The interfering signal offset is defined relative to the sub-block edges inside the gap.
For multi-band RIBs, the requirement applies in addition inside any Inter RF Bandwidth gap, in case the gap size is at least as wide as the E-UTRA interfering signal in table 10.8.2.2-2. The interfering signal offset is defined relative to the Base Station RF Bandwidth edges inside the Inter RF Bandwidth gap.
For the wanted signal at the assigned channel frequency and two interfering signals at the RIB, using the parameters in tables 10.8.2.2-1 and 10.8.2.2-2, the following requirements shall be met:
-	For any E-UTRA carrier, the throughput shall be ≥ 95 % of the maximum throughput of the reference measurement channel defined in 3GPP TS 36.104 [8], subclause 7.2.1.
-	For any UTRA FDD carrier, the BER shall not exceed 0,001 for the reference measurement channel defined in 3GPP TS 25.104 [6], subclause 7.2.1.
-	For any NR carrier, the throughput shall be ≥ 95% of the maximum throughput of the reference measurement channel defined in TS 38.104 [17], subclause 7.2.
The OTA levels are applied referenced to 2 antenna gain offsets ΔOTAREFSENS and ΔminSENS.
Table 10.8.2.2-1: General narrowband intermodulation requirement 
	Base Station Type
	Mean power of interfering signals [dBm]
	Wanted Signal mean power [dBm]
(NOTE)
	Type of interfering signals

	Wide Area BS
	-52 - ΔOTAREFSENS
	EISREFSENS + 6 dB
	See table 10.8.2.2-2

	
	-52 – ΔminSENS
	EISminSENS + 6 dB
	

	Medium Range BS
	-47 - ΔOTAREFSENS
	EISREFSENS + 6 dB
	

	
	-47 – ΔminSENS
	EISminSENS + 6 dB
	

	Local Area BS
	-44 - ΔOTAREFSENS
	EISREFSENS + 6 dB
	

	
	-44 – ΔminSENS
	EISminSENS + 6 dB
	

	NOTE	EISREFSENS and EISminSENS depend on the RAT, the BS class and on the channel bandwidth, see subclauses 10.3 and 10.2.



------------------------------ Unchanged part omitted ------------------------------
------------------------------ Next modified section ------------------------------
[bookmark: _Toc21096185][bookmark: _Toc29763384][bookmark: _Toc45869669]10.8.3	Minimum requirement for single RAT UTRA operation
The static reference performance as specified in subclause 10.3 and 10.2 shall be met for a Wide Area BS when the signals in table 10.8.3-1 and table 10.8.3-2 are at the RIB.
The static reference performance as specified in subclause 10.3 and 10.2 shall be met for a Medium range BS when the signals in table 10.8.3-3 and table 10.8.3-4 are at the RIB.
The static reference performance as specified in subclause 10.3 and 10.2 shall be met for a Local Area BS when the signals in table 10.8.3-5 and table 10.8.3-6 are at the RIB.
For RIB supporting operation in non-contiguous spectrum within each supported operating band, the requirement applies in addition inside any sub-block gap in case the sub-block gap is at least is at least 6.8MHz. The CW interfering signal offset is defined relative to the lower/upper sub-block edge inside the sub-block gap and is equal to -1MHz/+1MHz, respectively. The GMSK modulated interfering signal offset is defined relative to the lower/upper sub-block edge inside the sub-block gap and is equal to -3.4MHz/+3.4MHz, respectively.
For multi-band RIBs, the requirement applies in addition inside any Inter RF Bandwidth gap, in case the Inter RF Bandwidth gap size is at least 6.8MHz. The CW interfering signal offset is defined relative to lower/upper Base Station RF Bandwidth edges inside the Inter RF Bandwidth gap and is equal to -1MHz/+1MHz, respectively. The GMSK modulated interfering signal offset is defined relative to lower/upper Base Station RF Bandwidth edges inside the Inter RF Bandwidth gap and is equal to -3.4MHz/+3.4MHz, respectively.
The OTA levels are applied referenced to 2 antenna gain offsets ΔOTAREFSENS and ΔminSENS.
Table 10.8.3-1: Intermodulation performance requirement (Wide Area BS)
	Operating band
	Mean power of interfering signals [dBm]
	Wanted Signal mean power [dBm]
(NOTE)
	Offset
	Type of Interfering Signals

	All bands
	- 48 - ΔOTAREFSENS
	- 115 - ΔOTAREFSENS
	±10 MHz
	CW signal

	
	-48 – ΔminSENS
	-115 – ΔminSENS
	
	

	
	- 48 - ΔOTAREFSENS
	- 115 - ΔOTAREFSENS
	±20 MHz
	WCDMA signal (NOTE)

	
	-48 – ΔminSENS
	-115 – ΔminSENS
	
	

	NOTE:	The characteristics of the WCDMA interference signal are specified in 3GPP TS 25.104 [6] Annex C.



Table 10.8.3-2: Narrowband intermodulation performance requirement (Wide Area BS)
	Operating band
	Mean power of interfering signals [dBm]
	Wanted Signal mean power [dBm]
(NOTE)
	Offset
	Type of Interfering Signals

	II, III, IV, V, VIII, X, XII, XIII, XIV, XXV, XXVI
	- 47 - ΔOTAREFSENS
	- 115 - ΔOTAREFSENS
	±3.5 MHz
	CW signal

	
	-47 – ΔminSENS
	-115 – ΔminSENS
	
	

	
	- 47 - ΔOTAREFSENS
	- 115 - ΔOTAREFSENS
	±5.9 MHz
	GMSK modulated (NOTE)

	
	-47 – ΔminSENS
	-115 – ΔminSENS
	
	

	NOTE:	GMSK as defined in TS45.004 [26]



Table 10.8.3-3: Intermodulation performance requirement (Medium Range BS)
	Operating band
	Mean power of interfering signals [dBm]
	Wanted Signal mean power [dBm]
(NOTE)
	Offset
	Type of Interfering Signals

	All bands
	- 44 - ΔOTAREFSENS
	- 105 - ΔOTAREFSENS
	±10 MHz
	CW signal

	
	-44 – ΔminSENS
	-105 – ΔminSENS
	
	

	
	- 44 - ΔOTAREFSENS
	- 105 - ΔOTAREFSENS
	±20 MHz
	WCDMA signal (NOTE)

	
	-44 – ΔminSENS
	-105 – ΔminSENS
	
	

	NOTE:	The characteristics of the WCDMA interference signal are specified in 3GPP TS 25.104 [6] Annex C.



Table 10.8.3-4: Narrowband intermodulation performance requirement (Medium Range BS)
	Operating band
	Mean power of interfering signals [dBm]
	Wanted Signal mean power [dBm]
(NOTE)
	Offset
	Type of Interfering Signals

	II, III, IV, V, VIII, X, XII, XIII, XIV, XXV, XXVI
	- 43 - ΔOTAREFSENS
	- 105 - ΔOTAREFSENS
	±3.5 MHz
	CW signal

	
	-43 – ΔminSENS
	-105 – ΔminSENS
	
	

	
	- 43 - ΔOTAREFSENS
	- 105 - ΔOTAREFSENS
	±5.9 MHz
	GMSK modulated (NOTE)

	
	-43 – ΔminSENS
	-105 – ΔminSENS
	
	

	NOTE:	GMSK as defined in TS45.004 [26]



Table 10.8.3-5: Intermodulation performance requirement (Local Area BS)
	Operating band
	Mean power of interfering signals [dBm]
	Wanted Signal mean power [dBm]
(NOTE)
	Offset
	Type of Interfering Signals

	All bands
	- 38 - ΔOTAREFSENS
	- 101 - ΔOTAREFSENS
	±10 MHz
	CW signal

	
	-38 – ΔminSENS
	-101 – ΔminSENS
	
	

	
	- 38 - ΔOTAREFSENS
	- 101 - ΔOTAREFSENS
	±20 MHz
	WCDMA signal (NOTE)

	
	-38 – ΔminSENS
	-101 – ΔminSENS
	
	

	NOTE:	The characteristics of the WCDMA interference signal are specified in 3GPP TS 25.104 [6] Annex C.



Table 10.8.3-6: Narrowband intermodulation performance requirement (Local Area BS)
	Operating band
	Mean power of interfering signals [dBm]
	Wanted Signal mean power [dBm]
(NOTE)
	Offset
	Type of Interfering Signals

	II, III, IV, V, VIII, X, XII, XIII, XIV, XXV, XXVI
	- 38 - ΔOTAREFSENS
	- 101 - ΔOTAREFSENS
	±3.5 MHz
	CW signal

	
	-38 – ΔminSENS
	-101 – ΔminSENS
	
	

	
	- 38 - ΔOTAREFSENS
	- 101 - ΔOTAREFSENS
	±5.9 MHz
	GMSK modulated (NOTE)

	
	-38 – ΔminSENS
	-101 – ΔminSENS
	
	

	NOTE	GMSK as defined in TS45.004 [26]



----------------------------- End of modified section ------------------------------
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