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<start of the change 1>
[bookmark: _Toc535476063]A.2.1	Types of requirements in TS 38.133
[bookmark: _Toc535476064]A.2.1.1	Time and delay requirements on UE higher layer actions
A very large part of the RRM requirements are delay requirements:
-	In RRC_IDLE state mobility (clause A.4.x, A.5.x, A.6.x and A.7.x) there is cell re-selection delay.
-	In RRC_CONNECTED state mobility (clauses A.4.3, A.4.6, A.5.3, A.5.6, A.6.3, A.6.6, A.7.3 and A.7.6) there is handover delay, cell search delay and measurement reporting delay.
-	In RRC Connection Control (clauses A.4.3.2, A.5.3.2, A.6.3.2 and A.7.3.2) there is RRC re-establishment delay.
All have in common that the UE is required to perform an action observable in higher layers (e.g. camp on the correct cell) within a certain time after a specific event (e.g. when a new strong pilot or reference signal appears). The delay time is statistical in nature for several reasons, among others that several of the measurements are performed by the UE in a fading radio environment.
The variations make a strict limit unsuitable for a test. Instead there is a condition set for a correct action by the UE, e.g. that the UE shall camp on the correct cell within X seconds. Then the rate of correct events is observed during repeated tests and a limit is set on the rate of correct events, usually 90% correct events are required. How the limit is applied in the test depends on the confidence required, further detailed are in TS 38.533 [5].
<end of the change 1>



<start of the change 2>
A.6.3.2.2.1.1	Test Purpose and Environment
The purpose of this test is to verify that the behavior of the random access procedure is according to the requirements and that the PRACH power settings and timing are within specified limits. This test will verify the requirements in Clause 6.2.2.2 and Clause 7.1.2 in an AWGN model.
For this test one cell is used and configured as PCell in FR1. Supported test parameters are shown in Table A.6.3.2.2.1.1-1. UE capble of SA with PCell in FR1 needs to be tested by using the parameters in Table A.6.3.2.2.1.1-2.
Table A.6.3.2.2.1.1-1: Supported test configurations for contention based random access test in FR1 for NR standalone
	Config
	Description

	1
	NR 15 kHz SSB SCS, 10 MHz bandwidth, FDD duplex mode

	2
	NR 30 kHz SSB SCS, 40 MHz bandwidth, TDD duplex mode

	Note:	The UE is only required to be tested in one of the supported test configurations depending on UE capability



Table A.6.3.2.2.1.1-2: General test parameters for contention based random access test in FR1 for NR Standalone
	Parameter
	Unit
	Test-1
	Comments

	SSB Configuration
	Config 1
	
	SSB pattern 1 in FR1
	As defined in A.3.10, except for number of SSBs per SS-burst and SS/PBCH block index as below

	
	Config 2
	
	SSB pattern 2 in FR1
	

	Number of SSBs per SS-burst
	
	2
	Different from the definition in A.3.10

	SS/PBCH block index
	
	0,1
	Different from the definition in A.3.10

	Duplex Mode for Cell 2
	Config 1
	
	FDD
	

	
	Config 2
	
	TDD
	

	TDD Configuration
	Config 2
	
	TDDConf.1.2
	

	OCNG Pattern Note 1 
	
	OCNG pattern 1
	As defined in A.3.2.1.

	PDSCH parameters Note 4
	Config 1
	
	SR.1.1 FDD
	As defined in A.3.1.1.

	
	Config 2
	
	SR.2.1 TDD
	

	NR RF Channel Number
	
	1
	

	EPRE ratio of PSS to SSS
	dB
	0
	

	EPRE ratio of PBCH_DMRS to SSS
	dB
	
	

	EPRE ratio of PBCH to PBCH_DMRS
	dB
	
	

	EPRE ratio of PDCCH_DMRS to SSS
	dB
	
	

	EPRE ratio of PDCCH to PDCCH_DMRS
	dB
	
	

	EPRE ratio of PDSCH_DMRS to SSS
	dB
	
	

	EPRE ratio of PDSCH to PDSCH_DMRS
	dB
	
	

	
SSB with index 0
	

	dB
	3
	Power of SSB with index 0 is set to be above configured rsrp-ThresholdSSB

	
	

	Config 1
	dBm/15kHz
	-98
	

	
	
	Config 2
	
	-101
	

	
	

	dB
	3
	

	
	SS-RSRP Note 3
	dBm/ SCS
	-95
	

	
SSB with index 1
	

	dB
	-17
	Power of SSB with index 1 is set to be below configured rsrp-ThresholdSSB

	
	

	Config 1
	dBm/15kHz
	-98 
	

	
	
	Config 2
	
	-101
	

	
	

	dB
	-17
	

	
	SS-RSRP Note 3
	dBm/ SCS
	-115
	

	Io Note 2
	Config 1
	dBm
	-65.3/9.36MHz
	For symbols without SSB index 1

	
	Config 2
	
	-62.2/38.16MHz
	

	ss-PBCH-BlockPower
	dBm/ SCS
	-5
	As defined in clause 6.3.2 in TS 38.331 [2].

	
Configured UE transmitted power ()
	dBm
	23
	As defined in clause 6.2.4 in TS 38.101-1.

	PRACH Configuration
	
	FR1 PRACH configuration 1
	As defined in A.3.x8.

	Propagation Condition 
	-
	AWGN
	

	Note 1:	OCNG shall be used such that the cell is fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols. The OCNG pattern is chosen during the test according to the presence of a DL reference measurement channel.
Note 2:	SS-RSRP, Es/Iot and Io levels have been derived from other parameters for information purpose. They are not settable parameters.
Note 3:	Void
Note 4:	The DL PDSCH reference measurement channel is used in the test only when a downlink transmission dedicated to the UE under test is required.


<end of the change 2>
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