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1. Introduction
This contribution is a text proposal for TR 37.817-01-01 to update the MSD values for CA_n71(2A) as defined in WID [1].
[bookmark: _Toc443593759][bookmark: _Toc460338137][bookmark: _Toc492043890][bookmark: _Toc492044144][bookmark: _Toc494295307]2. Text Proposal
---Start of changes---
[bookmark: _Toc523749795][bookmark: _Toc523750860][bookmark: _Toc527979873][bookmark: _Toc531769356][bookmark: _Toc39585265][bookmark: _Toc39586608][bookmark: _Toc49442027]6.1	CA_2DL_n71(2A)_1UL_n71A
[bookmark: _Toc523749796][bookmark: _Toc523750861][bookmark: _Toc527979874][bookmark: _Toc531769357][bookmark: _Toc39585266][bookmark: _Toc39586609][bookmark: _Toc49442028]6.1.1	Channel bandwidths per operating band for CA
Table 6.1.1-1: Supported bandwidth combinations for CA_n71(2A)
	[bookmark: _Toc523749797][bookmark: _Toc523750862][bookmark: _Toc527979875][bookmark: _Toc531769358][bookmark: _Toc39585267][bookmark: _Toc39586610]NR CA Configuration
	Uplink Configurations
	Channel bandwidths for carrier
(MHz)
	Channel bandwidths for carrier
(MHz)
	Channel bandwidths for carrier
(MHz)
	Channel bandwidths for carrier
(MHz)
	Maximum
Aggregated bandwidth
(MHz)
	Bandwidth combination set

	CA_n71(2A)
	-
	5,10,15,20
	5,10,15, 20
	
	
	30
	0



[bookmark: _Toc49442029]6.1.2	UE co-existence studies
There are no co-existence issues for this combination.
[bookmark: _Toc523749798][bookmark: _Toc523750863][bookmark: _Toc527979876][bookmark: _Toc531769359][bookmark: _Toc39585268][bookmark: _Toc39586611][bookmark: _Toc49442030]6.1.3	REFSENS
REFSENS for CA_n71(2A) need to be added in below table of TS 38.101-1. MSD values proposed are tentative values for the RAN4 #96 meeting, and these will be crosschecked and to be concluded at the following RAN4 meeting.
Table 7.3A.2.2-1: Intra-band non-contiguous CA with one uplink configuration for reference sensitivity
	CA configuration
	SCS
(kHz)
	Aggregated channel bandwidth (PCC+SCC)
	Wgap / [MHz]
	UL PCC allocation
	ΔRIBNC (dB)
	Duplex mode

	CA_n71(2A)
	15
	25RB+25RB
	Wgap = 25.0
	[5]
	[4.0]
	[bookmark: _GoBack]FDD

	
	
	
	Wgap = 5.0
	[20]
	[0.0]
	

	
	
	50RB+25RB
	Wgap = 20.0
	51
	4.6
	

	
	
	
	Wgap = 5.0
	201
	2.3
	

	
	
	75RB+50RB
	Wgap = 10.0
	52
	22.2
	

	
	
	
	Wgap = 5.0
	203
	5.2
	

	Note 1: Uplink resource block starts at RB postion [9] for SCS=15KHz.
Note 2: Uplink resource block starts at RB postion [2] for SCS=15KHz.
Note 3: Uplink resource block starts at RB postion [19] for SCS=15KHz.


---End of changes---
Reference
[bookmark: _Hlk535913204][1] 		RP-200663, “New WID: NR intra band Carrier Aggregation for xCC DL/yCC UL including contiguous and non-contiguous spectrum (x>=y)”, Ericsson
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