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1. Overall Description:
The RRC-based BWP switch delay requirements in clause 8.6.3, TS 38.133, Rel-15, are applicable when the RRC reconfiguration involves active BWP switching or involves any parameter change of the active BWP. 
According to RAN4 understanding the firstActiveDownlinkBWP-Id or firstActiveUplinkBWP-Id defined in TS 38.331 can be changed only for SpCell and for SCell upon activation. 
Furthermore, RAN4 would like to ask if the RRC reconfiguration can change any parameter of the already active BWP of an activated SCell or SpCell i.e. without changing the firstActiveDownlinkBWP-Id or firstActiveUplinkBWP-Id and whether this parameter change triggers a BWP switch. 


2. To RAN WG2 group. 
ACTION: RAN4 requests RAN2 to confirm RAN4 understanding and clarify 
1. Whether RRC reconfiguration can change any parameter of the already active BWP of an activated SCell or SpCell.
2. Whether this RRC reconfiguration without modification of firstActiveDownlinkBWP-Id or firstActiveUplinkBWP-Id for an activated SCell or SpCell can trigger a BWP switch.

3. Date of Next TSG-RAN WG4 Meetings:
TSG RAN WG4 Meeting #98-e                   Jan 25 – Feb 05, 2021            	 Online
TSG RAN WG4 Meeting #98-bis-e             Apr 12 – 20 , 2021            	 	 Online



