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----------------------START OF CHANGES----------------------------


[bookmark: _Toc13080118][bookmark: _Toc18916148][bookmark: _Toc53185275][bookmark: _Toc53185651]3.2	Symbols
For the purposes of the present document, the following symbols apply:
Ês	Received energy per RE (power normalized to the subcarrier spacing) during the useful part of the symbol, i.e. excluding the cyclic prefix, at the IAB-MT antenna connector
Io	The total received power density, including signal and interference, as measured at the IAB-MT antenna connector.
Ioc	The power spectral density (integrated in a noise bandwidth equal to the chip rate and normalized to the chip rate) of a band limited noise source (simulating interference from cells, which are not defined in a test procedure) as measured at the IAB-MT antenna connector.
Iot	The received power spectral density of the total noise and interference for a certain IAB-MT (power integrated over the RE and normalized to the subcarrier spacing) as measured at the IAB-MT antenna connector

	The power spectral density of a white noise source (average power per RE normalised to the subcarrier spacing), simulating interference from cells that are not defined in a test procedure, as measured at the IAB-MT antenna connector

	Timing offset between uplink and downlink radio frames at the UE, as defined in clause 4.2.3 in TS 38.213
PCMAX, f, c            The configured maximum output power for carrier f of serving cell c in each slot
SSB_RP	Received (linear) average power of the resource elements that carry SSB signals and channels, measured at the IAB-MT antenna connector
Tc					Basic time unit, defined in clause 4.1 of TS 38.211 [8]


----------------------NEXT CHANGE----------------------------

[bookmark: _Toc53185288][bookmark: _Toc53185664]4.7	Applicability of RRM requirements in this specification

[bookmark: _Toc53185289][bookmark: _Toc53185665]4.7.1	Applicability of signalling characteristics related RRM requirements
The RRM requirements on the signalling characteristics for IAB MTs specified in section 12.3 shall apply only for the local area IAB class defined in section 4.4.

4.7.2	Applicability of RRM requirements in non-DRX
All the RRM requirements for IAB MT specified in section 12 shall apply when no DRX is used. The IAB-MT shall assume that no DRX is used provided the following conditions are met:
-	DRX parameters are not configured or
-	DRX parameters are configured and
-	drx-InactivityTimer is running or
-	drx-RetransmissionTimerDL is running or
-	drx-RetransmissionTimerUL is running or
-	ra-ContentionResolutionTimer is running or
-	a Scheduling Request sent on PUCCH is pending or
-	a PDCCH indicating a new transmission addressed to the C-RNTI of the MAC entity has not been received after successful reception of a Random Access Response for the preamble not selected by the MAC entity

----------------------END OF CHANGES----------------------------
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