	
[bookmark: Title][bookmark: DocumentFor]3GPP TSG-RAN WG4 Meeting # 97-e 	R4-2017475
Electronic Meeting, 2 –  12 November, 2020

	CR-Form-v12.0

	CHANGE REQUEST

	

	
	38.174
	CR
	----
	rev
	
	Current version:
	16.0.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	



	Proposed change affects:
	UICC apps
	
	ME
	
	Radio Access Network
	X
	Core Network
	



	

	Title:	
	draftCR to TS 38.174: symbols and abreviations 

	
	

	Source to WG:
	Huawei

	Source to TSG:
	R4

	
	

	Work item code:
	NR_IAB_Core 
	
	Date:
	2020-11-02

	
	
	
	
	

	Category:
	F
	
	Release:
	Rel-16

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)
Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	[bookmark: OLE_LINK1]Use one of the following releases:
Rel-8	(Release 8)
Rel-9	(Release 9)
Rel-10	(Release 10)
Rel-11	(Release 11)
Rel-12	(Release 12)
Rel-13	(Release 13)
Rel-14	(Release 14)
Rel-15	(Release 15)
Rel-16	(Release 16)

	
	

	Reason for change:
	The symbols and abbreviations sections of the TS were not completed in the 1st revision

	
	

	Summary of change:
	TS 38.104 symbols and abbreviations from 38.104, R4-2015434, R4-2014385, R4-2016083 and R4-2016139 have been merged and checked against contents of 38.174

	
	

	Consequences if not approved:
	The symbols and abbreviations in the document are not defined.

	
	

	Clauses affected:
	3.2, 3.3

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications	
	

	affected:
	
	X
	 Test specifications
	

	(show related CRs)
	
	X
	 O&M Specifications
	 

	
	

	Other comments:
	

	
	

	This CR's revision history:
	



[bookmark: _Toc535244269][bookmark: _Toc13052000][bookmark: _Toc13050393]
------------------------------ Modified section ------------------------------
[bookmark: _Toc21127408][bookmark: _Toc29811614][bookmark: _Toc36817166][bookmark: _Toc37260082][bookmark: _Toc37267470][bookmark: _Toc44712072][bookmark: _Toc45893385]3.2	Symbols
For the purposes of the present document, the following symbols apply:
	Percentage of the mean transmitted power emitted outside the occupied bandwidth on the assigned channel
BeWθ,REFSENS	Beamwidth equivalent to the OTA REFSENS RoAoA in the θ-axis in degrees. Applicable for FR1 only.
BeWφ,REFSENS	Beamwidth equivalent to the OTA REFSENS RoAoA in the φ-axis in degrees. Applicable for FR1 only.
BWChannel	BS channel bandwidth
BWChannel_CA	Aggregated BS Channel Bandwidth, expressed in MHz. BWChannel_CA = Fedge,high- Fedge,low.
BWConfig	Transmission bandwidth configuration, where BWConfig = NRB x SCS x 12
BWContiguous	Contiguous transmission bandwidth, i.e. BS channel bandwidth for single carrier or Aggregated BS channel bandwidth for contiguously aggregated carriers. For non-contiguous operation within a band the term is applied per sub-block.
f	Separation between the channel edge frequency and the nominal -3 dB point of the measuring filter closest to the carrier frequency
fmax	f_offsetmax minus half of the bandwidth of the measuring filter
ΔfOBUE	Maximum offset of the operating band unwanted emissions mask from the downlink operating band edge
ΔfOOB	Maximum offset of the out-of-band boundary from the uplink operating band edge
ΔFR2_REFSENS	Offset applied to the FR2 OTA REFSENS depending on the AoA
ΔminSENS	Difference between conducted reference sensitivity and minSENS
ΔOTAREFSENS	Difference between conducted reference sensitivity and OTA REFSENS
EISminSENS	The EIS declared for the minSENS RoAoA
EISREFSENS	OTA REFSENS EIS value
EISREFSENS_50M	Declared OTA reference sensitivity basis level for FR2 based on a reference measurement channel with 50MHz BS channel bandwidth
FFBWhigh	Highest supported frequency within supported operating band, for which fractional bandwidth support was declared
FFBWlow	Lowest supported frequency within supported operating band, for which fractional bandwidth support was declared
FC,low	The Fc of the lowest carrier, expressed in MHz.
FC,high	The Fc of the highest carrier, expressed in MHz.
FDL,low	The lowest frequency of the downlink operating band
FDL,high	The highest frequency of the downlink operating band
Fedge,low	The lower edge of Aggregated BS Channel Bandwidth, expressed in MHz. Fedge,low = FC,low - Foffset,low.
Fedge,high	The upper edge of Aggregated BS Channel Bandwidth, expressed in MHz. Fedge,high = FC,high + Foffset,high.
f_offset	Separation between the channel edge frequency and the centre of the measuring 
f_offsetmax	The offset to the frequency ΔfOBUE outside the downlink operating band

Fstep,X	Frequency steps for the OTA transmitter spurious emissions (Category B)
FUL,low	The lowest frequency of the uplink operating band
FUL,high	The highest frequency of the uplink operating band
Ncells	The declared number corresponding to the minimum number of cells that can be transmitted by an BS type 1-H in a particular operating band
NRXU,active	The number of active receiver units. The same as the number of demodulation branches to which compliance is declared for chapter 8 performance requirements
NRXU,counted	The number of active receiver units that are taken into account for conducted Rx spurious emission scaling, as calculated in clause 7.6.1
NRXU,countedpercell	The number of active receiver units that are taken into account for conducted RX spurious emissions scaling per cell, as calculated in clause 7.6.1
NTXU,counted	The number of active transmitter units as calculated in clause 6.1, that are taken into account for conducted TX output power limit in clause 6.2.1, and for unwanted TX emissions scaling
NTXU,countedpercell	The number of active transmitter units that are taken into account for conducted TX emissions scaling per cell, as calculated in clause 6.1
PCMAX, f, c            The configured maximum output power for carrier f of serving cell c in each slot
Pmax,c,TABC	The maximum carrier output power per TAB connector
Pmax,c,TRP	Maximum carrier TRP output power measured at the RIB(s), and corresponding to the declared rated carrier TRP output power (Prated,c,TRP)
Pmax,c,EIRP	The maximum carrier EIRP when the NR BS is configured at the maximum rated carrier output TRP (Prated,c,TRP)
Prated,c,cell	The rated carrier output power per TAB connector TX min cell group
Prated,c,EIRP	The rated carrier EIRP output power declared per RIB
Prated,c,FBWhigh	The rated carrier EIRP for the higher supported frequency range within supported operating band, for which fractional bandwidth support was declared
Prated,c,FBWlow	The rated carrier EIRP for the lower supported frequency range within supported operating band, for which fractional bandwidth support was declared
Prated,c,sys	The sum of Prated,c,TABC for all TAB connectors for a single carrier
Prated,c,TABC	The rated carrier output power per TAB connector
Prated,c,TRP	Rated carrier TRP output power declared per RIB
Prated,t,TABC	The rated total output power declared at TAB connector
Prated,t,TRP	Rated total TRP output power declared per RIB
PREFSENS	Conducted Reference Sensitivity power level
Wgap	Sub-block gap or Inter RF Bandwidth gap size
[bookmark: _Toc21127409][bookmark: _Toc29811615][bookmark: _Toc36817167][bookmark: _Toc37260083][bookmark: _Toc37267471][bookmark: _Toc44712073][bookmark: _Toc45893386]3.3	Abbreviations
For the purposes of the present document, the abbreviations given in 3GPP TR 21.905 [1] and the following apply. An abbreviation defined in the present document takes precedence over the definition of the same abbreviation, if any, in 3GPP TR 21.905 [1].
AA	Antenna Array
ACLR	Adjacent Channel Leakage Ratio
ACS	Adjacent Channel Selectivity
AoA	Angle of Arrival
AWGN	Additive White Gaussian Noise
BFD	Beam Failure Detection
BFD-RS	BFD Reference Signal
BLER	Block Error Rate
BM-RS	Beam Management Reference Signal
BS	Base Station
BW	Bandwidth
CA	Carrier Aggregation
CACLR	Cumulative ACLR
CP-OFDM	Cyclic Prefix-OFDM
CW	Continuous Wave
DM-RS	Demodulation Reference Signal
EIS	Equivalent Isotropic Sensitivity
EIRP	Equivalent Isotropic Radiated Power
E-UTRA	Evolved UTRA
EVM	Error Vector Magnitude
FBW	Fractional Bandwidth
FR	Frequency Range
FRC	Fixed Reference Channel
GSM	Global System for Mobile communications
IAB	Integrated Access and Backhaul
IAB-DU	IAB Distribution Unit
IAB-MT	IAB Mobile Termination 
[bookmark: _GoBack]ITU‑R	Radiocommunication Sector of the International Telecommunication Union
ICS	In-Channel Selectivity
LA	Local Area
MCS	Modulation and Coding Scheme
MR	Medium Range
NB-IoT	Narrowband – Internet of Things
NR	New Radio
NR-ARFCN	NR Absolute Radio Frequency Channel Number
OBUE	Operating Band Unwanted Emissions
OOB	Out-of-band
OSDD	OTA Sensitivity Directions Declaration
OTA	Over-The-Air
PDCCH	Physical Downlink Control Channel
PDSCH	Physical Downlink Shared Channel
PLMN	Public Land Mobile Network
PRACH	Physical RACH
PRB	Physical Resource Block 
pTAG	Primary Timing Advance Group
PUCCH	Physical Uplink Control Channel
PUSCH	Physical Uplink Shared Channel
QAM	Quadrature Amplitude Modulation
[bookmark: OLE_LINK17]RB	Resource Block
RDN	Radio Distribution Network
RE	Resource Element
REFSENS	Reference Sensitivity
RF	Radio Frequency
RIB	Radiated Interface Boundary
RLM	Radio Link Monitoring
RLM-RS	Reference Signal for RLM
RMSI	Remaining Minimum System Information
RMS	Root Mean Square (value)
RoAoA	Range of Angles of Arrival 
RRC	Radio Resource Control
RRM	Radio Resource Management
RX	Receiver
RDN	Radio Distribution Network
RE	Resource Element
REFSENS	Reference Sensitivity
RF	Radio Frequency
RIB	Radiated Interface Boundary	
RoAoA	Range of Angles of Arrival 
SCS	Sub-Carrier Spacing	
SSB	Synchronization Signal Block	
TAB	Transceiver Array Boundary	
TX	Transmitter
TRP	Total Radiated Power	
UTRA	Universal Terrestrial Radio Access
WA	Wide Area
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