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1. Introduction
[bookmark: _GoBack]At RAN4#97-e meeting a way-forward on detailed aspects on IAB conformance testing was created based on the discussion in [1] and agreements during Go-to-Webinar session. This WF is intended to confirm the agreements from go-to-webinar session and 2nd round discussion, and provide guidance where further evaluations need to concentrate.

2. Way-Forward
IAB-MT Test case drafting structure
· Adopt the BS test case structure with the clauses:
· Definition and applicability
· Minimum requirement
· Test purpose
· Method of test 
· Initial conditions
· Procedure
· Test requirement

· Not specifying message content (message content reference to chapter 4.6 and 4.7, 4.7A in 38.508-1). 
Conducted conformance testing
- BS type 1-H test specification for conducted transmitter and receiver characteristic is re-used for IAB-DU type 1-H.

 Radiated conformance testing
- BS type 1-H, 1-O and 2-O test specification for radiated transmitter and receiver characteristic is re-used for IAB-DU type 1-H, 1-O and 2-O respectively
- Aligned with BS type 1-O, type 1-O radiated requirements classified as “co-location”, such as Transmitter IM and co-location requirement for spurious emission, TX ON/OFF and TX transient period will be classified as co-location requirement for conformance testing also for IAB-MT.
-IAB-MT directions to be tested is to follow the same framework of BS.
· FFS on the number of conformance directions for each radiated Tx requirement.

Test burden and test coverage analysis
- Possible reduction of tests will be further analyzed taking into account test coverage for both IAB-DU and IAB-MT and for both conducted and radiated testing. Aspects to be analyzed include but are not limited to
· RF channels
· Test directions
· Shared vs. separated RF architecture
· Is this declared
· Testing only more demanding requirement for shared architecture
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