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< start of changes >
[bookmark: _Toc13080128][bookmark: _Toc18916155][bookmark: _Toc13080121][bookmark: _Toc18916151][bookmark: _Toc53185278][bookmark: _Toc53185654]4.1	Relationship with other core specifications	Comment by Chunhui Zhang: Copy from R4-2014384
The present document is a single-RAT specification for an IAB_-DU and IAB-MT, covering RF characteristics and minimum performance requirements and RRM requirements for the IAB_-MT. Conducted and radiated core requirements are defined for the IAB node architectures and IAB node types defined in subclause 4.3.
The applicability of each requirement is described in clause 4.6.
4.3.3 IAB type 1-O and IAB type 2-O
For IAB type 1-O and IAB type 2-O, the radiated characteristics are defined over the air (OTA), where the operating band specific radiated interface is referred to as the Radiated Interface Boundary (RIB). Radiated requirements are also referred to as OTA requirements. The (spatial) characteristics in which the OTA requirements apply are detailed for each requirement.


Figure 4.3.3-1: Radiated reference points for IAB type 1-O and IAB type 2-O
For an IAB-DU type 1-O the transceiver unit array must contain at least 8 transmitter units and at least 8 receiver units. Transmitter units and receiver units may be combined into transceiver units. For IAB-MT the transceiver unit array must contain at least FFS transmitter units and FFS receiver units. The transmitter/receiver units have the ability to transmit/receive parallel independent modulated symbol streams. 	Comment by Chunhui Zhang: There is no minimum transceiver for IAB-MT will be defined. This sentence should be removed. Here only removal and statements of the no minimium transceiver in R4-2015434 is added acc. To Huawei comments.

4.5	Regional requirements	Comment by Chunhui Zhang: This section is based on R4-2016250, captured the company comments, replace “Base station” with “IAB”, add the Sections 9.7.5.3.2, 10.7.2 and 10.7.3
Void
[bookmark: _Hlk494310507]Some requirements in the present document may only apply in certain regions either as optional requirements, or as mandatory requirements set by local and regional regulation. It is normally not stated in the 3GPP specifications under what exact circumstances the regional requirements apply, since this is defined by local or regional regulation.
Table 4.5-1 lists all requirements in the present specification that may be applied differently in different regions.
Table 4.5-1: List of regional requirements
	Clause number
	Requirement
	Comments

	5.2
	Operating bands
	Some NR operating bands may be applied regionally.

	6.2.3
	IAB output power:
Additional requirements
	These requirements may be applied regionally as additional IAB output power requirements.

	6.6.2,
9.7.2
	Occupied bandwidth,
OTA occupied bandwidth
	The requirement may be applied regionally. There may also be regional requirements to declare the occupied bandwidth according to the definition in present specification.

	6.6.4.2,
9.7.4.2
9.7.4.3
	Operating band unwanted emission,
OTA operating band unwanted emissions
	Category A or Category B operating band unwanted emissions limits may be applied regionally.

	6.6.4.2.5.1,
9.7.4.4.1
	Operating band unwanted emission,
OTA operating band unwanted emissions:
Limits in FCC Title 47
	The IAB may have to comply with the additional requirements, when deployed in regions where those limits are applied, and under the conditions declared by the manufacturer.

	6.6.5.2.1,
9.7.5.2.2
9.7.5.3.2
	Tx spurious emissions,
OTA Tx spurious emissions
	Category A or Category B spurious emission limits, as defined in ITU-R Recommendation SM.329 [2], may apply regionally.
The emission limits for IAB type 1-H and IAB type 1-O specified as the basic limit + X (dB) are applicable, unless stated differently in regional regulation.

	6.6.5.2.2,
9.7.5.2.3
9.7.5.3.3
	Tx spurious emissions: additional requirements,
OTA Tx spurious emissions: additional requirements
	These requirements may be applied for the protection of system operating in frequency ranges other than the IAB operating band.

	6.7.2.1,
9.8.2
	Transmitter intermodulation,
OTA transmitter intermodulation
	Interfering signal positions that are partially or completely outside of any downlink operating band of the IAB are not excluded from the requirement in Japan in Band n77, n78, n79.

	7.6.2, 
7.6.3
10.7.2
10.7.3
	Rx spurious emissions,
OTA Rx spurious emissions
	The emission limits for IAB type 1-H and IAB type 1-O specified as the basic limit + X (dB) are applicable, unless stated differently in regional regulation.



[bookmark: _Toc53185290][bookmark: _Toc53185666][bookmark: _Toc13080129][bookmark: _Toc18916156][bookmark: _Toc53185287][bookmark: _Toc53185663]4.6	Applicability of requirements	Comment by Chunhui Zhang: Copy from R4-2014751.

In table 4.6-1, the requirement applicability for each requirement set of IAB-DUs is defined. In table 4.6-2, the requirement applicability for each requirement set of IAB-MTs is defined. For each requirement, the applicable requirement clause in the specification is identified. Requirements not included in a requirement set is marked not applicable (NA).
Table 4.6-1: Requirement set applicability for IAB-DUs
	Requirement
	IAB-DU type 1-H
	IAB-DU type 1-O
	IAB-DU type 2-O

	Output power
	6.2
	NA
	NA

	Output power dynamics 
	6.3
	
	

	Transmit ON/OFF power 
	6.4
	
	

	Transmitted signal quality
	6.5
	
	

	Occupied bandwidth
	6.6.2
	
	

	ACLR
	6.6.3
	
	

	Operating band unwanted
emissions
	6.6.4
	
	

	Transmitter spurious emissions
	6.6.5
	
	

	Transmitter intermodulation 
	6.7
	
	

	Reference sensitivity level
	7.2
	
	

	Dynamic range 
	7.3
	
	

	In-band selectivity and blocking 
	7.4
	
	

	Out-of-band blocking 
	7.5
	
	

	Receiver spurious emissions 
	7.6
	
	

	Receiver intermodulation
	7.7
	
	

	In-channel selectivity 
	7.8
	
	

	Performance requirements
	8
	
	

	Radiated transmit power
	9.2
	9.2
	9.2

	OTA Output power
	NA
	9.3
	9.3

	OTA output power dynamics
	
	9.4
	9.4

	OTA transmit ON/OFF power
	
	9.5
	9.5

	OTA transmitted signal quality
	
	9.6
	9.6

	OTA occupied bandwidth
	
	9.7.2
	9.7.2

	OTA ACLR
	
	9.7.3
	9.7.3

	OTA out-of-band emission
	
	9.7.4
	9.7.4

	OTA transmitter spurious emission 
	
	9.7.5
	9.7.5

	OTA transmitter intermodulation 
	
	9.8
	NA

	OTA sensitivity
	10.2
	10.2
	NA

	OTA reference sensitivity level
	NA
	10.3
	10.3

	OTA dynamic range
	
	10.4
	NA

	OTA in-band selectivity and blocking
	
	10.5
	10.5

	OTA out-of-band blocking
	
	10.6
	10.6

	OTA receiver spurious emission 
	
	10.7
	10.7

	OTA receiver intermodulation
	
	10.8
	10.8

	OTA in-channel selectivity
	
	10.9
	10.9

	Radiated performance requirements
	
	11
	11



Table 4.6-12: Requirement set applicability for IAB-MTs
	Requirement
	IAB-MT type 1-H
	IAB-MT type 1-O
	IAB-MT type 2-O

	Output power
	6.2
	NA
	NA

	Output power dynamics 
	6.3
	
	

	Transmit ON/OFF power 
	6.4
	
	

	Transmitted signal quality
	6.5
	
	

	Occupied bandwidth
	6.6.2
	
	

	ACLR
	6.6.3
	
	

	Operating band unwanted
emissions
	6.6.4
	
	

	Transmitter spurious emissions
	6.6.5
	
	

	Transmitter intermodulation 
	6.7
	
	

	Reference sensitivity level
	7.2
	
	

	Dynamic range 
	7.3NA
	
	

	In-band selectivity and blocking 
	7.4
	
	

	Out-of-band blocking 
	7.5
	
	

	Receiver spurious emissions 
	7.6
	
	

	Receiver intermodulation
	NA7.7
	
	

	In-channel selectivity 
	NA
	
	

	Performance requirements
	8
	
	

	Radiated transmit power
	9.2
	9.2
	9.2

	OTA Output power
	NA
	9.3
	9.3

	OTA output power dynamics
	
	9.4
	9.4

	OTA transmit ON/OFF power
	
	9.5
	9.5

	OTA transmitted signal quality
	
	9.6
	9.6

	OTA occupied bandwidth
	
	9.7.2
	9.7.2

	OTA ACLR
	
	9.7.3
	9.7.3

	OTA out-of-band emission
	
	9.7.4
	9.7.4

	OTA transmitter spurious emission 
	
	9.7.5
	9.7.5

	OTA transmitter intermodulation 
	
	9.8
	NA

	OTA sensitivity
	10.2
	10.2
	NA

	OTA reference sensitivity level
	NA
	10.3
	10.3

	OTA dynamic range
	
	NA
	NA

	OTA in-band selectivity and blocking
	
	10.5
	10.5

	OTA out-of-band blocking
	
	10.6
	10.6

	OTA receiver spurious emission 
	
	10.7
	10.7

	OTA receiver intermodulation
	
	10.8
	NA

	OTA in-channel selectivity
	
	NA
	NA

	Radiated performance requirements
	
	11
	11




4.8	Requirements for contiguous and non-contiguous spectrum	Comment by Chunhui Zhang: Copy section 4.8 from R4-2015434
A spectrum allocation where an IAB-DU or IAB-MT operates can either be contiguous or non-contiguous. Unless otherwise stated, the requirements in the present specification apply for IAB-DU and IAB-MT configured for both contiguous spectrum operation and non-contiguous spectrum operation.
For IAB-DU and IAB-MT operation in non-contiguous spectrum, some requirements apply both at the IAB-DU or IAB-MT RF Bandwidth edges and inside the sub-block gaps. For each such requirement, it is stated how the limits apply relative to the IAB-DU or IAB-MT RF Bandwidth edges and the sub-block edges respectively


<< Unchanged part is omitted>>
< end of changes >
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