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1	Overall description
RAN WG1 thanks RAN WG4 for its LS R1-2005220 (R4-2008576) to clarify the UE behaviour in case of receiving the MAC-CE deactivation command for semi-persistent CSI reporting, in case of UL LBT failure for sending the HARQ-ACK.
RAN WG1 has discussed the issue during RAN1#102-e and RAN1#103-e, and has reached the following conclusion:
For semi-persistent CSI reporting with PUCCH, if UE cannot transmit HARQ-ACK on the MAC CE deactivation due to the UL LBT failure, the UE performs deactivation at the MAC action time based on the original scheduled HARQ-ACK transmission (the original scheduled HARQ-ACK transmission time corresponds to slot n in TS 38.214 clause 5.2.1.5.2).
RAN WG1 would like to point out that this conclusion is different from the Options 1/2/3 that have been described in the original LS from RAN WG4.
2	Actions
To TSG RAN WG4 
ACTION: 	TSG RAN WG1 respectfully asks TSG RAN WG4 to take TSG RAN WG1's conclusion into account in its discussion of NR-U RRM requirements.

3	Dates of next TSG RAN WG1 meetings
TSG RAN WG1 Meeting #104-e	25 Jan - 5 Feb 2021 		Online
TSG RAN WG1 Meeting #104bis-e	12 - 20 April 2021 		Online

