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<< start of changes  >>
<< Unchanged sections omitted >>
[bookmark: _Toc21340753][bookmark: _Toc29805200][bookmark: _Toc36456409][bookmark: _Toc36469507][bookmark: _Toc37253916][bookmark: _Toc37322773][bookmark: _Toc37324179][bookmark: _Toc45889702][bookmark: _Toc52196356][bookmark: _Toc52197336][bookmark: _Toc53173059][bookmark: _Toc53173428][bookmark: _Toc61118683][bookmark: _Toc61119065][bookmark: _Toc61119446]5.5A.2	Configurations for intra-band non-contiguous CA
Configurations listed in this clause apply to downlink carrier aggregation only.
NOTE:	Sub-blocks belonging to a CA configuration can be in any order. In other words certain CA configuration acronym includes all sub-block arrangements which have exactly the same sub-block set. As an example, CA_n260(3O-2P2G-3O) denotes CA_n260(2O-2P2G-O), CA_n260(PG-3O-PG) etc. but these are not listed in tables separately.
Table 5.5A.2-1: NR CA configurations with single CA bandwidth class defined for intra-band non-contiguous CA
	NR CA configuration / Bandwidth combination set

	NR configuration
	Uplink CA configurations
	Sub-block
	Sub-block
	Sub-block
	Sub-block
	Sub-block
	Sub-block
	Sub-block
	Sub-block
	Sub-block
	Sub-block
	Sub-block
	Sub-block
	Sub-block
	Sub-block
	(BWChannel,block) (MHz)
	BCS

	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	CA_n257(2A)
	-
	n257A
	n257A
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	800
	0

	CA_n258(2A)
	-
	n258A
	n258A
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	800
	0

	CA_n258(3A)
	-
	n258A
	n258A
	n258A
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	1200
	0

	CA_n258(4A)
	-
	n258A
	n258A
	n258A
	n258A
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	1600
	0

	CA_n258(5A)
	-
	n258A
	n258A
	n258A
	n258A
	n258A
	 
	 
	 
	 
	 
	 
	 
	 
	 
	2000
	0

	CA_n260(2A)
	CA_n260(2A)
	n260A
	n260A
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	800
	0

	CA_n260(3A)
	CA_n260(3A)
	n260A
	n260A
	n260A
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	1200
	0

	CA_n260(4A)
	-
	n260A
	n260A
	n260A
	n260A
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	1600
	0

	CA_n260(5A)
	-
	n260A
	n260A
	n260A
	n260A
	n260A
	 
	 
	 
	 
	 
	 
	 
	 
	 
	2000
	0

	CA_n260(6A)
	-
	n260A
	n260A
	n260A
	n260A
	n260A
	n260A
	 
	 
	 
	 
	 
	 
	 
	 
	2400
	0

	CA_n260(7A)
	-
	n260A
	n260A
	n260A
	n260A
	n260A
	n260A
	n260A
	 
	 
	 
	 
	 
	 
	 
	2800
	0

	CA_n260(8A)
	-
	n260A
	n260A
	n260A
	n260A
	n260A
	n260A
	n260A
	n260A
	 
	 
	 
	 
	 
	 
	2900
	0

	CA_n260(9A)
	-
	n260A
	n260A
	n260A
	n260A
	n260A
	n260A
	n260A
	n260A
	n260A
	 
	 
	 
	 
	 
	2950
	0

	CA_n260(10A)
	-
	n260A
	n260A
	n260A
	n260A
	n260A
	n260A
	n260A
	n260A
	n260A
	n260A
	 
	 
	 
	 
	2950
	0

	CA_n260(2D)
	-
	CA_n260D
	CA_n260D
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	800
	0

	CA_n260(2G)
	CA_n260G
	CA_n260G
	CA_n260G
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	400
	0

	CA_n260(3G)
	-
	CA_n260G
	CA_n260G
	CA_n260G
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	600
	0

	CA_n260(4G)
	-
	CA_n260G
	CA_n260G
	CA_n260G
	CA_n260G
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	800
	0

	CA_n260(2H)
	CA_n260G   CA_n260H
	CA_n260H
	CA_n260H
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	600
	0

	CA_n260(2O)
	-
	CA_n260O
	CA_n260O
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	400
	0

	CA_n260(3O)
	-
	CA_n260O
	CA_n260O
	CA_n260O
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	600
	0

	CA_n260(4O)
	-
	CA_n260O
	CA_n260O
	CA_n260O
	CA_n260O
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	800
	0

	CA_n260(2P)
	-
	CA_n260P
	CA_n260P
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	600
	0

	CA_n260(3P)
	-
	CA_n260P
	CA_n260P
	CA_n260P
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	900
	0

	CA_n260(4P)
	-
	CA_n260P
	CA_n260P
	CA_n260P
	CA_n260P
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	1200
	0

	CA_n260(2Q)
	-
	CA_n260Q
	CA_n260Q
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	800
	0

	CA_n261(2A)
	-
	n261A
	n261A
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	800
	0

	CA_n261(3A)
	-
	n261A
	n261A
	n261A
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	800
	0

	CA_n261(4A)
	-
	n261A
	n261A
	n261A
	n261A
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	800
	0

	CA_n261(2D)
	-
	CA_n261D
	CA_n261D
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	800
	0

	CA_n261(2G)
	CA_n261G
	CA_n261G
	CA_n261G
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	400
	0

	CA_n261(3G)
	-
	CA_n261G
	CA_n261G
	CA_n261G
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	600
	0

	CA_n261(4G)
	-
	CA_n261G
	CA_n261G
	CA_n261G
	CA_n261G
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	800
	0

	CA_n261(2H)
	CA_n261G  CA_n261H
	CA_n261H
	CA_n261H
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	600
	0

	CA_n261(2I)
	CA_n261G   CA_n261H   CA_n261I
	CA_n261I
	CA_n261I
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	800
	0

	CA_n261(2O)
	-
	CA_n261O
	CA_n261O
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	400
	0

	CA_n261(3O)
	-
	CA_n261O
	CA_n261O
	CA_n261O
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	600
	0

	CA_n261(4O)
	-
	CA_n261O
	CA_n261O
	CA_n261O
	CA_n261O
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	800
	0

	CA_n261(5O)
	-
	CA_n261O
	CA_n261O
	CA_n261O
	CA_n261O
	CA_n261O
	 
	 
	 
	 
	 
	 
	 
	 
	 
	800
	0

	CA_n261(6O)
	-
	CA_n261O
	CA_n261O
	CA_n261O
	CA_n261O
	CA_n261O
	CA_n261O
	 
	 
	 
	 
	 
	 
	 
	 
	800
	0

	CA_n261(7O)
	-
	CA_n261O
	CA_n261O
	CA_n261O
	CA_n261O
	CA_n261O
	CA_n261O
	CA_n261O
	 
	 
	 
	 
	 
	 
	 
	800
	0

	CA_n261(2P)
	-
	CA_n261P
	CA_n261P
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	600
	0

	CA_n261(2Q)
	-
	CA_n261Q
	CA_n261Q
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	800
	0

	NOTE 1:	Void
NOTE 2:	Void
NOTE 3:	Void
NOTE 4:	Void
NOTE 5:	Channel bandwidth per operating band defined in Table 5.3.5-1
NOTE 6:	Unless otherwise stated, BCS0 is referred in each constituent CA configuration
NOTE 7:	(BWChannel,block) denotes the maximum total bandwidth from the summation of the sub-block bandwidths and shall be less than the bandwidth of the operating band.




Table 5.5A.2-2: NR CA configurations and with multiple CA bandwidth classes definedbandwidth combination sets for intra-band non-contiguous CA
	NR CA configuration / Bandwidth combination set

	CA configuration
	Uplink CA configurations
	Sub-block
	Sub-block
	Sub-block
	Sub-block
	Sub-block
	Sub-block
	Sub-block
	Sub-block
	Sub-block
	Sub-block
	Sub-block
	Sub-block
	(BWChannel,block) (MHz)
	BCS

	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	CA_n260(A-D)
	-
	n260A
	CA_n260D
	
	
	
	
	
	
	
	
	
	
	800
	0

	CA_n260(2A-D)
	-
	CA_n260(2A)
	CA_n260D
	
	
	
	
	
	
	
	
	
	1200
	0

	CA_n260(A-2D)
	-
	n260A
	CA_n260(2D)
	
	
	
	
	
	
	
	
	
	1200
	0

	CA_n260(2A-2D)
	-
	CA_n260(2A)
	CA_n260(2D)
	
	
	
	
	
	
	
	
	1600
	0

	CA_n260(A-D-O)
	-
	n260A
	CA_n260D
	CA_n260O
	
	
	
	
	
	
	
	
	
	1000
	0

	CA_n260(2A-D-O)
	-
	CA_n260(2A)
	CA_n260D
	CA_n260O
	
	
	
	
	
	
	
	
	1400
	0

	CA_n260(A-D-2O)
	-
	n260A
	CA_n260D
	CA_n260(2O)
	
	
	
	
	
	
	
	
	1200
	0

	CA_n260(2A-D-2O)
	-
	CA_n260(2A)
	CA_n260D
	CA_n260(2O)
	
	
	
	
	
	
	
	1600
	0

	CA_n260(A-G)
	CA_n260G
	n260A
	CA_n260G
	
	
	
	
	
	
	
	
	
	
	600
	0

	CA_n260(2A-G)
	CA_n260G
	CA_n260(2A)
	CA_n260G
	
	
	
	
	
	
	
	
	
	1000
	0

	CA_n260(A-2G)
	CA_n260G
	n260A
	CA_n260(2G)
	
	
	
	
	
	
	
	
	
	800
	0

	CA_n260(2A-2G)
	CA_n260G
	CA_n260(2A)
	CA_n260(2G)
	
	
	
	
	
	
	
	
	1200
	0

	CA_n260(2A-2G-O)
	-
	CA_n260(2A)
	CA_n260(2G)
	CA_n260O
	
	
	
	
	
	
	
	1400
	0

	CA_n260(2A-2G-2O)
	-
	CA_n260(2A)
	CA_n260(2G)
	CA_n260(2O)
	
	
	
	
	
	
	1600
	0

	CA_n260(3A-2G)
	-
	CA_n260(3A)
	CA_n260(2G)
	
	
	
	
	
	
	
	1600
	0

	CA_n260(4A-G)
	-
	CA_n260(4A)
	CA_n260G
	
	
	
	
	
	
	
	1800
	0

	CA_n260(4A-2G)
	-
	CA_n260(4A)
	CA_n260(2G)
	
	
	
	
	
	
	2000
	0

	CA_n260(A-2G-2O)
	-
	n260A
	CA_n260(2G)
	CA_n260(2O)
	
	
	
	
	
	
	
	1200
	0

	CA_n260(2A-G-2O)
	-
	CA_n260(2A)
	CA_n260G
	CA_n260(2O)
	
	
	
	
	
	
	
	1400
	0

	CA_n260(3A-G)
	CA_n260G
	CA_n260(3A)
	CA_n260G
	
	
	
	
	
	
	
	
	1400
	0

	CA_n260(A-2H)
	-
	n260A
	CA_n260(2H)
	
	
	
	
	
	
	
	
	
	1000
	0

	CA_n260(2A-H)
	-
	CA_n260(2A)
	CA_n260H
	
	
	
	
	
	
	
	
	
	1100
	0

	CA_n260(2A-2H)
	-
	CA_n260(2A)
	CA_n260(2H)
	
	
	
	
	
	
	
	
	1400
	0

	CA_n260(A-H)
	CA_n260G
CA_n260H
	n260A
	CA_n260H
	
	
	
	
	
	
	
	
	
	
	700
	0

	CA_n260(A-O)
	-
	n260A
	CA_n260O
	
	
	
	
	
	
	
	
	
	
	600
	0

	CA_n260(A-O-P)
	-
	n260A
	CA_n260O
	CA_n260P
	
	
	
	
	
	
	
	
	
	900
	0

	CA_n260(A-O-2P)
	-
	n260A
	CA_n260O
	CA_n260(2P)
	
	
	
	
	
	
	
	
	1200
	0

	CA_n260(2A-O-P)
	-
	CA_n260(2A)
	CA_n260O
	CA_n260P
	
	
	
	
	
	
	
	
	1300
	0

	CA_n260(2A-O-2P)
	-
	CA_n260(2A)
	CA_n260O
	CA_n260(2P)
	
	
	
	
	
	
	
	1600
	0

	CA_n260(2A-2O-P)
	-
	CA_n260(2A)
	CA_n260(2O)
	CA_n260P
	
	
	
	
	
	
	
	1500
	0

	CA_n260(A-O-Q)
	-
	n260A
	CA_n260O
	CA_n260Q
	
	
	
	
	
	
	
	
	
	1000
	0

	CA_n260(A-O-2Q)
	-
	n260A
	CA_n260O
	CA_n260(2Q)
	
	
	
	
	
	
	
	
	1400
	0

	CA_n260(2A-O-Q)
	-
	CA_n260(2A)
	CA_n260O
	CA_n260Q
	
	
	
	
	
	
	
	
	1400
	0

	CA_n260(2A-O-2Q)
	-
	CA_n260(2A)
	CA_n260O
	CA_n260(2Q)
	
	
	
	
	
	
	
	1800
	0

	CA_n260(2A-2O-Q)
	-
	CA_n260(2A)
	CA_n260(2O)
	CA_n260Q
	
	
	
	
	
	
	
	1600
	0

	CA_n260(2A-O)
	-
	CA_n260(2A)
	CA_n260O
	
	
	
	
	
	
	
	
	
	1000
	0

	CA_n260(A-2O)
	-
	n260A
	CA_n260(2O)
	
	
	
	
	
	
	
	
	
	800
	0

	CA_n260(A-2O-P)
	-
	n260A
	CA_n260(2O)
	CA_n260P
	
	
	
	
	
	
	
	
	1100
	0

	CA_n260(A-2O-2P)
	-
	n260A
	CA_n260(2O)
	CA_n260(2P)
	
	
	
	
	
	
	
	1400
	0

	CA_n260(A-2O-Q)
	-
	n260A
	CA_n260(2O)
	CA_n260Q
	
	
	
	
	
	
	
	
	1200
	0

	CA_n260(A-2O-2Q)
	-
	n260A
	CA_n260(2O)
	CA_n260(2Q)
	
	
	
	
	
	
	
	1600
	0

	CA_n260(2A-2O)
	-
	CA_n260(2A)
	CA_n260(2O)
	
	
	
	
	
	
	
	
	1200
	0

	CA_n260(2A-2O-2P)
	-
	CA_n260(2A)
	CA_n260(2O)
	CA_n260(2P)
	
	
	
	
	
	
	1800
	0

	CA_n260(2A-2O-2Q)
	-
	CA_n260(2A)
	CA_n260(2O)
	CA_n260(2Q)
	
	
	
	
	
	
	2000
	0

	CA_n260(2A-3O)
	-
	CA_n260(2A)
	CA_n260(3O)
	
	
	
	
	
	
	
	1400
	0

	CA_n260(3A-2O)
	-
	CA_n260(3A)
	CA_n260(2O)
	
	
	
	
	
	
	
	1600
	0

	CA_n260(4A-O)
	-
	CA_n260(4A)
	CA_n260O
	
	
	
	
	
	
	
	1800
	0

	CA_n260(4A-3O)
	-
	CA_n260(4A)
	CA_n260(3O)
	
	
	
	
	
	
	
	2200
	0

	CA_n260(5A-O)
	-
	CA_n260(5A)
	CA_n260O
	
	
	
	
	
	
	2200
	0

	CA_n260(6A-O)
	-
	CA_n260(6A)
	CA_n260O
	
	
	
	
	
	2600
	0

	CA_n260(7A-O)
	-
	CA_n260(7A)
	CA_n260O
	
	
	
	
	2950
	0

	CA_n260(8A-O)
	-
	CA_n260(8A)
	CA_n260O
	
	
	
	2950
	0

	CA_n260(4A-2O)
	-
	CA_n260(4A)
	CA_n260(2O)
	
	
	
	
	
	
	2000
	0

	CA_n260(4A-2Q)
	-
	CA_n260(4A)
	CA_n260(2Q)
	
	
	
	
	
	
	2400
	0

	CA_n260(3A-3O)
	-
	CA_n260(3A)
	CA_n260(3O)
	
	
	
	
	
	
	1800
	0

	CA_n260(A-G-O)
	-
	n260A
	CA_n260G
	CA_n260O
	
	
	
	
	
	
	
	
	
	800
	0

	CA_n260(A-G-2O)
	-
	n260A
	CA_n260G
	CA_n260(2O)
	
	
	
	
	
	
	
	
	1000
	0

	CA_n260(2A-G-O)
	-
	CA_n260(2A)
	CA_n260G
	CA_n260O
	
	
	
	
	
	
	
	
	1200
	0

	CA_n260(A-2G-O)
	-
	n260A
	CA_n260(2G)
	CA_n260O
	
	
	
	
	
	
	
	
	1000
	0

	CA_n260(A-3O)
	-
	n260A
	CA_n260(3O)
	
	
	
	
	
	
	
	
	1000
	0

	CA_n260(3A-O)
	-
	CA_n260(3A)
	CA_n260O
	
	
	
	
	
	
	
	
	1400
	0

	CA_n260(3A-O-P)
	CA_n260O CA_n260P
	CA_n260(3A)
	CA_n260O
	CA_n260P
	
	
	
	
	
	
	
	1700
	0

	CA_n260(A-4O)
	-
	n260A
	CA_n260(4O)
	
	
	
	
	
	
	
	1200
	0

	CA_n260(2A-4O)
	-
	CA_n260(2A)
	CA_n260(4O)
	
	
	
	
	
	
	1600
	0

	CA_n260(3A-4O)
	-
	CA_n260(3A)
	CA_n260(4O)
	
	
	
	
	
	2000
	0

	CA_n260(4A-4O)
	-
	CA_n260(4A)
	CA_n260(4O)
	
	
	
	
	2400
	0

	CA_n260(5A-4O)
	-
	CA_n260(5A)
	CA_n260(4O)
	
	
	
	2800
	0

	CA_n260(A-P)
	-
	n260A
	CA_n260P
	
	
	
	
	
	
	
	
	
	
	700
	0

	CA_n260(A-3P)
	-
	n260A
	CA_n260(3P)
	
	
	
	
	
	
	
	
	1300
	0

	CA_n260(A-4P)
	-
	n260A
	CA_n260(4P)
	
	
	
	
	
	
	
	1600
	0

	CA_n260(A-P-Q)
	CA_n260P CA_n260Q
	n260A
	CA_n260P
	CA_n260Q
	
	
	
	
	
	
	
	
	
	1100
	0

	CA_n260(2A-P)
	-
	CA_n260(2A)
	CA_n260P
	
	
	
	
	
	
	
	
	
	1100
	0

	CA_n260(3A-P)
	-
	CA_n260(3A)
	CA_n260P
	
	
	
	
	
	
	
	
	1500
	0

	CA_n260(4A-P)
	-
	CA_n260(4A)
	CA_n260P
	
	
	
	
	
	
	
	1900
	0

	CA_n260(5A-P)
	-
	CA_n260(5A)
	CA_n260P
	
	
	
	
	
	
	2300
	0

	CA_n260(6A-P)
	-
	CA_n260(6A)
	CA_n260P
	
	
	
	
	
	2700
	0

	CA_n260(A-2P)
	-
	n260A
	CA_n260(2P)
	
	
	
	
	
	
	
	
	
	1000
	0

	CA_n260(2A-2P)
	-
	CA_n260(2A)
	CA_n260(2P)
	
	
	
	
	
	
	
	
	1400
	0

	CA_n260(2A-3P)
	-
	CA_n260(2A)
	CA_n260(3P)
	
	
	
	
	
	
	
	1700
	0

	CA_n260(2A-4P)
	-
	CA_n260(2A)
	CA_n260(4P)
	
	
	
	
	
	
	2000
	0

	CA_n260(3A-2P)
	-
	CA_n260(3A)
	CA_n260(2P)
	
	
	
	
	
	
	
	1800
	0

	CA_n260(4A-2P)
	-
	CA_n260(4A)
	CA_n260(2P)
	
	
	
	
	
	
	2200
	0

	CA_n260(5A-2P)
	-
	CA_n260(5A)
	CA_n260(2P)
	
	
	
	
	
	2600
	0

	CA_n260(5A-2O)
	-
	CA_n260(5A)
	CA_n260(2O)
	
	
	
	
	
	2400
	0

	CA_n260(6A-2O)
	-
	CA_n260(6A)
	CA_n260(2O)
	
	
	
	
	2800
	0

	CA_n260(5A-3O)
	-
	CA_n260(5A)
	CA_n260(3O)
	
	
	
	
	2600
	0

	CA_n260(6A-3O)
	-
	CA_n260(6A)
	CA_n260(3O)
	
	
	
	2950
	0

	CA_n260(7A-2O)
	-
	CA_n260(7A)
	CA_n260(2O)
	
	
	
	2950
	0

	CA_n260(7A-3O)
	-
	CA_n260(7A)
	CA_n260(3O)
	
	
	2950
	0

	CA_n260(6A-2P)
	-
	CA_n260(6A)
	CA_n260(2P)
	
	
	
	
	2950
	0

	CA_n260(8A-2O)
	-
	CA_n260(8A)
	CA_n260(2O)
	
	
	2550
	0

	CA_n260(A-Q)
	-
	n260A
	CA_n260Q
	
	
	
	
	
	
	
	
	
	
	800
	0

	CA_n260(A-2Q)
	-
	n260A
	CA_n260(2Q)
	
	
	
	
	
	
	
	
	
	1200
	0

	CA_n260(2A-Q)
	-
	CA_n260(2A)
	CA_n260Q
	
	
	
	
	
	
	
	
	
	1200
	0

	CA_n260(2A-2Q)
	-
	CA_n260(2A)
	CA_n260(2Q)
	
	
	
	
	
	
	
	
	1600
	0

	CA_n260(3A-Q)
	-
	CA_n260(3A)
	CA_n260Q
	
	
	
	
	
	
	
	
	1600
	0

	CA_n260(3A-2Q)
	-
	CA_n260(3A)
	CA_n260(2Q)
	
	
	
	
	
	
	
	2000
	0

	CA_n260(4A-Q)
	-
	CA_n260(4A)
	CA_n260Q
	
	
	
	
	
	
	
	2000
	0

	CA_n260(D-2G)
	-
	CA_n260D
	CA_n260(2G)
	
	
	
	
	
	
	
	
	
	800
	0

	CA_n260(2D-O)
	-
	CA_n260(2D)
	CA_n260O
	
	
	
	
	
	
	
	
	
	1000
	0

	CA_n260(D-2O)
	-
	CA_n260D
	CA_n260(2O)
	
	
	
	
	
	
	
	
	
	800
	0

	CA_n260(A-I)
	CA_n260I
	n260A
	CA_n260I
	
	
	
	
	
	
	
	
	
	
	800
	0

	CA_n260(D-G)
	CA_n260D CA_n260G
	CA_n260D
	CA_n260G
	
	
	
	
	
	
	
	
	
	
	600
	0

	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	CA_n260(D-H)
	CA_n260D CA_n260H
	CA_n260D
	CA_n260H
	
	
	
	
	
	
	
	
	
	
	700
	0

	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	CA_n260(D-I)
	CA_n260D CA_n260I
	CA_n260D
	CA_n260I
	
	
	
	
	
	
	
	
	
	
	800
	0

	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	CA_n260(D-O)
	CA_n260D CA_n260O
	CA_n260D
	CA_n260O
	
	
	
	
	
	
	
	
	
	
	600
	0

	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	CA_n260(D-P)
	CA_n260D CA_n260P
	CA_n260D
	CA_n260P
	
	
	
	
	
	
	
	
	
	
	700
	0

	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	CA_n260(D-Q)
	CA_n260D CA_n260Q
	CA_n260D
	CA_n260Q
	
	
	
	
	
	
	
	
	
	
	800
	0

	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	CA_n260(E-O)
	CA_n260E CA_n260O
	CA_n260O
	CA_n260E
	
	
	
	
	
	
	
	
	
	
	800
	0

	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	CA_n260(E-P)
	CA_n260E CA_n260P
	CA_n260E
	CA_n260P
	
	
	
	
	
	
	
	
	
	
	800
	0

	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	CA_n260(E-Q)
	CA_n260E CA_n260Q
	CA_n260E
	CA_n260Q
	
	
	
	
	
	
	
	
	
	
	1000
	0

	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	CA_n260(G-H)
	CA_n260G
CA_n260H
	CA_n260G
	CA_n260H
	
	
	
	
	
	
	
	
	
	
	500
	0

	CA_n260(G-I)
	CA_n260G CA_n260I
	CA_n260G
	CA_n260I
	
	
	
	
	
	
	
	
	
	
	600
	0

	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	CA_n260(G-O)
	-
	CA_n260G
	CA_n260O
	
	
	
	
	
	
	
	
	
	
	400
	0

	CA_n260(G-2O)
	-
	CA_n260G
	CA_n260(2O)
	
	
	
	
	
	
	
	
	
	600
	0

	CA_n260(2G-O)
	-
	CA_n260(2G)
	CA_n260O
	
	
	
	
	
	
	
	
	
	600
	0

	CA_n260(2G-2O)
	-
	CA_n260(2G)
	CA_n260(2O)
	
	
	
	
	
	
	
	
	800
	0

	CA_n260(G-3O)
	-
	CA_n260G
	CA_n260(3O)
	
	
	
	
	
	
	
	
	800
	0

	CA_n260(3G-O)
	-
	CA_n260(3G)
	CA_n260O
	
	
	
	
	
	
	
	
	800
	0

	CA_n260(2G-3O)
	-
	CA_n260(2G)
	CA_n260(3O)
	
	
	
	
	
	
	
	1000
	0

	CA_n260(G-4O)
	-
	CA_n260G
	CA_n260(4O)
	
	
	
	
	
	
	
	1000
	0

	CA_n260(2G-4O)
	-
	CA_n260(2G)
	CA_n260(4O)
	
	
	
	
	
	
	1200
	0

	CA_n260(4G-O)
	-
	CA_n260(4G)
	CA_n260O
	
	
	
	
	
	
	
	1000
	0

	CA_n260(H-O)
	-
	CA_n260H
	CA_n260O
	
	
	
	
	
	
	
	
	
	
	500
	0

	CA_n260(2H-O)
	-
	CA_n260(2H)
	CA_n260O
	
	
	
	
	
	
	
	
	
	800
	0

	CA_n260(O-2P)
	-
	CA_n260O
	CA_n260(2P)
	
	
	
	
	
	
	
	
	
	800
	0

	CA_n260(O-2Q)
	-
	CA_n260O
	CA_n260(2Q)
	
	
	
	
	
	
	
	
	
	1000
	0

	CA_n260(O-P)
	-
	CA_n260O
	CA_n260P
	
	
	
	
	
	
	
	500
	0

	CA_n260(2O-P)
	-
	CA_n260(2O)
	CA_n260P
	
	
	
	
	
	
	
	
	700
	0

	CA_n260(2O-2P)
	-
	CA_n260(2P)
	CA_n260(2O)
	
	
	
	
	
	
	
	
	1000
	0

	CA_n260(O-Q)
	-
	CA_n260O
	CA_n260Q
	
	
	
	
	
	
	
	
	
	
	600
	0

	CA_n260(2O-Q)
	-
	CA_n260(2O)
	CA_n260Q
	
	
	
	
	
	
	
	
	
	800
	0

	CA_n260(2O-2Q)
	-
	CA_n260(2O)
	CA_n260(2Q)
	
	
	
	
	
	
	
	
	1200
	0

	CA_n260(P-Q)
	-
	CA_n260P
	CA_n260Q
	
	
	
	
	
	
	
	
	
	
	700
	0

	CA_n261(A-D)
	-
	n261A
	CA_n261D
	
	
	
	
	
	
	
	
	
	
	800
	0

	CA_n261(A-2D)
	-
	n261A
	CA_n261(2D)
	
	
	
	
	
	
	
	
	
	800
	0

	CA_n261(A-D-H)
	-
	n261A
	CA_n261D
	CA_n261H
	
	
	
	
	
	
	
	
	
	800
	0

	CA_n261(A-D-O)
	-
	n261A
	CA_n261D
	CA_n261O
	
	
	
	
	
	
	
	
	
	800
	0

	CA_n261(A-D-2O)
	-
	n261A
	CA_n261D
	CA_n261(2O)
	
	
	
	
	
	
	
	
	800
	0

	CA_n261(A-G)
	CA_n261G
	n261A
	CA_n261G
	
	
	
	
	
	
	
	
	
	
	600
	0

	CA_n261(A-G-H)
	CA_n261G
CA_n261H
	n261A
	CA_n261G
	CA_n261H
	
	
	
	
	
	
	
	
	
	800
	0

	CA_n261(A-G-I)
	CA_n261G
CA_n261H
CA_n261I
	n261A
	CA_n261G
	CA_n261I
	
	
	
	
	
	
	
	
	
	800
	0

	CA_n261(A-G-O)
	-
	n261A
	CA_n261G
	CA_n261O
	
	
	
	
	
	
	
	
	
	800
	0

	CA_n261(A-G-2O)
	-
	n261A
	CA_n261G
	CA_n261(2O)
	
	
	
	
	
	
	
	
	800
	0

	CA_n261(A-2G-O)
	-
	n261A
	CA_n261(2G)
	CA_n261O
	
	
	
	
	
	
	
	
	800
	0

	CA_n261(A-2G-2O)
	-
	n261A
	CA_n261(2G)
	CA_n261(2O)
	
	
	
	
	
	
	
	800
	0

	CA_n261(A-3G)
	-
	n261A
	CA_n261(3G)
	CA_n261O
	
	
	
	
	
	
	
	800
	0

	CA_n261(A-3G-O)
	-
	n261A
	CA_n261(3G)
	
	
	
	
	
	
	
	
	800
	0

	CA_n261(A-2G)
	CA_n261G
	n261A
	CA_n261(2G)
	
	
	
	
	
	
	
	
	
	800
	

	CA_n261(A-4G)
	-
	n261A
	CA_n261(4G)
	
	
	
	
	
	
	
	800
	0

	CA_n261(A-H)
	CA_n261G
CA_n261H
	n261A
	CA_n261H
	
	
	
	
	
	
	
	
	
	
	700
	0

	CA_n261(A-2H)
	-
	n261A
	CA_n261(2H)
	
	
	
	
	
	
	
	
	
	800
	0

	CA_n261(A-H-I)
	-
	n261A
	CA_n261H
	CA_n261I
	
	
	
	
	
	
	
	
	
	800
	0

	CA_n261(A-I)
	CA_n261G
CA_n261H
CA_n261I
	n261A
	CA_n261I
	
	
	
	
	
	
	
	
	
	
	800
	0

	CA_n261(A-2I)
	-
	n261A
	CA_n261(2I)
	
	
	
	
	
	
	
	
	
	800
	0

	CA_n261(A-J)
	CA_n261G
CA_n261H
CA_n261I
	n261A
	CA_n261J
	
	
	
	
	
	
	
	
	
	
	700
	0

	CA_n261(A-K)
	CA_n261G
CA_n261H
CA_n261I
	n261A
	CA_n261K
	
	
	
	
	
	
	
	
	
	
	800
	0

	CA_n261(A-O)
	-
	n261A
	CA_n261O
	
	
	
	
	
	
	
	
	
	
	600
	0

	CA_n261(A-2O)
	-
	n261A
	CA_n261(2O)
	
	
	
	
	
	
	
	
	
	800
	0

	CA_n261(A-3O)
	-
	n261A
	CA_n261(3O)
	
	
	
	
	
	
	
	
	800
	0

	CA_n261(A-4O)
	-
	n261A
	CA_n261(4O)
	
	
	
	
	
	
	
	800
	0

	CA_n261(A-5O)
	-
	n261A
	CA_n261(5O)
	
	
	
	
	
	
	800
	0

	CA_n261(A-6O)
	-
	n261A
	CA_n261(6O)
	
	
	
	
	
	800
	0

	CA_n261(A-7O)
	-
	n261A
	CA_n261(7O)
	
	
	
	
	800
	0

	CA_n261(A-P)
	-
	n261A
	CA_n261P
	
	
	
	
	
	
	
	
	
	
	700
	0

	CA_n261(A-2P)
	-
	n261A
	CA_n261(2P)
	
	
	
	
	
	
	
	
	
	800
	0

	CA_n261(A-Q)
	-
	n261A
	CA_n261Q
	
	
	
	
	
	
	
	
	
	
	800
	0

	CA_n261(A-2Q)
	-
	n261A
	CA_n261(2Q)
	
	
	
	
	
	
	
	
	
	800
	0

	CA_n261(2A-G)
	CA_n261G
	CA_n261(2A)
	CA_n261G
	
	
	
	
	
	
	
	
	
	800
	0

	CA_n261(2A-H)
	CA_n261G
CA_n261H
	CA_n261(2A)
	CA_n261H
	
	
	
	
	
	
	
	
	
	800
	0

	CA_n261(2A-I)
	CA_n261G
CA_n261H
CA_n261I
	CA_n261(2A)
	CA_n261I
	
	
	
	
	
	
	
	
	
	800
	0

	CA_n261(3A-G)
	CA_n261G
	CA_n261(3A)
	CA_n261G
	
	
	
	
	
	
	
	
	800
	0

	CA_n261(D-G)
	CA_n261D CA_n261G
	CA_n261D
	CA_n261G
	
	
	
	
	
	
	
	
	
	
	600
	0

	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	CA_n261(D-H)
	CA_n261D CA_n261H
	CA_n261D
	CA_n261H
	
	
	
	
	
	
	
	
	
	
	700
	0

	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	CA_n261(D-I)
	CA_n261D CA_n261I
	CA_n261D
	CA_n261I
	
	
	
	
	
	
	
	
	
	
	800
	0

	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	CA_n261(D-O)
	CA_n261D CA_n261O
	CA_n261D
	CA_n261O
	
	
	
	
	
	
	
	
	
	
	600
	0

	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	CA_n261(D-2O)
	-
	CA_n261D
	CA_n261(2O)
	
	
	
	
	
	
	
	
	
	800
	0

	CA_n261(D-P)
	CA_n261D CA_n261P
	CA_n261D
	CA_n261P
	
	
	
	
	
	
	
	
	
	
	700
	0

	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	CA_n261(D-Q)
	CA_n261D CA_n261Q
	CA_n261D
	CA_n261Q
	
	
	
	
	
	
	
	
	
	
	800
	0

	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	CA_n261(E-O)
	CA_n261E CA_n261O
	CA_n261E
	CA_n261O
	
	
	
	
	
	
	
	
	
	
	800
	0

	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	CA_n261(E-P)
	CA_n261E CA_n261P
	CA_n261E
	CA_n261P
	
	
	
	
	
	
	
	
	
	
	800
	0

	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	CA_n261(E-Q)
	CA_n261E CA_n261Q
	CA_n261E
	CA_n261Q
	
	
	
	
	
	
	
	
	
	
	800
	0

	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	CA_n261(G-I)
	CA_n261G
CA_n261H
CA_n261I
	CA_n261G
	CA_n261I
	
	
	
	
	
	
	
	
	
	
	600
	0

	CA_n261(G-H)
	CA_n261G
CA_n261H
	CA_n261G
	CA_n261H
	
	
	
	
	
	
	
	
	
	
	500
	0

	CA_n261(2G-2O)
	-
	CA_n261(2G)
	CA_n261(2O)
	
	
	
	
	
	
	
	
	800
	0

	CA_n261(G-O)
	-
	CA_n261G
	CA_n261O
	
	
	
	
	
	
	
	
	
	
	400
	0

	CA_n261(G-2O)
	-
	CA_n261G
	CA_n261(2O)
	
	
	
	
	
	
	
	
	
	600
	0

	CA_n261(2G-O)
	-
	CA_n261(2G)
	CA_n261O
	
	
	
	
	
	
	
	
	
	600
	0

	CA_n261(3G-O)
	-
	CA_n261(3G)
	CA_n261O
	
	
	
	
	
	
	
	
	800
	0

	CA_n261(H-I)
	CA_n261G
CA_n261H
CA_n261I
	CA_n261H
	CA_n261I
	
	
	
	
	
	
	
	
	
	
	700
	0

	[bookmark: _Hlk31892489]NOTE 1:	Void
NOTE 2:	Void
NOTE 3:	Channel bandwidth per operating band defined in Table 5.3.5-1
NOTE 4:	Configurations for intra-band contiguous CA defined in Table 5.5A.1-1 
NOTE 5:	Configurations for intra-band non-contiguous CA defined in Table 5.5A.2-1
NOTE 6:	Void
NOTE 7:	Unless otherwise stated, BCS0 is referred in each constituent CA configuration.
NOTE 8:	(BWChannel,block) denotes the maximum total bandwidth from the summation of the sub-block bandwidths and shall be less than the bandwidth of the operating band.




==============================================================
<< End of changes >>


