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<Start of Change 1>
[bookmark: _Toc45886205][bookmark: _Toc53183284][bookmark: _Toc58915954]8.2.5.5	Test Requirement for High Speed Train
The throughput measured for the moving UE according to clause 8.2.5.4.2 shall not be below the limits for the SNR levels specified in table 8.2.5.5-1 for mapping type A and table 8.2.5.5-2 for mapping type B respectively.
[bookmark: _Toc36636172][bookmark: _Toc37273118][bookmark: _Toc45886206][bookmark: _Toc53183285]Table 8.2.5.5-1 Test requirements for UL timing adjustment with mapping type A for high speed train
	[bookmark: MCCQCTEMPBM_00000265]Number of TX antennas
	Number of demodulation branches
	Cyclic prefix
	Channel Bandwidth [MHz]
	SCS [kHz]
	Moving propagation conditions and correlation matrix (Annex J)
	FRC
(Annex A)
	SNR
[dB]

	1
	2
	Normal
	5
	15
	Scenario Y
	G-FR1-A4-31A
	[8.5]

	
	
	
	
	
	Scenario Z
	G-FR1-A4-31A
	[8.6]

	
	
	
	10
	15
	Scenario Y
	G-FR1-A4-31
	8.8

	
	
	
	
	
	Scenario Z
	G-FR1-A4-31
	[8.7]

	
	
	
	10
	30
	Scenario Y
	G-FR1-A4-32A
	[8.6]

	
	
	
	
	
	Scenario Z
	G-FR1-A4-32A
	[8.6]

	
	
	
	40
	30
	Scenario Y
	G-FR1-A4-32
	8.7

	
	
	
	
	
	Scenario Z
	G-FR1-A4-32
	[8.8]



Table 8.2.5.5-2 Test requirements for UL timing adjustment with mapping type B for high speed train
	[bookmark: MCCQCTEMPBM_00000266]Number of TX antennas
	Number of demodulation branches
	Cyclic prefix
	Channel Bandwidth [MHz]
	SCS [kHz]
	Moving propagation conditions and correlation matrix (Annex J)
	FRC
(Annex A)
	SNR
[dB]

	1
	2
	Normal
	5
	15
	Scenario Y
	G-FR1-A4-31A
	[8.6]

	
	
	
	
	
	Scenario Z
	G-FR1-A4-31A
	[8.6]

	
	
	
	10
	15
	Scenario Y
	G-FR1-A4-31
	8.8

	
	
	
	
	
	Scenario Z
	G-FR1-A4-31
	[8.8]

	
	
	
	10
	30
	Scenario Y
	G-FR1-A4-32A
	[8.6]

	
	
	
	
	
	Scenario Z
	G-FR1-A4-32A
	[8.7]

	
	
	
	40
	30
	Scenario Y
	G-FR1-A4-32
	8.7

	
	
	
	
	
	Scenario Z
	G-FR1-A4-32
	[8.8]



[bookmark: _Toc58915955]8.2.5.6	Test Requirement for Normal Mode
The throughput measured for the moving UE according to clause 8.2.5.4.2 shall not be below the limits for the SNR levels specified in table 8.2.5.6-1 for mapping type A and table 8.2.5.6-2 for mapping type B respectively.
Table 8.2.5.6-1 Test requirements for UL timing adjustment with mapping type A for normal mode
	[bookmark: MCCQCTEMPBM_00000267]Number of TX antennas
	Number of demodulation branches
	Cyclic prefix
	Channel Bandwidth [MHz]
	SCS [kHz]
	Moving propagation conditions and correlation matrix (Annex J)
	FRC
(Annex A)
	SNR
[dB]

	1
	2
	Normal
	5
	15
	Scenario X
	G-FR1-A4-31A
	[11.2]

	
	
	
	10
	15
	Scenario X
	G-FR1-A4-31
	[11.8]

	
	
	
	10
	30
	Scenario X
	G-FR1-A4-32A
	[11.4]

	
	
	
	40
	30
	Scenario X
	G-FR1-A4-32
	[12.6]



Table 8.2.5.6-2 Test requirements for UL timing adjustment with mapping type B for normal mode
	[bookmark: MCCQCTEMPBM_00000268]Number of TX antennas
	Number of demodulation branches
	Cyclic prefix
	Channel Bandwidth [MHz]
	SCS [kHz]
	Moving propagation conditions and correlation matrix (Annex J)
	FRC
(Annex A)
	SNR
[dB]

	1
	2
	Normal
	5
	15
	Scenario X
	G-FR1-A4-31A
	[11.2]

	
	
	
	10
	15
	Scenario X
	G-FR1-A4-31
	[11.9]

	
	
	
	10
	30
	Scenario X
	G-FR1-A4-32A
	[11.3]

	
	
	
	40
	30
	Scenario X
	G-FR1-A4-32
	[13.0]



<End of Change 1>
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