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<Start of Change 1>
x.x	Demodulation of PSBCH
The purpose of the requirements in this subclause is to verify the PSBCH demodulation performance with a single active link.
The minimum requirements are specified in Table x.x-2 with the test parameters specified in Table x.x-1. The Sidelink UE 1 is synchronized to SLSS as synchronization reference.
Table x.x-1: Test Parameters
	Parameter
	Unit
	Test 1

	Communication resource pool configuration
	
	As specified in Table x


	[image: ]at antenna port
	dBm/30kHz
	-95

	Active cell(s)
	
	0

	Sidelink UE 1
	Sidelink Transmissions
	
	SLSS+PSBCH (Note 3)

	
	slssid
	
	TBD

	
	Time offset (Note 1)
	s
	0

	
	Frequency offset (Note 2)
	Hz
	0

	
	Synchronization source
	
	SLSS

	
	Antenna configuration
	
	1x2 Low

	Note 1:	Time offset of Sidelink UE receive signal with respect to GNSS reference timing.
Note 2:	Frequency offset of Sidelink UE with respect to GNSS reference frequency.
Note 3: 	PSBCH transmits together with corresponding SLSS in the same slot.



Table x.x-2: Minimum performance
	Test number
	Bandwidth
	PSBCH Reference channel
	Propagation condition
	Reference value

	
	
	
	
	Probability of missed PSBCH (%)
	SNR (dB) of PSBCH

	1
	20 MHz
	TBD
	TDLA30-180
	1
	TBD



<End of Change 1>
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