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1	Introduction
In RAN4 97-e, the first meeting to discuss performance part of NR-U, companies has some preliminary discussions on the scope of test cases, test configurations and the work plan. During the meeting, whether to define test cases for some of the scenarios of BWP switching was discussed. Companies had different views on the scope test cases while some consensus was captured in the WF [1] as shown below.
	Issue 3-3-8: BWP Switching delay
For BWP Switching delay, RAN4 to specify at least the following test cases: 
1.	E-UTRAN – NR-U PSCell UL active BWP switch based on persistent UL LBT failure
2.	NR-U – NR-U PCell UL active BWP switch based on persistent UL LBT failure

Other cases discussed in RAN4 97e:
· DCI/timer/RRC-based BWP switching on NR-U SCell, when configured with:
· NR PCC (PCC)
· NR-U PCC
· NR-U PSCC and E-UTRAN PCC (FDD, TDD) 


This paper provides our view on this topic.
2	Discussion
To guarantee that the UEs can meet all requirements, tests are more promising than analysis. Thus, if we can define test cases for all scenarios corresponding to core requirements that would be ideal. However, considering the resources RAN4 have to ensure a timely completion of the WI, we think it makes sense to omit some of the tests wherever possible.
After analyzing the above options, we think that the DCI/timer/RRC-based BWP switching, or, the ones in legacy NR, can be tested only by UEs supporting NR-U SA mode. The other test cases can be de-prioritized.
The DCI/timer/RRC-based BWP switching can be tested only by UEs supporting NR-U SA mode. The other test cases can be de-prioritized.
3	Conclusion
[bookmark: _GoBack]Proposal 1: The DCI/timer/RRC-based BWP switching can be tested only by UEs supporting NR-U SA mode. The other test cases can be de-prioritized.
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