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1. Introduction

This contribution provides simulation results for the measurement of FR1 L1-SINR.
2. Discussion 
Following 5 scenarios are simulated. 48 PRB and 1 sample are simulated. According to the agreements [1] in the last meeting, the side condition of Ês/Iot for scenario 1A/2A/2B is -3dB, and the side condition for scenario 2C/2D is 0dB. Table 1 is the summary of the simulation results.

•
Scenario 1A: CSI-RS based CMR

•
Scenario 2A: SSB based CMR + ZP-IMR

•
Scenario 2B: CSI-RS based CMR + ZP-IMR

•
Scenario 2C: SSB based CMR + NZP-IMR

•
Scenario 2D: CSI-RS based CMR + NZP-IMR 
Table 1 simulation results for FR1 L1-SINR measurement

	Scenarios
	Side condition
	SCS
	5%
	95%
	Max (5%, 95%)

	Scenario 1A: CSI-RS based CMR only
	-3db
	15kHz
	-1.37
	1.25
	1.37

	
	
	30kHz
	-1.37
	1.25
	1.37

	Scenario 2A: SSB based CMR + ZP-IMR
	
	15kHz
	-1.89
	1.43
	1.89

	
	
	30kHz
	-1.93
	1.44
	1.93

	Scenario 2B：CSI-RS based CMR + ZP-IMR
	
	15kHz
	-1.23
	1.04
	1.23

	
	
	30kHz
	-.122
	1.06
	1.22

	Scenario 2C: SSB based CMR + NZP-IMR
	0db
	15kHz
	-1.18
	0.99
	1.18

	
	
	30kHz
	-1.18
	0.98
	1.18

	Scenario 2D: CSI-RS based CMR + NZP-IMR
	
	15kHz
	-0.8
	0.73
	0.8

	
	
	30kHz
	-0.8
	0.73
	0.8


3. Conclusion
This contribution provides simulation results for the measurement of L1-SINR.
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