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1. Introduction
This contribution is a text proposal for TR 38.717-02-01 to include DC_n41-n77 according to the request in [1].
2. Reference
1. RP-202199, Revised WID on Rel-17 NR Inter-band Carrier Aggregation/Dual Connectivity for 2 bands DL with x bands UL (x=1,2). 
3. Text Proposal
[bookmark: _Toc523749799][bookmark: _Toc523750864][bookmark: _Toc527979877][bookmark: historyclause]<Start of Text Proposal>
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[bookmark: _Toc3899][bookmark: _Toc26563]9.x.1	Operating bands for DC_n41-n77
Table 9.X.1-1: Inter-band NR DC operating bands within FR1
	NR DC Band
	NR Band

	DC_n41-n77
	n41, n77


[bookmark: _Toc1630][bookmark: _Toc8221]9.x.2   Configurations for DC_n41-n77
Table 9.x.2-1: Inter-band NR DC configurations within FR1
	NR DC
configuration
	Uplink NR DC
configuration

	DC_n41A-n77A
	DC_n41A-n77A


[bookmark: _Toc25211]9.x.3   Maximum output power for NR-DC
Table 9.x.3-1: UE Power Class for uplink inter-band CA
	Uplink CA Configuration
	Class 3 (dBm)
	Tolerance (dB)	

	DC_n41A-n77A
	23
	+2/-31

	NOTE 1:	refers to the transmission bandwidths confined within FUL_low and FUL_low + 4 MHz or FUL_high – 4 MHz and FUL_high, the maximum output power requirement is relaxed by reducing the lower tolerance limit by 1.5 dB
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