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	Reason for change:
	Differentiate requirements for band combinations configured for FDD-FDD or TDD-TDD inter-band EN-DC/NE-DC operation with overlapping or partially overlapping DL bands with regard to the capability  interBandMRDC-WithOverlapDL-Bands-r16 (Type 1 or Type 2 UE)

Facilitate implementation of UE Type 2 (e.g. for DC_42-n77).

Add missing notes in band-combination tables. A note in a band combination table only apply for the band combinations in the said table. If there are provisions for two-band combiantions e.g. DC_20-n28 that apply also for higher-combinations containing this two-band-combinations, then the provisions must also be added in the tables for the said higher-order combinations.


	
	

	Summary of change:
	
Clause 5.5B.4.1: for two-band combinations, add the prequisite that the current restrictions (when applicable) apply for UEs not indicating interBandMRDC-WithOverlapDL-Bands-r16 (no change of requirements, the intra-band eN-DC/NE-DC requirements apply)

Clauses 5.5B.4.2-5.5B.4.4: add the corresponding notes for up to five bands.

Clause 7.1: For UEs indicating interBandMRDC-WithOverlapDL-Bands-r16: the requirements for each cell group shall be according to the SA requirements defined for two RX antennas for all DL bands above 2490 MHz (i.e. the requirements for four Rx ports do not apply). Add a provision that the minimum requirements apply for an input power of the anchor signal up to [30 dB] greater than the input power of the wanted NR except for the minimum requirement on the maximum input power. This is consistent with ACS requirements.
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	The requirements for FDD-FDD or TDD-TDD inter-band EN-DC/NE-DC operation with overlapping or partially overlapping DL bands not differentiated with regard to the capability interBandMRDC-WithOverlapDL-Bands-r16. 

Implementation of UEs supporting interBandMRDC-WithOverlapDL-Bands-r16 more challenging.
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[bookmark: _Toc21351522][bookmark: _Toc29807104][bookmark: _Toc36648818][bookmark: _Toc36651543][bookmark: _Toc37256477][bookmark: _Toc37256818][bookmark: _Toc45890515][bookmark: _Toc45891739][bookmark: _Toc45892149][bookmark: _Toc45892559][bookmark: _Toc52352972][bookmark: _Toc53174795]5.5B.4.1	Inter-band EN-DC configurations within FR1 (two bands)
Table 5.5B.4.1-1: Inter-band EN-DC configurations within FR1 (two bands)
	[bookmark: _Hlk516090533]EN-DC
configuration
	Uplink EN-DC
configuration
(NOTE 1)
	Single UL allowed
	DL interruption allowed
(Note 14)

	DC_1A_n3A
DC_1C_n3A
	DC_1A_n3A
DC_1C_n3A
	DC_1_n3
	

	DC_1A_n5A
	DC_1A_n5A
	No
	

	DC_1A_n7A
DC_1A_n7B
	DC_1A_n7A
	No
	

	DC_1A-1A_n7A
DC_1A-1A_n7B
	DC_1A_n7A
	No
	

	DC_1A_n8A
	DC_1A_n8A
	No
	

	DC_1A_n20A
	DC_1A_n20A
	No
	

	DC_1A_n28A
	DC_1A_n28A
	No
	

	DC_1A_n38A
DC_1C_n38A
	DC_1A_n38A
	No
	

	DC_1A_n40A
	DC_1A_n40A
	No
	

	DC_1A_n41A
	DC_1A_n41A
	No
	

	DC_1A_n50A
	DC_1A_n50A
	No
	

	DC_1A_n51A
	DC_1A_n51A
	No
	

	DC_1A_n71A
DC_1A_n71B
	DC_1A_n71A
	No
	

	DC_1A_n77A7
DC_1A_n77C7
	DC_1A_n77A
	DC_1_n77
	No

	DC_1A_n77(2A)
	DC_1A_n77A
	DC_1_n77
	No

	DC_1A_n78A7
DC_1A_n78C7
	DC_1A_n78A
	No
	No

	DC_1A_n78(2A)7
	DC_1A_n78A
	No
	No

	DC_1A_n79A7
DC_1A_n79C7
	DC_1A_n79A
	No
	No

	DC_2A_n5A
	DC_2A_n5A
	No
	

	DC_2A-2A_n5A
	DC_2A_n5A
	No
	

	DC_2A_n7A
	DC_2A_n7A
	No
	

	DC_2A_n7(2A)
	DC_2A_n7A
	No
	

	DC_2A_n12A
	DC_2A_n12A
	No
	

	DC_2A_n38A
	DC_2A_n38A
	No
	

	DC_2A-2A_n38A
	DC_2A_n38A
	No
	

	DC_2A_n41A
DC_2A_n41C
DC_2C_n41A
	DC_2A_n41A
DC_2C_n41A
	No
	

	DC_2A-2A_n41A
DC_2A_n41(2A)
	DC_2A_n41A
	No
	

	DC_2A_n46A
	DC_2A_n46A
	No
	

	DC_2A_n48A
DC_2A_n48B
	DC_2A_n48A
	No
	

	DC_2A_n66A
	DC_2A_n66A
	DC_2_n66
	

	DC_2A-2A_n66A
	DC_2A_n66A
	DC_2_n66
	

	DC_2A_n71A
DC_2A_n71B
DC_2C_n71A
	DC_2A_n71A
DC_2C_n71A
	No
	

	DC_2A-2A_n71A
	DC_2A_n71A
	No
	

	DC_2A_n78A
	DC_2A_n78A
	DC_2_n78
	

	DC_2A_n78(2A)
	DC_2A_n78A
	DC_2_n78
	

	DC_2A-2A_n78A
	DC_2A_n78A
	DC_2_n78
	

	DC_3A_n1A
DC_3C_n1A
	DC_3A_n1A
DC_3C_n1A
	DC_3_n1
	

	DC_3A-3A_n1A
	DC_3A_n1A
	DC_3_n1
	

	DC_3A_n5A
DC_3C_n5A
	DC_3A_n5A
DC_3C_n5A
	DC_3_n5
	

	DC_3A_n7A
DC_3A_n7B
DC_3C_n7A
DC_3C_n7B
	DC_3A_n7A
DC_3A_n7B
DC_3C_n7A
	No
	

	DC_3A-3A_n7A
DC_3A-3A_n7B
	DC_3A_n7A
	No
	

	DC_3A_n8A
	DC_3A_n8A
	No
	

	DC_3A_n20A
	DC_3A_n20A
	No
	

	DC_3A_n28A
DC_3C_n28A
	DC_3A_n28A
DC_3C_n28A
	No
	

	DC_3A_n34A
	DC_3A_n34A
	No
	

	DC_3A_n38A
DC_3C_n38A
	DC_3A_n38A
	No
	

	DC_3A_n40A
	DC_3A_n40A
	No
	

	DC_3A_n41A
DC_3C_n41A
	DC_3A_n41A
DC_3C_n41A
	DC_3_n41
	No

	DC_3A_n50A
	DC_3A_n50A
	No
	

	DC_3A_n51A
	DC_3A_n51A
	No
	

	DC_3A_n71A
DC_3A_n71B
	DC_3A_n71A
	No
	

	DC_3A_n77A7
DC_3A_n77C7
	DC_3A_n77A
	DC_3_n77
	No

	DC_3A_n77(2A)7
	DC_3A_n77A
	DC_3_n77
	No

	DC_3A-3A_n77A
	DC_3A_n77A
	DC_3_n77
	No

	DC_3A_n78A7
DC_3A_n78C7
DC_3C_n78A7
	DC_3A_n78A
	DC_3_n78
	No

	DC_3A_n78(2A)7
DC_3C_n78(2A)7
	DC_3A_n78A
	DC_3_n78
	No

	DC_3A-3A_n78A
	DC_3A_n78A
	DC_3_n78
	No

	DC_3A_n79A7
DC_3A_n79C7
DC_3C_n79A7
	DC_3A_n79A
DC_3C_n79A
	No
	No

	DC_4A_n38A
	DC_4A_n38A
	No
	

	DC_4A_n41A
	DC_4A_n41A
	No
	

	DC_4A_n78A
	DC_4A_n78A
	No
	

	DC_4A_n78(2A)
	DC_4A_n78A
	No
	

	DC_5A_n2A
DC_5B_n2A
	DC_5A_n2A
	No
	

	DC_5A-5A_n2A
	DC_5A_n2A
	No
	

	DC_5A_n7A
	DC_5A_n7A
	DC_5_n7
	

	DC_5A_n7(2A)
	DC_5A_n7A
	DC_5_n7
	

	DC_5A_n12A
	DC_5A_n12A
	No
	

	DC_5A_n38A
	DC_5A_n38A
	DC_5_n38
	

	DC_5A_n40A
	DC_5A_n40A
	No
	

	DC_5A_n48A
DC_5A_n48B
	DC_5A_n48A
	No
	

	DC_5A_n66A
DC_5B_n66A
	DC_5A_n66A
	DC_5_n66
	

	DC_5A-5A_n66A
	DC_5A_n66A
	DC_5_n66
	

	DC_5A_n71A
	DC_5A_n71A
	No
	

	DC_5A_n78A7
	DC_5A_n78A
	No
	No

	DC_5A_n78(2A)7
	DC_5A_n78A
	No
	No

	DC_5A_n79A
	DC_5A_n79A
	No
	No

	DC_7A_n1A
DC_7C_n1A
	DC_7A_n1A
DC_7C_n1A
	No
	

	DC_7A-7A_n1A
	DC_7A_n1A
	No
	

	DC_7A_n3A
DC_7C_n3A
	DC_7A_n3A
DC_7C_n3A
	No
	

	DC_7A_n5A
DC_7C_n5A
	DC_7A_n5A
DC_7C_n5A
	DC_7_n5
	

	DC_7A-7A_n5A
	DC_7A_n5A
	DC_7_n5
	

	DC_7A_n8A
	DC_7A_n8A
	No
	

	DC_7A-7A_n78A7
	DC_7A_n78A
	No
	

	DC_7A-7A_n78(2A)7
	DC_7A_n78A
	No
	

	DC_7A_n20A
	DC_7A_n20A
	No
	

	DC_7A_n28A
DC_7C_n28A
	DC_7A_n28A
DC_7C_n28A
	No
	

	DC_7A_n40A
	DC_7A_n40A
	Yes
	

	DC_7A_n51A
	DC_7A_n51A
	No
	

	DC_7A_n66A
DC_7C_n66A
	DC_7A_n66A
	No
	

	DC_7A-7A_n66A
	DC_7A_n66A
	No
	

	DC_7A_n71A
	DC_7A_n71A
	No
	

	DC_7A_n77A
	DC_7A_n77A
	No
	

	DC_7A-7A_n77A
	DC_7A_n77A
	No
	

	DC_7A_n78A7
DC_7C_n78A7
	DC_7A_n78A
DC_7C_n78A
	No
	

	DC_7A_n78(2A)7
[bookmark: OLE_LINK55]DC_7C_n78(2A)7
	DC_7A_n78A
DC_7C_n78A
	No
	

	DC_8A_n1A
	DC_8A_n1A
	No
	

	DC_8A_n3A
	DC_8A_n3A
	No
	

	DC_8A_n20A
	DC_8A_n20A
	Yes
	

	DC_8A_n28A
	DC_8A_n28A
	No
	

	DC_8A_n34A
	DC_8A_n34A
	No
	

	DC_8A_n39A
	DC_8A_n39A
	No
	

	DC_8A_n40A7
	DC_8A_n40A
	No
	

	DC_8A_n41A
DC_8A_n41C
	DC_8A_n41A
	No
	No

	DC_8A_n41(2A)
	DC_8A_n41A
	No
	No

	DC_8A_n77A7
	DC_8A_n77A
	No
	No

	DC_8A_n77(2A)7
	DC_8A_n77A
	No
	No

	DC_8A_n78A7
	DC_8A_n78A
	No
	No

	DC_8A_n79A7
DC_8A_n79C
	DC_8A_n79A
DC_8A_n79C
	No
	No

	DC_8A_n93A
	DC_8A_n93A_ULSUP-TDM
	N/A
	

	DC_8A_n94A
	DC_8A_n94A_ULSUP-TDM
	N/A
	

	DC_11A_n3A
	DC_11A_n3A
	No
	

	DC_11A_n28A
	DC_11A_n28A
	No
	

	DC_11A_n77A7
	DC_11A_n77A
	No
	No

	DC_11A_n77(2A)7
	DC_11A_n77A
	No
	No

	DC_11A_n78A7
	DC_11A_n78A
	No
	No

	DC_11A_n79A7
	DC_11A_n79A
	No
	

	DC_12A_n2A
	DC_12A_n2A
	No
	

	DC_12A_n5A
	DC_12A_n5A
	No
	

	DC_12A_n7A
DC_12A_n7(2A)
	DC_12A_n7A
	No
	

	DC_12A_n25A
	DC_12A_n25A
	No
	

	DC_12A_n38A
	DC_12A_n38A
	No
	

	DC_12A_n41A
	DC_12A_n41A
	No
	

	DC_12A_n66A
	DC_12A_n66A
	No
	

	DC_12A_n78A
DC_12A_n78(2A)
	DC_12A_n78A
	DC_12_n78
	

	DC_13A_n2A
	DC_13A_n2A
	No
	

	DC_13A_n5A
	DC_13A_n5A
	DC_13_n5
	

	DC_13A_n7A
DC_13A_n7(2A)
	DC_13A_n7A
	No
	

	DC_13A_n48A
DC_13A_n48B
	DC_13A_n48A
	No
	

	DC_13A_n66A
	DC_13A_n66A
	No
	

	DC_13A_n71A
	DC_13A_n71A
	No
	

	DC_13A_n78A
DC_13A_n78(2A)
	DC_13A_n78A
	No
	

	DC_14A_n2A
	DC_14A_n2A
	No
	

	DC_14A_n66A
	DC_14A_n66A
	No
	

	DC_18A_n3A
	DC_18A_n3A
	No
	

	DC_18A_n77A7
	DC_18A_n77A
	No
	No

	DC_18A_n78A7
	DC_18A_n78A
	No
	No

	DC_20A_n91A
	DC_20A_n91A_ULSUP-TDM
	N/A
	

	DC_20A_n92A
	DC_20A_n92A_ULSUP-TDM
	N/A
	

	DC_18A_n79A7
	DC_18A_n79A
	No
	

	DC_19A_n77A7
DC_19A_n77C7
	DC_19A_n77A
	No
	

	DC_19A_n78A7
DC_19A_n78C7
	DC_19A_n78A
	No
	No

	DC_19A_n79A7
DC_19A_n79C7
	DC_19A_n79A
	No
	No

	DC_20A_n1A
	DC_20A_n1A
	No
	

	DC_20A_n3A
	DC_20A_n3A
	No
	

	DC_20A_n7A
	DC_20A_n7A
	DC_20_n7
	

	DC_20A_n8A
	DC_20A_n8A
	DC_20_n8
	

	DC_20A_n28A8, 11,13
	DC_20A_n28A
	No
	

	DC_20A_n38A
	DC_20A_n38A
	No
	

	DC_20A_n41A
	DC_20A_n41A
	DC_20_n41
	

	DC_20A_n50A
	DC_20A_n50A
	No
	

	DC_20A_n51A
	DC_20A_n51A
	No
	

	DC_20A_n77A7
	DC_20A_n77A
	No
	

	DC_20A_n78A7
	DC_20A_n78A
	No
	

	DC_20A_n78(2A)7
	DC_20A_n78A
	No
	

	DC_21A_n77A7
DC_21A_n77C7
	DC_21A_n77A
	No
	

	DC_21A_n78A7
DC_21A_n78C7
	DC_21A_n78A
	No
	No

	DC_21A_n79A7
DC_21A_n79C7
	DC_21A_n79A
	No
	No

	DC_25A_n41A
	DC_25A_n41A
	No
	

	DC_25A-25A_n41A
	DC_25A_n41A
	No
	

	DC_26A_n25A
	DC_26A_n25A
	No
	

	DC_26A_n41A
	DC_26A_n41A
	No
	

	DC_26A_n77A7
	DC_26A_n77A
	No
	

	DC_26A_n78A7
	DC_26A_n78A
	No
	

	DC_26A_n79A7
	DC_26A_n79A
	No
	

	DC_28A_n3A
	DC_28A_n3A
	No
	

	DC_28A_n5A8
	DC_28A_n5A
	No
	

	DC_28A_n7A
DC_28A_n7B
	DC_28A_n7A
DC_28A_n7B
	No
	

	DC_28A_n51A
	DC_28A_n51A
	No
	

	DC_28A_n8A
	DC_28A_n8A
	No
	

	DC_28A_n40A
	DC_28A_n40A
	No
	

	DC_28A_n41A
	DC_28A_n41A
	No
	

	DC_28A_n50A
	DC_28A_n50A
	No
	

	DC_28A_n77A7
DC_28A_n77C7
	DC_28A_n77A
	No
	No

	DC_28A_n77(2A)7
	DC_28A_n77A
	No
	No

	DC_28A_n78A7
DC_28A_n78C7
	DC_28A_n78A
	No
	No

	DC_28A_n78(2A)
	DC_28A_n78A
	No
	No

	DC_28A_n79A7
DC_28A_n79C7
	DC_28A_n79A
	No
	

	DC_30A_n2A
	DC_30A_n2A
	No
	

	DC_30A_n5A
	DC_30A_n5A
	No
	

	DC_30A_n66A
	DC_30A_n66A
	No
	

	DC_38A_n78A7
	DC_38A_n78A
	No
	

	DC_39A_n40A3
	DC_39A_n40A
	No
	

	DC_39A_n41A3
DC_39C_n41A3
	DC_39A_n41A
DC_39C_n41A
	No
	No

	DC_39A_n78A5,7
	DC_39A_n78A
	No
	

	DC_39A_n79A7
DC_39A_n79C7
	DC_39A_n79A
	No
	No

	DC_40A_n1A
	DC_40A_n1A
	No
	

	DC_40A_n41A3
DC_40C_n41A3
	DC_40A_n41A
	No
	

	DC_40A_n77A
	DC_40A_n77A
	No
	

	DC_40A_n78A
DC_40C_n78A
	DC_40A_n78A
DC_40C_n78A
	No
	

	DC_40A_n79A7,12
DC_40C_n79A7,12
	DC_40A_n79A
	No
	No

	DC_41A_n3A
DC_41C_n3A
	DC_41A_n3A
DC_41C_n3A
	No
	

	DC_41A_n28A
DC_41C_n28A
	DC_41A_n28A
DC_41C_n28A
	No
	

	DC_41A_n77A
DC_41C_n77A
	DC_41A_n77A
DC_41C_n77A
	No
	

	DC_41A_n77(2A)
DC_41C_n77(2A)
	DC_41A_n77A
DC_41C_n77A
	No
	

	DC_41A_n78A
DC_41C_n78A
DC_41D_n78A
	DC_41A_n78A
DC_41C_n78A
	No
	

	DC_41A_n78(2A)
DC_41C_n78(2A)
	DC_41A_n78A
DC_41C_n78A
	No
	

	DC_41A_n79A6,7
DC_41A_n79C6,7
DC_41C_n79A6,7
	DC_41A_n79A
DC_41C_n79A
	No
	No

	DC_42A_n28A
DC_42C_n28A
	DC_42A_n28A
DC_42C_n28A
	No
	

	DC_42A_n51A
	DC_42A_n51A
	No
	

	DC_42A_n77A3,4,9,11
DC_42A_n77C3,4,9,11
DC_42C_n77A3,4,9,11
DC_42C_n77C3,4,9,11
DC_42D_n77A3,4,9,11
DC_42D_n77C
DC_42E_n77A3,4,9,11
DC_42E_n77C
	N/A
	N/A
	

	DC_42A_n77(2A)3,4,9,11
DC_42C_n77(2A)3,4,9,11
	N/A
	N/A
	

	DC_42A_n78A3,4,9,11
DC_42A_n78C3,4,9,11
DC_42C_n78A3,4,9,11
DC_42C_n78C3,4,9,11
DC_42D_n78A3,4,9,11
DC_42D_n78C
DC_42E_n78A3,4,9,11
DC_42E_n78C
	N/A
	N/A
	

	DC_42A_n79A9,15
DC_42A_n79C9,15
DC_42C_n79A9,15
DC_42C_n79C9,15
DC_42D_n79A9,15
DC_42D_n79C9,15
DC_42E_n79A9,15
DC_42E_n79C9,15
	N/A
	N/A
	

	DC_46A_n78A2
DC_46C_n78A2
DC_46D_n78A2
DC_46E_n78A2
	N/A
	N/A
	

	DC_48A_n5A
	DC_48A_n5A
	No
	

	DC_48A_n12A
	DC_48A_n12A
	No
	

	DC_48A_n46A
DC_48B_n46A
DC_48C_n46A
DC_48D_n46A
DC_48E_n46A
DC_48A_n46B
DC_48B_n46B
DC_48C_n46B
DC_48D_n46B
DC_48E_n46B
DC_48A_n46C
DC_48B_n46C
DC_48C_n46C
DC_48D_n46C
DC_48E_n46C
DC_48A_n46D
DC_48B_n46D
DC_48C_n46D
DC_48D_n46D
DC_48E_n46D
DC_48A_n46E
DC_48B_n46E
DC_48C_n46E
DC_48D_n46E
DC_48E_n46E
	DC_48A_n46A
DC_48B_n46A
	No
	

	DC_48A_n66A
	DC_48A_n66A
	No
	

	DC_48A_n71A
DC_48B_n71A
DC_48C_n71A
DC_48D_n71A
	DC_48A_n71A
	No
	

	DC_48A-48A_n71A
DC_48A-48A-48A_n71A
	DC_48A_n71A
	No
	

	DC_66A_n2A
	DC_66A_n2A
	DC_66_n2
	

	DC_66A-66A_n2A
	DC_66A_n2A
	DC_66_n2
	

	DC_66A_n5A
DC_66B_n5A
DC_66C_n5A
	DC_66A_n5A
	DC_66_n5
	

	DC_66A-66A_n5A
DC_66A-66A-66A_n5A
	DC_66A_n5A
	DC_66_n5
	

	DC_66A_n7A
DC_66A-66A_n7A
DC_66A_n7(2A)
DC_66A-66A_n7(2A)
	DC_66A_n7A
	No
	

	DC_66A_n12A
	DC_66A_n12A
	No
	

	DC_66A_n25A
	DC_66A_n25A
	DC_66_n25
	

	DC_66A_n38A
	DC_66A_n38A
	No
	

	DC_66A-66A_n38A
	DC_66A_n38A
	No
	

	DC_66A_n41A
DC_66A_n41C
	DC_66A_n41A
	No
	

	DC_66A_n41(2A)
	DC_66A_n41A
	No
	

	DC_66A_n46A
	DC_66A_n46A
	No
	

	DC_66A_n48A
DC_66A_n48B
	DC_66A_n48A
	No
	

	DC_66A-66A_n48A
DC_66A-66A_n48B
	DC_66A_n48A
	No
	

	DC_66A_n71A
DC_66C_n71A
DC_66A_n71B
	DC_66A_n71A
	No
	

	DC_66A-66A_n71A
	DC_66A_n71A
	No
	

	DC_66A_n78A
	DC_66A_n78A
	No
	

	DC_66A_n78(2A)
	DC_66A_n78A
	No
	

	DC_66A-66A_n78A
	DC_66A_n78A
	No
	

	DC_66A-66A_n78(2A)
	DC_66A_n78A
	No
	

	DC_71A_n5A
	DC_71A_n5A
	No
	

	DC_71A_n38A
	DC_71A_n38A
	No
	

	DC_71A_n48A
	DC_71A_n48A
	No
	

	DC_71A_n66A
	DC_71A_n66A
	No
	

	DC_71A_n78A
	DC_71A_n78A
	No
	

	NOTE 1:	Uplink EN-DC configurations are the configurations supported by the present release of specifications.
NOTE 2:	Restricted to E-UTRA operation when inter-band carrier aggregation is configured. The downlink operating band for Band 46 is paired with the uplink operating band (external E-UTRA band) of the carrier aggregation configuration that is supporting the configured Pcell.
NOTE 3: 	The minimum requirements apply only when there is non-simultaneous Tx/Rx operation between E-UTRA and NR carriers. This restriction applies also for these carriers when applicable EN-DC configuration is part of a higher order EN-DC configuration.
NOTE 4: 	For UEs not indicating interBandMRDC-WithOverlapDL-Bands-r16, tThe minimum requirements for intra-band contiguous or non-contiguous EN-DC apply. For these UEs, tThe said intra-band requirements also apply for these carriers when applicable EN-DC configuration is a subset of a higher order EN-DC configuration.
NOTE 5:	The frequency range above 3600 MHz for Band n78 is not used in this combination.
NOTE 6:	The frequency range below 2506 MHz for Band 41 is not used in this combination.
NOTE 7:	Applicable for UE supporting inter-band EN-DC with mandatory simultaneous Rx/Tx capability.
NOTE 8:	The frequency range in band n28 is restricted for this band combination to 703 - 733 MHz for the UL and 758-788 MHz for the DL.
NOTE 9:	The combination is not used alone as fall back mode of other band combinations in which UL in Band 42 is not used.
NOTE 10:	Void.
NOTE 11:	For UEs not indicating interBandMRDC-WithOverlapDL-Bands-r16, tThe minimum requirements for inter-band EN-DC apply when the maximum power spectral density imbalance between downlink carriers is within 6 dB. For these UEs, tThe power spectral density imbalance condition also applies for these carriers when applicable EN-DC configuration is a subset of a higher order EN-DC configuration.
NOTE 12:	Applicable for frequency range above 4800 MHz for Band n79 in this combination.
NOTE 13:	For UEs not indicating interBandMRDC-WithOverlapDL-Bands-r16, tThe minimum requirements apply for synchronized DL carriers with a maximum receive time difference ≤ 3 usec. The requirements also apply for these carriers when applicable EN-DC configuration is a subset of a higher order EN-DC configuration.
NOTE 14:	Applicable when dynamic switching between two uplink carriers is conducted. The DL interruption requirements for NR DL carrier(s) and E-UTRA DL carrier(s) are specified in clause 8.2.1.2.14 of 38.133 [15] and clause 7.32.2.12 of 36.133 [16] respectively.
NOTE 15:	Simultaneous Rx/Tx capability does not apply for UEs supporting band 42 with a n77 implementation only. Same restrictions are applied to related higher order configurations.
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Table 5.5B.4.2-1: Inter-band EN-DC configurations within FR1 (three bands)
	EN-DC
configuration
	Uplink EN-DC
configuration
(NOTE 1)

	DC_1A-3A_n5A
DC_1A-3C_n5A
	DC_1A_n5A
DC_3A_n5A
DC_3C_n5A

	DC_1A-3A_n7A
DC_1A-3A_n7B
DC_1A-3C_n7A
DC_1A-3C_n7B
	DC_1A_n7A
DC_3A_n7A
DC_3C_n7A

	DC_1A-1A-3A_n7A
DC_1A-1A-3A_n7B
DC_1A-1A-3C_n7A
DC_1A-1A-3C_n7B
DC_1A-3A-3A_n7A
DC_1A-3A-3A_n7B
DC_1A-1A-3A-3A_n7A
	DC_1A_n7A
DC_3A_n7A
DC_3C_n7A

	DC_1A-3A_n8A
	DC_1A_n8A
DC_3A_n8A

	DC_1A-3A_n28A
DC_1A-3C_n28A
	DC_1A_n28A
DC_3A_n28A
DC_3C_n28A

	DC_1A_n3A-n28A
	DC_1A_n3A
DC_1A_n28A

	DC_1A-3A_n38A
	DC_1A_n38A
DC_3A_n38A

	DC_1A-3A_n40A
	DC_1A_n40A
DC_3A_n40A

	DC_1A-3A_n41A
DC_1A-3C_n41A
	DC_1A_n41A
DC_3A_n41A
DC_3C_n41A

	DC_1A-3A_n71A
DC_1A-3A_n71B
	DC_1A_n71A
DC_3A_n71A

	DC_1A-3A_n77A5
DC_1A-3A_n77C5
	DC_1A_n77A
DC_3A_n77A

	DC_1A-3A_n77(2A)
	DC_1A_n77A
DC_3A_n77A

	DC_1A-3A_n78A5
DC_1A-3A_n78C5
DC_1A-3C_n78A5
	DC_1A_n78A
DC_3A_n78A

	DC_1A-3A_n78(2A)5
DC_1A-3C_n78(2A)5
	DC_1A_n78A
DC_3A_n78A
DC_3C_n78A

	DC_1A_n3A-n78A
	DC_1A_n3A
DC_1A_n78A

	DC_1A-3A_n79A5
DC_1A-3A_n79C5
	DC_1A_n79A
DC_3A_n79A

	DC_1A-5A_n78A5
	DC_1A_n78A
DC_5A_n78A

	DC_1A-5A_n79A
	DC_1A_n79A
DC_5A_n79A

	DC_1A_n5A-n78A
	DC_1A_n5A
DC_1A_n78A

	DC_1A-7A_n3A
DC_1A-7C_n3A
	DC_1A_n3A
DC_7A_n3A
DC_7C_n3A

	DC_1A-7A_n5A
DC_1A-7C_n5A
	DC_1A_n5A
DC_7A_n5A
DC_7C_n5A

	DC_1A-7A_n7A
	DC_1A_n7A
DC_7A_n7A2

	DC_1A-1A-7A_n7A
	DC_1A_n7A
DC_7A_n7A2

	DC_1A-7A_n8A
	DC_1A_n8A
DC_7A_n8A

	DC_1A-7A_n28A5
DC_1A-7C_n28A
	DC_1A_n28A
DC_7A_n28A
DC_7C_n28A

	DC_1A-7A_n40A
	DC_1A_n40A
DC_7A_n40A

	DC_1A-7A_n78A5
DC_1A-7C_n78A
	DC_1A_n78A
DC_7A_n78A
DC_7C_n78A

	DC_1A-7A_n78(2A)5
DC_1A-7C_n78(2A)5
	DC_1A_n78A
DC_7A_n78A
DC_7C_n78A

	DC_1A-7A-7A_n78A5
	DC_1A_n78A
DC_7A_n78A

	DC_1A_n7A-n78A
DC_1A_n7B-n78A
	DC_1A_n7A
DC_1A_n78A

	[bookmark: OLE_LINK9]DC_1A-8A_n3A
	DC_1A_n3A
DC_8A_n3A

	DC_1A-8A_n28A
	DC_1A_n28A
DC_8A_n28A

	DC_1A_n8A-n40A
	DC_1A_n8A
DC_1A_n40A

	DC_1A-8A_n77A
	DC_1A_n77A
DC_8A_n77A

	DC_1A-8A_n77(2A)
	DC_1A_n77A
DC_8A_n77A

	DC_1A-8A_n78A5
	DC_1A_n78A
DC_8A_n78A

	DC_1A_n8A-n78A
	DC_1A_n8A
DC_1A_n78A

	DC_1A-8A_n79A
	DC_1A_n79A
DC_8A_n79A

	DC_1A-11A_n3A
	DC_1A_n3A
DC_11A_n3A

	DC_1A-11A_n77A
	DC_1A_n77A
DC_11A_n77A

	DC_1A-11A_n77(2A)
	DC_1A_n77A
DC_11A_n77A

	DC_1A-11A_n78A
	DC_1A_n78A
DC_11A_n78A

	DC_1A-18A_n3A
	DC_1A_n3A
DC_18A_n3A

	DC_1A-18A_n77A5
	DC_1A_n77A
DC_18A_n77A

	DC_1A-18A_n78A5
	DC_1A_n78A
DC_18A_n78A

	DC_1A-18A_n79A
	DC_1A_n79A
DC_18A_n79A

	DC_1A-19A_n77A5
DC_1A-19A_n77C5
	DC_1A_n77A
DC_19A_n77A

	DC_1A-19A_n78A5
DC_1A-19A_n78C5
	DC_1A_n78A
DC_19A_n78A

	DC_1A-19A_n79A5
DC_1A-19A_n79C5
	DC_1A_n79A
DC_19A_n79A

	DC_1A-20A_n3A
DC_1C-20A_n3A
	DC_1A_n3A
DC_20A_n3A

	DC_1A-20A_n8A
	DC_1A_n8A
DC_20A_n8A

	DC_1A-20A_n28A6,11,12
	DC_1A_n28A
DC_20A_n28A

	DC_1A-20A_n38A
	[bookmark: OLE_LINK40][bookmark: OLE_LINK41]DC_1A_n38A
DC_20A_n38A

	DC_1A-20A_n41A
	DC_1A_n41A
DC_20A_n41A

	DC_1A-20A_n78A5
	DC_1A_n78A
DC_20A_n78A

	DC_1A-21A_n77A5
DC_1A-21A_n77C5
	DC_1A_n77A
DC_21A_n77A

	DC_1A-21A_n78A5
DC_1A-21A_n78C5
	DC_1A_n78A
DC_21A_n78A

	DC_1A-21A_n79A5
DC_1A-21A_n79C5
	DC_1A_n79A
DC_21A_n79A

	DC_1A-28A_n3A
	DC_1A_n3A
DC_28A_n3A

	DC_1A-28A_n5A6
	DC_1A_n5A
DC_28A_n5A

	DC_1A-28A_n7A
DC_1A-28A_n7B
	DC_1A_n7A
DC_28A_n7A
DC_1A_n7B
DC_28A_n7B

	DC_1A-1A-28A_n7A
DC_1A-1A-28A_n7B
	DC_1A_n7A
DC_28A_n7A
DC_1A_n7B
DC_28A_n7B

	DC_1A_n28A-n40A
	DC_1A_n28A
DC_1A_n40A

	DC_1A-28A_n40A
	DC_1A_n40A
DC_28A_n40A

	DC_1A-28A_n77A5
DC_1A-28A_n77C5
	DC_1A_n77A
DC_28A_n77A

	DC_1A-28A_n78A5
DC_1A-28A_n78C5
	DC_1A_n78A
DC_28A_n78A

	DC_1A_n28A-n77A5
DC_1A_n28A-n77(2A)5
	DC_1A_n28A
DC_1A_n77A

	DC_1A_n28A-n78A5
	DC_1A_n28A
DC_1A_n78A

	DC_1A-28A_n79A
DC_1A-28A_n79C
	DC_1A_n79A
DC_28A_n79A

	DC_1A-32A_n78A
DC_1A-32A_n78(2A)
	DC_1A_n78A

	DC_1A-(n)38AA
	DC_1A_n38A

	DC_1A_n40A-n78A
DC_1A_n40A-n78(2A)
	DC_1A_n40A
DC_1A_n78A

	DC_1A-41A_n3A
DC_1A-41C_n3A
	DC_41A_n3A
DC_41C_n3A

	DC_1A-41A_n28A
DC_1A-41C_n28A
	DC_1A_n28A
DC_41A_n28A
DC_41C_n28A

	DC_1A-(n)41AA
DC_1A-(n)41CA
DC_1A-(n)41DA
	DC_1A_n41A

	DC_1A-41A_n41A
DC_1A-41C_n41A
	DC_1A_n41A

	DC_1A-41A_n77A
DC_1A-41C_n77A
	DC_1A_n77A
DC_41A_n77A

	DC_1A-41A_n77(2A)
DC_1A-41C_n77(2A)
	DC_1A_n77A
DC_41A_n77A
DC_41C_n77A

	DC_1A-41A_n78A
DC_1A-41C_n78A
	DC_1A_n78A
DC_41A_n78A

	DC_1A_n41A-n78A
	DC_1A_n41A
DC_1A_n78A

	DC_1A-41A_n78(2A)
DC_1A-41C_n78(2A)
	DC_1A_n78A
DC_41A_n78A
DC_41C_n78A

	DC_1A-41A_n79A
DC_1A-41C_n79A
	DC_1A_n79A

	DC_1A-42A_n28A
	DC_1A_n28A
DC_42A_n28A

	DC_1A-42C_n28A
	DC_1A_n28A
DC_42A_n28A
DC_42C_n28A

	DC_1A-42A_n77A10,11
DC_1A-42A_n77C10,11
DC_1A-42C_n77A10,11
DC_1A-42C_n77C10,11
DC_1A-42D_n77A10,11
DC_1A-42D_n77C10,11
DC_1A-42E_n77A10,11
DC_1A-42E_n77C10,11
	DC_1A_n77A

	DC_1A-42A_n77(2A) 10,11
DC_1A-42C_n77(2A) 10,11
	DC_1A_n77A

	DC_1A-42A_n78A10,11
DC_1A-42A_n78C10,11
DC_1A-42C_n78A10,11
DC_1A-42C_n78C10,11
DC_1A-42D_n78A10,11
DC_1A-42D_n78C10,11
DC_1A-42E_n78A10,11
DC_1A-42E_n78C10,11
	DC_1A_n78A

	DC_1A-42A_n79A
DC_1A-42A_n79C
DC_1A-42C_n79A
DC_1A-42C_n79C
DC_1A-42D_n79A
DC_1A-42D_n79C
DC_1A-42E_n79A
DC_1A-42E_n79C
	DC_1A_n79A

	DC_1A_n75A-n78A
DC_1A_n75A-n78(2A)
	DC_1A_n78A

	DC_1A_n77A-n79A
	DC_1A_n77A
DC_1A_n79A

	DC_1A_SUL_n77A-n80A
	DC_1A_n77A
DC_1A_n80A

	DC_1A_SUL_n77A-n84A
	DC_1A_n77A
DC_1A_n84A_ULSUP-TDM_n77A

	DC_1A_n78A-n79A
	DC_1A_n78A
DC_1A_n79A

	DC_1A_SUL_n78A-n80A
	DC_1A_n78A
DC_1A_n80A

	DC_1A_SUL_n78A-n84A5
	DC_1A_n78A,
DC_1A_n84A_ULSUP-TDM_n78A

	DC_1A_SUL_n79A-n84A
	DC_1A_n79A,
DC_1A_n84A_ULSUP-TDM_n79A

	DC_2A-4A_n38A
	DC_2A_n38A
DC_4A_n38A

	DC_2A-4A_n41A
	DC_2A_n41A
DC_4A_n41A

	DC_2A-5A_n2A
	DC_5A_n2A

	DC_2A-5B_n2A
	DC_5A_n2A

	DC_2A-5A-5A_n2A
	DC_5A_n2A

	DC_2A-5A_n5A
	DC_2A_n5A

	DC_2A-2A-5A_n5A
	DC_2A_n5A

	DC_2A-5A_n66A
DC_2A-5B_n66A
	DC_2A_n66A
DC_5A_n66A

	DC_2A-5A-5A_n66A
	DC_2A_n66A
DC_5A_n66A

	DC_2A-5A_n71A
	DC_2A_n71A
DC_5A_n71A

	DC_2A-7A_n38A
	2A8

	DC_2A-2A-7A_n38A
	2A8

	DC_2A-7A_n66A
DC_2A-7C_n66A
	DC_2A_n66A
DC_7A_n66A

	DC_2A-7A-7A_n66A
DC_2A-2A-7A_n66A
	DC_2A_n66A
DC_7A_n66A

	DC_2A-7A_n71A
	DC_2A_n71A
DC_7A_n71A

	DC_2A-2A-7A_n71A
	DC_2A_n71A
DC_7A_n71A

	DC_2A-7A_n78A
DC_2A-7C_n78A
DC_2A-7A_n78(2A)
DC_2A-7C_n78(2A)
	DC_2A_n78A
DC_7A_n78A
DC_7C_n78A

	DC_2A_n7A-n78A
	DC_2A_n7A
DC_2A_n78A

	DC_2A_n7(2A)-n78A
	DC_2A_n7A
DC_2A_n78A

	DC_2A_n7A-n78(2A)
	DC_2A_n7A
DC_2A_n78A

	DC_2A_n7(2A)-n78(2A)
	DC_2A_n7A
DC_2A_n78A

	DC_2A-7A-7A_n78A
DC_2A-7A-7A_n78(2A)
	DC_2A_n78A
DC_7A_n78A

	DC_2A-12A_n2A
	DC_12A_n2A

	DC_2A_(n)12AA
	DC_2A_n12A
DC_(n)12AA2

	DC_2A-12A_n66A
	DC_2A_n66A
DC_12A_n66A

	DC_2A-2A-12A_n66A
	DC_2A_n66A
DC_12A_n66A

	DC_2A-13A_n2A
	DC_13A_n2A

	DC_2A-13A_n5A
	DC_2A_n5A

	DC_2A-2A-13A_n5A
	DC_2A_n5A

	DC_2A-13A_n66A
	DC_2A_n66A
DC_13A_n66A

	DC_2A-2A-13A_n66A
	DC_2A_n66A
DC_13A_n66A

	DC_2A-14A_n2A
	DC_2A_n2A2
DC_14A_n2A

	DC_2A-14A_n66A
	DC_2A_n66A
DC_14A_n66A

	DC_2A-2A-14A_n66A
	DC_2A_n66A
DC_14A_n66A

	DC_2A-29A_n66A
	DC_2A_n66A

	DC_2A-2A-29A_n66A
	DC_2A_n66A

	DC_2A-30A_n5A
	DC_2A_n5A
DC_30A_n5A

	DC_2A-2A-30A_n5A
	DC_2A_n5A
DC_30A_n5A

	DC_2A-30A_n66A
	DC_2A_n66A
DC_30A_n66A

	DC_2A-2A-30A_n66A
	DC_2A_n66A
DC_30A_n66A

	DC_2A_n38A-n78A
	DC_2A_n38A
DC_2A_n78A

	DC_2A_n41A-n66A
DC_2A_n41C-n66A
	DC_2A_n41A
DC_2A_n66A

	DC_2A_n41(2A)-n66A
	DC_2A_n41A
DC_2A_n66A

	DC_2A_n41A-n71A
DC_2A_n41C-n71A
	DC_2A_n41A
DC_2A_n71A

	DC_2A_n41(2A)-n71A
	DC_2A_n41A
DC_2A_n71A

	DC_2A-46A_n41A
DC_2A-46C_n41A
DC_2A-46D_n41A
	DC_2A_n41A
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	NOTE 1:	Uplink EN-DC configurations are the configurations supported by the present release of specifications.
NOTE 2:	Only single switched UL is supported
NOTE 3:	Restricted to E-UTRA operation when inter-band carrier aggregation is configured. The downlink operating band for Band 46 is paired with the uplink operating band (external E-UTRA band) of the carrier aggregation configuration that is supporting the configured Pcell.
NOTE 4:	If a UE is configured with both NR UL and NR SUL carriers in a cell, the switching time between NR UL carrier and NR SUL carrier can be up to 140us and placed in SUL resources.
NOTE 5:	Applicable for UE supporting inter-band EN-DC with mandatory simultaneous Rx/Tx capability
NOTE 6:	The frequency range in band n28 is restricted for this band combination to 703-733 MHz for the UL and 758 – 788 MHz for the DL.
NOTE 7:	Void.
NOTE 8:	UL carrier shall be supported in Band 2 only. Power imbalance between downlink carriers on Band 7 and Band 38 is assumed to be within 6dB.
NOTE 9:	UL carrier shall be supported in Band 66 only. Power imbalance between downlink carriers on Band 7 and Band 38 is assumed to be within 6dB.
NOTE 10: 	For UEs not indicating interBandMRDC-WithOverlapDL-Bands-r16, the minimum requirements for intra-band contiguous or non-contiguous EN-DC apply for the Band 42 and Band n77/n78 combination.
NOTE 11:	For UEs not indicating interBandMRDC-WithOverlapDL-Bands-r16, the minimum requirements for inter-band EN-DC apply when the maximum power spectral density imbalance between downlink carriers contained in overlapping or partially overlapping DL bands is within 6 dB.
NOTE 12:	For UEs not indicating interBandMRDC-WithOverlapDL-Bands-r16, the minimum requirements apply for synchronized DL carriers with a maximum receive time difference ≤ 3 usec between overlapping or partially overlapping DL bands contained in different cell groups.
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Table 5.5B.4.3-1: Inter-band EN-DC configurations within FR1 (four bands)
	EN-DC
configuration
	Uplink EN-DC
configuration
(NOTE 1)

	DC_1A-3A-5A_n78A2
	DC_1A_n78A
DC_3A_n78A
DC_5A_n78A

	DC_1A-3A_n5A-n78A
DC_1A-3C_n5A-n78A
	DC_1A_n5A
DC_1A_n78A
DC_3A_n5A
DC_3A_n78A
DC_3C_n5A
DC_3C_n78A

	DC_1A-3A-5A_n79A
	DC_1A_n79A
DC_3A_n79A
DC_5A_n79A

	DC_1A-3A-7A_n5A
DC_1A-3A-7C_n5A
DC_1A-3C-7A_n5A
DC_1A-3C-7C_n5A
	DC_1A_n5A
DC_3A_n5A
DC_3C_n5A
DC_7A_n5A
DC_7C_n5A

	DC_1A-3A-7A_n7A
DC_1A-3C-7A_n7A
	DC_1A_n7A
DC_3A_n7A
DC_7A_n7A4

	DC_1A-1A-3A-7A_n7A
DC_1A-1A-3C-7A_n7A
DC_1A-3A-3A-7A_n7A
	DC_1A_n7A
DC_3A_n7A
DC_3C_n7A
DC_7A_n7A4

	DC_1A-3A-7A_n8A
	DC_1A_n8A
DC_3A_n8A
DC_7A_n8A

	DC_1A-3A-7A_n28A
DC_1A-3A-7C_n28A
DC_1A-3C-7A_n28A
DC_1A-3C-7C_n28A
	DC_1A_n28A
DC_3A_n28A
DC_3C_n28A
DC_7A_n28A
DC_7C_n28A

	DC_1A-3A-7A_n40A
	DC_1A_n40A
DC_3A_n40A
DC_7A_n40A

	DC_1A-3A-7A_n78A2
DC_1A-3A-7C_n78A
DC_1A-3C-7A_n78A2
DC_1A-3C-7C_n78A
	DC_1A_n78A
DC_3A_n78A
DC_3C_n78A
DC_7A_n78A
DC_7C_n78A

	DC_1A-3A-7A_n78(2A)
DC_1A-3C-7A_n78(2A)
DC_1A-3A-7C_n78(2A)
DC_1A-3C-7C_n78(2A)
	DC_1A_n78A
DC_3A_n78A
DC_3C_n78A
DC_7A_n78A
DC_7C_n78A

	DC_1A-3A_n7A-n78A
DC_1A-3A_n7B-n78A
	DC_1A_n7A
DC_1A_n78A
DC_3A_n7A
DC_3A_n78A

	DC_1A-3A_n7A-n78(2A)
DC_1A-3C_n7A-n78(2A)
	DC_1A_n7A
DC_1A_n78A
DC_3A_n7A
DC_3A_n78A

	DC_1A-3C_n7A-n78A
	DC_1A_n7A
DC_1A_n78A
DC_3A_n7A
DC_3A_n78A
DC_3C_n7A

	DC_1A-3A-7A-7A_n78A2
	DC_1A_n78A
DC_3A_n78A
DC_7A_n78A

	DC_1A-3A-8A_n28A
	DC_1A_n28A
DC_3A_n28A
DC_8A_n28A

	DC_1A-3A-8A_n77A
	DC_1A_n77A
DC_3A_n77A
DC_8A_n77A

	DC_1A-3A-8A_n77(2A)
	DC_1A_n77A
DC_3A_n77A
DC_8A_n77A

	DC_1A-3A-8A_n78A2
DC_1A-3C-8A_n78A
	DC_1A_n78A
DC_3A_n78A
DC_8A_n78A

	DC_1A-3A-8A_n79A
	DC_1A_n79A
DC_3A_n79A
DC_8A_n79A

	DC_1A-3A-18A_n77A
	DC_1A_n77A
DC_3A_n77A
DC_18A_n77A

	DC_1A-3A-18A_n78A
	DC_1A_n78A
DC_3A_n78A
DC_18A_n78A

	DC_1A-3A-18A_n79A
	DC_1A_n79A
DC_3A_n79A
DC_18A_n79A

	DC_1A-3A-19A_n77A2
DC_1A-3A-19A_n77C2
	DC_1A_n77A
DC_3A_n77A
DC_19A_n77A

	DC_1A-3A-19A_n78A2
DC_1A-3A-19A_n78C2
	DC_1A_n78A
DC_3A_n78A
DC_19A_n78A

	DC_1A-3A-19A_n79A2
DC_1A-3A-19A_n79C2
	DC_1A_n79A
DC_3A_n79A
DC_19A_n79A

	DC_1A-3A-20A_n8A
	DC_1A_n8A
DC_3A_n8A
DC_20A_n8A

	DC_1A-3A-20A_n28A3
	DC_1A_n28A
DC_3A_n28A
DC_20A_n28A

	DC_1A-3A-20A_n38A
	DC_3A_n38A
DC_20A_n38A

	DC_1A-3A-20A_n41A
DC_1A-3C-20A_n41A
	DC_1A_n41A
DC_3A_n41A
DC_3C_n41A
DC_20A_n41A

	DC_1A-3A-20A_n78A2
	DC_1A_n78A
DC_3A_n78A
DC_20A_n78A

	DC_1A-3A-21A_n77A2
DC_1A-3A-21A_n77C2
	DC_1A_n77A
DC_3A_n77A
DC_21A_n77A

	DC_1A-3A-21A_n78A2
DC_1A-3A-21A_n78C2
	DC_1A_n78A
DC_3A_n78A
DC_21A_n78A

	DC_1A-3A-21A_n79A2
DC_1A-3A-21A_n79C2
	DC_1A_n79A
DC_3A_n79A
DC_21A_n79A

	DC_1A-3A-28A_n5A
DC_1A-3C-28A_n5A
	DC_1A_n5A
DC_3A_n5A
DC_3C_n5A
DC_28A_n5A

	DC_1A-3A-28A_n7A
DC_1A-3C-28A_n7A
DC_1A-3A-28A_n7B
DC_1A-3C-28A_n7B
	DC_1A_n7A
DC_3A_n7A
DC_3C_n7A
DC_28A_n7A

	DC_1A-3A-3A-28A_n7A
DC_1A-1A-3A-28A_n7A
DC_1A-1A-3C-28A_n7A
DC_1A-1A-3A-3A-28A_n7A
DC_1A-3A-3A-28A_n7B
DC_1A-1A-3A-28A_n7B
DC_1A-1A-3C-28A_n7B
DC_1A-1A-3A-3A-28A_n7B
	DC_1A_n7A
DC_3A_n7A
DC_3C_n7A
DC_28A_n7A

	DC_1A-3A-28A_n40A
	DC_1A_n40A
DC_3A_n40A
DC_28A_n40A

	DC_1A-3A-28A_n77A2
DC_1A-3A-28A_n77C
	DC_1A_n77A
DC_3A_n77A
DC_28A_n77A

	DC_1A-3A_n28A-n77A
	DC_1A_n28A
DC_1A_n77A
DC_3A_n28A
DC_3A_n77A

	DC_1A-3A_n28A-n77(2A)
	DC_1A_n28A
DC_1A_n77A
DC_3A_n28A
DC_3A_n77A

	DC_1A-3A-28A_n78A2
DC_1A-3C-28A_n78A
DC_1A-3A-28A_n78C
	DC_1A_n78A
DC_3A_n78A
DC_28A_n78A

	DC_1A-3A-28A_n79A2
DC_1A-3A-28A_n79C
	DC_1A_n79A
DC_3A_n79A
DC_28A_n79A

	DC_1A-3A_n28A-n78A2
DC_1A-3C_n28A-n78A
	DC_1A_n28A
DC_1A_n78A
DC_3A_n28A
DC_3A_n78A
DC_3C_n28A

	DC_1A-3A-32A_n78A
DC_1A-3A-32A_n78(2A)
	DC_1A_n78A
DC_3A_n78A

	DC_1A-3A_n38A-n78A
	DC_3A_n38A
DC_3A_n78A

	DC_1A-3A_n40A-n78A
	DC_1A_n40A
DC_1A_n78A
DC_3A_n40A
DC_3A_n78A

	DC_1A-3A-41A_n77A
DC_1A-3A-41C_n77A
	DC_1A_n77A
DC_3A_n77A
DC_41A_n77A

	DC_1A-3A-41A_n77(2A)
DC_1A-3A-41C_n77(2A)
	DC_1A_n77A
DC_3A_n77A
DC_41A_n77A
DC_41C_n77A

	DC_1A-3A-41A_n78A
DC_1A-3A-41C_n78A
	DC_1A_n78A
DC_3A_n78A
DC_41A_n78A

	DC_1A-3A_n41A-n78A
	DC_1A_n41A
DC_1A_n78A
DC_3A_n41A
DC_3A_n78A

	DC_1A-3A-41A_n78(2A)
DC_1A-3A-41C_n78(2A)
	DC_1A_n78A
DC_3A_n78A
DC_41A_n78A
DC_41C_n78A

	DC_1A-3A-41A_n79A
DC_1A-3A-41C_n79A
	DC_1A_n79A
DC_3A_n79A
DC_41A_n79A

	DC_1A-3A-42A_n77A6,7
DC_1A-3A-42A_n77C6,7
DC_1A-3A-42C_n77A6,7
DC_1A-3A-42C_n77C6,7
DC_1A-3A-42D_n77A6,7
	DC_1A_n77A
DC_3A_n77A

	DC_1A-3A-42A_n78A6,7
DC_1A-3A-42A_n78C6,7
DC_1A-3A-42C_n78A6,7
DC_1A-3A-42C_n78C6,7
DC_1A-3A-42D_n78A6,7
	DC_1A_n78A
DC_3A_n78A

	DC_1A-3A-42A_n79A
DC_1A-3A-42A_n79C
DC_1A-3A-42C_n79A
DC_1A-3A-42C_n79C
DC_1A-3A-42D_n79A
	DC_1A_n79A
DC_3A_n79A

	DC_1A-3A_n77A-n79A
	DC_1A_n77A
DC_1A_n79A
DC_3A_n77A
DC_3A_n79A

	DC_1A-3A_n78A-n79A
	DC_1A_n78A
DC_1A_n79A
DC_3A_n78A
DC_3A_n79A

	DC_1A-3A_SUL_n78A-n80A
	DC_1A_n78A
DC_1A_n80A
DC_3A_n78A
DC_3A_n80A_ULSUP-TDM_n78A

	DC_1A-5A-7A_n78A
	DC_1A_n78A
DC_5A_n78A
DC_7A_n78A

	DC_1A-5A-7A-7A_n78A
	DC_1A_n78A
DC_5A_n78A
DC_7A_n78A

	DC_1A-5A-41A_n79A
	DC_1A_n79A
DC_5A_n79A
DC_41A_n79A

	DC_1A-7A_n3A-n78A
	DC_1A_n3A
DC_1A_n78A
DC_7A_n3A
DC_7A_n78A

	DC_1A-7A_n5A-n78A
DC_1A-7C_n5A-n78A
	DC_1A_n5A
DC_1A_n78A
DC_7A_n5A
DC_7A_n78A
DC_7C_n5A
DC_7C_n78A

	DC_1A-7A-8A_n3A
	DC_1A_n3A
DC_7A_n3A
DC_8A_n3A

	DC_1A-7A_n7A-n78A
	DC_1A_n7A
DC_7A_n7A4
DC_1A_n78A
DC_7A_n78A

	DC_1A-7A-8A_n78A
	DC_1A_n78A
DC_7A_n78A
DC_8A_n78A

	DC_1A-7A-20A_n3A
DC_1A-7C-20A_n3A
	DC_1A_n3A
DC_7A_n3A
DC_7C_n3A
DC_20A_n3A

	DC_1A-7A-20A_n8A
	DC_1A_n8A
DC_7A_n8A
DC_20A_n8A

	DC_1A-7A-20A_n28A3,7,8
	DC_1A_n28A
DC_7A_n28A
DC_20A_n28A

	DC_1A-7A-20A_n78A2
	DC_1A_n78A
DC_7A_n78A
DC_20A_n78A

	DC_1A-7A-28A_n5A
DC_1A-7C-28A_n5A
	DC_1A_n5A
DC_7A_n5A
DC_7C_n5A
DC_28A_n5A

	DC_1A-7A-28A_n7A
	DC_1A_n7A
DC_7A_n7A4
DC_28A_n7A

	DC_1A-1A-7A-28A_n7A
	DC_1A_n7A
DC_7A_n7A4
DC_28A_n7A

	DC_1A-7A-28A_n40A
	DC_1A_n40A
DC_7A_n40A
DC_28A_n40A

	DC_1A-7A-28A_n78A
DC_1A-7C-28A_n78A
	DC_1A_n78A
DC_7A_n78A
DC_7C_n78A
DC_28A_n78A

	DC_1A-7A_n28A-n78A2
DC_1A-7C_n28A-n78A
	DC_1A_n28A
DC_1A_n78A
DC_7A_n28A
DC_7A_n78A
DC_7C_n28A
DC_7C_n78A

	DC_1A-8A_n3A-n28A
	DC_1A_n3A
DC_1A_n28A
DC_8A_n3A
DC_8A_n28A

	DC_1A-8A-11A_n77A
	DC_1A_n77A
DC_8A_n77A
DC_11A_n77A

	DC_1A-8A-11A_n77(2A)
	DC_1A_n77A
DC_8A_n77A
DC_11A_n77A

	DC_1A-8A-11A_n78A
	DC_1A_n78A
DC_8A_n78A
DC_11A_n78A

	DC_1A-8A-20A_n78A
	DC_1A_n78A
DC_8A_n78A
DC_20A_n78A

	DC_1A-8A_n28A-n77A
	DC_1A_n28A
DC_1A_n77A
DC_8A_n28A
DC_8A_n77A

	DC_1A-8A_n28A-n77(2A)
	DC_1A_n28A
DC_1A_n77A
DC_8A_n28A
DC_8A_n77A

	DC_1A-8A-42A_n77A
DC_1A-8A-42C_n77A
	DC_1A_n77A
DC_8A_n77A

	DC_1A-8A-42A_n77(2A)
DC_1A-8A-42C_n77(2A)
	DC_1A_n77A
DC_8A_n77A

	DC_1A-11A-18A_n77A
	DC_1A_n77A
DC_11A_n77A
DC_18A_n77A

	DC_1A-11A-18A_n78A
	DC_1A_n78A
DC_11A_n78A
DC_18A_n78A

	DC_1A-18A_n3A-n77A
	DC_18A_n3A
DC_18A_n77A

	DC_1A-18A_n3A-n78A
	DC_1A_n3A
DC_1A_n78A
DC_18A_n3A
DC_18A_n78A

	DC_1A-18A-28A_n77A
	DC_1A_n77A
DC_18A_n77A
DC_28A_n77A

	DC_1A-18A-28A_n78A
	DC_1A_n78A
DC_18A_n78A
DC_28A_n78A

	DC_1A-18A-28A_n79A2
	DC_1A_n79A
DC_18A_n79A
DC_28A_n79A

	DC_1A-18A-41A_n3A
DC_1A-18A-41C_n3A
	DC_1A_n3A
DC_18A_n3A
DC_41A_n3A
DC_41C_n3A

	DC_1A-18A-41A_n77A
DC_1A-18A-41C_n77A
	DC_1A_n77A
DC_18A_n77A
DC_41A_n77A
DC_41C_n77A

	DC_1A-18A-41A_n78A
DC_1A-18A-41C_n78A
	DC_1A_n78A
DC_18A_n78A
DC_41A_n78A
DC_41C_n78A

	DC_1A-18A-42A_n77A6,7
DC_1A-18A-42C_n77A6,7
	DC_1A_n77A
DC_18A_n77A

	DC_1A-18A-42A_n78A6,7
DC_1A-18A-42C_n78A6,7
	DC_1A_n78A
DC_18A_n78A

	DC_1A-18A-42A_n79A
DC_1A-18A-42C_n79A
	DC_1A_n79A
DC_18A_n79A

	DC_1A-19A-21A_n77A
DC_1A-19A-21A_n77C
	DC_1A_n77A
DC_19A_n77A
DC_21A_n77A

	DC_1A-19A-21A_n78A6,7
DC_1A-19A-21A_n78C6,7
	DC_1A_n78A
DC_19A_n78A
DC_21A_n78A

	DC_1A-19A-21A_n79A
DC_1A-19A-21A_n79C
	DC_1A_n79A
DC_19A_n79A
DC_21A_n79A

	DC_1A-19A-42A_n77A6,7
DC_1A-19A-42A_n77C6,7
DC_1A-19A-42C_n77A6,7
DC_1A-19A-42C_n77C6,7
	DC_1A_n77A
DC_19A_n77A

	DC_1A-19A-42A_n78A6,7
DC_1A-19A-42A_n78C6,7
DC_1A-19A-42C_n78A6,7
DC_1A-19A-42C_n78C6,7
	DC_1A_n78A
DC_19A_n78A

	DC_1A-19A-42A_n79A
DC_1A-19A-42A_n79C
DC_1A-19A-42C_n79A
DC_1A-19A-42C_n79C
	DC_1A_n79A
DC_19A_n79A

	DC_1A-19A_n77A-n79A
	DC_19A_n77A
DC_19A_n79A

	DC_1A-19A_n78A-n79A
	DC_19A_n78A
DC_19A_n79A

	DC_1A-20A_n3A-n38A
	DC_1A_n3A
DC_20A_n3A
DC_1A_n38A
DC_20A_n38A

	DC_1A-20A_n3A-n78A
	DC_1A_n3A
DC_20A_n3A
DC_1A_n78A
DC_20A_n78A

	DC_1A-20A_n28A-n78A2,3,7,8
	DC_1A_n28A
DC_1A_n78A
DC_20A_n28A
DC_20A_n78A

	DC_1A-20A_(n)38AA
	DC_1A_n38A
DC_20A_n38A

	DC_1A-20A-38A_n78A
	DC_1A_n78A

	DC_1A-20A_n41A-n78A
	DC_1A_n41A
DC_1A_n78A
DC_20A_n41A
DC_20A_n78A

	DC_1A-21A-28A_n77A2
	DC_1A_n77A
DC_21A_n77A
DC_28A_n77A

	DC_1A-21A-28A_n78A2
	DC_1A_n78A
DC_21A_n78A
DC_28A_n78A

	DC_1A-21A-28A_n79A2
	DC_1A_n79A
DC_21A_n79A
DC_28A_n79A

	DC_1A-21A-42A_n77A6,7
DC_1A-21A-42A_n77C6,7
DC_1A-21A-42C_n77A6,7
DC_1A-21A-42C_n77C6,7
DC_1A-21A-42D_n77A6,7
DC_1A-21A-42D_n77C6,7
	DC_1A_n77A
DC_21A_n77A

	DC_1A-21A-42A_n78A6,7
DC_1A-21A-42A_n78C6,7
DC_1A-21A-42C_n78A6,7
DC_1A-21A-42C_n78C6,7
DC_1A-21A-42D_n78A6,7
DC_1A-21A-42D_n78C6,7
	DC_1A_n78A
DC_21A_n78A

	DC_1A-21A-42A_n79A
DC_1A-21A-42A_n79C
DC_1A-21A-42C_n79A
DC_1A-21A-42C_n79C
DC_1A-21A-42D_n79A
DC_1A-21A-42D_n79C
	DC_1A_n79A
DC_21A_n79A

	DC_1A-21A_n77A-n79A
	DC_1A_n77A
DC_1A_n79A

	DC_1A-21A_n78A-n79A
	DC_1A_n78A
DC_1A_n79A

	DC_1A-28A_n3A-n77A
	DC_28A_n3A
DC_28A_n77A

	DC_1A-28A_n3A-n78A
	DC_1A_n3A
DC_1A_n78A
DC_28A_n3A
DC_28A_n78A

	DC_1A-28A_n5A-n78A
	DC_1A_n5A
DC_1A_n78A
DC_28A_n5A
DC_28A_n78A

	DC_1A-28A_n7A-n78A
	DC_1A-n7A
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	DC_3A-19A_n77A-n79A
	DC_19A_n77A
DC_19A_n79A

	DC_3A-19A_n78A-n79A
	DC_19A_n78A
DC_19A_n79A

	DC_3A-20A_n1A-n7A
	DC_3A_n1A
DC_3A_n7A
DC_20A_n1A
DC_20A_n7A

	DC_3C-20A_n1A-n7A
	DC_3A_n1A
DC_3C_n1A
DC_3A_n7A
DC_3C_n7A
DC_20A_n1A
DC_20A_n7A

	DC_3A-20A_n1A-n28A7,8
	DC_3A_n1A
DC_3A_n28A
DC_20A_n1A
DC_20A_n28A

	DC_3C-20A_n1A-n28A
	DC_3A_n1A
DC_3A_n28A
DC_20A_n1A
DC_3C_n1A
DC_3C_n28A
DC_20A_n28A

	DC_3A-20A_n7A-n28A
	[bookmark: OLE_LINK26][bookmark: OLE_LINK27]DC_3A_n7A
DC_3A_n28A
DC_20A_n7A
DC_20A_n28A

	DC_3C-20A_n7A-n28A
	DC_3A_n7A
DC_3A_n28A
DC_3C_n7A
DC_3C_n28A
DC_20A_n7A
DC_20A_n28A

	DC_3A-20A_n28A-n78A2,3,7,8
DC_3C-20A_n28A-n78A2,3,7,8
	DC_3A_n28A
DC_3A_n78A
DC_20A_n28A
DC_20A_n78A

	DC_3A-20A-38A_n78A
	DC_3A_n78A

	DC_3A-20A_n38A-n78A
	DC_3A_n78A
DC_20A_n78A
DC_3A_n38A
DC_20A_n38A

	DC_3A-20A_n41A-n78A
	DC_3A_n41A
DC_3A_n78A
DC_20A_n41A
DC_20A_n78A

	DC_3A-20A_SUL_n78A-n80A
DC_3C-20A_SUL_n78A-n80A
	DC_3A_n78A
DC_3A_n80A_ULSUP-TDM_n78A
DC_20A_n78A
DC_20A_n80A

	DC_3A-21A-42A_n77A6,7
DC_3A-21A-42A_n77C6,7
DC_3A-21A-42C_n77A6,7
DC_3A-21A-42C_n77C6,7
DC_3A-21A-42D_n77A6,7
DC_3A-21A-42D_n77C6,7
	DC_3A_n77A
DC_21A_n77A

	DC_3A-21A-42A_n78A6,7
DC_3A-21A-42A_n78C6,7
DC_3A-21A-42C_n78A6,7
DC_3A-21A-42C_n78C6,7
DC_3A-21A-42D_n78A6,7
DC_3A-21A-42D_n78C6,7
	DC_3A_n78A
DC_21A_n78A

	DC_3A-21A-42A_n79A
DC_3A-21A-42A_n79C
DC_3A-21A-42C_n79A
DC_3A-21A-42C_n79C
DC_3A-21A-42D_n79A
DC_3A-21A-42D_n79C
	DC_3A_n79A
DC_21A_n79A

	DC_3A-21A_n77A-n79A
	DC_3A_n77A
DC_3A_n79A
DC_21A_n77A
DC_21A_n79A

	DC_3A-21A_n78A-n79A
	DC_3A_n78A
DC_3A_n79A
DC_21A_n78A
DC_21A_n79A

	DC_3A-28A_n5A-n78A
DC_3C-28A_n5A-n78A
	DC_3A_n5A
DC_3C_n5A
DC_3A_n78A
DC_3C_n78A
DC_28A_n5A
DC_28A_n78A

	DC_3A-28A_n7A-n78A
DC_3A-3A-28A_n7A-n78A
	DC_3A-n7A
DC_28A_n7A
DC_3A_n78A
DC_28A_n78A

	DC_3A-28A_n7B-n78A
DC_3A-3A-28A_n7B-n78A
	DC_3A-n7A
DC_3A-n7B
DC_28A_n7A
DC_28A_n7B
DC_3A_n78A
DC_28A_n78A

	DC_3C-28A_n7A-n78A
	DC_3A-n7A
DC_3C-n7A
DC_28A_n7A
DC_3A_n78A
DC_3C_n78A
DC_28A_n78A

	DC_3C-28A_n7B-n78A
	DC_3A-n7A
DC_3C-n7A
DC_3A-n7B
DC_3C-n7B
DC_28A_n7A
DC_28A_n7B
DC_3A_n78A
DC_3C_n78A
DC_28A_n78A

	DC_3A-28A_n40A-n78A
	DC_3A_n40A
DC_3A_n78A
DC_28A_n40A
DC_28A_n78A

	DC_3A-28A-41A_n78A
DC_3A-28A-41C_n78A
	DC_3A_n78A
DC_28A_n78A
DC_41A_n78A
DC_41C_n78A

	DC_3A-28A-42A_n77A6,7
DC_3A-28A-42C_n77A6,7
	DC_3A_n77A
DC_28A_n77A

	DC_3A-28A-42A_n78A6,7
DC_3A-28A-42C_n78A6,7
	DC_3A_n78A
DC_28A_n78A

	DC_3A-28A-42A_n79A
DC_3A-28A-42C_n79A
	DC_3A_n79A
DC_28A_n79A

	DC_3A-41A_n28A-n77A
	DC_3A_n28A
DC_3A_n77A
DC_41A_n28A
DC_41A_n77A

	DC_3A-41C_n28A-n77A
	DC_3A_n28A
DC_3A_n77A
DC_41A_n28A
DC_41A_n77A
DC_41C_n28A
DC_41C_n77A

	DC_3A-41A_n28A-n78A
	DC_3A_n28A
DC_3A_n78A
DC_41A_n28A
DC_41A_n78A

	DC_3A-41C_n28A-n78A
	DC_3A_n28A
DC_3A_n78A
DC_41A_n28A
DC_41A_n78A
DC_41C_n28A
DC_41C_n78A

	DC_3A-41A-42A_n77A6,7
DC_3A-41A-42C_n77A6,7
DC_3A-41C-42A_n77A6,7
DC_3A-41C-42C_n77A6,7
	DC_3A_n77A
DC_41A_n77A

	DC_3A-41A-42A_n78A6,7
DC_3A-41A-42C_n78A6,7
DC_3A-41C-42A_n78A6,7
DC_3A-41C-42C_n78A6,7
	DC_3A_n78A
DC_41A_n78A

	DC_3A-41A-42A_n79A
DC_3A-41A-42C_n79A
DC_3A-41C-42A_n79A
DC_3A-41C-42C_n79A
	DC_3A_n79A
DC_41A_n79A

	DC_3A-42A_n77A-n79A
DC_3A-42C_n77A-n79A
	DC_3A_n77A
DC_3A_n79A

	DC_3A-42A_n78A-n79A
DC_3A-42C_n78A-n79A
	DC_3A_n78A
DC_3A_n79A

	DC_5A-48A_(n)12AA
	DC_5A_n12A
DC_48A_n12A
DC_(n)12AA4

	DC_5A-48A-66A_n12A
	DC_5A_n12A
DC_48A_n12A
DC_66A_n12A

	DC_5A-48A-66A_n71A
	DC_5A_n71A
DC_48A_n71A
DC_66A_n71A

	DC_5A-66A_(n)12AA
	DC_5A_n12A
DC_66A_n12A
DC_(n)12AA4

	DC_7A-8A_n1A-n78A
DC_7A-7A-8A_n1A-n78A
	DC_7A_n1A
DC_7A_n78A
DC_8A_n1A
DC_8A_n78A

	DC_7A-13A-66A_n66A
DC_7C-13A-66A_n66A
	DC_7A_n66A
DC_13A_n66A
DC_66A_n66A4

	DC_7A-20A_n3A-n78A
	DC_7A_n3A
DC_20A_n3A
DC_7A_n78A
DC_20A_n78A

	DC_7A-20A_n28A-n78A2,3
	DC_7A_n28A
DC_7A_n78A
DC_20A_n28A
DC_20A_n78A

	DC_7A-28A_n3A-n78A
	DC_7A-n3A
DC_28A_n3A
DC_7A_n78A
DC_28A_n78A

	DC_7C-28A_n3A-n78A
	DC_7A-n3A
DC_7C-n3A
DC_28A_n3A
DC_7A_n78A
DC_7C_n78A
DC_28A_n78A

	DC_7A-28A_n5A-n78A
DC_7C-28A_n5A-n78A
	DC_7A_n5A
DC_7C_n5A
DC_7A_n78A
DC_7C_n78A
DC_28A_n5A
DC_28A_n78A

	DC_7A-28A_n7A-n78A
	DC_7A_n7A4
DC_28A_n7A
DC_7A_n78A
DC_28A_n78A

	DC_7A-66A_n66A-n78A
DC_7A-7A-66A_n66A-n78A
DC_7C-66A_n66A-n78A
	DC_7A_n66A
DC_7A_n78A
DC_66A_n66A4
DC_66A_n78A

	DC_12A-30A-66A_n2A
DC_12A-30A-66A-66A_n2A
	DC_12A_n2A
DC_30A_n2A
DC_66A_n2A

	DC_12A-30A-66A_n66A
	DC_12A_n66A
DC_30A_n66A
DC_66A_n66A4

	DC_12A-48A_(n)5AA
	DC_12A_n5A
DC_48A_n5A
DC_(n)5AA4

	DC_12A-48A-66A_n5A
	DC_12A_n5A
DC_48A_n5A
DC_66A_n5A

	DC_12A-66A_(n)5AA
	DC_12A_n5A
DC_66A_n5A
DC_(n)5AA4

	DC_18A-41A_n3A-n77A
	DC_18A_n3A
DC_18A_n77A
DC_41A_n3A
DC_41A_n77A

	DC_18A-41C_n3A-n77A
	DC_18A_n3A
DC_18A_n77A
DC_41A_n3A
DC_41A_n77A
DC_41C_n3A
DC_41C_n77A

	DC_18A-41A_n3A-n78A
	DC_18A_n3A
DC_18A_n78A
DC_41A_n3A
DC_41A_n78A

	DC_18A-41C_n3A-n78A
	DC_18A_n3A
DC_18A_n78A
DC_41A_n3A
DC_41A_n78A
DC_41C_n3A
DC_41C_n78A

	DC_19A-21A-42A_n77A6,7
DC_19A-21A-42A_n77C6,7
DC_19A-21A-42C_n77A6,7
DC_19A-21A-42C_n77C6,7
	DC_19A_n77A
DC_21A_n77A

	DC_19A-21A-42A_n78A6,7
DC_19A-21A-42A_n78C6,7
DC_19A-21A-42C_n78A6,7
DC_19A-21A-42C_n78C6,7
	DC_19A_n78A
DC_21A_n78A

	DC_19A-21A-42A_n79A
DC_19A-21A-42A_n79C
DC_19A-21A-42C_n79A
DC_19A-21A-42C_n79C
	DC_19A_n79A
DC_21A_n79A

	DC_19A-21A_n77A-n79A
	DC_19A_n77A
DC_19A_n79A

	DC_19A-21A_n78A-n79A
	DC_19A_n78A
DC_19A_n79A

	DC_19A-42A_n77A-n79A
DC_19A-42C_n77A-n79A
	DC_19A_n77A
DC_19A_n79A

	DC_19A-42A_n78A-n79A
DC_19A-42C_n78A-n79A
	DC_19A_n78A
DC_19A_n79A

	DC_21A-28A-42A_n77A6,7
DC_21A-28A-42C_n77A6,7
	DC_21A_n77A
DC_28A_n77A

	DC_21A-28A-42A_n78A6,7
DC_21A-28A-42C_n78A6,7
	DC_21A_n78A
DC_28A_n78A

	DC_21A-28A-42A_n79A
DC_21A-28A-42C_n79A
	DC_21A_n79A
DC_28A_n79A

	DC_21A-42A_n77A-n79A
DC_21A-42C_n77A-n79A
	DC_21A_n77A
DC_21A_n79A

	DC_21A-42A_n78A-n79A
DC_21A-42C_n78A-n79A
	DC_21A_n78A
DC_21A_n79A

	DC_28A-41A-42A_n78A6,7
DC_28A-41C-42A_n78A6,7
DC_28A-41A-42C_n78A6,7
DC_28A-41C-42C_n78A6,7
	DC_28A_n78A
DC_41A_n78A
DC_41C_n78A
DC_42A_n78A
DC_42C_n78A

	DC_29A-30A-66A_n2A
	DC_30A_n2A
DC_66A_n2A

	DC_29A-30A-66A-66A_n2A
	DC_30A_n2A
DC_66A_n2A

	DC_29A-30A-66A_n66A
	DC_30A_n66A
DC_66A_n66A4

	DC_46A-66A_n25A-n41A
DC_46C-66A_n25A-n41A
DC_46D-66A_n25A-n41A
	DC_66A_n25A
DC_66A_n41A

	DC_46A-66A_n25A-n71A
DC_46C-66A_n25A-n71A
DC_46D-66A_n25A-n71A
	DC_66A_n25A
DC_66A_n71A

	DC_46A-66A_n41A-n71A
DC_46C-66A_n41A-n71A
DC_46D-66A_n41A-n71A
	DC_66A_n41A
DC_66A_n71A

	DC_46A-66A_n41(2A)-n71A
DC_46C-66A_n41(2A)-n71A
DC_46D-66A_n41(2A)-n71A
	DC_66A_n41A
DC_66A_n71A

	NOTE 1:	Uplink EN-DC configurations are the configurations supported by the present release of specifications.
NOTE 2:	Applicable for UE supporting inter-band EN-DC with mandatory simultaneous Rx/Tx capability
NOTE 3:	The frequency range in band n28 is restricted for this band combination to 703-733 MHz for the UL and 758-788 MHz for the DL.
NOTE 4:	Only single switched UL is supported.
NOTE 5:	UL carrier shall be supported in Band 2 or band 66 only. Power imbalance between downlink carriers on Band 7 and Band 38 is assumed to be within 6dB.
NOTE 6: 	For UEs not indicating interBandMRDC-WithOverlapDL-Bands-r16, the minimum requirements for intra-band contiguous or non-contiguous EN-DC apply for the Band 42 and Band n77/n78 combination.
NOTE 7:	For UEs not indicating interBandMRDC-WithOverlapDL-Bands-r16, the minimum requirements for inter-band EN-DC apply for the Band 42 and Band n77/n78 combination when the maximum power spectral density imbalance between downlink carriers contained in overlapping or partially overlapping DL bands is within 6 dB.
NOTE 8:	For UEs not indicating interBandMRDC-WithOverlapDL-Bands-r16, the minimum requirements apply for synchronized DL carriers with a maximum receive time difference ≤ 3 usec between overlapping or partially overlapping DL bands contained in different cell groups.
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Table 5.5B.4.4-1: Inter-band EN-DC configurations within FR1 (five bands)
	EN-DC
configuration
	Uplink EN-DC
configuration
(NOTE 1)

	DC_1A-3A-5A-7A_n78A
	DC_1A_n78A
DC_3A_n78A
DC_5A_n78A
DC_7A_n78A

	DC_1A-3A-5A-7A-7A_n78A
	DC_1A_n78A
DC_3A_n78A
DC_5A_n78A
DC_7A_n78A

	DC_1A-3A-5A-41A_n79A
	DC_1A_n79A
DC_3A_n79A
DC_5A_n79A
DC_41A_n79A

	DC_1A-3A-7A_n5A-n78A
DC_1A-3C-7A_n5A-n78A
DC_1A-3A-7C_n5A-n78A
DC_1A-3C-7C_n5A-n78A
	DC_1A_n5A
DC_1A_n78A
DC_3A_n5A
DC_3C_n5A
DC_3A_n78A
DC_3C_n78A
DC_7A_n5A
DC_7C_n5A
DC_7A_n78A
DC_7C_n78A

	DC_1A-3A-7A_n7A-n78A
	DC_1A-n7A
DC_3A-n7A
DC_7A_n7A4
DC_1A_n78A
DC_3A_n78A
DC_7A_n78A

	DC_1A-3C-7A_n7A-n78A
	DC_1A-n7A
DC_3A-n7A
DC_3C-n7A
DC_7A_n7A4
DC_1A_n78A
DC_3A_n78A
DC_3C_n78A
DC_7A_n78A

	DC_1A-3A-7A-8A_n78A
	DC_1A_n78A
DC_3A_n78A
DC_7A_n78A
DC_8A_n78A

	DC_1A-3A-7A-20A_n8A
	DC_1A_n8A
DC_3A_n8A
DC_7A_n8A
DC_20A_n8A

	DC_1A-3A-7A-20A_n28A3
	DC_1A_n28A
DC_3A_n28A
DC_7A_n28A
DC_20A_n28A

	DC_1A-3A-7A-20A_n78A2
	DC_1A_n78A
DC_3A_n78A
DC_7A_n78A
DC_20A_n78A

	DC_1A-3A-7A-28A_n5A
DC_1A-3C-7A-28A_n5A
DC_1A-3A-7C-28A_n5A
DC_1A-3C-7C-28A_n5A
	DC_1A_n5A
DC_3A_n5A
DC_3C_n5A
DC_7A_n5A
DC_7C_n5A
DC_28A_n5A

	DC_1A-3A-7A-28A_n7A
DC_1A-3C-7A-28A_n7A
DC_1A-1A-3A-7A-28A_n7A
DC_1A-1A-3A-3A-7A-28A_n7A
DC_1A-3A-3A-7A-28A_n7A
DC_1A-1A-3C-7A-28A_n7A
	DC_1A_n7A
DC_3A_n7A
DC_3C_n7A
DC_7A_n7A4
DC_28A_n7A

	DC_1A-3A-7A-28A_n40A
	DC_1A_n40A
DC_3A_n40A
DC_7A_n40A
DC_28A_n40A

	DC_1A-3A-7A-28A_n78A
DC_1A-3A-7C-28A_n78A
DC_1A-3C-7A-28A_n78A
DC_1A-3C-7C-28A_n78A
	DC_1A_n78A
DC_3A_n78A
DC_3C_n78A
DC_7A_n78A
DC_7C_n78A
DC_28A_n78A

	DC_1A-3A-7A_n28A-n78A2
DC_1A-3A-7C_n28A-n78A
DC_1A-3C-7A_n28A-n78A
DC_1A-3C-7C_n28A-n78A
	DC_1A_n28A
DC_1A_n78A
DC_3A_n28A
DC_3C_n28A
DC_3A_n78A
DC_7A_n28A
DC_7A_n78A
DC_7C_n28A
DC_7C_n78A

	DC_1A-3A-8A-42A_n77A
DC_1A-3A-8A-42C_n77A
	DC_1A_n77A
DC_3A_n77A
DC_8A_n77A

	DC_1A-3A-18A-42A_n77A
DC_1A-3A-18A-42C_n77A
	DC_1A_n77A
DC_3A_n77A
DC_18A_n77A

	DC_1A-3A-18A-42A_n78A
DC_1A-3A-18A-42C_n78A
	DC_1A_n78A
DC_3A_n78A
DC_18A_n78A

	DC_1A-3A-18A-42A_n79A
DC_1A-3A-18A-42C_n79A
	DC_1A_n79A
DC_3A_n79A
DC_18A_n79A

	DC_1A-3A-19A-21A_n77A2
DC_1A-3A-19A-21A_n77C2
	DC_1A_n77A
DC_3A_n77A
DC_19A_n77A
DC_21A_n77A

	DC_1A-3A-19A-21A_n78A2
DC_1A-3A-19A-21A_n78C2
	DC_1A_n78A
DC_3A_n78A
DC_19A_n78A
DC_21A_n78A

	DC_1A-3A-19A-21A_n79A2
DC_1A-3A-19A-21A_n79C2
	DC_1A_n79A
DC_3A_n79A
DC_19A_n79A
DC_21A_n79A

	DC_1A-3A-19A-42A_n77A5,6
DC_1A-3A-19A-42A_n77C5,6
DC_1A-3A-19A-42C_n77A5,6
DC_1A-3A-19A-42C_n77C5,6
	DC_1A_n77A
DC_3A_n77A
DC_19A_n77A

	DC_1A-3A-19A-42A_n78A5,6
DC_1A-3A-19A-42A_n78C5,6
DC_1A-3A-19A-42C_n78A5,6
DC_1A-3A-19A-42C_n78C5,6
	DC_1A_n78A
DC_3A_n78A
DC_19A_n78A

	DC_1A-3A-19A-42A_n79A
DC_1A-3A-19A-42A_n79C
DC_1A-3A-19A-42C_n79A
DC_1A-3A-19A-42C_n79C
	DC_1A_n79A
DC_3A_n79A
DC_19A_n79A

	DC_1A-3A-20A_n28A-n78A2,3,6,7
	DC_1A_n28A
DC_1A_n78A
DC_3A_n28A
DC_3A_n78A
DC_20A_n28A
DC_20A_n78A

	DC_1A-3A-20A-38A_n78A
	DC_3A_n78A
DC_20A_n78A

	DC_1A-3A-20A_n38A-n78A
	DC_1A_n78A
DC_3A_n78A
DC_20A_n78A
DC_1A_n38A
DC_3A_n38A
DC_20A_n38A

	DC_1A-3A-20A_n41A-n78A
	DC_1A_n41A
DC_1A_n78A
DC_3A_n41A
DC_3A_n78A
DC_20A_n41A
DC_20A_n78A

	DC_1A-3A-21A-42A_n77A5,6
DC_1A-3A-21A-42A_n77C5,6
DC_1A-3A-21A-42C_n77A5,6
DC_1A-3A-21A-42C_n77C5,6
	DC_1A_n77A
DC_3A_n77A
DC_21A_n77A

	DC_1A-3A-21A-42A_n78A5,6
DC_1A-3A-21A-42A_n78C5,6
DC_1A-3A-21A-42C_n78A5,6
DC_1A-3A-21A-42C_n78C5,6
	DC_1A_n78A
DC_3A_n78A
DC_21A_n78A

	DC_1A-3A-21A-42A_n79A
DC_1A-3A-21A-42A_n79C
DC_1A-3A-21A-42C_n79A
DC_1A-3A-21A-42C_n79C
	DC_1A_n79A
DC_3A_n79A
DC_21A_n79A

	DC_1A-3A-21A_n77A-n79A
	DC_3A_n77A
DC_3A_n79A

	DC_1A-3A-21A_n78A-n79A
	DC_3A_n78A
DC_3A_n79A

	DC_1A-3A-28A_n5A-n78A
DC_1A-3C-28A_n5A-n78A
	DC_1A_n5A
DC_1A_n78A
DC_3A_n5A
DC_3C_n5A
DC_3A_n78A
DC_3C_n78A
DC_28A_n5A
DC_28A_n78A

	DC_1A-3A-28A_n7A-n78A
	DC_1A-n7A
DC_3A-n7A
DC_28A_n7A
DC_1A_n78A
DC_3A_n78A
DC_28A_n78A

	DC_1A-3A-28A_n7B-n78A
	DC_1A-n7A
DC_3A-n7A
DC_28A_n7A
DC_1A-n7B
DC_3A-n7B
DC_28A_n7B
DC_1A_n78A
DC_3A_n78A
DC_28A_n78A

	DC_1A-3C-28A_n7A-n78A
	DC_1A-n7A
DC_3A-n7A
DC_3C-n7A
DC_28A_n7A
DC_1A_n78A
DC_3A_n78A
DC_3C_n78A
DC_28A_n78A

	DC_1A-3C-28A_n7B-n78A
	DC_1A-n7A
DC_3A-n7A
DC_3C-n7A
DC_28A_n7A
DC_1A-n7B
DC_3A-n7B
DC_3C-n7B
DC_28A_n7B
DC_1A_n78A
DC_3A_n78A
DC_3C_n78A
DC_28A_n78A

	DC_1A-3A-28A_n40A-n78A
	DC_1A-n40A
DC_1A-n78A
DC_3A_n40A
DC_3A-n78A
DC_28A_n40A
DC_28A_n78A

	DC_1A-3A-28A-42A_n77A5,6
DC_1A-3A-28A-42A_n77C5,6
DC_1A-3A-28A-42C_n77A5,6
DC_1A-3A-28A-42C_n77C5,6
	DC_1A_n77A
DC_3A_n77A
DC_28A_n77A

	DC_1A-3A-28A-42A_n78A5,6
DC_1A-3A-28A-42A_n78C5,6
DC_1A-3A-28A-42C_n78A5,6
DC_1A-3A-28A-42C_n78C5,6
	DC_1A_n78A
DC_3A_n78A
DC_28A_n78A

	DC_1A-3A-28A-42A_n79A
DC_1A-3A-28A-42A_n79C
DC_1A-3A-28A-42C_n79A
DC_1A-3A-28A-42C_n79C
	DC_1A_n79A
DC_3A_n79A
DC_28A_n79A

	DC_1A-3A-41A_n28A-n77A
	DC_1A_n28A
DC_1A_n77A
DC_3A_n28A
DC_3A_n77A
DC_41A_n28A
DC_41A_n77A

	DC_1A-3A-41C_n28A-n77A
	DC_1A_n28A
DC_1A_n77A
DC_3A_n28A
DC_3A_n77A
DC_41A_n28A
DC_41A_n77A
DC_41C_n28A
DC_41C_n77A

	DC_1A-3A-41A_n28A-n78A
	DC_1A_n28A
DC_1A_n78A
DC_3A_n28A
DC_3A_n78A
DC_41A_n28A
DC_41A_n78A

	DC_1A-3A-41C_n28A-n78A
	DC_1A_n28A
DC_1A_n78A
DC_3A_n28A
DC_3A_n78A
DC_41A_n28A
DC_41A_n78A
DC_41C_n28A
DC_41C_n78A

	DC_1A-3A-41A-42A_n77A5,6
DC_1A-3A-41A-42C_n77A5,6
DC_1A-3A-41C-42A_n77A5,6
DC_1A-3A-41C-42C_n77A5,6
	DC_1A_n77A
DC_3A_n77A
DC_41A_n77A

	DC_1A-3A-41A-42A_n78A5,6
DC_1A-3A-41A-42C_n78A5,6
DC_1A-3A-41C-42A_n78A5,6
DC_1A-3A-41C-42C_n78A5,6
	DC_1A_n78A
DC_3A_n78A
DC_41A_n78A

	DC_1A-3A-41A-42A_n79A
DC_1A-3A-41A-42C_n79A
DC_1A-3A-41C-42A_n79A
DC_1A-3A-41C-42C_n79A
	DC_1A_n79A
DC_3A_n79A
DC_41A_n79A

	DC_1A-7A-20A_n3A-n78A
	DC_1A_n3A

	DC_1A-7A-28A_n5A-n78A
DC_1A-7C-28A_n5A-n78A
	DC_1A_n5A
DC_1A_n78A
DC_7A_n5A
DC_7C_n5ADC_7A_n78A
DC_7C_n78A
DC_28A_n5A
DC_28A_n78A

	DC_1A-7A-28A_n7A-n78A
	DC_1A-n7A
DC_7A-n7A4
DC_28A_n7A
DC_1A_n78A
DC_7A_n78A
DC_28A_n78A

	DC_1A-7A-20A_n28A-n78A2,3
	DC_1A_n28A
DC_1A_n78A
DC_7A_n28A
DC_7A_n78A
DC_20A_n28A
DC_20A_n78A

	DC_1A-19A-21A-42A_n77A5,6
DC_1A-19A-21A-42A_n77C5,6
DC_1A-19A-21A-42C_n77A5,6
DC_1A-19A-21A-42C_n77C5,6
	DC_1A_n77A
DC_19A_n77A
DC_21A_n77A

	DC_1A-19A-21A-42A_n78A5,6
DC_1A-19A-21A-42A_n78C5,6
DC_1A-19A-21A-42C_n78A5,6
DC_1A-19A-21A-42C_n78C5,6
	DC_1A_n78A
DC_19A_n78A
DC_21A_n78A

	DC_1A-19A-21A-42A_n79A
DC_1A-19A-21A-42A_n79C
DC_1A-19A-21A-42C_n79A
DC_1A-19A-21A-42C_n79C
	DC_1A_n79A
DC_19A_n79A
DC_21A_n79A

	DC_1A-19A-42A_n77A-n79A
DC_1A-19A-42C_n77A-n79A
	DC_19A_n77A
DC_19A_n79A

	DC_1A-19A-42A_n78A-n79A
DC_1A-19A-42C_n78A-n79A
	DC_19A_n78A
DC_19A_n79A

	DC_1A-20A-38A_n3A-n78A
	DC_1A_n3A
DC_20A_n3A
DC_38A_n3A
DC_1A_n78A
DC_20A_n78A
DC_38A_n78A

	DC_1A-21A-28A-42A_n77A
DC_1A-21A-28A-42C_n77A
	DC_1A_n77A
DC_21A_n77A
DC_28A_n77A

	DC_1A-21A-28A-42A_n78A
DC_1A-21A-28A-42C_n78A
	DC_1A_n78A
DC_21A_n78A
DC_28A_n78A

	DC_1A-21A-28A-42A_n79A
DC_1A-21A-28A-42C_n79A
	DC_1A_n79A
DC_21A_n79A
DC_28A_n79A

	DC_1A-21A-42A_n77A-n79A
DC_1A-21A-42C_n77A-n79A
	DC_1A_n77A
DC_1A_n79A

	DC_1A-21A-42A_n78A-n79A
DC_1A-21A-42C_n78A-n79A
	DC_1A_n78A
DC_1A_n79A

	DC_2A-7A-13A-66A_n66A
DC_2A-7C-13A-66A_n66A
	DC_2A_n66A
DC_7A_n66A
DC_13A_n66A
DC_66A_n66A4

	DC_2A-7A-66A_n66A-n78A
DC_2A-7A-7A-66A_n66A-n78A
DC_2A-7C-66A_n66A-n78A
	DC_2A_n66A
DC_2A_n78A
DC_7A_n66A
DC_7A_n78A
DC_66A_n66A4
DC_66A_n78A

	DC_2A-12A-30A-66A_n2A
	DC_12A_n2A
DC_30A_n2A
DC_66A_n2A

	DC_2A-12A-30A-66A_n66A
	DC_2A_n66A
DC_12A_n66A
DC_30A_n66A
DC_66A_n66A4

	DC_2A-29A-30A-66A_n2A
	DC_2A_n2A
DC_30A_n2A
DC_66A_n2A

	DC_2A-46A-66A_n41A-n71A
DC_2A-46C-66A_n41A-n71A
DC_2A-46D-66A_n41A-n71A
	DC_2A_n41A
DC_2A_n71A
DC_66A_n41A
DC_66A_n71A

	DC_3A-7A-8A_n1A-n78A
DC_3A-3A-7A-8A_n1A-n78A
DC_3A-7A-7A-8A_n1A-n78A
DC_3A-3A-7A-7A-8A_n1A-n78A
	DC_3A_n1A
DC_3A_n78A
DC_7A_n1A
DC_7A_n78A
DC_8A_n1A
DC_8A_n78A

	DC_3A-7A-20A_n28A-n78A2,3
	DC_3A_n28A
DC_3A_n78A
DC_7A_n28A
DC_7A_n78A
DC_20A_n28A
DC_20A_n78A

	DC_3A-7A-28A_n5A-n78A
DC_3C-7A-28A_n5A-n78A
DC_3A-7C-28A_n5A-n78A
DC_3C-7C-28A_n5A-n78A
	DC_3A_n5A
DC_3C_n5A
DC_3A_n78A
DC_3C_n78A
DC_7A_n5A
DC_7C_n5A
DC_7A_n78A
DC_7C_n78A
DC_28A_n5A
DC_28A_n78A

	DC_3A-7A-28A_n7A-n78A
	DC_3A-n7A
DC_7A-n7A4
DC_28A_n7A
DC_3A_n78A
DC_7A_n78A
DC_28A_n78A

	DC_3C-7A-28A_n7A-n78A
	DC_3A-n7A
DC_3C-n7A
DC_7A-n7A4
DC_28A_n7A
DC_3A_n78A
DC_3C_n78A
DC_7A_n78A
DC_28A_n78A

	DC_3A-19A-21A-42A_n77A5,6
DC_3A-19A-21A-42A_n77C5,6
DC_3A-19A-21A-42C_n77A5,6
DC_3A-19A-21A-42C_n77C5,6
	DC_3A_n77A
DC_19A_n77A
DC_21A_n77A

	DC_3A-19A-21A-42A_n78A5,6
DC_3A-19A-21A-42A_n78C5,6
DC_3A-19A-21A-42C_n78A5,6
DC_3A-19A-21A-42C_n78C5,6
	DC_3A_n78A
DC_19A_n78A
DC_21A_n78A

	DC_3A-19A-21A-42A_n79A
DC_3A-19A-21A-42A_n79C
DC_3A-19A-21A-42C_n79A
DC_3A-19A-21A-42C_n79C
	DC_3A_n79A
DC_19A_n79A
DC_21A_n79A

	DC_3A-28A-41A-42A_n78A
DC_3A-28A-41A-42C_n78A
DC_3A-28A-41C-42A_n78A
DC_3A-28A-41C-42C_n78A
	DC_1A_n78A
DC_3A_n78A
DC_41A_n78A
DC_41C_n78A

	DC_19A-21A-42A_n77A-n79A
DC_19A-21A-42C_n77A-n79A
	DC_19A_n77A
DC_19A_n79A

	DC_19A-21A-42A_n78A-n79A
DC_19A-21A-42C_n78A-n79A
	DC_19A_n78A
DC_19A_n79A

	NOTE 1:	Uplink EN-DC configurations are the configurations supported by the present release of specifications.
NOTE 2:	Applicable for UE supporting inter-band EN-DC with mandatory simultaneous Rx/Tx capability
NOTE 3:	The frequency range in band n28 is restricted for this band combination to 703-733 MHz for the UL and 758-788 MHz for the DL
NOTE 4:	Only single switched UL is supported
NOTE 5: 	For UEs not indicating interBandMRDC-WithOverlapDL-Bands-r16, the minimum requirements for intra-band contiguous or non-contiguous EN-DC apply for the Band 42 and Band n77/n78 combination.
[bookmark: _GoBack]NOTE 6:	For UEs not indicating interBandMRDC-WithOverlapDL-Bands-r16, the minimum requirements for inter-band EN-DC apply for the Band 42 and Band n77/n78 combination when the maximum power spectral density imbalance between downlink carriers contained in overlapping or partially overlapping DL bands is within 6 dB.
NOTE 7:	For UEs not indicating interBandMRDC-WithOverlapDL-Bands-r16, the minimum requirements apply for synchronized DL carriers with a maximum receive time difference ≤ 3 usec between overlapping or partially overlapping DL bands contained in different cell groups.
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< text omitted >
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Unless otherwise stated the receiver characteristics are specified at the antenna connector(s) of the UE for the bands operating on frequency range 1 and over the air of the UE for the bands operating on frequency range 2. The requirements for frequency range 1 and frequency range 2 can be verified separately. For the carrier in frequency range 1, requirements can be verified with NR FR2 link disabled. For the carrier in frequency range 2, requirements can be verified in OTA mode with E-UTRA connecting to the network by OTA without calibration.
The requirements defined in this clause are the extra requirements compared with the single carrier requirements defined in TS 38.101-1 [2] and TS 38.101-2 [3].
Unless otherwise stated, the UL and DL reference measurement channels are the same with the configurations specified in TS 38.101-1 [2] and TS 38.101-2 [3].
Unless otherwise stated, requirements for NR receiver written in TS 38.101-1 [2] and TS 38.101-2 [3] apply and are assumed anchor agnostic. Requirements are verified under conditions where anchor resources do not interfere NR operation.
For intra-band non-contiguous EN-DC, the output power is configured as follows:
-	One E-UTRA uplink carrier with the output power set to 29 dB below PCMAX_L and the NR band whose downlink is being tested has its uplink carrier output power set to 4 dB below PCMAX_L,f,c.
-	One NR uplink carrier with the output power set to 29 dB below PCMAX_L,f,c and the E-UTRA band whose downlink is being tested has its uplink carrier output power set to 4 dB below PCMAX_L,c.
For the additional requirements for intra-band non-contiguous EN-DC of two sub-blocks, an in-gap test refers to the case when the interfering signal is located at a negative offset with respect to the assigned lowest channel frequency of the highest sub-block and located at a positive offset with respect to the assigned highest channel frequency of the lowest sub-block.
For the additional requirements for intra-band non-contiguous EN-DC of two sub-blocks, an out-of-gap test refers to the case when the interfering signal(s) is (are) located at a positive offset with respect to the assigned channel frequency of the highest carrier frequency or located at a negative offset with respect to the assigned channel frequency of the lowest carrier frequency.
For the additional requirements for intra-band non-contiguous EN-DC of two sub-blocks with channel bandwidth larger than or equal to 5 MHz, the existing adjacent channel selectivity requirements, in-band blocking requirements (for each case), and narrow band blocking requirements apply for in-gap tests only if the corresponding interferer frequency offsets with respect to the two measured carriers satisfy the following condition in relation to the sub-block gap size Wgap for at least one of the E-UTRA or NR sub-blocks, so that the interferer frequency position does not change the nature of the core requirement tested:
	Wgap ≥ 2∙|FInterferer (offset)| – BWChannel
For the E-UTRA sub-block, the FInterferer (offset), for a sub-block with a single component carrier is the interferer frequency offset with respect to carrier as specified in clause 7.5.1, clause 7.6.1 and clause 7.6.3 for the respective requirement in TS 36.101 [4] and BWChannel. FInterferer (offset) for the E-UTRA sub-block with two or more contiguous component carriers is the interference frequency offset with respect to the carrier adjacent to the gap is specified in clause 7.5.1A, 7.6.1A and 7.6.3A in TS 36.101 [4].
For the NR sub-block, the FInterferer (offset), for a sub-block with a single component carrier is the interferer frequency offset with respect to carrier as specified in clause 7.5.1, clause 7.6.1 and clause 7.6.3 for the respective requirement in TS 38.101-1 [2] and BWChannel.
The interferer frequency offsets for adjacent channel selectivity, each in-band blocking case and narrow-band blocking shall be tested separately with a single in-gap interferer at a time.
For sub-clauses with suffix A or B: the minimum requirements for band combinations including Band n41 also apply for the corresponding band combinations with Band n90 replacing Band n41 but with otherwise identical parameters. For brevity the said band combinations with Band n90 are not listed in the tables below but are covered by this specification.
For the requirements of FR1 in this clause, the UE shall be verified with four Rx antenna ports and skip two Rx antenna ports requirements in operating bands where the UE is equipped with four Rx antenna ports, otherwise, the UE shall be verified with two Rx antenna ports.
UEs configured for [FDD-FDD or] TDD-TDD inter-band EN-DC/NE-DC operation with overlapping or partially overlapping DL bands and indicating interBandMRDC-WithOverlapDL-Bands-r16 (i.e. Type 2 UE) shall meet the minimum requirements defined for two Rx antenna connectors in [2] and [4] for all DL operating bands of the band combination above 2490 MHz (any cell group). For verification of the NR receiver performance with anchor resources in an overlapping or partially overlapping DL band, the minimum requirements apply for an input power of the anchor signal up to [30 dB] greater than the input power of the wanted NR signal as measured at the antenna connectors except for the minimum requirement on the maximum input power. 

< end of changes > 
