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	Reason for change:
	1. In RAN4#96e, the discussion of simultaneous Tx/Rx in EN-DC band combination DC_42_n79 happens and it was recognoized that it is unclear whether a band combination is mandatory or optional to support simultaneous Tx/Rx.

In current spec, for example in Table 5.5B.4.1-1(Inter-band EN-DC configurations within FR1 (two bands)), following two notes are defined for simultaneous Tx/Rx. In which NOTE3 means non-simultaneous Tx/Rx is only supported for the band combination, and NOTE7 means simultaneous Rx/Tx is only supported for the band combination.

· NOTE 3: The minimum requirements apply only when there is non-simultaneous Tx/Rx operation between E-UTRA and NR carriers. This restriction applies also for these carriers when applicable EN-DC configuration is part of a higher order EN-DC configuration.
· NOTE 7: Applicable for UE supporting inter-band EN-DC with mandatory simultaneous Rx/Tx capability.

However, it is not clear for band combinations which neither have NOTE3 nor NOTE7 for example in Table 5.5B.4.1-1. For these band combinations it should be interpretated as the simultaneous Rx/Tx is optionally supported. This is also aligned with the UE capability below in 38.306.
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More discussions can be found in paper R4-2101742
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2. The LTE MPR reference in section 6.2B.2.1.2 and 6.2B.2.2.2 are wrong which refer to AMPR section.
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---Start of changes---

[bookmark: _Toc21345408][bookmark: _Toc29806257][bookmark: _Toc37255790][bookmark: _Toc37256131][bookmark: _Toc45889968][bookmark: _Toc52381793][bookmark: _Toc61374892]5.5B	Configuration for DC
[bookmark: _Toc21345409][bookmark: _Toc29806258][bookmark: _Toc37255791][bookmark: _Toc37256132][bookmark: _Toc45889969][bookmark: _Toc52381794][bookmark: _Toc61374893]5.5B.1	General
The operating bands and bandwidth classes are specified for operation with EN-DC, NGEN-DC, NE-DC or NR-DC configured. The EN-DC, NGEN-DC or NE-DC band combinations include at least one E-UTRA operating band.
For EN-DC or NE-DC configurations indicated by column "Single Uplink allowed" (e.g., problematic band combinations as defined in TS 38.306 [11]) in tables in this clause the UE may indicate capability of not supporting simultaneous dual and triple uplink operation due to possible intermodulation interference to its own primary downlink channel bandwidth of PCell or PSCell if the intermodulation order is 2 or if the intermodulation order is 3 for the combinations when both operating bands are between 450 MHz – 960 MHz or between 1427 MHz – 2690 MHz. 
In the case for EN-DC or NE-DC configurations listed in tables in this clause for which the intermodulation products caused by the dual and triple uplink operation fall into the receive band but do not interfere with its own primary downlink channel bandwidth of PCell or PSCell as defined in Annex I the UE is mandated to operate in dual and triple uplink mode. Single Uplink is also allowed for certain band combinations where intermodulation or reverse intermodulation products could create difficulty for meeting emission requirements.
For EN-DC combinations of order 3 or higher, "Single Uplink allowed" UL configurations captured in Table 5.5B.2-1, Table 5.5B.3-1, and Table 5.5B.4-1 apply.
Unless otherwise stated, it is optional for UEs to support simultaneous Tx/Rx for TDD-TDD and TDD-FDD band combinations.
If multiple UL DC configurations are listed for multiple DL DC configurations, valid uplink configurations are such that uplink does not have more carriers than downlink.
Non‑contiguous resource allocation and almost contiguous allocation are not applicable for E‑UTRA or NR carrier part of intra‑band EN‑DC configuration.
[bookmark: _Toc21345410][bookmark: _Toc29806259][bookmark: _Toc37255792][bookmark: _Toc37256133][bookmark: _Toc45889970][bookmark: _Toc52381795][bookmark: _Toc61374894]5.5B.2	Intra-band contiguous EN-DC
Table 5.5B.2-1: Intra-band contiguous EN-DC configurations
	[bookmark: _Hlk515953743]EN-DC
configuration
	Uplink EN-DC
configuration
(NOTE 1)
	Single UL allowed


	DC_(n)41AA5
DC_(n)41CA5
DC_(n)41DA5
	DC_(n)41AA
	Yes3

	DC_(n)41CA5
DC_(n)41DA5
	DC_41A_n41A
	Yes3

	DC_(n)71AA2
	DC_(n)71AA
	No4

	NOTE 1:	Uplink EN-DC configurations are the configurations supported by the present release of specifications.
NOTE 2:	Requirements in this specification apply for NR SCS of 15 kHz only.
NOTE 3:	Single UL allowed due to potential emission issues, not self-interference.
NOTE 4:	For UE(s) supporting dynamic power sharing it is mandatory to do dual simultaneous UL. For UE(s) not supporting dynamic power sharing single UL is allowed.
NOTE 5:	The minimum requirements only apply for non-simultaneous Tx/Rx between all carriers.



<<Unchanged sections omitted>>

[bookmark: _Toc21345455][bookmark: _Toc29806304][bookmark: _Toc37255837][bookmark: _Toc37256178][bookmark: _Toc45890015][bookmark: _Toc52381840][bookmark: _Toc61374939]6.2B.2	UE maximum output power reduction for DC
[bookmark: _Toc21345456][bookmark: _Toc29806305][bookmark: _Toc37255838][bookmark: _Toc37256179][bookmark: _Toc45890016][bookmark: _Toc52381841][bookmark: _Toc61374940]6.2B.2.0	General
The UE maximum output power reduction (MPR) specified in this clause is applicable for UEs configured with EN-DC when NS_01 is indicated in the MCG and the SCG. The MPR applies subject to indication in the field modifiedMPRbehavior for the SCG [2].
[bookmark: _Toc21345457][bookmark: _Toc29806306][bookmark: _Toc37255839][bookmark: _Toc37256180][bookmark: _Toc45890017][bookmark: _Toc52381842][bookmark: _Toc61374941]6.2B.2.1	Intra-band contiguous EN-DC
[bookmark: _Toc21345458][bookmark: _Toc29806307][bookmark: _Toc37255840][bookmark: _Toc37256181][bookmark: _Toc45890018][bookmark: _Toc52381843][bookmark: _Toc61374942]6.2B.2.1.1	General
When the UE is configured for intra-band contiguous EN-DC, the UE determines the total allowed maximum output power reduction as specified in this clause.
For UE supporting dynamic power sharing the following:
-	for the MCG, MPRc in accordance with TS 36.101 [4]
-	for the SCG,
	MPR'c = MPRNR = MAX( MPRsingle,NR, MPRENDC)
-	for the total configured transmission power,
MPRtot = PPowerClass,EN-DC – min(PPowerClass,EN-DC ,10*log10(10^((PPowerClass,E-UTRA - MPRE-UTRA)/10) + 10^((PPowerClass,NR - MPRNR)/10))
where
	MPRE-UTRA = MAX(MPRsingle,E-UTRA, MPRENDC )
with
-	MPRsingle, E-UTRAis the MPR defined for the E-UTRA transmission in TS 36.101 [4]
-	MPRsingle,NR is the MPR defined for the NR transmission in TS 38.101-1 [2]
For UEs not supporting dynamic power sharing the following
-	for the MCG,
	MPRc = MAX(MPRsingle,E-UTRA, MPRENDC )
-	for the SCG,
	MPR'c = MAX( MPRsingle,NR, MPRENDC )
where
-	MPRsingle,NR is the MPR defined for the NR transmission in TS 38.101-1 [2]
-	MPRsingle,E-UTRA is the MPR defined for the E-UTRA transmission in TS 36.101 [4]
MPRENDC is defined in Clause 6.2B.2.1.2
[bookmark: _Toc21345459][bookmark: _Toc29806308][bookmark: _Toc37255841][bookmark: _Toc37256182][bookmark: _Toc45890019][bookmark: _Toc52381844][bookmark: _Toc61374943]6.2B.2.1.2	MPR for power class 3 and power class 2
MPR in this clause is applicable for power class 3 and power class 2 UEs indicating IE dualPA-Architecture supported with ENDC power class being the same as the E-UTRA and NR power class, otherwise the UE can use as much MPR as needed to fulfil emissions requirements when scheduled with dual uplink transmission. For UEs scheduled with single uplink transmission, MPR in clause 6.2.4 3 of TS 36.101 [4] and 6.2.2 of TS 38.101-1 [2] apply. For a UE supporting dynamic power sharing for DC_(n)71AA for which dual simultaneous uplink transmissions are mandatory and A-MPR defined in clause 6.2B.3.1.1 is applied as MPR. The allowed maximum output power reduction applied to transmission on the MCG and the SCG is defined as follows:
MPRENDC = MA
		Where MA is defined as follows
MA =	15	;	0 ≤ B < 0.5
			10	;	0.5 ≤ B < 1.0
			8	;	1.0 ≤ B < 2.0
			6	;	2.0 ≤ B
Where:
	For UEs supporting dynamic power sharing,
			B = (LCRB_alloc, E-UTRA * 12* SCSE-UTRA + LCRB_alloc,NR * 12 * SCSNR)/1,000,000
For UEs not supporting dynamic power sharing,
	For E-UTRA
			B = (LCRB_alloc, E-UTRA * 12* SCSE-UTRA + 12 * SCSNR)/1,000,000
Where SCSNR = 15 kHz is assumed in calculation of B.
	For NR
			B = (12* SCSE-UTRA + LCRB_alloc,NR * 12 * SCSNR)/1,000,000
Where SCSE-UTRA = 15 kHz is assumed in calculation of B.
and MA is reduced by 1 dB for B < 2.
[bookmark: _Toc21345460][bookmark: _Toc29806309][bookmark: _Toc37255842][bookmark: _Toc37256183][bookmark: _Toc45890020][bookmark: _Toc52381845][bookmark: _Toc61374944]6.2B.2.2	Intra-band non-contiguous EN-DC
[bookmark: _Toc21345461][bookmark: _Toc29806310][bookmark: _Toc37255843][bookmark: _Toc37256184][bookmark: _Toc45890021][bookmark: _Toc52381846][bookmark: _Toc61374945]6.2B.2.2.1	General
When the UE is configured for intra-band non-contiguous EN-DC, the UE determines the total allowed maximum output power reduction as specified in this clause.
For UE supporting dynamic power sharing the following:
-	for the MCG, MPRc in accordance with TS 36.101 [4]
-	for the SCG,
	MPR'c = MPRNR = MAX( MPRsingle,NR, MPRENDC)
-	for the total configured transmission power,
MPRtot = PPowerClass,EN-DC – min(PPowerClass,EN-DC ,10*log10(10^((PPowerClass,E-UTRA - MPRE-UTRA)/10) + 10^((PPowerClass,NR - MPRNR)/10))
where
	MPRE-UTRA = MAX(MPRsingle,E-UTRA, MPRENDC )
with
-	MPRsingle, E-UTRAis the MPR defined for the E-UTRA transmission in TS 36.101 [4]
-	MPRsingle,NR is the MPR defined for the NR transmission in TS 38.101-1 [2]
For UEs not supporting dynamic power sharing the following
-	for the MCG,
	MPRc = MAX(MPRsingle,E-UTRA, MPRENDC )
-	for the SCG,
	MPR'c = MAX( MPRsingle,NR, MPRENDC )
where
-	MPRsingle,NR is the MPR defined for the NR transmission in TS 38.101-1 [2]
-	MPRsingle,E-UTRA is the MPR defined for the E-UTRA transmission in TS 36.101 [4]
MPRENDC is defined in Clause 6.2B.2.2.2
[bookmark: _Toc21345462][bookmark: _Toc29806311][bookmark: _Toc37255844][bookmark: _Toc37256185][bookmark: _Toc45890022][bookmark: _Toc52381847][bookmark: _Toc61374946]6.2B.2.2.2	MPR for power class 3 and power class 2
MPR in this clause is applicable for power class 3 and power class 2 UEs indicating IE dualPA-Architecture supported with ENDC power class being the same as the E-UTRA and NR power class, otherwise the UE can use as much MPR as needed to fulfil emissions requirements when scheduled with dual uplink transmission. For UEs scheduled with single uplink transmission, MPR in clause 6.2.4 3 of TS 36.101 [4] and 6.2.2 of TS 38.101-1 [2] apply. The allowed maximum output power reduction for IM3 related emissions applied to transmission on the MCG and the SCG is defined as follows:
MPRENDC = MA
		Where MA is defined as follows
MA =	18	;	0 ≤ B < 1.0
			17	;	1.0 ≤ B < 2.0
			16	;	2.0 ≤ B < 5.0
			15	;	5.0 ≤ B
Where:
		For UEs supporting dynamic power sharing,
				B = (LCRB_alloc, E-UTRA * 12* SCSE-UTRA + LCRB_alloc,NR * 12 * SCSNR)/1,000.000
For UEs not supporting dynamic power sharing,
	For E-UTRA
			B= (LCRB_alloc, E-UTRA * 12* SCSE-UTRA + 12 * SCSNR)/1,000.000
Where SCSNR = 15 kHz is assumed in calculation of B.
	For NR
					B = (12 * SCSE-UTRA + LCRB_alloc,NR * 12 * SCSNR)/1,000.000
Where SCSE-UTRA = 15 kHz is assumed in calculation of B.
and MA is reduced by 1 dB for B < 2.

<<End of change>>
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Indicates whether the UE supports simultaneous transmission and reception in
TDD-TDD and TDD-FDD inter-band (NG)EN-DC/NE-DC. It is mandatory for certain
TDD-FDD and TDD-TDD band combinations defined in TS 38.101-3 [4]. <





