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Table A.4-5: Mapping of CQI Index to Information Bit payload (CQI table 3)
	TBS Scheme
	TBS.5-1
	TBS.5-2
	
	
	
	

	MCS table
	64QAMLowSE

	Number of allocated PDSCH resource blocks
	52
	106
	
	
	
	

	Number of consecutive PDSCH symbols
	12
	12
	
	
	
	

	Number of PDSCH MIMO layers
	1
	1
	
	
	
	

	Number of DMRS REs (Note 1)
	24
	24
	
	
	
	

	Overhead for TBS determination
	0
	0
	
	
	
	

	Available RE-s for PDSCH
	6240
	12720
	
	
	
	

	CQI index
	Spectral efficiency
	MCS index
	Modulation
	Information Bit Payload per Slot

	0
	OOR
	OOR
	OOR
	N/A
	N/A
	
	
	
	

	1
	0.0586
	0
	QPSK
	368
	768
	
	
	
	

	2
	0.0977
	2
	
	608
	1256
	
	
	
	

	3
	0.1523
	4
	
	984
	2024
	
	
	
	

	4
	0.2344
	6
	
	1480
	2976
	
	
	
	

	5
	0.3770
	8
	
	2408
	4744
	
	
	
	

	6
	0.6016
	10
	
	3752
	7680
	
	
	
	

	7
	0.8770
	12
	
	5504
	11016
	
	
	
	

	8
	1.1758
	14
	
	7296
	14856
	
	
	
	

	9
	1.4766
	16
	16QAM
	9224
	18960
	
	
	
	

	10
	1.9141
	18
	
	12040
	24576
	
	
	
	

	11
	2.4063
	20
	
	15112
	30728
	
	
	
	

	12
	2.7305
	22
	64QAM
	16896
	34816
	
	
	
	

	13
	3.3223
	24
	
	20496
	42016
	
	
	
	

	14
	3.9023
	26
	
	24576
	49176
	
	
	
	

	15
	4.5234
	28
	
	28168
	57376
	
	
	
	

	Note 1:	Number of DMRS REs includes the overhead of the DM-RS CDM groups without data
Note 2:	PDSCH is not scheduled on slots containing CSI-RS or slots which are not full DL
Note 3:	PDSCH is not scheduled on slots containing PBCH, i.e. slot#0 per 20ms periodicity
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