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Introduction
[bookmark: OLE_LINK2]In the RAN4#97e meeting, WF on simulation assumption [1] was approved for indoor coexistence evaluation work. Therefore in this contribution, we share some simulation results for further discussion. 
[bookmark: OLE_LINK14][bookmark: OLE_LINK13]Discussion 
[bookmark: OLE_LINK20][bookmark: OLE_LINK10]In the following sections, simulation results for both omni based and AAS based BS in indoor scenarios are provided based on the approved simulation assumption agreed on the reflector. In addition, baseline ACIR for demonstration of legacy FR1 NR system is assuming that using ACLR=30dBc at UE and ACS=46dBc at BS) at 7GHz and 10GHz, relative offset to baseline ACIR is used for further comparison to check whether relative relaxed requirements could be achieved.

[bookmark: OLE_LINK8][bookmark: OLE_LINK1][bookmark: OLE_LINK11]2.1. Uplink  
The UL simulation results for 7GHz and 10GHz are summarized in the following Table 1 and ACIR results are shown in Figure 1/2/3/4.
Table 1: UL throughput loss of victim UE at 7GHz and 10GHz 
	Simulation scenarios
	Throughput loss
	Relative ACIR offset

	
	
	0
	-1
	-2
	-3
	-4
	-5

	Omni based BS
	Average throughput loss in % (7GHz)
	0.1433 
	0.1794 
	0.2245 
	0.2805 
	0.3499 
	0.4356 

	
	5%-tile throughput loss in % (7GHz)
	0.0078 
	0.0098 
	0.0123 
	0.0155 
	0.0212 
	0.0246 

	AAS based BS
	Average throughput loss in %(7GHz)
	0.1414 
	0.1770 
	0.2211 
	0.2759 
	0.3437 
	0.4275 

	
	5%-tile throughput loss in % (7GHz)
	0.0033 
	0.0042 
	0.0053 
	0.0378 
	0.0880 
	0.1511 

	Omni based BS
	Average throughput loss in % (10GHz)
	0.1510 
	0.1892 
	0.2367 
	0.2957 
	0.3689 
	0.4593 

	
	5%-tile throughput loss in % (10GHz)
	0.0214 
	0.0347 
	0.0362 
	0.0382 
	0.0407 
	0.1147 

	AAS based BS
	Average throughput loss in % (10GHz)
	0.1536 
	0.1920 
	0.2395 
	0.2983 
	0.3709 
	0.4602 

	
	5%-tile throughput loss in % (10GHz)
	0.0900 
	0.0904 
	0.0910 
	0.0918 
	0.0927 
	0.0938 
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Figure 1. indoor scenario with omni based BS @7GHz
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Figure 2. indoor scenario with AAS based BS @7GHz
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Figure 3. indoor scenario with omni based BS @10GHz
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Figure 4. indoor scenario with AAS based BS @10GHz
Based on the initial simulation results, agreed UL ACIR 25.9dB for 7GHz and 23.9dB for 10GHz in last RAN4 meeting could fulfill the coexistence requirements for indoor scenario, therefore we propose to reuse ACLR/ACS requirements of Urban macro scenario for that of indoor scenario.
Conclusions
In this contribution, we shared simulation results for 6.425-7.125GHz and 10.0-10.5GHz and proposals are made following:
Proposal 1: reuse the ACLR/ACS requirements of urban macro for that of indoor case.
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