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< start of changes >
[bookmark: _Toc53185326][bookmark: _Toc53185702][bookmark: _Toc57820177][bookmark: _Toc57821104][bookmark: _Toc61183380][bookmark: _Toc61183774][bookmark: _Toc61184166][bookmark: _Toc61184558][bookmark: _Toc61184948]6.3.2	IAB-MT Output Power Dynamics
[bookmark: _Toc53185327][bookmark: _Toc53185703][bookmark: _Toc57820178][bookmark: _Toc57821105][bookmark: _Toc61183381][bookmark: _Toc61183775][bookmark: _Toc61184167][bookmark: _Toc61184559][bookmark: _Toc61184949]6.3.2.1	Total power dynamic range
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The IAB-MT total power dynamic range is the difference between the maximum and the minimum controlled transmit power in the channel bandwidth for a specified reference condition with full RB allocation. The maximum and minimum output powers are defined as the mean power in at least one sub-frame 1ms.
NOTE:	The specified reference condition(s) are specified in the conformance specification Changes in the controlled transmit power in the channel bandwidth due to changes in the specified reference condition are not include as part of the dynamic range.

<< Unchanged part is omitted>>
[bookmark: _Toc53185445][bookmark: _Toc53185821][bookmark: _Toc57820306][bookmark: _Toc57821233][bookmark: _Toc61183509][bookmark: _Toc61183903][bookmark: _Toc61184295][bookmark: _Toc61184687][bookmark: _Toc61185077]9.4.2.1	OTA total power dynamic range
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The OTA total power dynamic range is the difference between the maximum and the minimum controlled transmit power in the channel bandwidth for a specified reference condition with full RB allocation. The maximum and minimum output powers are defined as the mean power in at least one sub-frame 1ms
Note. The specified reference condition(s) are specified in the conformance specification. Changes in the controlled transmit power in the channel bandwidth due to changes in the specified reference condition are not include as part of the dynamic range.
This requirement shall apply at each RIB supporting transmission in the operating band.

<< Unchanged part is omitted>>
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