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	Reason for change:
	Simultaneous Rx/Tx capability for TDD-TDD and TDD-FDD inter-band NR CA, SUL or inter-band EN-DC configurations should be a per band combination per band pair capability rather than a per BC capability. Two-band combination is the basis for reporting such a capability. 

	
	

	Summary of change:
	1. In the applicability section, make it clear that the simultaneous Rx/Tx capability shall be reproted for combinations identified as mandatory in the spec as well as when the UE is capable of simultaneous Rx/Tx operation. Otherwise, if the capability is absent or not reported for capable of simultaneous Rx/Tx operation, it will have wrong restriction on the network scheduling. 
2. Mandatory capability of simultaneous Rx/Tx also applies also for these carriers when applicable CA configuration is part of a higher order CA configuration since the capability should be a per band pair indicated capability.
3. To avoid misinterpretation of the spec, remove the capability indication for TDD-FDD band combinations and by default, the simultaneous Rx/Tx capability shall be reported for two-band TDD-FDD band combination unless it indicated in the spec simultaneous Rx/Tx operation is not supported.

	
	

	Consequences if not approved:
	The applicability of the simultaneous Rx/Tx capability for TDD-TDD and TDD-FDD inter-band NR CA, SUL or inter-band EN-DC configurations are not clear in the specification, which may lead wrongly scheduling restriction for the network if the capability is not reproted accurately. 
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<Start of Change>
[bookmark: _Toc21342842][bookmark: _Toc29769803][bookmark: _Toc29799302][bookmark: _Toc37254526][bookmark: _Toc37255169][bookmark: _Toc45887192][bookmark: _Toc53171929]4.2	Applicability of minimum requirements
a)	In this specification the Minimum Requirements are specified as general requirements and additional requirements. Where the Requirement is specified as a general requirement, the requirement is mandated to be met in all scenarios
b)	For specific scenarios for which an additional requirement is specified, in addition to meeting the general requirement, the UE is mandated to meet the additional requirements.
c)	The spurious emissions power requirements are for the long-term average of the power. For the purpose of reducing measurement uncertainty it is acceptable to average the measured power over a period of time sufficient to reduce the uncertainty due to the statistical nature of the signal
d)	All the requirements for intra-band contiguous and non-contiguous CA apply under the assumption of the same slot format indicated by UL-DL-configuratin-common in the PCell and SCells for NR SA.
e)  For a terminal which supports TDD-TDD and TDD-FDD inter-band NR CA, SUL configurations, if the band combinations are identified as mandatory support of simultaneous Tx/Rx operation in the specification, or the terminal is capable of supporting simultaneous Tx/Rx operation, the capability of simultaneousRxTxInterBandCA or simultaneousRxTxSUL specified in [9] shall be reported. Unless otherwise indicated in the specification, all two-band TDD-FDD inter-band NR CA or SUL configurations shall report the simultaneousRxTx capability.

<Next Change>
[bookmark: _Toc45887200][bookmark: _Toc53171937]5.2A.2.1	Inter-band CA (two bands)
Table 5.2A.2.1-1: Inter-band CA operating bands involving FR1 (two bands)
	NR CA Band
	NR Band
(Table 5.2-1)

	CA_n3-n771
	n3, n77

	CA_n3-n781
	n3, n78

	CA_n3-n791
	n3, n79

	CA_n8-n751
	n8, n75

	CA n8-n781
	n8, n78

	CA_n8-n791
	n8, n79

	CA_n28-n752
	n28, n75

	CA_n28-n781
	n28, n78

	CA_n41-n78
	n41, n78

	CA_n75-n781
	n75, n78

	CA_n76-n781
	n76, n78

	CA_n77-n79
	n77, n79

	CA_n78-n793
	n78, n79

	NOTE 1:	Applicable for UE supporting inter-band carrier aggregation with mandatory simultaneous Rx/Tx capability.Void
NOTE 2:	The frequency range in band n28 is restricted for this band combination to 703-733 MHz for the UL and 758-788 MHz for the DL. 
NOTE 3:	Simultaneous Rx/Tx capability does not apply for UEs supporting band n78 with a n77 implementation.



<Next Change>
[bookmark: _Toc21342851][bookmark: _Toc29769812][bookmark: _Toc29799311][bookmark: _Toc37254535][bookmark: _Toc37255178][bookmark: _Toc45887202][bookmark: _Toc53171939]5.2C	Operating band combination for SUL
NR operation is designed to operate in the operating band combination defined in Table 5.2C-1, where all operating bands are within FR1.
Table 5.2C-1: Operating band combination for SUL in FR1
	NR Band combination for SUL
	NR Band
(Table 5.2-1)

	SUL_n78-n802
	n78, n80

	SUL_n78-n812
	n78, n81

	SUL_n78-n822
	n78, n82

	SUL_n78-n832
	n78, n83

	SUL_n78-n842
	n78, n84

	SUL_n78-n862
	n78, n86

	SUL_n79-n802
	n79, n80

	SUL_n79-n812
	n79, n81

	NOTE 1:	If a UE is configured with both NR UL and NR SUL carriers in a cell, the switching time between NR UL carrier and NR SUL carrier is 0 us.
NOTE 2:	For UE supporting SUL band combination simultaneous Rx/Tx capability is mandatoryVoid.
NOTE 3:	For UE supporting SUL band combination, UL MIMO is not configured on SUL carrier.



<End of Change>

