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------------------------------ Modified section ------------------------------
[bookmark: _Toc5280827][bookmark: _Toc46223597][bookmark: _Toc46223678][bookmark: _Toc52563985]8.2.4	Limits
Unless otherwise stated, the radiated spurious emission limits apply for the frequency ranges that are more than FOOB (MHz) in table 8.2.4-0 from the edge of the channel bandwidth. The radiated spurious emission limits in table 8.2.4-1 apply for all transmitter band configurations (NRB) and channel bandwidths.
The references for these requirements are ITU-R SM 329 [5], SM.1539 [18] and TS 38.101-1 [3] for FR1.
The frequency boundary and reference bandwidths for the detailed transitions of the limits between the requirements for out of band emissions and spurious emissions are based on ITU-R SM 329 [5].
These requirements are only applicable for frequencies in the spurious domain. The limits are specified in table 8.2.4-1 for UE equipment supporting operations in FR1 only.
Table 8.2.4-0: Boundary between NR out of band and general spurious emission domain
	Channel bandwidth
	OOB boundary FOOB (MHz) 

	BWChannel 
	BWChannel + 5



Table 8.2.4-1: Radiated spurious emissions requirements for UE equipment supporting operations in FR1 only
	Frequency range
	Maximum level (dBm)
	Measurement bandwidth
	Notes

	9 kHz ≤ f < 150 kHz
	-36
	1 kHz 
	

	150 kHz ≤ f < 30 MHz
	-36
	10 kHz 
	

	30 MHz ≤ f < 1000 MHz
	-36
	100 kHz
	

	1 GHz ≤ f < 12.75 GHz
	-30
	1 MHz
	4

	
	-25
	1 MHz
	3

	12.75 GHz ≤ f < 5th harmonic of the upper frequency edge of the UL operating band in GHz
	-30
	1 MHz
	1

	12.75 GHz < f < 26 GHz
	-30
	1 MHz
	2

	NOTE 1:	Applies for Band that the upper frequency edge of the UL Band more than 2.69 GHz.
NOTE 2:	Applies for Band that the upper frequency edge of the UL Band more than 5.2 GHz.
NOTE 3:	As specified in TS 38.101-1 [3]: Applies for Band n41, CA configurations including Band n41, and EN-DC configurations that include n41 specified in clause 5.2B of TS 38.101-3 [3] when NS_04 is signalled.
NOTE 4:	As specified in TS 38.101-1 [3]: Does not apply for Band n41, CA configurations including Band n41, and EN-DC configurations that include n41 specified in clause 5.2B of TS 38.101-3 [3] when NS_04 is signalled.



NOTE:	This requirement is aligned with the NR UE spurious emissions requirement in TS 38.101-1 [3]Void.
------------------------------ End of modified section ------------------------------
