

	
3GPP TSG-RAN WG4 Meeting # 98-e	R4-2102836
Electronic meeting, 25 January – 5 February 2021
	CR-Form-v12.1

	CHANGE REQUEST

	

	
	38.104
	CR
	0297
	rev
	-
	Current version:
	17.0.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	



	Proposed change affects:
	UICC apps
	
	ME
	
	Radio Access Network
	X
	Core Network
	



	

	Title:	
	CR to TS 38.104 corrections to NR-U BS RF Tx requirements

	
	

	Source to WG:
	Nokia, Nokia Shanghai Bell  

	Source to TSG:
	R4

	
	

	Work item code:
	NR_unlic-Core
	
	Date:
	2021-02-04

	
	
	
	
	

	Category:
	A
	
	Release:
	Rel-17

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier 													release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)
Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8	(Release 8)
Rel-9	(Release 9)
Rel-10	(Release 10)
Rel-11	(Release 11)
…
Rel-15	(Release 15)
Rel-16	(Release 16)
Rel-17	(Release 17)
Rel-18	(Release 18)

	
	

	Reason for change:
	During introduction of NR-U to BS RF core specification some errors introduced for BS RF Tx requirements 
This CR introduce corrections to NR-U related BS RF requirements. 

	
	

	Summary of change:
	1) Correction of Note 6 in table 5.4.3.3-1
2) Modification to ACLR tables desciption to capture excluding band n46 and n96 that have own tables. 
3) Missing value in table 6.6.5.2.1-1 added.
4) “{“ corrected in Note 5 in table 5.4.3.3-1 

	
	

	Consequences if not approved:
	Specification will include errors for NR-U BS RF requirements.

	
	

	Clauses affected:
	5.4.3.3, 6.3.3, 6.6.5

	
	

	
	Y
	N
	
	

	Other specs
	
	N
	 Other core specifications	
	TS/TR ... CR ... 

	affected:
	
	N
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	N
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	

	
	

	This CR's revision history:
	




Page 1






[bookmark: _Hlk61631985][bookmark: _Toc21127443][bookmark: _Toc29811650][bookmark: _Toc36817202][bookmark: _Toc37260118][bookmark: _Toc37267506][bookmark: _Toc44712108][bookmark: _Toc45893421][bookmark: _Toc53178148][bookmark: _Toc53178599][bookmark: _Toc61177838][bookmark: _Toc61178310]<Start of change>
5.4.3	Synchronization raster
[bookmark: _Toc21127444][bookmark: _Toc29811651][bookmark: _Toc36817203][bookmark: _Toc37260119][bookmark: _Toc37267507][bookmark: _Toc44712109][bookmark: _Toc45893422][bookmark: _Toc53178149][bookmark: _Toc53178600][bookmark: _Toc61177839][bookmark: _Toc61178311]5.4.3.1	Synchronization raster and numbering
The synchronization raster indicates the frequency positions of the synchronization block that can be used by the UE for system acquisition when explicit signalling of the synchronization block position is not present.
A global synchronization raster is defined for all frequencies. The frequency position of the SS block is defined as SSREF with corresponding number GSCN. The parameters defining the SSREF and GSCN for all the frequency ranges are in table 5.4.3.1-1.
The resource element corresponding to the SS block reference frequency SSREF is given in clause 5.4.3.2. The synchronization raster and the subcarrier spacing of the synchronization block is defined separately for each band.
Table 5.4.3.1-1: GSCN parameters for the global frequency raster
	Range of frequencies (MHz)
	SS block frequency position SSREF
	GSCN
	Range of GSCN

	0 – 3000
	N * 1200 kHz + M * 50 kHz,
N = 1:2499, M ϵ {1,3,5} (Note)
	3N + (M-3)/2
	2 – 7498

	3000 – 24250
	3000 MHz + N * 1.44 MHz, 
N = 0:14756
	7499 + N
	7499 – 22255

	24250 – 100000
	24250.08 MHz + N * 17.28 MHz, 
N = 0:4383
	22256 + N
	22256 – 26639

	NOTE:	The default value for operating bands which only support SCS spaced channel raster(s) is M=3.



[bookmark: _Toc13080155][bookmark: _Toc21127446]5.4.3.2	Synchronization raster to synchronization block resource element mapping
The mapping between the synchronization raster and the corresponding resource element of the SS block is given in table 5.4.3.2-1. 
Table 5.4.3.2-1: Synchronization Raster to SS block Resource Element Mapping
	Resource element index k
	120

	
	



k is the subcarrier number of SS/PBCH block defined in TS 38.211 clause 7.4.3.1 [9].
[bookmark: _Toc29811652][bookmark: _Toc36817204][bookmark: _Toc37260120][bookmark: _Toc37267508][bookmark: _Toc44712110][bookmark: _Toc45893423][bookmark: _Toc53178150][bookmark: _Toc53178601][bookmark: _Toc61177840][bookmark: _Toc61178312]5.4.3.3	Synchronization raster entries for each operating band
The synchronization raster for each band is give in table 5.4.3.3-1. The distance between applicable GSCN entries is given by the <Step size> indicated in table 5.4.3.3-1 for FR1 and table 5.4.3.3-2 for FR2.
Table 5.4.3.3-1: Applicable SS raster entries per operating band (FR1)
	NR operating band
	SS Block SCS
	SS Block pattern
(NOTE 1)
	Range of GSCN
(First – <Step size> – Last)

	n1
	15 kHz
	Case A
	5279 – <1> – 5419

	n2
	15 kHz
	Case A
	4829 – <1> – 4969

	n3
	15 kHz
	Case A
	4517 – <1> – 4693

	n5
	15 kHz
	Case A
	2177 – <1> – 2230

	
	30 kHz
	Case B
	2183 – <1> – 2224

	n7
	15 kHz
	Case A
	6554 – <1> – 6718

	n8
	15 kHz
	Case A
	2318 – <1> – 2395

	n12
	15 kHz
	Case A
	1828 – <1> – 1858

	n14
	15 kHz
	Case A
	1901 – <1> – 1915

	n18
	15kHz
	CaseA
	2156 – <1> – 2182

	n20
	15 kHz
	Case A
	1982 – <1> – 2047

	n25
	15 kHz
	Case A
	4829 – <1> – 4981

	n26
	15 kHz
	Case A
	2153 – <1> – 2230

	n28
	15 kHz
	Case A
	1901 – <1> – 2002

	n29
	15 kHz
	Case A
	1798 – <1> – 1813

	n30
	15 kHz
	Case A
	5879 – <1> – 5893

	n34
	15 kHz
	Case A
	NOTE 3

	
	30 kHz
	Case C
	5036 – <1> – 5050

	n38
	15 kHz
	Case A
	NOTE 2

	
	30 kHz
	Case C
	6437 – <1> – 6538

	n39
	15 kHz
	Case A
	NOTE 4

	
	30 kHz
	Case C
	4712 – <1> – 4789

	n40
	30 kHz
	Case C
	5762 – <1> – 5989

	n41
	15 kHz
	Case A
	6246 – <3> – 6717

	
	30 kHz
	Case C
	6252 – <3> – 6714

	n465
	30 kHz
	Case C
	8993 – <1> – 9530

	n48
	30 kHz
	Case C
	7884 – <1> – 7982

	n50
	30 kHz
	Case C
	3590 – <1> – 3781

	n51
	15 kHz
	Case A
	3572 – <1> – 3574

	n53
	15 kHz
	Case A
	6215 – <1> – 6232

	n65
	15 kHz
	Case A
	5279 – <1> – 5494

	n66
	15 kHz
	Case A
	5279 – <1> – 5494

	
	30 kHz
	Case B
	5285 – <1> – 5488

	n70
	15 kHz
	Case A
	4993 – <1> – 5044

	n71
	15 kHz
	Case A
	1547 – <1> – 1624

	n74
	15 kHz
	Case A
	3692 – <1> – 3790

	n75
	15 kHz
	Case A
	3584 – <1> – 3787

	n76
	15 kHz
	Case A
	3572 – <1> – 3574

	n77
	30 kHz
	Case C
	7711 – <1> – 8329

	n78
	30 kHz
	Case C
	7711 – <1> – 8051

	n79
	30 kHz
	Case C
	8480 – <16> – 8880

	n90
	15 kHz
	Case A
	6246 – <1> – 6717

	
	30 kHz
	Case C
	6252 – <1> – 6714

	n91
	15 kHz
	Case A
	3572 – <1> – 3574

	n92
	15 kHz
	Case A
	3584 – <1> – 3787

	n93
	15 kHz
	Case A
	3572 – <1> – 3574

	n94
	15 kHz
	Case A
	3584 – <1> – 3787

	n966
	30 kHz
	Case C
	9531 – <1> – 9877

	NOTE 1:	SS Block pattern is defined in clause 4.1 in TS 38.213 [10].
NOTE 2:	The applicable SS raster entries are GSCN = {6432, 6443, 6457, 6468, 6479, 6493, 6507, 6518, 6532, 6543}
NOTE 3:	The applicable SS raster entries are GSCN = {5032, 5043, 5054}
NOTE 4:	The applicable SS raster entries are GSCN = {4707, 4715, 4718, 4729, 4732, 4743, 4747, 4754, 4761, 4768, 4772, 4782, 4786, 4793}
NOTE 5:	The following GSCN are allowed for operation in band n46:
	{GSCN = {8996, 9010, 9024, 9038, 9051, 9065, 9079, 9093, 9107, 9121, 9218, 9232, 9246, 9260, 9274, 9288, 9301, 9315, 9329, 9343, 9357, 9371, 9385, 9402, 9416, 9430, 9444, 9458, 9472, 9485, 9499, 9513}.
NOTE 6:	The following GSCN are allowed for operation in band n96:
	GSCN = {9548, 9562, 9576, 9590, 9603, 9617, 9631, 9645, 9659, 9673, 9687, 9701, 9714, 9728, 9742, 9756, 9770, 9784, 9798, 9812, 9826, 9840, 9853, 9867, 9881, 9895, 9909, 9923, 9937, 9951, 9964, 9978, 9992, 10006, 10020, 10034, 10048, 10062, 10076, 10090, 10103, 10117, 10131, 10145, 10159, 10173, 10187, 10201, 10214, 10228, 10242, 10256, 10270, 10284, 10298, 10312, 10325, 10339, 10353}



Table 5.4.3.3-2: Applicable SS raster entries per operating band (FR2)
	[bookmark: _Hlk51852729]NR operating band
	SS Block SCS
	SS Block pattern
(note)
	Range of GSCN
(First – <Step size> – Last)

	n257 
	120 kHz
	Case D
	22388 – <1> – 22558

	
	240 kHz
	Case E
	22390 – <2> – 22556

	n258
	120 kHz
	Case D
	22257 – <1> – 22443

	
	240 kHz
	Case E
	22258 – <2> – 22442

	n259
	120 kHz
	Case D
	23140 – <1> – 23369

	
	240 kHz
	Case E
	23142 – <2> – 23368

	n260 
	120 kHz
	Case D
	22995 – <1> – 23166

	
	240 kHz
	Case E
	22996 – <2> – 23164

	n261
	120 kHz
	Case D
	22446 – <1> – 22492

	
	240 kHz
	Case E
	22446 – <2> – 22490

	NOTE:	SS Block pattern is defined in section 4.1 in TS 38.213 [10].



[bookmark: _Hlk61632003]<unchanged sections omitted>

[bookmark: _Toc21127487][bookmark: _Toc29811696][bookmark: _Toc36817248][bookmark: _Toc37260164][bookmark: _Toc37267552][bookmark: _Toc44712154][bookmark: _Toc45893467][bookmark: _Toc53178194][bookmark: _Toc53178645][bookmark: _Toc61177884][bookmark: _Toc61178356]6.6.3	Adjacent Channel Leakage Power Ratio
[bookmark: _Toc21127488][bookmark: _Toc29811697][bookmark: _Toc36817249][bookmark: _Toc37260165][bookmark: _Toc37267553][bookmark: _Toc44712155][bookmark: _Toc45893468][bookmark: _Toc53178195][bookmark: _Toc53178646][bookmark: _Toc61177885][bookmark: _Toc61178357]6.6.3.1	General
Adjacent Channel Leakage power Ratio (ACLR) is the ratio of the filtered mean power centred on the assigned channel frequency to the filtered mean power centred on an adjacent channel frequency.
[bookmark: _Hlk508123095]The requirements shall apply outside the Base Station RF Bandwidth or Radio Bandwidth whatever the type of transmitter considered (single carrier or multi-carrier) and for all transmission modes foreseen by the manufacturer’s specification.
The requirements shall also apply if the BS supports NB-IoT operation in NR in-band.
[bookmark: _Hlk508123083]For a BS operating in non-contiguous spectrum, the ACLR requirement in clause 6.6.3.2 shall apply in sub-block gaps for the frequency ranges defined in table 6.6.3.2-2a, while the CACLR requirement in clause 6.6.3.2 shall apply in sub-block gaps for the frequency ranges defined in table 6.6.3.2-3.
For a multi-band connector, the ACLR requirement in clause 6.6.3.2 shall apply in Inter RF Bandwidth gaps for the frequency ranges defined in table 6.6.3.2-2a, while the CACLR requirement in clause 6.6.3.2 shall apply in Inter RF Bandwidth gaps for the frequency ranges defined in table 6.6.3.2-3.
The requirement shall apply during the transmitter ON period.
[bookmark: _Toc13080199][bookmark: _Toc29811698][bookmark: _Toc36817250][bookmark: _Toc37260166][bookmark: _Toc37267554][bookmark: _Toc44712156][bookmark: _Toc45893469][bookmark: _Toc53178196][bookmark: _Toc53178647][bookmark: _Toc61177886][bookmark: _Toc61178358]6.6.3.2	Limits and Basic limits
The ACLR is defined with a square filter of bandwidth equal to the transmission bandwidth configuration of the transmitted signal (BWConfig) centred on the assigned channel frequency and a filter centred on the adjacent channel frequency according to the tables below.
For operation in paired and unpaired spectrum, the ACLR shall be higher than the value specified in table 6.6.3.2‑1 in any operating band except for band n46 and n96.
Table 6.6.3.2-1: Base station ACLR limit
	BS channel bandwidth of lowest/highest carrier transmitted BWChannel (MHz)
	BS adjacent channel centre frequency offset below the lowest or above the highest carrier centre frequency transmitted
	Assumed adjacent channel carrier (informative)
	Filter on the adjacent channel frequency and corresponding filter bandwidth
	ACLR limit

	5, 10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90,100 
	BWChannel
	NR of same BW (Note 2)
	Square (BWConfig)
	45 dB

	
	2 x BWChannel
	NR of same BW (Note 2)
	Square (BWConfig)
	45 dB

	
	BWChannel /2 + 2.5 MHz
	5 MHz E-UTRA
	Square (4.5 MHz)
	45 dB (Note 3)

	
	BWChannel /2 + 7.5 MHz
	5 MHz E-UTRA
	Square (4.5 MHz)
	45 dB (Note 3)

	NOTE 1:	BWChannel and BWConfig are the BS channel bandwidth and transmission bandwidth configuration of the lowest/highest carrier transmitted on the assigned channel frequency.
NOTE 2:	With SCS that provides largest transmission bandwidth configuration (BWConfig).
NOTE 3:	The requirements are applicable when the band is also defined for E-UTRA or UTRA.



For band n46 and n96, the ACLR shall be higher than the value specified in Table 6.6.3.2-1a.
Table 6.6.3.2-1a: Base station ACLR limit for band n46 and n96
	BS channel bandwidth of lowest/highest NR carrier transmitted BWChannel (MHz) 
	BS adjacent channel centre frequency offset below the lowest or above the highest carrier centre frequency transmitted
	Assumed adjacent channel carrier (informative)
	Filter on the adjacent channel frequency and corresponding filter bandwidth
	ACLR limit

	10, 20, 40, 60, 80 
	BWChannel
	NR of same BW (Note 2)
	Square (BWConfig)
	35 dB

	
	2 x BWChannel
	NR of same BW (Note 2)
	Square (BWConfig)
	40 dB

	NOTE 1:	BWChannel and BWConfig are the BS channel bandwidth and transmission bandwidth configuration of the lowest/highest NR carrier transmitted on the assigned channel frequency.
NOTE 2:	With SCS that provides largest transmission bandwidth configuration (BWConfig).



[bookmark: _Hlk508123340]The ACLR absolute basic limit is specified in table 6.6.3.2‑2.
Table 6.6.3.2-2: Base station ACLR absolute basic limit
	BS category / BS class
	ACLR absolute basic limit

	Category A Wide Area BS
	-13 dBm/MHz

	Category B Wide Area BS
	-15 dBm/MHz

	Medium Range BS
	-25 dBm/MHz

	Local Area BS
	-32 dBm/MHz



[bookmark: _Hlk508123610]For operation in non-contiguous spectrum or multiple bands, the ACLR shall be higher than the value specified in Table 6.6.3.2‑2a in any operating band except for band n46 and n96.
Table 6.6.3.2-2a: Base Station ACLR limit in non-contiguous spectrum or multiple bands
	BS channel bandwidth of lowest/highest carrier transmitted BWChannel (MHz)
	Sub-block or Inter RF Bandwidth gap size (Wgap) where the limit applies (MHz)
	BS adjacent channel centre frequency offset below or above the sub-block or Base Station RF Bandwidth edge (inside the gap)
	Assumed adjacent channel carrier
	Filter on the adjacent channel frequency and corresponding filter bandwidth
	ACLR limit

	5, 10, 15, 20
	Wgap ≥ 15 (Note 3)
Wgap ≥ 45 (Note 4)
	2.5 MHz
	5 MHz NR (Note 2)
	Square (BWConfig)
	45 dB

	
	Wgap ≥ 20 (Note 3)
Wgap ≥ 50 (Note 4)
	7.5 MHz
	5 MHz NR (Note 2)
	Square (BWConfig)
	45 dB

	25, 30, 40, 50, 60, 70, 80, 90, 100
	Wgap ≥ 60 (Note 4)
Wgap ≥ 30 (Note 3) 
	10 MHz
	20 MHz NR (Note 2)
	Square (BWConfig)
	45 dB

	
	Wgap ≥ 80 (Note 4)
Wgap ≥ 50 (Note 3)
	30 MHz
	20 MHz NR (Note 2)
	Square (BWConfig)
	45 dB

	NOTE 1:	BWConfig is the transmission bandwidth configuration of the assumed adjacent channel carrier.
NOTE 2:	With SCS that provides largest transmission bandwidth configuration (BWConfig).
NOTE 3:	Applicable in case the BS channel bandwidth of the NR carrier transmitted at the other edge of the gap is 5, 10, 15, 20 MHz.
NOTE 4:	Applicable in case the BS channel bandwidth of the NR carrier transmitted at the other edge of the gap is 25, 30, 40, 50, 60, 70, 80, 90, 100 MHz.



For operation in non-contiguous spectrum for band n46 and n96, the ACLR shall be higher than the value specified in Table 6.6.3.2-2b.
Table 6.6.3.2-2b: Base Station ACLR limit in non-contiguous spectrum for band n46 and n96
	BS channel bandwidth of lowest/highest NR carrier transmitted BWChannel (MHz) 
	Sub-block or Inter RF Bandwidth gap size (Wgap) where the limit applies (MHz)
	BS adjacent channel centre frequency offset below or above the sub-block or Base Station RF Bandwidth edge (inside the gap)
	Assumed adjacent channel carrier
	Filter on the adjacent channel frequency and corresponding filter bandwidth
	ACLR limit

	10, 20, 40, 60, 80
	Wgap ≥ 60
	10 MHz
	20 MHz NR (Note 2)
	Square (BWConfig)
	35 dB

	
	Wgap ≥ 80
	30 MHz
	20 MHz NR (Note 2)
	Square (BWConfig)
	40 dB

	NOTE 1:	BWConfig is the transmission bandwidth configuration of the assumed adjacent channel carrier.
NOTE 2:	With SCS that provides largest transmission bandwidth configuration (BWConfig).



The Cumulative Adjacent Channel Leakage power Ratio (CACLR) in a sub-block gap or the Inter RF Bandwidth gap is the ratio of:
a)	the sum of the filtered mean power centred on the assigned channel frequencies for the two carriers adjacent to each side of the sub-block gap or the Inter RF Bandwidth gap, and
b)	the filtered mean power centred on a frequency channel adjacent to one of the respective sub-block edges or Base Station RF Bandwidth edges.
The assumed filter for the adjacent channel frequency is defined in table 6.6.3.2-3 and the filters on the assigned channels are defined in table 6.6.3.2-4.
For operation in non-contiguous spectrum or multiple bands, the CACLR for NR carriers located on either side of the sub-block gap or the Inter RF Bandwidth gap shall be higher than the value specified in table 6.6.3.2-3.
The CACLR requirements in Table 6.6.3.2-3 apply to BS that supports NR, in any operating band except for band n46 and n96. The CACLR requirements for band n46 and n96 are in Table 6.6.3.2-3aa.
Table 6.6.3.2-3: Base Station CACLR limit
	BS channel bandwidth of lowest/highest carrier transmitted BWChannel (MHz)
	Sub-block or Inter RF Bandwidth gap size (Wgap) where the limit applies (MHz)
	BS adjacent channel centre frequency offset below or above the sub-block or Base Station RF Bandwidth edge (inside the gap)
	Assumed adjacent channel carrier
	Filter on the adjacent channel frequency and corresponding filter bandwidth
	CACLR limit

	5, 10, 15, 20
	5 ≤Wgap< 15 (Note 3)
5 ≤Wgap< 45 (Note 4)
	2.5 MHz
	5 MHz NR (Note 2)
	Square (BWConfig)
	45 dB

	
	10 < Wgap< 20  (Note 3)
10 ≤Wgap< 50 (Note 4)
	7.5 MHz
	5 MHz NR (Note 2)
	Square (BWConfig)
	45 dB

	25, 30, 40, 50, 60, 70, 80,90, 100
	20 ≤Wgap< 60  (Note 4)
20 ≤Wgap< 30 (Note 3)

	10 MHz
	20 MHz NR (Note 2)
	Square (BWConfig)
	45 dB

	
	40 < Wgap< 80  (Note 4)
40 ≤Wgap< 50 (Note 3)
	30 MHz
	20 MHz NR (Note 2)
	Square (BWConfig)
	45 dB

	NOTE 1:	BWConfig is the transmission bandwidth configuration of the assumed adjacent channel carrier.
NOTE 2:	With SCS that provides largest transmission bandwidth configuration (BWConfig).
NOTE 3:	Applicable in case the BS channel bandwidth of the NR carrier transmitted at the other edge of the gap is 5, 10, 15, 20 MHz.
NOTE 4:	Applicable in case the BS channel bandwidth of the NR carrier transmitted at the other edge of the gap is 25, 30, 40, 50, 60, 70, 80, 90, 100 MHz.



For operation in non-contiguous spectrum for band n46 and n96, the CACLR for NR carriers located on either side of the sub-block gap shall be higher than the value specified in Table 6.6.3.2-3aa.
Table 6.6.3.2-3aa: Base Station CACLR limit for band n46 and n96
	BS channel bandwidth of lowest/highest NR carrier transmitted BWChannel (MHz) 
	Sub-block or Inter RF Bandwidth gap size (Wgap) where the limit applies (MHz)
	BS adjacent channel centre frequency offset below or above the sub-block or Base Station RF Bandwidth edge (inside the gap)
	Assumed adjacent channel carrier
	Filter on the adjacent channel frequency and corresponding filter bandwidth
	CACLR limit

	10, 20, 40, 60, 80
	20 ≤Wgap< 60

	10 MHz
	20 MHz NR (Note 2)
	Square (BWConfig)
	35 dB

	
	40 < Wgap< 80
	30 MHz
	20 MHz NR (Note 2)
	Square (BWConfig)
	40 dB

	NOTE 1:	BWConfig is the transmission bandwidth configuration of the assumed adjacent channel carrier.
NOTE 2:	With SCS that provides largest transmission bandwidth configuration (BWConfig).



The CACLR absolute basic limit is specified in table 6.6.3.2‑3a.
Table 6.6.3.2-3a: Base station CACLR absolute basic limit
	BS category / BS class
	CACLR absolute basic limit

	Category A Wide Area BS
	-13 dBm/MHz

	Category B Wide Area BS
	-15 dBm/MHz

	Medium Range BS
	-25 dBm/MHz

	Local Area BS
	-32 dBm/MHz



Table 6.6.3.2-4: Filter parameters for the assigned channel
	RAT of the carrier adjacent to the sub-block or Inter RF Bandwidth gap 
	Filter on the assigned channel frequency and corresponding filter bandwidth

	NR
	NR of same BW with SCS that provides largest transmission bandwidth configuration



[bookmark: _Toc21127490][bookmark: _Toc29811699][bookmark: _Toc36817251][bookmark: _Toc37260167][bookmark: _Toc37267555][bookmark: _Toc44712157][bookmark: _Toc45893470][bookmark: _Toc53178197][bookmark: _Toc53178648][bookmark: _Toc61177887][bookmark: _Toc61178359]6.6.3.3	Minimum requirement for BS type 1-C
[bookmark: _Hlk508124711]The ACLR (CACLR) absolute basic limits in table 6.6.3.2-2, 6.6.3.2-3a or the ACLR (CACLR) limits in table 6.6.3.2-1, 6.6.3.2-2a or 6.6.3.2-3, whichever is less stringent, shall apply for each antenna connector.
[bookmark: _Toc21127491][bookmark: _Toc29811700][bookmark: _Toc36817252][bookmark: _Toc37260168][bookmark: _Toc37267556][bookmark: _Toc44712158][bookmark: _Toc45893471][bookmark: _Toc53178198][bookmark: _Toc53178649][bookmark: _Toc61177888][bookmark: _Toc61178360]6.6.3.4	Minimum requirement for BS type 1-H
[bookmark: _Hlk508124720]The ACLR (CACLR) absolute basic limits in table 6.6.3.2-2 + X, 6.6.3.2-3a + X (where X = 10log10(NTXU,countedpercell)) or the ACLR (CACLR) limits in table 6.6.3.2-1, 6.6.3.2-2a or 6.6.3.2-3, whichever is less stringent, shall apply for each TAB connector TX min cell group.
NOTE:	Conformance to the BS type 1-H ACLR requirement can be demonstrated by meeting at least one of the following criteria as determined by the manufacturer:
1)	The ratio of the sum of the filtered mean power measured on each TAB connector in the TAB connector TX min cell group at the assigned channel frequency to the sum of the filtered mean power measured on each TAB connector in the TAB connector TX min cell group at the adjacent channel frequency shall be greater than or equal to the ACLR basic limit of the BS. This shall apply for each TAB connector TX min cell group.
Or
2)	The ratio of the filtered mean power at the TAB connector centred on the assigned channel frequency to the filtered mean power at this TAB connector centred on the adjacent channel frequency shall be greater than or equal to the ACLR basic limit of the BS for every TAB connector in the TAB connector TX min cell group, for each TAB connector TX min cell group.
	In case the ACLR (CACLR) absolute basic limit of BS type 1-H are applied, the conformance can be demonstrated by meeting at least one of the following criteria as determined by the manufacturer:
1)	The sum of the filtered mean power measured on each TAB connector in the TAB connector TX min cell group at the adjacent channel frequency shall be less than or equal to the ACLR (CACLR) absolute basic limit + X of the BS. This shall apply to each TAB connector TX min cell group.
Or
2)	The filtered mean power at each TAB connector centred on the adjacent channel frequency shall be less than or equal to the ACLR (CACLR) absolute basic limit of the BS scaled by X -10log10(n) for every TAB connector in the TAB connector TX min cell group, for each TAB connector TX min cell group, where n is the number of TAB connectors in the TAB connector TX min cell group.

<unchanged sections omitted>
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The transmitter spurious emission limits shall apply from 9 kHz to 12.75 GHz, excluding the frequency range from ΔfOBUE below the lowest frequency of each supported downlink operating band, up to ΔfOBUE above the highest frequency of each supported downlink operating band, where the ΔfOBUE is defined in table 6.6.1-1. For some operating bands, the upper limit is higher than 12.75 GHz in order to comply with the 5th harmonic limit of the downlink operating band, as specified in ITU-R recommendation SM.329 [2].
For a multi-band connector, for each supported operating band together with ΔfOBUE around the band is excluded from the transmitter spurious emissions requirement.
The requirements shall apply whatever the type of transmitter considered (single carrier or multi-carrier). It applies for all transmission modes foreseen by the manufacturer's specification. 
The requirements shall also apply if the BS supports NB-IoT operation in NR in-band.
Unless otherwise stated, all requirements are measured as mean power (RMS).
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The basic limits of either table 6.6.5.2.1-1 (Category A limits) or table 6.6.5. 2.1-2 (Category B limits) shall apply. The application of either Category A or Category B limits shall be the same as for operating band unwanted emissions in clause 6.6.4.
Table 6.6.5.2.1-1: General BS transmitter spurious emission limits in FR1, Category A
	Spurious frequency range
	Basic limit
	Measurement bandwidth
	Notes

	9 kHz – 150 kHz
	
	1 kHz
	Note 1, Note 4

	150 kHz – 30 MHz
	
	10 kHz 
	Note 1, Note 4

	30 MHz – 1 GHz
	
	100 kHz
	Note 1

	1 GHz   12.75 GHz
	-13 dBm
	1 MHz
	Note 1, Note 2

	12.75 GHz – 5th harmonic of the upper frequency edge of the DL operating band in GHz
	
	1 MHz
	Note 1, Note 2, Note 3

	12.75 GHz - 26 GHz
	-13 dBm
	1 MHz
	Note 1, Note 2, Note 5

	NOTE 1:	Measurement bandwidths as in ITU-R SM.329 [2], s4.1.
NOTE 2:	Upper frequency as in ITU-R SM.329 [2], s2.5 table 1.
NOTE 3:	This spurious frequency range applies only for operating bands for which the 5th harmonic of the upper frequency edge of the DL operating band is reaching beyond 12.75 GHz.
NOTE 4:	This spurious frequency range applies only to BS type 1-C and BS type 1-H. 
NOTE 5:	Applies only for band n46 and n96.



Table 6.6.5.2.1-2: General BS transmitter spurious emission limits in FR1, Category B
	Spurious frequency range
	Basic limit
	Measurement bandwidth
	Notes

	9 kHz – 150 kHz
	
	1 kHz
	Note 1, Note 4

	150 kHz – 30 MHz
	-36 dBm
	10 kHz 
	Note 1, Note 4

	30 MHz – 1 GHz
	
	100 kHz
	Note 1

	1 GHz – 12.75 GHz
	
	1 MHz
	Note 1, Note 2

	12.75 GHz – 5th harmonic of the upper frequency edge of the DL operating band in GHz
	-30 dBm
	1 MHz
	Note 1, Note 2, Note 3

	12.75 GHz - 26 GHz
	- 30 dBm
	1 MHz
	Note 1, Note 2, Note 5

	NOTE 1:	Measurement bandwidths as in ITU-R SM.329 [2], s4.1.
NOTE 2:	Upper frequency as in ITU-R SM.329 [2], s2.5 table 1.
NOTE 3:	This spurious frequency range applies only for operating bands for which the 5th harmonic of the upper frequency edge of the DL operating band is reaching beyond 12.75 GHz.
NOTE 4:	This spurious frequency range applies only to BS type 1-C and BS type 1-H. 
NOTE 5:	Applies only for band n46.
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