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< start of changes >
[bookmark: _Toc21344175][bookmark: _Toc29801659][bookmark: _Toc29802083][bookmark: _Toc29802708][bookmark: _Toc36107450][bookmark: _Toc37251209][bookmark: _Toc45887988][bookmark: _Toc45888587][bookmark: _Toc59649868][bookmark: _Toc61357132][bookmark: _Toc61358906]2	References
The following documents contain provisions which, through reference in this text, constitute provisions of the present document.
[bookmark: OLE_LINK2][bookmark: OLE_LINK3][bookmark: OLE_LINK4]References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.
For a specific reference, subsequent revisions do not apply.
For a non-specific reference, the latest version applies. In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.
[1]	3GPP TR 21.905: "Vocabulary for 3GPP Specifications".
[2]	3GPP TS 38.101-2: "NR; User Equipment (UE) radio transmission and reception; Part 2: Range 2 Standalone".
[3]	3GPP TS 38.101-3: "NR; User Equipment (UE) radio transmission and reception; Part 3: Range 1 and Range 2 Interworking operation with other radios".
[4]	3GPP TS 38.521-1: "NR; User Equipment (UE) conformance specification; Radio transmission and reception; Part 1: Range 1 Standalone".
[5]	Recommendation ITU-R M.1545: "Measurement uncertainty as it applies to test limits for the terrestrial component of International Mobile Telecommunications-2000".
[6]	3GPP TS 38.211: "NR; Physical channels and modulation".
[7]	3GPP TS 38.331: "Radio Resource Control (RRC) protocol specification".
[8]	3GPP TS 38.213: "NR; Physical layer procedures for control".
[9]	ITU-R Recommendation SM.329-10, "Unwanted emissions in the spurious domain".
[10]	3GPP TS 38.214: "NR; Physical layer procedures for data".
[11]	3GPP TS 36.101: Evolved Universal Terrestrial Radio Access (E-UTRA); User Equipment (UE) radio transmission and reception;
[12]	ETSI TS 102 792: "Intelligent Transport Systems (ITS); Mitigation techniques to avoid interference between European CEN Dedicated Short Range Communication (CEN DSRC) equipment and Intelligent Transport Systems (ITS) operating in the 5 GHz frequency range".
[13]	3GPP TS 38.133: "NR; Requirements for support of radio resource management".
[14]	3GPP TS 37.213: “Physical layer procedures for shared spectrum channel access”.

< text omitted >

[bookmark: _Toc21344230][bookmark: _Toc29801714][bookmark: _Toc29802138][bookmark: _Toc29802763][bookmark: _Toc36107505][bookmark: _Toc37251264][bookmark: _Toc45888066][bookmark: _Toc45888665][bookmark: _Toc59649946][bookmark: _Toc61357210][bookmark: _Toc61358984]6.1	General
Unless otherwise stated, the transmitter characteristics are specified at the antenna connector of the UE with a single or multiple transmit antenna(s). For UE with integral antenna only, a reference antenna with a gain of 0 dBi is assumed.
Transmitter requirements for UL MIMO operation apply when the UE transmits on 2 ports on the same CDM group. The UE may use higher MPR values outside this limitation.
[bookmark: _Toc21344231]The applicability of transmitter requirements for Band n90 is in accordance with that for Band n41; a UE supporting Band n90 shall meet the minimum requirements for Band n41.
[bookmark: _Toc29801715][bookmark: _Toc29802139][bookmark: _Toc29802764][bookmark: _Toc36107506][bookmark: _Toc37251265][bookmark: _Toc45888067][bookmark: _Toc45888666][bookmark: _Toc59649947][bookmark: _Toc61357211][bookmark: _Toc61358985]6.1A	General
[bookmark: _Toc21344232]The minimum requirements for band combinations including Band n41 also apply for the corresponding band combinations with Band n90 replacing Band n41 but with otherwise identical parameters. For brevity the said band combinations with Band n90 are not listed in the tables below but are covered by this specification.
6.1F	General
For wideband operations, the minimum requirements for the transmitter characteristics are specified for transmissions on one scheduled RB set or ≥ 1 scheduled contiguous RB set(s) within the UE channel with all RB sets available for transmissions according to the channel access procedures in [14]. The requirements apply with configured UL intra-cell guard bands of non-zero size between the said contiguous RB, scheduled and available for transmissions. 

[bookmark: _Toc29801716][bookmark: _Toc29802140][bookmark: _Toc29802765][bookmark: _Toc36107507][bookmark: _Toc37251266][bookmark: _Toc45888068][bookmark: _Toc45888667][bookmark: _Toc59649948][bookmark: _Toc61357212][bookmark: _Toc61358986]6.2	Transmitter power

< text omitted >
[bookmark: _Toc21344425][bookmark: _Toc29801912][bookmark: _Toc29802336][bookmark: _Toc29802961][bookmark: _Toc36107703][bookmark: _Toc37251477][bookmark: _Toc45888384][bookmark: _Toc45888983][bookmark: _Toc59650332][bookmark: _Toc61357604][bookmark: _Toc61359378]7.1	General
Unless otherwise stated the receiver characteristics are specified at the antenna connector(s) of the UE. For UE(s) with an integral antenna only, a reference antenna(s) with a gain of 0 dBi is assumed for each antenna port(s). UE with an integral antenna(s) may be taken into account by converting these power levels into field strength requirements, assuming a 0 dBi gain antenna. For UEs with more than one receiver antenna connector, identical interfering signals shall be applied to each receiver antenna port if more than one of these is used (diversity).
The levels of the test signal applied to each of the antenna connectors shall be as defined in the respective clauses below.
The applicability of receiver requirements for Band n90 is in accordance with that for Band n41; a UE supporting Band n90 shall meet the minimum requirements for Band n41.
With the exception of clause 7.3, the requirements shall be verified with the network signalling value NS_01 configured (Table 6.2.3-1).
All the parameters in clause 7 are defined using the UL reference measurement channels specified in Annexes A.2.2 and A.2.3, the DL reference measurement channels specified in Annex A.3.2 and using the set-up specified in Annex C.3.1.
The minium requirements specified in clauses 7.5, 7.6, 7.7 and 7.8 for NR band n48 refer to the minimum requirements for NR bands < 2.7 GHz.
For the additional requirements for intra-band non-contiguous carrier aggregation of two or more sub-blocks, an in-gap test refers to the case when the interfering signal is located at a negative offset with respect to the assigned lowest channel frequency of the highest sub-block and located at a positive offset with respect to the assigned highest channel frequency of the lowest sub-block.
For the additional requirements for intra-band non-contiguous carrier aggregation of two or more sub-blocks, an out-of-gap test refers to the case when the interfering signal(s) is (are) located at a positive offset with respect to the assigned channel frequency of the highest carrier frequency, or located at a negative offset with respect to the assigned channel frequency of the lowest carrier frequency.
For the additional requirements for intra-band non-contiguous carrier aggregation of two or more sub-blocks with channel bandwidth larger than or equal to 5 MHz, the existing adjacent channel selectivity requirements, in-band blocking requirements (for each case), and narrow band blocking requirements apply for in-gap tests only if the corresponding interferer frequency offsets with respect to the two measured carriers satisfy the following condition in relation to the sub-block gap size Wgap for at least one of these carriers j = 1,2, so that the interferer frequency position does not change the nature of the core requirement tested:
	Wgap ≥ 2∙|FInterferer (offset),j|  – BWChannel(j) 
where FInterferer (offset),j for a sub-block with a single component carrier is the interferer frequency offset with respect to carrier j as specified in clause 7.5, clause 7.6.2 and clause 7.6.4 for the respective requirement and BWChannel(j) the channel bandwidth of carrier j. FInterferer (offset),j for a sub-block with two or more contiguous component carriers is the interference frequency offset with respect to the carrier adjacent to the gap is specified in clause 7.5A, 7.6A.2 and 7.6A.3. The interferer frequency offsets for adjacent channel selectivity, each in-band blocking case and narrow- band blocking shall be tested separately with a single in-gap interferer at a time.
For the additional requirements for operation with shared spectrum channel access, the receiver requirements apply under the assumption that all 20 MHz sub-bands and all RB’s of each sub-band within the downlink channel are allocated with intra-cell guard bands configured to zero.
[bookmark: _Toc21344426][bookmark: _Toc29801913][bookmark: _Toc29802337][bookmark: _Toc29802962][bookmark: _Toc36107704][bookmark: _Toc37251478][bookmark: _Toc45888385][bookmark: _Toc45888984][bookmark: _Toc59650333][bookmark: _Toc61357605][bookmark: _Toc61359379]7.1A	General
The minimum requirements for band combinations including Band n41 also apply for the corresponding band combinations with Band n90 replacing Band n41 but with otherwise identical parameters. For brevity the said band combinations with Band n90 are not listed in the tables below but are covered by this specification.
The minium requirements specified in clauses 7.5A, 7.6A, 7.7A and 7.8A for NR band n48 refer to the minimum requirements for NR bands < 2.7 GHz.
7.1F	General
For wideband operations, the minimum requirements for the receiver characteristics are specified when zero width intra-cell guardbands are configured and with all RB set(s) within the channel scheduled and with all RB sets available for DL transmissions according to the channel access procedures in [14]. 

[bookmark: _Toc21344427][bookmark: _Toc29801914][bookmark: _Toc29802338][bookmark: _Toc29802963][bookmark: _Toc36107705][bookmark: _Toc37251479][bookmark: _Toc45888386][bookmark: _Toc45888985][bookmark: _Toc59650334][bookmark: _Toc61357606][bookmark: _Toc61359380]7.2	Diversity characteristics
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