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<SKIP UNCHANGED PART>
Note:	Some values of the delay profile created by the simplification steps may differ from the values in tables B.2.1.1-2, B.2.1.1-3, B.2.1.1-4, B.2.1.2-2, and B.2.1.1-3 for the corresponding model.
Note:	For Step 5 and Step 6, the power values are expressed in the linear domain using 6 digits of precision. The operations are in the linear domain.
Note:	Delay profile for TDLD30 is generated under assumption that Steps 1-8 are applied for taps with Rayleigh distribution.
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The delay profiles for FR2 are specified in B.2.1.2-1 and the tapped delay line models are specified in Tables B.2.1.2-2 and table B.2.1.2-3.
Table B.2.1.2-1: Delay profiles for NR channel models
	Model
	Number of 
channel taps
	Delay spread
(r.m.s.)
	Maximum excess tap delay (span)
	Delay resolution

	TDLA30
	12
	30 ns
	290 ns
	5 ns

	TDLC60
	12
	60 ns
	520 ns
	5 ns

	TDLD30
	10
	30 ns
	375 ns
	5 ns



Table B.2.1.2-2 TDLA30 (DS = 30 ns)
	Tap #
	Delay [ns]
	Power [dB]
	Fading distribution

	1
	0
	-15.5
	Rayleigh

	2
	10
	0
	Rayleigh

	3
	15
	-5.1
	Rayleigh

	4
	20
	-5.1
	Rayleigh

	5
	25
	-9.6
	Rayleigh

	6
	50
	-8.2
	Rayleigh

	7
	65
	-13.1
	Rayleigh

	 8
	75
	-11.5
	Rayleigh

	9
	105
	-11.0
	Rayleigh

	10
	135
	-16.2
	Rayleigh

	11
	150
	-16.6
	Rayleigh

	12
	290
	-26.2
	Rayleigh



Table B.2.1.2-3 TDLC60 (DS = 60 ns)
	Tap #
	Delay [ns]
	Power [dB]
	Fading distribution

	1
	0
	-7.8
	Rayleigh

	2
	15
	-0.3
	Rayleigh

	3
	40
	0
	Rayleigh

	4
	50
	-8.9
	Rayleigh

	5
	55
	-14.5
	Rayleigh

	6
	75
	-8.5
	Rayleigh

	7
	80
	-10.2
	Rayleigh

	8
	130
	-12.1
	Rayleigh

	9
	210
	-13.9
	Rayleigh

	10
	300
	-15.2
	Rayleigh

	11
	360
	-16.9
	Rayleigh

	12
	520
	-19.4
	Rayleigh



Table B.2.1.2-4 TDLD30 (DS = 30 ns)
	Tap #
	Delay [ns]
	Power [dB]
	Fading distribution

	1
	0
	-0.2
	LOS path

	
	0
	-12.4
	Rayleigh

	2
	20
	-21
	Rayleigh

	3
	40
	-16.7
	Rayleigh

	4
	55
	-18.3
	Rayleigh

	5
	80
	-21.9
	Rayleigh

	6
	120
	-27.8
	Rayleigh

	7
	240
	-23.6
	Rayleigh

	 8
	285
	-24.8
	Rayleigh

	9
	290
	-30.0
	Rayleigh

	10
	375
	-27.6
	Rayleigh

	Note 1:	Tap #1 follows a Ricean distribution.
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