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<Start of Change 1>
[bookmark: _Toc21344255][bookmark: _Toc29801741][bookmark: _Toc29802165][bookmark: _Toc29802790][bookmark: _Toc45890621][bookmark: _Toc45891845][bookmark: _Toc45892255][bookmark: _Toc45892665][bookmark: _Toc52353078][bookmark: _Toc53174901]6.2E	Transmitter power for V2X in FR1
[bookmark: _Toc45890622][bookmark: _Toc45891846][bookmark: _Toc45892256][bookmark: _Toc45892666][bookmark: _Toc52353079][bookmark: _Toc53174902]6.2E.1	UE maximum output power for V2X
[bookmark: _Toc45890623][bookmark: _Toc45891847][bookmark: _Toc45892257][bookmark: _Toc45892667][bookmark: _Toc52353080][bookmark: _Toc53174903]6.2E.1.1	UE maximum output power for Intra-band contiguous V2X
For intra-band contiguous V2X operating UE, the allowed UE maximum output power shall be applied in Table 6.2.2-1 [4] for E-UTRA SL transmission or applied in Table 6.2.1-1 [2] for NR SL transmission, respectively.
Table 6.2E.1.1-1: Maximum output power for V2X combination (continuous sub-blocks)
	V2X configuration
	Power class 2
(dBm)
	Tolerance
(dB)
	Power class 3
(dBm)
	Tolerance
(dB)

	V2X_(n)47AA
	
	
	23
	+2/-31

	NOTE 1:	If all transmitted resource blocks over all component carriers are confined within FUL_low and FUL_low + 4 MHz or/and FUL_high – 4 MHz and FUL_high, the maximum output power requirement is relaxed by reducing the lower tolerance limit by 1.5 dB
NOTE 2:	Power Class 3 is the default power class unless otherwise stated.
NOTE 3:	Only single switched UL is supported



[bookmark: _Toc45890624][bookmark: _Toc45891848][bookmark: _Toc45892258][bookmark: _Toc45892668][bookmark: _Toc52353081][bookmark: _Toc53174904]6.2E.1.2	UE maximum output power for Intra-band non-contiguous V2X
For intra-band non-contiguous V2X operating UE, the allowed UE maximum output power shall be applied in Table 6.2.2-1[4] for E-UTRA SL transmission or applied in Table 6.2.1-1 [2] for NR SL transmission, respectively.
Table 6.2E.1.2-1: Maximum output power for V2X combination (non-contignuous sub-blocks)
	V2X configuration
	Power class 2
(dBm)
	Tolerance
(dB)
	Power class 3
(dBm)
	Tolerance
(dB)

	V2X_47A_n47A
	
	
	23
	+2/-31

	NOTE 1:	If all transmitted resource blocks over all component carriers are confined within FUL_low and FUL_low + 4 MHz or/and FUL_high – 4 MHz and FUL_high, the maximum output power requirement is relaxed by reducing the lower tolerance limit by 1.5 dB
NOTE 2:	Power Class 3 is the default power class unless otherwise stated.
NOTE 3:	Only single switched UL is supported



[bookmark: _Toc45890625][bookmark: _Toc45891849][bookmark: _Toc45892259][bookmark: _Toc45892669][bookmark: _Toc52353082][bookmark: _Toc53174905]6.2E.1.3	UE maximum output power for Inter-band V2X
For the inter-band con-current NR V2X operation, the maximum output power is specified in Table 6.2E.1.3-1. The period of measurement shall be at least one sub frame (1ms).
Table 6.2E.1.3-1: Con-current V2X UE Power Class
	V2X con-current operating band Configuration
	Class 1 (dBm)	
	Tolerance (dB)	
	Class 2 (dBm)
	Tolerance
(dB)	
	Class 3 (dBm)
	Tolerance (dB)	
	Class 4 (dBm)
	Tolerance (dB)

	V2X_20A_n38A
	
	
	
	
	23
	+2/-34
	
	

	V2X_n71A_47A
	
	
	
	
	23
	+2/-34
	
	

	NOTE 1:	The con-current band combinations is used for NR V2X Service.
NOTE 2:	PPowerClass is the maximum UE power specified without taking into account the tolerance 
NOTE 3:	For inter-band con-current aggregation the maximum power requirement apply to the total transmitted power over all component carriers (per UE).
NOTE 4:	4 refers to the transmission bandwidths (Figure 5.6-1) confined within FUL_low and FUL_low + 4 MHz or FUL_high – 4 MHz and FUL_high, the maximum output power requirement is relaxed by reducing the lower tolerance limit by 1.5 dB



[bookmark: _Hlk52353487][bookmark: _Toc45890626][bookmark: _Toc45891850][bookmark: _Toc45892260][bookmark: _Toc45892670][bookmark: _Toc52353083][bookmark: _Toc53174906]6.2E.2	UE maximum output power reduction for V2X
[bookmark: _Toc45890627][bookmark: _Toc45891851][bookmark: _Toc45892261][bookmark: _Toc45892671][bookmark: _Toc52353084][bookmark: _Toc53174907]6.2E.2.1	UE maximum output power reduction for Intra-band V2X
For intra-band V2X operating UE, maximum output power reduction specified in clause 6.2.3G [4] and in clause 6.2E.2 [2] apply, respectively.
[bookmark: _Toc45890628][bookmark: _Toc45891852][bookmark: _Toc45892262][bookmark: _Toc45892672][bookmark: _Toc52353085][bookmark: _Toc53174908]6.2E.2.2	UE maximum output power reduction for Inter-band V2X
For the inter-band con-current NR V2X operation, the allowed maximum power reduction (MPR) for the maximum output power shall be applied per each component carrier. The MPR requirements in subclause 6.2.3 of TS 36.101 [4] apply for E-UTRA Uu operation in licensed band, and the MPR requirements in subclause 6.2E.2 of TS 38.101-1 [2] apply for NR sidelink operation in Band n47. The MPR requirements in subclause 6.2.3G of TS 36.101 [4] apply for E-UTRA V2X operation, and the MPR requirements in subclause 6.2.2 of TS 38.101-1 [2] apply for NR Uu operation
[bookmark: _Toc45890629][bookmark: _Toc45891853][bookmark: _Toc45892263][bookmark: _Toc45892673][bookmark: _Toc52353086][bookmark: _Toc53174909]6.2E.3	UE additional maximum output power reduction for V2X
[bookmark: _Toc45890630][bookmark: _Toc45891854][bookmark: _Toc45892264][bookmark: _Toc45892674][bookmark: _Toc52353087][bookmark: _Toc53174910]6.2E.3.1	UE additional maximum output power reduction for Intra-band V2X
For intra-band V2X operating UE, additional maximum output power reduction specified in clause 6.2.4G [4] and in clause 6.2C2E.3 [2] apply, respectively.
[bookmark: _Toc45890631][bookmark: _Toc45891855][bookmark: _Toc45892265][bookmark: _Toc45892675][bookmark: _Toc52353088][bookmark: _Toc53174911]6.2E.3.2	UE additional maximum output power reduction for Inter-band V2X
For the inter-band con-current NR V2X operation, the allowed additional maximum power reduction (A-MPR) for the maximum output power shall be applied per each component carrier. The A-MPR requirements in subclause 6.2.3 4 of TS 36.101 [4] apply for E-UTRA Uu operation in licensed band, and the A-MPR requirements in in subclause 6.2C2E.3 of TS 38.101-1 [2] apply for NR sidelink operation in Band n47. The A-MPR requirements in subclause 6.2.4G of TS 36.101 [4] apply for E-UTRA V2X operation, and the A-MPR requirements in subclause 6.2.3 of TS 38.101-1 [2] apply for NR Uu operation
[bookmark: _Toc45890632][bookmark: _Toc45891856][bookmark: _Toc45892266][bookmark: _Toc45892676][bookmark: _Toc52353089][bookmark: _Toc53174912]6.2E.4	Configured output power for V2X
[bookmark: _Toc45890633][bookmark: _Toc45891857][bookmark: _Toc45892267][bookmark: _Toc45892677][bookmark: _Toc52353090][bookmark: _Toc53174913]6.2E.4.1	UE configured output power for Intra-band V2X
For intra-band V2X operating UE, each UE configured output power specified in clause 6.2.5G [4] and in clause 6.2E.4 [2] apply, respectively.
[bookmark: _Toc45890634][bookmark: _Toc45891858][bookmark: _Toc45892268][bookmark: _Toc45892678][bookmark: _Toc52353091][bookmark: _Toc53174914]6.2E.4.2	UE configured output power for Inter-band V2X
When a UE is configured for simultaneous NR V2X sidelink and NR uplink transmissions for inter-band con-current operation, the UE is allowed to set its configured maximum output power PCMAX,c,Uu and PCMAX,c,V2X for the configured E-UTRA or NR uplink carrier and the configured NR V2X SL or E-UTRA V2X SL carrier, respectively, and its total configured maximum output power PCMAX,c. The TIB,V2X of PCMAX,c,Uu is specified in Table 6.2E.4.2-1.
The configured maximum output power PCMAX c,Uu(p) in subframe p for the configured E-UTRA or NR uplink carrier shall be set within the bounds:
PCMAX_L,c, Uu (p) ≤  PCMAX,c, Uu (p) ≤  PCMAX_H,c, Uu (p)
where PCMAX_L,c,Uu and PCMAX_H,c, Uu are the limits for a serving cell c as specified in subclause 6.2.5 TS 36.101 [4] or 6.2.4 TS 38.101-1 [2].
The configured maximum output power PCMAX c,V2X (q) in slot q for the configured NR or E-UTRA V2X SL carrier shall be set within the bounds:
PCMAX,c,V2X (q) ≤  PCMAX_H,c,V2X (q)
where PCMAX_H,c,V2X is the limit as specified in subclause 6.2E.4 of TS 38.101-1 [2] or 6.2.5G ofr TS 36.101 [5].
The total UE configured maximum output power PCMAX (p,q) in a subframe p of E-UTRA uplink carrier and a slot q of NR V2X sidelink that overlap in time shall be set within the following bounds for synchronous and asynchronous operation unless stated otherwise:
PCMAX_L (p,q) ≤  PCMAX (p,q)  ≤  PCMAX_H (p,q)
with
PCMAX_L (p,q) =  PCMAX_L,c,Uu (p)
PCMAX_H (p,q) = 10 log10 [pCMAX_H,c, Uu (p) + pCMAX_H,c,V2X (q)]
where pCMAX_H,c,V2X and pCMAX_H,c,Uu are the limits PCMAX_H,c,V2X (q) and PCMAX_H,c,Uu (p) expressed in linear scale.
The measured total maximum output power PUMAX over both the E-UTRA uplink and NR V2X carriers is
PUMAX = 10 log10 [pUMAX,c,Uu + pUMAX,c,V2X],
where pUMAX,c,Uu  denotes the measured output power of serving cell c for the configured E-UTRA uplink carrier or NR uplink carrier, and pUMAX,c,V2X  denotes the measured output power for the configured NR V2X SL carrier or E-UTRA V2X SLcarrier expressed in linear scale.
When a UE is configured for synchronous V2X sidelink and uplink transmissions,
PCMAX_L(p, q)   –  TLOW (PCMAX_L(p, q))  ≤  PUMAX  ≤  PCMAX_H(p, q)  + THIGH (PCMAX_H(p, q))
where PCMAX_L (p,q) and PCMAX_H (p,q) are the limits for the pair (p,q) and with the tolerances TLOW(PCMAX) and THIGH(PCMAX) for applicable values of PCMAX specified in Table 6.2C2E.4-1. PCMAX_L may be modified for any overlapping portion of slots (p, q) and (p +1, q+1).
Table 6.2E.4.2-1: ΔTIB,V2X for inter-band con-current V2X operation (two bands)
	V2X con-current operating band Configuration
	Operating Band
	ΔTIB,V2X [dB]

	V2X_20A_n38A
	20
	0.01

	Note 1:	The ΔTIB,V2X is applied on top of ΔTIB,c of DC_20A_n38A UE that is considered harmonic trap filter to reduce 3rd harmonic impact from Band 20.



<End of Change 1>

<Start of Change 2>
6.4E	Transmit signal quality for V2X operation in FR1
[bookmark: _Toc45890664][bookmark: _Toc45891888][bookmark: _Toc45892298][bookmark: _Toc45892708][bookmark: _Toc52353122][bookmark: _Toc53174945]6.4E.1	Frequency error for V2X
For intra-band V2X operating UE, the requirement shall apply on each component carrier as defined in clause 6.5.1G in TS 36.101 [4] and in clause 6.4E.1 in TS 38.101-1 [2], respectively.
For the inter-band con-current NR V2X operation, the frequency error shall be applied per each component carrier. Tthe requirements specified in subclause 6.45.1 of TS 36.101 [4] shall apply for the E-UTRA uplink in licensed band and the requirements specified in subclause 6.4E.1 of TS 38.101-1 [2] shall apply for the NR sidelink in NR Band n47. The requirements specified in subclause 6.5.1G of TS 36.101 [4] shall apply for the E-UTRA sidelink and the requirements specified in subclause 6.4.1 of TS 38.101-1 [2] shall apply for the NR Uu.
[bookmark: _Toc45890665][bookmark: _Toc45891889][bookmark: _Toc45892299][bookmark: _Toc45892709][bookmark: _Toc52353123][bookmark: _Toc53174946]6.4E.2	Transmit modulation quality for V2X
[bookmark: _Toc45890666][bookmark: _Toc45891890][bookmark: _Toc45892300][bookmark: _Toc45892710][bookmark: _Toc52353124][bookmark: _Toc53174947]6.4E.2.1	Transmit modulation quality for Intra-band V2X
[bookmark: _Toc45890667][bookmark: _Toc45891891][bookmark: _Toc45892301][bookmark: _Toc45892711][bookmark: _Toc52353125][bookmark: _Toc53174948]6.4E.2.2.1	Error Vector Magnitude
For intra-band V2X operating UE, the requirement shall apply on each SL transmission as defined in clause 6.5.2G.1 in TS 36.101 [4] and in clause 6.4E.2.1 in TS 38.101-1 [2], respectively.
For the inter-band con-current NR V2X operation, the error vector magnitude shall be applied per each component carrier. Tthe requirements specified in subclause 6.5.2 of TS 36.101 [4] shall apply for the E-UTRA uplink in licensed band and the requirements specified in subclause 6.4E.2.1 of TS 38.101-1 [2] shall apply for the NR sidelink in NR Band n47. The requirements specified in subclause 6.5.2G.1 of TS 36.101 [4] shall apply for the E-UTRA sidelink and the requirements specified in subclause 6.4.2.1 of TS 38.101-1 [2] shall apply for the NR Uu.
[bookmark: _Toc45890668][bookmark: _Toc45891892][bookmark: _Toc45892302][bookmark: _Toc45892712][bookmark: _Toc52353126][bookmark: _Toc53174949]6.4E.2.2.2	Carrier leakage
For intra-band V2X operating UE, the requirement shall apply on each SL transmission as defined in clause 6.5.2G.2 in TS 36.101 [4] and in clause 6.4E.2.2 in TS 38.101-1 [2], respectively.
[bookmark: _Toc45890669][bookmark: _Toc45891893][bookmark: _Toc45892303][bookmark: _Toc45892713][bookmark: _Toc52353127][bookmark: _Toc53174950]6.4E.2.2.3	In-band emissions
For intra-band V2X operating UE, the requirement shall apply on each SL transmission as defined in clause 6.5.2G.3 in TS 36.101 [4] and in clause 6.4E.2.3 in TS 38.101-1 [2], respectively.
[bookmark: _Toc45890670][bookmark: _Toc45891894][bookmark: _Toc45892304][bookmark: _Toc45892714][bookmark: _Toc52353128][bookmark: _Toc53174951]6.4E.2.2	Transmit modulation quality for Inter-band V2X
For inter-band V2X with transmission assigned to one E-UTRA band and one NR band, the requirements shall apply on each component carrier as defined in clause 6.5.2 in TS 36.101 [4] and in clause 6.4.2 in TS 38.101-1 [2], respectively, with all component carriers active. If multiple component carriers are assigned to one E-UTRA band, the requirements in clauses 6.5.2A in TS 36.101 [4] apply for those component carriers.
<End of Change 2>

<Start of Change 3>
[bookmark: _Toc45890723][bookmark: _Toc45891947][bookmark: _Toc45892357][bookmark: _Toc45892767][bookmark: _Toc52353181][bookmark: _Toc53175004]6.5E	Output RF spectrum emissions for V2X operation in FR1
[bookmark: _Toc45890724][bookmark: _Toc45891948][bookmark: _Toc45892358][bookmark: _Toc45892768][bookmark: _Toc52353182][bookmark: _Toc53175005]6.5E.1	Occupied bandwidth
[bookmark: _Toc45890725][bookmark: _Toc45891949][bookmark: _Toc45892359][bookmark: _Toc45892769][bookmark: _Toc52353183][bookmark: _Toc53175006]6.5E.1.1	Intra-band V2X 
For intra-band V2X, the occupied bandwidth specified in clause 6.6.1G in TS 36.101 [4] and specified in clause 6.5E.1 in TS 38.101-1 [2] apply for each frequency range respectively. 
[bookmark: _Toc29802925][bookmark: _Toc29802300][bookmark: _Toc29801876][bookmark: _Toc21344389][bookmark: _Toc45890726][bookmark: _Toc45891950][bookmark: _Toc45892360][bookmark: _Toc45892770][bookmark: _Toc52353184][bookmark: _Toc53175007]6.5E.1.2	inter-band V2X con-current operation
For the inter-band con-current NR V2X operation, the occupied bandwidth shall be applied per each component carrier. Tthe requirements specified in subclause 6.6.1 of TS 36.101 [4] shall apply for the E-UTRA uplink in licensed band and the requirements specified in subclause 6.5E.1 of TS 38.101-1 [2] shall apply for the NR sidelink in NR Band n47. The requirements specified in subclause 6.6.1G of TS 36.101 [4] shall apply for the E-UTRA sidelink and the requirements specified in subclause 6.5.1 of TS 38.101-1 [2] shall apply for the NR Uu.
[bookmark: _Toc45890727][bookmark: _Toc45891951][bookmark: _Toc45892361][bookmark: _Toc45892771][bookmark: _Toc52353185][bookmark: _Toc53175008]6.5E.2	Out-of-band emissions
[bookmark: _Toc45890728][bookmark: _Toc45891952][bookmark: _Toc45892362][bookmark: _Toc45892772][bookmark: _Toc52353186][bookmark: _Toc53175009]6.5E.2.1	Intra-band V2X 
For intra-band V2X, out-of-band emissions specified in clause 6.6.2G in TS 36.101 [4] and specified in clause 6.5E.2 in TS 38.101-1 [2] apply for each frequency range respectively.
[bookmark: _Toc45890729][bookmark: _Toc45891953][bookmark: _Toc45892363][bookmark: _Toc45892773][bookmark: _Toc52353187][bookmark: _Toc53175010]6.5E.2.2	Inter-band V2X con-current operation
[bookmark: OLE_LINK21][bookmark: OLE_LINK22][bookmark: OLE_LINK18]For the inter-band con-current NR V2X operation, the general SEM/additional SEM requirements and ACLR shall be applied per each component carrier. Tthe general SEM/additional SEM requirements and ACLR specified in subclause 6.6.2 of TS 36.101 [4] shall apply for the E-UTRA uplink in licensed band and the general SEM/additional SEM and ACLR requirements specified in subclause 6.5E.2 of TS 38.101-1 [2] shall apply for the NR sidelink in NR Band n47. The requirements specified in subclause 6.6.2G of TS 36.101 [4] shall apply for the E-UTRA sidelink and the requirements specified in subclause 6.5.1 of TS 38.101-1 [2] shall apply for the NR Uu.
[bookmark: _Toc45890730][bookmark: _Toc45891954][bookmark: _Toc45892364][bookmark: _Toc45892774][bookmark: _Toc52353188][bookmark: _Toc53175011]6.5E.3	Spurious emissions
[bookmark: _Toc45890731][bookmark: _Toc45891955][bookmark: _Toc45892365][bookmark: _Toc45892775][bookmark: _Toc52353189][bookmark: _Toc53175012]6.5E.3.1	Intra-band V2X
[bookmark: _Toc45890732][bookmark: _Toc45891956][bookmark: _Toc45892366][bookmark: _Toc45892776][bookmark: _Toc52353190][bookmark: _Toc53175013]6.5E.3.1.1	General spurious emissions
For intra-band V2X, the general spurious emissions requirements specified in clause 6.6.3.1 of TS 36.101 [4] and clause 6.5C5E.3.1 of TS 38.101-1 [2] apply for each frequency range respectively.
[bookmark: _Toc45890733][bookmark: _Toc45891957][bookmark: _Toc45892367][bookmark: _Toc45892777][bookmark: _Toc52353191][bookmark: _Toc53175014]6.5E.3.1.2	Spurious emission band UE co-existence
For intra-band V2X, the spurious emissions band UE co-existence requirements specified in clause 6.6.3.2 of TS 36.101 [4] and clause 6.5C5E.3.2 of TS 38.101-1 [2] apply for each frequency range respectively.
[bookmark: _Toc53175015][bookmark: _Toc52353192][bookmark: _Toc45892778][bookmark: _Toc45892368][bookmark: _Toc45891958][bookmark: _Toc45890734]6.5E.3.2	 Inter-band V2X con-current operation
[bookmark: _Toc53175016][bookmark: _Toc52353193][bookmark: _Toc45892779][bookmark: _Toc45892369][bookmark: _Toc45891959][bookmark: _Toc45890735]6.5E.3.2.1	General spurious emissions
[bookmark: _Toc45890736][bookmark: _Toc45891960][bookmark: _Toc45892370][bookmark: _Toc45892780][bookmark: _Toc52353194][bookmark: _Toc53175017]For inter-band V2X, the general spurious emissions requirements shall be applied per each component carrier. The requirements specified in clause 6.6.3.1 of TS 36.101 [4] shall apply for the E-UTRA uplink in licensed band and the requirements specified in clause 6.5E.3.1 of TS 38.101-1 [2] apply for each frequency range respectively.shall apply for the NR sidelink. The requirements specified in subclause 6.6.3G of TS 36.101 [4] shall apply for the E-UTRA sidelink and the requirements specified in subclause 6.5.3.1 of TS 38.101-1 [2] shall apply for the NR Uu.
6.5E.3.2.2	Spurious emission band UE co-existence
For the inter-band con-current NR V2X operation, the UE-coexistence requirements in Table 6.5E.3.2.2-1 shall apply for the corresponding inter-band con-current operation with transmission assigned to both E-UTRA uplink in licensed band and sidelink in NR Band n47.
Table 6.5E.3.2.2-1: Requirements for inter-band con-current V2X operation
	V2X con-current operating band cofiguration
	Spurious emission

	
	Protected band
	Frequency range (MHz)
	Maximum Level (dBm)
	MBW (MHz)
	NOTE

	V2X_20_n38
	E-UTRA Band 1, 3, 8, 22, 31, 32, 33, 34, 40, 43, 50, 51, 65, 67, 68, 72, 74, 75, 76
	FDL_low
	-
	FDL_high
	-50
	1
	

	
	E-UTRA Band 42, 52
	FDL_low
	-
	FDL_high
	-50
	1
	1

	
	E-UTRA Band 20
	FDL_low
	-
	FDL_high
	-50
	1
	2

	
	NR Band n77, n78
	FDL_low
	-
	FDL_high
	-50
	1
	1

	V2X_n71_47
	E-UTRA Band 4, 5, 12, 13, 14, 17, 24, 26, 30, 48,  66, 85
	FDL_low
	-
	FDL_high
	-50
	1
	

	
	E-UTRA Band 2, 25, 41, 70
	FDL_low
	-
	FDL_high
	-50
	1
	1

	
	E-UTRA Band 29
	FDL_low
	-
	FDL_high
	-38
	1
	2

	
	NR Band n71
	FDL_low
	-
	FDL_high
	-50
	1
	

	
	Frequency range
	5925
	-
	5950
	-30
	1
	3, 4

	
	Frequency range
	5815
	-
	5855
	-30
	1
	3

	NOTE 1:	As exceptions, measurements with a level up to the applicable requirements defined in Table 6.6.3.1-2 are permitted for each assigned E-UTRA carrier used in the measurement due to 2nd, 3rd, 4th [or 5th] harmonic spurious emissions. In case the exceptions are allowed due to spreading of the harmonic emission the exception is also allowed for the first 1 MHz frequency range immediately outside the harmonic emission on both sides of the harmonic emission. This results in an overall exception interval centred at the harmonic emission of (2MHz + N x LCRB x 180kHz), where N is 2, 3 or 4 for the 2nd, 3rd or 4th harmonic respectively. The exception is allowed if the measurement bandwidth (MBW) totally or partially overlaps the overall exception interval.
NOTE 2:	These requirements also apply for the frequency ranges that are less than FOOB (MHz) in Table 6.6.3.1-1 and Table 6.6.3.1A-1 from the edge of the aggregated channel bandwidth.
NOTE 3:	Applicable when NS_33 is configured by the pre-configured radio parameters for power class 3 V2X UE.
NOTE 4:	In the frequency range x-5950MHz, SE requirement of -30dBm/MHz should be applied; where x = max (5925, fc + 15), where fc is the channel centre frequency.



[bookmark: _Toc45890737][bookmark: _Toc45891961][bookmark: _Toc45892371][bookmark: _Toc45892781][bookmark: _Toc52353195][bookmark: _Toc53175018]6.5E.4	Transmit intermodulation
[bookmark: _Toc45890738][bookmark: _Toc45891962][bookmark: _Toc45892372][bookmark: _Toc45892782][bookmark: _Toc52353196][bookmark: _Toc53175019]6.5E.4.1	Intra-band V2X
For intra-band V2X, transmit intermodulation requirements specified in clause 6.7.1G of TS 36.101 [4] and clause 6.5E.4 of TS 38.101-1 [2] apply for each frequency range respectively.
[bookmark: _Toc45890739][bookmark: _Toc45891963][bookmark: _Toc45892373][bookmark: _Toc45892783][bookmark: _Toc52353197][bookmark: _Toc53175020][bookmark: _Toc29802954][bookmark: _Toc29802329][bookmark: _Toc29801905][bookmark: _Toc21344418]6.5E.4.2	Inter-band V2X con-current operation
For the inter-band con-current NR V2X operation, the transmit intermodulation requirements shall be applied per each component carrier.  Tthe requirements specified in subclause 6.7.1 of TS 36.101 [4] shall apply for the E-UTRA uplink in licensed band and the requirements specified in subclause 6.5E.4 of TS 38.101-1 [2] shall apply for the NR sidelink in NR Band n47. The requirements specified in subclause 6.7.1G of TS 36.101 [4] shall apply for the E-UTRA sidelink and the requirements specified in subclause 6.5.4 of TS 38.101-1 [2] shall apply for the NR Uu. 
<End of Change 3>

<Start of Change 4>
[bookmark: _Toc53175080][bookmark: _Toc52353257][bookmark: _Toc45892843][bookmark: _Toc45892433][bookmark: _Toc45892023][bookmark: _Toc45890799]7.3E	Reference sensitivity for V2X operation in FR1
[bookmark: _Toc53175081][bookmark: _Toc52353258][bookmark: _Toc45892844][bookmark: _Toc45892434][bookmark: _Toc45892024][bookmark: _Toc45890800]7.3E.1	General
For V2X operation, REFSENS requirements defined in TS 38.101-1 [2] and TS 36.101 [4] apply to all downlink bands of V2X configurations listed in clause 5.5E, unless sensitivity degradation exception is allowed in this clause of this specification, clause 7.3E in TS 38.101-1 [2] or clause 7.3.1G in TS 36.101 [4]. 
[bookmark: _Toc53175082][bookmark: _Toc52353259][bookmark: _Toc45892845][bookmark: _Toc45892435][bookmark: _Toc45892025][bookmark: _Toc45890801]7.3E.2	Reference sensitivity for V2X
[bookmark: _Toc53175083][bookmark: _Toc52353260][bookmark: _Toc45892846][bookmark: _Toc45892436][bookmark: _Toc45892026][bookmark: _Toc45890802]7.3E.2.1	Intra-band contiguous V2X
For intra-band contiguous V2X listed in Table 5.5E.2-1, the each REFSENS requirements specified in clause 7.3.1G of TS 36.101 [4] and clause 7.3E.2 of TS 38.101-1 [2] apply when all SL reception CCs are activated at same time.
[bookmark: _Toc53175084][bookmark: _Toc52353261][bookmark: _Toc45892847][bookmark: _Toc45892437][bookmark: _Toc45892027][bookmark: _Toc45890803]7.3E.2.2	Intra-band non-contiguous V2X
[bookmark: OLE_LINK23]For intra-band non-contiguous V2X listed in Table 5.5E.3-1, the each REFSENS requirements specified in clause 7.3.1G of TS 36.101 [4] and clause 7.3E.2 of TS 38.101-1 [2] apply when all SL reception CCs are activated at same time.
[bookmark: _Toc29802970][bookmark: _Toc29802345][bookmark: _Toc29801921][bookmark: _Toc21344434][bookmark: _Toc45890804][bookmark: _Toc45892028][bookmark: _Toc45892438][bookmark: _Toc45892848][bookmark: _Toc52353262][bookmark: _Toc53175085]7.3E.2.3	Inter-band V2X con-current operation
When UE is configured for NR V2X reception on V2X carrier con-current with E-UTRA uplink and downlink, NR V2X sidelink throughput for the carrier shall be ≥ 95% of the maximum throughput of the reference measurement channels as specified in Annexes A.7.2. Also the E-UTRA downlink throughput shall be ≥ 95% of the maximum throughput of the reference measurement channels as specified in Annexes A.3.
Table 7.3E.2.3-1 specifies is proposed the reference sensitivity requirements for inter-band con-current V2X UE reception without any self-interference problem.
Table 7.3E.2.3-1: Reference sensitivity for V2X QPSK PREFSENS 
	Inter-band V2X reception
	Channel bandwidth

	V2X Band
	E-UTRA or NR V2X band (Uu)
	E-UTRA or NR Band
	SCS (kHz)
	5 MHz
(dBm)
	10 MHz
(dBm)
	15 MHz
(dBm)
	20 MHz
(dBm)
	30 MHz (dBm)
	40 MHz (dBm)
	Duplex Mode

	n38
	20
	20
	15
	-97
	-94
	-91.2
	-90
	
	
	FDD

	
	
	n38
	15
	
	-96.5
	
	-93.2
	-91.4
	-90.1
	HD

	
	
	
	30
	
	-96.1
	
	-93.4
	-91.7
	-90.2
	

	
	
	
	60
	
	-96.9
	
	-93.1
	-91.9
	-90.4
	

	47n71
	n7147
	47
	15
	
	-90.4
	
	-87.5
	
	
	HDFDD

	
	
	n71
	15
	-97.2
	-94.0
	-91.6
	-86.0
	
	
	FDDHD

	
	
	
	30
	
	-94.3
	-91.9
	-87.4
	
	
	

	
	
	
	60
	
	
	
	
	
	
	



Table 7.3E.2.3-2 is specifiedspecifies the additional Rx insertion loss according to different RF architecture with DC/CA UE with same band combinations to reduce the self interference problem based on specific self desense analysis according to specific NR V2X inter-band con-current operation.
Table 7.3E.2.3-2: ΔRIB,V2X (two bands)
	V2X inter-band con-current band Combination
	V2X operating Band
	ΔRIB,V2X [dB]

	V2X_20_n38
	20
	0.01

	Note 1:	The ΔRIB,V2X is applied on top of ΔRIB,c of DC_20_n38 UE that is considered harmonic trap filter to reduce 3rd harmonic impact from Band 20.



The reference sensitivity is defined to be met with Uu uplink assigned to one band (that differs from the V2X operating band) and all E-UTRA downlink carriers active. The Uu uplink resource blocks as defined in Table 7.3E.2.3-3 and Table 7.3E.2.3-4 shall be located as close as possible to V2X operating band but confined within the transmission bandwidth configuration for the channel.
Table 7.3E.2.3-3: Uplink configuration for reference sensitivity of V2X UE (PC5)
	Inter-band V2X con-current band configuration
	E-UTRA or NR UL band / Channel BW / NRB / Duplex mode

	V2X band (PC5)
	Uu band (Uu)
	UL band
	Channel Bandwidth (MHz)
	SCS
(kHz)
	NRB
	Duplex Mode

	n38
	20
	20
	10
	15
	50
	FDD

	47
	n71
	n71
	10
	15
	52
	FDD

	
	
	
	
	30
	24
	



Table 7.3E.2.3-4: SL Tx configuration for reference sensitivity of V2X UE (Uu)
	Inter-band V2X con-current band configuration
	E-UTRA or NR UL band / Channel BW / NRB / Duplex mode

	V2X band (PC5)
	Uu band (Uu)
	V2X band (PC5)
	Channel Bandwidth (MHz)
	SCS
(kHz)
	NRB
	Duplex Mode

	n38
	20
	n38
	10
	15
	50
	HD

	
	
	
	
	30
	24
	

	
	
	
	
	60
	10
	

	47
	n71
	47
	10
	15
	50
	HD



[bookmark: _Toc52353263][bookmark: _Toc53175086]7.3E.2.3.1	Reference sensitivity exception due to UL harmonic problem
Sensitivity degradation is allowed for a band if it is impacted by UL harmonic interference from another band part of the inter-band con-current V2X UE. Reference sensitivity exceptions (MSD) for the victim band (high) are specified in Table 7.3E.2.3.1-1 with uplink configuration of the aggressor band (low) specified in Table 7.3E.2.3.1-2.
Table 7.3E.2.3.1-1: Reference sensitivity exceptions (MSD) due to UL harmonic for inter-band con-current operation
	V2X inter-band con-current band combinations
	Operating Bands / Channel bandwidth of the affected DL band / MSD

	V2X_20_n38
	UL band
	SL operation
	10 MHz
(dB)
	20 MHz
(dB)
	30 MHz (dB)
	40 MHz
(dB)

	
	20
	n38
	10.7
	7.7
	5.8
	4.7

	NOTE 1:	These requirements apply when there is at least one individual RE within the uplink transmission bandwidth of the aggressor (lower) for which the 3rd transmitter harmonic is within the sidelink transmission bandwidth of a victim (higher) band.




NOTE 2:	The requirements should be verified for UL EARFCN of the aggressor (lower) band (superscript LB such that  in MHz and  with the carrier frequency in the victim (higher) band in MHz and  the channel bandwidth configured in the low band.
NOTE 3: The MSD level applied to all supported SCSs in victim band.



Table 7.3E.2.3.1-2: Uplink configuration for reference sensitivity exceptions due to UL harmonic interference for inter-band con-current V2X in NR FR1
	E-UTRA or NR Band / Channel bandwidth of the affected DL band / UL RB allocation of the agressor band

	UL band
	SL operation
	10
MHz
(LCRB)
	20 MHz
(LCRB)
	30 MHz
(LCRB)
	40 MHz
(LCRB)

	20
	n38
	25
	50
	50
	50

	NOTE 1:	The UL configuration applies regardless of the channel bandwidth of the UL band unless the UL resource blocks exceed that specified in Table 7.3.1-2 in TS 36.101 [4] or Table 7.3.2-3 in TS 38.101-1 [2] for the uplink bandwidth in which case the allocation according to Table 7.3.1-2 in TS 36.101 [4] or Table 7.3.2-3 in TS 38.101-1 [2] applies



<End of Change 4>

<Start of Change 5>
[bookmark: _Toc45890811][bookmark: _Toc45892035][bookmark: _Toc45892445][bookmark: _Toc45892855][bookmark: _Toc52353270][bookmark: _Toc53175093]7.4E	Maximum input level for V2X operation in FR1
For intra-band V2X UE, the maximum input requirements specified in clause 7.4.1G of TS 36.101 [4] and clause 7.4E.2 of TS 38.101-1 [2] apply when all SL reception CCs are activated at same time.
For the inter-band con-current NR V2X operation, the maximum input level requirements shall be applied per each component carrier. tThe requirements specified in subclause 7.4E.1E of TS 38.101-1 [2] shall apply for the NR sidelink reception in Band n47 and the requirements specified in subclause 7.4.1 of TS 36.101 [4] shall apply for the E-UTRA downlink reception in licensed band while all downlink carriers are active. The requirements specified in subclause 7.4.1G of TS 36.101 [4] shall apply for the E-UTRA sidelink reception and the requirements specified in subclause 7.4 of TS 38.101-1 [2] shall apply for the NR downlink reception while all downlink carriers are active.

<End of Change 5>

<Start of Change 6>
[bookmark: _Toc45890818][bookmark: _Toc45892042][bookmark: _Toc45892452][bookmark: _Toc45892862][bookmark: _Toc52353277][bookmark: _Toc53175100]7.5E	Adjacent channel selectivity for V2X operation in FR1
For intra-band V2X operation, the adjacent channel selectivity specified in clause 7.5.1G in TS 36.101 [4] and specified in clause 7.5EC in TS 38.101-1 [2] apply when all SL reception CCs are activated at same time.
For the inter-band con-current NR V2X operation, the adjacent channel selectivity requirements shall be applied per each component carrier. Tthe requirements specified in subclause 7.5E of TS 38.101-1 [2] shall apply for the NR sidelink reception in Band n47 and the requirements specified in subclause 7.5.1 of TS 36.101 [4] shall apply for the E-UTRA downlink reception in licensed band while all downlink carriers are active. The requirements specified in subclause 7.5.1G of TS 36.101 [4] shall apply for the E-UTRA sidelink reception and the requirements specified in subclause 7.5 of TS 38.101-1 [2] shall apply for the NR downlink reception while all downlink carriers are active.

<End of Change 6>



<Start of Change 7>
[bookmark: _Toc45890835][bookmark: _Toc45892059][bookmark: _Toc45892469][bookmark: _Toc45892879][bookmark: _Toc52353294][bookmark: _Toc53175117]7.6E	Blocking characteristics for V2X in FR1
For intra-band V2X operation, the blocking charateristics specified in clause 7.6.1.1G in TS 36.101 [4] and specified in clause 7.6E in TS 38.101-1 [2] apply when all SL reception CCs are activated at same time.
[bookmark: _Toc21344470][bookmark: _Toc29801958][bookmark: _Toc29802382][bookmark: _Toc29803007]For inter-band con-current NR V2X operation, the blocking characteristics requirements shall be applied per each component carrier. Tthe in-band blocking and out of band blocking requirement specified in clause 7.6E in TS 38.101-1 [2] shall apply on NR V2X carrier and the requirement specified in clause 7.6 in TS 36.101 [4] shall apply for the E-UTRA downlink reception in licensed band while all downlink carriers are active. The requirements specified in subclause 7.6.1.1G and 7.6.2.1G of TS 36.1 01 [4] shall apply for the E-UTRA sidelink reception and the requirements specified in subclause 7.6 of TS 38.101-1 [2] shall apply for the NR downlink reception while all downlink carriers are active. PInterferer power is increased by ΔRIB,c in the requirement.
No narrow band blocking requirement applied for NR V2X carrier.
<Start of Change 7>

<Start of Change 8>
[bookmark: _Toc45890842][bookmark: _Toc45892066][bookmark: _Toc45892476][bookmark: _Toc45892886][bookmark: _Toc52353301][bookmark: _Toc53175124][bookmark: OLE_LINK17]7.7E	Spurious response for V2X in FR1
For intra-band V2X operation, the spurious response specified in clause 7.7.1G in TS 36.101 [4] and specified in clause 7.7E in TS 38.101-1 [2] apply when all SL reception CCs are activated at same time.
[bookmark: OLE_LINK19]For the inter-band con-current NR V2X operation, the spurious response requirements shall be applied per each component carrier. Tthe requirements specified in subclause 7.7E of TS 38.101-1 [2] shall apply for the NR sidelink reception in Band n47 and the requirements specified in subclause 7.7.1 of TS 36.101 [4] shall apply for the E-UTRA downlink reception in licensed band while all downlink carriers are active. The requirements specified in subclause 7.7.1G of TS 36.101 [4] shall apply for the E-UTRA sidelink reception and the requirements specified in subclause 7.7 of TS 38.101-1 [2] shall apply for the NR downlink reception while all downlink carriers are active.
<End of Change 8>

<Start of Change 9>
[bookmark: _Toc45890851][bookmark: _Toc45892075][bookmark: _Toc45892485][bookmark: _Toc45892895][bookmark: _Toc52353310][bookmark: _Toc53175133]7.8E	Intermodulation characteristics for V2X operation in FR1
For intra-band V2X operation, the intermodulation characteristics specified in clause 7.8.1G in TS 36.101 [4] and specified in clause 7.8E in TS 38.101-1 [2] apply when all SL reception CCs are activated at same time.
For inter-band NR V2X con-current operation, the intermodulation characteristics requirements shall be applied per each component carrier. the The wideband inter-modulation requirement specified in clause 7.8E in TS 38.101-1 [2] shall apply on NR V2X carrier and the requirement specified in clause 7.8.1 in TS 36.101 [4] shall apply on E-UTRA downlink reception in licensed band while all downlink carriers are active. The requirements specified in subclause 7.8.1G of TS 36.101 [4] shall apply for the E-UTRA sidelink reception and the requirements specified in subclause 7.8 of TS 38.101-1 [2] shall apply for the NR downlink reception while all downlink carriers are active. PInterferer power is increased by ΔRIB,c in the requirement.
<End of Change 9>
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