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A.3.19	Test Cases with at Least One Cell on a Carrier Frequency with CCA
Editor’s note: This clause will include applicability rules for the corresponding test cases.
A.3.19.1	Introduction
A.3.19.2		NR Standalone Tests with NR SCell under CCA and All Other NR Cells in FR1
Editor’s note: This clause will include applicability rules for the corresponding test cases.
A.3.19.3	EN-DC Tests with NR PSCell under CCA and Other NR Cells in FR1
Editor’s note: This clause will include applicability rules for the corresponding test cases.
A.3.19.4	NR Standalone Tests with NR PCell under CCA and Other NR Cells in FR1
Editor’s note: This clause will include applicability rules for the corresponding test cases.
A.3.19.5	E-UTRA Standalone Tests with at Least One NR Cell under CCA
Editor’s note: This clause will include applicability rules for the corresponding test cases.

A.3.20	CCA model
A.3.20.1	Introduction
A.3.20.2	CCA model for operation on a carrier frequency with CCA in FR1
A.3.20.2.1	DL CCA model
A.3.20.2.2	UL CCA model

A.9		NR Standalone Tests with NR SCell under CCA and All Other NR Cells in FR1
A.9.1	Timing
A.9.1.1	UE transmit timing
A.9.1.2	Timing advance
A.9.2	Signalling characteristics
A.9.2.1	Interruption
A.9.2.2	SCell activation and deactivation delay
A.9.2.3	Active TCI state switching delay
A.9.3	Measurement procedure
A.9.3.1	Intra-frequency measurements
A.9.3.2	Inter-frequency measurements
A.9.3.3	L1-RSRP measurements for beam reporting
A.9.4	Measurement performance
A.9.4.1	SS-RSRP
A.9.4.2	SS-RSRQ
A.9.4.3	SS-SINR
A.9.4.4	L1-RSRP measurements for beam reporting
A.9.4.5	RSSI
A.9.4.6	Channel occupancy

A.10	EN-DC Tests with NR PSCell under CCA and Other NR Cells in FR1
Editor’s note: Test cases for EN-DC with NR PSCell under CCA and SCell under CCA are also included here.
A.10.1	RRC_CONNECTED state mobility
A.10.1.1	RRC connection mobility control
A.10.1.1.1	Random Access
A.10.1.1.1.1	Contention-based random access for NR PSCell
A.10.1.1.1.2	Non-contention based random access for NR PSCell
A.10.2	Timing
A.10.2.1	UE transmit timing
A.10.2.2	UE timing advance
A.10.3	Signalling characteristics
A.10.3.1	Radio link monitoring
A.10.3.2	Interruption
A.10.3.3	SCell activation and deactivation delay
A.10.3.4	Beam failure detection and link recovery procedures
A.10.3.5	Active BWP switching
A.10.3.6	PSCell addition and release delay
A.10.3.7	Active TCI state switching delay
A.10.4	Measurement procedure
A.10.4.1	Intra-frequency measurements
A.10.4.2	Inter-frequency measurements
A.10.4.3	L1-RSRP measurements for beam reporting
A.10.5	Measurement performance
A.10.5.1	SS-RSRP
A.10.5.2	SS-RSRQ
A.10.5.3	SS-SINR
A.10.5.4	L1-RSRP measurements for beam reporting
A.10.5.5	RSSI
A.10.5.6	Channel occupancy
A.11	NR Standalone Tests with NR PCell under CCA and Other NR Cells in FR1
Editor’s note: Test cases for NR SA with NR PCell under CCA and SCell under CCA are also included here.
A.11.1	RRC_IDLE state mobility
A.11.1.1	Cell re-selection with both source and target NR carrier frequencies under CCA
A.11.1.2	Cell re-selection to NR with source NR carrier frequency under CCA
A.11.1.3	Cell re-selection from NR carrier with target NR carrier frequency under CCA
A.11.1.4	Inter-RAT cell re-selection to E-UTRAN with source NR carrier frequency under CCA
A.11.2	RRC_CONNECTED state mobility
A.11.2.1	Handover
A.11.2.2	RRC connection mobility control
A.11.2.2.1	RRC re-establishment
A.11.2.2.2	Random Access
A.11.2.2.2.1	Contention-based random access for NR PSCell
A.11.2.2.2.2	Non-contention based random access for NR PSCell
A.11.2.2.3	RRC connection release with redirection
A.11.3	Timing
A.11.3.1	UE transmit timing
A.11.3.2	UE timing advance
A.11.4	Signalling characteristics
A.11.4.1	Radio link monitoring
A.11.4.2	Interruption
A.11.4.3	SCell activation and deactivation delay
A.11.4.4	Beam failure detection and link recovery procedures
A.11.4.5	Active BWP switching
A.11.4.6	Active TCI state switching delay
A.11.5	Measurement procedure
A.11.5.1	Intra-frequency measurements
A.11.5.2	Inter-frequency measurements
A.11.5.3	Inter-RAT E-UTRAN measurements
A.11.5.4	L1-RSRP measurements for beam reporting
A.11.6	Measurement performance
A.11.6.1	SS-RSRP
A.11.6.2	SS-RSRQ
A.11.6.3	SS-SINR
A.11.6.4	L1-RSRP measurements for beam reporting
A.11.6.5	RSSI
A.11.6.6	Channel occupancy
A.11.6.7	E-UTRAN RSRP
A.11.6.8	E-UTRAN RSRQ
A.11.6.9	E-UTRAN SINR
A.12	E-UTRA Standalone Tests with at Least One NR Cell under CCA
A.12.1	RRC_IDLE state mobility
A.12.1.1	Inter-RAT cell re-selection to NR on a carrier frequency with CCA
A.12.2	RRC_CONNECTED state mobility
A.12.2.1	Handover
A.12.3	Signalling characteristics
A.12.3.1	Interruptions
A.12.4	Measurement procedure
A.12.4.1	E-UTRANNR inter-RAT SFTD measurements
A.12.4.2	E-UTRANNR inter-RAT measurements
A.12.5	Measurement performance
A.12.5.1	E-UTRANNR SFTD
A.12.5.2	E-UTRANNR SS-RSRP
A.12.5.3	E-UTRANNR SS-RSRQ
A.12.5.4	E-UTRANNR SS-SINR
A.12.5.5	E-UTRANNR RSSI
A.12.5.6	E-UTRANNR channel occupancy

