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START OF 1st CHANGE
[bookmark: _Toc21338137][bookmark: _Toc29808245][bookmark: _Toc37068164][bookmark: _Toc37083707][bookmark: _Toc37084049][bookmark: _Toc40209411][bookmark: _Toc40209753][bookmark: _Toc45892712][bookmark: _Toc53176569][bookmark: _Toc61120845]3.3	Abbreviations
For the purposes of the present document, the abbreviations given in 3GPP TR 21.905 [1] and the following apply. An abbreviation defined in the present document takes precedence over the definition of the same abbreviation, if any, in 3GPP TR 21.905 [1].
CA	Carrier Aggregation
CC	Component Carrier
CCE	Control Channel Element
CORESET	Control Resource Set
CP	Cyclic Prefix
CSI	Channel-State Information
CSI-IM	CSI Interference Measurement
CSI-RS	CSI Reference Signal
CW	Codeword
CQI	Channel Quality Indicator
CRC	Cyclic Redundancy Check
CRI	CSI-RS Resource Indicator
DC	Dual Connectivity
DCI	Downlink Control Information
DL	Downlink
DMRS	Demodulation Reference Signal
DPS	Dynamic Point Selection
EPRE	Energy Per Resource Element
EN-DC	E-UTRA-NR Dual Connectivity
FR	Frequency Range
FRC	Fixed Reference Channel
HARQ	Hybrid Automatic Repeat Request
HST 	High Speed Train
HST-SFN 	High Speed Train Single Frequency Network
LI	Layer Indicator
MAC	Medium Access Control
MCS	Modulation and Coding Scheme
MIB	Master Information Block
NR	New Radio
NSA	Non-Standalone Operation Mode
OCNG	OFDMA Channel Noise Generator
OFDM	Orthogonal Frequency Division Multiplexing
OFDMA	Orthogonal Frequency Division Multiple Access
PBCH	Physical Broadcast Channel
Pcell	Primary Cell
PDCCH	Physical Downlink Control Channel
PDSCH	Physical Downlink Shared Channel
PMI	Precoding Matrix Indicator
PRB	Physical Resource Block
PRG	Physical resource block group
PSS	Primary Synchronization Signal
PTRS	Phase Tracking Reference Signal
PUCCH	Physical Uplink Control Channel
PUSCH	Physical Uplink Shared Channel
QCL	Quasi Co-location
RB	Resource Block
RBG	Resource Block Group
RE	Resource Element
REG	Resource Element Group
RI	Rank Indicator
RRC	Radio Resource Control
SA	Standalone operation mode
SCS	Subcarrier Spacing
SINR	Signal-to-Interference-and-Noise Ratio
SNR	Signal-to-Noise Ratio
SS	Synchronization Signal
SSB	Synchronization Signal Block
SSS	Secondary Synchronization Signal
TCI	Transmission Configuration Indicator
TDM	Time division multiplexing
TRxP 	Transmission and Reception Point
TTI	Transmission Time Interval
UL	Uplink
VRB	Virtual Resource Block

END OF 1st CHANGE


START OF 2nd CHANGE
[bookmark: _Hlk54382633]5.2.2.1.13	Minimum requirements for PDSCH with single-DCI based FDM Scheme A
The performance requirements are specified in Table 5.2.2.1.13-3, with the addition of test parameters in Table 5.2.2.1.13-2 and the downlink physical channel setup according to Annex C.3.1. 
The test purposes are specified in Table 5.2.2.1.13-1.
Table 5.2.2.1.13-1: Tests purpose
	Purpose
	Test index

	Verify PDSCH performance under 2 receive antenna conditions when UE is configured with “FDMSchemeA” in “RepetitionScheme-r16” defined in clause 5.1 of TS 38.214 [12]
	1-1



Table 5.2.2.1.13-2: Test parameters
	Parameter
	Unit
	Value

	
	
	TRxP #1 (Note 1)
	TRxP #2 (Note 1)

	Transmit TRxP of SSB
	
	TRxP #1

	PDCCH configuration
	TCI state
	
	TCI State #1

	
	CORESETPoolIndex
	
	Not configured

	CSI-RS for tracking
	First subcarrier index in the PRB used for CSI-RS
	
	k0=0 for CSI-RS resources 1,2,3,4
	k0=1 for CSI-RS resources 5,6,7,8

	
	First OFDM symbol in the PRB used for CSI-RS
	
	l0 = 6 for CSI-RS resources 1 and 3
l0 = 10 for CSI-RS resources 2 and 4
	l0 = 6 for CSI-RS resources 5 and 7
l0 = 10 for CSI-RS resources 6 and 8

	
	Number of CSI-RS ports (X)
	
	1 for CSI-RS resource 1,2,3,4
	1 for CSI-RS resource 5,6,7,8

	
	CDM Type
	
	'No CDM’ for CSI-RS resource 1,2,3,4,5,6,7,8

	
	Density
	
	3

	
	CSI-RS periodicity
	Slots
	20

	
	CSI-RS offset
	Slots
	10 for CSI-RS resources 1 and 2
11 for CSI-RS resources 3 and 4
	10 for CSI-RS resources 5 and 6
11 for CSI-RS resources 7 and 8

	
	QCL info
	
	TCI state #0

	Duplex mode
	
	FDD

	Active DL BWP index
	
	1

	PDSCH configuration
	Mapping type
	
	Type A

	
	k0
	
	0

	
	Starting symbol (S) 
	
	2

	
	Length (L)
	
	12

	
	PRB bundling type
	
	Static

	
	PRB bundling size
	
	wideband

	
	Resource allocation type
	
	Type 0

	
	RBG size
	
	Config2

	
	VRB-to-PRB mapping type
	
	Non-interleaved

	
	VRB-to-PRB mapping interleaver bundle size
	
	N/A

	PDSCH DMRS configuration
	Antenna port indexes
	
	1000, 1001 
	1000, 1001

	
	TCI state
	
	TCI State #1
	TCI State #2

	
	DMRS Type
	
	Type 1

	
	Number of additional DMRS
	
	1

	
	Maximum number of OFDM symbols for DL front loaded DMRS
	
	1

	TCI State #1
	Type 1 QCL information
	CSI-RS resource
	
	CSI-RS resource 1 from 'CSI-RS for tracking’ configuration
	N/A

	
	
	QCL Type
	
	Type A
	N/A

	
	Type 2 QCL information
	CSI-RS resource
	
	N/A
	N/A

	
	
	QCL Type
	
	N/A
	N/A

	TCI State #2
	Type 1 QCL information
	CSI-RS resource
	
	N/A
	CSI-RS resource 5 from 'CSI-RS for tracking’ configuration

	
	
	QCL Type
	
	N/A
	Type A

	
	Type 2 QCL information
	CSI-RS resource
	
	N/A
	N/A

	
	
	QCL Type
	
	N/A
	N/A

	Timing offset of the second TRxP from the first TRxP
	us
	-0.5

	Frequency offset of the second TRxP from the first TRxP
	Hz
	200

	Number of HARQ Processes
	
	4 

	The number of slots between PDSCH and corresponding HARQ-ACK information
	
	2

	Precoding configuration
	
	SP Type I, independent precoding generation is applied for both TRxPs, random per slot with PRB bundling granularity.

	Note 1: PDSCH transmission is done from both TRxPs



Table 5.2.2.1.13-3: Minimum performance for Rank 2
	Test num.
	Reference channel
	Bandwidth (MHz) / Subcarrier spacing (kHz)
	Modulation format and code rate
	Propagation condition(Note 1)
	Correlation matrix and antenna configuration (Note 2)
	Reference value

	
	
	
	
	
	
	Fraction of
maximum
throughput
(%)
	SNR (dB) (Note 3)

	1-1
	R.PDSCH.1-2.5 FDD
	10 / 15
	16QAM, 0.54
	TDLA30-10 
	2x2, ULA Low 
	70
	[17.4]

	Note 1: The propagation conditions apply to each of TRxP #1 and TRxP #2 and are statistically independent.
Note 2: Correlation matrix and antenna configuration parameters apply to each of TRxP #1 and TRxP #2.
Note 3: SNR corresponds to SNR of TRxP #1 and TRxP #2 as defined in 4.4.2




5.2.2.1.14	Minimum requirements for PDSCH with single-DCI based Inter-slot TDM scheme
The performance requirements are specified in Table 5.2.2.1.14-3, with the addition of test parameters in Table 5.2.2.1.14-2 and the downlink physical channel setup according to Annex C.3.1.
The test purposes are specified in Table 5.2.2.1.14-1.
Table 5.2.2.1.14-1: Tests purpose
	Purpose
	Test index

	Verify PDSCH performance under 2 receive antenna conditions when UE is configured with repetitionNumber-r16 with multiple slot level PDSCH transmission occasions of the same TB with two TCI states defined in clause 5.1 of TS 38.214 [12]
	1-1



Table 5.2.2.1.14-2: Test parameters
	Parameter
	Unit
	Value

	
	
	TRxP #1 (Note 1)
	TRxP #2 (Note 1)

	Transmit TRxP of SSB
	
	TRxP #1

	PDCCH configuration
	TCI state
	
	TCI State #1

	
	CORESETPoolIndex
	
	Not configured

	CSI-RS for tracking
	First subcarrier index in the PRB used for CSI-RS
	
	k0=0 for CSI-RS resources 1,2,3,4
	k0=1 for CSI-RS resources 5,6,7,8

	
	First OFDM symbol in the PRB used for CSI-RS
	
	l0 = 6 for CSI-RS resources 1 and 3
l0 = 10 for CSI-RS resources 2 and 4
	l0 = 6 for CSI-RS resources 5 and 7
l0 = 10 for CSI-RS resources 6 and 8

	
	Number of CSI-RS ports (X)
	
	1 for CSI-RS resource 1,2,3,4
	1 for CSI-RS resource 5,6,7,8

	
	CDM Type
	
	'No CDM’ for CSI-RS resource 1,2,3,4,5,6,7,8

	
	Density
	
	3

	
	CSI-RS periodicity
	Slots
	20

	
	CSI-RS offset
	Slots
	10 for CSI-RS resources 1 and 2
11 for CSI-RS resources 3 and 4
	10 for CSI-RS resources 5 and 6
11 for CSI-RS resources 7 and 8

	
	QCL info
	
	TCI state #0

	Duplex mode
	
	FDD

	Active DL BWP index
	
	1

	PDSCH configuration
	Mapping type
	
	Type A

	
	k0
	
	0

	
	Starting symbol (S) 
	
	2

	
	Length (L)
	
	12

	
	Repetition number
	
	2

	
	PRB bundling type
	
	Static

	
	PRB bundling size
	
	2

	
	Resource allocation type
	
	Type 0

	
	RBG size
	
	Config2

	
	VRB-to-PRB mapping type
	
	Non-interleaved

	
	VRB-to-PRB mapping interleaver bundle size
	
	N/A

	PDSCH DMRS configuration
	Antenna port indexes
	
	1000 
	1000

	
	TCI state
	
	TCI State #1
	TCI State #2

	
	DMRS Type
	
	Type 1

	
	Number of additional DMRS
	
	1

	
	Maximum number of OFDM symbols for DL front loaded DMRS
	
	1

	TCI State #1
	Type 1 QCL information
	CSI-RS resource
	
	CSI-RS resource 1 from 'CSI-RS for tracking’ configuration
	N/A

	
	
	QCL Type
	
	Type A
	N/A

	
	Type 2 QCL information
	CSI-RS resource
	
	N/A
	N/A

	
	
	QCL Type
	
	N/A
	N/A

	TCI State #2
	Type 1 QCL information
	CSI-RS resource
	
	N/A
	CSI-RS resource 5 from 'CSI-RS for tracking’ configuration

	
	
	QCL Type
	
	N/A
	Type A

	
	Type 2 QCL information
	CSI-RS resource
	
	N/A
	N/A

	
	
	QCL Type
	
	N/A
	N/A

	Timing offset of the second TRxP from the first TRxP
	us
	2

	Frequency offset of the second TRxP from the first TRxP
	Hz
	200

	Number of HARQ Processes
	
	4 

	The number of slots between PDSCH and corresponding HARQ-ACK information
	
	2

	Precoding configuration
	
	SP Type I, independent precoding generation is applied for both TRxPs, random per slot with PRB bundling granularity.

	Note 1: PDSCH transmission is done from both TRxPs



[bookmark: _Hlk54382909]Table 5.2.2.1.13-3: Minimum performance for Rank 1
	Test num.
	Reference channel
	Bandwidth (MHz) / Subcarrier spacing (kHz)
	Modulation format and code rate
	Propagation condition (Note 1)
	Correlation matrix and antenna configuration Note 2)
	Reference value

	
	
	
	
	
	
	BLER (%)
	SNR (dB) (Note 4)

	1-1
	R.PDSCH.1-11.2 FDD
	10 / 15
	16QAM, 0.54
	TDLA30-10 
	2x2, ULA Low 
	1 (Note 3)
	[2.6]

	Note 1: The propagation conditions apply to each of TRxP #1 and TRxP #2 and are statistically independent.
Note 2: Correlation matrix and antenna configuration parameters apply to each of TRxP #1 and TRxP #2.
Note 3: BLER is defined as residual BLER; i.e. ratio of incorrectly received transport blocks / sent transport blocks, independently of the number HARQ transmission(s) for each transport block.
Note 4: SNR corresponds to SNR of TRxP #1 and TRxP #2 as defined in 4.4.2





END OF 2nd CHANGE

START OF 3rd CHANGE
5.2.2.2.13	Minimum requirements for PDSCH with single-DCI based FDM Scheme A
The performance requirements are specified in Table 5.2.2.2.13-3, with the addition of test parameters in Table 5.2.2.2.13-2 and the downlink physical channel setup according to Annex C.3.1.
The test purposes are specified in Table 5.2.2.2.13-1.
Table 5.2.2.2.13-1: Tests purpose
	Purpose
	Test index

	Verify PDSCH performance under 2 receive antenna conditions when UE is configured with “FDMSchemeA” in “RepetitionScheme-r16” defined in clause 5.1 of TS 38.214 [12]]
	1-1



Table 5.2.2.1.13-2: Test parameters
	Parameter
	Unit
	Value

	
	
	TRxP #1 (Note 1)
	TRxP #2 (Note 1)

	Transmit TRxP of SSB
	
	TRxP #1

	PDCCH configuration
	TCI state
	
	TCI State #1

	
	CORESETPoolIndex
	
	Not configured

	CSI-RS for tracking
	First subcarrier index in the PRB used for CSI-RS
	
	k0=0 for CSI-RS resources 1,2,3,4
	k0=1 for CSI-RS resources 5,6,7,8

	
	First OFDM symbol in the PRB used for CSI-RS
	
	l0 = 6 for CSI-RS resources 1 and 3
l0 = 10 for CSI-RS resources 2 and 4
	l0 = 6 for CSI-RS resources 5 and 7
l0 = 10 for CSI-RS resources 6 and 8

	
	Number of CSI-RS ports (X)
	
	1 for CSI-RS resource 1,2,3,4
	1 for CSI-RS resource 5,6,7,8

	
	CDM Type
	
	'No CDM’ for CSI-RS resource 1,2,3,4,5,6,7,8

	
	Density
	
	3

	
	CSI-RS periodicity
	Slots
	40

	
	CSI-RS offset
	Slots
	20 for CSI-RS resources 1 and 2
21 for CSI-RS resources 3 and 4
	20 for CSI-RS resources 5 and 6
21 for CSI-RS resources 7 and 8

	
	QCL info
	
	TCI state #0

	Duplex mode
	
	TDD

	Active DL BWP index
	
	1

	PDSCH configuration
	Mapping type
	
	Type A

	
	k0
	
	0

	
	Starting symbol (S) 
	
	2

	
	Length (L)
	
	12

	
	PRB bundling type
	
	Static

	
	PRB bundling size
	
	wideband

	
	Resource allocation type
	
	Type 0

	
	RBG size
	
	Config2

	
	VRB-to-PRB mapping type
	
	Non-interleaved

	
	VRB-to-PRB mapping interleaver bundle size
	
	N/A

	PDSCH DMRS configuration
	Antenna port indexes
	
	1000, 1001 
	1000, 1001

	
	TCI state
	
	TCI State #1
	TCI State #2

	
	DMRS Type
	
	Type 1

	
	Number of additional DMRS
	
	1

	
	Maximum number of OFDM symbols for DL front loaded DMRS
	
	1

	TCI State #1
	Type 1 QCL information
	CSI-RS resource
	
	CSI-RS resource 1 from 'CSI-RS for tracking’ configuration
	N/A

	
	
	QCL Type
	
	Type A
	N/A

	
	Type 2 QCL information
	CSI-RS resource
	
	N/A
	N/A

	
	
	QCL Type
	
	N/A
	N/A

	TCI State #2
	Type 1 QCL information
	CSI-RS resource
	
	N/A
	CSI-RS resource 5 from 'CSI-RS for tracking’ configuration

	
	
	QCL Type
	
	N/A
	Type A

	
	Type 2 QCL information
	CSI-RS resource
	
	N/A
	N/A

	
	
	QCL Type
	
	N/A
	N/A

	Timing offset of the second TRxP from the first TRxP
	us
	-0.25

	Frequency offset the second TRxP from the first TRxP
	Hz
	300

	Number of HARQ Processes
	
	8

	The number of slots between PDSCH and corresponding HARQ-ACK information
	
	Specific to each TDD UL-DL pattern
and as defined in Annex A.1.2

	Precoding configuration
	
	SP Type I, independent precoding generation is applied for both TRxPs, random per slot with PRB bundling granularity.

	Note 1: PDSCH transmission is done from both TRxPs



Table 5.2.2.2.13-3: Minimum performance for Rank 2
	Test num.
	Reference channel
	Bandwidth (MHz) / Subcarrier spacing (kHz)
	Modulation format and code rate
	TDD UL-DL pattern
	Propagation condition (Note 1)
	Correlation matrix and antenna configuration (Note 2)
	Reference value

	
	
	
	
	
	
	
	Fraction of
maximum
throughput
(%)
	SNR (dB) (Note 3)

	1-1
	R.PDSCH.2-2.5 TDD
	40 / 30
	16QAM, 0.54
	FR1.30-1
	TDLA30-10 
	2x2, ULA Low 
	70
	[17.6]

	Note 1: The propagation conditions apply to each of TRxP #1 and TRxP #2 and are statistically independent.
Note 2: Correlation matrix and antenna configuration parameters apply to each of TRxP #1 and TRxP #2.
Note 3: SNR corresponds to SNR of TRxP #1 and TRxP #2 as defined in 4.4.2



5.2.2.2.14	Minimum requirements for PDSCH with single-DCI based Inter-slot TDM scheme
The performance requirements are specified in Table 5.2.2.2.14-3, with the addition of test parameters in Table 5.2.2.2.14-2 and the downlink physical channel setup according to Annex C.3.1.
The test purposes are specified in Table 5.2.2.2.14-1.
Table 5.2.2.2.14-1: Tests purpose
	Purpose
	Test index

	Verify PDSCH performance under 2 receive antenna conditions when UE is configured with repetitionNumber-r16 with multiple slot level PDSCH transmission occasions of the same TB with two TCI states defined in clause 5.1 of TS 38.214 [12]
	1-1



Table 5.2.2.2.14-2: Test parameters
	Parameter
	Unit
	Value

	
	
	TRxP #1 (Note 1)
	TRxP #2 (Note 1)

	Transmit TRxP of SSB
	
	TRxP #1

	PDCCH configuration
	TCI state
	
	TCI State #1

	
	CORESETPoolIndex
	
	Not configured

	CSI-RS for tracking
	First subcarrier index in the PRB used for CSI-RS
	
	k0=0 for CSI-RS resources 1,2,3,4
	k0=1 for CSI-RS resources 5,6,7,8

	
	First OFDM symbol in the PRB used for CSI-RS
	
	l0 = 6 for CSI-RS resources 1 and 3
l0 = 10 for CSI-RS resources 2 and 4
	l0 = 6 for CSI-RS resources 5 and 7
l0 = 10 for CSI-RS resources 6 and 8

	
	Number of CSI-RS ports (X)
	
	1 for CSI-RS resource 1,2,3,4
	1 for CSI-RS resource 5,6,7,8

	
	CDM Type
	
	'No CDM’ for CSI-RS resource 1,2,3,4,5,6,7,8

	
	Density
	
	3

	
	CSI-RS periodicity
	Slots
	40

	
	CSI-RS offset
	Slots
	20 for CSI-RS resources 1 and 2
21 for CSI-RS resources 3 and 4
	20 for CSI-RS resources 5 and 6
21 for CSI-RS resources 7 and 8

	
	QCL info
	
	TCI state #0

	Duplex mode
	
	TDD

	Active DL BWP index
	
	1

	PDSCH configuration
	Mapping type
	
	Type A

	
	k0
	
	0

	
	Starting symbol (S) 
	
	2

	
	Length (L)
	
	12

	
	Repetition number
	
	2

	
	PRB bundling type
	
	Static

	
	PRB bundling size
	
	2

	
	Resource allocation type
	
	Type 0

	
	RBG size
	
	Config2

	
	VRB-to-PRB mapping type
	
	Non-interleaved

	
	VRB-to-PRB mapping interleaver bundle size
	
	N/A

	PDSCH DMRS configuration
	Antenna port indexes
	
	1000 
	1000

	
	TCI state
	
	TCI State #1
	TCI State #2

	
	DMRS Type
	
	Type 1

	
	Number of additional DMRS
	
	1

	
	Maximum number of OFDM symbols for DL front loaded DMRS
	
	1

	TCI State #1
	Type 1 QCL information
	CSI-RS resource
	
	CSI-RS resource 1 from 'CSI-RS for tracking’ configuration
	N/A

	
	
	QCL Type
	
	Type A
	N/A

	
	Type 2 QCL information
	CSI-RS resource
	
	N/A
	N/A

	
	
	QCL Type
	
	N/A
	N/A

	TCI State #2
	Type 1 QCL information
	CSI-RS resource
	
	N/A
	CSI-RS resource 5 from 'CSI-RS for tracking’ configuration

	
	
	QCL Type
	
	N/A
	Type A

	
	Type 2 QCL information
	CSI-RS resource
	
	N/A
	N/A

	
	
	QCL Type
	
	N/A
	N/A

	Timing offset of the second TRxP from the first TRxP
	us
	1

	Frequency offset of the second TRxP from the first TRxP
	Hz
	300

	Number of HARQ Processes
	
	4 

	The number of slots between PDSCH and corresponding HARQ-ACK information
	
	Specific to each TDD UL-DL pattern
and as defined in Annex A.1.2 (Note 2)

	Precoding configuration
	
	SP Type I, independent precoding generation is applied for both TRxPs, random per slot with PRB bundling granularity.

	Note 1: PDSCH transmission is done from both TRxPs
Note 2: ACK/NACK feedback is generated for PDSCH on slot i, where mod(i,10) = {2, 4, 6}.



Table 5.2.2.2.14-3: Minimum performance for Rank 1
	Test num.
	Reference channel
	Bandwidth (MHz) / Subcarrier spacing (kHz)
	Modulation format and code rate
	TDD UL-DL pattern
	Propagation condition (Note 1)
	Correlation matrix and antenna configuration (Note 2)
	Reference value

	
	
	
	
	
	
	
	BLER (%)
	SNR (dB) (Note 4)

	1-1
	R.PDSCH.2-16.2 TDD
	40 / 30
	16QAM, 0.54
	FR1.30-1
	TDLA30-10 
	2x2, ULA Low 
	1 (Note 3)
	[2.5]

	Note 1: The propagation conditions apply to each of TRxP #1 and TRxP #2 and are statistically independent.
Note 2: Correlation matrix and antenna configuration parameters apply to each of TRxP #1 and TRxP #2.
Note 3: BLER is defined as residual BLER; i.e. ratio of incorrectly received transport blocks / sent transport blocks, independently of the number HARQ transmission(s) for each transport block.
Note 4: SNR corresponds to SNR of TRxP #1 and TRxP #2 as defined in 4.4.2





END OF 3rd CHANGE


START OF 4th CHANGE
5.2.3.1.13	Minimum requirements for PDSCH with single-DCI based FDM Scheme A
The performance requirements are specified in Table 5.2.3.1.13-3, with the addition of test parameters in Table 5.2.3.1.13-2 and the downlink physical channel setup according to Annex C.3.1.
The test purposes are specified in Table 5.2.3.1.13-1.
Table 5.2.3.1.13-1: Tests purpose
	Purpose
	Test index

	Verify PDSCH performance under 4 receive antenna conditions when UE is configured with “FDMSchemeA” in “RepetitionScheme-r16” defined in clause 5.1 of TS 38.214 [12]
	1-1



Table 5.2.3.1.13-2: Test parameters
	Parameter
	Unit
	Value

	
	
	TRxP #1 (Note 1)
	TRxP #2 (Note 1)

	Transmit TRxP of SSB
	
	TRxP #1

	PDCCH configuration
	TCI state
	
	TCI State #1

	
	CORESETPoolIndex
	
	Not configured

	CSI-RS for tracking
	First subcarrier index in the PRB used for CSI-RS
	
	k0=0 for CSI-RS resources 1,2,3,4
	k0=1 for CSI-RS resources 5,6,7,8

	
	First OFDM symbol in the PRB used for CSI-RS
	
	l0 = 6 for CSI-RS resources 1 and 3
l0 = 10 for CSI-RS resources 2 and 4
	l0 = 6 for CSI-RS resources 5 and 7
l0 = 10 for CSI-RS resources 6 and 8

	
	Number of CSI-RS ports (X)
	
	1 for CSI-RS resource 1,2,3,4
	1 for CSI-RS resource 5,6,7,8

	
	CDM Type
	
	'No CDM’ for CSI-RS resource 1,2,3,4,5,6,7,8

	
	Density
	
	3

	
	CSI-RS periodicity
	Slots
	20

	
	CSI-RS offset
	Slots
	10 for CSI-RS resources 1 and 2
11 for CSI-RS resources 3 and 4
	10 for CSI-RS resources 5 and 6
11 for CSI-RS resources 7 and 8

	
	QCL info
	
	TCI state #0

	Duplex mode
	
	FDD

	Active DL BWP index
	
	1

	PDSCH configuration
	Mapping type
	
	Type A

	
	k0
	
	0

	
	Starting symbol (S) 
	
	2

	
	Length (L)
	
	12

	
	PRB bundling type
	
	Static

	
	PRB bundling size
	
	wideband 

	
	Resource allocation type
	
	Type 0

	
	RBG size
	
	Config2

	
	VRB-to-PRB mapping type
	
	Non-interleaved

	
	VRB-to-PRB mapping interleaver bundle size
	
	N/A

	PDSCH DMRS configuration
	Antenna port indexes
	
	1000, 1001 
	1000, 1001

	
	TCI state
	
	TCI State #1
	TCI State #2

	
	DMRS Type
	
	Type 1

	
	Number of additional DMRS
	
	1

	
	Maximum number of OFDM symbols for DL front loaded DMRS
	
	1

	TCI State #1
	Type 1 QCL information
	CSI-RS resource
	
	CSI-RS resource 1 from 'CSI-RS for tracking’ configuration
	N/A

	
	
	QCL Type
	
	Type A
	N/A

	
	Type 2 QCL information
	CSI-RS resource
	
	N/A
	N/A

	
	
	QCL Type
	
	N/A
	N/A

	TCI State #2
	Type 1 QCL information
	CSI-RS resource
	
	N/A
	CSI-RS resource 5 from 'CSI-RS for tracking’ configuration

	
	
	QCL Type
	
	N/A
	Type A

	
	Type 2 QCL information
	CSI-RS resource
	
	N/A
	N/A

	
	
	QCL Type
	
	N/A
	N/A

	Timing offset of the second TRxP from the first TRxP
	us
	-0.5

	Frequency offset of the second TRxP from the first TRxP
	Hz
	200

	Number of HARQ Processes
	
	4 

	The number of slots between PDSCH and corresponding HARQ-ACK information
	
	2

	Precoding configuration
	
	SP Type I, independent precoding generation is applied for both TRxPs, random per slot with PRB bundling granularity.

	Note 1: PDSCH transmission is done from both TRxPs



Table 5.2.3.1.13-3: Minimum performance for Rank 2
	Test num.
	Reference channel
	Bandwidth (MHz) / Subcarrier spacing (kHz)
	Modulation format and code rate
	Propagation condition (Note 1)
	Correlation matrix and antenna configuration (Note 2)
	Reference value

	
	
	
	
	
	
	Fraction of
maximum
throughput
(%)
	SNR (dB) (Note 3)

	1-1
	R.PDSCH.1-2.5 FDD
	10 / 15
	16QAM, 0.54
	TDLA30-10 
	2x4, ULA Low 
	70
	[11.0]

	Note 1: The propagation conditions apply to each of TRxP #1 and TRxP #2 and are statistically independent.
Note 2: Correlation matrix and antenna configuration parameters apply to each of TRxP #1 and TRxP #2.
Note 3: SNR corresponds to SNR of TRxP #1 and TRxP #2 as defined in 4.4.2




5.2.3.1.14	Minimum requirements for PDSCH with single-DCI based Inter-slot TDM scheme
The performance requirements are specified in Table 5.2.3.1.14-3, with the addition of test parameters in Table 5.2.3.1.14-2 and the downlink physical channel setup according to Annex C.3.1.
The test purposes are specified in Table 5.2.3.1.14-1.
Table 5.2.3.1.14-1: Tests purpose
	Purpose
	Test index

	Verify PDSCH performance under 4 receive antenna conditions when UE is configured with repetitionNumber-r16 with multiple slot level PDSCH transmission occasions of the same TB with two TCI states defined in clause 5.1 of TS 38.214 [12]
	1-1



Table 5.2.3.1.14-2: Test parameters
	Parameter
	Unit
	Value

	
	
	TRxP #1 (Note 1)
	TRxP #2 (Note 1)

	Transmit TRxP of SSB
	
	TRxP #1

	PDCCH configuration
	TCI state
	
	TCI State #1

	
	CORESETPoolIndex
	
	Not configured

	CSI-RS for tracking
	First subcarrier index in the PRB used for CSI-RS
	
	k0=0 for CSI-RS resources 1,2,3,4
	k0=1 for CSI-RS resources 5,6,7,8

	
	First OFDM symbol in the PRB used for CSI-RS
	
	l0 = 6 for CSI-RS resources 1 and 3
l0 = 10 for CSI-RS resources 2 and 4
	l0 = 6 for CSI-RS resources 5 and 7
l0 = 10 for CSI-RS resources 6 and 8

	
	Number of CSI-RS ports (X)
	
	1 for CSI-RS resource 1,2,3,4
	1 for CSI-RS resource 5,6,7,8

	
	CDM Type
	
	'No CDM’ for CSI-RS resource 1,2,3,4,5,6,7,8

	
	Density
	
	3

	
	CSI-RS periodicity
	Slots
	20

	
	CSI-RS offset
	Slots
	10 for CSI-RS resources 1 and 2
11 for CSI-RS resources 3 and 4
	10 for CSI-RS resources 5 and 6
11 for CSI-RS resources 7 and 8

	
	QCL info
	
	TCI state #0

	Duplex mode
	
	FDD

	Active DL BWP index
	
	1

	PDSCH configuration
	Mapping type
	
	Type A

	
	k0
	
	0

	
	Starting symbol (S) 
	
	2

	
	Length (L)
	
	12

	
	Repetition number 
	
	2

	
	PRB bundling type
	
	Static

	
	PRB bundling size
	
	2

	
	Resource allocation type
	
	Type 0

	
	RBG size
	
	Config2

	
	VRB-to-PRB mapping type
	
	Non-interleaved

	
	VRB-to-PRB mapping interleaver bundle size
	
	N/A

	PDSCH DMRS configuration
	Antenna port indexes
	
	1000 
	1000

	
	TCI state
	
	TCI State #1
	TCI State #2

	
	DMRS Type
	
	Type 1

	
	Number of additional DMRS
	
	1

	
	Maximum number of OFDM symbols for DL front loaded DMRS
	
	1

	TCI State #1
	Type 1 QCL information
	CSI-RS resource
	
	CSI-RS resource 1 from 'CSI-RS for tracking’ configuration
	N/A

	
	
	QCL Type
	
	Type A
	N/A

	
	Type 2 QCL information
	CSI-RS resource
	
	N/A
	N/A

	
	
	QCL Type
	
	N/A
	N/A

	TCI State #2
	Type 1 QCL information
	CSI-RS resource
	
	N/A
	CSI-RS resource 5 from 'CSI-RS for tracking’ configuration

	
	
	QCL Type
	
	N/A
	Type A

	
	Type 2 QCL information
	CSI-RS resource
	
	N/A
	N/A

	
	
	QCL Type
	
	N/A
	N/A

	Timing offset of the second TRxP from the first TRxP
	us
	2

	Frequency offset of the second TRxP from the first TRxP
	Hz
	200

	Number of HARQ Processes
	
	4 

	The number of slots between PDSCH and corresponding HARQ-ACK information
	
	2

	Precoding configuration
	
	SP Type I, independent precoding generation is applied for both TRxPs, random per slot with PRB bundling granularity.

	Note 1: PDSCH transmission is done from both TRxPs



Table 5.2.3.1.13-3: Minimum performance for Rank 1
	Test num.
	Reference channel
	Bandwidth (MHz) / Subcarrier spacing (kHz)
	Modulation format and code rate
	Propagation condition (Note 1)
	Correlation matrix and antenna configuration (Note 2)
	Reference value

	
	
	
	
	
	
	BLER (%)
	SNR (dB) (Note 4)

	1-1
	R.PDSCH.1-11.2 FDD
	10 / 15
	16QAM, 0.54
	TDLA30-10 
	2x4, ULA Low 
	1 (Note 3)
	[-1.1]

	Note 1: The propagation conditions apply to each of TRxP #1 and TRxP #2 and are statistically independent.
Note 2: Correlation matrix and antenna configuration parameters apply to each of TRxP #1 and TRxP #2.
Note 3: BLER is defined as residual BLER; i.e. ratio of incorrectly received transport blocks / sent transport blocks, independently of the number HARQ transmission(s) for each transport block.
Note 4: SNR corresponds to SNR of TRxP #1 and TRxP #2 as defined in 4.4.2




END OF 4th CHANGE


START OF 5th CHANGE
5.2.3.2.13	Minimum requirements for PDSCH with single-DCI based FDM Scheme A
The performance requirements are specified in Table 5.2.3.2.13-3, with the addition of test parameters in Table 5.2.3.2.13-2 and the downlink physical channel setup according to Annex C.3.1.
The test purposes are specified in Table 5.2.3.2.13-1.
Table 5.2.3.2.13-1: Tests purpose
	Purpose
	Test index

	Verify PDSCH performance under 4 receive antenna conditions when UE is configured with “FDMSchemeA” in “RepetitionScheme-r16” defined in clause 5.1 of TS 38.214 [12]
	1-1



Table 5.2.3.1.13-2: Test parameters
	Parameter
	Unit
	Value

	
	
	TRxP #1 (Note 1)
	TRxP #2 (Note 1)

	Transmit TRxP of SSB
	
	TRxP #1

	PDCCH configuration
	TCI state
	
	TCI State #1

	
	CORESETPoolIndex
	
	Not configured

	CSI-RS for tracking
	First subcarrier index in the PRB used for CSI-RS
	
	k0=0 for CSI-RS resources 1,2,3,4
	k0=1 for CSI-RS resources 5,6,7,8

	
	First OFDM symbol in the PRB used for CSI-RS
	
	l0 = 6 for CSI-RS resources 1 and 3
l0 = 10 for CSI-RS resources 2 and 4
	l0 = 6 for CSI-RS resources 5 and 7
l0 = 10 for CSI-RS resources 6 and 8

	
	Number of CSI-RS ports (X)
	
	1 for CSI-RS resource 1,2,3,4
	1 for CSI-RS resource 5,6,7,8

	
	CDM Type
	
	'No CDM’ for CSI-RS resource 1,2,3,4,5,6,7,8

	
	Density
	
	3

	
	CSI-RS periodicity
	Slots
	40

	
	CSI-RS offset
	Slots
	20 for CSI-RS resources 1 and 2
21 for CSI-RS resources 3 and 4
	20 for CSI-RS resources 5 and 6
21 for CSI-RS resources 7 and 8

	
	QCL info
	
	TCI state #0

	Duplex mode
	
	TDD

	Active DL BWP index
	
	1

	PDSCH configuration
	Mapping type
	
	Type A

	
	k0
	
	0

	
	Starting symbol (S) 
	
	2

	
	Length (L)
	
	12

	
	PRB bundling type
	
	Static

	
	PRB bundling size
	
	wideband 

	
	Resource allocation type
	
	Type 0

	
	RBG size
	
	Config2

	
	VRB-to-PRB mapping type
	
	Non-interleaved

	
	VRB-to-PRB mapping interleaver bundle size
	
	N/A

	PDSCH DMRS configuration
	Antenna port indexes
	
	1000, 1001 
	1000, 1001

	
	TCI state
	
	TCI State #1
	TCI State #2

	
	DMRS Type
	
	Type 1

	
	Number of additional DMRS
	
	1

	
	Maximum number of OFDM symbols for DL front loaded DMRS
	
	1

	TCI State #1
	Type 1 QCL information
	CSI-RS resource
	
	CSI-RS resource 1 from 'CSI-RS for tracking’ configuration
	N/A

	
	
	QCL Type
	
	Type A
	N/A

	
	Type 2 QCL information
	CSI-RS resource
	
	N/A
	N/A

	
	
	QCL Type
	
	N/A
	N/A

	TCI State #2
	Type 1 QCL information
	CSI-RS resource
	
	N/A
	CSI-RS resource 5 from 'CSI-RS for tracking’ configuration

	
	
	QCL Type
	
	N/A
	Type A

	
	Type 2 QCL information
	CSI-RS resource
	
	N/A
	N/A

	
	
	QCL Type
	
	N/A
	N/A

	Timing offset of the second TRxP from the first TRxP
	us
	-0.25

	Frequency offset of the second TRxP from the first TRxP
	Hz
	300

	Number of HARQ Processes
	
	8

	The number of slots between PDSCH and corresponding HARQ-ACK information
	
	Specific to each TDD UL-DL pattern
and as defined in Annex A.1.2

	Precoding configuration
	
	SP Type I, independent precoding generation is applied for both TRxPs, random per slot with PRB bundling granularity.

	Note 1: PDSCH transmission is done from both TRxPs



Table 5.2.3.2.13-3: Minimum performance for Rank 2
	Test num.
	Reference channel
	Bandwidth (MHz) / Subcarrier spacing (kHz)
	Modulation format and code rate
	TDD UL-DL pattern
	Propagation condition (Note 1)
	Correlation matrix and antenna configuration (Note 2)
	Reference value

	
	
	
	
	
	
	
	Fraction of
maximum
throughput
(%)
	SNR (dB) (Note 3)

	1-1
	R.PDSCH.2-2.5 TDD
	40 / 30
	16QAM, 0.54
	FR1.30-1
	TDLA30-10 
	2x4, ULA Low 
	70
	[10.5]

	Note 1: The propagation conditions apply to each of TRxP #1 and TRxP #2 and are statistically independent.
Note 2: Correlation matrix and antenna configuration parameters apply to each of TRxP #1 and TRxP #2.
Note 3: SNR corresponds to SNR of TRxP #1 and TRxP #2 as defined in 4.4.2



5.2.3.2.14	Minimum requirements for PDSCH with single-DCI based Inter-slot TDM scheme
The performance requirements are specified in Table 5.2.3.2.14-3, with the addition of test parameters in Table 5.2.3.2.14-2 and the downlink physical channel setup according to Annex C.3.1.
The test purposes are specified in Table 5.2.3.2.14-1.
Table 5.2.3.2.14-1: Tests purpose
	Purpose
	Test index

	Verify PDSCH performance under 4 receive antenna conditions when UE is configured with repetitionNumber-r16 with multiple slot level PDSCH transmission occasions of the same TB with two TCI states defined in clause 5.1 of TS 38.214 [12]
	1-1



Table 5.2.3.2.14-2: Test parameters
	Parameter
	Unit
	Value

	
	
	TRxP #1 (Note 1)
	TRxP #2 (Note 1)

	Transmit TRxP of SSB
	
	TRxP #1

	PDCCH configuration
	TCI state
	
	TCI State #1

	
	CORESETPoolIndex
	
	Not configured

	CSI-RS for tracking
	First subcarrier index in the PRB used for CSI-RS
	
	k0=0 for CSI-RS resources 1,2,3,4
	k0=1 for CSI-RS resources 5,6,7,8

	
	First OFDM symbol in the PRB used for CSI-RS
	
	l0 = 6 for CSI-RS resources 1 and 3
l0 = 10 for CSI-RS resources 2 and 4
	l0 = 6 for CSI-RS resources 5 and 7
l0 = 10 for CSI-RS resources 6 and 8

	
	Number of CSI-RS ports (X)
	
	1 for CSI-RS resource 1,2,3,4
	1 for CSI-RS resource 5,6,7,8

	
	CDM Type
	
	'No CDM’ for CSI-RS resource 1,2,3,4,5,6,7,8

	
	Density
	
	3

	
	CSI-RS periodicity
	Slots
	40

	
	CSI-RS offset
	Slots
	20 for CSI-RS resources 1 and 2
21 for CSI-RS resources 3 and 4
	20 for CSI-RS resources 5 and 6
21 for CSI-RS resources 7 and 8

	
	QCL info
	
	TCI state #0

	Duplex mode
	
	TDD

	Active DL BWP index
	
	1

	PDSCH configuration
	Mapping type
	
	Type A

	
	k0
	
	0

	
	Starting symbol (S) 
	
	2

	
	Length (L)
	
	12

	
	Repetition number 
	
	2

	
	PRB bundling type
	
	Static

	
	PRB bundling size
	
	2

	
	Resource allocation type
	
	Type 0

	
	RBG size
	
	Config2

	
	VRB-to-PRB mapping type
	
	Non-interleaved

	
	VRB-to-PRB mapping interleaver bundle size
	
	N/A

	PDSCH DMRS configuration
	Antenna port indexes
	
	1000 
	1000

	
	TCI state
	
	TCI State #1
	TCI State #2

	
	DMRS Type
	
	Type 1

	
	Number of additional DMRS
	
	1

	
	Maximum number of OFDM symbols for DL front loaded DMRS
	
	1

	TCI State #1
	Type 1 QCL information
	CSI-RS resource
	
	CSI-RS resource 1 from 'CSI-RS for tracking’ configuration
	N/A

	
	
	QCL Type
	
	Type A
	N/A

	
	Type 2 QCL information
	CSI-RS resource
	
	N/A
	N/A

	
	
	QCL Type
	
	N/A
	N/A

	TCI State #2
	Type 1 QCL information
	CSI-RS resource
	
	N/A
	CSI-RS resource 5 from 'CSI-RS for tracking’ configuration

	
	
	QCL Type
	
	N/A
	Type A

	
	Type 2 QCL information
	CSI-RS resource
	
	N/A
	N/A

	
	
	QCL Type
	
	N/A
	N/A

	Timing offset of the second TRxP from the first TRxP
	us
	1

	Frequency offset of the second TRxP from the first TRxP
	Hz
	300

	Number of HARQ Processes
	
	4 

	The number of slots between PDSCH and corresponding HARQ-ACK information
	
	Specific to each TDD UL-DL pattern
and as defined in Annex A.1.2 (Note 2)

	Precoding configuration
	
	SP Type I, independent precoding generation is applied for both TRxPs, random per slot with PRB bundling granularity.

	Note 1: PDSCH transmission is done from both TRxPs
Note 2: ACK/NACK feedback is generated for PDSCH on slot i, where mod(i,10) = {2, 4, 6}.



[bookmark: _Hlk54383545]Table 5.2.3.2.13-3: Minimum performance for Rank 1
	Test num.
	Reference channel
	Bandwidth (MHz) / Subcarrier spacing (kHz)
	Modulation format and code rate
	TDD UL-DL pattern
	Propagation condition (Note 1)
	Correlation matrix and antenna configuration (Note 2)
	Reference value

	
	
	
	
	
	
	
	BLER (%)
	SNR (dB) (Note 4)

	1-1
	R.PDSCH.2-16.2 TDD
	40 / 30
	16QAM, 0.54
	FR1.30-1
	TDLA30-10 
	2x4, ULA Low 
	1 (Note 3)
	[-1.5]

	[bookmark: _Hlk61296019]Note 1: The propagation conditions apply to each of TRxP #1 and TRxP #2 and are statistically independent.
Note 2: Correlation matrix and antenna configuration parameters apply to each of TRxP #1 and TRxP #2.
Note 3: BLER is defined as residual BLER; i.e. ratio of incorrectly received transport blocks / sent transport blocks, independently of the number HARQ transmission(s) for each transport block.
Note 4: SNR corresponds to SNR of TRxP #1 and TRxP #2 as defined in 4.4.2




END OF 5th CHANGE




