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[bookmark: _Toc21344233][bookmark: _Toc29801717][bookmark: _Toc29802141][bookmark: _Toc29802766][bookmark: _Toc36107508][bookmark: _Toc37251267][bookmark: _Toc45888069][bookmark: _Toc45888668][bookmark: _Toc61367309][bookmark: _Toc61372692][bookmark: _Toc68230632][bookmark: _Toc69084045]6.2.1	UE maximum output power
The following UE Power Classes define the maximum output power for any transmission bandwidth within the channel bandwidth of NR carrier unless otherwise stated. The period of measurement shall be at least one sub frame (1ms).
Table 6.2.1-1: UE Power Class
	NR
band
	Class 1 (dBm)
	Tolerance (dB)
	Class 1.5 (dBm)
	Tolerance (dB)
	Class 2 (dBm)
	Tolerance (dB)
	Class 3 (dBm)
	Tolerance (dB)

	n1
	
	
	
	
	
	
	23
	±2

	n2
	
	
	
	
	
	
	23
	±23

	n3
	
	
	
	
	
	
	23
	±23

	n5
	
	
	
	
	
	
	23
	±2

	n7
	
	
	
	
	
	
	23
	±23

	n8
	
	
	
	
	
	
	23
	±23

	n12
	
	
	
	
	
	
	23
	±23

	n13
	
	
	
	
	
	
	23
	±2

	n14
	316
	+2/-3
	
	
	
	
	23
	±2

	n18
	
	
	
	
	
	
	23
	±2

	n20
	
	
	
	
	
	
	23
	±23

	n24
	
	
	
	
	
	
	23
	+±2/-33

	n25
	
	
	
	
	
	
	23
	±23

	n26
	
	
	
	
	
	
	23
	±23

	n28
	
	
	
	
	
	
	23
	+2/-2.5

	n30
	
	
	
	
	
	
	23
	±2

	n34
	
	
	
	
	
	
	23
	±2

	n38
	
	
	
	
	
	
	23
	±2

	n39
	
	
	
	
	
	
	23
	±2

	n40
	
	
	
	
	26
	+2/-33
	23
	±2

	n41
	
	
	295
	_2/-33
	26
	+2/-33
	23
	±23

	n47
	
	
	
	
	
	
	23
	±2

	n48
	
	
	
	
	
	
	23
	+2/-3

	n50
	
	
	
	
	
	
	23
	±2

	n51
	
	
	
	
	
	
	23
	±2

	n53
	
	
	
	
	
	
	23
	±2

	n65
	
	
	
	
	
	
	23
	±2

	n66
	
	
	
	
	
	
	23
	±2

	n70
	
	
	
	
	
	
	23
	±2

	n71
	
	
	
	
	
	
	23
	+2/-2.5

	n74
	
	
	
	
	
	
	23
	±2

	n77
	
	
	
	
	26
	+2/-3
	23
	+2/-3

	n78
	
	
	
	
	26
	+2/-3
	23
	+2/-3

	n79
	
	
	
	
	26
	+2/-3
	23
	+2/-3

	n80
	
	
	
	
	
	
	23
	±2

	n81
	
	
	
	
	
	
	23
	±2

	n82
	
	
	
	
	
	
	23
	±2

	n83
	
	
	
	
	
	
	23
	±2/-2.5

	n84
	
	
	
	
	
	
	23
	±2

	n86
	
	
	
	
	
	
	23
	±2

	n89
	
	
	
	
	
	
	23
	±2

	n91
	
	
	
	
	
	
	23
	±23, 4

	n92
	
	
	
	
	
	
	23
	±23, 4

	n93
	
	
	
	
	
	
	23
	±23, 4

	n94
	
	
	
	
	
	
	23
	±23, 4

	n95
	
	
	
	
	
	
	23
	±2

	n97
	
	
	
	
	
	
	23
	±2

	n98
	
	
	
	
	
	
	23
	±2

	n99
	
	
	
	
	
	
	23
	+±2/-33

	NOTE 1:	PPowerClass is the maximum UE power specified without taking into account the tolerance
NOTE 2:	Power class 3 is default power class unless otherwise stated
NOTE 3:	Refers to the transmission bandwidths confined within FUL_low and FUL_low + 4 MHz or FUL_high – 4 MHz and FUL_high, the maximum output power requirement is relaxed by reducing the lower tolerance limit by 1.5 dB.
NOTE 4:	The maximum output power requirement is relaxed by reducing the lower tolerance limit by 0.3 dB
NOTE 5:	Achieved via dual Tx
NOTE 6:	Generally, PC1 UE for Band n14 is not targeted for smartphone form factor. The UE power class 1 requirements for Band n14 are applicable for public safety scenario only.



[bookmark: _Hlk494452010]If a UE supports a different power class than the default UE power class for the band and the supported power class enables the higher maximum output power than that of the default power class:
-	if the field of UE capability maxUplinkDutyCycle-PC2-FR1 is absent and the percentage of uplink symbols transmitted in a certain evaluation period is larger than 50% (The exact evaluation period is no less than one radio frame); or
-	if the field of UE capability maxUplinkDutyCycle-PC2-FR1 is not absent and the percentage of uplink symbols transmitted in a certain evaluation period is larger than maxUplinkDutyCycle-PC2-FR1 as defined in TS 38.331 (The exact evaluation period is no less than one radio frame); or
-	if the IE P-Max as defined in TS 38.331 [7] is provided and set to the maximum output power of the default power class or lower;
-	shall apply all requirements for the default power class to the supported power class and set the configured transmitted power as specified in clause 6.2.4;
-	else if the UE does not support a power class with higher maximum output power than PC2; or
-	if the field of UE capability maxUplinkDutyCycle is absent and the percentage of uplink symbols transmitted in a certain evaluation period is larger than 25% (The exact evaluation period is no less than one radio frame); or
-	if the field of UE capability maxUplinkDutyCycle is not absent and the percentage of uplink symbols transmitted in a certain evaluation period is larger than maxUplinkDutyCycle/2 (The exact evaluation period is no less than one radio frame); or
if the IE P-Max as defined in TS 38.331 [7] is provided and set to the maximum output power of the power class 2 or lower;
shall apply all requirements for power class 2 to the supported power class and set the configured transmitted power as specified in clause 6.2.4;
-	else shall apply all requirements for the supported power class and set the configured transmitted power as specified in clause 6.2.4.
------------------------------------------------------------- NEXT CHANGE ------------------------------------------------------
6.2.3.1	General
Additional emission requirements can be signalled by the network. Each additional emission requirement is associated with a unique network signalling (NS) value indicated in RRC signalling by an NR frequency band number of the applicable operating band and an associated value in the field additionalSpectrumEmission. Throughout this specification, the notion of indication or signalling of an NS value refers to the corresponding indication of an NR frequency band number of the applicable operating band, the IE field freqBandIndicatorNR and an associated value of additionalSpectrumEmission in the relevant RRC information elements [7].
To meet the additional requirements, additional maximum power reduction (A-MPR) is allowed for the maximum output power as specified in Table 6.2.1-1. Unless stated otherwise, the total reduction to UE maximum output power is max(MPR, A-MPR) where MPR is defined in clause 6.2.2. Outer and inner allocation notation used in clause 6.2.3 is defined in clause 6.2.2 In absence of modulation and waveform types the A-MPR applies to all modulation and waveform types.
Table 6.2.3.1-1 specifies the additional requirements with their associated network signalling values and the allowed A-MPR and applicable operating band(s) for each NS value. In case of a power class 3 UE, when IE powerBoostPi2BPSK  is set to 1, power class 2 A-MPR values apply. The mapping of NR frequency band numbers and values of the additionalSpectrumEmission to network signalling labels is specified in Table 6.2.3.1-1A. 
For almost contiguous allocations in CP-OFDM waveforms in power class 3, the allowed A-MPR defined in clause 6.2.3 is increased by CEIL{ 10 log10(1 + NRB_gap / NRB_alloc), 0.5 } dB, where NRB_gap is the total number of unallocated RBs between allocated RBs and NRB_alloc is the total number of allocated RBs, and the parameter LCRB is replaced by NRB_alloc + NRB_gap in specifying the RB allocation regions.
Unless otherwise specified, pi/2 BPSK in following A-MPR tables refers to both variants of pi/2 BPSK referenced in 6.2.2 tables 6.2.2-1.
[bookmark: _Hlk516051685]Table 6.2.3.1-1: Additional maximum power reduction (A-MPR)
	Network signalling label
	Requirements (clause)
	NR Band
	Channel bandwidth (MHz)
	Resources blocks (NRB)
	A-MPR (dB)

	NS_01
	
	Table 5.2-1
	5, 10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	Table 5.3.2-1
	N/A

	NS_03
	6.5.2.3.3
	n2, n25, n66,
n70, n86
	
	
	Clause 6.2.3.7

	NS_03U
	6.5.2.3.3, 6.5.2.4.2
	n2, n25, n66, n86
	
	
	Clause 6.2.3.7

	NS_04
	6.5.2.3.2, 6.5.3.3.1
	n41
	10, 15, 20, 30, 40, 50, 60, 70, 80, 90, 100
	
	Clause 6.2.3.2

	NS_05
	6.5.3.3.4
	n1, n65, n84
	5, 10, 15, 20 (NOTE 2)
	
	Clause 6.2.3.4

	NS_05U
	6.5.3.3.4, 6.5.2.4.2
	n1, n65, n84
	5, 10, 15, 20
	
	Clause 6.2.3.4

	NS_06
	6.5.2.3.4
	n12
	5, 10, 15
	
	N/A

	
	
	n14
	5,10
	
	

	NS_07
	6.5.3.3.26
	n13
	5,10
	Table 6.2.3.29-1
	Table
6.2.3.29-2

	NS_10
	
	n20
	15, 20
	Table 6.2.3.3-1
	Table
6.2.3.3-1

	NS_12
	6.5.3.3.17
	n26
	
	
	

	NS_13
	6.5.3.3.18
	n26
	
	
	

	NS_14
	6.5.3.3.19
	n26
	
	
	

	NS_15
	6.5.3.3.20
	n26
	
	
	

	NS_17
	6.5.3.3.2
	n28, n83
	5,10
	Table 5.3.2-1
	N/A

	NS_18
	6.5.3.3.3
	n28, n83
	5
	
	Table 6.2.3.13-1, A1

	
	
	
	10, 15, 20
	
	Table 6.2.3.13-1, A2

	
	
	
	30
	
	Table 6.2.3.13-1, A3, A4, A5

	NS_21
	6.5.3.3.12
	n30
	5, 10
	
	Clause 6.2.3.14

	NS_24
	6.5.3.3.13
	n65 (NOTE 4)
	5, 10, 15, 20
	Table 6.2.3.15-1
	Clause 6.2.3.15

	NS_27
	6.5.2.3.8
6.5.3.3.14
	n48
	5, 10, 15, 20, 30, 40
	Table 6.2.3.16-1
	Table 6.2.3.16-2

	NS_35
	6.5.2.3.1
	n71
	5, 10, 15, 20
	Table 5.3.2-1
	N/A

	NS_37
	6.5.3.3.6
	n74
(NOTE 3)
	10, 15
	Table 6.2.3.8-1
	Table
6.2.3.8-1

	NS_38
	6.5.3.3.7
	n74
	5, 10, 15, 20
	Table 6.2.3.9-1
	Table
6.2.3.9-1

	NS_39
	6.5.3.3.8
	n74
	10, 15, 20
	Table 6.2.3.10-1
	Table 6.2.3.10-1

	NS_40
	6.5.3.3.9
	n51
	5
	
	Table
6.2.3.5-1

	NS_41
	6.5.3.3.10
	n50
	5, 10, 15, 20, 30, 40, 50, 60
	
	Table 6.2.3.11-1

	NS_42
	6.5.3.3.11
	n50
	5, 10, 15, 20, 30, 40, 50, 60
	
	Table 6.2.3.12-1

	NS_43
	6.5.3.3.5
	n8, n81
	5, 10, 15
	
	Clause 6.2.3.6

	NS_43U
	6.5.3.3.5, 6.5.2.4.2
	n8, n81
	5, 10, 15
	
	Clause 6.2.3.6

	NS_44
	6.5.3.3.24
	n38
	25, 30, 40
	Table 6.2.3.20-1
	Table 6.2.3.20-1

	NS_45
	6.5.3.3.21
	n53
	5, 10
	
	Clause 6.2.3.25

	NS_46
	6.5.3.3.25
	n7
	25, 30, 40, 50
	Table 6.2.3.17-1
	Table 6.2.3.17-2

	NS_47
	6.5.3.3.15
	n41 (Note 5)
	30
	Table 6.2.3.18-1
	Table 6.2.3.18-2

	NS_48
	6.5.3.3.22
	n1 and n84
	25, 30, 40, 50
	Table 6.2.3.26-1
	Table 6.2.3.26-1

	NS_49
	6.5.3.3.23
	n1 and n84
	25, 30, 40, 50
	Table 6.2.3.27-1
	Table 6.2.3.27-1

	NS_50
	6.5.3.3.16
	n39, n98
	25, 30, 40
	
	Clause 6.2.3.19

	NS_51
	6.5.3.3.22
	n65
	50
	Table 6.2.3.28-1
	Table 6.2.3.28-2

	NS_562
	6.5.3.3.27
	n24, n99
	5, 10
	
	Clause 6.2.3.30

	NS_100
	6.5.2.4.2
	n1, n2, n3, n5, n8, n18, n25, n26, n65, n66, n80, n81, n84, n86, n89
(NOTE 1)
	
	
	Table
6.2.3.1-2

	NOTE 1:	This NS can be signalled for NR bands that have UTRA services deployed
NOTE 2:	No A-MPR is applied for 5 MHz BWChannel where the lower channel edge is ≥ 1930 MHz,10 MHz BWChannel where the lower channel edge is ≥ 1950 MHz and 15 MHz BWChannel where the lower channel edge is ≥ 1955 MHz.
NOTE 3:	Applicable when the NR carrier is within 1447.9 – 1462.9 MHz
NOTE 4:	Applicable when the upper edge of the channel bandwidth frequency is greater than 1980 MHNOTE 5:	Applicable when the NR carrier is within 2545 – 2575 MHz


[The NS_01 label with the field additionalPmax [7] absent is default for all NR bands.]
Table 6.2.3.1-1A: Mapping of network signalling label
	NR band
	Value of additionalSpectrumEmission

	
	0
	1
	2
	3
	4
	5
	6
	7

	n1
	NS_01
	NS_100
	NS_05
	NS_05U
	NS_48
	NS_49
	
	

	n2
	NS_01
	NS_100
	NS_03
	NS_03U
	
	
	
	

	n3
	NS_01
	NS_100
	
	
	
	
	
	

	n5
	NS_01
	NS_100
	
	
	
	
	
	

	n7
	NS_01
	NS_46
	
	
	
	
	
	

	n8
	NS_01
	NS_100
	NS_43
	NS_43U
	
	
	
	

	n12
	NS_01
	NS_06
	
	
	
	
	
	

	n13
	NS_01
	NS_06
	NS_07
	
	
	
	
	

	n14
	NS_01
	NS_06
	
	
	
	
	
	

	n18
	NS_01
	NS_100
	
	
	
	
	
	

	n20
	NS_01
	Void
	NS_10
	
	
	
	
	

	n24
	NS_01
	NS_562
	
	
	
	
	
	

	n25
	NS_01
	NS_100
	NS_03
	NS_03U
	
	
	
	

	n26
	NS_01
	NS_100
	NS_12
	NS_13
	NS_14
	NS_15
	
	

	n28
	NS_01
	NS_17
	NS_18
	
	
	
	
	

	n30
	NS_01
	NS_21
	
	
	
	
	
	

	n34
	NS_01
	
	
	
	
	
	
	

	n38
	NS_01
	NS_44
	
	
	
	
	
	

	n39
	NS_01
	NS_50
	
	
	
	
	
	

	n40
	NS_01
	
	
	
	
	
	
	

	n41
	NS_01
	NS_04
	NS_47
	
	
	
	
	

	n48
	NS_01
	NS_27
	
	
	
	
	
	

	n50
	NS_01
	NS_41
	NS_42
	
	
	
	
	

	n51
	NS_01
	NS_40
	
	
	
	
	
	

	n53
	NS_01
	NS_45
	
	
	
	
	
	

	n65
	NS_01
	NS_24
	NS_100
	NS_05
	NS_05U
	NS_51
	
	

	n66
	NS_01
	NS_100
	NS_03
	NS_03U
	
	
	
	

	n70
	NS_01
	NS_03
	
	
	
	
	
	

	n71
	NS_01
	NS_35
	
	
	
	
	
	

	n74
	NS_01
	NS_37
	NS_38
	NS_39
	
	
	
	

	n77
	NS_01
	
	
	
	
	
	
	

	n78
	NS_01
	
	
	
	
	
	
	

	n79
	NS_01
	
	
	
	
	
	
	

	n80
	NS_01
	NS_100
	
	
	
	
	
	

	n81
	NS_01
	NS_100
	NS_43
	NS_43U
	
	
	
	

	n82
	NS_01
	Void
	
	
	
	
	
	

	n83
	NS_01
	NS_17
	NS_18
	
	
	
	
	

	n84
	NS_01
	NS_100
	NS_05
	NS_05U
	
	
	
	

	n86
	NS_01
	NS_100
	NS_03
	NS_03U
	
	
	
	

	n89
	NS_01
	NS_100
	
	
	
	
	
	

	n91
	NS_01
	
	
	
	
	
	
	

	n92
	NS_01
	
	
	
	
	
	
	

	n93
	NS_01
	
	
	
	
	
	
	

	n94
	NS_01
	
	
	
	
	
	
	

	n95
	NS_01
	
	
	
	
	
	
	

	n97
	NS_01
	
	
	
	
	
	
	

	n98
	NS_01
	NS_50
	
	
	
	
	
	

	n99
	NS_01
	NS_562
	
	
	
	
	
	

	NOTE:	additionalSpectrumEmission corresponds to an information element of the same name defined in clause 6.3.2 of TS 38.331 [7].



------------------------------------------------------------- NEXT CHANGE ------------------------------------------------------
[bookmark: _Toc68230664][bookmark: _Toc69084077]6.2.3.30	A-MPR for NS_562
For 5 MHz channel centered on frequencies (FC) = 1630.0, 1630.3 MHz, A-MPR is defined as
 
if RBstart <= ceil{[3/SCS/15 kHz])}and LCRB <= ceil{[17/SCS/15 kHz)]},
then 
    the A-MPR = [14] dB for SCS = 15 kHz and AMPR = [8] dB for SCS >= 30 kHz,
else,
if RBstart <= ceil{[3/(SCS/15 kHz)]} and LCRB > ceil{[17/(SCS/15 kHz)]},
then
 the A-MPR = [6] dB,
else,
if RBstart <= ceil{[8/(SCS/15 kHz)]},
then
    the A-MPR = [4] dB.
For 5 MHz channel centered on frequencies (Fc) = 1635.0, 1649.0, 1654.0 MHz, no A-MPR is needed.

For Channel 10 MHz with center frequency of 1632.5 MHz, A-MPR is defined as

if RBstart < ceil{[3/(SCS/15 kHz)]} and LCRB <= ceil{[8/(SCS/15 kHz)]},
then
 the A-MPR = [12] dB for SCS = 15 kHz and AMPR = [8] dB for SCS >= 30 kHz,
else, 
if RBstart < ceil{[9/(SCS/15 kHz)]}, and LCRB > ceil{[8/(SCS/15 kHz)]},
then
 the A-MPR = [8] dB,
else,
if RBstart <= ceil{[18/(SCS/15 kHz)]},
then 
 the A-MPR = [6] dB,
else,
if RBstart [>= floorceil{TBD40/(SCS/15 kHz)}], and LCRB <= [> ceil{7/(SCS/15 kHz)TBD}],
then
the A-MPR = [5TBD] dB,.
else, 
if RBstart >= floor{40/(SCS/15 kHz)} and LCRB > ceil{7/(SCS/15 kHz)},
then
the A-MPR = 3 dB,
else,
if RBstart >= floor{35/(SCS/15 kHz)} and LCRB <= ceil{7/(SCS/15 kHz)},
then
the A-MPR = 4 dB,
else, 
if RBstart >= floor{35/(SCS/15 kHz)} and LCRB > ceil{7/(SCS/15 kHz)},
then
the A-MPR = 2 dB.
For 10 MHz channel centered on frequency of 1651.5 MHz, no A-MPR is needed.
Note that the additional emission requirements in Table 6.5.3.3.27 are specified in EIRP.  The above A-MPR values to meet these additional emission requirements have been estimated using a 0 dBi antenna gain.  The A-MPR may have to be adjusted if the supported antenna gain Gant declared by the UE manufacturer is different from 0 dBi.

------------------------------------------------------------- NEXT CHANGE ------------------------------------------------------
[bookmark: _Toc68230942][bookmark: _Toc69084355]6.5.3.3.27 	Requirement for network signalled value “NS_562”
When "NS_562" is indicated in the cell, the power of any UE emission shall not exceed the levels specified in Table 6.5.3.3.27-1. This requirement also applies for the frequency ranges that are less than FOOB (MHz) in Table 6.5.3.1-1 from the edge of the channel bandwidth.
Table 6.5.3.3.27-1: Additional requirements
	Frequency band
(MHz)
	Channel bandwidth / Spectrum emission limit in EIRP1 (dBm)
	Measurement bandwidth 
	NOTE

	
	5 MHz, 10MHz
	
	

	1541 ≤ f ≤ 1559
	-102
	2kHz
	EIRP of discrete emissions of less than 700 Hz bandwidth, aAveraged over any 2 millisecond active transmission interval

	1559≤ f ≤ 1608
	-85
	700Hz
	

	1608≤ f ≤ 1610
	-85 +5/2 (f-1608)
	700Hz
	

	1610≤ f ≤ 1625
	-80+ 66/15 (f-1610)
	700Hz
	

	1541 ≤ f ≤ 1608
	-75
	1MHz
	EIRP and aAveraged over any 2 millisecond active transmission interval

	1608≤ f ≤ 1610
	-75 + 5/2 (f-1608)
	1MHz
	

	1610≤ f ≤ 1627.5
	-70+ 57/17.5 (f-1610)
	1MHz
	

	1627.5
	-37
	4kHz
	

	1638.5 ≤f ≤ 1645.5
	-28
	4kHz
	

	1657.5 ≤f ≤ 1660.5
	-28
	4kHz
	

	NOTE 1:		The EIRP requirement in regulation is converted to conducted requirement depending on the supported antenna gain Gant declared by the UE manufacturer. If not declared by the UE manufacturer, using a 0 dBi antenna. gain shall be used.





------------------------------------------------------------- NEXT CHANGE ------------------------------------------------------

[bookmark: _Toc21344430][bookmark: _Toc29801917][bookmark: _Toc29802341][bookmark: _Toc29802966][bookmark: _Toc36107708][bookmark: _Toc37251482][bookmark: _Toc45888389][bookmark: _Toc45888988][bookmark: _Toc61367706][bookmark: _Toc61373089][bookmark: _Toc68231039][bookmark: _Toc69084452]7.3.2	Reference sensitivity power level
<Unchanged sections omitted>
Unless given by Table 7.3.2-4, the minimum requirements specified in Tables 7.3.2-1 and 7.3.2-2 shall be verified with the network signalling value NS_01 (Table 6.2.3-1) configured.
Table 7.3.2-4: Network signaling value for reference sensitivity
	Operating band
	Network Signalling value

	n2
	NS_03

	n12
	NS_06

	n13
	NS_06

	n14
	NS_06

	n24
	NS_562

	n25
	NS_03

	n30
	NS_21

	n48
	NS_27

	n53
	NS_45

	n66
	NS_03

	n70
	NS_03

	n71
	NS_35




