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<< Start of change >>
A.5.5.1.1	Radio Link Monitoring Out-of-sync Test for FR2 PSCell configured with SSB-based RLM RS in non-DRX mode
A.5.5.1.1.1	Test Purpose and Environment
The purpose of this test is to verify that the UE properly detects the out of sync and in sync for the purpose of monitoring downlink radio link quality of the PSCell. This test will partly verify the FR2 radio link monitoring requirements in clause 8.1.
In the test, UE is configured to perform RLM on SSB, with detectionResource included in RadioLinkMonitoringRS set to SSB#0 and SSB#1, and purpose set to ‘rlf’. Supported test configurations are shown in table A.5.5.1.1.1-1. The test parameters are given in Tables A.5.5.1.1.1-2, A.5.5.1.1.1-3, and A. 5.5.1.1.1-4 below. There are two cells, Cell 1 is the E-UTRAN PCell, and Cell 2 is the PSCell, in the test. The E-UTRAN PCell setting refers to Table A.3.7.2.1-2. The test consists of three successive time periods, with time duration of T1, T2 and T3 respectively. Figure A.5.5.1.1.1-1 shows the variation of the downlink SNR in the active cell to emulate out-of-sync and in-sync states, and Figure A.5.5.1.1.1-2 shows the Time multiplexed downlink transmissions from each Angle of Arrival. Prior to the start of the time duration T1, the UE shall be fully synchronized to Cell 1 and Cell 2. The UE shall be configured for periodic CSI reporting with a reporting periodicity of 5 ms. UE is configured to perform inter-frequency measurements using Gap Pattern ID #0 (40ms) in test 1.
Table A.5.5.1.1.1-1: Supported test configurations for FR2 PSCell
	Configuration
	Description

	1
	FDD LTE PCell, NR 120 KHz SSB SCS, 100 MHz bandwidth, TDD duplex mode

	2
	TDD LTE PCell, NR 120 KHz SSB SCS, 100 MHz bandwidth, TDD duplex mode

	Note:	The UE is only required to pass in one of the supported test configurations in FR2



Table A.5.5.1.1.1-2: General test parameters for FR2 out-of-sync testing in non-DRX mode
	Parameter
	Unit
	Value

	
	
	Test 1

	Active E-UTRA PCell 
	
	Cell 1

	E-UTRA RF Channel Number
	
	1

	Active PSCell
	
	Cell 2

	RF Channel Number
	
	2

	Duplex mode
	Config 1, 2
	
	TDD

	BWchannel
	Config 1, 2
	
	100: NRB,c = 66

	Data RBs allocated
	Config 1, 2
	
	24

	DL initial BWP configuration
	Config 1, 2
	
	DLBWP.0.1

	DL dedicated BWP configuration
	Config 1, 2
	
	DLBWP.1.1

	UL initial BWP configuration
	Config 1, 2
	
	ULBWP.0.1

	UL dedicated BWP configuration
	Config 1, 2
	
	ULBWP.1.1

	TDD Configuration
	Config 1, 2
	
	TDDConf.3.1

	CORESET Reference Channel
	Config 1, 2
	
	CR.3.1 TDD  

	SSB Configuration
	Config 1, 2
	
	SSB.1 FR2

	SMTC Configuration
	Config 1, 2
	
	SMTC.1

	PDSCH/PDCCH subcarrier spacing
	Config 1, 2
	
	120 KHz

	PRACH Configuration
	Config 1, 2
	
	Table A.3.8.3.4

	SSB index assigned as RLM RS
	Config 1, 2
	
	0,1

	OCNG parameters
	
	OP.5

	CP length
	
	Normal

	Out of sync 
	DCI format
	
	1-0

	transmission parameters
	Number of Control OFDM symbols
	
	2

	
	Aggregation level 
	CCE
	8

	
	Ratio of hypothetical PDCCH RE energy to average SSS RE energy
	dB
	4

	
	Ratio of hypothetical PDCCH DMRS energy to average SSS RE energy
	dB
	4

	
	DMRS precoder granularity
	
	REG bundle size

	
	REG bundle size
	
	6

	DRX
	
	OFF

	Gap pattern ID 
	
	gp0

	Layer 3 filtering
	
	Enabled

	T310 timer
	ms
	0

	T311 timer
	ms
	1000

	N310
	
	1

	N311
	
	1

	CSI-RS for CSI reporting
	Config 1, 2
	
	CSI-RS.3.1 TDD

	TCI states for PDCCH/PDSCH
	
	TCI.State.2

	CSI-RS for tracking
	Config 1, 2
	
	TRS.2.1 TDD

	T1
	s
	0.2

	T2
	s
	9.68

	T3
	s
	9.68

	D1
	s
	9.64

	Note 1:	All configurations are assigned to the UE prior to the start of time period T1.
Note 2:	UE-specific PDCCH is not transmitted after T1 starts.
Note 3:	E-UTRAN is in non-DRX mode under test.



Table A.5.5.1.1.1-3: OTA related cell specific test parameters for FR2 (Cell 2) for out-of-sync radio link monitoring tests in non-DRX mode 
	Parameter
	Unit
	Test 1

	
	
	T1
	T2
	T3
	T1
	T2
	T3

	AoA setup
	
	Setup 3 defined in A.3.15

	
	
	AoA1
	AoA2

	Assumption for UE beamsNote 5
	
	Rough
	Rough

	EPRE ratio of PDCCH DMRS to SSS
	dB
	4
	

	EPRE ratio of PDCCH to PDCCH DMRS
	dB
	
	

	EPRE ratio of PBCH DMRS to SSS
	dB
	
	

	EPRE ratio of PBCH to PBCH DMRS
	dB
	
	

	EPRE ratio of PSS to SSS
	dB
	0
	Not sent

	EPRE ratio of PDSCH DMRS to SSS 
	dB
	
	

	EPRE ratio of PDSCH to PDSCH DMRS
	dB
	
	

	EPRE ratio of OCNG DMRS to SSS
	dB
	
	

	EPRE ratio of OCNG to OCNG DMRS
	dB
	
	

	ssb-Index 0 SNR
	Config 1, 2
	dB
	2Note 6
	-6Note 6
	-15
	

	ssb-Index 1 SNR
	Config 1, 2
	
	Not sent
	2Note 6
	-15
	-15

	SNR on other channels and signals
	Config 1, 2
	dB
	2Note 6
	N/A

	

	Config 1, 2
	dBm/
15kHz
	-92.1
	-92.1

	Time multiplexing of the downlink transmissions from each AoA
	
	Defined in Figure A.5.5.1.1.1-2

	Propagation condition
	
	TDL-A 30ns 75Hz
	TDL-A 30ns 75Hz

	Note 1:	OCNG shall be used such that a constant total transmitted power spectral density is achieved for all OFDM symbols.
Note 2:	The signal contains PDCCH for UEs other than the device under test as part of OCNG.
Note 3:	SNR levels correspond to the signal to noise ratio over the SSS REs.
Note 4:	The SNR values are specified for testing a UE which supports 2RX on at least one band. For testing of a UE which supports 4RX on all bands, the SNR during T3 is A.3.6.
Note 5:	Information about types of UE beam is given in B.2.1.3, and does not limit UE implementation or test system implementation 
Note 6:	This value allows up to 1dB degradation from applied SNR to UE baseband



Table A.5.5.1.1.1-4: Measurement gap configuration for out-of-sync tests in non-DRX mode
	Field
	Test 1

	
	Value

	gapOffset
	0

	Note 1:	E-UTRAN PCell and PSCell are SFN-synchronous and frame boundary aligned. (Ensure that RLM RS is partially overlapped with measurement gap).
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Figure A.5.5.1.1.1-1: SNR variation for out-of-sync testing


Figure A.5.5.1.1.1-2: Time multiplexed downlink transmissions

A.5.5.1.1.2	Test Requirements
The UE behavior in each test during time durations T1, T2 and T3 shall be as follows:
During the period from time point A to time point B the UE shall transmit uplink signal at least in all uplink slots configured for CSI transmission according to the configured periodic CSI reporting.
The UE shall stop transmitting uplink signal in Cell 2 no later than time point C (D1 second after the start of the time duration T3).
The rate of correct events observed during repeated tests shall be at least 90%.
A.5.5.1.2	Radio Link Monitoring In-sync Test for FR2 PSCell configured with SSB-based RLM RS in non-DRX mode
A.5.5.1.2.1	Test Purpose and Environment
The purpose of this test is to verify that the UE properly detects the out of sync and in sync for the purpose of monitoring downlink radio link quality of the PSCell. This test will partly verify the FR2 radio link monitoring requirements in clause 8.1.
In the test, UE is configured to perform RLM on SSB, with detectionResource included in RadioLinkMonitoringRS set to SSB#0 and SSB#1, and purpose set to ‘rlf’. Supported test configurations are shown in table A.5.5.1.2.1-1. The test parameters are given in Tables A.5.5.1.2.1-2, and A.5.5.1.2.1-3 below. There are two cells, Cell 1 is the E-UTRAN PCell, and Cell 2 is the PSCell, in the test. The E-UTRAN PCell setting refers to Table A.3.7.2.1-2. The test consists of five successive time periods, with time duration of T1, T2, T3, T4 and T5 respectively. Figure A.5.5.1.2.1-1 shows the variation of the downlink SNR in the active cell to emulate out-of-sync and in-sync states, and Figure A.5.5.1.2.1-2 shows the Time multiplexed downlink transmissions from each Angle of Arrival. Prior to the start of the time duration T1, the UE shall be fully synchronized to Cell 1 and Cell 2. The UE shall be configured for periodic CSI reporting with a reporting periodicity of 5ms. 
Table A.5.5.1.2.1-1: Supported test configurations for FR2 PSCell
	Configuration
	Description

	1
	FDD LTE PCell, NR 120 KHz SSB SCS, 100 MHz bandwidth, TDD duplex mode

	2
	TDD LTE PCell, NR 120 KHz SSB SCS, 100 MHz bandwidth, TDD duplex mode

	Note:	The UE is only required to pass in one of the supported test configurations in FR2



Table A.5.5.1.2.1-2: General test parameters for FR2 in-sync testing in non-DRX mode
	Parameter
	Unit
	Value

	
	
	Test 1

	Active E-UTRA PCell
	
	Cell 1

	E-UTRA RF Channel Number
	
	1

	Active PSCell
	
	Cell 2

	RF Channel Number
	
	2

	Duplex mode
	Config 1, 2
	
	TDD

	BWchannel
	Config 1, 2
	
	100: NRB,c = 66

	Data RBs allocated
	Config 1, 2
	
	24

	DL initial BWP configuration
	Config 1, 2
	
	DLBWP.0.1

	DL dedicated BWP configuration
	Config 1, 2
	
	DLBWP.1.1

	UL initial BWP configuration
	Config 1, 2
	
	ULBWP.0.1

	UL dedicated BWP configuration
	Config 1, 2
	
	ULBWP.1.1

	TDD Configuration
	Config 1, 2
	
	TDDConf.3.1

	CORESET Reference Channel
	Config 1, 2
	
	CR.3.1 TDD  

	SSB Configuration
	Config 1, 2
	
	SSB.1 FR2

	SMTC Configuration
	Config 1, 2
	
	SMTC.3

	PDSCH/PDCCH subcarrier spacing
	Config 1, 2
	
	120 KHz

	PRACH Configuration
	Config 1, 2
	
	Table A.3.8.3.4

	SSB index assigned as RLM RS
	Config 1, 2
	
	0,1

	OCNG parameters
	
	OP. 5

	CP length
	
	Normal

	In sync 
	DCI format
	
	1-0

	transmission 
	Number of Control OFDM symbols
	
	2

	parameters
	Aggregation level 
	CCE
	4

	
	Ratio of hypothetical PDCCH RE energy to average SSS RE energy
	dB
	0

	
	Ratio of hypothetical PDCCH DMRS energy to average SSS RE energy
	dB
	0

	
	DMRS precoder granularity
	
	REG bundle size

	
	REG bundle size
	
	6

	Out of sync 
	DCI format
	
	1-0

	transmission 
	Number of Control OFDM symbols
	
	2

	parameters
	Aggregation level 
	CCE
	8

	
	Ratio of hypothetical PDCCH RE energy to average SSS RE energy
	dB
	4

	
	Ratio of hypothetical PDCCH DMRS energy to average SSS RE energy
	dB
	4

	
	DMRS precoder granularity
	
	REG bundle size

	
	REG bundle size
	
	6

	DRX
	
	OFF

	Gap pattern ID 
	
	N.A.

	Layer 3 filtering
	
	Enabled

	T310 timer
	ms
	4000

	T311 timer
	ms
	1000

	N310
	
	1

	N311
	
	1

	CSI-RS for CSI reporting
	Config 1, 2
	
	CSI-RS.3.1 TDD

	TCI states for PDCCH/PDSCH
	
	TCI.State.2

	CSI-RS for tracking
	Config 1, 2
	
	TRS.2.1 TDD

	T1
	s
	0.2

	T2
	s
	0.2

	T3
	s
	1.88

	T4
	s
	0.2

	T5
	s
	3.84

	D1
	s
	3.8

	Note 1:	All configurations are assigned to the UE prior to the start of time period T1.
Note 2:	UE-specific PDCCH is not transmitted after T1 starts.
Note 3: 	E-UTRAN is in non-DRX mode under test.



Table A.5.5.1.2.1-3: OTA related cell specific test parameters for FR2 (Cell 2) for in-sync radio link monitoring tests in non-DRX mode 
	Parameter
	Unit
	Test 1

	
	
	T1
	T2
	T3
	T4
	T5
	T1
	T2
	T3
	T4
	T5

	AoA setup

	
	Setup 3 defined in A.3.15

	
	
	AoA1
	AoA2

	Assumption for UE beamsNote 5
	
	Rough
	Rough

	EPRE ratio of PDCCH DMRS to SSS
	dB
	4
	

	EPRE ratio of PDCCH to PDCCH DMRS
	dB
	
	

	EPRE ratio of PBCH DMRS to SSS
	dB
	
	

	EPRE ratio of PBCH to PBCH DMRS
	dB
	
	

	EPRE ratio of PSS to SSS
	dB
	0
	Not sent

	EPRE ratio of PDSCH DMRS to SSS 
	dB
	
	

	EPRE ratio of PDSCH to PDSCH DMRS
	dB
	
	

	EPRE ratio of OCNG DMRS to SSS
	dB
	
	

	EPRE ratio of OCNG to OCNG DMRS
	dB
	
	

	ssb-Index 0 SNR
	Config 1, 2
	dB
	2Note 6
	-6Note 6
	-15
	-4.5
	2Note 6
	

	ssb-Index 1 SNR
	Config 1, 2
	
	Not sent
	2Note 6
	-15
	-15
	-15
	-15

	SNR on other channels and signals
	Config 1, 2
	dB
	2
	N/A

	

	Config 1, 2
	dBm/
15KHz
	-92.1
	-92.1

	Time multiplexing of the downlink transmissions from each AoA
	
	Defined in Figure A.5.5.1.2.1-2

	Propagation condition
	
	TDL-A 30ns 75Hz
	TDL-A 30ns 75Hz

	Note 1:	OCNG shall be used such that a constant total transmitted power spectral density is achieved for all OFDM symbols.
Note 2:	The signal contains PDCCH for UEs other than the device under test as part of OCNG.
Note 3:	SNR levels correspond to the signal to noise ratio over the SSS REs.
Note 4:	The SNR values are specified for testing a UE which supports 2RX on at least one band. For testing of a UE which supports 4RX on all bands, the SNR during T3 is A.3.6.
Note 5:	Information about types of UE beam is given in B.2.1.3, and does not limit UE implementation or test system implementation
Note 6:	This value allows up to 1dB degradation from applied SNR to UE baseband



Table A.5.5.1.2.1-4: Void
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Figure A.5.5.1.2.1-1: SNR variation for in-sync testing


Figure A.5.5.1.2.1-2: Time multiplexed downlink transmissions

A.5.5.1.2.2	Test Requirements
The UE behaviour in each test during time durations T1, T2, T3, T4 and T5 shall be as follows:
During the period from time point A to time point F (D1 second after the start of time duration T5) the UE shall transmit uplink signal at least in all uplink slots configured for CSI transmission according to the configured periodic CSI reporting.
The rate of correct events observed during repeated tests shall be at least 90%.
A.5.5.1.3	Radio Link Monitoring Out-of-sync Test for FR2 PSCell configured with SSB-based RLM RS in DRX mode
A.5.5.1.3.1	Test Purpose and Environment
The purpose of this test is to verify that the UE properly detects the out of sync and in sync for the purpose of monitoring downlink radio link quality of the PSCell when DRX is used. This test will partly verify the FR2 radio link monitoring requirements in clause 8.1.
In the test, UE is configured to perform RLM on SSB, with detectionResource included in RadioLinkMonitoringRS set to SSB#0 and SSB#1, and purpose set to ‘rlf’. Supported test configurations are shown in table A.5.5.1.3.1-1. The test parameters are given in Tables A.5.5.1.3.1-2, and A.5.5.1.3.1-3. There are two cells, Cell 1 is the E-UTRAN PCell, and Cell 2 is the PSCell, in the test. The E-UTRAN PCell setting refers to Table A.3.7.2.1-2. The test consists of three successive time periods, with time duration of T1, T2 and T3 respectively. Figure A.5.5.1.3.1-1 shows the variation of the downlink SNR in the active cell to emulate out-of-sync and in-sync states. Prior to the start of the time duration T1, the UE shall be fully synchronized to Cell 1 and Cell 2. The UE shall be configured for periodic CSI reporting with a reporting periodicity of 5 ms. In the test, DRX configuration is enabled and DRX inactivity timer has already been expired, i.e. UE tries to decode PDCCH and to send periodic CSI during the period when On-duration timer is running. Time alignment timers shall be set to “infinity” so that UL timing alignment is maintained during the test.
Table A.5.5.1.3.1-1: Supported test configurations for FR2 PSCell
	Configuration
	Description

	1
	FDD LTE PCell, NR 120 KHz SSB SCS, 100 MHz bandwidth, TDD duplex mode

	2
	TDD LTE PCell, NR 120 KHz SSB SCS, 100 MHz bandwidth, TDD duplex mode

	Note:	The UE is only required to pass in one of the supported test configurations in FR2



Table A.5.5.1.3.1-2: General test parameters for FR2 out-of-sync testing in DRX mode
	Parameter
	Unit
	Value

	
	
	Test 1

	Active E-UTRA PCell 
	
	Cell 1

	E-UTRA RF Channel Number
	
	1

	Active PSCell
	
	Cell 2

	RF Channel Number
	
	2

	Duplex mode
	Config 1, 2
	
	TDD

	BWchannel
	Config 1, 2
	
	100: NRB,c = 66

	Data RBs allocated
	Config 1, 2
	
	66

	DL initial BWP configuration
	Config 1, 2
	
	DLBWP.0.1

	DL dedicated BWP configuration
	Config 1, 2
	
	DLBWP.1.1

	UL initial BWP configuration
	Config 1, 2
	
	ULBWP.0.1

	UL dedicated BWP configuration
	Config 1, 2
	
	ULBWP.1.1

	TDD Configuration
	Config 1, 2
	
	TDDConf.3.1

	CORESET Reference Channel
	Config 1, 2
	
	CR.3.1 TDD

	SSB Configuration
	Config 1, 2
	
	SSB.1 FR2

	SMTC Configuration
	Config 1, 2
	
	SMTC.1

	PDSCH/PDCCH subcarrier spacing
	Config 1, 2
	
	120 KHz

	PRACH Configuration
	Config 1, 2
	
	Table A.3.8.3.4

	SSB index assigned as RLM RS
	Config 1, 2
	
	0,1

	OCNG parameters
	
	OP.1

	CP length
	
	Normal

	Out of sync 
	DCI format
	
	1-0

	transmission parameters
	Number of Control OFDM symbols
	
	2

	
	Aggregation level 
	CCE
	8

	
	Ratio of hypothetical PDCCH RE energy to average SSS RE energy
	dB
	4

	
	Ratio of hypothetical PDCCH DMRS energy to average SSS RE energy
	dB
	4

	
	DMRS precoder granularity
	
	REG bundle size

	
	REG bundle size
	
	6

	DRX Configuration
	
	DRX.3

	Gap pattern ID 
	
	N.A.

	Layer 3 filtering
	
	Enabled

	T310 timer
	ms
	0

	T311 timer
	ms
	1000

	N310
	
	1

	N311
	
	1

	CSI-RS for CSI reporting
	Config 1, 2
	
	CSI-RS.3.1 TDD

	TCI states for PDCCH/PDSCH
	
	TCI.State.2

	CSI-RS for tracking
	Config 1, 2
	
	TRS.2.1 TDD

	T1
	s
	0.2

	T2
	s
	14.48

	T3
	s
	14.48

	D1
	s
	14.44

	Note 1:	All configurations are assigned to the UE prior to the start of time period T1.
Note 2:	UE-specific PDCCH is not transmitted after T1 starts.
Note 3:	E-UTRAN is in non-DRX mode under test.



Table A.5.5.1.3.1-3: OTA related cell specific test parameters for FR2 (Cell 2) for out-of-sync radio link monitoring tests in DRX mode
	Parameter
	Unit
	Test 1

	
	
	T1
	T2
	T3

	AoA setup
	
	Setup 1 defined in A.3.15

	Assumption for UE beamsNote 5
	
	Rough

	EPRE ratio of PDCCH DMRS to SSS
	dB
	4

	EPRE ratio of PDCCH to PDCCH DMRS
	dB
	0

	EPRE ratio of PBCH DMRS to SSS
	dB
	

	EPRE ratio of PBCH to PBCH DMRS
	dB
	

	EPRE ratio of PSS to SSS
	dB
	

	EPRE ratio of PDSCH DMRS to SSS 
	dB
	0

	EPRE ratio of PDSCH to PDSCH DMRS
	dB
	

	EPRE ratio of OCNG DMRS to SSS
	dB
	

	EPRE ratio of OCNG to OCNG DMRS
	dB
	

	ssb-Index 0 SNR
	Config 1, 2
	dB
	2Note 6
	-6Note 6
	-15

	ssb-Index 1 SNR
	Config 1, 2
	
	2Note 6
	-15
	-15

	SNR on other channels and signals
	Config 1, 2
	dB
	2Note 6

	

	Config 1, 2
	dBm/15KHz
	-104.7dBm

	Propagation condition
	
	TDL-A 30ns 75Hz

	Note 1:	OCNG shall be used such that the resources in Cell 2 are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.
Note 2:	The signal contains PDCCH for UEs other than the device under test as part of OCNG.
Note 3:	SNR levels correspond to the signal to noise ratio over the SSS REs.
Note 4:	The SNR values are specified for testing a UE which supports 2RX on at least one band. For testing of a UE which supports 4RX on all bands, the SNR during T3 is A.3.6.
Note 5:	Information about types of UE beam is given in B.2.1.3, and does not limit UE implementation or test system implementation
Note 6:	This value allows up to 1dB degradation from applied SNR to UE baseband



Table A.5.5.1.3.1-4: Void
Table A.5.5.1.3.1-5: Void

[image: ]
Figure A.5.5.1.3.1-1: SNR variation for out-of-sync testing

A.5.5.1.3.2	Test Requirements
The UE behavior in each test during time durations T1, T2 and T3 shall be as follows:
During the period from time point A to time point B the UE shall transmit uplink signal at least in all uplink slots configured for CSI transmission according to the configured periodic CSI reporting.
The UE shall stop transmitting uplink signal in Cell 2 no later than time point C (D1 second after the start of the time duration T3).
The rate of correct events observed during repeated tests shall be at least 90%.
A.5.5.1.4	Radio Link Monitoring In-sync Test for FR2 PSCell configured with SSB-based RLM RS in DRX mode
A.5.5.1.4.1	Test Purpose and Environment
The purpose of this test is to verify that the UE properly detects the out of sync and in sync for the purpose of monitoring downlink radio link quality of the PSCell when DRX is used. This test will partly verify the FR2 radio link monitoring requirements in clause 8.1.
In the test, UE is configured to perform RLM on SSB, with detectionResource included in RadioLinkMonitoringRS set to SSB#0 and SSB#1, and purpose set to ‘rlf’. Supported test configurations are shown in table A.5.5.1.4.1-1. The test parameters are given in Tables A.5.5.1.4.1-2, and A.5.5.1.4.1-3. There are two cells, Cell 1 is the E-UTRAN PCell, and Cell 2 is the PSCell, in the test. The E-UTRAN PCell setting refers to Table A.3.7.2.1-2. The test consists of five successive time periods, with time duration of T1, T2, T3, T4 and T5 respectively. Figure A.5.5.1.4.1-1 shows the variation of the downlink SNR in the active cell to emulate out-of-sync and in-sync states. Prior to the start of the time duration T1, the UE shall be fully synchronized to Cell 1 and Cell 2. The UE shall be configured for periodic CSI reporting with a reporting periodicity of 5 ms. In the test, DRX configuration is enabled and DRX inactivity timer has already been expired, i.e. UE tries to decode PDCCH and to send periodic CSI during the period when On-duration timer is running. Time alignment timers shall be set to “infinity” so that UL timing alignment is maintained during the test.
Table A.5.5.1.4.1-1: Supported test configurations for FR2 PSCell
	Configuration
	Description

	1
	FDD LTE PCell, NR 120 KHz SSB SCS, 100 MHz bandwidth, TDD duplex mode

	2
	TDD LTE PCell, NR 120 KHz SSB SCS, 100 MHz bandwidth, TDD duplex mode

	Note:	The UE is only required to pass in one of the supported test configurations in FR2



Table A.5.5.1.4.1-2: General test parameters for FR2 in-sync testing in DRX mode
	Parameter
	Unit
	Value

	
	
	Test 1

	Active E-UTRA PCell 
	
	Cell 1

	E-UTRA RF Channel Number
	
	1

	Active PSCell
	
	Cell 2

	RF Channel Number
	
	2

	Duplex mode
	Config 1, 2
	
	TDD

	BWchannel
	Config 1, 2
	
	100: NRB,c = 66

	Data RBs allocated
	Config 1, 2
	
	66

	DL initial BWP configuration
	Config 1, 2
	
	DLBWP.0.1

	DL dedicated BWP configuration
	Config 1, 2
	
	DLBWP.1.1

	UL initial BWP configuration
	Config 1, 2
	
	ULBWP.0.1

	UL dedicated BWP configuration
	Config 1, 2
	
	ULBWP.1.1

	TDD Configuration
	Config 1, 2
	
	TDDConf.3.1

	CORESET Reference Channel
	Config 1, 2
	
	CR.3.1 TDD

	SSB Configuration
	Config 1, 2
	
	SSB.1 FR2

	SMTC Configuration
	Config 1, 2
	
	SMTC.3

	PDSCH/PDCCH subcarrier spacing
	Config 1, 2
	
	120 KHz

	PRACH Configuration
	Config 1, 2
	
	Table A.3.8.3.4

	SSB index assigned as RLM RS
	Config 1, 2
	
	0,1

	OCNG parameters
	
	OP.1

	CP length
	
	Normal

	In sync 
	DCI format
	
	1-0

	transmission 
	Number of Control OFDM symbols
	
	2

	parameters
	Aggregation level 
	CCE
	4

	
	Ratio of hypothetical PDCCH RE energy to average SSS RE energy
	dB
	0

	
	Ratio of hypothetical PDCCH DMRS energy to average SSS RE energy
	dB
	0

	
	DMRS precoder granularity
	
	REG bundle size

	
	REG bundle size
	
	6

	Out of sync 
	DCI format
	
	1-0

	transmission 
	Number of Control OFDM symbols
	
	2

	parameters
	Aggregation level 
	CCE
	8

	
	Ratio of hypothetical PDCCH RE energy to average SSS RE energy
	dB
	4

	
	Ratio of hypothetical PDCCH DMRS energy to average SSS RE energy
	dB
	4

	
	DMRS precoder granularity
	
	REG bundle size

	
	REG bundle size
	
	6

	DRX Configuration
	
	DRX.11

	Gap pattern ID 
	
	N.A.

	Layer 3 filtering
	
	Enabled

	T310 timer
	ms
	4000

	T311 timer
	ms
	1000

	N310
	
	1

	N311
	
	1

	CSI-RS for CSI reporting
	Config 1, 2
	
	CSI-RS.3.1 TDD

	TCI states for PDCCH/PDSCH
	
	TCI.State.2

	CSI-RS for tracking
	Config 1, 2
	
	TRS.2.1 TDD

	T1
	s
	0.2

	T2
	s
	0.2

	T3
	s
	2.8

	T4
	s
	0.2

	T5
	s
	3.88

	D1
	s
	3.84

	Note 1:	All configurations are assigned to the UE prior to the start of time period T1.
Note 2:	UE-specific PDCCH is not transmitted after T1 starts.
Note 3:	E-UTRAN is in non-DRX mode under test.



Table A.5.5.1.4.1-3: OTA related cell specific test parameters for FR2 (Cell 2) for in-sync radio link monitoring test in DRX mode
	Parameter
	Unit
	Test 1

	
	
	T1
	T2
	T3
	T4
	T5

	AoA setup

	
	Setup 1 defined in A.3.15

	Assumption for UE beamsNote 5
	
	Rough

	EPRE ratio of PDCCH DMRS to SSS
	dB
	4

	EPRE ratio of PDCCH to PDCCH DMRS
	dB
	0

	EPRE ratio of PBCH DMRS to SSS
	dB
	

	EPRE ratio of PBCH to PBCH DMRS
	dB
	

	EPRE ratio of PSS to SSS
	dB
	

	EPRE ratio of PDSCH DMRS to SSS 
	dB
	0

	EPRE ratio of PDSCH to PDSCH DMRS
	dB
	

	EPRE ratio of OCNG DMRS to SSS
	dB
	

	EPRE ratio of OCNG to OCNG DMRS
	dB
	

	ssb-Index 0 SNR
	Config 1, 2
	dB
	2Note 6
	-6Note 6
	-15
	-4.5
	2Note 6

	ssb-Index 1 SNR
	Config 1, 2
	
	2Note 6
	-15
	-15
	-15
	-15

	SNR on other channels and signals
	Config 1, 2
	dB
	2Note 6

	

	Config 1, 2
	dBm/15KHz
	-104.7dBm

	Propagation condition
	
	TDL-A 30ns 75Hz

	Note 1:	OCNG shall be used such that the resources in Cell 2 are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.
Note 2:	The signal contains PDCCH for UEs other than the device under test as part of OCNG.3
Note 3:	SNR levels correspond to the signal to noise ratio over the SSS REs.
Note 4:	The SNR values are specified for testing a UE which supports 2RX on at least one band. For testing of a UE which supports 4RX on all bands, the SNR during T3 is A.3.6.
Note 5:	Information about types of UE beam is given in B.2.1.3, and does not limit UE implementation or test system implementation
Note 6:	This value allows up to 1dB degradation from applied SNR to UE baseband



Table A.5.5.1.4.1-4: Void
Table A.5.5.1.4.1-5: Void

[image: ]
Figure A.5.5.1.4.1-1: SNR variation for in-sync testing.

[bookmark: _Toc535476353]A.5.5.1.4.2	Test Requirements
The UE behaviour in each test during time durations T1, T2, T3, T4 and T5 shall be as follows:
During the period from time point A to time point F (D1 second after the start of time duration T5) the UE shall transmit uplink signal at least in all uplink slots configured for CSI transmission according to the configured periodic CSI reporting.
The rate of correct events observed during repeated tests shall be at least 90%.
<< Unchanged sections skipped >>
A.5.5.1.9	EN-DC Radio Link Monitoring UE Scheduling Restrictions on FR2
A.5.5.1.9.1	Test Purpose and Environment
The purpose is to verify that the NR UE correctly follows the RLM scheduling restrictions requirements defined in clause 8.1.7. This test verifies that the UE correctly receive the PDCCH scheduled on the symbols right before the RLM SSB symbols without overlap so that it sends ACK/NACK correctly. The test case is only applicable to UE which supports pdcch-MonitoringAnyOccasions or pdcch-MonitoringAnyOccasionsWithSpanGap.
Two cells are deployed in the test, which are E-UTRAN PCell (Cell 1) and NR FR2 PSCell (Cell 2). The test parameters for NR PSCell are given in table A.5.5.1.9.1-1, table A.5.5.1.9.1-2 and table A.5.5.1.9.1-3 below and the parameters and applicability for the E-UTRAN cell are defined in A.3.7.2. The UE is required during time period T1 to transmit ACK/NACK correctly upon scheduling of PDSCH.
Table A.5.5.1.9.1-1: Supported test configurations
	Configuration
	Description

	1
	FDD LTE, 120 kHz SSB SCS, 120 kHz RMC SCS, 100 MHz bandwidth, TDD duplex mode

	2
	TDD LTE, 120 kHz SSB SCS, 120 kHz RMC SCS, 100 MHz bandwidth, TDD duplex mode

	Note:	The UE is only required to be tested in one of the supported test configurations.



Table A.5.5.1.9.1-2: General test parameters for RLM scheduling restriction test case in FR2
	Parameter
	Unit
	Test configuration
	Value
	Comment

	RF Channel Number
	
	1, 2
	1 and 2
	1 for NR PSCell and 2 for LTE PCell

	SSB configuration
	
	1, 2
	SSB.1 FR2
	

	SMTC configuration
	
	1, 2
	SMTC pattern 1
	

	DRX cycle length
	s
	1, 2
	OFF
	

	T1
	s
	1, 2
	5
	During T1 the UE is required to correctly transmit ACK/NACK



Table A.5.5.1.9.1-3: Cell specific test parameters for RLM scheduling restriction test case in FR2 
	Parameter
	Unit
	Test configuration
	Cell 2

	
	
	
	

	AoA setup
	
	1, 2
	Setup 3 defined in A.3.15.3

	
	
	
	AoA1
	AoA2

	Assumption for UE beamsNote 1
	
	
	Rough
	Rough

	TDD configuration
	
	1, 2
	TDDConf.3.1

	BWchannel
	MHz
	1, 2
	100: NRB,c = 66

	Data RBs allocated
	
	1, 2
	24

	PDSCH Reference measurement channelMC configuration
	
	1, 2
	SR.3.21 TDD
	Not sent

	RMSI CORESET RMC configuration
	
	1, 2
	CR.3.1 TDD
	Not sent

	Dedicated CORESET RMC configuration
	
	1, 2
	CCR.3.2 TDD
	Not sent

	TRS configuration
	
	1, 2
	TRS.2.1 TDD
	TRS.2.2 TDD

	PDCCH/PDSCH TCI state
	
	1, 2
	TCI.State.2
	Not sent

	OCNG Pattern
	
	1, 2
	OP.51 defined in A.3.2.1
	Not sent

	Initial DL BWP configuration
	
	1, 2
	DLBWP.0.1

	Initial UL BWP configuration
	
	1, 2
	ULBWP.0.1

	RLM-RS
	
	1, 2
	SSB with index 0
	SSB with index 1

	

	dB
	1, 2
	3
	N/A

	

	dBm/15kHz
	1, 2
	-92.1
	-92.1

	
 Note2
	dBm/SCS
	1, 2
	-83.14.9
	-83.1Not sent

	

	dB
	1, 2
	23
	2N/A

	
BB Note 4
	dB
	1, 2
	1
	1

	SSB-RS_RP Note3
	dBm/SCS
	1, 2
	-81.19
	-81.19

	Io
	dBm/95.04 MHz
	1, 2
	-54.351.15
	-54.352.91

	Time multiplexing of the downlink transmissions from each AoA
	1, 2
	Defined in Figure A.5.5.1.9.1-1

	Propagation Condition 
	
	1, 2
	AWGN
	AWGN-

	Note 1:	Information about types of UE beam is given in B.2.1.3, and does not limit UE implementation or test system implementation

Note 2:	Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for  to be fulfilled.
Note 3:	Es/Iot, SSB_RP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.
Note 4:	Calculation of Es/IotBB includes the effect of UE internal noise up to the value assumed for the associated Refsens requirement in clause 7.3.2 of TS 38.101-2 [19], and an allowance of 1dB for UE multi-band relaxation factor ΔMBS from TS 38.101-2 [19] Table 6.2.1.3-4.





Figure A.5.5.1.9.1-1: Time multiplexed downlink transmissions
A.5.5.1.9.2	Test Requirements
The UE behaviour follows the requirements defined in clause 8.1.7.3.
<< Unchanged sections skipped >>
[bookmark: _Toc535476438]
[bookmark: _Toc535476426]A.5.6.2.1 	EN-DC event triggered reporting tests for FR2 cell without SSB time index detection when DRX is not used
[bookmark: _Toc535476427]A.5.6.2.1.1	Test Purpose and Environment
The purpose of this test is to verify that the UE makes correct reporting of an event. This test will partly verify the EN-DC inter-frequency NR cell search requirements in clause 9.3.4.
In this test, there are three cells: LTE cell 1 as PCell on E-UTRA RF channel 1, NR cell 2 as PSCell in FR2 on NR RF channel 1 and NR cell 3 as neighbour cell in FR2 on NR RF channel 2.  The test parameters and configurations are given in Tables A.5.6.2.1.1-1, A.5.6.2.1.1-2, and A.5.6.2.1.1-3. 
In test 1 measurement gap pattern configuration # 0 as defined in Table A.5.6.2.1.1-2 is provided for UE that does not support per-FR gap and in test 2 measurement gap pattern configuration #13 as defined in Table A.5.6.2.1.1-2 is provided for UE that supports per-FR gap. If a UE supports per-FR gap and gap pattern configuration #4, it is only required to pass test 2. Otherwise it is only required to pass test 1.
In the measurement control information, it is indicated to the UE that event-triggered reporting with Event A3 is used. The test consists of two successive time periods, with time duration of T1, and T2 respectively. During time duration T1, the UE shall not have any timing information of NR cell 3.
The configuration of LTE cell 1 is defined in table A.3.7.2.2-1. Supported test configurations are shown in table A.5.6.2.1.1-1.
Table A.5.6.2.1.1-1 EN-DC event triggered reporting tests without SSB index reading for FR2-FR2
	Config
	Description

	1
	LTE FDD, 120 kHz SSB SCS, 100 MHz bandwidth, TDD duplex mode

	2
	LTE TDD, 120 kHz SSB SCS, 100 MHz bandwidth, TDD duplex mode

	Note 1:	The UE is only required to be tested in one of the supported test configurations
Note 2:	target NR cell has the same SCS, BW and duplex mode as NR serving cell



[bookmark: _Toc535476428]Table A.5.6.2.1.1-2: General test parameters for EN-DC inter-frequency event triggered reporting without SSB time index detection
	Parameter
	Unit
	Test 
configuration
	Value
	Comment

	
	
	
	Test 1
	Test 2
	

	E-UTRA RF Channel Number
	
	Config 1,2
	1
	One E-UTRAN TDD carrier frequency is used.

	NR RF Channel Number
	
	Config 1,2
	1, 2
	Two FR2 NR carrier frequencies are used.

	Active cell
	
	Config 1,2
	LTE Cell 1 (PCell) and NR cell 2 (PScell)
	LTE Cell 1 is on E-UTRA RF channel number 1.
NR Cell 2 is on NR RF channel number 1.

	Neighbour cell
	
	Config 1,2
	NR cell 3
	NR cell 3 is on NR RF channel number 2.

	Gap Pattern Id
	
	Config 1,2
	0
	13
	As specified in clause 9.1.2-1.


	Measurement gap offset
	
	Config 1,2
	39
	39
	

	SMTC-SSB parameters
	
	Config 1,2
	SSB.3 FR2
	As specified in clause A.3.10.2

	offsetMO
	dB
	Config 1,2
	16
	Applied to NR Cell 3 measurement object

	A3-Offset
	dB
	Config 1,2
	-1130
	

	Hysteresis
	dB
	Config 1,2
	0
	

	CP length
	
	Config 1,2
	Normal
	

	TimeToTrigger
	s
	Config 1,2
	0
	

	Filter coefficient
	
	Config 1,2
	0
	L3 filtering is not used

	DRX
	
	Config 1,2
	OFF
	DRX is not used

	Time offset between PCell and PSCell
	
	Config 1,2
	3 s
	Synchronous EN-DC

	Time offset between serving and neighbour cells
	
	Config 1,2
	3s
	Synchronous cells.


	T1
	s
	Config 1,2
	5
	

	T2
	s
	Config 1,2
	5.2 for PC1; 3.5 for other PC
	5.2 for PC1; 3.5 for other PC
	



Table A.5.6.2.1.1-3: Cell specific test parameters for EN-DC inter-frequency event triggered reporting without SSB time index detection
	Parameter
	Unit
	Test 
	Cell 2
	Cell 3

	
	
	configuration
	T1
	T2
	T1
	T2

	AoA setup
	
	Config 1,2
	Setup 3 as specified in clause A.3.15

	
	
	
	AoA1
	AoA2

	Assumption for UE beamsNote 7
	
	Config 1,2
	Rough
	Rough

	NR RF Channel Number
	
	Config 1,2
	1
	2

	Duplex mode
	
	Config 1,2
	TDD
	TDD

	BWchannel
	MHz
	Config 1,2
	100: NRB,c = 66
	100: NRB,c = 66

	Data RBs allocated
	
	Config 1,2
	66
	66

	BWP BW
	MHz
	Config 1,2
	100: NRB,c = 66
	100: NRB,c = 66

	TDD configuration
	
	Config 1,2
	TDDConf.3.1
	TDDConf.3.1

	Initial DL BWP
	
	Config 1,2
	DLBWP.0.1
	NA

	Initial UL BWP
	
	Config 1,2
	ULBWP.0.1
	NA

	Dedicated DL BWP
	
	Config 1,2
	DLBWP.1.1
	NA

	Dedicated UL BWP
	
	Config 1,2
	ULBWP.1.1
	NA

	OCNG Patterns defined in A.3.2.1.1 (OP.1) 
	
	Config 1,2
	OP.1
	OP.1

	TRS configuration
	
	Config 1,2
	TRS.2.1 TDD
	NA

	PDSCH/PDCCH TCI state
	
	Config 1,2
	TCI.State.2
	NA

	PDSCH Reference measurement channel
	
	Config 1,2
	SR.3.1 TDD

	-

	CORESET Reference Channel
	
	Config 1,2
	CR.3.1 TDD

	-

	SMTC configuration defined in A.3.11
	
	Config 1,2
	SMTC.1
	SMTC.1

	PDSCH/PDCCH subcarrier spacing
	kHz
	Config 1,2
	120
	120

	EPRE ratio of PSS to SSS
	
	Config 1,2
	0
	0

	EPRE ratio of PBCH DMRS to SSS
	
	
	
	

	EPRE ratio of PBCH to PBCH DMRS
	
	
	
	

	EPRE ratio of PDCCH DMRS to SSS
	
	
	
	

	EPRE ratio of PDCCH to PDCCH DMRS
	
	
	
	

	EPRE ratio of PDSCH DMRS to SSS 
	
	
	
	

	EPRE ratio of PDSCH to PDSCH 
	
	
	
	

	EPRE ratio of OCNG DMRS to SSS(Note 1)
	
	
	
	

	EPRE ratio of OCNG to OCNG DMRS (Note 1)
	
	
	
	

	Ês
	dBm/SCS
	Config 1,2
	-87
	-87
	-Infinity
	-87

	SSBRP Note 3
	dBm/SCS Note5
	Config 1,2
	-87
	-87
	-Infinity
	-87

	
 BB Note 8	
	dB
	Config 1,2
	1.89
	1.89
	-Infinity
	1.89

	IoNote3
	dBm/95.04 MHz Note5
	Config 1,2
	-58.01
	-58.01
	-Infinity
	-58.01

	Propagation Condition 
	
	Config 1,2
	AWGN
	AWGN

	Note 1:	OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.
Note 2:	VoidNote 3:	SSBRP, Es/Iot and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.
Note 4:	VoidNote 5: 	Equivalent power received by an antenna with 0dBi gain at the centre of the quiet zone
Note 6: 	As observed with 0dBi gain antenna at the centre of the quiet zone.
Note 7:	Information about types of UE beam is given in B.2.1.3, and does not limit UE implementation or test system implementation.
Note 8:	Calculation of Es/IotBB includes the effect of UE internal noise up to the value assumed for the associated Refsens requirement in clause 7.3.2 of TS 38.101-2 [19], and an allowance of 1dB for UE multi-band relaxation factor ΔMBS from TS 38.101-2 [19] Table 6.2.1.3-4.



A.5.6.2.1.2	Test Requirements
In test 1 with per-UE gap and in test 2 with per-FR gap, the UE shall send one Event A3 triggered measurement report, with a measurement reporting delay less than X ms from the beginning of time period T2, where X is
5120 for UE supporting power class 1, or
3200 for UE supporting other power class. 
In test 1 and 2 UE is not required to report SSB time index. The UE shall not send event triggered measurement reports, as long as the reporting criteria are not fulfilled. The rate of correct events observed during repeated tests shall be at least 90%.
NOTE:	The actual overall delays measured in the test may be up to 2xTTIDCCH higher than the measurement reporting delays above because of TTI insertion uncertainty of the measurement report in DCCH.
[bookmark: _Toc535476429]A.5.6.2.2 	EN-DC event triggered reporting tests for FR2 cell without SSB time index detection when DRX is used
[bookmark: _Toc535476430]A.5.6.2.2.1	Test Purpose and Environment
The purpose of this test is to verify that the UE makes correct reporting of an event. This test will partly verify the EN-DC inter-frequency NR cell search requirements in clause 9.3.4.
In this test, there are three cells: LTE cell 1 as PCell on E-UTRA RF channel 1, NR cell 2 as PSCell in FR2 on NR RF channel 1 and NR cell 3 as neighbour cell in FR2 on NR RF channel 2.  The test parameters and configurations are given in Tables A.5.6.2.2.1-1, A.5.6.2.2.1-2, and A.5.6.2.2.1-3.
In test 1&2 measurement gap pattern configuration # 0 as defined in Table A.5.6.2.2.1-2 is provided for UE that does not support per-FR gap and in test 3&4 measurement gap pattern configuration #13 as defined in Table A.5.6.2.2.1-2 is provided for UE that supports per-FR gap. If a UE supports per-FR gap and gap pattern configuration #4, it is only required to pass test 3&4. Otherwise it is only required to pass test 1&2.
In the measurement control information, it is indicated to the UE that event-triggered reporting with Event A3 is used. The test consists of two successive time periods, with time duration of T1, and T2 respectively. During time duration T1, the UE shall not have any timing information of NR cell 3.
The configuration of LTE cell 1 is defined in table A.3.7.2.2-1. Supported test configurations are shown in table A.5.6.2.2.1-1.
UE needs to be provided at least once every 500ms with new Timing Advance Command MAC control element to restart the Time alignment timer to keep UE uplink time alignment. Furhtermore UE is allocated with PUSCH resource at every DRX cycle.
Table A.5.6.2.2.1-1 EN-DC event triggered reporting tests without SSB index reading for FR2-FR2
	Config
	Description

	1
	LTE FDD, 120 kHz SSB SCS, 100 MHz bandwidth, TDD duplex mode

	2
	LTE TDD, 120 kHz SSB SCS, 100 MHz bandwidth, TDD duplex mode

	Note 1: 	The UE is only required to be tested in one of the supported test configurations
Note 2: 	target NR cell has the same SCS, BW and duplex mode as NR serving cell



[bookmark: _Toc535476431]Table A.5.6.2.2.1-2: General test parameters for EN-DC inter-frequency event triggered reporting without SSB time index detection
	Parameter
	Unit
	Test 
	Value
	Comment

	
	
	configuration
	Test 1
	Test 2
	Test 3
	Test 4
	

	E-UTRA RF Channel Number
	
	Config 1,2
	1
	One E-UTRAN TDD carrier frequenciy is used.

	NR RF Channel Number
	
	Config 1,2
	1, 2
	Two FR2 NR carrier frequencies are used.

	Active cell
	
	Config 1,2
	LTE Cell 1 (PCell) and NR cell 2 (PScell)
	LTE Cell 1 is on E-UTRA RF channel number 1.
NR Cell 2 is on NR RF channel number 1.

	Neighbour cell
	
	Config 1,2
	NR cell 3
	NR cell 3 is on NR RF channel number 2.

	Gap Pattern Id
	
	Config 1,2
	0
	13
	As specified in clause 9.1.2-1.

	Measurement gap offset
	
	Config 1,2
	39
	39
	

	SMTC-SSB parameters
	
	Config 1,2
	SSB.3 FR2
	As specified in clause A.3.10.2

	A3-Offset
	dB
	Config 1,2
	-6
	

	Hysteresis
	dB
	Config 1,2
	0
	

	CP length
	
	Config 1,2
	Normal
	

	TimeToTrigger
	s
	Config 1,2
	0
	

	Filter coefficient
	
	Config 1,2
	0
	L3 filtering is not used

	DRX
	
	Config 1,2
	DRX.1
	DRX.2
	DRX.1
	DRX.2
	As specified in clause A.3.3

	Time offset between PCell and PSCell
	
	Config 1,2
	3 s
	Synchronous EN-DC

	Time offset between serving and neighbour cells
	
	Config 1,2
	3s
	Synchronous cells.


	T1
	s
	Config 1,2
	5
	

	T2
	s
	Config 1,2
	8 for PC1;
5 for other PC
	82 for PC1; 52 for other PC
	8 for PC1;
5 for other PC
	82 for PC1; 52 for other PC
	



Table A.5.6.2.2.1-3: Cell specific test parameters for EN-DC inter-frequency event triggered reporting without SSB time index detection
	Parameter
	Unit
	Test 
	Cell 2
	Cell 3

	
	
	configuration
	T1
	T2
	T1
	T2

	AoA setup
	
	Config 1,2
	Setup 1 as specified in clause A.3.15

	Assumption for UE beamsNote 7
	
	Config 1,2
	Rough
	Rough

	NR RF Channel Number
	
	Config 1,2
	1
	2

	Duplex mode
	
	Config 1,2
	TDD
	TDD

	BWchannel
	MHz
	Config 1,2
	100: NRB,c = 66
	100: NRB,c = 66

	Data RBs allocated
	
	Config 1,2
	66
	66

	BWP BW
	MHz
	Config 1,2
	100: NRB,c = 66
	100: NRB,c = 66

	TDD configuration
	
	Config 1,2
	TDDConf.3.1
	TDDConf.3.1

	Initial DL BWP
	
	Config 1,2
	DLBWP.0.1
	NA

	Initial UL BWP
	
	Config 1,2
	ULBWP.0.1
	

	Dedicated DL BWP
	
	Config 1,2
	DLBWP.1.1
	NA

	Dedicated UL BWP
	
	Config 1,2
	ULBWP.1.1
	NA

	OCNG Patterns defined in A.3.2.1.1 (OP.1) 
	
	Config 1,2
	OP.1
	OP.1

	TRS configuration
	
	Config 1,2
	TRS.2.1 TDD
	NA

	PDSCH/PDCCH TCI state
	
	Config 1,2
	TCI.State.2
	NA

	PDSCH Reference measurement channel
	
	Config 1,2
	SR.3.1 TDD

	-

	CORESET Reference Channel
	
	Config 1,2
	CR.3.1 TDD

	-

	SMTC configuration defined in A.3.11
	
	Config 1,2
	SMTC.1
	SMTC.1

	PDSCH/PDCCH subcarrier spacing
	kHz
	Config 1,2
	120
	120

	EPRE ratio of PSS to SSS
	
	Config 1,2
	0
	0

	EPRE ratio of PBCH DMRS to SSS
	
	
	
	

	EPRE ratio of PBCH to PBCH DMRS
	
	
	
	

	EPRE ratio of PDCCH DMRS to SSS
	
	
	
	

	EPRE ratio of PDCCH to PDCCH DMRS
	
	
	
	

	EPRE ratio of PDSCH DMRS to SSS 
	
	
	
	

	EPRE ratio of PDSCH to PDSCH 
	
	
	
	

	EPRE ratio of OCNG DMRS to SSS(Note 1)
	
	
	
	

	EPRE ratio of OCNG to OCNG DMRS (Note 1)
	
	
	
	

	
Note2
	dBm/15kHz Note5
	
	-104.7
	-104.7

	
Note2
	dBm/SCS Note4
	Config 1,2
	-95.7
	-95.7

	SS-RSRP Note 3
	dBm/SCS Note5
	Config 1,2
	-89.7
	-89.7
	-Infinity
	-86.7

	

	dB
	Config 1,2
	6
	6
	-Infinity
	9

	

	dB
	Config 1,2
	6
	6
	-Infinity
	9

	IoNote3
	dBm/95.04 MHz Note5
	Config 1,2
	-59.7
	-59.7
	-66.7
	-57.2

	Propagation Condition 
	
	Config 1,2
	AWGN
	AWGN

	Note 1:	OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 2:	Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for  to be fulfilled.
Note 3:	SSB-RS_RP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.
Note 4:	VoidSS-RSRP minimum requirements are specified assuming independent interference and noise at each receiver antenna port.
Note 5:	Equivalent power received by an antenna with 0 dBi gain at the centre of the quiet zone
Note 6:	As observed with 0 dBi gain antenna at the centre of the quiet zone 
Note 7:	Information about types of UE beam is given in B.2.1.3, and does not limit UE implementation or test system implementation



A.5.6.2.2.2	Test Requirements
In test 1 with per-UE gap and in test 3 with per-FR gap, the UE shall send one Event A3 triggered measurement report, with a measurement reporting delay less than X1 ms from the beginning of time period T2, where X1 is
7680 for UE supporting power class 1, or
4800 for UE supporting other power class. 
In test 2 with per-UE gap and in test 4 with per-FR gap, the UE shall send one Event A3 triggered measurement report, with a measurement reporting delay less than X2 ms from the beginning of time period T2, where X2 is
81920 for UE supporting power class 1, or
51200 for UE supporting other power class. 
In test 1, 2, 3 and 4 UE is not required to report SSB time index. The UE shall not send event triggered measurement reports, as long as the reporting criteria are not fulfilled. The rate of correct events observed during repeated tests shall be at least 90%.
NOTE:	The actual overall delays measured in the test may be up to 2xTTIDCCH higher than the measurement reporting delays above because of TTI insertion uncertainty of the measurement report in DCCH.
[bookmark: _Toc535476432]A.5.6.2.3 	EN-DC event triggered reporting tests for FR2 cell with SSB time index detection when DRX is not used
[bookmark: _Toc535476433]A.5.6.2.3.1	Test Purpose and Environment
The purpose of this test is to verify that the UE makes correct reporting of an event. This test will partly verify the EN-DC inter-frequency NR cell search requirements in clause 9.3.4.
In this test, there are three cells: LTE cell 1 as PCell on E-UTRA RF channel 1, NR cell 2 as PSCell in FR2 on NR RF channel 1 and NR cell 3 as neighbour cell in FR2 on NR RF channel 2.  The test parameters and configurations are given in Tables A.5.6.2.3.1-1, A.5.6.2.3.1-2, and A.5.6.2.3.1-3. 
In test 1 measurement gap pattern configuration # 0 as defined in Table A.5.6.2.3.1-1 is provided for UE that does not support per-FR gap and in test 2 measurement gap pattern configuration #13 as defined in Table A.5.6.2.3.1-1 is provided for UE that supports per-FR gap. If a UE supports per-FR gap and gap pattern configuration #4, it is only required to pass test 2. Otherwise it is only required to pass test 1.
In the measurement control information, it is indicated to the UE that event-triggered reporting with Event A3 is used. The test consists of two successive time periods, with time duration of T1, and T2 respectively. During time duration T1, the UE shall not have any timing information of NR cell 3.
The configuration of LTE cell 1 is defined in table A.3.7.2.2-1. Supported test configurations are shown in table A.5.6.2.3.1-1.
Table A.5.6.2.3.1-1 EN-DC event triggered reporting tests with SSB index reading for FR2-FR2
	Config
	Description

	1
	LTE FDD, 120 kHz SSB SCS, 100 MHz bandwidth, TDD duplex mode

	2
	LTE TDD, 120 kHz SSB SCS, 100 MHz bandwidth, TDD duplex mode

	Note 1: 	The UE is only required to be tested in one of the supported test configurations
Note 2: 	target NR cell has the same SCS, BW and duplex mode as NR serving cell



[bookmark: _Toc535476434]Table A.5.6.2.3.1-2: General test parameters for EN-DC inter-frequency event triggered reporting with SSB time index detection
	Parameter
	Unit
	Test 
	Value
	Comment

	
	
	configuration
	Test 1
	Test 2
	

	E-UTRA RF Channel Number
	
	Config 1,2
	1
	One E-UTRAN TDD carrier frequency is used.

	NR RF Channel Number
	
	Config 1,2
	1, 2
	Two FR2 NR carrier frequencies are used.

	Active cell
	
	Config 1,2
	LTE Cell 1 (PCell) and NR cell 2 (PScell)
	LTE Cell 1 is on E-UTRA RF channel number 1.
NR Cell 2 is on NR RF channel number 1.

	Neighbour cell
	
	Config 1,2
	NR cell 3
	NR cell 3 is on NR RF channel number 2.

	Gap Pattern Id
	
	Config 1,2
	0
	13
	As specified in clause 9.1.2-1.


	Measurement gap offset
	
	Config 1,2
	39
	39
	

	SMTC-SSB parameters
	
	Config 1,2
	SSB.3 FR2
	As specified in clause A.3.10.2

	offsetMO
	dB
	Config 1,2
	16
	Applied to NR Cell 3 measurement object

	A3-Offset
	dB
	Config 1,2
	-1130
	

	Hysteresis
	dB
	Config 1,2
	0
	

	CP length
	
	Config 1,2
	Normal
	

	TimeToTrigger
	s
	Config 1,2
	0
	

	Filter coefficient
	
	Config 1,2
	0
	L3 filtering is not used

	DRX
	
	Config 1,2
	OFF
	DRX is not used

	Time offset between PCell and PSCell
	
	Config 1,2
	3 s
	Synchronous EN-DC

	Time offset between serving and neighbour cells
	
	Config 1,2
	3s
	Synchronous cells.


	T1
	s
	Config 1,2
	5
	

	T2
	s
	Config 1,2
	7 for PC1; 4.5 for other PC
	7 for PC1; 4.5 for other PC
	



Table A.5.6.2.3.1-3: Cell specific test parameters for EN-DC inter-frequency event triggered reporting with SSB time index detection
	Parameter
	Unit
	Test 
	Cell 2
	Cell 3

	
	
	configuration
	T1
	T2
	T1
	T2

	AoA setup
	
	Config 1,2
	Setup 3 as specified in clause A.3.15

	
	
	
	AoA1
	AoA2

	Assumption for UE beamsNote 7
	
	Config 1,2
	Rough
	Rough

	NR RF Channel Number
	
	Config 1,2
	1
	2

	Duplex mode
	
	Config 1,2
	TDD
	TDD

	BWchannel
	MHz
	Config 1,2
	100: NRB,c = 66
	100: NRB,c = 66

	Data RBs allocated
	
	Config 1,2
	66
	66

	BWP BW
	MHz
	Config 1,2
	100: NRB,c = 66
	100: NRB,c = 66

	TDD configuration
	
	Config 1,2
	TDDConf.3.1
	TDDConf.3.1

	Initial DL BWP
	
	Config 1,2
	DLBWP.0.1
	NA

	Initial UL BWP
	
	Config 1,2
	DLBWP.0.1
	N/A

	Dedicated DL BWP
	
	Config 1,2
	DLBWP.1.1
	NA

	Dedicated UL BWP
	
	Config 1,2
	ULBWP.1.1
	NA

	OCNG Patterns defined in A.3.2.1.1 (OP.1) 
	
	Config 1,2
	OP.1
	OP.1

	PDSCH Reference measurement channel
	
	Config 1,2
	SR.3.1 TDD

	-

	RMSI CORESET Reference Channel
	
	Config 1,2
	CR.3.1 TDD

	-

	TRS configuration
	
	Config 1,2
	TRS.2.1 TDD
	NA

	PDSCH/PDCCH TCI state
	
	Config 1,2
	TCI.State.2
	NA

	SMTC configuration defined in A.3.11
	
	Config 1,2
	SMTC.1
	SMTC.1

	PDSCH/PDCCH subcarrier spacing
	kHz
	Config 1,2
	120
	120

	EPRE ratio of PSS to SSS
	
	Config 1,2
	0
	0

	EPRE ratio of PBCH DMRS to SSS
	
	
	
	

	EPRE ratio of PBCH to PBCH DMRS
	
	
	
	

	EPRE ratio of PDCCH DMRS to SSS
	
	
	
	

	EPRE ratio of PDCCH to PDCCH DMRS
	
	
	
	

	EPRE ratio of PDSCH DMRS to SSS 
	
	
	
	

	EPRE ratio of PDSCH to PDSCH 
	
	
	
	

	EPRE ratio of OCNG DMRS to SSS(Note 1)
	
	
	
	

	EPRE ratio of OCNG to OCNG DMRS (Note 1)
	
	
	
	

	Ês
	dBm/SCS
	Config 1
	-87
	-87
	-Infinity
	-87

	SSBRP Note 3
	dBm/SCS Note5
	Config 1,2
	-87
	-87
	-Infinity
	-87

	
 BB Note 8
	dB
	Config 1,2
	1.89
	1.89
	-Infinity
	1.89

	Io Note3
	dBm/95.04 MHz Note5
	Config 1,2
	-58.01
	-58.01
	-Infinity
	-58.01

	Propagation Condition 
	
	Config 1,2
	AWGN
	AWGN

	Note 1:	OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.
Note 2:	Void
Note 3:	SSBRP, Es/Iot and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.
Note 4:	VoidNote 5:	Equivalent power received by an antenna with 0dBi gain at the centre of the quiet zone
Note 6:	As observed with 0dBi gain antenna at the centre of the quiet zone
Note 7:	Information about types of UE beam is given in B.2.1.3, and does not limit UE implementation or test system implementation
Note 8:	Calculation of Es/IotBB includes the effect of UE internal noise up to the value assumed for the associated Refsens requirement in clause 7.3.2 of TS 38.101-2 [19], and an allowance of 1dB for UE multi-band relaxation factor ΔMBS from TS 38.101-2 [19] Table 6.2.1.3-4.



A.5.6.2.3.2	Test Requirements
In test 1 with per-UE gap and in test 2 with per-FR gap, the UE shall send one Event A3 triggered measurement report, with a measurement reporting delay less than X ms from the beginning of time period T2, where X is
6720 for UE supporting power class 1, or
4160 for UE supporting other power class. 
In test 1 and 2 UE is required to report SSB time index. The UE shall not send event triggered measurement reports, as long as the reporting criteria are not fulfilled. The rate of correct events observed during repeated tests shall be at least 90%.
NOTE:	The actual overall delays measured in the test may be up to 2xTTIDCCH higher than the measurement reporting delays above because of TTI insertion uncertainty of the measurement report in DCCH.
[bookmark: _Toc535476435]A.5.6.2.4	EN-DC event triggered reporting tests for FR2 cell with SSB time index detection when DRX is used
[bookmark: _Toc535476436]A.5.6.2.4.1	Test Purpose and Environment
The purpose of this test is to verify that the UE makes correct reporting of an event. This test will partly verify the EN-DC inter-frequency NR cell search requirements in clause 9.3.4.
In this test, there are three cells: LTE cell 1 as PCell on E-UTRA RF channel 1, NR cell 2 as PSCell in FR2 on NR RF channel 1 and NR cell 3 as neighbour cell in FR2 on NR RF channel 2.  The test parameters and configurations are given in Tables A.5.6.2.4.1-1, A.5.6.2.4.1-2, and A.5.6.2.4.1-3. 
In test 1&2 measurement gap pattern configuration # 0 as defined in Table A.5.6.2.4.1-2 is provided for UE that does not support per-FR gap and in test 3&4 measurement gap pattern configuration #13 as defined in Table A.5.6.2.4.1-2 is provided for UE that supports per-FR gap. If a UE supports per-FR gap and gap pattern configuration #4, it is only required to pass test 3&4. Otherwise it is only required to pass test 1&2.
In the measurement control information, it is indicated to the UE that event-triggered reporting with Event A3 is used. The test consists of two successive time periods, with time duration of T1, and T2 respectively. During time duration T1, the UE shall not have any timing information of NR cell 3.
The configuration of LTE cell 1 is defined in table A.3.7.2.2-1. Supported test configurations are shown in table A.5.6.2.4.1-1.
UE needs to be provided at least once every 500ms with new Timing Advance Command MAC control element to restart the Time alignment timer to keep UE uplink time alignment. Furhtermore UE is allocated with PUSCH resource at every DRX cycle.
Table A.5.6.2.4.1-1: EN-DC event triggered reporting tests with SSB index reading for FR2-FR2
	Config
	Description

	1
	LTE FDD, 120 kHz SSB SCS, 100 MHz bandwidth, TDD duplex mode

	2
	LTE TDD, 120 kHz SSB SCS, 100 MHz bandwidth, TDD duplex mode

	Note 1: 	The UE is only required to be tested in one of the supported test configurations
Note 2: 	target NR cell has the same SCS, BW and duplex mode as NR serving cell



[bookmark: _Toc535476437]Table A.5.6.2.4.1-2: General test parameters for EN-DC inter-frequency event triggered reporting with SSB time index detection
	Parameter
	Unit
	Test 
	Value
	Comment

	
	
	configuration
	Test 1
	Test 2
	Test 3
	Test 4
	

	E-UTRA RF Channel Number
	
	Config 1,2
	1
	One E-UTRAN TDD carrier frequency is used.

	NR RF Channel Number
	
	Config 1,2
	1, 2
	Two FR2 NR carrier frequencies are used.

	Active cell
	
	Config 1,2
	LTE Cell 1 (PCell) and NR cell 2 (PScell)
	LTE Cell 1 is on E-UTRA RF channel number 1.
NR Cell 2 is on NR RF channel number 1.

	Neighbour cell
	
	Config 1,2
	NR cell 3
	NR cell 3 is on NR RF channel number 2.

	Gap Pattern Id
	
	Config 1,2
	0
	13
	As specified in clause 9.1.2-1.

	Measurement gap offset
	
	Config 1,2
	39
	39
	

	SMTC-SSB parameters
	
	Config 1,2
	SSB.3 FR2
	As specified in clause A.3.10.2

	A3-Offset
	dB
	Config 1,2
	-6
	

	Hysteresis
	dB
	Config 1,2
	0
	

	CP length
	
	Config 1,2
	Normal
	

	TimeToTrigger
	s
	Config 1,2
	0
	

	Filter coefficient
	
	Config 1,2
	0
	L3 filtering is not used

	DRX
	
	Config 1,2
	DRX.1
	DRX.2
	DRX.1
	DRX.2
	As specified in clause A.3.3

	Time offset between PCell and PSCell
	
	Config 1,2
	3 s
	Synchronous EN-DC

	Time offset between serving and neighbour cells
	
	Config 1,2
	3s
	Synchronous cells.


	T1
	s
	Config 1,2
	5
	

	T2
	s
	Config 1,2
	11 for PC1; 6.5 for other PC
	108 for PC1; 67 for other PC
	11 for PC1; 6.5 for other PC
	108 for PC1; 67 for other PC
	



Table A.5.6.2.4.1-3: Cell specific test parameters for EN-DC inter-frequency event triggered reporting with SSB time index detection
	Parameter
	Unit
	Test 
	Cell 2
	Cell 3

	
	
	configuration
	T1
	T2
	T1
	T2

	AoA setup
	
	Config 1,2
	Setup 1 as specified in clause A.3.15

	Assumption for UE beamsNote 7
	
	Config 1,2
	Rough
	Rough

	NR RF Channel Number
	
	Config 1,2
	1
	2

	Duplex mode
	
	Config 1,2
	TDD
	TDD

	BWchannel
	MHz
	Config 1,2
	100: NRB,c = 66
	100: NRB,c = 66

	Data RBs allocated
	
	Config 1,2
	66
	66

	BWP BW
	MHz
	Config 1,2
	100: NRB,c = 66
	100: NRB,c = 66

	TDD configuration
	
	Config 1,2
	TDDConf.3.1
	TDDConf.3.1

	Initial DL BWP
	
	Config 1,2
	DLBWP.0.1
	NA

	Initial UL BWP
	
	Config 1,2
	ULBWP.0.1
	

	Dedicated DL BWP
	
	Config 1,2
	DLBWP.1.1
	NA

	Dedicated UL BWP
	
	Config 1,2
	ULBWP.1.1
	NA

	OCNG Patterns defined in A.3.2.1.1 (OP.1) 
	
	Config 1,2
	OP.1
	OP.1

	PDSCH Reference measurement channel
	
	Config 1,2
	SR.3.1 TDD
	-

	CORESET Reference Channel
	
	Config 1,2
	CR.3.1 TDD
	-

	TRS configuration
	
	Config 1,2
	TRS.2.1 TDD
	NA

	PDSCH/PDCCH TCI state
	
	Config 1,2
	TCI.State.2
	NA

	SMTC configuration defined in A.3.11
	
	Config 1,2
	SMTC.1
	SMTC.1

	PDSCH/PDCCH subcarrier spacing
	kHz
	Config 1,2
	120
	120

	EPRE ratio of PSS to SSS
	
	Config 1,2
	0
	0

	EPRE ratio of PBCH DMRS to SSS
	
	
	
	

	EPRE ratio of PBCH to PBCH DMRS
	
	
	
	

	EPRE ratio of PDCCH DMRS to SSS
	
	
	
	

	EPRE ratio of PDCCH to PDCCH DMRS
	
	
	
	

	EPRE ratio of PDSCH DMRS to SSS 
	
	
	
	

	EPRE ratio of PDSCH to PDSCH 
	
	
	
	

	EPRE ratio of OCNG DMRS to SSS(Note 1)
	
	
	
	

	EPRE ratio of OCNG to OCNG DMRS (Note 1)
	
	
	
	

	
Note2
	dBm/15kHz Note5
	
	-104.7
	-104.7

	
Note2
	dBm/SCS Note4
	Config 1,2
	-95.7
	-95.7

	SSB-RS_RP Note 3
	dBm/SCS Note5
	Config 1,2
	-89.7
	-89.7
	-Infinity
	-86.7

	

	dB
	Config 1,2
	6
	6
	-Infinity
	9

	

	dB
	Config 1,2
	6
	6
	-Infinity
	9

	IoNote3
	dBm/95.04 MHz Note5
	Config 1,2
	-59.7
	-59.7
	-66.7
	-57.2

	Propagation Condition 
	
	Config 1,2
	AWGN
	AWGN

	Note 1:	OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 2:	Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for  to be fulfilled.
Note 3:	SSB-RS_RP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.
Note 4:	VoidSS-RSRP minimum requirements are specified assuming independent interference and noise at each receiver antenna port.
Note 5:	Equivalent power received by an antenna with 0dBi gain at the centre of the quiet zone
Note 6:	As observed with 0dBi gain antenna at the centre of the quiet zone
Note 7:	Information about types of UE beam is given in B.2.1.3, and does not limit UE implementation or test system implementation



A.5.6.2.4.2	Test Requirements
In test 1 with per-UE gap and in test 3 with per-FR gap, the UE shall send one Event A3 triggered measurement report, with a measurement reporting delay less than X1 ms from the beginning of time period T2, where X1 is
10080 for UE supporting power class 1, or
6240 for UE supporting other power class. 
In test 2 with per-UE gap and in test 4 with per-FR gap, the UE shall send one Event A3 triggered measurement report, with a measurement reporting delay less than X2 ms from the beginning of time period T2, where X2 is
107520 for UE supporting power class 1, or
66560 for UE supporting other power class. 
In test 1, 2, 3 and 4 UE is required to report SSB time index. The UE shall not send event triggered measurement reports, as long as the reporting criteria are not fulfilled. The rate of correct events observed during repeated tests shall be at least 90%.
NOTE:	The actual overall delays measured in the test may be up to 2xTTIDCCH higher than the measurement reporting delays above because of TTI insertion uncertainty of the measurement report in DCCH.
<< Unchanged sections skipped >>
[bookmark: _Toc535476440][bookmark: _Toc535476441][bookmark: _Toc535476444][bookmark: _Toc535476453]A.5.7.1.1	EN-DC intra-frequency case measurement accuracy with FR2 serving cell and FR2 target cell
A.5.7.1.1.1	Test Purpose and Environment
[bookmark: _Toc535476442]The purpose of this test is to verify that the SS-RSRP measurement accuracy is within the specified limits. This test will verify the requirements in Clauses 10.1.3.1.1 and 10.1.3.1.2 for intra-frequency measurements.
A.5.7.1.1.2	Test parameters
In this set of test cases, all NR cells are on the same carrier frequency. Supported test configurations are shown in Table A.5.7.1.1.2-1. Both absolute and relative accuracy of SS-RSRP intra-frequency measurements are tested by using the parameters in Table A.5.7.1.1.2-2 and A.5.7.1.1.2-3. The E-UTRA PCell is configured as specified in clause A.3.7.2.2. In all test cases, Cell 1 is the PCell, cell 2 is the PSCell and Cell 3 is the target cell. The test consists of two time phases T1 and T2.
Table A.5.7.1.1.2-1: SS-RSRP Intra frequency SS-RSRP supported test configurations
	Configuration
	Description

	1
	FDD LTE PCell, Cell 2&3 120 kHz SSB SCS, 100 MHz bandwidth, TDD duplex mode

	2
	TDD LTE PCell, Cell 2&3 120 kHz SSB SCS, 100 MHz bandwidth, TDD duplex mode

	Note:	The UE is only required to pass in one of the supported test configurations



Table A.5.7.1.1.2-2: SS-RSRP Intra frequency general test parameters
	ParameterNote 5
	Unit
	T1
	T2

	
	
	Cell 2
	Cell 3
	Cell 2
	Cell 3

	Physical cell ID
	
	489
	0
	489
	0

	SSB ARFCN
	
	freq1
	freq1

	Duplex mode
	
	TDD
	TDD

	TDD configuration
	
	TDDConf.3.1
	TDDConf.3.1

	BWchannel
	MHz
	100: NRB,c = 66
	100: NRB,c = 66

	Data RBs allocated
	
	24
	24

	PDSCH Reference measurement channel 
	
	SR.3. 2 TDD
	-
	SR.3. 2 TDD
	-

	RMSI CORESET Reference Channel
	
	CR.3.1 TDD

	-
	CR.3.1 TDD

	-

	Dedicated CORESET Reference Channel
	
	CCR.3.1 TDD

	-
	CCR.3.1 TDD

	-

	OCNG Patterns
	
	OP.3
	OP.3
	OP.3
	OP.3

	SSB configuration
	
	SSB.3 FR2
	SSB.3 FR2
	SSB.3 FR2
	SSB.3 FR2

	SMTC configuration
	
	SMTC.1 
	SMTC.1
	SMTC.1
	SMTC.1

	CSI-RS for tracking
	
	TRS.2.1 TDD
	-
	TRS.2.1 TDD
	-

	Time offset with Cell 2
	s
	-
	3
	-
	3

	PDSCH/PDCCH subcarrier spacing
	kHz
	120 
	120 
	120 
	120 

	EPRE ratio of PSS to SSS
	dB
	0
	0
	0
	0

	EPRE ratio of PBCH_DMRS to SSS
	
	
	
	
	

	EPRE ratio of PBCH to PBCH_DMRS
	
	
	
	
	

	EPRE ratio of PDCCH_DMRS to SSS
	
	
	
	
	

	EPRE ratio of PDCCH to PDCCH_DMRS
	
	
	
	
	

	EPRE ratio of PDSCH_DMRS to SSS
	
	
	
	
	

	EPRE ratio of PDSCH to PDSCH_DMRS
	
	
	
	
	

	EPRE ratio of OCNG DMRS to SSSNote 1
	
	
	
	
	

	EPRE ratio of OCNG to OCNG DMRS Note 1
	
	
	
	
	

	Propagation conditions
	
	AWGN
	AWGN
	AWGN
	AWGN

	Antenna configuration
	
	1x2
	1x2
	1x2
	1x2

	Note 1:	OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.
Note 2:	Void
Note 3:	Void
Note 4:	Void
Note 5: 	All parameters apply for configuration 1 and 2
Note 6: 	Void



Table A.5.7.1.1.2-3: SS-RSRP Intra frequency OTA related test parameters
	Parameter
	Unit
	T1
	T2

	
	
	Cell 2
	Cell 3
	Cell 2
	Cell 3

	Angle of arrival configuration
	
	Setup 1 according to clause A.3.15.1

	Assumption for UE beamsNote 8
	
	Rough

	
Note1
	dBm/15kHzNote4
	-91.6
	N/A

	
Note1
	dBm/SCSNote4
	-82.6
	 N/A

	

	dB
	6.0
	1.0
	N/A
	N/A

	Es
	dBm/SCSNote4
	
	
	(Table B.2.2-2 Rx Beam Peak +2.1dB)
	(Table B.2.2-2 Rx Beam Peak +2.1dB)

	SSB_RPNote2
	dBm/SCS
	-76.6
	-81.6
	(Table B.2.2-2 Rx Beam Peak +2.1dB)
	(Table B.2.2-2 Rx Beam Peak +2.1dB)

	
BB Note6
	dB
	2.44
	-5.98
	-5.98
	-5.98

	IoNote2
	dBm/95.04 MHz Note4
	-50.05
	(Table B.2.2-2 Rx Beam Peak +29.70dB)

	
Note 1:	Where used, interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for  to be fulfilled.
Note 2:	SSB_RP, Es/Iot and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.
Note 3:	Void
Note 4:	Equivalent power received by an antenna with 0 dBi gain at the centre of the quiet zone
Note 5:	Void
Note 6:	Calculation of Es/IotBB includes the effect of UE internal noise up to the value assumed for the associated Refsens requirement in clause 7.3.2 of TS 38.101-2 [19], and an allowance of 1dB for UE multi-band relaxation factor ΔMBP from TS 38.101-2 [19] Table 6.2.1.3-4.
Note 7:	All parameters apply for configurations 1 and 2
Note 8:	Information about types of UE beam is given in B.2.1.3, and does not limit UE implementation or test system implementation



[bookmark: _Toc535476443]A.5.7.1.1.3	Test Requirements
[bookmark: _Hlk17964810]The SS-RSRP measurement accuracy shall fulfil the absolute accuracy requirements in clauses 10.1.3.1.1 and relative accuracy requirements in clause 10.1.3.1.2. The following requirements are to be verified:
During T1:
Absolute accuracy of Cell 2 and absolute accuracy of Cell 3. The UE is deemed to meet the requirement if the reported SS-RSRP is in the range shown in table A.5.7.1.1.3-1.
Relative accuracy of Cell 3 compared with Cell 2. The UE is deemed to meet the requirement if the difference in reported SS-RSRP meets the requirements in Table 10.1.3.1.2-1. 
During T2:
Absolute accuracy of Cell 2 and absolute accuracy of Cell 3. The UE is deemed to meet the requirement if the reported SS-RSRP is in the range shown in table A.5.7.1.1.3-1.
Relative accuracy of Cell 3 compared with Cell 2. The UE is deemed to meet the requirement if the difference in reported SS-RSRP meets the requirements in Table 10.1.3.1.2-1. 
During T1 and T2:
Relative accuracy of Cell 2 during T2 compared with Cell 2 during T1. The UE is deemed to meet the requirement if the difference in reported SS-RSRP meets the requirements in Table 10.1.3.1.2-1
Relative accuracy of Cell 3 during T2 compared with Cell 3 during T1. The UE is deemed to meet the requirement if the difference in reported SS-RSRP meets the requirements in Table 10.1.3.1.2-1.
Table A.5.7.1.1.3-1: SS-RSRP absolute accuracy test requirement
	
	Test requirement Notes1,2,3

	Cell 2
	SSB_RP2 -δ +Gmin ≤ Reported RSRP(dBm) ≤ SSB_RP2 +δ +Gmax

	Cell 3
	SSB_RP3 -δ +Gmin ≤ Reported RSRP(dBm) ≤ SSB_RP3 +δ +Gmax

	Note 1: 	SSB_RPn is the  equivalent power received by an antenna with 0dBi gain at the centre of the quiet zone configured in the test for the cell n under consideration
Note 2: 	δ is the RSRP absolute accuracy requirement from Table 10.1.3.1.1-1, selected according to the Io used in the test
Note 3: 	Gmin and Gmax are the minimum and maximum UE gain values from Table B.2.1.5.1-1, selected according to the UE power class



<< Unchanged sections skipped >>
A.5.7.1.3	EN-DC inter-frequency measurement accuracy with FR1 serving cell and FR2 target cell
A.5.7.1.3.1	Test Purpose and Environment
The purpose of this test is to verify that the SS-RSRP measurement accuracy is within the specified limits. This test will verify the requirements in Clauses 10.1.5.1.1 for inter-frequency measurements with the testing configurations in Table A.5.7.1.3.1-1.
Table A.5.7.1.3.1-1: Applicable NR configurations for FR2 inter-frequency SS-RSRP accuracy test
	Config
	Description of serving cell
	Description of target cell

	1
	LTE FDD, NR 15 kHz SSB SCS, 10 MHz bandwidth, FDD duplex mode
	120 kHz SSB SCS, 100 MHz bandwidth, TDD duplex mode

	2
	LTE FDD, NR 15 kHz SSB SCS, 10 MHz bandwidth, TDD duplex mode
	

	3
	LTE FDD, NR 30 kHz SSB SCS, 40 MHz bandwidth, TDD duplex mode
	

	4
	LTE TDD, NR 15 kHz SSB SCS, 10 MHz bandwidth, FDD duplex mode
	

	5
	LTE TDD, NR 15 kHz SSB SCS, 10 MHz bandwidth, TDD duplex mode
	

	6
	LTE TDD, NR 30 kHz SSB SCS, 40 MHz bandwidth, TDD duplex mode
	

	Note:	The UE is only required to be tested in one of the supported test configurations



A.5.7.1.3.2	Test parameters
In this set of test cases there are three cells in the test, E-UTRAN PCell (Cell 1), FR1 PSCell (Cell 2) and a FR2 neighbour cell (Cell 3) on a different frequency than the PSCell. The test parameters and applicability for Cell 1 are defined in A.3.7.2. The test parameters for the Cell 2 and Cell 3 are given in Table A.5.7.1.3.2-1 and Table A.5.7.1.3.2-2 below. Both absolute and relative accuracy of RSRP inter-frequency measurements are tested by using the parameters in Table A.5.7.1.3.2-1 and Table A.5.7.1.3.2-2. The inter-frequency measurements are supported by a measurement gap.
Table A.5.7.1.3.2-1: SS-RSRP inter-frequency test parameters
	Parameter
	Config
	Unit
	Test 1
	Test 2

	
	
	
	Cell 2
	Cell 3
	Cell 2
	Cell 3

	SSB ARFCN
	1~6
	
	freq1
	freq2
	freq1
	freq2

	BWchannel
	1,4
	MHz
	10:
NRB,c = 52
	100:
NRB,c = 66
	10:
NRB,c = 52
	100:
NRB,c = 66

	
	2,5
	
	10:
NRB,c = 52
	
	10:
NRB,c = 52
	

	
	3,6
	
	40:
NRB,c = 106
	
	40:
NRB,c = 106
	

	Data RBs allocated
	1,2,4,5
	
	52
	TBD
	52
	TBD

	
	3,6
	
	106
	
	106
	

	Gap pattern ID
	
	
	0
	0

	Duplex mode
	1,4
	
	FDD
	TDD
	FDD
	TDD

	
	2,5
	
	TDD
	
	TDD
	

	
	3,6
	
	TDD
	
	TDD
	

	TDD configuration
	1,4
	
	N/A
	TDDConf.3.1
	N/A
	TDDConf.3.1

	
	2,5
	
	TDDConf.1.1
	
	TDDConf.1.1
	

	
	3,6
	
	TDDConf.2.1
	
	TDDConf.2.1
	

	PDSCH Reference measurement channel
	1,4
	
	SR.1.1 FDD
	-
	SR.1.1 FDD
	-

	
	2,5
	
	SR.1.1 TDD
	
	SR.1.1 TDD
	

	
	3,6
	
	SR.2.1 FDD
	
	SR.2.1 FDD
	

	RMSI CORESET Reference Channel
	1,4
	
	CR.1.1 FDD
	-
	CR.1.1 FDD
	-

	
	2,5
	
	CR.1.1 TDD
	-
	CR.1.1 TDD
	-

	
	3,6
	
	CR.2.1 FDD
	-
	CR.2.1 FDD
	-

	Dedicated CORESET Reference Channel
	1,4
	
	CCR.1.1 FDD
	-
	CCR.1.1 FDD
	-

	
	2,5
	
	CCR.1.1 TDD
	-
	CCR.1.1 TDD
	-

	
	3,6
	
	CCR.2.1 TDD
	-
	CCR.2.1 TDD
	-

	SSB configuration
	1,4
	
	SSB.1 FR1
	SSB.1 FR2
	SSB.1 FR1
	SSB.1 FR2

	
	2,5
	
	SSB.1 FR1
	
	SSB.1 FR1
	

	
	3,6
	
	SSB.2 FR1
	
	SSB.2 FR1
	

	OCNG Patterns
	1~6
	
	OP.1
	OP.1

	Initial BWP Configuration
	1~6
	
	DLBWP.0.1
ULBWP.0.1
	DLBWP.0.1
ULBWP.0.1

	Dedicated BWP configuration
	1~6
	
	DLBWP.1.3
ULBWP.1.3
	DLBWP.1.3
ULBWP.1.3

	TRS Configuration
	1~6
	
	TRS.2.1 TDD
	TRS.2.1 TDD

	PDCCH/PDSCH TCI Configuration
	1~6
	
	TCI.State.2
	TCI.State.2

	SMTC configuration
	1~6
	
	SMTC.1
	SMTC.1

	Time offset between Cell 2 and Cell 3
	1~6
	s
	3
	3

	EPRE ratio of PSS to SSS
	1~6
	dB
	0
	0
	0
	0

	EPRE ratio of PBCH DMRS to SSS
	
	
	
	
	
	

	EPRE ratio of PBCH to PBCH DMRS
	
	
	
	
	
	

	EPRE ratio of PDCCH DMRS to SSS
	
	
	
	
	
	

	EPRE ratio of PDCCH to PDCCH DMRS
	
	
	
	
	
	

	EPRE ratio of PDSCH DMRS to SSS
	
	
	
	
	
	

	EPRE ratio of PDSCH to PDSCH DMRS
	
	
	
	
	
	

	EPRE ratio of OCNG DMRS to SSSNote 1
	
	
	
	
	
	

	EPRE ratio of OCNG to OCNG DMRS Note 1
	
	
	
	
	
	

	Propagation condition
	1~6
	-
	NA
Link only, see clause A.3.7A
	AWGN
	NA
Link only, see clause A.3.7A
	AWGN

	Antenna configuration
	1~6
	-
	
	1x2
	
	1x2

	Note 1:	OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.
Note 2:	Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for [image: ] to be fulfilled.



Table A.5.7.1.3.2-2: SS-RSRP inter-frequency OTA related test parameters 
	Parameter
	Config
	Unit
	Test 1
	Test 2 NOTE 3

	
	
	
	Cell 2
	Cell 3
	Cell 2
	Cell 3

	Angle of arrival configuration according to clause A.3.15
	
	
	NA
	Setup 2b
	NA
	Setup 2b

	Assumption for UE beamsNote 4
	
	
	N/A
	Rough
	N/A
	Rough

	

	1~4
	dBm/15kHz
	NA
Link only, see clause A.3.7A
	-90
	NA
Link only, see clause A.3.7A
	NA

	

	1,2
	dBm/SSB SCS
	
	-80.97
	
	NA

	
	3,4
	
	
	-80.97
	
	NA

	

	1~4
	dB
	
	-4
	
	NA

	SSB-RS_RPNote1
	1,2
	dBm/SCS
	
	-84.97
	
	As in Table B.2.3-2

	
	3,4
	
	
	-84.97
	
	As in Table B.2.3-2

	IoNote1
	1~4
	dBm/
95.04MHz
	
	—50.53
	
	SSB-RS_RP+28.98

	

	1~4
	dB
	
	-4
	
	NA

	Note 1:	SSB_RSRP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.
Note 2:	VoidRSRP minimum requirements are specified assuming independent interference and noise at each receiver antenna port.
Note 3:	No additional noise is added by the test system in Test 2.
Note 4:	Information about types of UE beam is given in B.2.1.3, and does not limit UE implementation or test system implementation



A.5.7.1.3.3	Test Requirements
The SS-RSRP measurement accuracy for Cell 3 shall fulfil the Absolute requirement in clause 10.1.5.1.1.
<< Unchanged sections skipped >>
A.7.3.2.1.2	Inter-frequency RRC Re-establishment in FR2
A.7.3.2.1.2.1	Test Purpose and Environment
The purpose is to verify that the NR inter-frequency RRC re-establishment delay in FR2 without known target cell is within the specified limits. These tests will verify the requirements in clause 6.2.1.
The test parameters are given in table A.7.3.2.1.2.1-1, table A.7.3.2.1.2.1-2 and table A.7.3.2.1.2.1-3 below. The test consists of 3 successive time periods, with time duration of T1, T2 and T3 respectively. At the start of time period T2, cell 1, which is the active cell, becomes inactive. The time period T3 starts after the occurrence of the radio link failure. During T1, the UE shall be configured with the carrier frequency of cell 2 (with RF Channel Number #2) to ensure that the UE has the context of the carrier frequency of cell 2 by the end of T1.
Table A.7.3.2.1.2.1-1: Supported test configurations
	Config
	Description

	1
	NR 120 kHz SSB SCS, 100 MHz bandwidth, TDD duplex mode



Table A.7.3.2.1.2.1-2: General test parameters for NR inter-frequency RRC Re-establishment test case in FR2
	Parameter
	Unit
	Test configuration
	Value
	Comment

	Initial condition
	Active cell
	
	1
	Cell1
	

	
	Neighbour cells
	
	1
	Cell2 
	

	Final condition
	Active cell
	
	1
	Cell2
	

	RF Channel Number
	
	1
	1, 2
	

	Time offset between cells
	
	1
	3 s
	Synchronous cells

	N310
	-
	1
	1
	Maximum consecutive out-of-sync indications from lower layers

	N311
	-
	1
	1
	Minimum consecutive in-sync indications from lower layers

	T310
	ms
	1
	0
	Radio link failure timer; T310 is disabled

	T311
	ms
	1
	5000
	RRC re-establishment timer

	Access Barring Information
	-
	1
	Not Sent
	No additional delays in random access procedure.

	SSB configuration
	
	1
	SSB.1 FR2
	

	
	
	1
	SMTC pattern 1
	

	DRX cycle length
	s
	1
	OFF
	

	PRACH configuration
	
	1
	FR2 PRACH configuration 1
	Table A.3.8.3.1-1

	T1
	s
	1
	5
	

	T2
	ms
	1
	1600
	Time for the UE to detect RLF

	T3
	s
	1
	6
	



Table A.7.3.2.1.2.1-3: Cell specific test parameters for NR inter-frequency RRC Re-establishment test case in FR2
	Parameter
	Unit
	Test configuration
	Cell 1
	Cell 2

	
	
	
	T1
	T2
	T3
	T1
	T2
	T3

	Assumption for UE beamsNote 4
	
	
	Rough
	Rough

	AoA setup
	
	1
	Setup 3 as specified in clause A.3.15

	
	
	
	AoA1
	AoA2

	TDD configuration
	
	1
	TDDConf.3.1
	TDDConf.3.1

	BWchannel
	MHz
	1
	100: NRB,c = 66
	100: NRB,c = 66

	Data RBs allocated
	
	1
	24
	24

	PDSCH RMC configuration
	
	1
	SR.3.21 TDD
	N/A

	RMSI CORESET RMC configuration
	
	1
	CR.3.1 TDD
	CR.3.1 TDD

	Dedicated CORESET RMC configuration
	
	1
	CCR.3.1 TDD
	CCR.3.1 TDD

	TRS configuration
	
	1
	TRS.2.1 TDD
	N/A

	PDSCH/PDCCH TCI state
	
	1
	TCI.State.2
	N/A

	OCNG Pattern
	
	1
	OP.31 defined in A.3.2.1
	OP.31 defined in A.3.2.1

	Initial DL BWP configuration
	
	1
	DLBWP.0.1
	DLBWP.0.1

	Initial UL BWP configuration
	
	1
	ULBWP.0.1
	ULBWP.0.1

	RLM-RS
	
	1
	SSB
	SSB

	

	dB
	1
	5
	-infinity
	-infinity
	-infinity
	-infinity
	8

	
 Note2
	dBm/15 kHz
	1
	-92.18
	-92.1

	
 Note2
	dBm/SCS
	1
	-83.19
	-83.1

	

	dB
	1
	05
	-infinity
	-infinity
	-infinity
	-infinity
	08

	
BB Note 5	
	dB
	1
	-1.01
	-infinity
	-infinity
	-infinity
	-infinity
	-1.01

	SSB-RS_RP Note3
	dBm/SCS
	1
	-83.14
	-infinity
	-infinity
	-infinity
	-infinity
	-83.11

	Io
	dBm/95.04 MHz
	1
	-55.463.82
	-infinity
	-infinity
	-infinity
	-infinity
	-55.461.37

	Propagation Condition 
	
	1
	AWGN
	AWGN

	Note 1:	OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 2:	Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for  to be fulfilled.
Note 3:	Es/Iot, SSB-RS_RP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.
Note 4:	Information about types of UE beam is given in B.2.1.3, and does not limit UE implementation or test system implementation
Note 5:	Calculation of Es/IotBB includes the effect of UE internal noise up to the value assumed for the associated Refsens requirement in clause 7.3.2 of TS 38.101-2 [19], and an allowance of 1dB for UE multi-band relaxation factor ΔMBS from TS 38.101-2 [19] Table 6.2.1.3-4.



A.7.3.2.1.2.2	Test Requirements
The RRC re-establishment delay is defined as the time from the start of time period T3, to the moment when the UE starts to send PRACH preambles to cell 2 for sending the RRCReestablishmentRequest message to cell 2.
The RRC re-establishment delay to an unknown NR inter frequency cell shall be less than 6 s.
The rate of correct RRC re-establishments observed during repeated tests shall be at least 90%.
NOTE:	The RRC re-establishment delay in the test is derived from the following expression:
	Tre-establish_delay= TUL_grant + TUE_re-establish_delay.
Where:
	TUL_grant = It is the time required to acquire and process uplink grant from the target cell. The PRACH reception at the system simulator is used as a trigger for the completion of the test; hence TUL_grant is not used.
	
	Nfreq = 2
	Tidentify_intra_NR = 1600 ms
	Tidentify_inter_NR = 2080 ms
	TSI = 1280 ms; it is the time required for receiving all the relevant system information as defined in TS 38.331 for the target inter-frequency NR cell.
	TPRACH = 15 ms; it is the additional delay caused by the random access procedure.
This gives a total of 5025 ms, allow 6 s in the test case.
<< Unchanged sections skipped >>
[bookmark: _Toc535476696]A.7.5.1.1	Radio Link Monitoring Out-of-sync Test for FR2 PCell configured with SSB-based RLM RS in non-DRX mode
[bookmark: _Toc535476697]A.7.5.1.1.1	Test Purpose and Environment
The purpose of this test is to verify that the UE properly detects the out of sync and in sync for the purpose of monitoring downlink radio link quality of the PCell. This test will partly verify the FR2 radio link monitoring requirements in clause 8.1.
In the test, UE is configured to perform RLM on SSB, with detectionResource included in RadioLinkMonitoringRS set to SSB#0 and SSB#1, and purpose set to ‘rlf’. Supported test configurations are shown in table A.7.5.1.1.1-1. The test parameters are given in Tables A.7.5.1.1.1-2, A.7.5.1.1.1-3, and A.7.5.1.1.1-4 below. There is one cell (Cell 1), which is the active NR cell, in the test. The test consists of three successive time periods, with time duration of T1, T2 and T3 respectively. Figure A.7.5.1.1.1-1 shows the variation of the downlink SNR in the active cell to emulate out-of-sync and in-sync states, and Figure A.7.5.1.1.1-2 shows the Time multiplexed downlink transmissions from each Angle of Arrival. Prior to the start of the time duration T1, the UE shall be fully synchronized to Cell 1. The UE shall be configured for periodic CSI reporting with a reporting periodicity of 5 ms. In addition to RLM-RS radio link monitoring using SSB index 0 and SSB index 1, the UE is configured to perform inter-frequency measurements using Gap Pattern ID #0 (40ms) in test 1.
Table A.7.5.1.1.1-1: Supported test configurations for FR2 PCell
	Configuration
	Description

	1
	TDD, SSB SCS 120 KHz, data SCS 120KHz, BW 100 MHz



Table A.7.5.1.1.1-2: General test parameters for FR2 out-of-sync testing in non-DRX mode
	Parameter
	Unit
	Value

	
	
	Test 1

	Active PCell
	
	Cell 1

	RF Channel Number
	
	1

	Duplex mode
	Config 1
	
	TDD

	BWchannel
	Config 1
	
	100: NRB,c = 66

	Data RBs allocated
	Config 1
	
	24

	DL initial BWP configuration
	Config 1
	
	DLBWP.0.1

	DL dedicated BWP configuration
	Config 1
	
	DLBWP.1.1

	UL initial BWP configuration
	Config 1
	
	ULBWP.0.1

	UL dedicated BWP configuration
	Config 1
	
	ULBWP.1.1

	TDD Configuration
	Config 1
	
	TDDConf.3.1

	RMSI CORESET Reference Channel
	Config 1
	
	CR.3.1 TDD

	SSB Configuration
	Config 1
	
	SSB.1 FR2

	SMTC Configuration
	Config 1
	
	SMTC.1

	PDSCH/PDCCH subcarrier spacing
	Config 1
	
	120 KHz

	PRACH Configuration
	Config 1
	
	Table A.3.8.3.4

	SSB index assigned as RLM RS
	Config 1
	
	0,1

	OCNG parameters
	
	OP. 5

	CP length
	
	Normal

	Out of sync transmission parameters 
	DCI format
	
	1-0

	
	Number of Control OFDM symbols
	
	2

	
	Aggregation level 
	CCE
	8

	
	Ratio of hypothetical PDCCH RE energy to average SSS RE energy
	dB
	4

	
	Ratio of hypothetical PDCCH DMRS energy to average SSS RE energy
	dB
	4

	
	DMRS precoder granularity
	
	REG bundle size

	
	REG bundle size
	
	6

	DRX
	
	OFF

	Gap pattern ID 
	
	gp0

	Layer 3 filtering
	
	Enabled

	T310 timer
	ms
	0

	T311 timer
	ms
	1000

	N310
	
	1

	N311
	
	1

	CSI-RS for CSI reporting
	Config 1
	
	CSI-RS.3.1 TDD

	TCI states for PDCCH/PDSCH
	
	TCI.State.2

	CSI-RS for tracking
	Config 1
	
	TRS.2.1 TDD

	T1
	s
	0.2

	T2
	s
	9.68

	T3
	s
	9.68

	D1
	s
	9.64

	Note 1:	All configurations are assigned to the UE prior to the start of time period T1.
Note 2:	UE-specific PDCCH is not transmitted after T1 starts.




Table A.7.5.1.1.1-3: OTA related cell specific test parameters for FR2 (Cell 1) for out-of-sync radio link monitoring tests in non-DRX mode
	Parameter
	Unit
	Test 1

	
	
	T1
	T2
	T3
	T1
	T2
	T3

	AoA setup
	
	Setup 3 defined in A.3.15

	
	
	AoA1
	AoA2

	Assumption for UE beams Note 5
	
	Rough
	Rough

	EPRE ratio of PDCCH DMRS to SSS
	dB
	4
	Not sent

	EPRE ratio of PDCCH to PDCCH DMRS
	dB
	0
	

	EPRE ratio of PBCH DMRS to SSS
	dB
	
	

	EPRE ratio of PBCH to PBCH DMRS
	dB
	
	

	EPRE ratio of PSS to SSS
	dB
	
	

	EPRE ratio of PDSCH DMRS to SSS 
	dB
	
	

	EPRE ratio of PDSCH to PDSCH DMRS
	dB
	
	

	EPRE ratio of OCNG DMRS to SSS
	dB
	
	

	EPRE ratio of OCNG to OCNG DMRS
	dB
	
	

	ssb-Index 0 SNR
	Config 1
	dB
	2Note 6
	-6Note 6
	-15
	

	ssb-Index 1 SNR
	Config 1
	
	Not sent
	2Note 6
	-15
	-15

	SNR on other channels and signals
	Config 1
	dB
	2Note 6
	N/A

	

	Config 1
	dBm/
15kHz
	-92.1
	-92.1

	Time multiplexing of the downlink transmissions from each AoA
	
	Defined in Figure A.7.5.1.1.1-2

	Propagation condition
	
	TDL-A 30ns 75Hz
	TDL-A 30ns 75Hz

	Note 1:	OCNG shall be used such a constant total transmitted power spectral density is achieved for all OFDM symbols.
Note 2:	The signal contains PDCCH for UEs other than the device under test as part of OCNG.
Note 3:	SNR levels correspond to the signal to noise ratio over the SSS REs.
Note 4:	The SNR values are specified for testing a UE which supports 2RX on at least one band. For testing of a UE which supports 4RX on all bands, the SNR during T3 is A.3.6.
Note 5: 	Information about types of UE beam is given in B.2.1.3 and does not limit UE implementation or test system implementation.
Note 6:	This value allows up to 1dB degradation from applied SNR to UE baseband



Table A.7.5.1.1.1-4: Measurement gap configuration for out-of-sync tests in non-DRX mode
	Field
	Test 1

	
	Value

	gapOffset
	0



[image: ]
Figure A.7.5.1.1.1-1: SNR variation for out-of-sync testing


Figure A.7.5.1.1.1-2: Time multiplexed downlink transmissions
A.7.5.1.1.2	Test Requirements
The UE behavior in each test during time durations T1, T2 and T3 shall be as follows:
During the period from time point A to time point B the UE shall transmit uplink signal at least in all uplink slots configured for CSI transmission according to the configured periodic CSI reporting.
The UE shall stop transmitting uplink signal no later than time point C (D1 second after the start of the time duration T3).
The rate of correct events observed during repeated tests shall be at least 90%.
[bookmark: _Toc535476699]A.7.5.1.2	Radio Link Monitoring In-sync Test for FR2 PCell configured with SSB-based RLM RS in non-DRX mode
[bookmark: _Toc535476700]A.7.5.1.2.1	Test Purpose and Environment
The purpose of this test is to verify that the UE properly detects the out of sync and in sync for the purpose of monitoring downlink radio link quality of the PCell. This test will partly verify the FR2 radio link monitoring requirements in clause 8.1.
In the test, UE is configured to perform RLM on SSB, with detectionResource included in RadioLinkMonitoringRS set to SSB#0 and SSB#1, and purpose set to ‘rlf’. Supported test configurations are shown in table A.7.5.1.2.1-1.The test parameters are given in Tables A.7.5.1.2.1-2, and A.7.5.1.2.1-3 below. There is one cell (Cell 1), which is the active cell, in the test. The test consists of five successive time periods, with time duration of T1, T2, T3, T4 and T5 respectively. Figure A.7.5.1.2.1-1 shows the variation of the downlink SNR in the active cell to emulate out-of-sync and in-sync states, and Figure A.7.5.1.2.1-2 shows the Time multiplexed downlink transmissions from each Angle of Arrival. Prior to the start of the time duration T1, the UE shall be fully synchronized to Cell 1. Prior to the start of the time duration T1, the UE shall be fully synchronized to Cell 1. The UE shall be configured for periodic CSI reporting with a reporting periodicity of 5 ms. 
Table A.7.5.1.2.1-1: Supported test configurations for FR2 PCell
	Configuration
	Description

	1
	TDD, SSB SCS 120 KHz, data SCS 120KHz, BW 100 MHz



Table A.7.5.1.2.1-2: General test parameters for FR2 in-sync testing in non-DRX mode
	Parameter
	Unit
	Value

	
	
	Test 1

	Active PCell
	
	Cell 1

	RF Channel Number
	
	1

	Duplex mode
	Config 1
	
	TDD

	BWchannel
	Config 1
	
	100: NRB,c = 66

	Data RBs allocated
	Config 1
	
	24

	DL initial BWP configuration
	Config 1
	
	DLBWP.0.1

	DL dedicated BWP configuration
	Config 1
	
	DLBWP.1.1

	UL initial BWP configuration
	Config 1
	
	ULBWP.0.1

	UL dedicated BWP configuration
	Config 1
	
	ULBWP.1.1

	TDD Configuration
	Config 1
	
	TDDConf.3.1

	RMSI CORESET Reference Channel
	Config 1
	
	CR.3.1 TDD  

	SSB Configuration
	Config 1
	
	SSB.1 FR2

	SMTC Configuration
	Config 1
	
	SMTC.3 

	PDSCH/PDCCH subcarrier spacing
	Config 1
	
	120 KHz

	PRACH Configuration
	Config 1
	
	Table A.3.8.3.4

	SSB index assigned as RLM RS
	Config 1
	
	0,1

	OCNG parameters
	
	OP. 5

	CP length
	
	Normal

	In sync transmission parameters 
	DCI format
	
	1-0

	
	Number of Control OFDM symbols
	
	2

	
	Aggregation level 
	CCE
	4

	
	Ratio of hypothetical PDCCH RE energy to average SSS RE energy
	dB
	0

	
	Ratio of hypothetical PDCCH DMRS energy to average SSS RE energy
	dB
	0

	
	DMRS precoder granularity
	
	REG bundle size

	
	REG bundle size
	
	6

	Out of sync transmission parameters 
	DCI format
	
	1-0

	
	Number of Control OFDM symbols
	
	2

	
	Aggregation level 
	CCE
	8

	
	Ratio of hypothetical PDCCH RE energy to average SSS RE energy
	dB
	4

	
	Ratio of hypothetical PDCCH DMRS energy to average SSS RE energy
	dB
	4

	
	DMRS precoder granularity
	
	REG bundle size

	
	REG bundle size
	
	6

	DRX
	
	OFF

	Gap pattern ID 
	
	N.A.

	Layer 3 filtering
	
	Enabled

	T310 timer
	ms
	4000

	T311 timer
	ms
	1000

	N310
	
	1

	N311
	
	1

	CSI-RS for CSI reporting
	Config 1
	
	CSI-RS.3.1 TDD

	TCI states for PDCCH/PDSCH
	
	TCI.State.2

	CSI-RS for tracking
	Config 1
	
	TRS.2.1 TDD

	T1
	s
	0.2

	T2
	s
	0.2

	T3
	s
	1.88

	T4
	s
	0.2

	T5
	s
	3.84

	D1
	s
	3.8

	Note 1:	All configurations are assigned to the UE prior to the start of time period T1.
Note 2:	UE-specific PDCCH is not transmitted after T1 starts.




Table A.7.5.1.2.1-3: OTA related cell specific test parameters for FR2 (Cell 1) for in-sync radio link monitoring tests in non-DRX mode
	Parameter
	Unit
	Test 1

	
	
	T1
	T2
	T3
	T4
	T5
	T1
	T2
	T3
	T4
	T5

	AoA setup
	
	Setup 3 defined in A.3.15

	
	
	AoA1
	AoA2

	Assumption for UE beams Note 5
	
	Rough
	Rough

	EPRE ratio of PDCCH DMRS to SSS
	dB
	4
	Not sent

	EPRE ratio of PDCCH to PDCCH DMRS
	dB
	0
	

	EPRE ratio of PBCH DMRS to SSS
	dB
	
	

	EPRE ratio of PBCH to PBCH DMRS
	dB
	
	

	EPRE ratio of PSS to SSS
	dB
	
	

	EPRE ratio of PDSCH DMRS to SSS 
	dB
	
	

	EPRE ratio of PDSCH to PDSCH DMRS
	dB
	
	

	EPRE ratio of OCNG DMRS to SSS
	dB
	
	

	EPRE ratio of OCNG to OCNG DMRS
	dB
	
	

	ssb-Index 0 SNR
	Config 1
	dB
	2Note 6
	-6Note 6
	-15
	-4.5
	2Note 6
	

	ssb-Index 1 SNR
	Config 1
	
	Not sent
	2Note 6
	-15
	-15
	-15
	-15

	SNR on other channels and signals
	Config 1
	dB
	2Note 6
	N/A

	

	Config 1
	dBm/
15kHz
	-92.1
	-92.1

	Time multiplexing of the downlink transmissions from each AoA
	
	Defined in Figure A.7.5.1.2.1-2

	Propagation condition
	
	TDL-A 30ns 75Hz
	TDL-A 30ns 75Hz

	Note 1:	OCNG shall be used such that a constant total transmitted power spectral density is achieved for all OFDM symbols.
Note 2:	The signal contains PDCCH for UEs other than the device under test as part of OCNG.
Note 3:	SNR levels correspond to the signal to noise ratio over the SSS REs.
Note 4:	The SNR values are specified for testing a UE which supports 2RX on at least one band. For testing of a UE which supports 4RX on all bands, the SNR during T3 is A.3.6.
Note 5: 	Information about types of UE beam is given in B.2.1.3 and does not limit UE implementation or test system implementation.
Note 6:	This value allows up to 1dB degradation from applied SNR to UE baseband



Table A.7.5.1.2.1-4: Void
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Figure A.7.5.1.2.1-1: SNR variation for in-sync testing


Figure A.7.5.1.2.1-2: Time multiplexed downlink transmissions
A.7.5.1.2.2	Test Requirements
The UE behaviour in each test during time durations T1, T2, T3, T4 and T5 shall be as follows:
During the period from time point A to time point F (D1 second after the start of time duration T5) the UE shall transmit uplink signal at least in all uplink slots configured for CSI transmission according to the configured periodic CSI reporting.
The rate of correct events observed during repeated tests shall be at least 90%.
[bookmark: _Toc535476702]A.7.5.1.3	Radio Link Monitoring Out-of-sync Test for FR2 PCell configured with SSB-based RLM RS in DRX mode
[bookmark: _Toc535476703]A.7.5.1.3.1	Test Purpose and Environment
The purpose of this test is to verify that the UE properly detects the out of sync and in sync for the purpose of monitoring downlink radio link quality of the PCell when DRX is used. This test will partly verify the FR2 radio link monitoring requirements in clause 8.1.
In the test, UE is configured to perform RLM on SSB, with detectionResource included in RadioLinkMonitoringRS set to SSB#0 and SSB#1, and purpose set to ‘rlf’. Supported test configurations are shown in table A.7.5.1.3.1-1. The test parameters are given in Tables A.7.5.1.3.1-2, and A.7.5.1.3.1-3. There is one cell (Cell 1), which is the active NR cell, in the test. The test consists of three successive time periods, with time duration of T1, T2 and T3 respectively. Figure A.7.5.1.3.1-1 shows the variation of the downlink SNR in the active cell to emulate out-of-sync and in-sync states. Prior to the start of the time duration T1, the UE shall be fully synchronized to Cell 1. The UE shall be configured for periodic CSI reporting with a reporting periodicity of 5 ms. In the test, DRX configuration is enabled and DRX inactivity timer has already been expired, i.e. UE tries to decode PDCCH and to send periodic CSI during the period when On-duration timer is running. Time alignment timers shall be set to “infinity” so that UL timing alignment is maintained during the test.
Table A.7.5.1.3.1-1: Supported test configurations for FR2 PCell
	Configuration
	Description

	1
	TDD, SSB SCS 120 KHz, data SCS 120KHz, BW 100 MHz



Table A.7.5.1.3.1-2: General test parameters for FR2 out-of-sync testing in DRX mode
	Parameter
	Unit
	Value

	
	
	Test 1

	Active PCell
	
	Cell 1

	RF Channel Number
	
	1

	Duplex mode
	Config 1
	
	TDD

	BWchannel
	Config 1
	
	100: NRB,c = 66

	Data RBs allocated
	Config 1
	
	66

	DL initial BWP configuration
	Config 1
	
	DLBWP.0.1

	DL dedicated BWP configuration
	Config 1
	
	DLBWP.1.1

	UL initial BWP configuration
	Config 1
	
	ULBWP.0.1

	UL dedicated BWP configuration
	Config 1
	
	ULBWP.1.1

	TDD Configuration
	Config 1
	
	TDDConf.3.1

	CORESET Reference Channel
	Config 1
	
	CR.3.1 TDD  

	SSB Configuration
	Config 1
	
	SSB.1 FR2

	SMTC Configuration
	Config 1
	
	SMTC.1

	PDSCH/PDCCH subcarrier spacing
	Config 1
	
	120 KHz

	PRACH Configuration
	Config 1
	
	Table A.3.8.3.4

	SSB index assigned as RLM RS
	Config 1
	
	0,1

	OCNG parameters
	
	OP.1

	CP length
	
	Normal

	Out of sync transmission parameters 
	DCI format
	
	1-0

	
	Number of Control OFDM symbols
	
	2

	
	Aggregation level 
	CCE
	8

	
	Ratio of hypothetical PDCCH RE energy to average SSS RE energy
	dB
	4

	
	Ratio of hypothetical PDCCH DMRS energy to average SSS RE energy
	dB
	4

	
	DMRS precoder granularity
	
	REG bundle size

	
	REG bundle size
	
	6

	DRX Configuration
	
	DRX.3

	Gap pattern ID 
	
	N.A.

	Layer 3 filtering
	
	Enabled

	T310 timer
	ms
	0

	T311 timer
	ms
	1000

	N310
	
	1

	N311
	
	1

	CSI-RS for CSI reporting
	Config 1
	
	CSI-RS.3.1 TDD

	TCI states for PDCCH/PDSCH
	
	TCI.State.2

	CSI-RS for tracking
	Config 1
	
	TRS.2.1 TDD

	T1
	s
	0.2

	T2
	s
	14.48

	T3
	s
	14.48

	D1
	s
	14.44

	Note 1:	All configurations are assigned to the UE prior to the start of time period T1.
Note 2:	UE-specific PDCCH is not transmitted after T1 starts.



Table A.7.5.1.3.1-3: OTA related cell specific test parameters for FR2 (Cell 1) for out-of-sync radio link monitoring tests in DRX mode
	Parameter
	Unit
	Test 1

	
	
	T1
	T2
	T3

	AoA setup
	
	Setup 1 defined in A.3.15

	Assumption for UE beams Note 5
	
	Rough

	EPRE ratio of PDCCH DMRS to SSS
	dB
	4

	EPRE ratio of PDCCH to PDCCH DMRS
	dB
	0

	EPRE ratio of PBCH DMRS to SSS
	dB
	0

	EPRE ratio of PBCH to PBCH DMRS
	dB
	

	EPRE ratio of PSS to SSS
	dB
	

	EPRE ratio of PDSCH DMRS to SSS 
	dB
	

	EPRE ratio of PDSCH to PDSCH DMRS
	dB
	

	EPRE ratio of OCNG DMRS to SSS
	dB
	

	EPRE ratio of OCNG to OCNG DMRS
	dB
	

	ssb-Index 0 SNR
	Config 1
	dB
	2Note 6
	-6Note 6
	-15

	ssb-Index 1 SNR
	Config 1
	
	2Note 6
	-15
	-15

	SNR on other channels and signals
	Config 1
	dB
	2Note 6

	

	Config 1
	dBm/15KHz
	-104.7dBm

	Propagation condition
	
	TDL-A 30ns 75Hz

	Note 1:	OCNG shall be used such that the resources in Cell 1 are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.
Note 2:	The signal contains PDCCH for UEs other than the device under test as part of OCNG.
Note 3:	SNR levels correspond to the signal to noise ratio over the SSS REs.
Note 4:	The SNR values are specified for testing a UE which supports 2RX on at least one band. For testing of a UE which supports 4RX on all bands, the SNR during T3 is A.3.6.
Note 5:	Information about types of UE beam is given in B.2.1.3 and does not limit UE implementation or test system implementation.
Note 6:	This value allows up to 1dB degradation from applied SNR to UE baseband.



Table A.7.5.1.3.1-4: Void
Table A.7.5.1.3.1-5: Void
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Figure A.7.5.1.3.1-1: SNR variation for out-of-sync testing
[bookmark: _Toc535476704]A.7.5.1.3.2	Test Requirements
The UE behavior in each test during time durations T1, T2 and T3 shall be as follows:
During the period from time point A to time point B the UE shall transmit uplink signal at least in all uplink slots configured for CSI transmission according to the configured periodic CSI reporting.
The UE shall stop transmitting uplink signal no later than time point C (D1 second after the start of the time duration T3).
The rate of correct events observed during repeated tests shall be at least 90%.
[bookmark: _Toc535476705]A.7.5.1.4	Radio Link Monitoring In-sync Test for FR2 PCell configured with SSB-based RLM RS in DRX mode
[bookmark: _Toc535476706]A.7.5.1.4.1	Test Purpose and Environment
The purpose of this test is to verify that the UE properly detects the out of sync and in sync for the purpose of monitoring downlink radio link quality of the PCell when DRX is used. This test will partly verify the FR2 radio link monitoring requirements in clause 8.1.
In the test, UE is configured to perform RLM on SSB, with detectionResource included in RadioLinkMonitoringRS set to SSB#0 and SSB#1, and purpose set to ‘rlf’. Supported test configurations are shown in table A.7.5.1.4.1-1. The test parameters are given in Tables A.7.5.1.4.1-2, and A.7.5.1.4.1-3. There is one cell (Cell 1), which is the active NR cell, in the test. The test consists of five successive time periods, with time duration of T1, T2, T3, T4 and T5 respectively. Figure A.7.5.1.4.1-1 shows the variation of the downlink SNR in the active cell to emulate out-of-sync and in-sync states. Prior to the start of the time duration T1, the UE shall be fully synchronized to Cell 1. The UE shall be configured for periodic CSI reporting with a reporting periodicity of 5 ms. In the test, DRX configuration is enabled and DRX inactivity timer has already been expired, i.e. UE tries to decode PDCCH and to send periodic CSI during the period when On-duration timer is running. Time alignment timers shall be set to “infinity” so that UL timing alignment is maintained during the test.
Table A.7.5.1.4.1-1: Supported test configurations for FR2 PCell
	Configuration
	Description

	1
	TDD, SSB SCS 120 KHz, data SCS 120KHz, BW 100 MHz



Table A.7.5.1.4.1-2: General test parameters for FR2 in-sync testing in DRX mode
	Parameter
	Unit
	Value

	
	
	Test 1

	Active PCell
	
	Cell 1

	RF Channel Number
	
	1

	Duplex mode
	Config 1
	
	TDD

	BWchannel
	Config 1
	
	100: NRB,c = 66

	Data RBs allocated
	Config 1
	
	66

	DL initial BWP configuration
	Config 1
	
	DLBWP.0.1

	DL dedicated BWP configuration
	Config 1
	
	DLBWP.1.1

	UL initial BWP configuration
	Config 1
	
	ULBWP.0.1

	UL dedicated BWP configuration
	Config 1
	
	ULBWP.1.1

	TDD Configuration
	Config 1
	
	TDDConf.3.1

	CORESET Reference Channel
	Config 1
	
	CR.3.1 TDD  

	SSB Configuration
	Config 1
	
	SSB.1 FR2

	SMTC Configuration
	Config 1
	
	SMTC.3 

	PDSCH/PDCCH subcarrier spacing
	Config 1
	
	120 KHz

	PRACH Configuration
	Config 1
	
	Table A.3.8.3.4

	SSB index assigned as RLM RS
	Config 1
	
	0,1

	OCNG parameters
	
	OP.1

	CP length
	
	Normal

	In sync transmission parameters 
	DCI format
	
	1-0

	
	Number of Control OFDM symbols
	
	2

	
	Aggregation level 
	CCE
	4

	
	Ratio of hypothetical PDCCH RE energy to average SSS RE energy
	dB
	0

	
	Ratio of hypothetical PDCCH DMRS energy to average SSS RE energy
	dB
	0

	
	DMRS precoder granularity
	
	REG bundle size

	
	REG bundle size
	
	6

	Out of sync transmission parameters 
	DCI format
	
	1-0

	
	Number of Control OFDM symbols
	
	2

	
	Aggregation level 
	CCE
	8

	
	Ratio of hypothetical PDCCH RE energy to average SSS RE energy
	dB
	4

	
	Ratio of hypothetical PDCCH DMRS energy to average SSS RE energy
	dB
	4

	
	DMRS precoder granularity
	
	REG bundle size

	
	REG bundle size
	
	6

	DRX Configuration
	
	DRX.11

	Gap pattern ID 
	
	N.A.

	Layer 3 filtering
	
	Enabled

	T310 timer
	ms
	4000

	T311 timer
	ms
	1000

	N310
	
	1

	N311
	
	1

	CSI-RS for CSI reporting
	Config 1
	
	CSI-RS.3.1 TDD

	TCI states for PDCCH/PDSCH
	
	TCI.State.2

	CSI-RS for tracking
	Config 1
	
	TRS.2.1 TDD

	T1
	s
	0.2

	T2
	s
	0.2

	T3
	s
	2.8

	T4
	s
	0.2

	T5
	s
	3.88

	D1
	s
	3.84

	Note 1:	All configurations are assigned to the UE prior to the start of time period T1.
Note 2:	UE-specific PDCCH is not transmitted after T1 starts.



Table A.7.5.1.4.1-3: OTA related cell specific test parameters for FR2 (Cell 1) for in-sync radio link monitoring test in DRX mode
	Parameter
	Unit
	Test 1

	
	
	T1
	T2
	T3
	T4
	T5

	AoA setup
	
	Setup 1 defined in A.3.15

	Assumption for UE beams Note 5
	
	Rough

	EPRE ratio of PDCCH DMRS to SSS
	dB
	4

	EPRE ratio of PDCCH to PDCCH DMRS
	dB
	0

	EPRE ratio of PBCH DMRS to SSS
	dB
	0

	EPRE ratio of PBCH to PBCH DMRS
	dB
	

	EPRE ratio of PSS to SSS
	dB
	

	EPRE ratio of PDSCH DMRS to SSS 
	dB
	

	EPRE ratio of PDSCH to PDSCH DMRS
	dB
	

	EPRE ratio of OCNG DMRS to SSS
	dB
	

	EPRE ratio of OCNG to OCNG DMRS
	dB
	

	ssb-Index 0 SNR
	Config 1
	dB
	2Note 6
	-6Note 6
	-15
	-4.5
	2Note 6

	ssb-Index 1 SNR
	Config 1
	
	2Note 6
	-15
	-15
	-15
	-15

	SNR on other channels and signals
	Config 1
	dB
	2Note 6

	

	Config 1
	dBm/15KHz
	-104.7dBm

	Propagation condition
	
	TDL-A 30ns 75Hz

	Note 1:	OCNG shall be used such that the resources in Cell 1 are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.
Note 2:	The signal contains PDCCH for UEs other than the device under test as part of OCNG.3
Note 3:	SNR levels correspond to the signal to noise ratio over the SSS REs.
Note 4:	The SNR values are specified for testing a UE which supports 2RX on at least one band. For testing of a UE which supports 4RX on all bands, the SNR during T3 is A.3.6.
Note 5:	Information about types of UE beam is given in B.2.1.3 and does not limit UE implementation or test system implementation.
Note 6:	This value allows up to 1dB degradation from applied SNR to UE baseband.



Table A.7.5.1.4.1-4: Void
Table A.7.5.1.4.1-5: Void
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Figure A.7.5.1.4.1-1: SNR variation for in-sync testing
[bookmark: _Toc535476707]A.7.5.1.4.2	Test Requirements
The UE behaviour in each test during time durations T1, T2, T3, T4 and T5 shall be as follows:
During the period from time point A to time point F (D1 second after the start of time duration T5) the UE shall transmit uplink signal at least in all uplink slots configured for CSI transmission according to the configured periodic CSI reporting.
The rate of correct events observed during repeated tests shall be at least 90%.
<< Unchanged sections skipped >>
A.7.5.1.9	UE Radio Link Monitoring Scheduling Restrictions on FR2
A.7.5.1.9.1	Test Purpose and Environment
The purpose is to verify that the NR UE correctly follows the RLM scheduling restrictions requirements defined in clause 8.1.7. This test verifies that the UE correctly receive the PDCCH scheduled on the symbols right before the RLM SSB symbols without overlap so that it sends ACK/NACK correctly. The test case is only applicable to UE which supports pdcch-MonitoringAnyOccasions or pdcch-MonitoringAnyOccasionsWithSpanGap.
The test parameters are given in table A.7.5.1.9.1-1, table A.7.5.1.9.1-2 and table A.7.5.1.9.1-3 below. The UE is required during time period T1 to transmit ACK/NACK correctly upon scheduling of PDSCH.
Table A.7.5.1.9.1-1: Supported test configurations
	Configuration
	Description

	1
	120 kHz SSB SCS, 120 kHz RMC SCS, 100 MHz bandwidth, TDD duplex mode



Table A.7.5.1.9.1-2: General test parameters for NR RLM scheduling restriction test case in FR2
	Parameter
	Unit
	Test configuration
	Value
	Comment

	RF Channel Number
	
	1
	1
	

	SSB configuration
	
	1
	SSB.1 FR2
	

	SMTC configuration
	
	1
	SMTC pattern 1
	

	DRX cycle length
	s
	1
	OFF
	

	T1
	s
	1
	5
	During T1 the UE is required to correctly transmit ACK/NACK



Table A.7.5.1.9.1-3: Cell specific test parameters for NR RLM scheduling restriction test case in FR2
	Parameter
	Unit
	Test configuration
	Cell 1

	AoA setup
	
	1
	Setup 3 defined in A.3.15.3

	
	
	
	AoA1
	AoA2

	Assumption for UE beams Note 1
	
	
	Rough
	Rough

	TDD configuration
	
	1
	TDDConf.3.1

	BWchannel
	MHz
	1
	100: NRB,c = 66

	Data RBs allocated
	
	1
	24

	PDSCH Reference measurement channelMC configuration
	
	1
	SR.3.21 TDD
	Not sent

	RMSI CORESET RMC configuration
	
	1
	CR.3.1 TDD
	Not sent

	Dedicated CORESET RMC configuration
	
	1
	CCR.3.2 TDD
	Not sent

	TRS configuration
	
	1
	TRS.2.1 TDD
	TRS.2.2 TDD

	PDCCH/PDSCH TCI state
	
	1
	TCI.State.2
	N/A

	OCNG Pattern
	
	1
	OP.51 defined in A.3.2.1
	Not sent

	Initial DL BWP configuration
	
	1
	DLBWP.0.1

	Initial UL BWP configuration
	
	1
	ULBWP.0.1

	RLM-RS
	
	1
	SSB with index 0
	SSB with index 1

	

	dB
	1
	3
	N/A

	

	dBm/15kHz
	1
	-92.1
	-92.1

	
 Note2
	dBm/SCS
	1
	-83.14.9
	-83.1Not sent

	

	dB
	1
	23
	2N/A

	
BB Note 4
	dB
	1
	1
	1

	SSB-RS_RP Note3
	dBm/SCS
	1
	-81.19
	-81.19

	Io
	dBm/95.04 MHz
	1
	-54.351.15
	-54.352.91

	Time multiplexing of the downlink transmissions from each AoA
	1
	Defined in Figure A.7.5.1.9.1-1

	Propagation Condition
	
	1
	AWGN
	AWGN-

	Note 1: 	Information about types of UE beam is given in B.2.1.3 and does not limit UE implementation or test system implementation.

Note 2:	Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for  to be fulfilled.
Note 3:	Es/Iot, SSB_RP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.
Note 4:	Calculation of Es/IotBB includes the effect of UE internal noise up to the value assumed for the associated Refsens requirement in clause 7.3.2 of TS 38.101-2 [19], and an allowance of 1dB for UE multi-band relaxation factor ΔMBS from TS 38.101-2 [19] Table 6.2.1.3-4.





Figure A.7.5.1.9.1-1: Time multiplexed downlink transmissions
A.7.5.1.9.2	Test Requirements
The UE behaviour follows the requirements defined in clause 8.1.7.3.
<< Unchanged sections skipped >>
[bookmark: _Toc535476764]A.7.6.2.1	SA event triggered reporting tests For FR2 without SSB time index detection when DRX is not used (PCell in FR2)
[bookmark: _Toc535476765]A.7.6.2.1.1	Test Purpose and Environment
The purpose of this test is to verify that the UE makes correct reporting of an event. This test will partly verify the SA inter-frequency NR cell search requirements in clause 9.3.4.
In this test, there are two cells: NR cell 1 as PCell in FR2 on NR RF channel 1 and NR cell 2 as neighbour cell in FR2 on NR RF channel 2.  The test parameters and configurations are given in Tables A.7.6.2.1.1-1, A.7.6.2.1.1-2, and A.7.6.2.1.1-3. 
Measurement gap pattern configuration # 13 as defined in Table A.7.6.2.1.1-2 is provided for UE that does not support per-FR gap and for UE that supports per-FR gap.
In the measurement control information, it is indicated to the UE that event-triggered reporting with Event A3 is used. The test consists of two successive time periods, with time duration of T1, and T2 respectively. During time duration T1, the UE shall not have any timing information of NR cell 2.
Supported test configurations are shown in table A.7.6.2.1.1-1.
Table A.7.6.2.1.1-1 SA event triggered reporting tests without SSB index reading for FR2-FR2
	Config
	Description

	1
	120 kHz SSB SCS, 100 MHz bandwidth, TDD duplex mode

	Note 1:	Void.




Table A.7.6.2.1.1-2: General test parameters for SA inter-frequency event triggered reporting for FR2 without SSB time index detection
	Parameter
	Unit
	Test configuration
	Value
	Comment

	NR RF Channel Number
	
	Config 1
	1, 2
	Two FR2 NR carrier frequencies is used.


	Active cell
	
	Config 1
	NR cell 1 (Pcell)
	NR Cell 1 is on NR RF channel number 1.

	Neighbour cell
	
	Config 1
	NR cell 2
	NR cell 2 is on NR RF channel number 2.

	Gap Pattern Id
	
	Config 1
	13
	As specified in clause 9.1.2-1.


	Measurement gap offset
	
	Config 1
	39
	

	SMTC-SSB parameters
	
	Config 1
	SSB.3 FR2
	As specified in clause A.3.10.2

	offsetMO
	dB
	Config 1
	16
	Applied to NR Cell 2 measurement object

	A3-Offset
	dB
	Config 1
	-1130
	

	Hysteresis
	dB
	Config 1
	0
	

	CP length
	
	Config 1
	Normal
	

	TimeToTrigger
	s
	Config 1
	0
	

	Filter coefficient
	
	Config 1
	0
	L3 filtering is not used

	DRX
	
	Config 1
	OFF
	DRX is not used

	Time offset between serving and neighbour cells
	
	Config 1
	3s
	Synchronous cells.


	T1
	s
	Config 1
	5
	

	T2
	s
	Config 1
	5.2 for PC1; 3.5 for other PC
	



[bookmark: _Toc535476766]Table A.7.6.2.1.1-3: Cell specific test parameters for SA inter-frequency event triggered reporting for FR2 without SSB time index detection
	Parameter
	Unit
	Test configuration
	Cell 1
	Cell 2

	
	
	
	T1
	T2
	T1
	T2

	AoA setup
	
	Config 1
	Setup 3 as specified in clause A.3.15

	
	
	
	AoA1
	AoA2

	Beam AssumptionNote 7
	
	1,2
	Rough
	Rough

	NR RF Channel Number
	
	Config 1
	1
	2

	Duplex mode
	
	Config 1
	TDD
	TDD

	TDD configuration
	
	Config 1
	TDDConf.3.1
	TDDConf.3.1

	BWchannel
	MHz
	Config 1
	100: NRB,c = 66
	100: NRB,c = 66

	Data RBs allocated
	
	Config 1
	66
	66

	BWP BW
	MHz
	Config 1
	100: NRB,c = 66
	100: NRB,c = 66

	BWP configuration
	Initial DL BWP
	
	Config 1
	DLBWP.0.1
	N/A

	
	Initial UL BWP
	
	
	ULBWP.0.1
	N/A

	
	Dedicated DL BWP
	
	
	DLBWP.1.1
	N/A

	
	Dedicated UL BWP
	
	
	ULBWP.1.1
	N/A

	OCNG Patterns defined in A.3.2.1.1 (OP.1) 
	
	Config 1
	
OP.1 
	
OP.1

	PDSCH Reference measurement channel
	
	Config 1
	SR.3.1 TDD

	-

	CORESET Reference Channel
	
	Config 1
	CR.3.1 TDD

	-

	SMTC configuration defined in A.3.11.1 and A.3.11.2
	
	Config 1
	SMTC.1
	SMTC.1

	PDSCH/PDCCH subcarrier spacing
	kHz
	Config 1
	120
	120

	TRS configuration
	
	Config 1
	TRS.2.1 TDD
	N/A

	PDSCH/PDCCH TCI state
	
	Config 1
	TCI.State.2
	N/A

	EPRE ratio of PSS to SSS
	
	
	
	

	EPRE ratio of PBCH DMRS to SSS
	
	
	
	

	EPRE ratio of PBCH to PBCH DMRS
	
	
	
	

	EPRE ratio of PDCCH DMRS to SSS
	
	
	
	

	EPRE ratio of PDCCH to PDCCH DMRS
	
	Config 1
	0
	0

	EPRE ratio of PDSCH DMRS to SSS 
	
	
	
	

	EPRE ratio of PDSCH to PDSCH 
	
	
	
	

	EPRE ratio of OCNG DMRS to SSS(Note 1)
	
	
	
	

	EPRE ratio of OCNG to OCNG DMRS (Note 1)
	
	
	
	

	Ês
	dBm/SCS
	Config 1
	-87
	-87
	-Infinity
	-87

	SSBRP Note 3
	dBm/SCS Note5
	Config 1
	-87
	-87
	-Infinity
	-87

	
 BB Note 8
	dB
	Config 1
	1.89
	1.89
	-Infinity
	1.89

	IoNote3
	dBm/95.04 MHz Note5
	Config 1
	-58.01
	-58.01
	-Infinity
	-58.01

	Propagation Condition 
	
	Config 1
	AWGN
	AWGN

	Note 1:	OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.
Note 2:	VoidNote 3:	SSBRP, Es/Iot and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.
Note 4:	Void
Note 5:	Equivalent power received by an antenna with 0 dBi gain at the centre of the quiet zone
Note 6:	As observed with 0 dBi gain antenna at the centre of the quiet zone
Note 7:	Information about types of UE beam is given in B.2.1.3, and does not limit UE implementation or test system implementation
Note 8:	Calculation of Es/IotBB includes the effect of UE internal noise up to the value assumed for the associated Refsens requirement in clause 7.3.2 of TS 38.101-2 [19], and an allowance of 1dB for UE multi-band relaxation factor ΔMBS from TS 38.101-2 [19] Table 6.2.1.3-4.



A.7.6.2.1.2	Test Requirements
The UE shall send one Event A3 triggered measurement report, with a measurement reporting delay less than X ms from the beginning of time period T2, where X is
5120 for UE supporting power class 1, or
3200 for UE supporting other power class. 
The  UE is not required to report SSB time index. The UE shall not send event triggered measurement reports, as long as the reporting criteria are not fulfilled. The rate of correct events observed during repeated tests shall be at least 90%.
NOTE:	The actual overall delays measured in the test may be up to 2xTTIDCCH higher than the measurement reporting delays above because of TTI insertion uncertainty of the measurement report in DCCH.
[bookmark: _Toc535476767]A.7.6.2.2	SA event triggered reporting tests For FR2 without SSB time index detection when DRX is used (PCell in FR2)
[bookmark: _Toc535476768]A.7.6.2.2.1	Test Purpose and Environment
The purpose of this test is to verify that the UE makes correct reporting of an event. This test will partly verify the SA inter-frequency NR cell search requirements in clause 9.3.4.
In this test, there are two cells: NR cell 1 as PCell in FR2 on NR RF channel 1 and NR cell 2 as neighbour cell in FR2 on NR RF channel 2.  The test parameters and configurations are given in Tables A.7.6.2.2.1-1, A.7.6.2.2.1-2, and A.7.6.2.2.1-3. 
In test 1&2 measurement gap pattern configuration # 13 as defined in Table A.7.6.2.2.1-2 is provided for UE that does not support per-FR gap and for UE that supports per-FR gap.
In the measurement control information, it is indicated to the UE that event-triggered reporting with Event A3 is used. The test consists of two successive time periods, with time duration of T1, and T2 respectively. During time duration T1, the UE shall not have any timing information of NR cell 2.
Supported test configurations are shown in table A.7.6.2.2.1-1.
UE needs to be provided at least once every 500ms with new Timing Advance Command MAC control element to restart the Time alignment timer to keep UE uplink time alignment. Furhtermore UE is allocated with PUSCH resource at every DRX cycle.
Table A.7.6.2.2.1-1: SA event triggered reporting tests without SSB index reading for FR2-FR2
	Config
	Description

	1
	120 kHz SSB SCS, 100 MHz bandwidth, TDD duplex mode

	Note 1:	Void.



[bookmark: _Toc535476769]Table A.7.6.2.2.1-2: General test parameters for SA inter-frequency event triggered reporting for FR2 without SSB time index detection
	Parameter
	Unit
	Test configuration
	Value
	Comment

	
	
	
	Test 1
	Test 2
	

	NR RF Channel Number
	
	Config 1
	1, 2
	Two FR2 NR carrier frequencies is used.

	Active cell
	
	Config 1
	NR cell 1 (Pcell)
	NR Cell 1 is on NR RF channel number 1.

	Neighbour cell
	
	Config 1
	NR cell 2
	NR cell 2 is on NR RF channel number 2.

	Gap Pattern Id
	
	Config 1
	13
	As specified in clause 9.1.2-1.


	Measurement gap offset
	
	Config 1
	39
	

	SMTC-SSB parameters
	
	Config 1
	SSB.3 FR2
	As specified in clause A.3.10.2

	A3-Offset
	dB
	Config 1
	-6
	

	Hysteresis
	dB
	Config 1
	0
	

	CP length
	
	Config 1
	Normal
	

	TimeToTrigger
	s
	Config 1
	0
	

	Filter coefficient
	
	Config 1
	0
	L3 filtering is not used

	DRX
	
	Config 1
	DRX.1
	DRX.2
	As specified in clause A.3.3

	Time offset between serving and neighbour cells
	
	Config 1
	3s
	Synchronous cells.


	T1
	s
	Config 1
	5
	

	T2
	s
	Config 1
	8 for PC1;
5 for other PC
	82 for PC1; 52 for other PC
	



Table A.7.6.2.2.1-3: Cell specific test parameters for CA inter-frequency event triggered reporting without SSB time index detection
	Parameter
	Unit
	Test configuration
	Cell 1
	Cell 2

	
	
	
	T1
	T2
	T1
	T2

	AoA setup
	
	Config 1
	Setup 1 as specified in clause A.3.15

	Beam AssumptionNote 7
	
	Config 1
	Rough
	Rough

	NR RF Channel Number
	
	Config 1
	1
	2

	TDD configuration
	
	Config 1
	TDDConf.3.1
	TDDConf.3.1

	Duplex mode
	
	Config 1
	TDD
	TDD

	BWchannel
	MHz
	Config 1
	100: NRB,c = 66
	100: NRB,c = 66

	Data RBs allocated
	
	Config 1
	66
	66

	BWP BW
	MHz
	Config 1
	100: NRB,c = 66
	100: NRB,c = 66

	BWP configuration
	Initial DL BWP
	
	Config 1
	DLBWP.0.1
	N/A

	
	Initial UL BWP
	
	
	ULBWP.0.1
	N/A

	
	Dedicated DL BWP
	
	
	DLBWP.1.1
	N/A

	
	Dedicated UL BWP
	
	
	ULBWP.1.1
	N/A

	OCNG Patterns defined in A.3.2.1.1 (OP.1) 
	
	Config 1
	
OP.1
	
OP.1

	PDSCH Reference measurement channel
	
	Config 1
	SR.3.1 TDD

	-

	CORESET Reference Channel
	
	Config 1
	CR.3.1 TDD

	-

	SMTC configuration defined in A.3.11.1 and A.3.11.2
	
	Config 1
	SMTC.1
	SMTC.1

	PDSCH/PDCCH subcarrier spacing
	kHz
	Config 1
	120
	120

	TRS configuration
	
	Config 1
	TRS.2.1 TDD
	N/A

	PDSCH/PDCCH TCI state
	
	Config 1
	TCI.State.2
	N/A

	EPRE ratio of PSS to SSS
	
	
	
	

	EPRE ratio of PBCH DMRS to SSS
	
	
	
	

	EPRE ratio of PBCH to PBCH DMRS
	
	
	
	

	EPRE ratio of PDCCH DMRS to SSS
	
	
	
	

	EPRE ratio of PDCCH to PDCCH DMRS
	
	Config 1
	0
	0

	EPRE ratio of PDSCH DMRS to SSS 
	
	
	
	

	EPRE ratio of PDSCH to PDSCH 
	
	
	
	

	EPRE ratio of OCNG DMRS to SSS(Note 1)
	
	
	
	

	EPRE ratio of OCNG to OCNG DMRS (Note 1)
	
	
	
	

	
Note2
	dBm/15kHz Note5
	
	-104.7
	-104.7

	
Note2
	dBm/SCS Note4
	Config 1
	-95.7
	-95.7

	SS-RSRP Note 3
	dBm/SCS Note5
	Config 1
	-89.7
	-89.7
	-Infinity
	-86.7

	

	dB
	Config 1
	6
	6
	-Infinity
	9

	

	dB
	Config 1
	6
	6
	-Infinity
	9

	IoNote3
	dBm/95.04 MHz Note5
	Config 1
	-59.7
	-59.7
	-66.7
	-57.2

	Propagation Condition 
	
	Config 1
	AWGN
	AWGN

	Note 1:	OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 2:	Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for  to be fulfilled.
Note 3:	SSB-RS_RP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.
Note 4:	VoidSS-RSRP minimum requirements are specified assuming independent interference and noise at each receiver antenna port.
Note 5:	Equivalent power received by an antenna with 0 dBi gain at the centre of the quiet zone
Note 6:	As observed with 0 dBi gain antenna at the centre of the quiet zone
Note 7:	Information about types of UE beam is given in B.2.1.3, and does not limit UE implementation or test system implementation



A.7.6.2.2.2	Test Requirements
In test 1 the UE shall send one Event A3 triggered measurement report, with a measurement reporting delay less than X1 ms from the beginning of time period T2, where X1 is
7680 for UE supporting power class 1, or
4800 for UE supporting other power class. 
In test 2  the UE shall send one Event A3 triggered measurement report, with a measurement reporting delay less than X2 ms from the beginning of time period T2, where X2 is
81920 for UE supporting power class 1, or
51200 for UE supporting other power class.
In test 1 and 2 UE is not required to report SSB time index. The UE shall not send event triggered measurement reports, as long as the reporting criteria are not fulfilled. The rate of correct events observed during repeated tests shall be at least 90%.
NOTE:	The actual overall delays measured in the test may be up to 2xTTIDCCH higher than the measurement reporting delays above because of TTI insertion uncertainty of the measurement report in DCCH.
[bookmark: _Toc535476770]A.7.6.2.3	SA event triggered reporting tests For FR2 with SSB time index detection when DRX is not used (PCell in FR2)
[bookmark: _Toc535476771]A.7.6.2.3.1	Test Purpose and Environment
The purpose of this test is to verify that the UE makes correct reporting of an event. This test will partly verify the SA inter-frequency NR cell search requirements in clause 9.3.4.
In this test, there are two cells: NR cell 1 as PCell in FR2 on NR RF channel 1 and NR cell 2 as neighbour cell in FR2 on NR RF channel 2.  The test parameters and configurations are given in Tables A.7.6.2.3.1-1, A.7.6.2.3.1-2, and A.7.6.2.3.1-3. 
Measurement gap pattern configuration # 13 as defined in Table A.7.6.2.3.1-2 is provided for UE that does not support per-FR gap and for UE that supports per-FR gap.
In the measurement control information, it is indicated to the UE that event-triggered reporting with Event A3 is used. The test consists of two successive time periods, with time duration of T1, and T2 respectively. During time duration T1, the UE shall not have any timing information of NR cell 2.
Supported test configurations are shown in table A.7.6.2.3.1-1.
Table A.7.6.2.3.1-1: SA event triggered reporting tests with SSB index reading for FR2-FR2
	Config
	Description

	1
	120 kHz SSB SCS, 100 MHz bandwidth, TDD duplex mode

	Note 1:	Void.



[bookmark: _Toc535476772]Table A.7.6.2.3.1-2: General test parameters for SA inter-frequency event triggered reporting for FR2 with SSB time index detection
	Parameter
	Unit
	Test configuration
	Value
	Comment

	NR RF Channel Number
	
	Config 1
	1, 2
	Two FR2 NR carrier frequencies is used.

	Active cell
	
	Config 1
	NR cell 1 (Pcell)
	NR Cell 1 is on NR RF channel number 1.

	Neighbour cell
	
	Config 1
	NR cell 2
	NR cell 2 is on NR RF channel number 2.

	Gap Pattern Id
	
	Config 1
	13
	As specified in clause 9.1.2-1.

	Measurement gap offset
	
	Config 1
	39
	

	SMTC-SSB parameters
	
	Config 1
	SSB.3 FR2
	As specified in clause A.3.10.2

	offsetMO
	dB
	Config 1
	16
	Applied to NR Cell 2 measurement object

	A3-Offset
	dB
	Config 1
	-1130
	

	Hysteresis
	dB
	Config 1
	0
	

	CP length
	
	Config 1
	Normal
	

	TimeToTrigger
	s
	Config 1
	0
	

	Filter coefficient
	
	Config 1
	0
	L3 filtering is not used

	DRX
	
	Config 1
	OFF
	DRX is not used

	Time offset between serving and neighbour cells
	
	Config 1
	3s
	Synchronous cells.


	T1
	s
	Config 1
	5
	

	T2
	s
	Config 1
	7 for PC1; 4.5 for other PC
	



Table A.7.6.2.3.1-3: Cell specific test parameters for SA inter-frequency event triggered reporting for FR2 with SSB time index detection
	Parameter
	Unit
	Test configuration
	Cell 1
	Cell 2

	
	
	
	T1
	T2
	T1
	T2

	AoA setup
	
	Config 1
	Setup 3 as specified in clause A.3.15

	
	
	
	AoA1
	AoA2

	Beam AssumptionNote 7
	
	Config 1
	Rough
	Rough

	NR RF Channel Number
	
	Config 1
	1
	2

	Duplex mode
	
	Config 1
	TDD
	TDD

	TDD configuration
	
	Config 1
	TDDConf.3.1
	TDDConf.3.1

	BWchannel
	MHz
	Config 1
	100: NRB,c = 66
	100: NRB,c = 66

	Data RBs allocated
	
	Config 1
	66
	66

	BWP BW
	MHz
	Config 1
	100: NRB,c = 66
	100: NRB,c = 66

	BWP configuration
	Initial DL BWP
	
	Config 1
	DLBWP.0.1
	N/A

	
	Initial UL BWP
	
	
	ULBWP.0.1
	N/A

	
	Dedicated DL BWP
	
	
	DLBWP.1.1
	N/A

	
	Dedicated UL BWP
	
	
	ULBWP.1.1
	N/A

	OCNG Patterns defined in A.3.2.1.1 (OP.1) 
	
	Config 1
	
OP.1
	
OP.1

	PDSCH Reference measurement channel
	
	Config 1
	SR.3.1 TDD

	-

	CORESET Reference Channel
	
	Config 1
	CR.3.1 TDD

	-

	SMTC configuration defined in A.3.11.1 and A.3.11.2
	
	Config 1
	SMTC.1
	SMTC.1

	PDSCH/PDCCH subcarrier spacing
	kHz
	Config 1
	120
	120

	TRS configuration
	
	Config 1
	TRS.2.1 TDD
	N/A

	PDSCH/PDCCH TCI state
	
	Config 1
	TCI.State.2
	N/A

	EPRE ratio of PSS to SSS
	
	
	
	

	EPRE ratio of PBCH DMRS to SSS
	
	
	
	

	EPRE ratio of PBCH to PBCH DMRS
	
	
	
	

	EPRE ratio of PDCCH DMRS to SSS
	
	
	
	

	EPRE ratio of PDCCH to PDCCH DMRS
	
	Config 1
	0
	0

	EPRE ratio of PDSCH DMRS to SSS 
	
	
	
	

	EPRE ratio of PDSCH to PDSCH 
	
	
	
	

	EPRE ratio of OCNG DMRS to SSS(Note 1)
	
	
	
	

	EPRE ratio of OCNG to OCNG DMRS (Note 1)
	
	
	
	

	Ês
	dBm/SCS
	Config 1
	-87
	-87
	-Infinity
	-87

	SSBRP Note 3
	dBm/SCS Note5
	Config 1
	-87
	-87
	-Infinity
	-87

	
 BB Note 8
	dB
	Config 1
	1.89
	1.89
	-Infinity
	1.89

	Io Note3
	dBm/95.04 MHz Note5
	Config 1
	-58.01
	-58.01
	-Infinity
	-58.01

	Propagation Condition 
	
	Config 1
	AWGN
	AWGN

	Note 1:	OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.
Note 2:	Void
Note 3:	SBRP, Es/Iot and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.
Note 4:	Void
Note 5:	Equivalent power received by an antenna with 0 dBi gain at the centre of the quiet zone
Note 6:	As observed with 0 dBi gain antenna at the centre of the quiet zone
Note 7:	Information about types of UE beam is given in B.2.1.3, and does not limit UE implementation or test system implementation
Note 8:	Calculation of Es/IotBB includes the effect of UE internal noise up to the value assumed for the associated Refsens requirement in clause 7.3.2 of TS 38.101-2 [19], and an allowance of 1dB for UE multi-band relaxation factor ΔMBS from TS 38.101-2 [19] Table 6.2.1.3-4.



A.7.6.2.3.2	Test Requirements
In test 1 with per-UE gap and in test 2 with per-FR gap, the UE shall send one Event A3 triggered measurement report, with a measurement reporting delay less than X ms from the beginning of time period T2, where X is
6720 for UE supporting power class 1, or
4160 for UE supporting other power class.
The UE is required to report SSB time index. The UE shall not send event triggered measurement reports, as long as the reporting criteria are not fulfilled. The rate of correct events observed during repeated tests shall be at least 90%.
NOTE:	The actual overall delays measured in the test may be up to 2xTTIDCCH higher than the measurement reporting delays above because of TTI insertion uncertainty of the measurement report in DCCH.
[bookmark: _Toc535476773]A.7.6.2.4	SA event triggered reporting tests For FR2 with SSB time index detection when DRX is used (PCell in FR2)
[bookmark: _Toc535476774]A.7.6.2.4.1	Test Purpose and Environment
The purpose of this test is to verify that the UE makes correct reporting of an event. This test will partly verify the SA inter-frequency NR cell search requirements in clause 9.3.4.
In this test, there are two cells: NR cell 1 as PCell in FR2 on NR RF channel 1 and NR cell 2 as neighbour cell in FR2 on NR RF channel 2.  The test parameters and configurations are given in Tables A.7.6.2.4.1-1, A.7.6.2.4.1-2, and A.7.6.2.4.1-3. 
In test 1&2 measurement gap pattern configuration # 13 as defined in Table A.7.6.2.4.1-2 is provided for UE that does not support per-FR gap and for UE that supports per-FR gap.
In the measurement control information, it is indicated to the UE that event-triggered reporting with Event A3 is used. The test consists of two successive time periods, with time duration of T1, and T2 respectively. During time duration T1, the UE shall not have any timing information of NR cell 2.
Supported test configurations are shown in table A.7.6.2.4.1-1.
UE needs to be provided at least once every 500ms with new Timing Advance Command MAC control element to restart the Time alignment timer to keep UE uplink time alignment. Furhtermore UE is allocated with PUSCH resource at every DRX cycle.
Table A.7.6.2.4.1-1: SA event triggered reporting tests with SSB index reading for FR2-FR2
	Config
	Description

	1
	120 kHz SSB SCS, 100 MHz bandwidth, TDD duplex mode

	Note 1:	Void. 



[bookmark: _Toc535476775]Table A.7.6.2.4.1-2: General test parameters for SA inter-frequency event triggered reporting for FR2 with SSB time index detection
	Parameter
	Unit
	Test configuration
	Value
	Comment

	
	
	
	Test 1
	Test 2
	

	NR RF Channel Number
	
	Config 1
	1, 2
	Two FR2 NR carrier frequencies is used.

	Active cell
	
	Config 1
	NR cell 1 (Pcell)
	NR Cell 1 is on NR RF channel number 1.

	Neighbour cell
	
	Config 1
	NR cell 2
	NR cell 2 is on NR RF channel number 2.

	Gap Pattern Id
	
	Config 1
	13
	As specified in clause 9.1.2-1.

	Measurement gap offset
	
	Config 1
	39
	

	SMTC-SSB parameters
	
	Config 1
	SSB.3 FR2
	As specified in clause A.3.10.2

	A3-Offset
	dB
	Config 1
	-6
	

	Hysteresis
	dB
	Config 1
	0
	

	CP length
	
	Config 1
	Normal
	

	TimeToTrigger
	s
	Config 1
	0
	

	Filter coefficient
	
	Config 1
	0
	L3 filtering is not used

	DRX
	
	Config 1
	DRX.1
	DRX.2
	As specified in clause A.3.3

	Time offset between serving and neighbour cells
	
	Config 1
	3s
	Synchronous cells.

	T1
	s
	Config 1
	5
	

	T2
	s
	Config 1
	11 for PC1; 6.5 for other PC
	108 for PC1; 67 for other PC
	



Table A.7.6.2.4.1-3: Cell specific test parameters for CA inter-frequency event triggered reporting with SSB time index detection
	Parameter
	Unit
	Test configuration
	Cell 1
	Cell 2

	
	
	
	T1
	T2
	T1
	T2

	AoA setup
	
	Config 1
	Setup 1 as specified in clause A.3.15

	Beam AssumptionNote 7
	
	Config 1
	Rough
	Rough

	NR RF Channel Number
	
	Config 1
	1
	2

	Duplex mode
	
	Config 1
	TDD
	TDD

	TDD configuration
	
	Config 1
	TDDConf.3.1
	TDDConf.3.1

	BWchannel
	MHz
	Config 1
	100: NRB,c = 66
	100: NRB,c = 66

	Data RBs allocated
	
	Config 1
	66
	66

	BWP BW
	MHz
	Config 1
	100: NRB,c = 66
	100: NRB,c = 66

	BWP configuration
	Initial DL BWP
	
	Config 1
	DLBWP.0.1
	N/A

	
	Initial UL BWP
	
	
	ULBWP.0.1
	N/A

	
	Dedicated DL BWP
	
	
	DLBWP.1.1
	N/A

	
	Dedicated UL BWP
	
	
	ULBWP.1.1
	N/A

	OCNG Patterns defined in A.3.2.1.1 (OP.1) 
	
	Config 1
	
OP.1
	
OP.1

	PDSCH Reference measurement channel
	
	Config 1
	SR.3.1 TDD

	-

	CORESET Reference Channel
	
	Config 1
	CR.3.1 TDD

	-

	SMTC configuration defined in A.3.11.1 and A.3.11.2
	
	Config 1
	SMTC.1
	SMTC.1

	PDSCH/PDCCH subcarrier spacing
	kHz
	Config 1
	120
	120

	TRS configuration
	
	Config 1
	TRS.2.1 TDD
	N/A

	PDSCH/PDCCH TCI state
	
	Config 1
	TCI.State.2
	N/A

	EPRE ratio of PSS to SSS
	
	
	
	

	EPRE ratio of PBCH DMRS to SSS
	
	
	
	

	EPRE ratio of PBCH to PBCH DMRS
	
	
	
	

	EPRE ratio of PDCCH DMRS to SSS
	
	
	
	

	EPRE ratio of PDCCH to PDCCH DMRS
	
	Config 1
	0
	0

	EPRE ratio of PDSCH DMRS to SSS 
	
	
	
	

	EPRE ratio of PDSCH to PDSCH 
	
	
	
	

	EPRE ratio of OCNG DMRS to SSS(Note 1)
	
	
	
	

	EPRE ratio of OCNG to OCNG DMRS (Note 1)
	
	
	
	

	
Note2
	dBm/15kHz Note5
	
	-104.7
	-104.7

	
Note2
	dBm/SCS Note4
	Config 1
	-95.7
	-95.7

	SS-RSRP Note 3
	dBm/SCS Note5
	Config 1
	-89.7
	-89.7
	-Infinity
	-86.7

	

	dB
	Config 1
	6
	6
	-Infinity
	9

	

	dB
	Config 1
	6
	6
	-Infinity
	9

	IoNote3
	dBm/95.04 MHz Note5
	Config 1
	-59.7
	-59.7
	-66.7
	-57.2

	Propagation Condition 
	
	Config 1
	AWGN
	AWGN

	Note 1:	OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 2:	Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for  to be fulfilled.
Note 3:	SSB-RS_RP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.
Note 4:	VoidSS-RSRP minimum requirements are specified assuming independent interference and noise at each receiver antenna port.
Note 5:	Equivalent power received by an antenna with 0 dBi gain at the centre of the quiet zone
Note 6:	As observed with 0 dBi gain antenna at the centre of the quiet zone
Note 7:	Information about types of UE beam is given in B.2.1.3, and does not limit UE implementation or test system implementation



A.7.6.2.4.2	Test Requirements
In test 1 the UE shall send one Event A3 triggered measurement report, with a measurement reporting delay less than X1 ms from the beginning of time period T2, where X1 is
10080 for UE supporting power class 1, or
6240 for UE supporting other power class. 
In test 2 the UE shall send one Event A3 triggered measurement report, with a measurement reporting delay less than X2 ms from the beginning of time period T2, where X2 is
107520 for UE supporting power class 1, or
66560 for UE supporting other power class. 
In test 1 and 2 UE is required to report SSB time index. The UE shall not send event triggered measurement reports, as long as the reporting criteria are not fulfilled. The rate of correct events observed during repeated tests shall be at least 90%.
NOTE:	The actual overall delays measured in the test may be up to 2xTTIDCCH higher than the measurement reporting delays above because of TTI insertion uncertainty of the measurement report in DCCH.
<< Unchanged sections skipped >>
[bookmark: _Toc535476790]A.7.7.1.1	SA intra-frequency case measurement accuracy with FR2 serving cell and FR2 target cell
[bookmark: _Toc535476791]A.7.7.1.1.1	Test Purpose and Environment
[bookmark: _Toc535476792]The purpose of this test is to verify that the SS-RSRP measurement accuracy is within the specified limits. This test will verify the requirements in clauses 10.1.3.1.1 and 10.1.3.1.2 for intra-frequency measurements.
A.7.7.1.1.2	Test parameters
In this set of test cases all cells are on the same carrier frequency. Supported test configurations are shown in Table A.7.7.1.1.2-1. Both absolute and relative accuracy of SS-RSRP intra-frequency measurements are tested by using the parameters in Table A.7.7.1.1.2-2 and A.7.7.1.1.2-3. In all test cases, Cell 1 is the PCell and Cell 2 the target cell. The TCI status for Cell 1 is defined in Table A.3.16.2-1 and TRS configuration for Cell 1 is defined in Table A.3.17.2.1-1. The test consists of two time phases T1 and T2.
Table A.7.7.1.1.2-1: SS-RSRP Intra frequency SS-RSRP supported test configurations
	Configuration
	Description

	1
	120 kHz SSB SCS, 100 MHz bandwidth, TDD duplex mode



Table A.7.7.1.1.2-2: SS-RSRP  Intra frequency general test parameters
	Parameter
	Unit
	T1
	T2

	
	
	Cell 1
	Cell 2
	Cell 1
	Cell 2

	Cell ID
	
	489
	0
	489
	0

	SSB ARFCN
	
	freq1
	freq1

	Duplex mode
	
	TDD
	TDD

	TDD configuration
	
	TDDConf.3.1
	TDDConf.3.1

	BWchannel
	MHz
	100: NRB,c = 66
	100: NRB,c = 66

	Data RBs allocated
	
	24
	24

	Downlink initial BWP configuration
	
	DLBWP.0.1
	-
	DLBWP.0.1
	-

	Downlink dedicated BWP configuration
	
	DLBWP.1.1
	-
	DLBWP.1.1
	-

	Uplink initial BWP configuration
	
	ULBWP.0.1
	-
	ULBWP.0.1
	-

	Uplink dedicated BWP configuration
	
	ULBWP.1.1
	-
	ULBWP.1.1
	-

	DRX cycle configuration
	
	Not applicable
	-
	Not applicable
	-

	TRS configuration
	
	TRS.2.1 TDD
	-
	TRS.2.1 TDD
	-

	TCI state
	
	TCI.State.0
	-
	TCI.State.0
	-

	PDSCH Reference measurement channel 
	
	SR.3. 2TDD
	-
	SR.3. 2 TDD
	-

	RMSI CORESET Reference Channel
	
	CR.3.1 TDD

	-
	CR.3.1 TDD

	-

	Dedicated CORESET ReferenceControl channel RMC
	
	CCR.3.1 TDD

	-
	CCR.3.1 TDD

	-

	OCNG Patterns
	
	OP.3
	OP.3
	OP.3
	OP.3

	SSB configuration
	
	SSB.3 FR2
	SSB.3 FR2
	SSB.3 FR2
	SSB.3 FR2

	SMTC configuration
	
	SMTC.1
	SMTC.1
	SMTC.1
	SMTC.1

	Time offset with Cell 1
	s
	-
	3
	-
	3

	PDSCH/PDCCH subcarrier spacing
	kHz
	120
	120
	120
	120

	EPRE ratio of PSS to SSS
	dB
	0
	0
	0
	0

	EPRE ratio of PBCH_DMRS to SSS
	
	
	
	
	

	EPRE ratio of PBCH to PBCH_DMRS
	
	
	
	
	

	EPRE ratio of PDCCH_DMRS to SSS
	
	
	
	
	

	EPRE ratio of PDCCH to PDCCH_DMRS
	
	
	
	
	

	EPRE ratio of PDSCH_DMRS to SSS
	
	
	
	
	

	EPRE ratio of PDSCH to PDSCH_DMRS
	
	
	
	
	

	EPRE ratio of OCNG DMRS to SSSNote 1
	
	
	
	
	

	EPRE ratio of OCNG to OCNG DMRS Note 1
	
	
	
	
	

	Propagation conditions
	
	AWGN
	AWGN
	AWGN
	AWGN

	Antenna configuration
	
	1x2
	1x2
	1x2
	1x2

	Note 1:	OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.
Note 2:	Void
Note 3:	Void
Note 4:	Void
Note 5: 	Void



Table A.7.7.1.1.2-3: SS-RSRP Intra frequency OTA related test parameters
	Parameter
	Unit
	T1
	T2

	
	
	Cell 1
	Cell 2
	Cell 1
	Cell 2

	Angle of arrival configuration
	
	Setup 1 according to clause A.3.15.1

	Assumption for UE beamsNote 7
	
	Rough
	Rough

	
Note1
	dBm/15kHzNote4
	-91.6
	N/A

	
Note1
	dBm/SCSNote4
	-82.6
	N/A

	

	dB
	6.0
	1.0
	N/A
	N/A

	Es
	dBm/SCSNote4
	
	
	(Table B.2.2-2 Rx Beam Peak +2.1dB)
	(Table B.2.2-2 Rx Beam Peak +2.1dB)

	SSB_RPNote2
	dBm/SCS
	-76.6
	-81.6
	(Table B.2.2-2 Rx Beam Peak +2.1dB)
	(Table B.2.2-2 Rx Beam Peak +2.1dB)

	
BB Note6
	dB
	2.44
	-5.98
	-5.98
	-5.98

	IoNote2
	dBm/95.04 MHz Note4
	-50.05
	(Table B.2.2-2 Rx Beam Peak +29.70dB)

	
Note 1:	Where used, interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for  to be fulfilled.
Note 2:	SSB_RP, Es/Iot and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.
Note 3:	Void
Note 4:	Equivalent power received by an antenna with 0 dBi gain at the centre of the quiet zone
Note 5:	Void
Note 6:	Calculation of Es/IotBB includes the effect of UE internal noise up to the value assumed for the associated Refsens requirement in clause 7.3.2 of TS 38.101-2 [19], and an allowance of 1dB for UE multi-band relaxation factor ΔMBP from TS 38.101-2 [19] Table 6.2.1.3-4.
Note 7:	Information about types of UE beam is given in B.2.1.3, and does not limit UE implementation or test system implementation



[bookmark: _Toc535476793]A.7.7.1.1.3	Test Requirements
The SS-RSRP measurement accuracy shall fulfil the absolute accuracy requirements in clauses 10.1.3.1.1 and relative accuracy requirements in clause 10.1.3.1.2. The following requirements are to be verified:
During T1:
Absolute accuracy of Cell 1 and absolute accuracy of Cell 2. The UE is deemed to meet the requirement if the reported SS-RSRP is in the range shown in table A.7.7.1.1.3-1.
Relative accuracy of Cell 2 compared with Cell 1. The UE is deemed to meet the requirement if the difference in reported SS-RSRP meets the requirements in Table 10.1.3.1.2-1. 
During T2:
Absolute accuracy of Cell 1 and absolute accuracy of Cell 2. The UE is deemed to meet the requirement if the reported SS-RSRP is in the range shown in table A.7.7.1.1.3-1.
Relative accuracy of Cell 2 compared with Cell 1. The UE is deemed to meet the requirement if the difference in reported SS-RSRP meets the requirements in Table 10.1.3.1.2-1. 
During T1 and T2:
Relative accuracy of Cell 1 during T2 compared with Cell 1 during T1. The UE is deemed to meet the requirement if the difference in reported SS-RSRP meets the requirements in Table 10.1.3.1.2-1
Relative accuracy of Cell 2 during T2 compared with Cell 2 during T1. The UE is deemed to meet the requirement if the difference in reported SS-RSRP meets the requirements in Table 10.1.3.1.2-1.
Table A.7.7.1.1.3-1: SS-RSRP absolute accuracy test requirement
	
	Test requirement Notes1,2,3

	Cell 1
	SSB_RP1 -δ +Gmin ≤ Reported RSRP(dBm) ≤ SSB_RP1 +δ +Gmax

	Cell 2
	SSB_RP2 -δ +Gmin ≤ Reported RSRP(dBm) ≤ SSB_RP2 +δ +Gmax

	Note 1: 	SSB_RPn is the  equivalent power received by an antenna with 0dBi gain at the centre of the quiet zone configured in the test for the cell n under consideration
Note 2: 	δ is the RSRP absolute accuracy requirement from Table 10.1.3.1.1-1, selected according to the Io used in the test
Note 3: 	Gmin and Gmax are the minimum and maximum UE gain values from Table B.2.1.5.1-1, selected according to the UE power class



<< Unchanged sections skipped >>
A.7.7.1.3	SA inter-frequency measurement accuracy with FR1 serving cell and FR2 target cell
A.7.7.1.3.1	Test Purpose and Environment
The purpose of this test is to verify that the SS-RSRP measurement accuracy is within the specified limits. This test will verify the requirements in clauses 10.1.5.1.1 for inter-frequency measurements with the testing configurations in Table A.7.7.1.3.1-1.
Table A.7.7.1.3.1-1: Applicable NR configurations for FR2 inter-frequency SS-RSRP accuracy test
	Config
	Description of serving cell
	Description of target cell

	1
	LTE FDD, NR 15 kHz SSB SCS, 10 MHz bandwidth, FDD duplex mode
	120 kHz SSB SCS, 100 MHz bandwidth, TDD duplex mode

	2
	LTE FDD, NR 15 kHz SSB SCS, 10 MHz bandwidth, TDD duplex mode
	

	3
	LTE FDD, NR 30 kHz SSB SCS, 40 MHz bandwidth, TDD duplex mode
	



A.7.7.1.3.2	Test parameters
In this set of test cases there are two cells in the test, PCell (Cell 1) in FR1 and Cell 2 in FR2 . The test parameters for the Cell 1 and Cell 2 are given in Table A.7.7.1.3.2-1 and Table A.7.7.1.3.2-2 below. Both absolute and relative accuracy of RSRP inter-frequency measurements are tested by using the parameters in Table A.7.7.1.3.2-1 and Table A.7.7.1.3.2-2. The inter-frequency measurements are supported by a measurement gap.
Table A.7.7.1.3.2-1: SS-RSRP inter-frequency test parameters
	Parameter
	Config
	Unit
	Test 1
	Test 2

	
	
	
	Cell 1
	Cell 2
	Cell 1
	Cell 2

	SSB ARFCN
	1~3
	
	freq1
	freq2
	freq1
	freq2

	BWchannel
	1
	MHz
	10:
NRB,c = 52
	100:
NRB,c = 66
	10:
NRB,c = 52
	100:
NRB,c = 66

	
	2
	
	10:
NRB,c = 52
	
	10:
NRB,c = 52
	

	
	3
	
	40:
NRB,c = 106
	
	40:
NRB,c = 106
	

	Data RBs allocated
	1,2
	
	52
	TBD
	52
	TBD

	
	3
	
	106
	
	106
	

	Duplex mode
	1
	
	FDD
	TDD
	FDD
	TDD

	
	2
	
	TDD
	
	TDD
	

	
	3
	
	TDD
	
	TDD
	

	TDD configuration
	1
	
	N/A
	TDDConf.3.1
	N/A
	TDDConf.3.1

	
	2
	
	TDDConf.1.1
	
	TDDConf.1.1
	

	
	3
	
	TDDConf.2.1
	
	TDDConf.2.1
	

	PDSCH Reference measurement channel
	1
	
	SR.1.1 FDD
	-
	SR.1.1 FDD
	-

	
	2
	
	SR.1.1 TDD
	
	SR.1.1 TDD
	

	
	3
	
	SR.2.1 FDD
	
	SR.2.1 FDD
	

	RMSI CORESET Reference Channel
	1
	
	CR.1.1 FDD
	-
	CR.1.1 FDD
	-

	
	2
	
	CR.1.1 TDD
	-
	CR.1.1 TDD
	-

	
	3
	
	CR.2.1 FDD
	-
	CR.2.1 FDD
	-

	Dedicated CORESET Reference Channel
	1
	
	CCR.1.1 FDD
	-
	CCR.1.1 FDD
	-

	
	2
	
	CCR.1.1 TDD
	-
	CCR.1.1 TDD
	-

	
	3
	
	CCR.2.1 TDD
	-
	CCR.2.1 TDD
	-

	SSB configuration
	1
	
	SSB.1 FR1
	SSB.1 FR2
	SSB.1 FR1
	SSB.1 FR2

	
	2
	
	SSB.1 FR1
	
	SSB.1 FR1
	

	
	3
	
	SSB.2 FR1
	
	SSB.2 FR1
	

	OCNG Patterns
	1~3
	
	OP.1
	OP.1

	Initial BWP Configuration
	1~3
	
	DLBWP.0.1
ULBWP.0.1
	DLBWP.0.1
ULBWP.0.1

	Dedicated BWP configuration
	1~3
	
	DLBWP.1.3
ULBWP.1.3
	DLBWP.1.3
ULBWP.1.3

	TRS Configuration
	1~3
	
	TRS.2.1 TDD
	TRS.2.1 TDD

	PDCCH/PDSCH TCI Configuration
	1~3
	
	TCI.State.2
	TCI.State.2

	SMTC configuration
	1~3
	
	SMTC.1
	SMTC.1

	Time offset between Cell 2 and Cell 3
	1~3
	s
	3
	3

	EPRE ratio of PSS to SSS
	1~3
	dB
	0
	0
	0
	0

	EPRE ratio of PBCH DMRS to SSS
	
	
	
	
	
	

	EPRE ratio of PBCH to PBCH DMRS
	
	
	
	
	
	

	EPRE ratio of PDCCH DMRS to SSS
	
	
	
	
	
	

	EPRE ratio of PDCCH to PDCCH DMRS
	
	
	
	
	
	

	EPRE ratio of PDSCH DMRS to SSS
	
	
	
	
	
	

	EPRE ratio of PDSCH to PDSCH DMRS
	
	
	
	
	
	

	EPRE ratio of OCNG DMRS to SSSNote 1
	
	
	
	
	
	

	EPRE ratio of OCNG to OCNG DMRS Note 1
	
	
	
	
	
	

	Propagation condition
	1~3
	-
	NA
Link only, see clause A.3.7A
	AWGN
	NA
Link only, see clause A.3.7A
	AWGN

	Antenna configuration
	1~3
	-
	
	1x2
	
	1x2

	Note 1:	OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.
Note 2:	Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for [image: ] to be fulfilled.



Table A.7.7.1.3.2-2: SS-RSRP inter-frequency OTA related test parameters
	Parameter
	Config
	Unit
	Test 1
	Test 2 NOTE 3

	
	
	
	Cell 1
	Cell 2
	Cell 1
	Cell 2

	Angle of arrival configuration according to clause A.3.15
	
	
	NA
	Setup 2b
	NA
	Setup 2b

	Assumption for UE beamsNote 4
	
	
	N/A
	Rough
	N/A
	Rough

	

	1~4
	dBm/15kHz
	NA
Link only, see clause A.3.7A
	-90
	NA
Link only, see clause A.3.7A
	NA

	

	1,2
	dBm/SSB SCS
	
	-80.97
	
	NA

	
	3,4
	
	
	-80.97
	
	NA

	
[image: ]
	1~4
	dB
	
	-4
	
	NA

	SSB-RS_RPNote1
	1,2
	dBm/SCS
	
	-84.97
	
	As in Table B.2.3-2

	
	3,4
	
	
	-84.97
	
	As in Table B.2.3-2

	IoNote1
	1~4
	dBm/
95.04MHz
	
	-50.53
	
	SSB-RS_RP+28.98

	

	1~4
	dB
	
	-4
	
	NA

	Note 1:	SSB_RSRP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.
Note 2:	VoidRSRP minimum requirements are specified assuming independent interference and noise at each receiver antenna port.
Note 3:	No additional noise is added by the test system in Test 2.
Note 4:	Information about types of UE beam is given in B.2.1.3, and does not limit UE implementation or test system implementation



A.7.7.1.3.3	Test Requirements
The SS-RSRP measurement accuracy for Cell 2 shall fulfil the Absolute requirement in clause 10.1.5.1.1.
<< End of changes >>
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