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<start of the change 1>
A.6.6.1.4.2	Test parameters
Two cells are deployed in the test, which are FR1 PCell (Cell 1) and a FR1 neighbour cell (Cell 2) on the same frequency as the PCell. The test parameters for PCell are given in Table A.6.6.1.4.2-1, A.6.6.1.4.2-2 and A.6.6.1.4.2-3 below. In the measurement control information, a measurement object is configured for the frequency of the PCell, and it is indicated to the UE that event-triggered reporting with Event A3 is used. The test consists of two successive time periods, with time duration of T1, and T2 respectively. During time duration T1, the UE shall not have any timing information of Cell 2.
There are two BWPs configured in Cell 1, BWP1 which contains the cell defining SSB, and BWP2 which does not contain any SSB of Cell 1. During the whole test, BWP2 is always scheduled as the active BWP for the UE.
UE needs to be provided at least once every 500ms with new Timing Advance Command MAC control element to restart the Time alignment timer to keep UE uplink time alignment. Furhtermore UE is allocated with PUSCH resource at every DRX cycle.

Table A.6.6.1.4.2-1: Supported test configurations
	Configuration
	Description

	1
	15 kHz SSB SCS, 10 MHz bandwidth, FDD duplex mode

	2
	15 kHz SSB SCS, 10 MHz bandwidth, TDD duplex mode

	3
	30 kHz SSB SCS, 40 MHz bandwidth, TDD duplex mode

	Note:	The UE is only required to be tested in one of the supported test configurations.



Table A.6.6.1.4.2-2: General test parameters for SA intra-frequency event triggered reporting with per-UE gaps for PCell in FR1 with DRX
	Parameter
	Unit
	Test configuration
	Value
	Comment

	
	
	
	Test 1
	Test 2
	

	Active cell
	
	1, 2, 3
	Cell 1
	

	Neighbour cell
	
	1, 2, 3
	Cell 2
	Cell to be identified.

	RF Channel Number
	
	1, 2, 3
	1: Cell 1 and Cell 2
	

	Measurement gap type
	
	1, 2, 3
	Per-UE gaps
	

	Measurement gap repitition periodicity
	ms
	1, 2, 3
	40
	

	Measurement gap length
	ms
	1, 2, 3
	6
	

	Measurement gap offset
	ms
	1, 2, 3
	39
	

	SSB configuration
	
	1
	SSB.1 FR1
	

	
	
	2
	SSB.1 FR1
	

	
	
	3
	SSB.2 FR1
	

	SMTC configuration
	
	1
	SMTC.2
	

	
	
	2
	SMTC.1
	

	
	
	3
	SMTC.1
	

	CSI-RS parameters
	
	1
	CSI-RS.1.2 FDD resource #0
	

	
	
	2
	CSI-RS.1.2 TDD resource #0
	

	
	
	3
	CSI-RS.2.2 TDD resource #0
	

	A3-Offset
	dB
	1, 2, 3
	-4.5
	

	CP length
	
	1, 2, 3
	Normal
	

	Hysteresis
	dB
	1, 2, 3
	0
	

	Time To Trigger
	s
	1, 2, 3
	0
	

	Filter coefficient
	
	1, 2, 3
	0
	L3 filtering is not used

	DRX
	
	1, 2, 3
	DRX.1
	DRX.7
	

	
	
	
	
	

	Time offset between serving and neighbour cells
	
	1
	3 ms
	Asynchronous cells.
The timing of Cell 2 is 3ms later than the timing of Cell 13.

	
	
	2
	3 s
	Synchronous cells

	
	
	3
	3 s
	Synchronous cells

	T1
	s
	1, 2, 3
	5
	

	T2
	s
	1, 2, 3
	5
	10
	



Table A.6.6.1.4.2-3: NR Cell specific test parameters for SA intra-frequency event triggered reporting with per-UE gaps for PCell in FR1 with DRX
	Parameter
	Unit
	Test 
	Cell 1
	Cell 2

	
	
	configuration
	T1
	T2
	T1
	T2

	TDD 
	
	1
	TN/A
	TN/A

	configuration
	
	2
	TDDConf.1.1
	TDDConf.1.1

	
	
	3
	TDDConf.2.1
	TDDConf.2.1

	PDSCH RMC 
	
	1
	SR.1.1 FDD
	N/A

	configuration
	
	2
	SR.1.1 TDD
	

	
	
	3
	SR.2.1 TDD
	

	RMSI CORESET 
	
	1
	CR.1.1 FDD
	CR.1.1 FDD

	RMC
	
	2
	CR.1.1 TDD
	CR.1.1 TDD

	configuration
	
	3
	CR.2.1 TDD
	CR.2.1 TDD

	Dedicated 
	
	1
	CCR.1.2 FDD
	CCR.1.1 FDD

	CORESET RMC
	
	2
	CCR.1.2 TDD
	CCR.1.1 TDD

	configuration
	
	3
	CCR.2.1 TDD
	CCR.2.1 TDD

	OCNG Patterns
	
	1, 2, 3
	OP.1
	OP.1

	TRS 
	
	1
	TRS.1.1 FDD
	N/A

	configuration
	
	2
	TRS.1.1 TDD
	N/A

	
	
	3
	TRS.1.2 TDD
	N/A

	IInitial BWP configuration
	
	1, 2, 3
	DLBWP.0.1 ULBWP.0.1
	DLBWP.0.1 ULBWP.0.1

	Active DL BWP configuration
	
	1, 2, 3
	DLBWP.1.2
	DLBWP.1.1

	Active UL BWP configuration
	
	1, 2, 3
	ULBWP.1.2
	ULBWP.1.1

	RLM-RS
	
	1, 2, 3
	CSI-RS
	SSB

	[image: ] Note 2
	dBm/SCS
	1
	-98

	
	
	2
	-98

	
	
	3
	-95

	[image: ] Note 2
	dBm/15 kHz
	1
	-98

	
	
	2
	

	
	
	3
	

	[image: ]
	dB
	1
	4
	-1.46
	-Infinity
	-1.46

	
	
	2
	
	
	
	

	
	
	3
	
	
	
	

	[image: ]
	dB
	1
	4
	4
	-Infinity
	4

	
	
	2
	
	
	
	

	
	
	3
	
	
	
	

	SS-RSRP Note 3
	dBm/SCS kHz
	1
	-94
	-94
	-Infinity
	-94

	
	
	2
	-94
	-94
	-Infinity
	-94

	
	
	3
	-91
	-91
	-Infinity
	-91

	Io
	dBm/9.36 MHz
	1
	-64.60
	-62.25
	--64.60
	-62.25

	
	dBm/9.36 MHz
	2
	-64.60
	-62.25
	-64.60
	-62.25

	
	dBm/38.16 MHz
	3
	-58.50
	-56.16
	--58.50
	-56.16

	Propagation Condition 
	
	1, 2, 3
	AWGN

	Note 1:	Table A.6.6.1.4.2-1The resources for uplink transmission are assigned to the UE prior to the start of time period T2.
Note 2:	Table A.6.6.1.4.2-1Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for [image: ] to be fulfilled.
Note 3:	Table A.6.6.1.4.2-1SS-RSRP levels have been derived from other parameters for information purposes. They are not settable parameters themselves.



Table A.6.6.1.4.2-4: Void
Table A.6.6.1.4.2-5: Void


<end of the change 1>


<start of the change 2> 
A.7.5.3.2.1	Test Purpose and Environment
The purpose of this test case is the same as for the test defined in clause A.7.5.3.1.1 except the PCell is in FR1 and SCell is in FR2. 
The supported test configurations are the same as defined in Table A.7.5.3.2.1-1. The general test parameters are the same as defined in Table A.6.5.3.1.1-2 except that the length of T2 is 2s. And cell specific test parameters are described in Tables A.7.5.3.2.1-2. OTA related test parameters are the same as defined in Table A.7.5.3.2.1-3.
At the beginning of T1 the UE receives an RRC message by which the SCell (Cell 2) becomes configured on NR. During T1 the SCell is powered off and UE is not aware of SCell. 
A MAC message for activation of SCell is sent by the test equipment 100ms after the RRC message, in a slot # denoted m. The point in time at which the MAC message for activation of SCell is received at the UE antenna connector defines the start of time period T2. Immediately at beginning of T2 the transmission power of Cell 2 is increased to same level as for cell 21.
During T2, the test equipment monitors the L1-RSRP measurement reporting for the SCell. The time when test equipment receives a valid L1-RSRP report is denoted as slot m+TL1-RSRP. In the next DL slot after slot m+TL1-RSRP, the test equipment sends a MAC message for the activation of the TCI state of the RMC CORESET of the SCell. In the same slot, the test equipment also sends an RRC message to configure the CSI-RS resources for SCell.
Time period T3 starts when a MAC message for deactivation of the SCell, sent from the test equipment to the UE in a slot # denoted n, is received at the UE antenna connector.
The test equipment verifies that potential interruption is carried out in the correct time span by monitoring ACK/NACK sent in PCell and PCell during activation of SCell, respectively.
The test equipment verifies the activation time by counting the slots from the time when the SCell activation command is sent until a CSI report with other than CQI index 0 is received. 
The test equipment verifies the deactivation time by counting the slots from the time when the SCell1 deactivation command is sent until CSI reporting for SCell1 is discontinued.
Table A.7.5.3.2.1-1: Supported test configurations for FR2 SCell activation case
	Configuration
	Description

	1
	PCell: 15 kHz SSB SCS, 10MHz bandwidth, FDD duplex mode
Target SCell: 120 kHz SSB SCS, 100MHz bandwidth, TDD duplex mode

	2
	PCell: 15 kHz SSB SCS, 10MHz bandwidth, TDD duplex mode
Target SCell: 120 kHz SSB SCS, 100MHz bandwidth, TDD duplex mode

	3
	PCell: 30kHz SSB SCS, 40MHz bandwidth, TDD duplex mode
Target SCell: 120 kHz SSB SCS, 100MHz bandwidth, TDD duplex mode

	Note: The UE is only required to pass in one of the supported test configurations



Table A.7.5.3.2.1-2: Cell specific test parameters for FR2 SCell activation case 
	ParameterNote 5
	Unit
	T1
	T2
	T3

	
	
	Cell 1
	Cell 2
	Cell 1
	Cell 2
	Cell 1
	Cell 2

	SSB ARFCN
	
	Freq1
	Freq2
	Freq1
	Freq2
	Freq1
	Freq2

	Duplex mode
	Config 1
	
	FDD
	TDD
	FDD
	TDD
	FDD
	TDD

	
	Config 2,3
	
	TDD

	TDD configuration
	Config 1
	
	Not Applicable
	TDDConf.3.1
	Not Applicable
	TDDConf.3.1
	Not Applicable
	TDDConf.3.1

	
	Config 2,3
	
	TDDConf.1.1
	
	TDDConf.1.1
	
	TDDConf.1.1
	

	Downlink initial BWP Configuration
	Config 1,2,3
	
	DLBWP.0.1

	Downlink dedicated BWP Configuration
	Config 1,2,3
	
	DLBWP.1.1
	DLBWP.1.1
	DLBWP.1.1
	DLBWP.1.1
	DLBWP.1.1
	DLBWP.1.1

	Uplink initial BWP configuration
	Config 1,2,3
	
	ULBWP.0.1
	ULBWP.0.1
	ULBWP.0.1
	ULBWP.0.1
	ULBWP.0.1
	ULBWP.0.1

	Uplink dedicated BWP configuration
	Config 1,2,3
	
	ULBWP.1.1
	ULBWP.1.1
	ULBWP.1.1
	ULBWP.1.1
	ULBWP.1.1
	ULBWP.1.1

	TRS configuration
	Config 1,2,3
	
	N/A
	TRS.2.1 TDD
	N/A
	TRS.2.1 TDD
	N/A
	TRS.2.1 TDD

	TCI state
	Config 1,2,3
	
	TCI.State.0
	TCI.State.0
	TCI.State.0
	TCI.State.0
	TCI.State.0
	TCI.State.0

	BWchannel
	Config 1,2
	MHz
	10: NRB,c = 52
	100: NRB,c = 66
	10: NRB,c = 52
	100: NRB,c = 66
	10: NRB,c = 52
	100: NRB,c = 66

	
	Config 3
	
	40: NRB,c = 106
	
	40: NRB,c = 106
	
	40: NRB,c = 106
	

	PDSCH Reference measurement channel
	Config 1
	
	SR.1.1 FDD
	-
	SR.1.1 FDD 
	-
	SR.1.1 FDD 
	-

	
	Config 2
	
	SR.1.1 TDD
	
	SR.1.1 TDD
	
	SR.1.1 TDD
	

	
	Config 3
	
	SR.2.1 TDD
	
	SR.2.1 TDD
	
	SR.2.1 TDD
	

	RMSI CORESET Parameters
	Config 1
	
	CR.1.1 FDD
	-
	CR.1.1 FDD 
	-
	CR.1.1 FDD 
	-

	
	Config 2
	
	CR.1.1 TDD
	
	CR.1.1 TDD
	
	CR.1.1 TDD
	

	
	Config 3
	
	CR.2.1 TDD
	
	CR.2.1 TDD
	
	CR.2.1 TDD
	

	Dedicated CORESET Parameters
	Config 1
	
	CCR.1.1 FDD
	-
	CCR.1.1 FDD
	-
	CCR.1.1 FDD
	-

	
	Config 2
	
	CCR.1.1 TDD
	
	CCR.1.1 TDD
	
	CCR.1.1 TDD
	

	
	Config 3
	
	CCR.2.1 TDD
	
	CCR.2.1 TDD
	
	CCR.2.1 TDD
	

	OCNG Patterns
	
	OP.1  

	SSB configuration
	Config 1,2
	
	SSB.1 FR1
	SSB.3 FR2
	SSB.1 FR1
	SSB.3 FR2
	SSB.1 FR1
	SSB.3 FR2

	
	Config 3
	
	SSB.2 FR1
	
	SSB.2 FR1
	
	SSB.2 FR1
	

	CSI-RS configuration
	Config 1~3
	
	NA
	NA
	NA
	CSI-RS.3.1 TDD Note 6
	NA
	CSI-RS.3.1 TDD

	CSI reporting periodicity Note 7
	Config 1~6
	ms
	NA
	5
	NA
	5
	NA
	5

	SMTC configuration
	
	SMTC.1

	EPRE ratio of PSS to SSS
	dB
	0

	EPRE ratio of PBCH_DMRS to SSS
	
	

	EPRE ratio of PBCH to PBCH_DMRS
	
	

	EPRE ratio of PDCCH_DMRS to SSS
	
	

	EPRE ratio of PDCCH to PDCCH_DMRS
	
	

	EPRE ratio of PDSCH_DMRS to SSS
	
	

	EPRE ratio of PDSCH to PDSCH_DMRS
	
	

	EPRE ratio of OCNG DMRS to SSSNote 1
	
	

	EPRE ratio of OCNG to OCNG DMRS Note 1
	
	

	Propagation conditions
	
	NA
Link only, see clause A.3.7A
	AWGN
	NA
Link only, see clause A.3.7A
	AWGN
	NA
Link only, see clause A.3.7A
	AWGN

	Note 1:	OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 2:	Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for  to be fulfilled.
Note 3:	SS-RSRP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.
Note 4:	SS-RSRP minimum requirements are specified assuming independent interference and noise at each receiver antenna port.
Note 5: 	All parameters apply for configuration 1 and 2.
Note 6:	CSI-RS for CSI measurement is (re)configured in the next DL slot after slot m+TL1-RSRP during T2.
Note 7:	L1-RSRP measurement and reporting are configured to the the UE prior to the start of time period T1.



Table A.7.5.3.2.1-3: OTA related test parameters for FR1 PCell activation case with FR2 SCell
	Parameter
	Unit
	Cell 2
	Cell 1

	
	
	T1
	T2
	T3
	T1
	T2
	T3

	Angle of arrival configuration
	
	According to clause A.3.15.1
	NA

	
Note1
	dBm/15kHz
	-104.7
	NA
Link only, see clause A.3.7A

	Assumption for UE beams Note 7
	
	Rough
	

	
Note1
	Config 1,2
	dBm/SCS
	-95.7
	

	
	Config 3,
	
	
	

	SS-RSRPNote2
	Config 1,2
	dBm/SCS Note3
	-88.7
	

	
	Config 3
	
	
	

	

	Config 1,2,3
	dB
	7
	

	

	dB
	7
	

	IoNote2
	Config 1,2
	dBm/ChBWNote4,Note6
	-58.92
	

	
	Config 3
	
	
	

	
Note 1:	Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for  to be fulfilled.
Note 2:	SS-RSRP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.
Note 3:	SS-RSRP minimum requirements are specified assuming independent interference and noise at each receiver antenna port.
Note 4: 	Equivalent power received by an antenna with 0dBi gain at the centre of the quiet zone
Note 5:	As observed with 0dBi gain antenna at the centre of the quiet zone
Note 6:	ChBW is 94.04 MHz for Cell2, 9.36 MHz for Cell 31 in configurations 1,2,4,5, 38.1 MHz in configurations 3,6 
Note 7:	Information about types of UE beam is given in B.2.1.3 and does not imit UE implementation or test system implementation.




<end of the change 2>


<start of the change 3>
[bookmark: _Toc535476777]A.7.6.2.5.1	Test Purpose and Environment
The purpose of this test is to verify that the UE makes correct reporting of an event. This test will partly verify the SA inter-frequency NR cell search requirements in clause 9.3.4.
In this test, there are two cells: NR cell 1 as PCell in FR1 on NR RF channel 2 and NR cell 2 as neighbour cell in FR2 on NR RF channel 2. The test parameters and configurations are given in Tables A.7.6.2.5.1-1, A.7.6.2.5.1-2, and A.7.6.2.5.1-3. 
In test 1 per-UE measurement gap pattern configuration # 0 as defined in Table A.7.6.2.5.1-2 is provided for a UE that does not support per-FR gap and in test 2 no gap pattern is configured as defined in Table A.7.6.2.5.1-2. If the UE supports per-FR gap, it is only required to pass test 2. Otherwise it is only required to pass test 1.
In the measurement control information, it is indicated to the UE that event-triggered reporting with Event A4 is used. The test consists of two successive time periods, with time duration of T1, and T2 respectively. During time duration T1, the UE shall not have any timing information of NR cell 32.
Supported test configurations are shown in table A.7.6.2.5.1-1.
<end of the change 3>


<start of the change 4>
[bookmark: _Toc535476780]A.7.6.2.6.1	Test Purpose and Environment
The purpose of this test is to verify that the UE makes correct reporting of an event. This test will partly verify the SA inter-frequency NR cell search requirements in clause 9.3.4.
In this test, there are two cells: NR cell 1 as PCell in FR1 on NR RF channel 2 and NR cell 2 as neighbour cell in FR2 on NR RF channel 2.  The test parameters and configurations are given in Tables A.7.6.2.6.1-1, A.7.6.2.6.1-2, and A.7.6.2.6.1-3.
In test 1&2 per-UE measurement gap pattern configuration # 0 as defined in Table A.7.6.2.6.1-2 is provided for a UE that does not support per-FR gap and in test 3&4 no gap pattern is configured as defined in Table A.7.6.2.6.1-2. If a UE supports per-FR gap  it is only required to pass test 3&4. Otherwise it is only required to pass test 1&2.
In the measurement control information, it is indicated to the UE that event-triggered reporting with Event A4 is used. The test consists of two successive time periods, with time duration of T1, and T2 respectively. During time duration T1, the UE shall not have any timing information of NR cell 23.
Supported test configurations are shown in table A.7.6.2.6.1-1.
UE needs to be provided at least once every 500ms with new Timing Advance Command MAC control element to restart the Time alignment timer to keep UE uplink time alignment. Furhtermore UE is allocated with PUSCH resource at every DRX cycle.
<end of the change 4>


<start of the change 5>
[bookmark: _Toc535476783]A.7.6.2.7.1	Test Purpose and Environment
The purpose of this test is to verify that the UE makes correct reporting of an event. This test will partly verify the SA inter-frequency NR cell search requirements in clause 9.3.4.
In this test, there are two cells: NR cell 1 as PCell in FR1 on NR RF channel 2 and NR cell 2 as neighbour cell in FR2 on NR RF channel 2. The test parameters and configurations are given in Tables A.7.6.2.7.1-1, A.7.6.2.7.1-2, and A.7.6.2.7.1-3. 
In test 1 per-UE measurement gap pattern configuration # 0 as defined in Table A.7.6.2.7.1-2 is provided for a UE that does not support per-FR gap and in test 2 measurement no gap pattern is configured as defined in Table A.7.6.2.7.1-2. If the UE supports per-FR gap, it is only required to pass test 2. Otherwise it is only required to pass test 1.
In the measurement control information, it is indicated to the UE that event-triggered reporting with Event A4 is used. The test consists of two successive time periods, with time duration of T1, and T2 respectively. During time duration T1, the UE shall not have any timing information of NR cell 23.
Supported test configurations are shown in table A.7.6.2.7.1-1.
<end of the change 5>


<start of the change 6>
[bookmark: _Toc535476786]A.7.6.2.8.1	Test Purpose and Environment
The purpose of this test is to verify that the UE makes correct reporting of an event. This test will partly verify the SA inter-frequency NR cell search requirements in clause 9.3.4.
In this test, there are two cells: NR cell 1 as PCell in FR1 on NR RF channel 2 and NR cell 2 as neighbour cell in FR2 on NR RF channel 2. The test parameters and configurations are given in Tables A.7.6.2.8.1-1, A.7.6.2.8.1-2, and A.7.6.2.8.1-3. 
In test 1&2 per-UE measurement gap pattern configuration # 0 as defined in Table A.7.6.2.8.1-2 is provided for a UE that does not support per-FR gap and in test 3&4 measurement no gap pattern is configured as defined in Table A.7.6.2.8.1-2.If a UE supports per-FR gap , it is only required to pass test 3&4. Otherwise it is only required to pass test 1&2.
In the measurement control information, it is indicated to the UE that event-triggered reporting with Event A4 is used. The test consists of two successive time periods, with time duration of T1, and T2 respectively. During time duration T1, the UE shall not have any timing information of NR cell 23.
Supported test configurations are shown in table A.7.6.2.8.1-1.
UE needs to be provided at least once every 500ms with new Timing Advance Command MAC control element to restart the Time alignment timer to keep UE uplink time alignment. Furhtermore UE is allocated with PUSCH resource at every DRX cycle.
<end of the change 6>


<start of the change 7>
[bookmark: _Toc535476795]A.7.7.1.2.2	Test parameters
In this set of test cases there are two cells in the test, PCell (Cell 1) and a FR2 neighbour cell (Cell 2) on a different frequency than the PCell. The test parameters and applicability for Cell 1 are defined in A.3.7.2. The test parameters for the Cell 1 and Cell 2 are given in Table A.7.7.1.2.2-1 and Table A.7.7.1.2.2-2 below. Both absolute and relative accuracy of RSRP inter-frequency measurements are tested by using the parameters in Table A.7.7.1.2.2-1 and Table A.7.7.1.2.2-1. The inter-frequency measurements are supported by a measurement gap. 
Table A.7.7.1.2.2-1: SS-RSRP inter-frequency test parameters
	Parameter
	Config
	Unit
	Test 1
	Test 2

	
	
	
	Cell 1
	Cell 2
	Cell 1
	Cell 2

	SSB ARFCN
	1~2
	
	freq1
	freq2
	freq1
	freq2

	BWchannel
	1~2
	
	100:
NRB,c = 66
	100:
NRB,c = 66

	Gap pattern ID
	
	
	0
	0

	Duplex mode
	1~2
	
	TDD
	TDD
	TDD
	TDD

	TDD configuration
	1~2
	
	TDDConf.3.1
	TDDConf.3.1

	PDSCH Reference measurement channel
	1
	
	SR.3.2 TDD
	-
	SR.3.2 TDD
	-

	
	2
	
	SR.3.3 TDD
	
	SR.3.3 TDD
	

	RMSI CORESET Reference Channel
	1
	
	CR.3.2 TDD
	-
	CR.3.2 TDD
	-

	
	2
	
	CR.3.2 TDD
	
	CR.3.2 TDD
	

	Dedicated CORESET Reference Channel
	1
	
	CCR.3.1 TDD
	-
	CCR.3.1 TDD
	-

	
	2
	
	CCR.3.7 TDD
	
	CCR.3.7 TDD
	

	SSB configuration
	1
	
	SSB.3 FR2
	SSB.3 FR2

	
	2
	
	SSB.4 FR2
	SSB.4 FR2

	PDSCH/PDCCH subcarrier spacing
	1~2
	kHz
	120
	120

	OCNG Patterns
	1~2
	
	OP.5
	OP.5

	Initial BWP Configuration
	1~2
	
	DLBWP.0.1
ULBWP.0.1
	DLBWP.0.1
ULBWP.0.1

	Dedicated BWP configuration
	1~2
	
	DLBWP.1.3
ULBWP.1.3
	DLBWP.1.3
ULBWP.1.3

	TRS Configuration
	1~2
	
	TRS.2.1 TDD
	TRS.2.1 TDD

	PDCCH/PDSCH TCI Configuration
	1~2
	
	TCI.State.2
	TCI.State.2

	SMTC configuration
	1~2
	
	SMTC.1
	SMTC.1

	Time offset between Cell 2 and Cell 13
	1~2
	s
	3
	3

	EPRE ratio of PSS to SSS
	1~2
	dB
	0
	0
	0
	0

	EPRE ratio of PBCH DMRS to SSS
	
	
	
	
	
	

	EPRE ratio of PBCH to PBCH DMRS
	
	
	
	
	
	

	EPRE ratio of PDCCH DMRS to SSS
	
	
	
	
	
	

	EPRE ratio of PDCCH to PDCCH DMRS
	
	
	
	
	
	

	EPRE ratio of PDSCH DMRS to SSS
	
	
	
	
	
	

	EPRE ratio of PDSCH to PDSCH DMRS
	
	
	
	
	
	

	EPRE ratio of OCNG DMRS to SSSNote 1
	
	
	
	
	
	

	EPRE ratio of OCNG to OCNG DMRS Note 1
	
	
	
	
	
	

	Propagation condition
	1~2
	-
	AWGN
	AWGN
	AWGN
	AWGN

	Antenna configuration
	1~2
	-
	1x2
	1x2
	1x2
	1x2

	Note 1:	OCNG shall be used such that a constant total transmitted power spectral density is achieved for all OFDM symbols.
Note 2:	Void
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<start of the change 8>
A.7.7.1.3.2	Test parameters
In this set of test cases there are two cells in the test, PCell (Cell 1) in FR1 and Cell 2 in FR2 . The test parameters for the Cell 1 and Cell 2 are given in Table A.7.7.1.3.2-1 and Table A.7.7.1.3.2-2 below. Both absolute and relative accuracy of RSRP inter-frequency measurements are tested by using the parameters in Table A.7.7.1.3.2-1 and Table A.7.7.1.3.2-2. The inter-frequency measurements are supported by a measurement gap.
Table A.7.7.1.3.2-1: SS-RSRP inter-frequency test parameters
	Parameter
	Config
	Unit
	Test 1
	Test 2

	
	
	
	Cell 1
	Cell 2
	Cell 1
	Cell 2

	SSB ARFCN
	1~3
	
	freq1
	freq2
	freq1
	freq2

	BWchannel
	1
	MHz
	10:
NRB,c = 52
	100:
NRB,c = 66
	10:
NRB,c = 52
	100:
NRB,c = 66

	
	2
	
	10:
NRB,c = 52
	
	10:
NRB,c = 52
	

	
	3
	
	40:
NRB,c = 106
	
	40:
NRB,c = 106
	

	Duplex mode
	1
	
	FDD
	TDD
	FDD
	TDD

	
	2
	
	TDD
	
	TDD
	

	
	3
	
	TDD
	
	TDD
	

	TDD configuration
	1
	
	N/A
	TDDConf.3.1
	N/A
	TDDConf.3.1

	
	2
	
	TDDConf.1.1
	
	TDDConf.1.1
	

	
	3
	
	TDDConf.2.1
	
	TDDConf.2.1
	

	PDSCH Reference measurement channel
	1
	
	SR.1.1 FDD
	-
	SR.1.1 FDD
	-

	
	2
	
	SR.1.1 TDD
	
	SR.1.1 TDD
	

	
	3
	
	SR.2.1 FDD
	
	SR.2.1 FDD
	

	RMSI CORESET Reference Channel
	1
	
	CR.1.1 FDD
	-
	CR.1.1 FDD
	-

	
	2
	
	CR.1.1 TDD
	-
	CR.1.1 TDD
	-

	
	3
	
	CR.2.1 FDD
	-
	CR.2.1 FDD
	-

	Dedicated CORESET Reference Channel
	1
	
	CCR.1.1 FDD
	-
	CCR.1.1 FDD
	-

	
	2
	
	CCR.1.1 TDD
	-
	CCR.1.1 TDD
	-

	
	3
	
	CCR.2.1 TDD
	-
	CCR.2.1 TDD
	-

	SSB configuration
	1
	
	SSB.1 FR1
	SSB.1 FR2
	SSB.1 FR1
	SSB.1 FR2

	
	2
	
	SSB.1 FR1
	
	SSB.1 FR1
	

	
	3
	
	SSB.2 FR1
	
	SSB.2 FR1
	

	OCNG Patterns
	1~3
	
	OP.1
	OP.1

	Initial BWP Configuration
	1~3
	
	DLBWP.0.1
ULBWP.0.1
	DLBWP.0.1
ULBWP.0.1

	Dedicated BWP configuration
	1~3
	
	DLBWP.1.3
ULBWP.1.3
	DLBWP.1.3
ULBWP.1.3

	TRS Configuration
	1~3
	
	TRS.2.1 TDD
	TRS.2.1 TDD

	PDCCH/PDSCH TCI Configuration
	1~3
	
	TCI.State.2
	TCI.State.2

	SMTC configuration
	1~3
	
	SMTC.1
	SMTC.1

	Time offset between Cell 2 and Cell 13
	1~3
	s
	3
	3

	EPRE ratio of PSS to SSS
	1~3
	dB
	0
	0
	0
	0

	EPRE ratio of PBCH DMRS to SSS
	
	
	
	
	
	

	EPRE ratio of PBCH to PBCH DMRS
	
	
	
	
	
	

	EPRE ratio of PDCCH DMRS to SSS
	
	
	
	
	
	

	EPRE ratio of PDCCH to PDCCH DMRS
	
	
	
	
	
	

	EPRE ratio of PDSCH DMRS to SSS
	
	
	
	
	
	

	EPRE ratio of PDSCH to PDSCH DMRS
	
	
	
	
	
	

	EPRE ratio of OCNG DMRS to SSSNote 1
	
	
	
	
	
	

	EPRE ratio of OCNG to OCNG DMRS Note 1
	
	
	
	
	
	

	Propagation condition
	1~3
	-
	NA
Link only, see clause A.3.7A
	AWGN
	NA
Link only, see clause A.3.7A
	AWGN

	Antenna configuration
	1~3
	-
	
	1x2
	
	1x2

	Note 1:	OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.
Note 2:	Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for [image: ] to be fulfilled.
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