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	Reason for change:
	Mirror CR(CatA) of R4-2107755.

There is an ambiguity on the definition of interBandContiguousMRDC although the clear definition was agreed in past.

RAN4 agreed that intra-band non-contiguous EN-DC requirements for these inter-band EN-DC configurations such as DC_42_n78 applies as mandatory but it is optional to apply intra-band contiguous EN-DC requirements for these inter-band EN-DC configurations.
However, the current NOTE just describes that “The minimum requirements for intra-band contiguous or non-contiguous EN-DC apply”, which could lead to any misunderstanding on the definition of the UE capability.

The agreements above mentioned were captured in the following T-docs:
· Chairman report of RAN4#92(related to R4-1909063)
· Approved LS: R4-1913130
· Cover sheet of agreed CR: R2-2002350

	
	

	Summary of change:
	Clarify NOTE4 in Table 5.5B.4.1-1 according to the related agreeements as following:
“The minimum requirements for intra-band non-contiguous EN-DC apply. When UE capability interBandContiguousMRDC is indicated, the minimum requirements for intra-band-contiguous EN-DC also should be met in addtion to intra-band non-contiguous EN-DC.”

NOTE that NOTE4 is only put for B42_n77 and B42_n78 which do not specify UL EN-DC configuration of B42_n77 and B42_n78.
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	Other comments:
	TS 38.306 describes that interBandContiguousMRDC indicates the supportiveness of intra-band contiguous requirements, and if absent, only intra-band non-contiguous requirements applies. In addition, it refers to Table 5.5B.4.1-1 in TS 38.101-3.
Therefore, it seems that the clarification proposed in this CR is needed in only TS 38.101-3 although the decision whether or not to change TS 38.306 is up to RAN2.

interBandContiguousMRDC
Indicates for an inter-band (NG)EN-DC/NE-DC combination, where the frequency range of the E-UTRA band is a subset of the frequency range of the NR band (as specified in Table 5.5B.4.1-1 of TS 38.101-3 [4]), that the UE supports intra-band contiguous (NG)EN-DC/NE-DC requirements (see TS 38.101-3 [4]). If the field is absent for such an inter-band (NG)EN-DC/NE-DC combination, the UE supports intra-band non-contiguous (NG)EN-DC/NE-DC requirements.
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Table 5.5B.4.1-1: Inter-band EN-DC configurations within FR1 (two bands)
	EN-DC
configuration
	Uplink EN-DC
configuration
(NOTE 1)
	Single UL allowed
	DL interruption allowed
(Note 14)

	DC_1A_n3A
DC_1C_n3A
	DC_1A_n3A
DC_1C_n3A
	DC_1_n3
	

	DC_1A_n5A
	DC_1A_n5A
	No
	

	DC_1A_n7A
DC_1A_n7B
	DC_1A_n7A
	No
	

	DC_1A-1A_n7A
DC_1A-1A_n7B
	DC_1A_n7A
	No
	

	DC_1A_n8A
	DC_1A_n8A
	No
	

	DC_1A_n20A
	DC_1A_n20A
	No
	

	DC_1A_n28A
	DC_1A_n28A
	No
	

	DC_1A-1A_n28A
	DC_1A_n28A
	No
	

	DC_1A_n38A
DC_1C_n38A
	DC_1A_n38A
	No
	

	DC_1A_n40A
DC_1A_n40B
	DC_1A_n40A
	No
	

	DC_1A_n41A
	DC_1A_n41A
	No
	

	DC_1A_n50A
	DC_1A_n50A
	No
	

	DC_1A_n51A
	DC_1A_n51A
	No
	

	DC_1A_n71A
DC_1A_n71B
	DC_1A_n71A
	No
	

	DC_1A_n77A7
DC_1A_n77C7
	DC_1A_n77A
	DC_1_n77
	No

	DC_1A_n77(2A)
	DC_1A_n77A
	DC_1_n77
	No

	DC_1A_n78A7
DC_1A_n78C7
	DC_1A_n78A
	No
	No

	DC_1A_n78(2A)7
DC_1A-1A_n78A
	DC_1A_n78A
	No
	No

	DC_1A_n79A7
DC_1A_n79C7
	DC_1A_n79A
	No
	No

	DC_2A_n5A
	DC_2A_n5A
	No
	

	DC_2A-2A_n5A
	DC_2A_n5A
	No
	

	DC_2A_n7A
	DC_2A_n7A
	No
	

	DC_2A_n7(2A)
	DC_2A_n7A
	No
	

	DC_2A_n12A
	DC_2A_n12A
	No
	

	DC_2A_n28A
	DC_2A_n28A
	No
	

	DC_2A_n38A
	DC_2A_n38A
	No
	

	DC_2A-2A_n38A
	DC_2A_n38A
	No
	

	DC_2A_n41A
DC_2A_n41C
DC_2C_n41A
	DC_2A_n41A
DC_2C_n41A
	No
	

	DC_2A-2A_n41A
DC_2A_n41(2A)
	DC_2A_n41A
	No
	

	DC_2A_n46A
	DC_2A_n46A
	No
	

	DC_2A_n48A
DC_2A_n48B
	DC_2A_n48A
	No
	

	DC_2A_n66A
DC_2A_n66(2A)
	DC_2A_n66A
	DC_2_n66
	

	DC_2A-2A_n66A
	DC_2A_n66A
	DC_2_n66
	

	DC_2A_n71A
DC_2A_n71B
DC_2C_n71A
	DC_2A_n71A
DC_2C_n71A
	No
	

	DC_2A-2A_n71A
	DC_2A_n71A
	No
	

	DC_2A_n77A
	DC_2A_n77A
	DC_2_n77
	

	DC_2A-2A_n77A
	DC_2A_n77A
	DC_2_n77
	

	DC_2A_n78A
	DC_2A_n78A
	DC_2_n78
	

	DC_2A_n78(2A)
	DC_2A_n78A
	DC_2_n78
	

	DC_2A-2A_n78A
	DC_2A_n78A
	DC_2_n78
	

	DC_3A_n1A
DC_3C_n1A
	DC_3A_n1A
DC_3C_n1A
	DC_3_n1
	

	DC_3A-3A_n1A
	DC_3A_n1A
	DC_3_n1
	

	DC_3A_n5A
DC_3C_n5A
	DC_3A_n5A
DC_3C_n5A
	DC_3_n5
	

	DC_3A_n7A
DC_3A_n7B
DC_3C_n7A
DC_3C_n7B
	DC_3A_n7A
DC_3A_n7B
DC_3C_n7A
	No
	

	DC_3A-3A_n7A
DC_3A-3A_n7B
	DC_3A_n7A
	No
	

	DC_3A_n8A
	DC_3A_n8A
	No
	

	DC_3A_n20A
	DC_3A_n20A
	No
	

	DC_3A_n28A
DC_3C_n28A
	DC_3A_n28A
DC_3C_n28A
	No
	

	DC_3A_n34A
	DC_3A_n34A
	No
	

	DC_3A_n38A
DC_3C_n38A
	DC_3A_n38A
	No
	

	DC_3A_n40A
DC_3A_n40B
	DC_3A_n40A
	No
	

	DC_3A_n41A
DC_3C_n41A
	DC_3A_n41A
DC_3C_n41A
	DC_3_n41
	No

	DC_3A_n50A
	DC_3A_n50A
	No
	

	DC_3A_n51A
	DC_3A_n51A
	No
	

	DC_3A_n77A7
DC_3A_n77C7
DC_3C_n77A7
	DC_3A_n77A
DC_3C_n77A
	No
	

	DC_3A_n77(2A)7
DC_3C_n77(2A)7
	DC_3A_n77A
DC_3C_n77A
	DC_3_n77
	No

	DC_3A-3A_n77A
	DC_3A_n77A
	DC_3_n77
	No

	DC_3A_n78A7
DC_3A_n78C7
DC_3C_n78A7
	DC_3A_n78A
DC_3C_n78A
	DC_3_n77
	No

	DC_3A_n77A7
DC_3A_n77C7
DC_3C_n77A7
	DC_3A_n77A
DC_3C_n77A
	DC_3_n78
	No

	DC_3A_n78(2A)7
DC_3C_n78(2A)7
	DC_3A_n78A
	DC_3_n78
	No

	DC_3A-3A_n78A
	DC_3A_n78A
	DC_3_n78
	No

	DC_3A_n79A7
DC_3A_n79C7
DC_3C_n79A7
	DC_3A_n79A
DC_3C_n79A
	No
	No

	DC_4A_n2A
	DC_4A_n2A
	No
	

	DC_4A_n5A
	DC_4A_n5A
	DC_4_n5
	

	DC_4A_n7A
	DC_4A_n7A
	No
	

	DC_4A_n28A
	DC_4A_n28A
	No
	

	DC_4A_n38A
	DC_4A_n38A
	No
	

	DC_4A_n41A
	DC_4A_n41A
	No
	

	DC_4A_n78A
	DC_4A_n78A
	No
	

	DC_4A_n78(2A)
	DC_4A_n78A
	No
	

	DC_5A_n2A
DC_5B_n2A
	DC_5A_n2A
	No
	

	DC_5A-5A_n2A
	DC_5A_n2A
	No
	

	DC_5A_n7A
	DC_5A_n7A
	DC_5_n7
	

	DC_5A_n7(2A)
	DC_5A_n7A
	DC_5_n7
	

	DC_5A_n12A
	DC_5A_n12A
	No
	

	DC_5A_n38A
	DC_5A_n38A
	DC_5_n38
	

	DC_5A_n40A
	DC_5A_n40A
	No
	

	DC_5A_n48A
DC_5A_n48B
	DC_5A_n48A
	No
	

	DC_5A_n66A
DC_5B_n66A
	DC_5A_n66A
	DC_5_n66
	

	DC_5A-5A_n66A
	DC_5A_n66A
	DC_5_n66
	

	DC_5A_n77A
	DC_5A_n77A
	No
	

	DC_5A_n71A
	DC_5A_n71A
	No
	

	DC_5A_n78A7
DC_5A_n78C7
	DC_5A_n78A
	No
	No

	DC_5A_n78(2A)7
	DC_5A_n78A
	No
	No

	DC_5A_n79A
	DC_5A_n79A
	No
	No

	DC_7A_n1A
DC_7C_n1A
	DC_7A_n1A
DC_7C_n1A
	No
	

	DC_7A-7A_n1A
	DC_7A_n1A
	No
	

	DC_7A_n2A
DC_7C_n2A
	DC_7A_n2A
	No
	

	DC_7A_n3A
DC_7C_n3A
	DC_7A_n3A
DC_7C_n3A
	No
	

	DC_7A_n5A
DC_7C_n5A
	DC_7A_n5A
DC_7C_n5A
	DC_7_n5
	

	DC_7A-7A_n5A
	DC_7A_n5A
	DC_7_n5
	

	DC_7A_n8A
	DC_7A_n8A
	No
	

	DC_7A-7A_n78A7
DC_7A-7A_n78C7
	DC_7A_n78A
	No
	

	DC_7A-7A_n78(2A)7
	DC_7A_n78A
	No
	

	DC_7A_n20A
	DC_7A_n20A
	No
	

	DC_7A_n28A
DC_7C_n28A
	DC_7A_n28A
DC_7C_n28A
	No
	

	DC_7A_n40A
	DC_7A_n40A
	Yes
	

	DC_7A_n51A
	DC_7A_n51A
	No
	

	DC_7A_n66A
DC_7C_n66A
	DC_7A_n66A
	No
	

	DC_7A-7A_n66A
	DC_7A_n66A
	No
	

	DC_7A_n71A
	DC_7A_n71A
	No
	

	DC_7A_n77A
DC_7A_n77(2A)
DC_7C_n77A
DC_7C_n77(2A)
	DC_7A_n77A
	No
	

	DC_7A-7A_n77A
DC_7A-7A_n77(2A)
	DC_7A_n77A
	No
	

	DC_7A_n78A7
DC_7C_n78A7
DC_7A_n78C7
	DC_7A_n78A
DC_7C_n78A
	No
	

	DC_7A_n78(2A)7
[bookmark: OLE_LINK55]DC_7C_n78(2A)7
	DC_7A_n78A
DC_7C_n78A
	No
	

	DC_8A_n1A
	DC_8A_n1A
	No
	

	DC_8A_n2A
	DC_8A_n2A
	DC_8_n2
	

	DC_8A_n3A
	DC_8A_n3A
	No
	

	DC_8A_n7A
	DC_8A_n7A
	No
	

	DC_8A_n20A
	DC_8A_n20A
	Yes
	

	DC_8A_n28A
	DC_8A_n28A
	No
	

	DC_8A_n34A
	DC_8A_n34A
	No
	

	DC_8A_n39A
	DC_8A_n39A
	No
	

	DC_8A_n40A7
	DC_8A_n40A
	No
	

	DC_8A_n41A
DC_8A_n41C
	DC_8A_n41A
	No
	No

	DC_8A_n41(2A)
	DC_8A_n41A
	No
	No

	DC_8A_n77A7
	DC_8A_n77A
	No
	No

	DC_8A_n77(2A)7
	DC_8A_n77A
	No
	No

	DC_8A_n78A7
	DC_8A_n78A
	No
	No

	DC_8A_n78(2A)7
	DC_8A_n78A
	No
	No

	DC_8A_n79A7
DC_8A_n79C
	DC_8A_n79A
DC_8A_n79C
	No
	No

	DC_8A_n93A
	DC_8A_n93A_ULSUP-TDM
	N/A
	

	DC_8A_n94A
	DC_8A_n94A_ULSUP-TDM
	N/A
	

	DC_11A_n3A
	DC_11A_n3A
	No
	

	DC_11A_n28A
	DC_11A_n28A
	No
	

	DC_11A_n77A7
	DC_11A_n77A
	No
	No

	DC_11A_n77(2A)7
	DC_11A_n77A
	No
	No

	DC_11A_n78A7
	DC_11A_n78A
	No
	No

	DC_11A_n79A7
	DC_11A_n79A
	No
	

	DC_12A_n2A
	DC_12A_n2A
	No
	

	DC_12A_n5A
	DC_12A_n5A
	No
	

	DC_12A_n7A
DC_12A_n7(2A)
	DC_12A_n7A
	No
	

	DC_12A_n25A
	DC_12A_n25A
	No
	

	DC_12A_n38A
	DC_12A_n38A
	No
	

	DC_12A_n41A
	DC_12A_n41A
	No
	

	DC_12A_n66A
DC_12A_n66(2A)
	DC_12A_n66A
	No
	

	DC_12A_n71A
	DC_12A_n71A18,19
	DC_12_n71
	

	DC_12A_n78A
DC_12A_n78(2A)
	DC_12A_n78A
	DC_12_n78
	

	DC_13A_n2A
	DC_13A_n2A
	No
	

	DC_13A_n5A
	DC_13A_n5A
	DC_13_n5
	

	DC_13A_n7A
DC_13A_n7(2A)
	DC_13A_n7A
	No
	

	DC_13A_n48A
DC_13A_n48B
	DC_13A_n48A
	No
	

	DC_13A_n66A
	DC_13A_n66A
	No
	

	DC_13A_n71A
	DC_13A_n71A
	No
	

	DC_13A_n77A
	DC_13A_n77A
	No
	

	DC_13A_n78A
DC_13A_n78(2A)
	DC_13A_n78A
	No
	

	DC_14A_n2A
	DC_14A_n2A
	No
	

	DC_14A_n66A
	DC_14A_n66A
	No
	

	DC_18A_n3A
	DC_18A_n3A
	No
	

	DC_18A_n28A8
	DC_18A_n28A
	No
	

	DC_18A_n41A16
	DC_18A_n41A
	No
	

	DC_18A_n77A7
DC_18A_n77(2A)7
	DC_18A_n77A
	No
	No

	DC_18A_n78A7
DC_18A_n78(2A)7
	DC_18A_n78A
	No
	No

	DC_20A_n91A
	DC_20A_n91A_ULSUP-TDM
	N/A
	

	DC_20A_n92A
	DC_20A_n92A_ULSUP-TDM
	N/A
	

	DC_18A_n79A7
	DC_18A_n79A
	No
	

	DC_19A_n1A
	DC_19A_n1A
	No
	

	DC_19A_n77A7
DC_19A_n77C7
	DC_19A_n77A
	No
	

	DC_19A_n78A7
DC_19A_n78C7
	DC_19A_n78A
	No
	No

	DC_19A_n79A7
DC_19A_n79C7
	DC_19A_n79A
	No
	No

	DC_20A_n1A
	DC_20A_n1A
	No
	

	DC_20A_n3A
	DC_20A_n3A
	No
	

	DC_20A_n7A
	DC_20A_n7A
	DC_20_n7
	

	DC_20A_n8A
	DC_20A_n8A
	DC_20_n8
	

	DC_20A_n28A8, 11,13
	DC_20A_n28A
	No
	

	DC_20A_n38A
	DC_20A_n38A
	No
	

	DC_20A_n41A
	DC_20A_n41A
	DC_20_n41
	

	DC_20A_n50A
	DC_20A_n50A
	No
	

	DC_20A_n51A
	DC_20A_n51A
	No
	

	DC_20A_n77A7
	DC_20A_n77A
	No
	

	DC_20A_n78A7
	DC_20A_n78A
	No
	

	DC_20A_n78(2A)7
	DC_20A_n78A
	No
	

	DC_21A_n1A
	DC_21A_n1A
	No
	

	DC_21A_n28A17
	DC_21A_n28A
	DC_21_n28
	

	DC_21A_n77A7
DC_21A_n77C7
	DC_21A_n77A
	No
	

	DC_21A_n78A7
DC_21A_n78C7
	DC_21A_n78A
	No
	No

	DC_21A_n79A7
DC_21A_n79C7
	DC_21A_n79A
	No
	No

	DC_25A_n41A
	DC_25A_n41A
	No
	

	DC_25A-25A_n41A
	DC_25A_n41A
	No
	

	DC_25A_n77A
	DC_25A_n77A
	DC_25_n77
	

	DC_25A-25A_n77A
	DC_25A_n77A
	DC_25_n77
	

	DC_25A_n78A
	DC_25A_n78A
	DC_25_n78
	

	DC_25A-25A_n78A
	DC_25A_n78A
	DC_25_n78
	

	DC_26A_n25A
	DC_26A_n25A
	No
	

	DC_26A_n41A
	DC_26A_n41A
	No
	

	DC_26A_n77A7
	DC_26A_n77A
	No
	

	DC_26A_n78A7
	DC_26A_n78A
	No
	

	DC_26A_n79A7
	DC_26A_n79A
	No
	

	DC_28A_n1A
	DC_28A_n1A
	No
	

	DC_28A_n2A
	DC_28A_n2A
	No
	

	DC_28A_n3A
	DC_28A_n3A
	No
	

	DC_28A_n5A8
	DC_28A_n5A
	No
	

	DC_28A_n7A
DC_28A_n7B
	DC_28A_n7A
DC_28A_n7B
	No
	

	DC_28A_n51A
	DC_28A_n51A
	No
	

	DC_28A_n8A
	DC_28A_n8A
	No
	

	DC_28A_n40A
	DC_28A_n40A
	No
	

	DC_28A_n41A
	DC_28A_n41A
	No
	

	DC_28A_n50A
	DC_28A_n50A
	No
	

	DC_28A_n66A
	DC_28A_n66A
	No
	

	DC_28A_n77A7
DC_28A_n77C7
	DC_28A_n77A
	No
	No

	DC_28A_n77(2A)7
	DC_28A_n77A
	No
	No

	DC_28A_n78A7
DC_28A_n78C7
	DC_28A_n78A
	No
	No

	DC_28A_n78(2A)
	DC_28A_n78A
	No
	No

	DC_28A_n79A7
DC_28A_n79C7
	DC_28A_n79A
	No
	

	DC_30A_n2A
	DC_30A_n2A
	No
	

	DC_30A_n5A
	DC_30A_n5A
	No
	

	DC_30A_n66A
	DC_30A_n66A
	No
	

	DC_38A_n78A7
	DC_38A_n78A
	No
	

	DC_39A_n40A3
	DC_39A_n40A
	No
	

	DC_39A_n41A3
DC_39C_n41A3
	DC_39A_n41A
DC_39C_n41A
	No
	No

	DC_39A_n78A5,7
	DC_39A_n78A
	No
	

	DC_39A_n79A7
DC_39A_n79C7
	DC_39A_n79A
	No
	No

	DC_40A_n1A
DC_40C_n1A
	DC_40A_n1A
	No
	

	DC_40A_n41A3
DC_40A_n41C3
DC_40C_n41A3
	DC_40A_n41A
	No
	

	DC_40A_n41(2A)3
	DC_40A_n41A
	No
	

	DC_40A_n77A
	DC_40A_n77A
	No
	

	DC_40A_n78A
DC_40C_n78A
	DC_40A_n78A
DC_40C_n78A
	No
	

	DC_40A_n78(2A)
DC_40C_n78(2A)
	DC_40A_n78A
DC_40C_n78A
	No
	

	DC_40A_n79A7,12
DC_40A_n79C7,12
DC_40C_n79A7,12
	DC_40A_n79A
	No
	No

	DC_41A_n3A
DC_41C_n3A
	DC_41A_n3A
DC_41C_n3A
	No
	

	DC_41A_n28A
DC_41C_n28A
	DC_41A_n28A
DC_41C_n28A
	No
	

	DC_41A_n77A
DC_41C_n77A
	DC_41A_n77A
DC_41C_n77A
	No
	

	DC_41A_n77(2A)
DC_41C_n77(2A)
	DC_41A_n77A
DC_41C_n77A
	No
	

	DC_41A_n78A
DC_41C_n78A
DC_41D_n78A
	DC_41A_n78A
DC_41C_n78A
	No
	

	DC_41A_n78(2A)
DC_41C_n78(2A)
	DC_41A_n78A
DC_41C_n78A
	No
	

	DC_41A_n79A6,7
DC_41A_n79C6,7
DC_41C_n79A6,7
	DC_41A_n79A
DC_41C_n79A
	No
	No

	DC_42A_n1A
DC_42C_n1A
	DC_42A_n1A
	No
	

	DC_42A_n3A
DC_42C_n3A
	DC_42A_n3A
DC_42C_n3A
	DC_42_n3
	

	DC_42A_n28A
DC_42C_n28A
	DC_42A_n28A
DC_42C_n28A
	No
	

	DC_42A_n51A
	DC_42A_n51A
	No
	

	DC_42A_n77A3,4,9,11
DC_42A_n77C3,4,9,11
DC_42C_n77A3,4,9,11
DC_42C_n77C3,4,9,11
DC_42D_n77A3,4,9,11
DC_42D_n77C
DC_42E_n77A3,4,9,11
DC_42E_n77C
	N/A
	N/A
	

	DC_42A_n77(2A)3,4,9,11
DC_42C_n77(2A)3,4,9,11
	N/A
	N/A
	

	DC_42A_n78A3,4,9,11
DC_42A_n78C3,4,9,11
DC_42C_n78A3,4,9,11
DC_42C_n78C3,4,9,11
DC_42D_n78A3,4,9,11
DC_42D_n78C
DC_42E_n78A3,4,9,11
DC_42E_n78C
	N/A
	N/A
	

	DC_42A_n79A9,15
DC_42A_n79C9,15
DC_42C_n79A9,15
DC_42C_n79C9,15
DC_42D_n79A9,15
DC_42D_n79C9,15
DC_42E_n79A9,15
DC_42E_n79C9,15
	N/A
	N/A
	

	DC_46A_n77A2
	N/A
	N/A
	

	DC_46A_n78A2
DC_46C_n78A2
DC_46D_n78A2
DC_46E_n78A2
	N/A
	N/A
	

	DC_48A_n5A
	DC_48A_n5A
	No
	

	DC_48A_n12A
	DC_48A_n12A
	No
	

	DC_48A_n46A
DC_48B_n46A
DC_48C_n46A
DC_48D_n46A
DC_48E_n46A
DC_48A_n46B
DC_48B_n46B
DC_48C_n46B
DC_48D_n46B
DC_48E_n46B
DC_48A_n46C
DC_48B_n46C
DC_48C_n46C
DC_48D_n46C
DC_48E_n46C
DC_48A_n46D
DC_48B_n46D
DC_48C_n46D
DC_48D_n46D
DC_48E_n46D
DC_48A_n46E
DC_48B_n46E
DC_48C_n46E
DC_48D_n46E
DC_48E_n46E
	DC_48A_n46A
DC_48B_n46A
	No
	

	DC_48A_n25A
DC_48C_n25A
DC_48D_n25A
	DC_48A_n25A
	No
	

	DC_48A_n66A
DC_48C_n66A
DC_48D_n66A
	DC_48A_n66A
	No
	

	DC_48A_n71A
DC_48B_n71A
DC_48C_n71A
DC_48D_n71A
	DC_48A_n71A
	No
	

	DC_48A-48A_n71A
DC_48A-48A-48A_n71A
	DC_48A_n71A
	No
	

	DC_66A_n2A
DC_66B_n2A
DC_66C_n2A
	DC_66A_n2A
	DC_66_n2
	

	DC_66A-66A_n2A
DC_66A-66A-66A_n2A
	DC_66A_n2A
	DC_66_n2
	

	DC_66A_n5A
DC_66B_n5A
DC_66C_n5A
	DC_66A_n5A
	DC_66_n5
	

	DC_66A-66A_n5A
DC_66A-66A-66A_n5A
	DC_66A_n5A
	DC_66_n5
	

	DC_66A_n7A
DC_66A-66A_n7A
DC_66A_n7(2A)
DC_66A-66A_n7(2A)
	DC_66A_n7A
	No
	

	DC_66A_n12A
	DC_66A_n12A
	No
	

	DC_66A_n25A
	DC_66A_n25A
	DC_66_n25
	

	DC_66A_n28A
	DC_66A_n28A
	No
	

	DC_66A_n38A
	DC_66A_n38A
	No
	

	DC_66A-66A_n38A
	DC_66A_n38A
	No
	

	DC_66A_n41A
DC_66A_n41C
	DC_66A_n41A
	No
	

	DC_66A_n41(2A)
	DC_66A_n41A
	No
	

	DC_66A_n46A
	DC_66A_n46A
	No
	

	DC_66A_n48A
DC_66A_n48B
	DC_66A_n48A
	No
	

	DC_66A-66A_n48A
DC_66A-66A_n48B
	DC_66A_n48A
	No
	

	DC_66A_n71A
DC_66C_n71A
DC_66A_n71B
	DC_66A_n71A
	No
	

	DC_66A-66A_n71A
	DC_66A_n71A
	No
	

	DC_66A_n77A
	DC_66A_n77A
	DC_66_n77
	

	DC_66A-66A_n77A
DC_66A-66A-66A_n77A
	DC_66A_n77A
	DC_66_n77
	

	DC_66A_n78A
	DC_66A_n78A
	No
	

	DC_66A_n78(2A)
	DC_66A_n78A
	No
	

	DC_66A-66A_n78A
	DC_66A_n78A
	No
	

	DC_66A-66A_n78(2A)
	DC_66A_n78A
	No
	

	DC_71A_n2A
	DC_71A_n2A
	No
	

	DC_71A_n5A
	DC_71A_n5A
	No
	

	DC_71A_n38A
	DC_71A_n38A
	No
	

	DC_71A_n41A
	DC_71A_n41A
	No
	

	DC_71A_n48A
	DC_71A_n48A
	No
	

	DC_71A_n66A
	DC_71A_n66A
	No
	

	DC_71A_n78A
	DC_71A_n78A
	No
	

	NOTE 1:	Uplink EN-DC configurations are the configurations supported by the present release of specifications.
NOTE 2:	Restricted to E-UTRA operation when inter-band carrier aggregation is configured. The downlink operating band for Band 46 is paired with the uplink operating band (external E-UTRA band) of the carrier aggregation configuration that is supporting the configured Pcell.
NOTE 3: 	The minimum requirements apply only when there is non-simultaneous Tx/Rx operation between E-UTRA and NR carriers. This restriction applies also for these carriers when applicable EN-DC configuration is part of a higher order EN-DC configuration.
NOTE 4: 	The minimum requirements for intra-band contiguous or non-contiguous EN-DC apply. When UE capability interBandContiguousMRDC is indicated, the minimum requirements for intra-band-contiguous EN-DC also should be met in addtion to intra-band non-contiguous EN-DC. The intra-band requirements also apply for these carriers when applicable EN-DC configuration is a subset of a higher order EN-DC configuration.
NOTE 5:	The frequency range above 3600 MHz for Band n78 is not used in this combination.
NOTE 6:	The frequency range below 2506 MHz for Band 41 is not used in this combination.
NOTE 7:	Applicable for UE supporting inter-band EN-DC with mandatory simultaneous Rx/Tx capability.
NOTE 8:	The frequency range in band n28 is restricted for this band combination to 703 - 733 MHz for the UL and 758-788 MHz for the DL.
NOTE 9:	The combination is not used alone as fall back mode of other band combinations in which UL in Band 42 is not used.
NOTE 10:	Void.
NOTE 11:	The minimum requirements for inter-band EN-DC apply when the maximum power spectral density imbalance between downlink carriers is within 6 dB. The power spectral density imbalance condition also applies for these carriers when applicable EN-DC configuration is a subset of a higher order EN-DC configuration.
NOTE 12:	Applicable for frequency range above 4800 MHz for Band n79 in this combination.
NOTE 13:	The minimum requirements apply for synchronized DL carriers with a maximum receive time difference ≤ 3 usec. The requirements also apply for these carriers when applicable EN-DC configuration is a subset of a higher order EN-DC configuration.
NOTE 14:	Applicable when dynamic switching between two uplink carriers is conducted. The DL interruption requirements for NR DL carrier(s) and E-UTRA DL carrier(s) are specified in clause 8.2.1.2.14 of 38.133 [15] and clause 7.32.2.12 of 36.133 [16] respectively.
NOTE 15:	Simultaneous Rx/Tx capability does not apply for UEs supporting band 42 with a n77 implementation only. Same restrictions are applied to related higher order configurations.
NOTE 16: 	The frequency range in band n41 is restricted for this band combination to 2595 – 2645 MHz.
NOTE 17:	The frequency range in band n28 is restricted for this band combination to 728 - 738 MHz for the UL and 783 - 793 MHz for the DL. This restriction applies also for these band combinations when applicable EN-DC configuration is part of a higher order EN-DC configuration.
NOTE 18:	Only single switched UL is supported.
NOTE 19: 	The implementation with 4 antennas is targeted for FWA form factor for this band combination.


<Unchaged sections are omitted>

