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Table 5.5C-1: Supported channel bandwidths per SUL band combination
	SUL configuration
	NR Band
	Channel bandwidth (MHz) (NOTE 1)
	Bandwidth combination set

	
	
	5
	10
	15
	20
	25
	30
	40
	50
	60
	70
MHz
	80
	90
	100 
	

	SUL_n41A-n80A
	n41
	
	10
	15
	20
	
	
	40
	50
	60
	
	80
	90
	100
	0

	
	n80
	5
	10
	15
	20
	25
	30
	
	
	
	
	
	
	
	

	
	n41
	
	10
	15
	20
	
	30
	40
	50
	60
	
	80
	90
	100
	1

	
	n80
	5
	10
	15
	20
	25
	30
	40
	
	
	
	
	
	
	

	SUL_n41A-n81A
	n41
	
	10
	15
	20
	
	
	40
	50
	60
	
	80
	90
	100
	0

	
	n81
	5
	10
	15
	20
	
	
	
	
	
	
	
	
	
	

	SUL_n41A-n83A
	n41
	
	10
	15
	20
	
	30
	40
	50
	60
	
	80
	90
	100
	0

	
	n83
	5
	10
	15
	20
	
	30
	
	
	
	
	
	
	
	

	SUL_n41A-n95A
	n41
	
	10
	15
	20
	
	30
	40
	50
	60
	
	80
	90
	100
	0

	
	n95
	5
	10
	15
	
	
	
	
	
	
	
	
	
	
	

	SUL_n41A-n98A
	n41
	
	10
	15
	20
	
	30
	40
	50
	60
	
	80
	90
	100
	0

	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	n95
	5
	10
	15
	20
	25
	30
	40
	
	
	
	
	
	
	

	SUL_n77A-n80A
	n77
	
	10
	15
	20
	
	
	40
	50
	60
	
	80
	90
	100
	0

	
	n80
	5
	10
	15
	20
	25
	30
	
	
	
	
	
	
	
	

	SUL_n77A-n84A
	n77
	
	10
	15
	20
	
	
	40
	50
	60
	
	80
	90
	100
	0

	
	n84
	5
	10
	15
	20
	
	
	
	
	
	
	
	
	
	

	SUL_n78A-n80A
	n78
	
	10
	15
	20
	
	
	40
	50
	60
	
	80
	90
	100
	0

	
	n80
	5
	10
	15
	20
	25
	30
	
	
	
	
	
	
	
	

	
	n78
	
	10
	15
	20
	25
	30
	40
	50
	60
	70
	80
	90
	100
	1

	
	n80
	5
	10
	15
	20
	25
	30
	40
	
	
	
	
	
	
	

	SUL_n78A-n81A
	n78
	
	10
	15
	20
	
	
	40
	50
	60
	
	80
	90
	100
	0

	
	n81
	5
	10
	15
	20
	
	
	
	
	
	
	
	
	
	

	SUL_n78A-n82A
	n78
	
	10
	15
	20
	
	
	40
	50
	60
	
	80
	90
	100
	0

	
	n82
	5
	10
	15
	20
	
	
	
	
	
	
	
	
	
	

	SUL_n78A-n83A
	n78
	
	10
	15
	20
	
	
	40
	50
	60
	
	80
	90
	100
	0

	
	n83
	5
	10
	15
	20
	
	
	
	
	
	
	
	
	
	

	
	n78
	
	10
	15
	20
	25
	30
	40
	50
	60
	70
	80
	90
	100
	1

	
	n83
	5
	10
	15
	20
	
	30
	
	
	
	
	
	
	
	

	SUL_n78A-n84A
	n78
	
	10
	15
	20
	
	
	40
	50
	60
	
	80
	90
	100
	0

	
	n84
	5
	10
	15
	20
	
	
	
	
	
	
	
	
	
	

	
	n78
	
	10
	15
	20
	25
	30
	40
	50
	60
	70
	80
	90
	100
	1

	
	n84
	5
	10
	15
	20
	25
	30
	40
	50
	
	
	
	
	
	

	SUL_n78A-n86A
	n78
	
	10
	15
	20
	
	
	40
	50
	60
	70
	80
	90
	100
	0

	
	n86
	5
	10
	15
	20
	
	
	
	
	
	
	
	
	
	

	SUL_n79A-n80A
	n79
	
	
	
	
	
	
	40
	50
	60
	
	80
	
	100
	0

	
	n80
	5
	10
	15
	20
	25
	30
	
	
	
	
	
	
	
	

	
	n79
	
	
	
	
	
	
	40
	50
	60
	
	80
	
	100
	1

	
	n80
	5
	10
	15
	20
	25
	30
	40
	
	
	
	
	
	
	

	SUL_n79A-n81A
	n79
	
	
	
	
	
	
	40
	50
	60
	
	80
	
	100
	0

	
	n81
	5
	10
	15
	20
	
	
	
	
	
	
	
	
	
	

	SUL_n79A-n83A
	n79
	
	
	
	
	
	
	40
	50
	60
	
	80
	
	100
	0

	
	n83
	5
	10
	15
	20
	
	30
	
	
	
	
	
	
	
	

	SUL_n79A-n84A
	n79
	
	
	
	
	
	
	40
	50
	60
	
	80
	
	100
	0

	
	n84
	5
	10
	15
	20
	
	
	
	
	
	
	
	
	
	

	SUL_n79A-n95A
	n79
	
	
	
	
	
	
	40
	50
	60
	
	80
	
	100
	0

	
	n95
	5
	10
	15
	
	
	
	
	
	
	
	
	
	
	

	SUL_n79A-n97A
	n79
	
	
	
	
	
	
	40
	50
	60
	
	80
	
	100
	0

	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	n97
	5
	10
	15
	20
	25
	30
	40
	50
	60
	
	80
	
	
	

	SUL_n79A-n98A
	n79
	
	
	
	
	
	
	40
	50
	60
	
	80
	
	100
	0

	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	n98
	5
	10
	15
	20
	25
	30
	40
	50
	60
	
	80
	
	
	

	NOTE 1:	The SCS of each channel bandwidth for NR band refers to Table 5.3.5-1.



Table 5.5C-2: Supported channel bandwidths per SUL band combination with intra-band non-contiguous CA
	SUL band combination with intra-band non-contiguous CA
	SUL configuration
	NR Band
	Channel bandwidth (MHz) (NOTE 1)
	Bandwidth combination set

	
	
	
	5
	10
	15
	20
	25
	30
	40
	50
	60
	80
	90
	100
	

	SUL_n78(2A)-n86A
	SUL_n78A-n86A
	n78
	See CA_n78(2A) Bandwidth Combination Set 0 in Table 5.5A.2-1
	0

	
	
	n86
	5
	10
	15
	20
	
	
	
	
	
	
	
	
	

	NOTE 1: 	The SCS of each channel bandwidth for NR band refers to Table 5.3.5-1.



Table 5.5C-3: Supported channel bandwidths per SUL band combination with intra-band contiguous CA
	SUL band combination with CA
	SUL configuration
	NR Band
	5
MHz
	10
MHz
	15
MHz
	20
MHz
	25 MHz
	30 MHz
	40
MHz
	50
MHz
	60
MHz
	70
MHz
	80
MHz
	90
MHz
	100 MHz
	Bandwidth combination set

	SUL_n41C-n80A
	SUL_n41A-n80A
	n41
	See CA_n41C Bandwidth Combination Set 1 in Table 5.5A.1-1
	0

	
	SUL_n41C-n80A
	n80
	5
	10
	15
	20
	25
	30
	40
	
	
	
	
	
	
	

	SUL_n41C-n83A
	[bookmark: OLE_LINK56]SUL_n41A-n83A
	n41
	See CA_n41C Bandwidth Combination Set 1 in Table 5.5A.1-1
	0

	
	SUL_n41C-n83A
	n83
	5
	10
	15
	20
	
	30
	
	
	
	
	
	
	
	

	SUL_n41C-n95A
	SUL_n41A-n95A
	n41
	See CA_n41C Bandwidth Combination Set 1 in Table 5.5A.1-1
	0

	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	n95
	5
	10
	15
	
	
	
	
	
	
	
	
	
	
	

	SUL_n78C-n80A
	SUL_n78A-n80A
	n78
	See CA_n78C Bandwidth Combination Set 1 in Table 5.5A.1-1
	0

	
	
	n80
	5
	10
	15
	20
	25
	30
	40
	
	
	
	
	
	
	

	SUL_n78C-n84A
	[bookmark: OLE_LINK65][bookmark: OLE_LINK66]SUL_n78A-n84A
	n78
	See CA_n78C Bandwidth Combination Set 1 in Table 5.5A.1-1
	0

	
	SUL_n78C-n84A
	n84
	5
	10
	15
	20
	25
	30
	40
	50
	
	
	
	
	
	

	SUL_n79C-n80A
	SUL_n79A-n80A
	n79
	See CA_n79C Bandwidth Combination Set 0 in Table 5.5A.1-1
	0

	
	
	n80
	5
	10
	15
	20
	25
	30
	40
	
	
	
	
	
	
	

	SUL_n79C-n83A
	SUL_n79A-n83A
	n79
	See CA_n79C Bandwidth Combination Set 0 in Table 5.5A.1-1
	0

	
	
	n83
	5
	10
	15
	20
	
	30
	
	
	
	
	
	
	
	

	SUL_n79C-n95A
	SUL_n79A-n95A
	n79
	See CA_n79C Bandwidth Combination Set 0 in Table 5.5A.1-1
	0

	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	n95
	5
	10
	15
	
	
	
	
	
	
	
	
	
	
	



Table 5.5C-4: Supported channel bandwidths per SUL band combination with inter-band CA
	SUL band combination with CA
	SUL configuration
	NR Band
	5
MHz
	10
MHz
	15
MHz
	20
MHz
	25 MHz
	30 MHz
	40
MHz
	50
MHz
	60
MHz
	70
MHz
	80
MHz
	90
MHz
	100 MHz
	Bandwidth combination set

	CA_n1A_SUL_n78A-n80A
	SUL_n78A-n80A
	n1
	5
	10
	15
	20
	25
	30
	40
	50
	
	
	
	
	
	0

	[bookmark: _Hlk56190921]
	
	n78
	
	10
	15
	20
	25
	30
	40
	50
	60
	70
	80
	90
	100
	

	
	
	n80
	5
	10
	15
	20
	25
	30
	40
	
	
	
	
	
	
	

	CA_n1A_SUL_n78A-n84A
	SUL_n78A-n84A
	n1
	5
	10
	15
	20
	25
	30
	40
	50
	
	
	
	
	
	0

	
	
	n78
	
	10
	15
	20
	25
	30
	40
	50
	60
	70
	80
	90
	100
	

	
	
	n84
	5
	10
	15
	20
	25
	30
	40
	50
	
	
	
	
	
	

	CA_n3A_SUL_n78A-n80A
	SUL_n78A-n80A
	n3
	5
	10
	15
	20
	25
	30
	40
	
	
	
	
	
	
	0

	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	n78
	
	10
	15
	20
	25
	30
	40
	50
	60
	70
	80
	90
	100
	

	
	
	n80
	5
	10
	15
	20
	25
	30
	40
	
	
	
	
	
	
	

	CA_n28A_SUL_n41A-n83A
	SUL_n41A-n83A
	n28
	5
	10
	15
	20
	
	30
	
	
	
	
	
	
	
	0

	
	
	n41
	
	10
	15
	20
	
	30
	40
	50
	60
	
	80
	90
	100
	

	
	
	n83
	5
	10
	15
	20
	
	30
	
	
	
	
	
	
	
	

	CA_n28A_SUL_n79A-n83A
	SUL_n79A-n83A
	n28
	5
	10
	15
	20
	
	30
	
	
	
	
	
	
	
	0

	
	
	n79
	
	
	
	
	
	
	40
	50
	60
	
	80
	
	100
	

	
	
	n83
	5
	10
	15
	20
	
	30
	
	
	
	
	
	
	
	

	[bookmark: _Hlk56190780]CA_n41A_SUL_n79A-n80A
	SUL_n79A-n80A
	n41
	
	10
	15
	20
	
	30
	40
	50
	60
	
	80
	90
	100
	0

	[bookmark: _Hlk56190831]
	
	n79
	
	
	
	
	
	
	40
	50
	60
	
	80
	
	100
	

	
	
	n80
	5
	10
	15
	20
	25
	30
	40
	
	
	
	
	
	
	

	CA_n41A_SUL_n79A-n83A
	SUL_n79A-n83A
	n41
	
	10
	15
	20
	
	30
	40
	50
	60
	
	80
	90
	100
	0

	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	n79
	
	
	
	
	
	
	40
	50
	60
	
	80
	
	100
	

	
	
	n83
	5
	10
	15
	20
	
	30
	
	
	
	
	
	
	
	

	CA_n79A_SUL_n41A-n80A
	SUL_n41A-n80A
	n41
	
	10
	15
	20
	
	30
	40
	50
	60
	
	80
	90
	100
	0

	
	
	n79
	
	
	
	
	
	
	40
	50
	60
	
	80
	
	100
	

	
	
	n80
	5
	10
	15
	20
	25
	30
	40
	
	
	
	
	
	
	

	CA_n79A_SUL_n41A-n83A
	SUL_n41A-n83A
	n41
	
	10
	15
	20
	
	30
	40
	50
	60
	
	80
	90
	100
	0

	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	n79
	
	
	
	
	
	
	40
	50
	60
	
	80
	
	100
	

	
	
	n83
	5
	10
	15
	20
	
	30
	
	
	
	
	
	
	
	





<<End of Change1>>
<<Start of Change2>>
[bookmark: _Toc21344279][bookmark: _Toc29801765][bookmark: _Toc29802189][bookmark: _Toc29802814][bookmark: _Toc36107556][bookmark: _Toc37251322][bookmark: _Toc45888137][bookmark: _Toc45888736][bookmark: _Toc61367381][bookmark: _Toc61372764][bookmark: _Toc68230705][bookmark: _Toc69084118][bookmark: _Hlk508786183]6.2C.1	Configured transmitted power for SUL
When a UE is configured with both NR UL and NR SUL carriers in a serving cell with active transmission either on the UL carrier(s) or SUL carrier, the configured transmit power requirements specified in clause 6.2.4 and 6.2A.4 are applicable for the UL carrier(s) and the SUL carrier, respectively.

<<End of Change2>>
