

	
3GPP TSG-RAN4 Meeting #99-e	R4-2110631
Online, , 19th May 2021 - 27th May 2021
	CR-Form-v12.1

	CHANGE REQUEST

	

	
	38.101-4
	CR
	0240
	rev
	-
	Current version:
	16.4.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	



	Proposed change affects:
	UICC apps
	
	ME
	X
	Radio Access Network
	
	Core Network
	



	

	Title:	
	Correction of variable name for PMI test metric

	
	

	Source to WG:
	Ericsson

	Source to TSG:
	R4

	
	

	Work item code:
	NR_newRAT-Perf
	
	Date:
	2021-05-24

	
	
	
	
	

	Category:
	A
	
	Release:
	Rel-16

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier 													release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)
Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8	(Release 8)
Rel-9	(Release 9)
Rel-10	(Release 10)
Rel-11	(Release 11)
…
Rel-15	(Release 15)
Rel-16	(Release 16)
Rel-17	(Release 17)
Rel-18	(Release 18)

	
	

	Reason for change:
	Numerator of PMI test metric  is  but it is used .

	
	

	Summary of change:
	Change  to 

	
	

	Consequences if not approved:
	The readers misunderstand the requirements. 

	
	

	Clauses affected:
	6.3

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications	
	TS/TR ... CR ... 

	affected:
	X
	
	 Test specifications
	TS38.521-4

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	

	
	

	This CR's revision history:
	



Page 1


----------------------------------------------------- Beginning of Change ------------------------------------------------------------
[bookmark: _Toc21338239][bookmark: _Toc29808347][bookmark: _Toc37068266][bookmark: _Toc37257219][bookmark: _Toc45892350][bookmark: _Toc53175976][bookmark: _Toc61119941][bookmark: _Toc67917157] 6.3	Reporting of Precoding Matrix Indicator (PMI)
[bookmark: _Hlk37069531]The minimum performance requirements of PMI reporting are defined based on the precoding gain, expressed as the relative increase in throughput when the transmitter is configured according to the UE reported PMI compared to the case when the transmitter is using random precoding, respectively. When the transmitter uses random precoding, for each PDSCH allocation a precoder is randomly generated with equal propability of each applicable i1 and i2 combination and applied to the PDSCH. A fixed transport format (FRC) is configured for all requirements.
The requirements for transmission mode 1 with higher layer parameter codebookType set to 'typeI-SinglePanel' are specified in terms of the ratio:

	




In the definition of γ, for 4TX and 8TX PMI requirements, tue,follow1,follow2 is 90 % of the maximum throughput obtained at  using the precoders configured according to the UE reports, and is the throughput measured at with random precoding.
 
------------------------------------------------------------- End of change ------------------------------------------------------------

image1.wmf
2

,

1

2

,

1

,

rnd

rnd

follow

follow

ue

t

t

=

g


oleObject1.bin

image2.wmf
1,2

followfollow

t


oleObject2.bin

image3.wmf
1,2

followfollow

SNR


oleObject3.bin

image4.wmf
1,2

rndrnd

t


oleObject4.bin

oleObject5.bin

