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3.6.3	Applicability of requirements for NE-DC operation
	Requirements for NE-DC operation are applicable for the UE which has been configured with the following number of E-UTRA CCs and NR CCs:
-	up to 5 E-UTRA DL CCs in total with 1 E-UTRA UL CC in SCG. The applicable number of NR CC for EN-DC in the SCG is specified in clause 3.6.2 of TS 38.133 [50].
	In addition to the requirements explicitly defined for a UE configured with NE-DC the following requirements shall also apply for the UE configured with NE-DC:
-	Random access requirements in section 6.2 for random access procedures on PSCell and activated SCell(s),
-	UE transmit timing requirements in section 7.1 for psTAG using PSCell as a reference cell and sTAG(s),
-	UE timer accuracy requirements in section 7.2 for UE operation on PSCell and SCell(s),
-	Timing advance requirements in section 7.3 for 1ms TTI and 4 subframe HARQ processing,
-	Radio link monitoring requirements in section 7.6 for PSCell,
-	SCell activation and deactivation delay requirements for E-UTRA carrier aggregation in section 7.7 for 1ms TTI and 4 subframe HARQ processing except those for CA with frame structure # 3,
-	E-UTRAN intra-frequency measurement requirements in section 8.1.2.2 for PSCC and SCC, except requirements specified for UE configured with highSpeedEnhancedMeasFlag,
-	E-UTRAN inter-frequency measurement requirements in section 8.1.2.3 for non-serving E-UTRA carrier frequencies, except requirements specified for UE configured with highSpeedEnhancedMeasFlag,
-	E-UTRAN OTDOA intra-frequency RSTD measurements requirements in section 8.1.2.5 for PSCC and SCC, except those for UE category 1bis,
-	E-UTRAN OTDOA inter-frequency RSTD measurements requirements in section 8.1.2.6 for non-serving E-UTRA carrier frequencies, except those for UE category 1bis,
-	E-UTRAN E-CID measurements requirements in section 8.19.5 for PSCell and SCell carrier frequencies, and in section 8.19.3 for non-serving E-UTRA carrier frequencies,
-	Requirements in Section 9 for intra-frequency RSRP, RSRQ,  and RS-SINR, and RSTD measurements accuracy on PSCC and SCC,
-	Requirements in Section 9 for inter-frequency RSRP, RSRQ,  and RS-SINR, and RSTD measurements accuracy on non-serving E-UTRA carrier frequencies,
-	Power headroom requirements in Section 9 for PSCell and SCell(s).
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