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----------------------START OF CHANGES----------------------------

[bookmark: _Toc53185585][bookmark: _Toc53185961][bookmark: _Toc57820447][bookmark: _Toc57821374][bookmark: _Toc61183650][bookmark: _Toc61184044][bookmark: _Toc61184436][bookmark: _Toc61184828][bookmark: _Toc61185218][bookmark: _Toc66386563]12.1.1.1.2.1	IAB MT Re-establishment delay requirement
The IAB-MT re-establishment delay (TIAB-MT_re-establish_delay) is the time between the moments when any of the conditions requiring RRC re-establishment as defined in clause 5.3.7 in TS 38.331 [15] is detected by the IAB-MT and when the IAB-MT sends PRACH to the target PCell. The IAB-MT re-establishment delay (TIAB-MT_re-establish_delay) requirement shall be less than:

The intra-frequency target NR cell shall be considered detectable if each relevant SSB can satisfy that:
-	SS-RSRP related side conditions given in clause 10.1.2 and 10.1.3 of TS 38.133 [6] are fulfilled for a corresponding NR Band for FR1 and FR2, respectively, and
-	the conditions of SSB_RP and SSB Ês/Iot according to Annex G.3.1.1.1B.2.3 of 38.133 [6] for a corresponding IAB-MT class and IAB type NR Band are fulfilled.
The inter-frequency target NR cell shall be considered detectable when for each relevant SSB:
-	SS-RSRP related side conditions given in clause 10.1.4 and 10.1.5 of 38.133 [6] are fulfilled for a corresponding NR Band for FR1 and FR2, respectively, and
-	the conditions of SSB_RP and SSB Ês/Iot according to Annex G.3.1.1.2B.2.2 of 38.133 [6] for a corresponding IAB-MT class and IAB type NR Band are fulfilled.
Tidentify_intra_NR: It is the time to identify the target intra-frequency NR cell and it depends on whether the target NR cell is known cell or unknown cell and on the frequency range (FR) of the target NR cell. If the IAB-MT is not configured with intra-frequency NR carrier for RRC re-establishment then Tidentify_intra_NR=0; otherwise Tidentify_intra_NR shall not exceed the values defined in Table 12.1.1.1.2.1-1.
Tidentify_inter_NR,i: It is the time to identify the target inter-frequency NR cell on inter-frequency carrier i configured for RRC re-establishment and it depends on whether the target NR cell is known cell or unknown cell and on the frequency range (FR) of the target NR cell. Tidentify_inter_NR,i shall not exceed the values defined in Table 12.1.1.1.2.1-2.
TSMTC: It is the periodicity of the SMTC occasion configured for the intra-frequency carrier. If the IAB-MT has been provided with higher layer signaling of smtc2 [15] and is not capable of 4 SMTC configurations per frequency [15], then TSMTC follows smtc1 or smtc2 according to the physical cell ID of the target cell. If the IAB-MT has been provided with higher layer signaling of smtcj, where 1≤j≤4 [15] and is also capable of 4 SMTC configurations per frequency [15], then TSMTC follows smtcj according to the physical cell ID of the target cell. 
TSMTC,i: It is the periodicity of the SMTC occasion configured for the inter-frequency carrier i. If the IAB-MT is not capable of 4 SMTC configurations per frequency [15], then the requirements shall apply provided that the IAB-MT is configured with only one SMTC configuration for each inter-frequency carrier i according to the physical cell ID of the target cell. If the IAB-MT has been provided with higher layer signaling of smtcj, where 1≤j≤4 [15] and is also capable of 4 SMTC configurations per frequency [15], then TSMTC follows smtcj configured for the inter-frequency carrier i according to the physical cell ID of the target cell. If the IAB-MT is not provided with SMTC configuration then the IAB-MT may assume that the target SSB periodicity is no larger than 160 ms.
TSI-NR: It is the time required for receiving all the relevant system information according to the reception procedure and the RRC procedure delay of system information blocks defined in TS 38.331 [15] for the target NR cell.
TPRACH: It is the delay uncertainty in acquiring the first available PRACH occasion in the target NR cell. TPRACH can be up to the summation of SSB to PRACH occasion association period and 10 ms. SSB to PRACH occasion associated period is defined in clause 14 of TS 38.213 [10].
Nfreq: It is the total number of NR frequencies to be monitored for RRC re-establishment; Nfreq = 1 if the target intra-frequency NR cell is known, else Nfreq = 2 and Tidentify_intra_NR = 0 if the target inter-frequency NR cell is known.
There is no requirement if the target cell does not contain the IAB-MT context or if the SSB transmission periodicity is larger than 160 ms.
In the requirement defined in the below tables, the target FR1 cell is known if it has been meeting the relevant cell identification requirement during the last 5 seconds otherwise it is unknown.
Table 12.1.1.1.2.1-1: Time to identify target NR cell for RRC connection re-establishment to NR intra-frequency cell
	Serving cell SSB Ês/Iot (dB)
	Frequency range (FR) of target NR cell
	Tidentify_intra_NR [ms]

	
	
	Known NR cell
	Unknown NR cell

	≥ -8
	FR1
	MAX (1600 ms, 5 x TSMTC)
	MAX (6400 ms, 10 x TSMTC)

	≥ -8
	FR2
	N/A
	MAX (8000 ms, 80 x TSMTC))

	< -8
	FR1
	N/A
	6400Note1

	< -8
	FR2
	N/A
	[bookmark: _Hlk521492617]28160Note1

	Note 1:	The IAB-MT is not required to successfully identify a cell on any NR frequency layer when TSMTC >160 ms and serving cell SSB Ês/Iot < -8 dB.



Table 12.1.1.1.2.1-2: Time to identify target NR cell for RRC connection re-establishment to NR inter-frequency cell
	Serving cell SSB Ês/Iot (dB)
	Frequency range (FR) of target NR cell
	Tidentify_inter_NR, i [ms]

	
	
	Known NR cell
	Unknown NR cell

	≥ -8
	FR1
	MAX (1600 ms, 6 x TSMTC, i)
	MAX (6400 ms, 13 x TSMTC, i)

	≥ -8
	FR2
	N/A
	MAX (8000 ms, 104 x TSMTC, i))

	< -8
	FR1
	N/A
	[bookmark: _Hlk521492632]6400Note1

	< -8
	FR2
	N/A
	32000Note1

	Note 1:	The IAB-MT is not required to successfully identify a cell on any NR frequency layer when TSMTC,i >160 ms and serving cell SSB Ês/Iot < -8 dB.




----------------------NEXT CHANGE----------------------------


[bookmark: _Toc53185590][bookmark: _Toc53185966][bookmark: _Toc57820452][bookmark: _Toc57821379][bookmark: _Toc61183655][bookmark: _Toc61184049][bookmark: _Toc61184441][bookmark: _Toc61184833][bookmark: _Toc61185223][bookmark: _Toc66386568]12.1.1.3.2.1	RRC connection release with redirection to NR
The IAB-MT shall be capable of performing the RRC connection release with redirection to the target NR cell within Tconnection_release_redirect_NR.
The time delay (Tconnection_release_redirect_NR) is the time between the end of the last slot containing the RRC command, “RRCRelease” (TS 38.331 [15]) on the NR PDSCH and the time the IAB-MT starts to send random access to the target NR cell. The time delay (Tconnection_release_redirect_NR) shall be less than:
	Tconnection_release_redirect_NR = TRRC_procedure_delay + Tidentify-NR + TSI-NR + TRACH
The target NR cell shall be considered detetable when for each relevant SSB, the side conditions should be met that,
· [bookmark: MCCQCTEMPBM_00000028]the conditions of SSB_RP and SSB Ês/Iot according to Annex G.3.1.1.3B.2.5 of 38.133 [6] for a corresponding IAB-MT class and IAB type NR Band are fulfilled. 
TRRC_procedure_delay: It is the RRC procedure delay for processing the received message “RRCRelease” as defined in clause 6.2.2 of TS 38.331 [15].
Tidentify-NR: It is the time to identify the target NR cell and depends on the frequency range (FR) of the target NR cell. It is defined in Table 12.1.1.3.2-1. Note that Tidentify-NR = TPSS/SSS-sync + Tmeas, in which TPSS/SSS-sync is the cell search time and Tmeas is the measurement time due to cell selection criteria evaluation.
[bookmark: _Hlk514061496]TSI-NR: It is the time required for acquiring all the relevant system information of the target NR cell. This time depends upon whether the IAB-MT is provided with the relevant system information of the target NR cell or not by the old NR cell before the RRC connection is released. 
TRACH: It is the delay uncertainty in acquiring the first available PRACH occasion in the target NR cell. TRACH can be up to the summation of SSB to PRACH occasion association period and 10 ms. SSB to PRACH occasion associated period is defined in clause 14 of TS 38.213 [10].
Trs is the SMTC periodicity of the target NR cell if the IAB-MT has been provided with an SMTC configuration for the target cell in the redirection command, otherwise Trs is the SMTC periodicity configured in the measObjectNR having the same SSB frequency and subcarrier spacing configured for the RRC connection release with redirection. If the IAB-MT is not capable of 4 SMTC configurations per frequency [15], then the requirements shall apply provided that the IAB-MT is configured with only one SMTC configuration on carrier configured configured for RRC connection release with redirection. If the IAB-MT has been provided with higher layer signaling of smtcj, where 1≤j≤4 [15] and is also capable of 4 SMTC configurations per frequency [15], then Tsmtc follows smtcj according to the physical cell ID of the target cell. If the IAB-MT is not provided with SMTC configuration or measurement object for the frequency which is also configured for the RRC connection release with redirection then the requirement in this clause is applied with Trs = 160 ms if the SSB transmission periodicity is not larger than 160 ms. 
-	There is no requirement if the SSB transmission periodicity is larger than 160ms. 
Table 12.1.1.3.2-1: Time to identify target NR cell for RRC connection release with redirection to NR
	Frequency range (FR) of target NR cell
	Tidentify-NR

	FR1
	MAX (5440 ms, 11Trs)

	FR2
	MAX (7040 ms, 811Trs)
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