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[bookmark: OLE_LINK2]<Start of change>
[bookmark: _Toc67923167][bookmark: _Toc61118371][bookmark: _Toc53172603][bookmark: _Toc52203813][bookmark: _Toc45889621][bookmark: _Toc37322753][bookmark: _Toc37321568][bookmark: _Toc37253799][bookmark: _Toc37253467][bookmark: _Toc36548249][bookmark: _Toc29804679][bookmark: _Toc21339462]6.5A.2	Out of band emissions
[bookmark: _Toc67923168][bookmark: _Toc61118372][bookmark: _Toc53172604][bookmark: _Toc52203814][bookmark: _Toc45889622][bookmark: _Toc37322754][bookmark: _Toc37321569][bookmark: _Toc37253800][bookmark: _Toc37253468][bookmark: _Toc36548250][bookmark: _Toc29804680][bookmark: _Toc21339463]6.5A.2.1	Spectrum emission mask for CA
[bookmark: OLE_LINK29]The requirement specified in this clause shall apply if the UE has at least one of UL or DL configured for CA or if the UE is configured for single CC operation with different channel bandwidths in UL and DL carriers. In case the CA configuration consists of a single UL CC, spectrum emission mask defined in clause 6.5.2.1 applies. Spectral emission mask requirements do not apply at any frequency where IBE requirements of clause 6.4A.2.3 apply, the LO leakage and IQ image may land outside the configured UL and DL CCs.
For intra-band UL contiguous carrier aggregation, the spectrum emission mask of the UE applies to frequencies (ΔfOOB) starting from the ± edge of the UL aggregated channel bandwidth (Table 5.3A.5-1). For any bandwidth class defined in Table 5.3A.5-1, the UE emission shall not exceed the levels specified in Table 6.5A.2.1-1. The requirement is verified in beam locked mode with the test metric of TRP (Link=TX beam peak direction, Meas=TRP grid).
Table 6.5A.2.1-1: General NR spectrum emission mask for intra-band contiguous CA in frequency range 2
	ΔfOOB
(MHz)
	Any carrier aggregation bandwidth class
	Measurement bandwidth

	 0-0.1*BWChannel_CA
	-5 
	1 MHz 

	 0.1*BWChannel_CA -2*BWChannel_CA
	-13
	1 MHz

	NOTE 1:	(void)



[bookmark: _Toc21339465][bookmark: _Toc29804682][bookmark: _Toc36548252][bookmark: _Toc37253470][bookmark: _Toc37253802][bookmark: _Toc37321571][bookmark: _Toc37322756][bookmark: _Toc45889624][bookmark: _Toc52203816][bookmark: _Toc53172606][bookmark: _Toc61118374][bookmark: _Toc67923170]6.5A.3	Spurious emissions for CA
6.5A.3.0	General spurious emissions for CA
This clause specifies the spurious emission requirements when the UE is configured for carrier aggregation. In case the CA configuration consists of a single UL CC, spurious emissions requirements defined in clause 6.5.3 apply. Spurious emissions requirements do not apply at any frequency where IBE requirements of clause 6.4A.2.3 apply, the LO leakage and IQ image may land outside the configured UL and DL CCs. The requirement is verified in beam locked mode with the test metric of TRP (Link=TX beam peak direction).
NOTE:	For measurement conditions at the edge of each frequency range, the lowest frequency of the measurement position in each frequency range should be set at the lowest boundary of the frequency range plus MBW/2. The highest frequency of the measurement position in each frequency range should be set at the highest boundary of the frequency range minus MBW/2. MBW denotes the measurement bandwidth defined for the protected band.
For intra-band contiguous UL carrier aggregation, the spurious emission limits apply for the frequency ranges that are more than FOOB (MHz) from the edge of the UL aggregated channel bandwidth, where FOOB is defined as the twice the UL aggregated channel bandwidth. For frequencies ΔfOOB greater than FOOB, the spurious emission requirements in Table 6.5.3-2 are applicable. 

<End of change>

