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8.4
Demodulation of PDCCH/PCFICH

The receiver characteristics of the PDCCH/PCFICH are determined by the probability of miss-detection of the Downlink Scheduling Grant (Pm-dsg). PDCCH and PCFICH are tested jointly, i.e. a miss detection of PCFICH implies a miss detection of PDCCH.
8.4.1
FDD
The parameters specified in Table 8.4.1-1 are valid for all FDD tests unless otherwise stated.
Table 8.4.1-1: Test Parameters for PDCCH/PCFICH
	Parameter
	Unit
	Single antenna port
	Transmit diversity

	Number of PDCCH symbols
	symbols
	2
	2

	Number of PHICH groups (Ng)
	
	1
	1

	PHICH duration
	
	Normal
	Normal

	Unused RE-s and PRB-s
	
	OCNG
	OCNG

	Cell ID
	
	0
	0

	Downlink power allocation
	
PDCCH_RA

PHICH_RA 

OCNG_RA
	dB
	0
	-3

	
	PCFICH_RB

PDCCH_RB

PHICH_RB 

OCNG_RB
	dB
	0
	-3
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at antenna port
	dBm/15kHz
	-98
	-98

	Cyclic prefix
	
	Normal
	Normal


8.4.1.1
Single-antenna port performance

For the parameters specified in Table 8.4.1-1 the average probability of a missed downlink scheduling grant (Pm-dsg) shall be below the specified value in Table 8.4.1.1-1. The downlink physical setup is in accordance with Annex C.3.2.

Table 8.4.1.1-1: Minimum performance PDCCH/PCFICH

	Test number
	Bandwidth 
	Aggregation level
	Reference Channel
	OCNG Pattern
	Propagation Condition
	Antenna configuration and correlation Matrix
	Reference value

	
	
	
	
	
	
	
	Pm-dsg (%)
	SNR (dB)

	1
	10 MHz
	8 CCE
	R.15 FDD
	OP.1 FDD
	ETU70
	1x2 Low
	1
	-1.7


8.4.1.2
Transmit diversity performance

8.4.1.2.1
Minimum Requirement 2 Tx Antenna Port

For the parameters specified in Table 8.4.1-1 the average probability of a missed downlink scheduling grant (Pm-dsg) shall be below the specified value in Table 8.4.1.2.1-1. The downlink physical setup is in accordance with Annex C.3.2.

Table 8.4.1.2.1-1: Minimum performance PDCCH/PCFICH

	Test number
	Bandwidth 
	Aggregation level
	Reference Channel
	OCNG Pattern
	Propagation Condition
	Antenna configuration and correlation Matrix 
	Reference value

	
	
	
	
	
	
	
	Pm-dsg (%)
	SNR (dB)

	1 
	10 MHz
	4 CCE
	R.16 FDD
	OP.1 FDD
	 EVA70
	2 x 2 Low
	1
	 -0.6


8.4.1.2.2
Minimum Requirement 4 Tx Antenna Port

For the parameters specified in Table 8.4.1-1 the average probability of a missed downlink scheduling grant (Pm-dsg) shall be below the specified value in Table 8.4.1.2.2-1. The downlink physical setup is in accordance with Annex C.3.2.

Table 8.4.1.2.2-1: Minimum performance PDCCH/PCFICH

	Test number
	Bandwidth 
	Aggregation level
	Reference Channel
	OCNG Pattern
	Propagation Condition
	Antenna configuration and correlation Matrix 
	Reference value

	
	
	
	
	
	
	
	Pm-dsg (%)
	SNR (dB)

	1
	5 MHz
	2 CCE
	R.17 FDD
	OP.1 FDD
	 EPA5
	4 x 2 Medium
	1
	6.3


8.4.1.2.3 Minimum Requirement 2 Tx Antenna Port (demodulation subframe overlaps with aggressor cell ABS)

For the parameters specified in Table 8.4.1-1 and Table 8.4.1.2.3-1, the average probability of a missed downlink scheduling grant (Pm-dsg) shall be below the specified value in Table 8.4.1.2.3-2. The downlink physical setup is in accordance with Annex C.3.2.
Table 8.4.1.2.3-1: Test Parameters for PDCCH/PCFICH

	Parameter
	Unit
	Cell 1
	Cell 2

	Downlink power allocation
	
PDCCH_RA

PHICH_RA 

OCNG_RA
	dB
	-3
	-3

	
	PCFICH_RB

PDCCH_RB

PHICH_RB 

OCNG_RB
	dB
	-3
	-3 
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	dBm/15kHz
	[-100.5] (Note 1)
	N/A
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	dBm/15kHz
	[-98] (Note 2)
	N/A
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	dBm/15kHz
	[-95.3] (Note 3)
	N/A
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	dB
	Reference Value in Table 8.4.1.2.3-2
	1.5

	BWChannel
	MHz
	10
	10

	Subframe Configuration
	
	Non-MBSFN 
	Non-MBSFN

	Time Offset between Cells
	[(s]
	2.5 (synchronous cells)

	Cell Id
	
	0
	1

	ABS pattern (Note 4)
	
	N/A
	[00000100 00000100 00000100 01000100 00000100]

	[RLM/RRM Measurement Subframe Pattern (Note 5)]
	
	TBD
	N/A

	CSI Subframe Sets (Note 6)
	CCSI,0
	
	TBD
	N/A

	
	CCSI,1
	
	TBD
	N/A

	Number of control OFDM symbols
	
	[3]
	

	Number of PHICH groups (Ng)
	
	1
	

	PHICH duration
	
	[extended]
	

	Unused RE-s and PRB-s
	
	OCNG
	

	Note 1:
This noise is applied in OFDM symbols #1, #2, #3, #5, #6, #8, #9, #10,#12, #13 of a subframe overlapping with the aggressor ABS 
Note 2:
This noise is applied in OFDM symbols #0, #4, #7, #11 of a subframe overlapping  with the aggressor ABS

Note 3:
This noise is applied in all OFDM symbols of a subframe overlapping with aggressor non-ABS

Note 4:
ABS pattern as defined in [9]

Note 5:
Time-domain measurement resource restriction pattern for PCell measurements as defined in [7]

Note 6:
As configured according to the time-domain measurement resource restriction pattern for CSI measurements defined in [7]

Note 7:
Cell 1 is the serving cell. Cell 2 is the aggressor cell. The number of the CRS ports in Cell1 and Cell2 is the same.


Table 8.4.1.2.3-2: Minimum performance PDCCH/PCHICH
	Test Number
	Aggregation Level
	Reference Channel
	OCNG Pattern
	Propagation Conditions
	Correlation Matrix and Antenna Configuration
	Reference Value

	
	
	
	
	Cell 1
	Cell 2
	
	Pm-dsg (%)
	SNR (dB) (Note)

	1
	8 CCE
	R15-1 FDD
	TBD
	EVA5
	EVA5
	2x2 Low
	1
	TDB

	Note:
SNR corresponds to 
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8.4.2
TDD
The parameters specified in Table 8.4.2-1 are valid for all TDD tests unless otherwise stated.
Table 8.4.2-1: Test Parameters for PDCCH/PCFICH
	Parameter
	Unit
	Single antenna port
	Transmit diversity

	Uplink downlink configuration (Note 1)
	
	0
	0

	Special subframe configuration (Note 2)
	
	4
	4

	Number of PDCCH symbols
	symbols
	2
	2

	Number of PHICH groups (Ng)
	
	1
	1

	PHICH duration
	
	Normal
	Normal

	Unused RE-s and PRB-s
	
	OCNG
	OCNG

	Cell ID
	
	0
	0

	Downlink power allocation
	
PDCCH_RA

PHICH_RA

OCNG_RA
	dB
	0
	-3

	
	PCFICH_RB

PDCCH_RB

PHICH_RB

OCNG_RB
	dB
	0
	-3
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at antenna port
	dBm/15kHz
	-98
	-98

	Cyclic prefix
	
	Normal
	Normal

	ACK/NACK feedback mode
	
	Multiplexing
	Multiplexing

	Note 1:
as specified in Table 4.2-2 in TS 36.211 [4]

Note 2:
as specified in Table 4.2-1 in TS 36.211 [4]




8.4.2.1
Single-antenna port performance

For the parameters specified in Table 8.4.2-1 the average probability of a missed downlink scheduling grant (Pm-dsg) shall be below the specified value in Table 8.4.2.1-1. The downlink physical setup is in accordance with Annex C.3.2.

Table 8.4.2.1-1: Minimum performance PDCCH/PCFICH

	Test number
	Bandwidth 
	Aggregation level
	Reference Channel
	OCNG Pattern
	Propagation Condition
	Antenna configuration and correlation Matrix 
	Reference value

	
	
	
	
	
	
	
	Pm-dsg (%)
	SNR (dB)

	1 
	10 MHz
	8 CCE
	R.15 TDD
	OP.1 TDD
	ETU70
	1x2 Low
	1
	-1.6 


8.4.2.2
Transmit diversity performance

8.4.2.2.1
Minimum Requirement 2 Tx Antenna Port

For the parameters specified in Table 8.4.2-1 the average probability of a missed downlink scheduling grant (Pm-dsg) shall be below the specified value in Table 8.4.2.2.1-1. The downlink physical setup is in accordance with Annex C.3.2.

Table 8.4.2.2.1-1: Minimum performance PDCCH/PCFICH

	Test number
	Bandwidth 
	Aggregation level
	Reference Channel
	OCNG Pattern
	Propagation Condition
	Antenna configuration and correlation Matrix 
	Reference value

	
	
	
	
	
	
	
	Pm-dsg (%)
	SNR (dB)

	1 
	10 MHz
	4 CCE
	R.16 TDD
	OP.1 TDD
	 EVA70
	2 x 2 Low
	1
	0.1


8.4.2.2.2
Minimum Requirement 4 Tx Antenna Port

For the parameters specified in Table 8.4.2-1 the average probability of a missed downlink scheduling grant (Pm-dsg) shall be below the specified value in Table 8.4.2.2.2-1. The downlink physical setup is in accordance with Annex C.3.2.

Table 8.4.2.2.2-1: Minimum performance PDCCH/PCFICH

	Test number
	Bandwidth 
	Aggregation level
	Reference Channel
	OCNG Pattern
	Propagation Condition
	Antenna configuration and correlation Matrix 
	Reference value

	
	
	
	
	
	
	
	Pm-dsg (%)
	SNR (dB)

	1
	5 MHz
	2 CCE
	R.17 TDD
	OP.1 TDD
	 EPA5
	4 x 2 Medium
	1
	 6.5


8.4.2.2.3
Minimum Requirement 2 Tx Antenna Port (demodulation subframe overlaps with aggressor cell ABS)
For the parameters specified in Table 8.4.2-1 and Table 8.4.2.2.3-1, the average probability of a missed downlink scheduling grant (Pm-dsg) shall be below the specified value in Table 8.4.2.2.3-2. The downlink physical setup is in accordance with Annex C.3.2.
Table 8.4.2.2.3-1: Test Parameters for PDCCH/PCFICH

	Parameter
	Unit
	Cell 1
	Cell 2

	Uplink downlink configuration
	
	[1]
	[1]

	Special subframe configuration
	
	[4]
	[4]

	Downlink power allocation
	
PDCCH_RA

PHICH_RA 

OCNG_RA
	dB
	-3
	-3

	
	PCFICH_RB

PDCCH_RB

PHICH_RB 

OCNG_RB
	dB
	-3
	-3 
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	dBm/15kHz
	 [-100.5] (Note 1)
	N/A
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	dBm/15kHz
	[-98] (Note 2)
	N/A
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	dBm/15kHz
	[-95.3] (Note 3)
	N/A
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	dB
	N/A
	1.5

	BWChannel
	MHz
	10
	10

	Subframe Configuration
	
	Non-MBSFN 
	Non-MBSFN

	Time Offset between Cells
	[μs]
	2.5  (synchronous cells)

	Cell Id
	
	0
	1

	ABS pattern (Note 4)
	
	N/A
	[0000010001 0000000001]

	[RLM/RRM Measurement Subframe Pattern(Note 5)]
	
	TBD
	

	CSI Subframe Sets(Note 6)
	CCSI,0
	
	TBD
	N/A

	
	CCSI,1
	
	TBD
	N/A

	Number of control OFDM symbols
	
	[3]
	

	ACK/NACK feedback mode
	
	Multiplexing
	

	Number of PHICH groups (Ng)
	
	1
	

	PHICH duration
	
	[extended]
	

	Unused RE-s and PRB-s
	
	OCNG
	

	Cyclic prefix
	
	Normal
	Normal

	Note 1:
This noise is applied in OFDM symbols #1, #2, #3, #5, #6, #8, #9, #10,#12, #13 of a subframe overlapping with the aggressor ABS
Note 2:
This noise is applied in OFDM symbols #0, #4, #7, #11 of a subframe overlapping  with the aggressor ABS

Note 3:
This noise is applied in OFDM symbols of a subframe overlapping with aggressor non-ABS

Note 4:
ABS pattern as defined in [9]

Note 5:
Time-domain measurement resource restriction pattern for PCell measurements as defined in [7]

Note 6:
As configured according to the time-domain measurement resource restriction pattern for CSI measurements defined in [7]

Note 7:
Cell 1 is the serving cell. Cell 2 is the aggressor cell. The number of the CRS ports in Cell1 and Cell2 is the same


Table 8.4.2.2.3-2: Minimum performance PDCCH/PCFICH
	Test Number
	Aggregation Level
	Reference Channel
	OCNG Pattern
	Propagation Conditions
	Correlation Matrix and Antenna Configuration
	Reference Value

	
	
	
	
	Cell 1
	Cell 2
	
	Pm-dsg (%)
	SNR (dB) (Note)

	1
	8 CCE
	R15-1 TDD
	TBD
	EVA5
	EVA5
	2x2 Low
	1
	TDB

	Note:
SNR corresponds to 
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8.5
Demodulation of PHICH

The receiver characteristics of the PHICH are determined by the probability of miss-detecting an ACK for a NACK (Pm-an). It is assumed that there is no bias applied to the detection of ACK and NACK (zero-threshold delection).

8.5.1
FDD
The parameters specified in Table 8.5.1-1 are valid for all FDD tests unless otherwise stated.
Table 8.5.1-1: Test Parameters for PHICH 

	Parameter
	Unit
	Single antenna port
	Transmit diversity

	Downlink power allocation
	
PDCCH_RA

PHICH_RA

OCNG_RA
	dB
	0


	-3

	
	PCFICH_RB

PDCCH_RB

PHICH_RB

OCNG_RB
	dB
	0


	-3



	PHICH duration
	
	Normal
	Normal

	Number of PHICH groups (Note 1)
	
	Ng = 1
	Ng = 1

	PDCCH Content
	
	UL Grant should be included with the proper information aligned with A.3.6.

	Unused RE-s and PRB-s
	
	OCNG
	OCNG

	Cell ID
	
	0
	0
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at antenna port
	dBm/15kHz
	-98
	-98

	Cyclic prefix
	
	Normal
	Normal

	Note 1:
according to Clause 6.9 in TS 36.211 [4]


8.5.1.1
Single-antenna port performance

For the parameters specified in Table 8.5.1-1 the average probability of a miss-detecting ACK for NACK (Pm-an) shall be below the specified value in Table 8.5.1.1-1. The downlink physical setup is in accordance with Annex C.3.2.

Table 8.5.1.1-1: Minimum performance PHICH

	Test number
	Bandwidth 
	Reference Channel
	OCNG Pattern
	Propagation Condition
	Antenna configuration and correlation Matrix 
	Reference value

	
	
	
	
	
	
	Pm-an (%)
	SNR (dB)

	1 
	10 MHz
	R.18
	OP.1 FDD
	ETU70
	1 x 2 Low
	0.1
	5.5

	2 
	10 MHz
	R.24
	OP.1 FDD
	ETU70
	1 x 2 Low
	0.1
	0.6


8.5.1.2
Transmit diversity performance

8.5.1.2.1
Minimum Requirement 2 Tx Antenna Port

For the parameters specified in Table 8.5.1-1 the average probability of a miss-detecting ACK for NACK (Pm-an) shall be below the specified value in Table 8.5.1.2-1. The downlink physical setup is in accordance with Annex C.3.2.

Table 8.5.1.2.1-1: Minimum performance PHICH

	Test number
	Bandwidth 
	Reference Channel
	OCNG Pattern
	Propagation Condition
	Antenna configuration and correlation Matrix 
	Reference value

	
	
	
	
	
	
	Pm-an (%)
	SNR (dB)

	1 
	10 MHz
	R.19
	OP.1 FDD
	EVA70
	2 x 2 Low
	0.1
	4.4


8.5.1.2.2
Minimum Requirement 4 Tx Antenna Port

For the parameters specified in Table 8.5.1-1 the average probability of a miss-detecting ACK for NACK (Pm-an) shall be below the specified value in Table 8.5.1.2.2-1. The downlink physical setup is in accordance with Annex C.3.2.

Table 8.5.1.2.2-1: Minimum performance PHICH

	Test number
	Bandwidth 
	Reference Channel
	OCNG Pattern
	Propagation Condition
	Antenna configuration and correlation Matrix 
	Reference value

	
	
	
	
	
	
	Pm-an (%)
	SNR (dB)

	1
	5 MHz
	R.20
	OP.1 FDD
	EPA5
	4 x 2 Medium
	0.1
	6.1


8.5.1.2.3
Minimum Requirement 2 Tx Antenna Port (demodulation subframe overlaps with aggressor cell ABS)

For the parameters specified in Table 8.5.1-1 and Table 8.5.1.2.3-1, the average probability of a miss-detecting ACK for NACK (Pm-an) shall be below the specified value in Table 8.5.1.2.3-2. The downlink physical setup is in accordance with Annex C.3.2.
Table 8.5.1.2.3-1: Test Parameters for PHICH

	Parameter
	Unit
	Cell 1
	Cell 2

	Downlink power allocation
	
PDCCH_RA

PHICH_RA 

OCNG_RA
	dB
	-3
	-3

	
	PCFICH_RB

PDCCH_RB

PHICH_RB 

OCNG_RB
	dB
	-3
	-3 
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	dBm/15kHz
	[-100.5] (Note 1)
	N/A
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	dBm/15kHz
	[-98] (Note 2)
	N/A
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	dBm/15kHz
	[-95.3] (Note 3)
	N/A
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	dB
	Reference Value in Table 8.4.1.2.3-2
	1.5

	BWChannel
	MHz
	10
	10

	Subframe Configuration
	
	Non-MBSFN 
	Non-MBSFN

	Time Offset between Cells
	[(s]
	2.5 (synchronous cells)

	Cell Id
	
	0
	1

	PDCCH Content
	
	UL Grant should be included with the proper information aligned with A.3.6.
	

	ABS pattern (Note 4)
	
	N/A
	[00000100 00000100 00000100 01000100 00000100]

	[RLM/RRM Measurement Subframe Pattern (Note 5)]
	
	TBD
	N/A

	CSI Subframe Sets (Note 6)
	CCSI,0
	
	TBD
	N/A

	
	CCSI,1
	
	TBD
	N/A

	Number of control OFDM symbols
	
	[3]
	

	Number of PHICH groups (Ng)
	
	1
	

	PHICH duration
	
	[extended]
	

	Unused RE-s and PRB-s
	
	OCNG
	OCNG

	Note 1:
This noise is applied in OFDM symbols #1, #2, #3, #5, #6, #8, #9, #10,#12, #13 of a subframe overlapping with the aggressor ABS
Note 2:
This noise is applied in OFDM symbols #0, #4, #7, #11 of a subframe overlapping  with the aggressor ABS

Note 3:
This noise is applied in OFDM symbols of a subframe overlapping with aggressor non-ABS

Note 4:
ABS pattern as defined in [9]

Note 5:
Time-domain measurement resource restriction pattern for PCell measurements as defined in [7]

Note 6:
As configured according to the time-domain measurement resource restriction pattern for CSI measurements defined in [7]

Note 7:
Cell 1 is the serving cell. Cell 2 is the aggressor cell. The number of the CRS ports in Cell1 and Cell2 is the same


Table 8.5.1.2.3-2: Minimum performance PHICH

	Test Number
	Reference Channel
	OCNG Pattern
	Propagation Conditions
	Antenna Configuration and Correlation Matrix
	Reference Value

	
	
	
	Cell 1
	Cell 2
	
	Pm-an (%)
	SNR (dB) (Note)

	1
	R.19
	TBD
	EPA5
	EPA5
	2x2 Low
	0.1
	TBD

	Note:
SNR corresponds to 
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8.5.2
TDD
The parameters specified in Table 8.5.2-1 are valid for all TDD tests unless otherwise stated.
Table 8.5.2-1: Test Parameters for PHICH 

	Parameter
	Unit
	Single antenna port
	Transmit diversity

	Uplink downlink configuration (Note 1)
	
	1
	1

	Special subframe configuration (Note 2)
	
	4
	4

	Downlink power allocation
	
PDCCH_RA

PHICH_RA

OCNG_RA
	dB
	0


	-3

	
	PCFICH_RB

PDCCH_RB

PHICH_RB

OCNG_RB
	dB
	0


	-3



	PHICH duration
	
	Normal
	Normal

	Number of PHICH groups (Note 3)
	
	Ng = 1
	Ng = 1

	PDCCH Content
	
	UL Grant should be included with the proper information aligned with A.3.6.

	Unused RE-s and PRB-s
	
	OCNG
	OCNG

	Cell ID
	
	0
	0

	
[image: image22.wmf]oc
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	dBm/15kHz
	-98
	-98

	Cyclic prefix
	
	Normal
	Normal

	ACK/NACK feedback mode
	
	Multiplexing
	Multiplexing

	Note 1:
as specified in Table 4.2-2 in TS 36.211 [4]

Note 2:
as specified in Table 4.2-1 in TS 36.211 [4]

Note 3:
according to Clause 6.9 in TS 36.211 [4]


8.5.2.1
Single-antenna port performance

For the parameters specified in Table 8.5.2-1 the average probability of a miss-detecting ACK for NACK (Pm-an) shall be below the specified value in Table 8.5.2.1-1. The downlink physical setup is in accordance with Annex C.3.2.

Table 8.5.2.1-1: Minimum performance PHICH

	Test number
	Bandwidth 
	Reference Channel
	OCNG Pattern
	Propagation Condition
	Antenna configuration and correlation Matrix 
	Reference value

	
	
	
	
	
	
	Pm-an (%)
	SNR (dB)

	1 
	10 MHz
	R.18
	OP.1 TDD
	ETU70
	1 x 2 Low
	0.1
	5.8

	2 
	10 MHz
	R.24
	OP.1 TDD
	ETU70
	1 x 2 Low
	0.1
	1.3


8.5.2.2
Transmit diversity performance

8.5.2.2.1
Minimum Requirement 2 Tx Antenna Port

For the parameters specified in Table 8.5.2-1 the average probability of a miss-detecting ACK for NACK (Pm-an) shall be below the specified value in Table 8.5.2.2.1-1. The downlink physical setup is in accordance with Annex C.3.2.

Table 8.5.2.2.1-1: Minimum performance PHICH

	Test number
	Bandwidth 
	Reference Channel
	OCNG Pattern
	Propagation Condition
	Antenna configuration and correlation Matrix 
	Reference value

	
	
	
	
	
	
	Pm-an (%)
	SNR (dB)

	1 
	10 MHz
	R.19
	OP.1 TDD
	EVA70
	2 x 2 Low
	0.1
	4.2


8.5.2.2.2
Minimum Requirement 4 Tx Antenna Port

For the parameters specified in Table 8.5.2-1 the average probability of a miss-detecting ACK for NACK (Pm-an) shall be below the specified value in Table 8.5.2.2.2-1. The downlink physical setup is in accordance with Annex C.3.2.

Table 8.5.2.2.2-1: Minimum performance PHICH

	Test number
	Bandwidth 
	Reference Channel
	OCNG Pattern
	Propagation Condition
	Antenna configuration and correlation Matrix 
	Reference value

	
	
	
	
	
	
	Pm-an (%)
	SNR (dB)

	1
	5 MHz
	R.20
	OP.1 TDD
	EPA5
	4 x 2 Medium
	0.1
	6.2


8.5.2.2.3
Minimum Requirement 2 Tx Antenna Port (demodulation subframe overlaps with aggressor cell ABS)
For the parameters specified in  Table 8.5.2-1 and Table 8.5.2.2.3-1, the average probability of a miss-detecting ACK for NACK (Pm-an) shall be below the specified value in Table 8.5.2.2.3-2. The downlink physical setup is in accordance with Annex A.3.6.
Table 8.5.2.2.3-1: Test Parameters for PHICH

	Parameter
	Unit
	Cell 1
	Cell 2

	Uplink downlink configuration 
	
	[1]
	[1]

	Special subframe configuration 
	
	[4]
	[4]

	Downlink power allocation
	
PDCCH_RA

PHICH_RA 

OCNG_RA
	dB
	-3
	-3

	
	PCFICH_RB

PDCCH_RB

PHICH_RB 

OCNG_RB
	dB
	-3
	-3 
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	dBm/15kHz
	[-100.5] (Note 1)
	N/A
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	dBm/15kHz
	[-98] (Note 2)
	N/A
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	dBm/15kHz
	[-95.3] (Note 3)
	N/A
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	dB
	Reference Value in Table 8.5.1.2.3-2
	1.5

	BWChannel
	MHz
	10
	10

	Subframe Configuration
	
	Non-MBSFN 
	Non-MBSFN

	Time Offset between Cells
	[(s]
	2.5 (synchronous cells)

	Cell Id
	
	0
	1

	ABS pattern (Note 4)
	
	N/A
	[0000010001 0000000001]

	[RLM/RRM Measurement Subframe Pattern (Note 5)]
	
	TBD
	N/A

	CSI Subframe Sets (Note 6)
	CCSI,0
	
	TBD
	N/A

	
	CCSI,1
	
	TBD
	N/A

	Number of control OFDM symbols
	
	[3]
	

	ACK/NACK feedback mode
	
	Multiplexing
	

	Number of PHICH groups (Ng)
	
	1
	

	PHICH duration
	
	[extended]
	

	Unused RE-s and PRB-s
	
	OCNG
	OCNG

	Cyclic prefix
	
	Normal
	Normal

	Note 1:
This noise is applied in OFDM symbols #1, #2, #3, #5, #6, #8, #9, #10,#12, #13 of a subframe overlapping with the aggressor ABS
Note 2:
This noise is applied in OFDM symbols #0, #4, #7, #11 of a subframe overlapping  with the aggressor ABS

Note 3:
This noise is applied in OFDM symbols of a subframe overlapping with aggressor non-ABS

Note 4:
ABS pattern as defined in [9]

Note 5:
Time-domain measurement resource restriction pattern for PCell measurements as defined in [7]

Note 6:
As configured according to the time-domain measurement resource restriction pattern for CSI measurements defined in [7]
Note 7:
Cell 1 is the serving cell. Cell 2 is the aggressor cell. The number of the CRS ports in Cell1 and Cell2 is the same.


Table 8.5.2.2.3-2: Minimum performance PHICH
	Test Number
	Reference Channel
	OCNG Pattern
	Propagation Conditions
	Antenna Configuration and Correlation Matrix
	Reference Value

	
	
	
	Cell 1
	Cell 2
	
	Pm-an (%)
	SNR (dB) (Note)

	1
	R.19
	TBD
	EPA5
	EPA5
	2x2 Low
	0.1
	TBD

	Note:
SNR corresponds to 
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of cell 1.
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