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1. Background
The technical report of the work item to introduce a LTE band definition for 3500 MHz (referred as “LTE3500”) has been agreed [1].  A list of proposed changes to the 37.104 [2], 37.113 [3] and 37.141 [4] specifications, needed for LTE3500, is included in the technical report.  Several of the requirements are presented within the current technical report for the work item.
2. Notes

In Clause 10 of the TR summarizing the required changes, new subsections are required to accommodate the MSR specifications affected by Work Item.  These subsections are added for 37.104, 37.113, and 37.141.

For the 37.104 specification, within the subsection 4.5 on “Operating bands and Band Categories”, the appended frequency band would be added to Table 4.5-2.  For 37.141, the comparable and similar addition is performed for subsection 4.4 and Table 4.4-2.

For the 37.113 specification, within the subsection 4.4.2 on “Receiver exclusion band”, the appended frequency band would be added to Table 4.4-3.  The exclusion applies to 20 MHz below the lower frequency band edge, to 20 MHz above the upper frequency band edge.
Using the currently-defined operating band number sequence within these specifications, the newly-proposed UTRA bands could be referred as “h” and “i”, and the corresponding E-UTRA bands as “Band 42” and “Band 43”, but these are shown as provisional (in square brackets) within the TR pending later assignment.

3. Proposal

It is proposed to add text to the LTE3500 TR in line with RAN4 agreements.
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10
Required changes to E-UTRA specifications

10.8
Required changes to TS 37.104

Section 4.5 “Operating bands and Band Categories” and corresponding Table 4.5-2 “Unpaired bands in E‑UTRA and UTRA” of TS 37.104 require alteration to accommodate the new LTE3500 frequency band parameters, as follows.
Table 4.5-2: Unpaired bands in E-UTRA and UTRA.

	MSR and E‑UTRA Band number
	UTRA Band number
	Uplink (UL) BS receive
UE transmit
	Downlink (DL) BS transmit 
UE receive
	Band category

	[42]
	[h)]
	3400 MHz 
	–
	3600 MHz
	3400 MHz 
	–
	3600 MHz
	3

	[43]
	[i)]
	3600 MHz 
	–
	3800 MHz
	3600 MHz 
	–
	3800 MHz
	3


10.9
Required changes to TS 37.113

Section 4.4.2 “Receiver exclusion band” and corresponding Table 4.4-3 “Receiver exclusion band for base stations (unpaired bands)” of TS 37.113 require alteration to accommodate the new LTE3500 frequency band parameters, as follows.  The exclusion applies to 20 MHz below the lower frequency band edge, to 20 MHz above the upper frequency band edge.

Table 4.4-3: Receiver exclusion band for base stations (unpaired bands)
	MSR and E‑UTRA Band number
	UTRA Band number
	Receiver exclusion band

	[42]
	[h)]
	3380 MHz 
	–
	3620 MHz

	[43]
	[i)]
	3580 MHz 
	–
	3820 MHz


10.10
Required changes to TS 37.141

Section 4.4 “Operating bands and Band Categories” and corresponding Table 4.4-2 “Unpaired bands in E‑UTRA and UTRA” of TS 37.141 require alteration to accommodate the new LTE3500 frequency band parameters, as follows.
Table 4.4-2: Unpaired bands in E-UTRA and UTRA.

	MSR and E‑UTRA Band number
	UTRA Band number
	Uplink (UL) BS receive
UE transmit
	Downlink (DL) BS transmit 
UE receive
	Band category

	[42]
	[h]]
	3400 MHz 
	–
	3600 MHz
	3400 MHz 
	–
	3600 MHz
	3

	[43]
	[i]]
	3600 MHz 
	–
	3800 MHz
	3600 MHz 
	–
	3800 MHz
	3
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