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1 Introduction

In the RAN#47 meeting in Vienna, a new work item was approved to introduce the support for LTE 2.6GHz TDD operation in the US into the relevant LTE standards [1]. A list of foreseen changes on related MSR technical specifications [2] has been presented for discussion in RAN4#55 in Montreal, which proposed to update the TR [3] to include the clause of foreseen changes to MSR specifications. 
This document provides a text proposal to the TR on which part of the technical specifications would need to be changed. 

2
Summary & Proposal

It is proposed that the attached TP be adopted into the TR to provide information on foreseen changes to MSR technical specifications.  
3
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6
Summary of required changes to E-UTRA specifications 

<Text to be added>

6.11   Required changes to TS 37.104
Required changes in TS 37.104 are shown in Table 6.11-1.

Table 6.11-1 Expected changes in TS 37.104
	Section
	Description
	Required Changes in TS 37.104

	4.5
	Operating bands and band categories
	A new row is expected to be added in Table 4.5-2. 

	6.6.1.3.1
	BS spurious emissions limits for co-existence with systems operating in other frequency bands
	A new row is expected to be added in Table 6.6.1.3.1-1. It is proposed to evaluate the appropriate requirement of Band [41] for BS spurious emissions limits for co-existence with systems operating in other frequency bands. 

	6.6.1.4.1
	BS spurious emissions limits for BS co-located with another BS
	A new row is expected to be added in Table 6.6.1.4.1-1. It is proposed to evaluate the appropriate requirement of Band [41] for BS spurious emissions limits for co-located with another BS.

	7.4.1
	General blocking minimum requirement
	It’s proposed to evaluate the appropriate general blocking minimum requirement for Band [41] and make corresponding changes in Table 7.4.1-1. 

	7.4.5
	Additional BC3 blocking minimum requirement
	It’s proposed to evaluate the appropriate additional BC3 blocking minimum requirement for Band [41] and make corresponding changes in Table 7.4.5-1.

	7.5.1
	General minimum requirement for out-of-band blocking
	It’s proposed to evaluate the appropriate out-of-band blocking requirement for when co-located with BS in other frequency bands for Band [41] and make corresponding changes in Table 7.5.1-1.

	7.5.2
	Co-location minimum requirement for out-of-band blocking
	A new row is expected to be added in Table 7.5.2-1. It’s proposed to evaluate the appropriate out-of-band blocking performance requirement for Band [41].


6.12   Required changes to TS 37.113

Required changes in TS 37.113 are shown in Table 6.12-1.

Table 6.12-1 Expected changes in TS 37.113

	Section
	Description
	Required Changes in TS 37.113

	4.4.2
	Receiver exclusion band
	A new row is expected to be added in Table 4.4-3


6.13   Required changes to TS 37.141
Required changes in TS 37.141 are shown in Table 6.13-1.

Table 6.13-1 Expected changes in TS 37.141
	Section
	Description
	Required Changes in TS 37.141

	4.4
	Operating bands and band categories
	A new row is expected to be added in Table 4.4-2. 

	6.6.1.5.5
	Additional spurious emissions requirement for co-existence with systems operating in other frequency bands
	A new row is expected to be added in Table 6.6.1.5.5-1. It is proposed to evaluate the appropriate requirement of Band [41] for additional spurious emissions limits for co-existence with systems operating in other frequency bands. 

	6.6.1.5.6
	Spurious emissions limits for BS co-located with another BS
	A new row is expected to be added in Table 6.6.1.5.6-1. It is proposed to evaluate the appropriate requirement of Band [41] for BS spurious emissions limits for co-located with another BS.

	7.4.5.1
	General blocking test requirement
	It’s proposed to evaluate the appropriate general blocking test requirement for Band [41] and make corresponding changes in Table 7.4.5.1-1. 

	7.4.5.5
	Additional BC3 blocking test requirement
	It’s proposed to evaluate the appropriate additional BC3 blocking test requirement for Band [41] and make corresponding changes in Table 7.4.5.5-1.

	7.5.5.1
	General minimum requirement for out-of-band blocking
	It’s proposed to evaluate the appropriate out-of-band blocking requirement for when co-located with BS in other frequency bands for Band [41] and make corresponding changes in Table 7.5.5.1-1. 

	7.5.5.2
	Co-location test  requirement 
	A new row is expected to be added in Table 7.5.5.2-1. It’s proposed to evaluate the appropriate co-location test requirement for when co-located with BS in other frequency bands for Band [41].


– End of TP –
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