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1. Introduction
In E850 study item technical report [1] there is a chapter where duplex-filter characteristics for the new E850 are listed. With this text proposal we add data from new filter vendor.
2. References

[1] R4-102379

E850 TR ab.cde v0.2.0                  
----- Start of TP -----
5.2.3.2.3
Possible specification and comparison with other bands in the range

Provisional specifications over a temperature range -20 C to +85 C are given in 5.2.3.2.3-1, a larger range than that for ETC.
Table 5.2.3.2.3-1: estimated insertion loss and isolation (specified)

	Frequency range 
	UL(Tx) IL
[dB]
	DL (Rx) IL
[dB]
	UL (Tx) Iso

[dB]
	DL (Rx) Iso

[dB]

	
	Vendor 1 (SAW)

	814-849/859-894 MHz
	3.0
	3.5
	50
	42

	Band V/5
	1.8
	1.8
	54
	45

	Band VIII/8
	3.0
	3.0
	50
	42

	
	Vendor 2 (SAW)

	814-849/859-894 MHz
	2.9 (CW)
	3.5 (CW)
	50
	46

	Band V/5
	2.0 (CW)
	2.2 (CW)
	52
	48

	Band VIII/8
	3.0 (CW)
	3.5 (CW)
	50
	42

	
	Vendor 3 [BAW/FBAR]

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	


[It appears Band 8 performance is possible for 814-849/859-894 MHz.]
----- End of TP -----
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