TSG-RAN Working Group 4 (Radio) Ad Hoc Meeting #3







R4-102740
Bratislava, Slovakia, June 28 – July 2, 2010
Source: 
Nokia, TeliaSonera
Title: 




TP for CA UE TR: Section 5.6 CA Channel bandwidths
Agenda Item:
3.1.2
Document for:
Approval

1. Introduction
This document presents a text proposal for the CA UE TR for Clause 5.6 (Operating bands and channel arrangement). 
A.
Text proposal for CA UE TR Section 5.5 and 5.6
----- Start of TP for the section 5.5 and 5.6 -----
5.6.1 
Channel bandwidths per operating band

5.6.1A 
Channel bandwidths per CA operating band

CA operating band is further divided into different BW classes by using a notation which indicates to what E-UTRA band and CA channel bandwidth class it relates to. For example 

· CA_1B means E-UTRA band 1 and CA channel bandwidth class B

· In later releases new CA channel bandwidth classes can be introduced by adding new rows in Table 5.6.1-1 or Table 5.6.1-2. For example,  CA_1C with 20MHz as the only allowed channel bandwidth would mean up to 60 MHz wide Carrier aggregation for band 1.

· Notation which do not have CA channel bandwidth class indicator letter means all CA channel bandwidth classes belonging to given CA oprating band. For example CA_1 includes CA_1A, CA_1B, CA_1C CA_1D and CA_1E.

Table 5.6.1-1: E-UTRA CA Intra band contiguous channel bandwidth combinations
	E-UTRA band / channel bandwidth

	E-UTRA CA Band
	E-UTRA Bands
	1.4 MHz
	3 MHz
	5 MHz
	10  MHz
	15 MHz
	20  MHz

	CA_1B
	1
	
	
	
	Yes
	Yes
	Yes

	CA_40[B]
	40
	
	
	
	Yes
	Yes
	Yes


Table 5.6.1-1: E-UTRA CA inter band channel bandwidth combinations
	E-UTRA band / channel bandwidth

	E-UTRA CA Band
	E-UTRA Bands
	1.4 MHz
	3 MHz
	5 MHz
	10  MHz
	15 MHz
	20  MHz

	CA_1A-5A
	1
	
	
	FFS
	Yes
	FFS
	FFS

	
	5
	
	
	FFS
	Yes
	
	


----- End of TP for the section 5.6 and 5.6 -----
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