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1. Introduction

This document presents a text proposal for CA BS TR on Rx requirements for section 7.1, 7.2, 7.3 and 7.4, on the basis of contribution [1] and [2]. Furthermore, RAN4 agreed that the findings related to BS RF will be captured within a new TR 36.808 [2].
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2. Text proposal for CA BS TR
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7
Receiver characteristics

7.1
General

For all receiver requirements, the carrier aggregation can be introduced with minimal impact on existing specifications. A note in existing specifications can be added  that the  requirements are applicable for each received carrier.

Furthermore, for ACS, blocking and intermodulation characteristics, negative and positive offsets of the interfering signal shall be introduced. The negative offsets of the interfering signal shall apply relative to the lower channel edge of the lowest carrier received and positive offsets of the interfering signal shall apply relative to the higher channel edge of the highest carrier received. This change is aligned with existing specifications 25.104 and 37.104.

7.2
Reference sensitivity level




In order to reduce the complexity of test configurations, the reference sensitivity power can be measured for each component carrier separately. The wanted signal power and SNR operating point is suggested to be the same as Rel-8. It is suggested to apply the existing throughput requirement to each carrier in this clause in case of CA.



7.3
Dynamic range



In order to reduce the complexity of test configurations, the dynamic range can be measured for each component carrier separately. The wanted signal power and SNR operating point is suggested to be the same as Rel-8. It is suggested to apply the existing throughput requirement to each carrier in this clause in case of CA.
.


7.4
In-channel selectivity



In order to reduce the complexity of test configurations, the in-channel selectivity capability can be measured for each component carrier separately. The wanted signal power and SNR operating point is suggested to be the same as Rel-8. It is suggested to apply the existing throughput requirement to each carrier in this clause in case of CA.


----- Next section -----

B.7
Receiver characteristics

7.1
General

The requirements in clause 7 are expressed for a single receiver antenna connector. For receivers with antenna diversity, the requirements apply for each receiver antenna connector.

Unless otherwise stated, the receiver characteristics are specified at the BS antenna connector (test port A) with a full complement of transceivers for the configuration in normal operating conditions. If any external apparatus such as a RX amplifier, a filter or the combination of such devices is used, requirements apply at the far end antenna connector (port B).
A BS supporting contiguous CA in a specified band receives multiple component carriers aggregated contiguously. 
Unless otherwise stated the requirements in clause 7 apply during the base station receive period.
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Figure 7.1: Receiver test ports

The throughput requirements defined for the receiver characteristics in this clause do not assume HARQ retransmissions. 
When the BS is configured to receive multiple carriers, all the throughput requirements are applicable for each received carrier. For ACS, blocking and intermodulation characteristics, the negative offsets of the interfering signal apply relative to the lower channel edge of the lowest carrier received and positive offsets of the interfering signal apply relative to the higher channel edge of the highest carrier received.
7.2
Reference sensitivity level

The reference sensitivity power level PREFSENS is the minimum mean power received at the antenna connector at which a throughput requirement shall be met for a specified reference measurement channel. 

7.2.1
Minimum requirement

The throughput shall be ≥ 95% of the maximum throughput of the reference measurement channel as specified in Annex A with parameters specified in Table 7.2.1-1 for Wide Area BS, in Table 7.2.1-2 for Local Area BS and in Table 7.2.1-3 for Home BS.

Table 7.2.1-1: Wide Area BS reference sensitivity levels

	E-UTRA

channel bandwidth [MHz]
	Reference measurement channel
	 Reference sensitivity power level, PREFSENS

 [dBm]

	1.4
	FRC A1-1 in Annex A.1
	-106.8

	3
	FRC A1-2 in Annex A.1
	-103.0

	5
	FRC A1-3 in Annex A.1
	-101.5

	10
	FRC A1-3 in Annex A.1*
	-101.5

	15
	FRC A1-3 in Annex A.1*
	-101.5

	20
	FRC A1-3 in Annex A.1*
	-101.5 

	Note*: 
PREFSENS is the power level of a single instance of the reference measurement channel. This requirement shall be met for each consecutive application of a single instance of FRC A1-3 mapped to disjoint frequency ranges with a width of 25 resource blocks each




Table 7.2.1-2: Local Area BS reference sensitivity levels

	E-UTRA

channel bandwidth [MHz]
	Reference measurement channel
	 Reference sensitivity power level, PREFSENS

 [dBm]

	1.4
	FRC A1-1 in Annex A.1
	-98.8

	3
	FRC A1-2 in Annex A.1
	-95.0

	5
	FRC A1-3 in Annex A.1
	-93.5

	10
	FRC A1-3 in Annex A.1*
	-93.5

	15
	FRC A1-3 in Annex A.1*
	-93.5

	20
	FRC A1-3 in Annex A.1*
	-93.5 

	Note*: 
PREFSENS is the power level of a single instance of the reference measurement channel. This requirement shall be met for each consecutive application of a single instance of FRC A1-3 mapped to disjoint frequency ranges with a width of 25 resource blocks each




Table 7.2.1-3: Home BS reference sensitivity levels

	E-UTRA

channel bandwidth [MHz]
	Reference measurement channel
	 Reference sensitivity power level, PREFSENS

 [dBm]

	1.4
	FRC A1-1 in Annex A.1
	-98.8

	3
	FRC A1-2 in Annex A.1
	-95.0

	5
	FRC A1-3 in Annex A.1
	-93.5

	10
	FRC A1-3 in Annex A.1*
	-93.5

	15
	FRC A1-3 in Annex A.1*
	-93.5

	20
	FRC A1-3 in Annex A.1*
	-93.5 

	Note*: 
PREFSENS is the power level of a single instance of the reference measurement channel. This requirement shall be met for each consecutive application of a single instance of FRC A1-3 mapped to disjoint frequency ranges with a width of 25 resource blocks each




7.3
Dynamic range

The dynamic range is specified as a measure of the capability of the receiver to receive a wanted signal in the presence of an interfering signal inside the received channel bandwidth. In this condition a throughput requirement shall be met for a specified reference measurement channel. The interfering signal for the dynamic range requirement is an AWGN signal.

7.3.1
Minimum requirement

The throughput shall be ≥ 95% of the maximum throughput of the reference measurement channel as specified in Annex A with parameters specified in Table 7.3.1-1 for Wide Area BS, in Table 7.3.1-2 for Local Area BS and in Table 7.3.1-3 for Home BS. 

Table 7.3.1-1: Wide Area BS dynamic range
	E-UTRA

channel bandwidth [MHz]
	Reference measurement channel
	Wanted signal mean power [dBm]
	Interfering signal mean power [dBm] / BWConfig
	Type of interfering signal

	1.4
	FRC A2-1 in Annex A.2
	-76.3
	-88.7
	AWGN

	3
	FRC A2-2 in Annex A.2
	-72.4
	-84.7
	AWGN

	5
	FRC A2-3 in Annex A.2
	-70.2
	-82.5
	AWGN

	10
	FRC A2-3 in Annex A.2*
	-70.2
	-79.5
	AWGN

	15
	FRC A2-3 in Annex A.2*
	-70.2
	-77.7
	AWGN

	20
	FRC A2-3 in Annex A.2*
	-70.2 
	-76.4
	AWGN


Table 7.3.1-2: Local Area BS dynamic range
	E-UTRA

channel bandwidth [MHz]
	Reference measurement channel
	Wanted signal mean power [dBm]
	Interfering signal mean power [dBm] / BWConfig
	Type of interfering signal

	1.4
	FRC A2-1 in Annex A.2
	-68.3
	-80.7
	AWGN

	3
	FRC A2-2 in Annex A.2
	-64.4
	-76.7
	AWGN

	5
	FRC A2-3 in Annex A.2
	-62.2
	-74.5
	AWGN

	10
	FRC A2-3 in Annex A.2*
	-62.2
	-71.5
	AWGN

	15
	FRC A2-3 in Annex A.2*
	-62.2
	-69.7
	AWGN

	20
	FRC A2-3 in Annex A.2*
	-62.2 
	-68.4
	AWGN


Table 7.3.1-3: Home BS dynamic range
	E-UTRA

channel bandwidth [MHz]
	Reference measurement channel
	Wanted signal mean power [dBm]
	Interfering signal mean power [dBm] / BWConfig
	Type of interfering signal

	1.4
	FRC A2-1 in Annex A.2
	-31.8
	-44.2
	AWGN

	3
	FRC A2-2 in Annex A.2
	-27.9
	-40.2
	AWGN

	5
	FRC A2-3 in Annex A.2
	-25.7
	-38
	AWGN

	10
	FRC A2-3 in Annex A.2*
	-25.7
	-35
	AWGN

	15
	FRC A2-3 in Annex A.2*
	-25.7
	-33.2
	AWGN

	20
	FRC A2-3 in Annex A.2*
	-25.7
	-31.9
	AWGN


7.4
In-channel selectivity

In-channel selectivity (ICS) is a measure of the receiver ability to receive a wanted signal at its assigned resource block locations in the presence of an interfering signal received at a larger power spectral density. In this condition a throughput requirement shall be met for a specified reference measurement channel. The interfering signal shall be an E-UTRA signal as specified in Annex C and shall be time aligned with the wanted signal.
7.4.1
Minimum requirement

The throughput shall be ≥ 95% of the maximum throughput of the reference measurement channel as specified in Annex A with parameters specified in Table 7.4.1-1 for Wide Area BS, in Table 7.4.1-2 for Local Area BS and in Table 7.4.1-3 for Home BS. 

Table 7.4.1-1 E-UTRA Wide Area BS in-channel selectivity

	E-UTRA

channel bandwidth (MHz)
	Reference measurement channel
	Wanted signal mean power [dBm]
	Interfering signal mean power [dBm] 
	Type of interfering signal

	1.4
	A1-4 in Annex A.1
	-106.9
	-87
	1.4 MHz E-UTRA signal, 3 RBs

	3
	A1-5 in Annex A.1
	-102.1
	-84
	3 MHz E-UTRA signal, 6 RBs

	5
	A1-2 in Annex A.1
	-100.0
	-81
	5 MHz E-UTRA signal, 10 RBs

	10
	A1-3 in Annex A.1
	-98.5
	-77
	10 MHz E-UTRA signal, 25 RBs

	15
	A1-3 in Annex A.1*
	-98.5
	-77
	15 MHz E-UTRA signal, 25 RBs*

	20
	A1-3 in Annex A.1*
	-98.5
	-77
	20 MHz E-UTRA signal, 25 RBs*

	Note*: 
Wanted and interfering signal are placed adjacently around Fc


Table 7.4.1-2 E-UTRA Local Area BS in-channel selectivity

	E-UTRA

channel bandwidth (MHz)
	Reference measurement channel
	Wanted signal mean power [dBm]
	Interfering signal mean power [dBm] 
	Type of interfering signal

	1.4
	A1-4 in Annex A.1
	-98.9
	-79
	1.4 MHz E-UTRA signal, 3 RBs

	3
	A1-5 in Annex A.1
	-94.1
	-76
	3 MHz E-UTRA signal, 6 RBs

	5
	A1-2 in Annex A.1
	-92.0
	-73
	5 MHz E-UTRA signal, 10 RBs

	10
	A1-3 in Annex A.1
	-90.5
	-69
	10 MHz E-UTRA signal, 25 RBs

	15
	A1-3 in Annex A.1*
	-90.5
	-69
	15 MHz E-UTRA signal, 25 RBs*

	20
	A1-3 in Annex A.1*
	-90.5
	-69
	20 MHz E-UTRA signal, 25 RBs*

	Note*: 
Wanted and interfering signal are placed adjacently around Fc


Table 7.4.1-3 E-UTRA Home BS in-channel selectivity

	E-UTRA

channel bandwidth (MHz)
	Reference measurement channel
	Wanted signal mean power [dBm]
	Interfering signal mean power [dBm] 
	Type of interfering signal

	1.4
	A1-4 in Annex A.1
	-98.9
	-79
	1.4 MHz E-UTRA signal, 3 RBs

	3
	A1-5 in Annex A.1
	-94.1
	-76
	3 MHz E-UTRA signal, 6 RBs

	5
	A1-2 in Annex A.1
	-92.0
	-73
	5 MHz E-UTRA signal, 10 RBs

	10
	A1-3 in Annex A.1
	-90.5
	-69
	10 MHz E-UTRA signal, 25 RBs

	15
	A1-3 in Annex A.1*
	-90.5
	-69
	15 MHz E-UTRA signal, 25 RBs*

	20
	A1-3 in Annex A.1*
	-90.5
	-69
	20 MHz E-UTRA signal, 25 RBs*

	Note*: 
Wanted and interfering signal are placed adjacently around Fc


----- End of TP -----
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The same AWGN PSD level across the entire CA receiver noise bandwidth shall be use for dynamic range measurement, or 20 dB above noise floor
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