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1 Introduction

US 2.6GHz TD-LTE RF requirements work item was approved in RAN#47 meeting in Vienna [1]. This paper gives text proposal of operation band number and EARFCN in related specifications for US 2.6GHz WI.
2 Text proposal for TS36.101

/////////////////////////Start of changes///////////////////////////////////
5.5
Operating bands

E-UTRA is designed to operate in the operating bands defined in Table 5.5-1.
Table 5.5-1 E-UTRA operating bands

	E‑UTRA Operating Band
	Uplink (UL) operating band
BS receive
UE transmit
	Downlink (DL) operating band
BS transmit 
UE receive
	Duplex Mode

	
	FUL_low   –  FUL_high
	FDL_low   –  FDL_high
	

	1
	1920 MHz 
	–
	1980 MHz 
	2110 MHz  
	–
	2170 MHz
	FDD

	2
	1850 MHz 
	–
	1910  MHz
	1930 MHz 
	–
	1990 MHz
	FDD

	3
	1710 MHz 
	–
	1785 MHz
	1805 MHz 
	–
	1880 MHz
	FDD

	4
	1710 MHz
	–
	1755 MHz 
	2110 MHz 
	–
	2155 MHz
	FDD

	5
	824 MHz
	–
	849 MHz
	869 MHz 
	–
	894MHz
	FDD

	61
	830 MHz
	–
	840  MHz
	875 MHz 
	–
	885 MHz
	FDD

	7
	2500 MHz
	–
	2570 MHz
	2620 MHz 
	–
	2690 MHz
	FDD

	8
	880 MHz
	–
	915 MHz
	925 MHz  
	–
	960 MHz
	FDD

	9
	1749.9 MHz
	–
	1784.9 MHz
	1844.9 MHz  
	–
	1879.9 MHz
	FDD

	10
	1710 MHz
	–
	1770 MHz
	2110 MHz 
	–
	2170 MHz
	FDD

	11
	1427.9 MHz 
	–
	1447.9 MHz 
	1475.9 MHz  
	–
	1495.9 MHz 
	FDD

	12
	698 MHz
	–
	716 MHz
	728 MHz
	–
	746 MHz
	FDD

	13
	777 MHz
	–
	787 MHz
	746 MHz
	–
	756 MHz
	FDD

	14
	788 MHz
	–
	798 MHz
	758 MHz
	–
	768 MHz
	FDD

	15
	Reserved
	
	
	Reserved
	
	
	FDD

	16
	Reserved
	
	
	Reserved
	
	
	FDD

	17
	704 MHz 
	–
	716 MHz
	734 MHz
	–
	746 MHz
	FDD

	18
	815 MHz
	–
	830 MHz
	860 MHz
	–
	875 MHz
	FDD

	19
	830 MHz
	–
	845 MHz
	875 MHz
	–
	890 MHz
	FDD

	20
	832 MHz
	–
	862 MHz
	791 MHz
	–
	821 MHz
	FDD

	21
	1447.9 MHz
	–
	1462.9 MHz
	1495.9 MHz
	–
	1510.9 MHz
	FDD

	...
	
	
	
	
	
	
	

	33
	1900 MHz
	–
	1920 MHz
	1900 MHz
	–
	1920 MHz
	TDD

	34
	2010 MHz
	–
	2025 MHz 
	2010 MHz 
	–
	2025 MHz
	TDD

	35
	1850 MHz 
	–
	1910 MHz
	1850 MHz 
	–
	1910 MHz
	TDD

	36
	1930 MHz 
	–
	1990 MHz
	1930 MHz 
	–
	1990 MHz
	TDD

	37
	1910 MHz 
	–
	1930 MHz
	1910 MHz 
	–
	1930 MHz
	TDD

	38
	2570 MHz 
	–
	2620 MHz
	2570 MHz 
	–
	2620 MHz
	TDD

	39
	1880 MHz 
	–
	1920 MHz
	1880 MHz 
	–
	1920 MHz
	TDD

	40
	2300 MHz 
	–
	2400 MHz
	2300 MHz 
	–
	2400 MHz
	TDD

	41
	2496 MHz
	–
	2690 MHz
	2496 MHz
	–
	2690 MHz
	TDD

	Note 1: Band 6 is not applicable


/////////////////////////Unchanged parts are skipped here///////////////////////////////////

5.7.3
Carrier frequency and EARFCN 

The carrier frequency in the uplink and downlink is designated by the E-UTRA Absolute Radio Frequency Channel Number (EARFCN) in the range 0 - 65535. The relation between EARFCN and the carrier frequency in MHz for the downlink is given by the following equation, where FDL_low and NOffs-DL are given in table 5.7.3-1 and NDL is the downlink EARFCN.


FDL = FDL_low + 0.1(NDL – NOffs-DL)

The relation between EARFCN and the carrier frequency in MHz for the uplink is given by the following equation where FUL_low and NOffs-UL are given in table 5.7.3-1 and NUL is the uplink EARFCN.


FUL = FUL_low + 0.1(NUL – NOffs-UL)

Table 5.7.3-1 E-UTRA channel numbers

	E-UTRA Operating

Band
	Downlink
	Uplink

	
	FDL_low (MHz)
	NOffs-DL
	Range of NDL
	FUL_low (MHz)
	NOffs-UL
	Range of NUL

	1
	2110
	0
	0 – 599
	1920
	18000
	18000 – 18599

	2
	1930
	600
	6001199
	1850
	18600
	18600 – 19199

	3
	1805
	1200
	1200 – 1949
	1710
	19200
	19200 – 19949

	4
	2110
	1950
	1950 – 2399
	1710
	19950
	19950 – 20399

	5
	869
	2400
	2400 – 2649
	824
	20400
	20400 – 20649

	6
	875
	2650
	2650 – 2749
	830
	20650
	20650 – 20749

	7
	2620
	2750
	2750 – 3449
	2500
	20750
	20750 – 21449

	8
	925
	3450
	3450 – 3799
	880
	21450
	21450 – 21799

	9
	1844.9
	3800
	3800 – 4149
	1749.9
	21800
	21800 – 22149

	10
	2110
	4150
	4150 – 4749
	1710
	22150
	22150 – 22749

	11
	1475.9
	4750
	4750 – 4949
	1427.9
	22750
	22750 – 22949

	12
	728
	5000
	5000 - 5179
	698
	23000
	23000 - 23179

	13
	746
	5180
	5180 – 5279
	777
	23180
	23180 – 23279

	14
	758
	5280
	5280 – 5379
	788
	23280
	23280 – 23379

	…
	
	
	
	
	
	

	20
	791
	6150
	6150 – 6449
	832
	24150
	24150 – 24449

	21
	1495.9
	7050
	7050 – 7199
	1447.9
	25050
	25050 – 25199

	…
	
	
	
	
	
	

	17
	734
	5730
	5730 –  5849
	704
	23730
	23730 - 23849

	18
	860
	5850
	5850 – 5999
	815
	23850
	23850 – 23999

	19
	875
	6000
	6000 – 6149
	830
	24000
	24000 – 24149

	…
	
	
	
	
	
	

	33
	1900
	36000
	36000 – 36199 
	1900
	36000
	36000 – 36199

	34
	2010
	36200
	36200 – 36349
	2010
	36200
	36200 – 36349 

	35
	1850
	36350
	36350 – 36949
	1850
	36350
	36350 – 36949

	36
	1930
	36950
	36950 – 37549
	1930
	36950
	36950 – 37549

	37
	1910
	37550
	37550 – 37749
	1910
	37550
	37550 – 37749

	38
	2570
	37750
	37750 – 38249
	2570
	37750
	37750 – 38249

	39
	1880
	38250
	38250-38649
	1880
	38250
	38250-38649

	40
	2300
	38650
	38650-39649
	2300
	38650
	38650-39649

	41
	2496
	39650
	39650-41589
	2496
	39650
	39650-41589

	NOTE: 
The channel numbers that designate carrier frequencies so close to the operating band edges that the carrier extends beyond the operating band edge shall not be used. This implies that the first 7, 15, 25, 50, 75 and 100 channel numbers at the lower operating band edge and the last 6, 14, 24, 49, 74 and 99 channel numbers at the upper operating band edge shall not be used for channel bandwidths of 1.4, 3, 5, 10, 15 and 20 MHz respectively.


3 Expected Changes for TS36.104

/////////////////////////Start of changes///////////////////////////////////

5.5
Operating bands

E-UTRA is designed to operate in the operating bands defined in Table 5.5-1.

Table 5.5-1 E-UTRA frequency bands

	E‑UTRA Operating Band
	Uplink (UL) operating band
BS receive
UE transmit
	Downlink (DL) operating band
BS transmit 
UE receive
	Duplex Mode

	
	FUL_low   –  FUL_high
	FDL_low   –  FDL_high
	

	1
	1920 MHz 
	–
	1980 MHz 
	2110 MHz  
	–
	2170 MHz
	FDD

	2
	1850 MHz 
	–
	1910  MHz
	1930 MHz 
	–
	1990 MHz
	FDD

	3
	1710 MHz 
	–
	1785 MHz
	1805 MHz 
	–
	1880 MHz
	FDD

	4
	1710 MHz
	–
	1755 MHz 
	2110 MHz 
	–
	2155 MHz
	FDD

	5
	824 MHz
	–
	849 MHz
	869 MHz 
	–
	894MHz
	FDD

	61
	830 MHz
	–
	840  MHz
	875 MHz 
	–
	885 MHz
	FDD

	7
	2500 MHz
	–
	2570 MHz
	2620 MHz 
	–
	2690 MHz
	FDD

	8
	880 MHz
	–
	915 MHz
	925 MHz  
	–
	960 MHz
	FDD

	9
	1749.9 MHz
	–
	1784.9 MHz
	1844.9 MHz  
	–
	1879.9 MHz
	FDD

	10
	1710 MHz
	–
	1770 MHz
	2110 MHz 
	–
	2170 MHz
	FDD

	11
	1427.9 MHz 
	–
	1447.9 MHz
	1475.9 MHz  
	–
	1495.9 MHz
	FDD

	12
	698 MHz
	–
	716 MHz
	728 MHz
	–
	746 MHz
	FDD

	13
	777 MHz
	–
	787 MHz
	746 MHz
	–
	756 MHz
	FDD

	14
	788 MHz
	–
	798 MHz
	758 MHz
	–
	768 MHz
	FDD

	15
	Reserved
	
	
	Reserved
	
	
	FDD

	16
	Reserved
	
	
	Reserved
	
	
	FDD

	17
	704 MHz 
	–
	716 MHz
	734 MHz
	–
	746 MHz
	FDD

	18
	815 MHz 
	–
	830 MHz
	860 MHz
	–
	875 MHz
	FDD

	19
	830 MHz 
	–
	845 MHz
	875 MHz
	–
	890 MHz
	FDD

	20
	832 MHz
	–
	862 MHz
	791 MHz
	–
	821 MHz
	

	21
	1447.9 MHz
	–
	1462.9 MHz
	1495.9 MHz
	–
	1510.9 MHz
	FDD

	...
	
	
	
	
	
	
	

	33
	1900 MHz
	–
	1920 MHz
	1900 MHz
	–
	1920 MHz
	TDD

	34
	2010 MHz
	–
	2025 MHz 
	2010 MHz 
	–
	2025 MHz
	TDD

	35
	1850 MHz 
	–
	1910 MHz
	1850 MHz 
	–
	1910 MHz
	TDD

	36
	1930 MHz 
	–
	1990 MHz
	1930 MHz 
	–
	1990 MHz
	TDD

	37
	1910 MHz 
	–
	1930 MHz
	1910 MHz 
	–
	1930 MHz
	TDD

	38
	2570 MHz 
	–
	2620 MHz
	2570 MHz 
	–
	2620 MHz
	TDD

	39
	1880 MHz 
	–
	1920 MHz
	1880 MHz 
	–
	1920 MHz
	TDD

	40
	2300 MHz 
	–
	2400 MHz
	2300 MHz 
	–
	2400 MHz
	TDD

	41
	2496 MHz 
	–
	2690 MHz
	2496 MHz 
	–
	2690 MHz
	TDD

	Note 1: Band 6 is not applicable.


/////////////////////////Unchanged parts are skipped here///////////////////////////////////

5.7.3
Carrier frequency and EARFCN

The carrier frequency in the uplink and downlink is designated by the E-UTRA Absolute Radio Frequency Channel Number (EARFCN) in the range 0 - 65535. The relation between EARFCN and the carrier frequency in MHz for the downlink is given by the following equation, where FDL_low and NOffs-DL are given in table 5.7.3-1 and NDL is the downlink EARFCN.


FDL = FDL_low + 0.1(NDL – NOffs-DL) 

The relation between EARFCN and the carrier frequency in MHz for the uplink is given by the following equation where FUL_low and NOffs-UL are given in table 5.7.3-1 and NUL is the uplink EARFCN.


FUL = FUL_low + 0.1(NUL – NOffs-UL)  

Table 5.7.3-1 E-UTRA channel numbers

	E-UTRA Operating Band
	Downlink
	Uplink

	
	FDL_low [MHz]
	NOffs-DL
	Range of NDL
	FUL_low [MHz]
	NOffs-UL
	Range of NUL

	1
	2110
	0
	0 – 599
	1920
	18000
	18000 – 18599

	2
	1930
	600
	6001199
	1850
	18600
	18600 – 19199

	3
	1805
	1200
	1200 – 1949
	1710
	19200
	19200 – 19949

	4
	2110
	1950
	1950 – 2399
	1710
	19950
	19950 – 20399

	5
	869
	2400
	2400 – 2649
	824
	20400
	20400 – 20649

	6
	875
	2650
	2650 – 2749
	830
	20650
	20650 – 20749

	7
	2620
	2750
	2750 – 3449
	2500
	20750
	20750 – 21449

	8
	925
	3450
	3450 – 3799
	880
	21450
	21450 – 21799

	9
	1844.9
	3800
	3800 – 4149
	1749.9
	21800
	21800 – 22149

	10
	2110
	4150
	4150 – 4749
	1710
	22150
	22150 – 22749

	11
	1475.9
	4750
	4750 – 4949
	1427.9
	22750
	22750 – 22949

	12
	728
	5000
	5000 – 5179
	698
	23000
	23000 – 23179

	13
	746
	5180
	5180 – 5279
	777
	23180
	23180 – 23279

	14
	758
	5280
	5280 – 5379
	788
	23280
	23280 – 23379

	…
	
	
	
	
	
	

	17
	734
	5730
	5730 – 5849
	704
	23730
	23730 – 23849

	18
	860
	5850
	5850 – 5999
	815
	23850
	23850 – 23999

	19
	875
	6000
	6000 – 6149
	830
	24000
	24000 – 24149

	20
	791
	6150
	6150 - 6449
	832
	24150
	24150 - 24449

	21
	1495.9
	6450
	6450 – 6599
	1447.9
	24450
	24450 – 24599

	…
	
	
	
	
	
	

	33
	1900
	36000
	36000 – 36199
	1900
	36000
	36000 – 36199

	34
	2010
	36200
	36200 – 36349
	2010
	36200
	36200 – 36349

	35
	1850
	36350
	36350 – 36949
	1850
	36350
	36350 – 36949

	36
	1930
	36950
	36950 – 37549
	1930
	36950
	36950 – 37549

	37
	1910
	37550
	37550 – 37749
	1910
	37550
	37550 – 37749

	38
	2570
	37750
	37750 – 38249
	2570
	37750
	37750 – 38249

	39
	1880
	38250
	38250 – 38649
	1880
	38250
	38250 – 38649

	40
	2300
	38650
	38650 – 39649
	2300
	38650
	38650 – 39649

	41
	2496
	39650
	39650 – 41589
	2496
	39650
	39650 – 41589

	NOTE: 
The channel numbers that designate carrier frequencies so close to the operating band edges that the carrier extends beyond the operating band edge shall not be used. This implies that the first 7, 15, 25, 50, 75 and 100 channel numbers at the lower operating band edge and the last 6, 14, 24, 49, 74 and 99 channel numbers at the upper operating band edge shall not be used for channel bandwidths of 1.4, 3, 5, 10, 15 and 20 MHz respectively.


4 Expected Changes for TS36.141

/////////////////////////Start of changes///////////////////////////////////

5.5
Operating bands

E-UTRA is designed to operate in the operating bands defined in Table 5.5-1.

Table 5.5-1 E-UTRA operating bands
	E-UTRA Operating Band
	Uplink (UL) operating band BS receive
UE transmit
	Downlink (DL) operating band
BS transmit 
UE receive
	Duplex Mode

	
	FUL_low   –  FUL_high
	FDL_low   –  FDL_high
	

	1
	1920 MHz 
	–
	1980 MHz 
	2110 MHz  
	–
	2170 MHz
	FDD

	2
	1850 MHz 
	–
	1910  MHz
	1930 MHz 
	–
	1990 MHz
	FDD

	3
	1710 MHz 
	–
	1785 MHz
	1805 MHz 
	–
	1880 MHz
	FDD

	4
	1710 MHz
	–
	1755 MHz 
	2110 MHz 
	–
	2155 MHz
	FDD

	5
	824 MHz
	–
	849 MHz
	869 MHz 
	–
	894MHz
	FDD

	61
	830 MHz
	–
	840  MHz
	875 MHz 
	–
	885 MHz
	FDD

	7
	2500 MHz
	–
	2570 MHz
	2620 MHz 
	–
	2690 MHz
	FDD

	8
	880 MHz
	–
	915 MHz
	925 MHz  
	–
	960 MHz
	FDD

	9
	1749.9 MHz
	–
	1784.9 MHz
	1844.9 MHz  
	–
	1879.9 MHz
	FDD

	10
	1710 MHz
	–
	1770 MHz
	2110 MHz 
	–
	2170 MHz
	FDD

	11
	1427.9 MHz 
	–
	1447.9 MHz
	1475.9 MHz  
	–
	1495.9 MHz
	FDD

	12
	698 MHz
	–
	716 MHz
	728 MHz
	–
	746 MHz
	FDD

	13
	777 MHz
	–
	787 MHz
	746 MHz
	–
	756 MHz
	FDD

	14
	788 MHz
	–
	798 MHz
	758 MHz
	–
	768 MHz
	FDD

	15
	Reserved
	
	
	Reserved
	
	
	FDD

	16
	Reserved
	
	
	Reserved
	
	
	FDD

	17
	704 MHz
	
	716 MHz
	734 MHz
	
	746 MHz
	FDD

	18
	815 MHz 
	–
	830 MHz
	860 MHz
	–
	875 MHz
	FDD

	19
	830 MHz 
	–
	845 MHz
	875 MHz
	–
	890 MHz
	FDD

	20
	832 MHz
	–
	862 MHz
	791 MHz
	–
	821 MHz
	FDD

	21
	1447.9 MHz 
	–
	1462.9 MHz
	1495.9 MHz
	–
	1510.9 MHz
	FDD

	...
	
	
	
	
	
	
	

	33
	1900 MHz
	–
	1920 MHz
	1900 MHz
	–
	1920 MHz
	TDD

	34
	2010 MHz
	–
	2025 MHz 
	2010 MHz 
	–
	2025 MHz
	TDD

	35
	1850 MHz 
	–
	1910 MHz
	1850 MHz 
	–
	1910 MHz
	TDD

	36
	1930 MHz 
	–
	1990 MHz
	1930 MHz 
	–
	1990 MHz
	TDD

	37
	1910 MHz 
	–
	1930 MHz
	1910 MHz 
	–
	1930 MHz
	TDD

	38
	2570 MHz 
	–
	2620 MHz
	2570 MHz 
	–
	2620 MHz
	TDD

	39
	1880 MHz 
	–
	1920 MHz
	1880 MHz 
	–
	1920 MHz
	TDD

	40
	2300 MHz 
	–
	2400 MHz
	2300 MHz 
	–
	2400 MHz
	TDD

	41
	2496 MHz 
	–
	2690 MHz
	2496 MHz 
	–
	2690 MHz
	TDD

	Note 1: Band 6 is not applicable.


/////////////////////////Unchanged parts are skipped here///////////////////////////////////

5.7.3
Carrier frequency and EARFCN

The carrier frequency in the uplink and downlink is designated by the E-UTRA Absolute Radio Frequency Channel Number (EARFCN) in the range 0 - 65535. The relation between EARFCN and the carrier frequency in MHz for the downlink is given by the following equation, where FDL_low and NOffs-DL are given in table 5.7.3-1 and NDL is the downlink EARFCN.


FDL = FDL_low + 0.1(NDL – NOffs-DL)

The relation between EARFCN and the carrier frequency in MHz for the uplink is given by the following equation where FUL_low and NOffs-UL are given in table 5.7.3-1 and NUL is the uplink EARFCN.


FUL = FUL_low + 0.1(NUL – NOffs-UL)

Table 5.7.3-1 E-UTRA channel numbers
	E-UTRA Operating Band
	Downlink
	Uplink

	
	FDL_low [MHz]
	NOffs-DL
	Range of NDL
	FUL_low [MHz]
	NOffs-UL
	Range of NUL

	1
	2110
	0
	0 – 599
	1920
	18000
	18000 – 18599

	2
	1930
	600
	6001199
	1850
	18600
	18600 – 19199

	3
	1805
	1200
	1200 – 1949
	1710
	19200
	19200 – 19949

	4
	2110
	1950
	1950 – 2399
	1710
	19950
	19950 – 20399

	5
	869
	2400
	2400 – 2649
	824
	20400
	20400 – 20649

	6
	875
	2650
	2650 – 2749
	830
	20650
	20650 – 20749

	7
	2620
	2750
	2750 – 3449
	2500
	20750
	20750 – 21449

	8
	925
	3450
	3450 – 3799
	880
	21450
	21450 – 21799

	9
	1844.9
	3800
	3800 – 4149
	1749.9
	21800
	21800 – 22149

	10
	2110
	4150
	4150 – 4749
	1710
	22150
	22150 – 22749

	11
	1475.9
	4750
	4750 – 4949
	1427.9
	22750
	22750 – 22949

	12
	728
	5000
	5000 – 5179
	698
	23000
	23000 – 23179

	13
	746
	5180
	5180 – 5279
	777
	23180
	23180 – 23279

	14
	758
	5280
	5280 – 5379
	788
	23280
	23280 – 23379

	…
	
	
	
	
	
	

	17
	734
	5730
	5730 – 5849
	      704
	       23730
	23730 – 23849

	18
	860
	5850
	5850 – 5999
	815
	23850
	23850 – 23999

	19
	875
	6000
	6000 – 6149
	830
	24000
	24000 – 24149

	20
	791
	6150
	6150 - 6449
	832
	24150
	24150 - 24449

	21
	1495.9
	6450
	6450 – 6599
	1447.9
	24450
	24450 – 24599

	…
	
	
	
	
	
	

	33
	1900
	36000
	36000 – 36199
	1900
	36000
	36000 – 36199

	34
	2010
	36200
	36200 – 36349 
	2010
	36200
	36200 – 36349

	35
	1850
	36350
	36350 – 36949
	1850
	36350
	36350 – 36949

	36
	1930
	36950
	36950 – 37549
	1930
	36950
	36950 – 37549

	37
	1910
	37550
	37550 – 37749
	1910
	37550
	37550 – 37749

	38
	2570
	37750
	37750 – 38249
	2570
	37750
	37750 – 38249

	39
	1880
	38250
	38250 – 38649
	1880
	38250
	38250 – 38649

	40
	2300
	38650
	38650 – 39649
	2300
	38650
	38650 – 39649

	41
	2496
	39650
	39650 –41589
	2496
	39650
	39650 –41589

	NOTE: 
The channel numbers that designate carrier frequencies so close to the operating band edges that the carrier extends beyond the operating band edge shall not be used. This implies that the first 7, 15, 25, 50, 75 and 100 channel numbers at the lower operating band edge and the last 6, 14, 24, 49, 74 and 99 channel numbers at the upper operating band edge shall not be used for channel bandwidths of 1.4, 3, 5, 10, 15 and 20 MHz respectively.


5 Expected Changes for TS25.461
/////////////////////////Start of changes///////////////////////////////////
4.3.7
Operating bands

A UTRA/FDD BS, UTRA/TDD BS, E-UTRA BS or antenna modem is designed to operate in one or several of the following frequency bands:

Table 4.3.7.1: Frequency bands

	UTRA Operating Band
	E-UTRA Operating Band
	UL operating band
UE transmit, BS receive
	DL operating band
UE receive, BS transmit

	I
	1
	1920 – 1980 MHz
	2110 – 2170 MHz

	II
	2
	1850 –1910 MHz
	1930 – 1990 MHz

	III
	3
	1710 – 1785 MHz
	1805 – 1880 MHz

	IV
	4
	1710 – 1755 MHz
	2110 – 2155 MHz

	V
	5
	824 – 849 MHz
	869 – 894 MHz

	VI
	6 Note 1
	830 – 840 MHz
	875 – 885 MHz

	VII
	7
	2500 – 2570 MHz
	2620 – 2690 MHz

	VIII
	8
	880 – 915 MHz
	925 – 960 MHz

	IX
	9
	1749.9 – 1784.9 MHz
	1844.9 – 1879.9 MHz

	X
	10
	1710 – 1770 MHz
	2110 – 2170 MHz

	XI
	11
	1427.9 - 1447.9 MHz
	1475.9 - 1495.9 MHz

	XII
	12
	698 – 716 MHz
	728 – 746 MHz

	XIII
	13
	777 – 787 MHz
	746 – 756 MHz

	XIV
	14
	788 – 798 MHz
	758 – 768 MHz

	XV
	15
	Reserved
	Reserved

	XVI
	16
	Reserved
	Reserved

	XVII Note 2
	17
	704 – 716 MHz
	734 – 746 MHz

	XVIII Note 2
	18
	815 – 830 MHz
	860 – 875 MHz

	XIX
	19
	830 – 845 MHz
	875 – 890 MHz

	XXI
	21
	1447.9 - 1462.9 MHz
	1495.9 - 1510.9 MHz

	
	…
	
	

	a)
	33
	1900 –
1920 MHz
	1900 –
1920 MHz

	a)
	34
	2010 – 2025 MHz
	2010 – 2025 MHz

	b)
	35
	1850 – 1910 MHz
	1850 – 1910 MHz

	b)
	36
	1930 –
 1990 MHz
	1930 –
 1990 MHz

	c)
	37
	1910 –
 1930 MHz
	1910 –
 1930 MHz

	d)
	38
	2570 –
 2620 MHz
	2570 –
 2620 MHz

	f)
	39
	1880 –
 1920 MHz
	1880 –
 1920 MHz

	e)
	40
	2300 –
 2400 MHz
	2300 –
 2400 MHz

	N/A
	41
	2496 – 2690MHz
	2496 – 2690MHz

	Note 1: Band 6 is not applicable.
Note 2: UTRA Operating Band XVII and XVIII are Reserved.


6 Conclusions
This paper gives text proposals on operation band number and EARFCN in related technical specifications which are recommended to be endorsed.
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