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1. Introduction
A new version of MSR conformance testing specification, TS 37.141 V0.3.0 (2010-02) was approved in the RAN4 meeting #54. Agreement that the test for dynamic range would be executed referring to existing single carrier test was reached in [2].
In this contribution, a test proposal on dynamic range is proposed to add to TS 37.141 clause 7.3.
2. Proposal
It is proposed that the attached Text Proposal is approved for TS 37.141.
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TEXT PROPOSAL:
7.3
Dynamic range

7.3.1
Definition and applicability
The dynamic range is a measure of the capability of the receiver to receive a wanted signal in the presence of an interfering signal inside the received channel bandwidth or the capability of receiving high level of wanted signal.
7.3.2
Minimum Requirement
The minimum requirement is in TS 37.104 [2] subclause 7.3.

7.3.3
Test purpose
To verify that at the BS receiver dynamic range, the capability of receiver shall fulfil the specified limit.
7.3.4
Method of testing
7.3.4.1
E-UTRA method of test
For E-UTRA, the method of test is specified in TS 36.141 [9], subclause 7.3.4.
7.3.4.2
UTRA FDD method of test
For UTRA FDD, the method of test is specified in TS 25.141 [10], subclause 7.3.4.
7.3.4.3
UTRA TDD method of test
For UTRA TDD, the method of test is specified in TS 25.142 [12], subclause 7.3.4.
7.3.4.4
GSM/EDGE method of test
For GSM/EDGE, the method of test is specified in TS 51.021 [11], subclause 7.1.2 and 7.1.4.
7.3.5
Test requirement
7.3.5.1
E-UTRA test requirement

For E-UTRA, the test requirement for reference sensitivity level is specified in TS 36.141 [9], subclause 7.3.5.
7.3.5.2
UTRA FDD test requirement

For UTRA FDD, the test requirement for reference sensitivity level is specified in TS 25.141 [10], subclause 7.3.5.
7.3.5.3
UTRA TDD test requirement

For UTRA TDD, the test requirement for reference sensitivity level is specified in TS 25.142 [12], subclause 7.3.5.2.
7.3.5.4
GSM/EDGE test requirement
For GSM/EDGE, the test requirement for reference sensitivity level is specified in TS 51.021 [11], subclause 7.1.2 and 7.1.4.
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