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1 Introduction
In this contribution we give the text proposal about the general requirements of CA UE TR.
2 Discussion
In current version of CA UE TR, the expression of 4.3 bullet C can not correctly describe the requirements of the terminal which support more than one additional requirements and will cause confusion of the number of the corresponding requirements.  

Here in the text proposal we have clarified that a terminal which supports more than one additional requirements would need to meet all of the separate corresponding requirements, not just related to two of the requirements. We have also made some correction of some other editorian errors. If this text proposal is ignored, the difinition of the terminal which support more than one additional requirements will not be so clear and will cause confusion.
3 Conclusions
The proposed changes are captured in the following text proposal. 
4 References
[1] TS36.101
[2] R4-103431, TR36.807, User Equipment (UE) radio transmission and reception, Motorola
Text proposal
----- Start of TP -----
[-------------------------------------------------------------- TEXT START-------------------------------------------------------------]
4
General

4.1
Relationship between minimum requirements and test requirements
4.2
 Applicability of minimum requirements
4.3
Applicability of minimum requirements (CA, ULMA, DLMA, CPE)

a) In Annex B (Release 10 working assumptions ) the requirements are specified as general requirements and additional requirements specific to CA, ULMA, DLMA and CPE which are specified as suffix A, B, C, D where; 

· Suffix A  additional requirements need to support CA

· Suffix B  additional requirements need to support DLMA

· Suffix C  additional requirements need to support ULMA

· Suffix D  additional requirements need to support CPE

b) A terminal which support these features need to meet both the general requirements and the additional requirement applicable to the additional sub-clause. Where there is a difference in requirement between the general requirements and the additional sub-clause requirements the tighter requirements are applicable unless stated otherwise in the additional sub- clause 

c) A terminal which support more than one additional requirements  (CA, ULMA, DLMA and CPE) would need to meet all of the separate corresponding requirements
----Text skipped here----
6
Transmitter characteristics

6.1
General

Tx characteristics are specified for the following scenarios;

1) CA_X    (Intra band  contiguous CA)
2) CA_X-Y  (Inter band  non contiguous CA)
3) DLMA (Down link multiple antenna)

4) ULMA (Up link multiple antenna) 

5) CPE (Customer Premises equipment)
----Text skipped here----
6.6.3.2
Spurious emission band UE co-existence

One aspect relating to the emission spectrum would be UE to UE co-existence. In this case the following aspects would need FFS;

· UE1 (Tx) and UE2 (Rx) configuration for UE to UE co-existence analysis 

· Should the same limit (-50dBm /1MHz) be applicable 

· In the case of inter band scenario how do we address harmonic requirements

· TDD non synchronized operation 

Note the current RAN1 assumption assumes in the case of contiguous CC carriers then RB can be freely allocated for the different CC carriers 

1) CA_X    (Intra band  contiguous CA)
2) CA_X-Y  (Inter band  non contiguous CA)
3) DLMA (Down link multiple antenna)

4) ULMA (Up link multiple antenna) 

5) CPE (Customer Premises equipment)

 [---------------------------------------------------------------TEXT END--------------------------------------------------------------]
